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More time 
to relax with 
DANSAND

HOW DANSAND® NO GROW™  
JOINT MATERIALS WORK 

There are two types of weeds: seeds spread through the 
wind and plants spread through the root network. Both 
types significantly damage the paving.

Weed seeds spread through the wind can easily put 
down roots in the joints. Removing weeds from a joint 
that is only a few millimetres wide is quite di!cult. But 
for weed seeds it is easy to get into the joints. The seeds 
find their way into the small openings and begin to  
germinate and grow. 

If you fill the joints with our joint materials that are 
made of natural ingredients and have a long-lasting 
weed inhibiting e"ect, seeds hardly stand a chance of 
becoming embedded.  
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Loose joints
1–5 mm wide 

min. height of 40 mm

Loose joints
3–20 mm wide 

min. height of 40 mm

Solid joints
3–10 mm wide 

min. height of 40 mm

Semi-solid joints 
3–10 mm wide 

min. height of 20 mm

Concrete 

blocks
DANSAND®  

Joint Filling Sand
DANSAND®  
Stone Dust

DANSAND® POLYMERIC 
BLOC PAVING FIX

DANSAND Kerama®

Natural stones DANSAND®  
Joint Filling Sand

DANSAND®  
Stone Dust

DANSAND® POLYMERIC 
BLOC PAVING FIX

DANSAND Kerama®

Bricks — —
DANSAND® POLYMERIC 

BLOC PAVING FIX
—

Porous 
natural stones

— —
DANSAND® POLYMERIC 

BLOC PAVING FIX
—

Porcelain 
paving slabs

— — — DANSAND Kerama®

When used correctly, the 
products prevent weed 
seeds from becoming  

embedded in the joints for 
many years.

All NO GROW™ joint materials are only suitable for 
a loose surface layer.

THE RIGHT MATERIAL FOR ANY PURPOSE

Whether it's DANSAND® Joint Filling Sand, DANSAND® 
Stone Dust for Paving, DANSAND TOP LOCK® or 
DANSAND Kerama® – we can o"er you joint material 
that will be perfect for your paving. 

Thanks to di"erent formulations based on natural 
ingredients, the respective products are optimised for 
di"erent stone types. And best of all: our joint materials 
are easy to use and can be used successfully by both 
professionals and DIY enthusiasts. 
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The joint 
stabilises the 
laying pattern

THE MOST IMPORTANT 
FUNCTIONS OF THE JOINT 

The joint 
spreads the 

load

The joint 
prevents 

broken edges

The joint 
protects the 

substrate

ONE JOINT, MANY FUNCTIONS

A nice and well-kept joint is the finishing touch to any 
surface. The joint highlights colours, structures and 
patterns, and it visually binds the stones together into 
a beautiful whole. 

But the joint also has an important function: If the 
substrate is done correctly, it is the joint that makes 
the surface resistant to rain, frost, weeds, traffic 

loads and much more.
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NO GROWTM DANSAND® 
Joint Filling Sand

The joint filling sand is a weed-inhibiting joint material 
suitable for new and existing concrete and natural stone 
pavings. The ready-to-use mix ensures radiantly beauti-
ful joints on private paths, patios and driveways with 
light tra!c. The fine, round grain product ensures easy 
application – it is non-clumping and is easy to brush into 
the joints.

BENEFITS AT A GLANCE

R Prevents weeds due to the naturally high pH value
R Patented e!ect
R Guarantees water-permeable joints
R For joints up to 5 mm
R E"ective from a joint depth of 40 mm
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Do not use for joints that  
adjoin the base as there is a risk 
of e#orescence and expansion 
damage. Use conventional joint 

material for joints next to a  
wall base.

x 2

1

The paving must be 
completely dry.

2

Mix the  joint filling sand 
well before use.

3

Brush the 
DANSAND® Joint Filling Sand  

diagonally into the joints.

4

Sweep the paving clean 
with a soft brush.

5

Compress the jointing 
material at least twice using 

a paving vibrator.

6

Top up with joint filling sand  
if necessary and sweep the paving 

clean again with a soft brush. 

HOW TO USE DANSAND®  
JOINT FILLING SAND

Always make sure that any excess joint material is 
removed from your paving.

HOW TO MAINTAIN YOUR PAVING 
WITH DANSAND® JOINT FILLING SAND

R Make sure that your joints are completely filled!
R  Avoid contaminating the joints with soil or other 

organic substances, such as leaves and grass, as this 
reduces the e"ect of the joint filling sand.

R Clean your paving regularly.
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NO GROWTM DANSAND® 
POLYMERIC BLOC 
PAVING FIX

SOLID, WEED-FREE JOINTS
The ready-to-use quartz sand mix hardens up to a depth 
of approx. 1 cm in the top layer when coming into 
contact with water. This creates a natural barrier for 
weeds and insects and results in solid but flexible 
weed-free joints between concrete and natural stones.

BENEFITS AT A GLANCE

R Natural weed barrier
R Flexible and solid joints
R Guarantees water-permeable joints
R Joint width: 3–10 mm
R E"ective from a joint depth of 40 mm
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min. 10 C max.  30 C̊˚

HOW TO CREATE 
JOINTS WITH DANSAND®

POLYMERIC BLOC 
PAVING FIX

4

Compress the jointing material at  
least twice using a paving vibrator.  

Always use a plastic anti-slip device  
to avoid damaging the paving.  

5

Top up the joints if necessary and 
sweep the paving clean with 

a soft brush.

6

Moisten the joints with 
fine mist from a water spray. Repeat 

the process after 5 minutes. Then  
check whether the whole depth of  

the joint has been moistened.

2

Mix the 
DANSAND® POLYMERIC 
BLOC PAVING FIX well 

before starting the work.

3

Brush the joint material 
both diagonally and in a straight  

line into the joints. Sweep the paving  
clean with a soft brush.

HOW TO MAINTAIN YOUR PAVING 
WITH DANSAND® POLYMERIC BLOC PAVING FIX

R Keep the joints free of humus and soil.
R  Damaged joints can be repaired with new material. 

Remove any loose joint material beforehand.
R  Moss or algae can form on constantly wet joints. 

Remove these with suitable products.

1

When filling the joints and in the first 
few days that the joints are setting, the 
air and surface temperature must be at 

least 10°C. The weather and ground 
must be dry so that the joints can set 
completely. The joints do not tolerate 

rain in the first 24 hours  (except dew 
and light drizzle). Check the weather 

forecast before you start.
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WWW.DANSAND.EU

NO GROWTM DANSAND® 

Stone Dust

WIDE, WEED-FREE JOINTS
DANSAND® Stone Dust is a ready-to-use mix of crushed 
granite and nutrient-poor minerals. The stone dust 
ensures fine, anthracite-coloured joints. It is ideal for 
patios, driveways or paths and is ideally suited for 
concrete, granite and paving stones.

BENEFITS AT A GLANCE

R Prevents weeds due to the naturally high pH value
R Patented e!ect
R Guarantees water-permeable joints
R Joint width: 3–20 mm
R E"ective from a depth of at least 40 mm
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HOW TO USE 
DANSAND®  

STONE DUST

1

The paving must be completely 
dry.

2

Mix the 
stone dust 

 well before use.

3

Brush the 
DANSAND® Stone Dust  

diagonally into the joints.

4

Sweep the paving clean with 
a soft brush.

5

Compress the jointing material at  
least twice using a paving vibrator.  

Always use a plastic anti-slip device  
to avoid damaging the paving.  

6  
Top up the joints if necessary 

and sweep the paving clean again. 

Do not use for joints that adjoin the 
base as there is a risk of e#ores-
cence and expansion damage. Use 

conventional joint material for joints 
next to a wall base.

HOW TO MAINTAIN YOUR PAVING 
WITH DANSAND® STONE DUST

R Make sure that your joints are completely filled!
R  Avoid contaminating the joints with soil or other  

organic substances, such as leaves and grass,  
as this reduces the e"ect of the joint material.

R Clean your paving regularly.

Our NO GROWTM joint filling materials are easy to 
apply, boast excellent strength and can be used by 
both professionals and DIY enthusiasts.

x 2
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How do I get the joint material 
into the joints if they are full 
of soil and weeds?

There are three ways to clean the joints. The more 
time you take, the longer the e"ect lasts.

R The optimal solution
R The thorough solution
R The quick solution

Three effective 
solutions

THE OPTIMAL SOLUTION

THE THOROUGH SOLUTION

THE QUICK SOLUTION
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The optimal solution

THE LONGEST TIME WITHOUT WEEDS
Do you like to work thoroughly?

Then the optimal solution is the right one:
Your paving will stay weed-free for a long time.
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5

Fill the joints with DANSAND® joint 
material. Please make sure that the 

paving is completely dry.

6

Brush the material in a straight line 
and diagonally with a soft brush 

until the joints are completely filled.

3

Rake the exposed area and smooth 
out any dips. Use paving sand for 

the top layer.

4

Clean the paving slabs and 
relay them. 

With the optimal solution, 
you carry out a complete 
repair by taking up the pav-
ing, cleaning it and relaying it. 

You can also turn over the paving slabs in many 
cases. The preparations take some time, but the 
result is great and you can enjoy weed-free paving 
for many years.

We recommend the “optimal solution” in case of 
heavy growth of algae and weeds. If your paving has 
become uneven over time, you must smooth the 
surface in order to relay a perfect paving.

There are often dips on driveways from “tra!c wear” 
after years of use. Repairing the joints is a good 
opportunity to get the complete driveway back into 
shape.

We wish you enjoyment and fun with your 
new paving!

VISIT WWW.DANSAND.EU FOR MORE TIPS 
ON HOW TO CREATE JOINTS QUICKLY AND EASILY.

How it works

1

Take up the entire paving.

2

Remove the weeds and treat the 
subsurface with a suitable product. 

Observe the manufacturer's 
instructions on the proper use 

of the product.
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The thorough solution

WEED-FREE FOR LONG PERIODS OF TIME
You need to invest a little less energy for the  
thorough solution. Your paving still remains 

weed-free for a long time.
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The thorough solution is not 
quite as time-consuming as 
the optimal one. But in this 
way you also get great 
long-lasting results.

You should choose the thorough solution if the 
paving has already been a"ected by weeds and 
algae, but has not yet become displaced due to wear 
or a poor base.

We wish you enjoyment and fun with your 
new paving!

VISIT WWW.DANSAND.EU FOR MORE TIPS 
ON HOW TO CREATE JOINTS QUICKLY AND EASILY.

How it works

1

Remove the existing 
weeds and the old joint filler with a 
pointing tool (at least 4 cm deep).

2

Use a high-pressure washer to 
completely empty the joints. Maintain 

an appropriate distance to avoid 
damaging the paving and subsurface.

3

Remove the weed roots and seeds 
completely to prevent existing weeds 

from growing again. 

4

Sweep the paving clean.

5

Fill the joints with DANSAND® joint 
material. Please make sure that the 

paving is completely dry.

6

Brush the material in a straight line 
and diagonally with a soft brush until 

the joints are completely filled.
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The quick solution

WEED-FREE FOR THE SEASON
With the quick solution, you achieve good 

results with minimal work.
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For all those who want to see 
good results quickly and 
easily. 

The quick solution is the shortest way to achieve 
good results. The weeds are kept at bay for the 
whole season – depending on the degree to which 
they have become established. 

We recommend the simple solution if you want to 
refurbish a paving that was laid more recently or if 
there is no heavy occurence of algae and weed yet. 

If the weeds are already widespread, you should 
consider the thorough or optimal solution. Even 
though you will achieve good quick results, the e"ect 
will last only for a limited period of time in this case. 
Scraping out weeds will not ultimately remove them 
completely. For example, there may still be the 
remains of seeds, roots and substances in lower 
layers that provide a good breeding ground for 
stubborn weed.

We wish you enjoyment and fun with your 
new paving!

VISIT WWW.DANSAND.EU FOR MORE TIPS 
ON HOW TO CREATE JOINTS QUICKLY AND EASILY.

How it works

1

Remove the old joint filler with a 
garden scraper (at least 3 cm deep).

2

Sweep the paving clean.

3

Fill the joints with DANSAND® joint 
material. Please make sure that the 

paving is completely dry. 

4

Brush the material in a straight line 
and diagonally with a soft brush 

until the joints are completely filled.
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