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WHO WE ARE

Market leaders in the design, manufacture, and installation of electrical distribution systems for holiday,
park homes, and touring parks across the UK and Europe. With over four decades of industry experience,
we have established ourselves as a trusted partner for businesses looking to enhance their electrical
infrastructure.

We pride ourselves on offering a completely bespoke design and build service. Our 360° solution
encompasses every stage of the process, from sourcing high-quality components and accessories to
manufacturing a vast range of products tailored to meet your specific needs. Our in-house design
capabilities and product flexibility sets us apart from others in the industry, allowing us to provide solutions
which are aligned with your specifications.

Our commitment to quality and innovation ensures that we stay at the forefront of the industry. We invest
in the latest technology and maintain rigorous standards to deliver products that are both reliable and
efficient. Whether you need a custom connection unit or a complete electrical distribution system, our
team are equipped to handle projects of any size and complexity.

Our testing and certification department is equipped
to handle periodic testing, ensuring your systems
remain compliant and operational. All testing is
conducted by our electricians and signed off by our
NICEIC Qualifying Supervisors, giving you peace of
mind that your installations meet the highest safety
and quality standards.

PROVIDING THE
PERFECT POWER
SOLUTION

At CPES, we are more than a supplier; we are your
partner in achieving a sustainable and efficient
electrical infrastructure.
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OUR PORTFOLIO

Multi-Service

Connection Units

Bollards

Touring bollards are
available in a range of
configurations consisting
of; electric, water, EV, TV

connections, TV & fibre. & data.

Hook-up boxes capable of
incorporating multiple
services including; electric,
EV charging, hot tub

EV Charging

From 3.7kW - 22kW, our EV

solutions are suitable for
pitch-side or communal areas
& can be wall or ground
D mounted.

Distribution Units

Upto 800A -
manufactured to suit
your requirements.

Lighting

Our options range from
low to high-level lighting,
including a number of
solar-powered options.

Bulk Metering Units

Up to 100A single-
phase & able to house
up to 42 meters within

a single enclosure.

Mains Panels

Upto 1,600A -
manufactured to suit
your requirements.




CONNECTION UNITS

RR1F Direct Connection Unit - 237 - R I
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Our robust connection units are available as direct

connection or with electronic interlocking socket
outlets. Manufactured using polycarbonate
enclosures, these units are designed to withstand
a multitude of weather conditions.

e Available in 16 A - 80A

e MID Approved 80A Meter

e Overload Protection

) ) ) e Earth Leakage Protection 30mA 2 Pole :T:E
Available unmetered or with your choice of MID-

approved metering from kWh read-only to pre-
payment or SMART metering technology. Each
unit is equipped with overload and earth leakage
protection devices, easily accessible through a
polycarbonate reset flap.

e Incoming Terminals: 2 x 35mm

e 2 X25mm +1x 20mm Brass Gland Plate

e Outgoing Circuit Compression Gland m ' | I ]

Our connection units are all manufactured in-
house. In the unlikely event that our standard
product doesn’'t meet your requirements, we are
available to discuss and amend the specification
subject to regulatory requirements.

SS2F Socketed Connection Unit - 88 " . 140

e Available in 16A or 32A

hl_ i el —
e MID Approved 80A Meter Fr—

_ 9 |
e Direct Connection: 16A — 80A e Combined Overload & Earth Leakage @ - 3 GI
e Socketed Connection: 16A - 32A Protection 30mA 2 Pole =
e MID Approved Meter Options e Incoming Terminals: 2 x 35mm
+ Overload Protection ¢ 2 x 25mm Brass Gland Plate
e Earth Leakage Protection 30mA 2 Pole « Electronic Interlockg L ) g . i —
e Incoming Terminals: 2 x 35mm
e Electronic Interlock
e Brass Gland Plate
e Compression Glands
e Separate TV Compartment
e Polycarbonate Enclosure: IP56
e 2P+E Socket Outlets: |P44 TT4F Alpha RFID Socketed Connection Unit
e Polycarbonate Reset Flap & Viewing e Available in 16A or 32A 494
. - — _ 158 _
Window: IP56 « MID Approved 80A RFID Meters ) 395 _ 128
e Fire Retardant . B 7]
' e Combined Overload & Earth Leakage ¥ i
e BS7671 Compliant Protection 30mA 2 Pole
e Incoming Terminals: 2 x 35mm 1"
| —
e 2 x25mm Brass Gland Plate e g
-

e Galvanised Mounting Stake

=]

e 2 Pole Isolator
e Electronic Interlock E

e Photocell Kit to control lighting

e Socket Locking Plate

Visit our website to view more of our range www.cpes.co.uk




MULTI-SERVICE BOLLARDS

The Europa multi-service
bollard offers a complete ‘All-
in-One’ solution capable of
supplying up to 4 pitches
with either 16 A or 32A outlets.
Each socket outlet is wired
with a tripping module and
microswitch creating a safe
electronic interlock.

Available unmetered or with
your choice of MID-approved
metering, from kWh read-
only, pre-payment or SMART
metering technology.

Manufactured from high-
density polyethylene and
acrylic capped ABS, the
Europa range is designed to
withstand a multitude of
weather conditions and
provide a superior finish. This
bollard is complete with
combined overload and earth
leakage protection devices
which are safely accessible
using the polycarbonate reset
flaps.

Built with flexibility in mind,
our ‘Optional Extras’ allow us
to tailor the bollards to suit
your needs.

e Available in 16 A or 32A

e 1,2, 3 0r 4 Socket Outlets

e MID Approved Meter Options

¢ HDPE Internal Chassis

e LED Lighting Head (photocell controlled)

¢ Range of Colours & Materials

e Combined Overload & Earth Leakage
Protection 30mA 2 Pole

e Incoming Terminals: 2 x 35mm

e 2X25mm +1x20mm Brass Gland Plate
(other sizes available)

e 2 Pole Isolator

e Electronic Interlock

e 2P+E Socket Outlets: IP44

e Acrylic Capped ABS Shell: IP65

e Polycarbonate Reset Flap: IP67

e Fire Retardant

e BS7671 Compliant

313

¢ Water: 1I5mm Incoming Connection
e Double Check Valve E
e Isolation Valve ﬁ

e " Brass Bib Tap E
e Self Regulating Trace Heating
e TV & Data Outlet

1147

e Integrated EV Charger
e Galvanised Root Mounting Kit
e Socket Locking Plate

Colour Options

230
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Visit our website to view more of our range www.cpes.co.uk




LIGHTING

We have a large number of
low and high-level lighting
options for you to choose
from, whether you're looking
for discrete pitch side
illumination or a fully
illuminated car park — we
have a solution for you.

Our lights are heavy duty
making them suitable to
withstand the changing
weather conditions. There are
various styles ensuring
suitability for the aesthetic of
your park, choose from
something more traditional
or opt for a modern natural
light manufactured from a
choice of wood, perfectly
fitting in with its
surroundings.

Not only are we able to offer
hardwired lighting, we also
offer solar lighting options.
These hardwearing and
highly efficient lights provide
bright, eco-friendly
illumination without the high
energy bills - charging during
the day and shining during
the night.

Astral Solar

e Zero Energy Costs & Emissions

e LED Power: 3.5W

e Luminous Flux: 420 Lumens

e LED Lifetime: Over 50,000hrs

e Colour Temperature: 5000k

e Charging Time: 6hrs

e Battery Lifespan: Over 3000 cycles at 80%

e Solar Panel: 6.3wc

e Solar Cells: Monocrystalline Panel Grade A 25yrs

e 180° PIR Sensor & Photosensor

G400

e LED Power: 60W

e Luminous Flux: 4800 or 7200 Lumens

e LED Lifetime: 25,000hrs

e Colour Temperature: 3000k, 4000k or 6500k
e Kelvin Settable GX53 LED Modular System

e Range of Colours

e Material: Resin & Polymethyl Methacrylate

Woodland Eye

e LED Power: 1.3W

e Luminous Flux: 140 Lumens

LED Lifetime: 25,000hrs

Colour Temperature: 3000k
¢ 120° Beam Angle
e Material: Larch or Oak

e Connection Box - Loop ‘in’ & ‘out’ Facility

3o - 4400

Visit our website to view more of our range www.cpes.co.uk
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EV CHARGING

Within our range are pitch-side and self-serve EV
charging solutions, allowing you to provide your
customers with an on-site charging point.
Manufactured within a wall mounted enclosure or
ground mounted bollard, our chargers are capable
of supplying 7.4kW single-phase or 22kW three-
phase.

Our pitch-side chargers are fitted with an ‘on/off’
keyswitch to control the power output and an LED
indicator representing the charging state.
Alternatively, our self-service chargers are fitted
with a contactless card payment terminal allowing
the customers to manage their own charging
cycle.

Built with flexibility in mind, our chargers are
easily adaptable to suit your needs, allowing us
the possibility to incorporate PME fault detection
and dynamic load shedding.

e Up to 7.4kW Single Phase or 22kW Three
Phase

¢ Range of Payment Options

e 1 or 2 Socket Outlets

e Overload Protection

e Earth Leakage Protection 30mA 2 Pole

e 6mA DC Leakage Protection

e Cable Lock Security Feature

e LED Lighting Head (photocell controlled)

e Surface or Root Mountable

e Range of colour options & skin materials

e Incoming Terminals: 3/5 x 35mm

e Charging Socket: Type 2 IEC 62196

e Brass Gland Plate

e Fire Retardant

e BS7671 Compliant

« PME Fault Detection
e Dynamic Load Shedding
e Galvinsed Root Mounting Kit

e-Charge Touch . 313

e Up to 7.4kW Single Phase or 22kW Three Phase | ——

e Nayax Contactless Card Terminal N

\ /
« Available with 1 or 2 Socket Outlets o )o L 1
e Overload Protection [ ] ;
e Earth Leakage Protection 30mA 2 Pole ]
e 6mA DC Leakage Protection
1
]

e Cable Lock Security Feature

LED Lighting Head (photocell controlled)

1297

MID Approved Energy Meter

4G [ Ethernet Connectivity

1010

Surface or Root Mountable

Range of colour options & skin materials

Incoming Terminals: 3/5 x 35mm

2/4 Pole Isolator

Charging Socket: Type 2 IEC 62196

Brass Gland Plate

230 230

Fire Retardant - - - —

BS7671 Compliant

e-Charge Unit

e Up to 7.4kW Single Phase

e Charging State Indicator 94 152

On/Off Keyswitch 122

e 6mA DC Leakage Protection
e Cable Lock Security Feature

e Personalise with your logo

294

Charging Socket: Type 2 IEC 62196

Incoming Terminals: 3 x 1l6mm

Brass Gland Plate

Wall, Surface or Root Mountable

Fire Retardant

BS7671 Compliant

Polycarbonate Enclosure: IP66

Visit our website to view more of our range www.cpes.co.uk




BULK METERING UNITS DISTRIBUTION UNITS

Our Distribution Units are
designed specifically to suit
the customers’ requirements.
Manufactured in a range of
sizes, with the possibility to
have an incoming supply of
up to 800A 3-phase. If
required adjustable earth
leakage protection devices
will be incorporated, as well
as pull down fuses or MCB's
from 2A - 125A to protect the
outgoing circuit.

Our Bulk Metering Units are designed specifically
to suit the customers’ requirements. These units
are an ideal solution for reading up to 42 meters
in one location. Allowing for an incoming supply
from 63A single phase, up to 630A three phase.
Fitted with your choice of 1 or 2 pole overload
protection, ranging from 16A up to T00A.

Choose from single, double or 4-module read only
meters or one of our prepayment meters. We're
able to manufacture these units in a range of
colours and sizes, ensuring the product will suit
your needs. Our photocell kits are available as an
optional extra, should you wish to control any
lighting from this unit. Multi-function panel meters
can be installed allowing you
to view the voltage,
amperage, power factor etc -
making it easier to identify
usage and discover a possible
cause of a fault. LED phase
indicators and trip indicators
can also be incorporated
making a fault visible.

There are a number of variations available in this
unit to support you existing or new electrical
infrastructure. For a detailed specification which
suits your needs, get in touch.

Our enclosures are available
ina number of materials
including polycarbonate,
GRP, stainless steel and more.
If there's a specific colour
you'd like, we have the
flexibility to spray our
enclosures to suit your parks
colour scheme.

e Choice of Sizes, Colours & Enclosure
Materials

e Available in 16 A -T00A

e Up to 42 Outgoing Supplies

¢ Outgoing Terminals: 6mm - 70mm

e MID Approved Meters
(various metering solutions are available)

e 16A - 100A Overload Protection 1 or 2 Pole

e Incoming Supply: from 63A single phase up
to 630A three phase

There are a number of
variations available in this
range to support your
existing or new electrical
infrastructure. For a detailed
specification which suits your
needs, get in touch.

e Incoming Terminals: 3 x 35mm or 5 x 300mm
e Brass Gland Plate

e Fire Retardant

¢ BS7671 Compliant




MAINS PANELS

Our Mains Panels are designed
specifically to suit the
customers’ requirements.
Manufactured in a range of sizes,
with the possibility to have an
incoming supply of up to 1600A
3-phase. MCCB's or fuse carrier
will be incorporated to protect
outgoing circuits, as well as
adjustable earth leakage
protection devices if required.

e Choice of Sizes, Colours &

Enclosure Materials
e Up to 1600A 3-Phase

e Adjustable Earth Leakage

Protection

e Fuse Carrier or MCCB

Outgoing Circuit
Multi-function panel meters can
be installed allowing you to view
the voltage, amperage, power
factor etc — making it easier to
identify usage and discover a
possible cause of a fault. LED
phase indicators and trip
indicators can also be
incorporated making a fault
visible.

e Protection up to 800A

e Lightning & Surge Protection

e Multi-Function Panel Meters
e LED Phase Indicators
e LED Trip Indicators

e Anti-Condensation Heaters

. . e Incoming Connection:
Our enclosures are available in a

number of materials including
GRP, steel, stainless steel and
more. If there’s a specific colour
you'd like, we have the flexibility
to spray our enclosures to suit
your parks colour scheme.
Should you require a foundation
design and kiosk/ housing, this
could be incorporated within
your design package.

4 X 630mm per phase

e Brass Gland Plate

e Fire Retardant

e BS7671 Compliant

There are a number of variations
available in this range to
support your existing or new
electrical infrastructure. For a
detailed specification which
suits your needs, get in touch.




METERING METALWORK

We have a variety of MID approved metering solutions ranging from read-only to SMART Our portfolio includes a diverse range of Our metalwork also extends to our
metering technology, meaning we really do have something to suit everyone. metalwork specifically designed and lighting range, ensuring secure and

manufactured to complement our safe installation.

Connection Units, Multi-Service Bollards,

Lighting, Distribution Units, and Mains For larger items like distribution units
Read-Only .

Panels. and mains panels, we create
Displays kWh readings which are able to be manually o I ed ) foe f lcustolm-CJ!eS|gned framzdehat plrlowde
recorded. These meters are available in 1, 2 or 4 modules as We offer ga van.|2e mountlhg stakes for ong-lasting support. Additionally, we

. . all our connection units, which are can manufacture shrouds to cover the
well as panel meters, ranging from 45A single phase up to . . . . .
. . available in both bolt-down and knock-in metalwork, blending seamlessly with

2000A 3-phase — allowing us to meter anything on your park. . . . . .

options. For multi-service bollards, we the surrounding environment.

provide mounting frogs and supporting
gullies for those that supply water.

Alpha RFID Pre-Payment

A popular choice for pre-payment metering, these 80A RFID
meters require 4 modules of space and allow you to receive
customer payment prior to consumption.

, Caravan
, Park
Electrical

' MARICER

Supported by our computer software, you'll follow the step-by-
step set-up guide to build your database. When your
customers arrive simply issue credit to the reuseable RFID
card, allowing them to upload it to their meter and monitor
their usage. Upon departure your customer should transfer
the credit back to the card, allowing you to end the
transaction on the system ready for the next guest.

Top-Up

Allowing your customers to independently purchase electric,
these 100A meters use 4G/ LTE communications for instant
online top-ups.

Supported by an online portal, you'll register on the Landlord
Gateway where you can add your meters, set your tariff and
monitor usage. Once the customer arrives, they’'ll be able to
head straight online to top-up — this is a simple process
using details on the meter face to identify their unit and
then purchase credit using a secure payment page.

I ¢

SMART Metering Technology

Allowing you to monitor electricity usage in real time. The
meters communicate with the park datahub, automatically
sending meter readings to the cloud server meaning the
customer is charged for the electricity they use, as they use it.
This system enables customers to monitor their usage or for
the park to generate a bill, as well as the ability to monitor
overall park consumption using 3-phase meters.




CAMPERCLEAN

The CamperClean is a fully automatic emptying and cleaning station offering your guests
a reliable and hygienic toilet sanitation solution. Eliminate peoples least favourite part of
caravanning by providing a user-friendly solution which empties, cleans and refills their
cassette with fresh water and sanitary solution.

The front of the unit provides your customers with a step-by-step guide of how to
operate the machine. During the cleaning process the cassettes waste is vacuum
extracted and inside is cleaned with jets of pressurised water. After the cleaning process
the cassette is instantly ready to use again, having already been refreshed with clean
water and microbiologically based sanitary additive.

Not only does the CamperClean enhance your customers experience on park therefore
putting you ahead of your competitors, but provides an additional revenue stream.

e Large Cassette Compatibility
e Sanitary Additive Tank: 60L

e Water Consumption: 12.5L per

clean

e Extraction Vent with Carbon

Filter: 125mm
e Clean Quantity Counter

e Coin Payment Terminal
(integrated card reader

optional extra)

e Power Requirements: 230V AC,
50Hz, 16A

e Incoming Water Supply: 2"
PE-Pipe with DVWG-
Connection, min 2.5 bar - max
8 bar

e Outgoing Waste Supply: KG-
Pipe DN110

e Environment: -25°C up to
+50°C

« IP40
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MARINA SERVICES

Also trading as Maricer, our expertise extends right
across the leisure industry! Whether it's a marina
development or an upgrade of an existing waterway,
our adaptability enables us to meet your demands.

Over the years our marina portfolio continues to grow
and holds a range of products including; Multi-Service
Pedestals, Emergency Service Equipment, Super Yacht
Units, Pumpouts, Lighting, EV Chargers, Distribution
Units and Mains Panels.

We have successfully managed projects across the
United Kingdom, Europe, The Middle East and Asia.
These have ranged from supply-only up to a brand
new electrical infrastructure installation.
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SERVICES LIMITED

PHONE :
01790 753153

EMAIL :
enquiries@cpes.co.uk

WEBSITE :

WWW.Cpes.co.uk




