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DISC MOWERS DISC AGILE

SILVERCUT DISC WORKING WIDTH (m) WEIGHT (kg) TRACTOR POWER (kW/HP) NUMBER OF DISCS DISC ROTATION

300 F ALP 3,03 658,5 / 950* 46 / 61 7 Towards centre

300 F 2,97 658,5 / 950* 46 / 61 7 Combined

340 F 3,32 681,5 / 973* 52 / 70 8 Combined

380 F 3,74 1040* 62 / 83 9 Combined

300 F FPC/FSC 2,90 864 / 1100* / 924 / 1170* 60 / 80 7 In pairs

300 F RRC 2,90 1000 / 1246* 60 / 80 7 In pairs

340 F FPC/FSC 3,32 940 / 1186* / 1000 / 1246* 68 / 90 8 Combined

340 F RRC 3,32 1064 / 1310* 68 / 90 8 Combined

300 S 2,90 1050 46 / 61 7 In pairs

340 S 3,25 1080 54 / 72 8 In pairs

380 S 3,67 1140 60 / 80 9 In pairs

270 S RRC 2,47 1000 52 / 70 6 In pairs

300 S FPC/FSC 2,90 1310 / 1370 60 / 80 7 In pairs

300 S RRC 2,90 1420 60 / 80 7 In pairs

340 S FPC/FSC 3,25 1394 / 1454 68 / 90 8 In pairs

340 S RRC 3,32 1524 68 / 90 8 Combined

DISC WORKING WIDTH (m) WEIGHT (kg) TRACTOR POWER (kW/HP) NUMBER OF DISCS DISC ROTATION

A 220 F ALP 2,16 415 30 / 40 5 Towards centre

A 260 F ALP 2,57 460 38 / 50 6 Towards centre

A 300 F ALP 3,00 495 45 / 60 7 Towards centre

A 220 S 2,16 415 30 / 40 5 Towards centre

A 260 S 2,57 460 38 / 50 6 Towards centre

A 300 S 3,00 495 45 / 60 7 Towards centre

A 340 S 3,40 750 52/70 8 Combined

* S-FLOW hitch, FPC - plastic fingers conditioner, FSC- steel fingers conditioner, RRC - rubber roller conditioner
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SILVERCUT DISC 340 F FC S-FLOW

DISC MOWERS DISC ROBUST/HD

SILVERCUT DISC/DISC HD WORKING WIDTH (m) WEIGHT (kg) TRACTOR POWER (kW/HP) NUMBER OF DISCS DISC ROTATION

900 C 8,55 / 8,95 2200 C / 2340 CW 90 / 120 16 (2 x 8) In pairs

900 C FPC/FSC 8,55 / 8,95 2760 C / 2900 CW / 2880 C / 3020 CW 140 / 190 16 (2 x 8) In pairs

900 C RRC 8,69 / 9,09 2850 C / 3090 CW 161 / 220 16 (2 x 8) Combined

1000 C 9,40 / 9,80 2390 C / 2530 CW 120 / 160 18 (2 x 9) In pairs

HD 1000 D FS NEW 9.20 - 10.20 3860 150/201 32 (2 x 16) Combined

HD 1000 D FS BC NEW 9.20 - 10.20 4550-4850 180/240 32 (2 x 16) Combined

HD 1100 D FS NEW 10.05 - 11.08 3927 160/215 36 (2 x 18) In pairs

300 TS FPC 2,90 1750 60 / 80 7 In pairs

300 TS RRC 2,90 1880 60 / 80 7 In pairs

300 TC FPC 2,90 250 60 / 80 7 In pairs

380 TC RRC 3,67 2400 68 / 90 9 In pairs

HD 1500 T 14,55 8700 206 / 280 32 (4 x 8) In pairs

HD 1500 T FP/FS 14,55 10020/ 10260 257 / 350 32 (4 x 8) In pairs

HD 1500 T RC 14,55 10308 257 / 350 32 (4 x 8) In pairs

C - narrow hitch,  CW - wide hitch, T - trailed version, FPC/FP - plastic fingers conditioner, FSC/FS - steel fingers conditioner, RRC/RC - rubber roller conditioner, BC - belt conveyor

SILVERCUT DISC 900 C RRC

SILVERCUT DISC 340 S

DISC HD 1000 D FS
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ROTARY TEDDERS SPIDER AGILE/ROBUST/HD

FIX - model with a rigid linkage, T - trailed version

SPIDER A 400|4 ALP

SPIDER R 915|8

SPIDER HD 1300|12 T

SPIDER WORKING WIDTH (m) WEIGHT (kg) TRACTOR POWER (kW/HP) ROTOR DIAMETER (m) NUMBER OF ROTORS

A 350|4 FIX ALP 3,40 270 11 / 15 1,30 4

A 400|4 FIX ALP 4,00 330 13 / 18 1,50 4

A 400|4 ALP 4,00 390 13 / 18 1,50 4

A 600|6 ALP 6,00 570 33 / 45 1,30 6

R 455|4 4,50 630 15 / 20 1,60 4

R 555|4 5,30 646 15 / 20 1,70 4

R 615|6 6,00 755 44 / 60 1,30 6

R 685|6 6,80 790 44 / 60 1,60 6

R 775|6 7,60 1170 60/80 1,70 6

R 815|8 7,85 1085 60 / 80 1,30 8

R 815|8 T 7,85 1440 44 / 60 1,30 8

R 915|8 9,15 1410 60 / 80 1,60 8

HD 900|8 8,80 1650 74 / 100 1,45 8

HD 900|8 T 8,80 2200 44 / 60 1,45 8

HD 1100|10 10,80 1780 74 / 100 1,45 10

HD 1100|10 T 10,80 2450 44 / 60 1,45 10

HD 1300|12 T 12,90 3270 53 / 70 1,45 12

HD 1500|14 T 14,80 3370 53 / 70 1,45 14
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ROTARY RAKES STAR AGILE/ROBUST/HD

STAR WORKING WIDTH (m) WEIGHT (kg) TRACTOR POWER (kW/HP) SWATH WIDTH (m) NUMBER OF TINE ARMS

R 300|8 ALP 3,00 338 13 / 18 0,50 - 0,80 8

R 320|8 ALP 3,20 379 22 / 30 0,60 - 1,20 8

R 350|8 ALP 3,50 417 22 / 30 0,60 - 1,20 8

R 360|10 3,60 495 22 / 30 0,70 - 1,40 10

R 400|11 4,00 550 22 / 30 0,70 - 1,40 11

R 430|12 4,30 564 22 / 30 0,60 - 1,40 12

R 470|13 4,70 575 30 / 40 0,60 - 1,40 13

R 430|12 T 4,30 710 20 / 27 0,70 - 1,20 12

R 600|20 T 3,40 - 6,00/6,20 1480 30 / 40 0,60 - 1,20 20 (2 x 10)

R 700|22 T 6,88 1950 37 / 50 0,70 - 1,30 22 (10 + 12)

R 860|26 TS /H NEW 7,20 - 8,85 2750/2790 44 / 60 0,60 - 1,35 26 (2 x 13)

R 650|20 T 6,00 - 6,60 1700 40 /55 0,90 - 1,60 20 (2 x 10)

R 720|22 T 6,60 - 7,15 1800 40 /55 1,30 - 1,85 22 (2 x 11)

R 850|26 T 7,24 - 8,30 2100 40 /55 1,15 - 2,13 26 (2 x 13)

R 670|22 TC NEW 5,80/6,20/6,70 1740 40 /55 1,10/1,85/2,30 22 (2 x 11)

R 770|24 TC NEW 6,80 - 7,70 2040 40 /55 1,20 - 2,10 24 (2 x 12)

R 870|26 TC /H NEW 7,60 - 8,60 2600/2650 60 / 80 1,30 - 2,20 26 (2 x 13)

R 930|28 TC /H NEW 8,20 - 9,30 2750/2800 60 / 80 1,30 - 2,40 28 (2 x 14)

R 1000|30 T 8,82 - 9,94 3300 60 /80 1,38 - 2,50 30 (2 x 15)

HD 1250|50 TC /H 9,90 - 12,50 5100/5150 60 / 80 1,30 - 2,20 50 (2 x 12 + 2 x 13)

T - trailed version, H - machine with full hydraulic equipment
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STAR R 930|28 TC /H

STAR HD 1250|50 TC H



F - front linkage, T - trailed version

PICK-UP RAKES AIR AGILE/ROBUST/HD

AIR HD 900 T

AIR WORKING WIDTH (m) WEIGHT (kg) TRACTOR POWER (kW/HP) SWATH WIDTH (m) CAPACITY (ha/h)

A 275 F ALP NEW 3,55-3,95 625-655 45/60 0,80 - 1,20 5,0

A 300 F ALP NEW 3,80-4,20 645-675 45/60 0,80 - 1,20 5,5

R 300 F 3,55 - 4,45 987 74 / 100 0,60 - 1,50 5,8

R 350 F 4,05 - 4,95 1152 88 / 120 0,60 - 1,50 7,9

HD 900 T 7,00 - 9,00 5750 88 / 120 0,80 - 2,00 15,00

AIR R 300 F

AIR A 300 F ALP



F - front linkage

MANURE SPREADERS ORION AGILE/ROBUST

BELT RAKES FAVORIT AGILE

ORION R 140

FAVORIT A 275 ALP

ORION MAX. VOLUME (m3) LOAD CAPACITY (kg) WEIGHT (kg) CHAINS TRACTOR POWER (kW/HP)

A 35 ALP 2,00 2340 - 3550 950 - 1160 2 chains (8x31 mm) 15/20

A 40 ALP NEW 2,00 - 4,00 2620-2840 1160-1380 2 chains (10x31 mm) 30/40

A 50 ALP 2,60 - 5,20 3280 - 3680 1320 - 1720 2 chains (10x31 mm) 29/40

A 70 ALP 7,30 4650 - 5090 1910 - 2350 2 chains (11x31 mm) 50/70

R 100 10,00 6800 - 7300 2700 - 3200 4 chains (11x31 mm) 60/80

R 120 10,00 8050 - 8840 3160 - 3950 4 chains (11x31 mm) 74/100

R 140 10,00-12,00 9570 - 10200 3800 - 4430 4 chains (13x36 mm) 74/100

FAVORIT WORKING WIDTH (m) LINKAGE WEIGHT (kg) TRANSPORT WIDTH (m) TRACTOR POWER (kW/HP)

A 235 ALP / A 235 F ALP 2,30 rear/front 334 2,75 15 / 20

A 255 ALP / A 255 F ALP 2,50 rear/front 344 2,95 15 / 20

A 275 ALP / A 275 F ALP 2,70 rear/front 353 3,15 15 / 20

ORION  A 70 ALP



www.sip.si Robust grassland harvesting

GUARANTEED LONG-TERM RELIABILITY
WITH 3-YEAR SIP WARRANTY

Contact a specialist, we’re here for you.

Sales
sale@sip.si

Marketing
marketing@sip.si
+386 3 70 38 699

Customer Support
support@sip.si
service@sip.si
+ 386 3 70 38 650

Spare Parts
parts@sip.si
+386 3 70 38 650

Join our @SIPSlovenia community and #experienceSIP.

All photographic material was produced by SIP d.d. The information in all documents is for information purposes only.
We reserve the right to make changes and errors in the data. For an official offer contact your dealer.

Designed and manufactured in the EU.
All photo material was produced by SIP d.d.

150769109-1025

What does an extended SIP warranty offer?

Long-term protection against unexpected machine repair costs.

Machine maintenance and repair by authorized service technicians.

Use of original SIP spare parts.

Maintaining the value of the machine / higher resale value.

Use of machine data throughout its life.

Transferability of the warranty (for resale).


