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HIGH PERFORMANCE 
PMAC MOTORS 
AND POWERTRAIN 
SOLUTIONS



NOMINAL 
VOLTAGE

24-96V

PEAK POWER 
[S2-5]

4.5-14kW

PEAK TORQUE 
@200ARMS

30Nm

RATED POWER 
[S2-60]

3.6kW

MAXIMUM 
SPEED

7000 RPM

MOTOR 
WEIGHT

7kg

NOMINAL 
VOLTAGE

48-96V

PEAK POWER 
[S2-5]

23-32kW

PEAK TORQUE 
@700ARMS

140Nm

RATED POWER 
[S2-60]

10kW

MAXIMUM 
SPEED

7000 RPM

MOTOR 
WEIGHT

18.1kg
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193-80
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NOMINAL 
VOLTAGE

48-96V

PEAK POWER 
[S2-5]

27-45kW

PEAK TORQUE 
@900ARMS

210Nm

RATED POWER 
[S2-60]

15kW

MAXIMUM 
SPEED

7000 RPM

MOTOR 
WEIGHT

25kg

NOMINAL 
VOLTAGE

48-96V

PEAK POWER 
[S2-5]

13-18kW

PEAK TORQUE 
@530ARMS

70Nm

RATED POWER 
[S2-60]

5.5kW

MAXIMUM 
SPEED

7000 RPM

MOTOR 
WEIGHT

11.4kg
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ELECTRIFIED SOLUTIONS

Electric Axle

Deck-E Motor

Robust design, for enhanced torque even 
in demanding operating environments.

Low profi le deck motor designed for 
lawncare & outdoor power equipment.

Electric Axle

Electric Wheel Drive

Optimised for maximum energy effi ciency 
and exceptional torque delivery.

Pump Motors

Up to 7000Nm output torque

Up to 1360kg load capacity

Impact resistant cable with 
rugged strain relief

Serviceable shaft & bearing with 
high load and shock capability

Up to 35cc displacement

Up to 7000rpm input speed

Up to 1600Nm output torque

Seamless integration with a variety 
of SAE A, B, Group 1 & 2 pumps.


