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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟏𝟓𝟎 𝟏𝟐𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 1.65 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 12 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 170  [𝐴] 
Rated Speed 𝜔𝑁 1300 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 12.4 [𝑁𝑚] 
Efficiency 𝜂𝑁 80 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑷𝑼𝑴𝑷 − 𝑫𝑪𝟏𝟓𝟎 𝟐𝟒𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 20 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 4 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 24 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 230 [𝐴] 
Rated Speed 𝜔𝑁 2300 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 18 [𝑁𝑚] 
Efficiency 𝜂𝑁 78 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟏𝟓𝟎 𝟐𝟒𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 –  60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 2 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 24 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 110 [𝐴] 
Rated Speed 𝜔𝑁 1910 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 10 [𝑁𝑚] 
Efficiency 𝜂𝑁 76 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟏𝟓𝟎 𝟒𝟖𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 3.5 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 48 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 100 [𝐴] 
Rated Speed 𝜔𝑁 2630 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 13 [𝑁𝑚] 
Efficiency 𝜂𝑁 73 [ % ] 
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DC150 – TECHNICAL FICHE 

 

 

 DC150 
TYPE POWER RANGE [kW] DUTY CYCLE 

INSULATION 
CLASS 

IP RANGE 

TRACTION 
3 ÷ 6 𝑆2 − 5 𝑚𝑖𝑛 H 20 ÷ 44 

TECHNICAL FICHE PUMP 

       

 
 

  

 
SHAFT ENDS 

CYLINDRICAL CONICAL MILLED KEY (PUMP) 

  
 

INTERNAL SPLINED EXTERNAL SPLINED  

  

 

 

STACK LENGHT 
[mm] 

𝑳𝑻𝑶𝑻 
[mm] 

MOUNTING 
TYPE 

VOLTAGE 
[𝑉𝐷𝐶] 

 OPTIONAL 
ON REQUEST 

70 – 330 265 – 525 
TRACTION 
B3-B5-B14 
PUMP B6 

12 – 24 
48 – 80 

THERMAL SENSOR 90° – 110° 

BRUSH SENSOR 

EM BRAKE 20 – 40 [Nm] 

OLEODYNAMICS PUMP (4 – 20 cc) 

 

CUSTOMIZABLE FLANGE 
SPECIAL PAINTING FOR HOUSING AND STATOR 

WINDING 

FIXING FEET 
This document is property of AMRE srl, it cannot be used, reproduced or disclosed to third parties, without written authorization. All rights reserved. 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟏𝟕𝟕 𝟐𝟒𝑽 

 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 3 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 24 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 165 [𝐴] 
Rated Speed 𝜔𝑁 1186 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 25 [𝑁𝑚] 
Efficiency 𝜂𝑁 77 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑷𝑼𝑴𝑷 − 𝑫𝑪𝟏𝟕𝟕 𝟒𝟖𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 –  20 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 5 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 48 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 130 [𝐴] 
Rated Speed 𝜔𝑁 2200 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 22 [𝑁𝑚] 
Efficiency 𝜂𝑁 79 [ % ] 
    
 

 

 

 

This document is property of AMRE srl, it cannot be used, reproduced or disclosed to third parties, without written authorization. All rights reserved. 



| P a g .  1 0  
 

 

 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟏𝟕𝟕 𝟒𝟖𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 4 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 48 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 110 [𝐴] 
Rated Speed 𝜔𝑁 1776 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 22 [𝑁𝑚] 
Efficiency 𝜂𝑁 78 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟏𝟕𝟕 𝟖𝟎𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 5 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 80 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 76 [𝐴] 
Rated Speed 𝜔𝑁 2212 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 23 [𝑁𝑚] 
Efficiency 𝜂𝑁 84 [ % ] 
    
 

 

 

 

This document is property of AMRE srl, it cannot be used, reproduced or disclosed to third parties, without written authorization. All rights reserved. 



| P a g .  1 2  
 

DC177 – TECHNICAL FICHE 
 

 DC177 
TYPE POWER RANGE [kW] DUTY CYCLE 

INSULATION 
CLASS 

IP RANGE 

TRACTION 
6 ÷ 10 𝑆2 − 5 𝑚𝑖𝑛 H 20 ÷ 44 

TECHNICAL FICHE PUMP 

       

 
 

  

 
SHAFT ENDS 

CYLINDRICAL CONICAL MILLED KEY (PUMP) 

  
 

INTERNAL SPLINED EXTERNAL SPLINED  

  

 

 

STACK LENGHT 
[mm] 

𝑳𝑻𝑶𝑻 
[mm] 

MOUNTING 
TYPE 

VOLTAGE 
[𝑉𝐷𝐶] 

 OPTIONAL 
ON REQUEST 

50 – 198 230 – 380 
TRACTION 
B3-B5-B14 
PUMP B6 

24 – 36 
48 – 80 

THERMAL SENSOR 90° – 110° 

BRUSH SENSOR 

EM BRAKE 20 – 40 – 70 [Nm] 

OLEODYNAMICS PUMP (4 – 20 cc) 

 

CUSTOMIZABLE FLANGE 

SPECIAL PAINTING FOR HOUSING AND STATOR 
WINDING 

FIXING FEET 
This document is property of AMRE srl, it cannot be used, reproduced or disclosed to third parties, without written authorization. All rights reserved. 
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DϹ217  
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟐𝟏𝟕 𝟐𝟒𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 4 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 24 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 242 [𝐴] 
Rated Speed 𝜔𝑁 1458 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 30 [𝑁𝑚] 
Efficiency 𝜂𝑁 77 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑷𝑼𝑴𝑷 − 𝑫𝑪𝟐𝟏𝟕 𝟒𝟖𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 20 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 7 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 48 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 185 [𝐴] 
Rated Speed 𝜔𝑁 2640 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 25 [𝑁𝑚] 
Efficiency 𝜂𝑁 78 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟐𝟏𝟕 𝟒𝟖𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 –  60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 6.8 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 48 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 163 [𝐴] 
Rated Speed 𝜔𝑁 1656 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 40 [𝑁𝑚] 
Efficiency 𝜂𝑁 86 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟐𝟏𝟕 𝟖𝟎𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 10 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 80 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 146 [𝐴] 
Rated Speed 𝜔𝑁 2755 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 35 [𝑁𝑚] 
Efficiency 𝜂𝑁 84 [ % ] 
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DC217 – TECHNICAL FICHE 
 

 

 

 DC217 
TYPE POWER RANGE [kW] DUTY CYCLE 

INSULATION 
CLASS 

IP RANGE 

TRACTION 
10 ÷ 15 𝑆2 − 5 𝑚𝑖𝑛 H 20 ÷ 44 

TECHNICAL FICHE PUMP 

       

 
 

  

 
SHAFT ENDS 

CYLINDRICAL CONICAL MILLED KEY (PUMP) 

  
 

INTERNAL SPLINED EXTERNAL SPLINED  

  

 

 

STACK LENGHT 
[mm] 

𝑳𝑻𝑶𝑻 
[mm] 

MOUNTING 
TYPE 

VOLTAGE 
[𝑉𝐷𝐶] 

 OPTIONAL 
ON REQUEST 

82 – 220 340 – 480 

TRACTION 
B3-B5-B14 
PUMP B6 
U3 SAE B 

24 – 48 
72 – 80 

THERMAL SENSOR 90° – 110° 

BRUSH SENSOR 

EM BRAKE 20 – 40 – 70 [Nm] 

OLEODYNAMICS PUMP (4 – 20 cc) 

CUSTOMIZABLE FLANGE 

 

SPECIAL PAINTING FOR HOUSING AND STATOR 
WINDING 

FIXING FEET 
This document is property of AMRE srl, it cannot be used, reproduced or disclosed to third parties, without written authorization. All rights reserved. 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟐𝟒𝟒 𝟒𝟖𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 7 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 48 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 190 [𝐴] 
Rated Speed 𝜔𝑁 2000 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 37.5 [𝑁𝑚] 
Efficiency 𝜂𝑁 81 [ % ] 
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DC244 – TECHNICAL FICHE 

 

 DC244 
TYPE POWER RANGE [kW] DUTY CYCLE 

INSULATION 
CLASS 

IP RANGE 

TRACTION 
13 ÷ 16 𝑆2 − 5 𝑚𝑖𝑛 H 20 ÷ 44 

TECHNICAL FICHE PUMP 

       

 
 

  

 
SHAFT ENDS 

CYLINDRICAL CONICAL MILLED KEY (PUMP) 

  
 

INTERNAL SPLINED EXTERNAL SPLINED  

  

 

 

STACK LENGHT 
[mm] 

𝑳𝑻𝑶𝑻 
[mm] 

MOUNTING 
TYPE 

VOLTAGE 
[𝑉𝐷𝐶] 

 OPTIONAL 
ON REQUEST 

80 – 190 330 – 440 

TRACTION 
B3-B5-B14 

PUMP 
S2 SAE A  
U3 SAE B  

24 – 48 
72 – 80 

THERMAL SENSOR 90° – 110° 

BRUSH SENSOR 

EM BRAKE 40 – 70 – 100 [Nm] 

OLEODYNAMICS PUMP (20 – 40 cc) 

CUSTOMIZABLE FLANGE 

SPECIAL PAINTING FOR HOUSING AND STATOR 
WINDING 

FIXING FEET 
This document is property of AMRE srl, it cannot be used, reproduced or disclosed to third parties, without written authorization. All rights reserved. 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑷𝑼𝑴𝑷 − 𝑫𝑪𝟐𝟓𝟑 𝟖𝟎𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 –  20 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 16 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 80 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 240 [𝐴] 
Rated Speed 𝜔𝑁 2040 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 75 [𝑁𝑚] 
Efficiency 𝜂𝑁 81 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟐𝟓𝟑 𝟖𝟎𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 10 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 80 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 143 [𝐴] 
Rated Speed 𝜔𝑁 1890 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 50 [𝑁𝑚] 
Efficiency 𝜂𝑁 84 [ % ] 
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DC253 – TECHNICAL FICHE 

 

 DC253 
TYPE POWER RANGE [kW] DUTY CYCLE 

INSULATION 
CLASS 

IP RANGE 

TRACTION 
16 ÷ 20 𝑆2 − 5 𝑚𝑖𝑛 H 20 ÷ 44 

TECHNICAL FICHE PUMP 

       

 
 

  

 
SHAFT ENDS 

CYLINDRICAL CONICAL MILLED KEY (PUMP) 

  
 

INTERNAL SPLINED EXTERNAL SPLINED  

  

 

 

STACK LENGHT 
[mm] 

𝑳𝑻𝑶𝑻 
[mm] 

MOUNTING 
TYPE 

VOLTAGE 
[𝑉𝐷𝐶] 

 OPTIONAL 
ON REQUEST 

80 – 190 390 – 520 

TRACTION 
B3-B5-B14 

PUMP 
U3 SAE B 

48 – 72 
80 – 96 

THERMAL SENSOR 90° – 110° 

BRUSH SENSOR 

EM BRAKE 

OLEODYNAMICS PUMP (20 – 40 cc) 

CUSTOMIZABLE FLANGE 
SPECIAL PAINTING FOR HOUSING AND STATOR 

WINDING 
FIXING FEET 
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DϹ295  
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟐𝟗𝟓 𝟒𝟖𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 10 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 48 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 260 [𝐴] 
Rated Speed 𝜔𝑁 1795 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 55 [𝑁𝑚] 
Efficiency 𝜂𝑁 81 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑷𝑼𝑴𝑷 − 𝑫𝑪𝟐𝟗𝟓 𝟖𝟎𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 20 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 17 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 80 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 250 [𝐴] 
Rated Speed 𝜔𝑁 1470 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 110 [𝑁𝑚] 
Efficiency 𝜂𝑁 83 [ % ] 
    
 

 

 

 

This document is property of AMRE srl, it cannot be used, reproduced or disclosed to third parties, without written authorization. All rights reserved. 



| P a g .  3 0  
 

 

 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟐𝟗𝟓 𝟖𝟎𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 14 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 80 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 200 [𝐴] 
Rated Speed 𝜔𝑁 1940 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 70 [𝑁𝑚] 
Efficiency 𝜂𝑁 88 [ % ] 
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DC295 – TECHNICAL FICHE 

 

 

 DC295 
TYPE POWER RANGE [kW] DUTY CYCLE 

INSULATION 
CLASS 

IP RANGE 

TRACTION 
20 ÷ 25 𝑆2 − 5 𝑚𝑖𝑛 H 20 ÷ 44 

TECHNICAL FICHE PUMP 

       

 
 

  

 
SHAFT ENDS 

CYLINDRICAL CONICAL MILLED KEY (PUMP) 

  
 

INTERNAL SPLINED EXTERNAL SPLINED  

  

 

 

STACK LENGHT 
[mm] 

𝑳𝑻𝑶𝑻 
[mm] 

MOUNTING 
TYPE 

VOLTAGE 
[𝑉𝐷𝐶] 

 OPTIONAL 
ON REQUEST 

110 – 250 400 – 540 

TRACTION 
B3-B5-B14 

PUMP 
U3 SAE B 

E3 

48 – 72 
80 – 96 

THERMAL SENSOR 90° – 110° 

BRUSH SENSOR 

EM BRAKE 

OLEODYNAMICS PUMP (20 – 40 cc) 

CUSTOMIZABLE FLANGE 
SPECIAL PAINTING FOR HOUSING AND STATOR 

WINDING 

FIXING FEET 
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DC365  
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟑𝟔𝟓 𝟖𝟎𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 30 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 80 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 443 [𝐴] 
Rated Speed 𝜔𝑁 1390 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 210 [𝑁𝑚] 
Efficiency 𝜂𝑁 84 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑷𝑼𝑴𝑷 − 𝑫𝑪𝟑𝟔𝟓 𝟗𝟔𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 –  20 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 47 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 96 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 580 [𝐴] 
Rated Speed 𝜔𝑁 1520 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 300 [𝑁𝑚] 
Efficiency 𝜂𝑁 84 [ % ] 
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 DC MOTOR 

 

TECHNICAL DATASHEET 

𝑻𝑹𝑨𝑪𝑻𝑰𝑶𝑵 − 𝑫𝑪𝟑𝟔𝟓 𝟗𝟔𝑽 
 

Parameter Description Symbol Value Unit 
Rated Duty Cycle 𝐷𝑛 𝑆2 − 60 𝑚𝑖𝑛  
Rated Power 𝑃𝑁 26 [𝑘𝑊] 
Rated Voltage 𝑉𝑁 96 [𝑉𝐷𝐶] 
Rated Current 𝐼𝑁 315 [𝐴] 
Rated Speed 𝜔𝑁 1750 [𝑟𝑝𝑚] 
Rated Torque 𝑇𝑁 140 [𝑁𝑚] 
Efficiency 𝜂𝑁 86 [ % ] 
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DC365 – TECHNICAL FICHE 

 

 

 DC365 
TYPE POWER RANGE [kW] DUTY CYCLE 

INSULATION 
CLASS 

IP RANGE 

TRACTION 
40 ÷ 60 𝑆2 − 5 𝑚𝑖𝑛 H 20 ÷ 44 

TECHNICAL FICHE PUMP 

       

 
 

  

 
SHAFT ENDS 

CYLINDRICAL CONICAL MILLED KEY (PUMP) 

  
 

INTERNAL SPLINED EXTERNAL SPLINED  

  

 

 

STACK LENGHT 
[mm] 

𝑳𝑻𝑶𝑻 
[mm] 

MOUNTING 
TYPE 

VOLTAGE 
[𝑉𝐷𝐶] 

 OPTIONAL 
ON REQUEST 

150 – 330 455 – 635 

TRACTION 
B3-B5-B14 

PUMP 
U3 SAE B 

80 – 96 

THERMAL SENSOR 90° – 110° 

BRUSH SENSOR 

EM BRAKE 

OLEODYNAMICS PUMP (20 – 40 cc) 

CUSTOMIZABLE FLANGE 
SPECIAL PAINTING FOR HOUSING AND STATOR 

WINDING 

FIXING FEET 
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