
Die-casting aluminum

Wide applications for shopping malls, retail stores, bars, reception

area, showrooms, stadiums, etc.

文档存本地丢失不负责
Reta series indoor led screen 



Simple cabinet design, module magnetic, fully front service.

Easy installation and maintenance

Thickness 61mm, 6KG/Panel



Technical Specifications:

Pixel pitch (mm) 1.875 2 2.5

Model (Reta1.8-640x480) (Reta2-640x480) (Reta2.5-640x480)

LED SMD1515 SMD2121 SMD2020

Density (dots/sqm) 284444 250000 160000

Module resolution (dots) 14564 12800 8192

Module width (mm) 320 320 320

Module length (mm) 160 160 160

Cabinet width (mm) 640 640 640

Cabinet height (mm) 480 480 480

Cabinet depth 40 40 40

Resolution (dots) 87381 76800 49152

Weight (kg) 6 6 6

Material aluminium aluminium aluminium

Maintain Front Front Front

IPX IP43 IP43 IP43

Max brightness (cd/sqm) 800 800 800

Color temperature (k) 6500 6500 6500

Angle 140/140 140/140 140/140

ContrastRatio 5000:1 5000:1 5000:1

Max power (w) 90 110 120

Average power (w) 50 60 65

Voltage type AC AC AC

Voltage (v) 110-220 110-220 110-220

Driving method 1/32 1/40 1/32

Screen FPS (hz) 60 60 60


