
 

 

 

 

 

MATERIAL CIRCULARITY 

Packs are made up from 70% post-

consumer recycled material and are 

curbside recyclable at end of life.  

FSC Certified paperboard used for all 

non-PCR paperboard 

 

 

 

 

 

 

 

 

 

 

 

PRINT ALL EXTERIOR 

Exceptional print capabilities ensure 

your brand stands out on shelf with 

print across the entire pack and 

embellishments such as spot varnish, 

foils and textured finishes. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NON ROUND SHAPES 

Non-round shapes enable increased 

shelf facing, greater freight efficiency 

and an ergonomic shape allowing 

easy handling by the consumer 

 

 

 

 

 

 

 

 

 

 



STANDARD ZIPFORM RIGID COMPOSITE PACK 

Inner Layer: PE/Aluminium/Paper 

Core Layer 1: Recycled Paperboard 

Core Layer 2: Recycled Paperboard 

Outer Layer: Printed Label Paper 

Note: Each layer can be altered dependant on application 

 

BARRIER PROPERTIES 

Water Vapor: 0.1 g/m², 24h, 25°c, 75% RH 

O²: 0.1 ml/m², 24h, atm, 23°c, 50% RH 

 

FILLING AND SEALING 

Induction or Convection sealing with either foil or co-ex lidding  

 

TYPICAL FILL CAPACITY (All heights between 45mm -230mm available) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ph: +61 8 9456 1020  info@zipformpackaging.com.au 

www.zipformpackaging.com.au 


