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Welcome to 
THE ESSENTIAL 
PRODUCT GUIDE

UTILITIES

Our most comprehensive guide ever 
Featuring a huge range of products over 192 pages the  

Essential Guide is the definitive, easy to use guide packed full 

of invaluable product and technical information for the Civils  

and Utilities market.

The handy size format is easy to navigate. With our Utilities 

offering from Fusion Utilities here and, if you flip the book over, 

you will find our Civils offering from Burdens and MPS.

If you still can’t find what you’re looking for, contact us or visit 

your local branch and we’ll be happy to assist with any product 

or technical requests.

Fusion Utilities 

Fusion House, Smeckley Wood Close, 

Chesterfield Trading Estate, Chesterfield S41 9PZ

T: 0344 251 1999

Whilst every care has been taken to ensure that the information included in this publication was accurate 
at the time of printing, we reserve the right to change product details at any time. Due to the limitations 
in the printing process images may not be representative of their true colours and colour variations may 
occur due to the natural origin of the products. All photographs are as a guide only and do not necessarily 
represent the products available. Stock may vary from branch to branch and is subject to availability.

Version 3, 2018 E&OE 30697
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Our promise
We understand the importance of keeping projects on schedule. 

And that means getting the right materials, to the right place, 

at the right time… Every time.

Infrastructure solutions built around you
This ethos is underpinned by a continual commitment to putting 

our customers first, with the emphasis firmly on:

• Great service – with a broader and more in-depth range

• The right stock of highly specialised products

• Expert staff with knowledge and experience

To deliver this, we have recently started to integrate our 

products and services across our core businesses and have 

restructured our business operations to reflect your needs and 

the way you operate. There are now four core market specialisms 

that each of our brands fall into:

INFRASTRUCTURE
SOLUTIONS

BUILT AROUND YOU

HIRE UTILITIES

POWER & FIBRE

CIVILS
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation
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Excel (PE100) Pipe

GPS PE Pipe Systems
Pressurised Water Supply & Sewerage

Wolseley I Supplier 
code Black 6m

Wolseley I Supplier 
code Black 12m

Wolseley I Supplier 
code Blue 6m

Wolseley I Supplier 
code Blue 12m

Nominal  
size OD  

mm
SDR

Straight Lengths

P82405 I 40 512 313 P82421 I 40 527 313 P82552 I 21 512 313 P82568 I 21 527 313 90 11

P82406 I 40 512 314 P82422 I 40 527 314 P82553 I 21 512 314 P82569 I 21 527 314 110 11

P82407 I 40 512 315 P82423 I 40 527 315 P82554 I 21 512 315 P82570 I 21 527 315 125 11

P82408 I 40 512 317 P82424 I 40 527 317 P82555 I 21 512 317 P82571 I 21 527 317 160 11

P82409 I 40 512 318 P82425 I 40 527 318 P82556 I 21 512 318 P82572 I 21 527 318 180 11

P82410 I 40 512 319 P82426 I 40 527 319 P82557 I 21 512 319 P82573 I 21 527 319 200 11

P82411 I 40 512 320 P82427 I 40 527 320 P82558 I 21 512 320 P82574 I 21 527 320 225 11

P82412 I 40 512 321 P82428 I 40 527 321 P82559 I 21 512 321 P82575 I 21 527 321 250 11

P82413 I 40 512 322 P82429 I 40 527 322 P82560 I 21 512 322 P82576 I 21 527 322 280 11

P82414 I 40 512 323 P82430 I 40 527 323 P82561 I 21 512 323 P82577 I 21 527 323 315 11

P82415 I 40 512 324 P82431 I 40 527 324 P82562 I 21 512 324 P82578 I 21 527 324 355 11

P82416 I 40 512 325 P82432 I 40 527 325 P82563 I 21 512 325 P82579 I 21 527 325 400 11

P82417 I 40 512 326 P82433 I 40 527 326 P82564 I 21 512 326 P82580 I 21 527 326 450 11

P82418 I 40 512 327 P82434 I 40 527 327 P82565 I 21 512 327 P82581 I 21 527 327 500 11

P82419 I 40 512 328 P82435 I 40 527 328 P82566 I 21 512 328 P82582 I 21 527 328 560 11

P82420 I 40 512 329 P82436 I 40 527 329 P82567 I 21 512 329 P82583 I 21 527 329 630 11

P82363 I 40 506 313 P82379 I 40 507 313 P82510 I 21 506 313 P82526 I 21 507 313 90 17

P82364 I 40 506 314 P82380 I 40 507 314 P82511 I 21 506 314 P82527 I 21 507 314 110 17

P82365 I 40 506 315 P82381 I 40 507 315 P82512 I 21 506 315 P82528 I 21 507 315 125 17

P82366 I 40 506 317 P82382 I 40 507 317 P82513 I 21 506 317 P82529 I 21 507 317 160 17

P82367 I 40 506 318 P82383 I 40 507 318 P82514 I 21 506 318 P82530 I 21 507 318 180 17

P82368 I 40 506 319 P82384 I 40 507 319 P82515 I 21 506 319 P82531 I 21 507 319 200 17

P82369 I 40 506 320 P82385 I 40 507 320 P82516 I 21 506 320 P82532 I 21 507 320 225 17

P82370 I 40 506 321 P82386 I 40 507 321 P82517 I 21 506 321 P82533 I 21 507 321 250 17

P82371 I 40 506 322 P82387 I 40 507 322 P82518 I 21 506 322 P82534 I 21 507 322 280 17

P82372 I 40 506 323 P82388 I 40 507 323 P82519 I 21 506 323 P82535 I 21 507 323 315 17

P82373 I 40 506 324 P82389 I 40 507 324 P82520 I 21 506 324 P82536 I 21 507 324 355 17

P82374 I 40 506 325 P82390 I 40 507 325 P82521 I 21 506 325 P82537 I 21 507 325 400 17

P82376 I 40 506 326 P82391 I 40 507 326 P82522 I 21 506 326 P82538 I 21 507 326 450 17

P82376 I 40 506 327 P82392 I 40 507 327 P82523 I 21 506 327 P82539 I 21 507 327 500 17

P82377 I 40 506 328 P82393 I 40 507 328 P82524 I 21 506 328 P82540 I 21 507 328 560 17

P82378 I 40 506 329 P82394 I 40 507 329 P82525 I 21 506 329 P82540 I 21 507 329 630 17

All the above GPS Pipes are manufactured to EN12201-2 and are capable of withstanding repeated 
transient surge pressures of up to twice the rated pressure of the Pipe.

Excel (PE100) Pipe Black Excel (PE100) Pipe Blue
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Excel (PE100) Pipe – Continued 

Wolseley I Supplier 
code Black 

Wolseley I Supplier 
code Blue

Nominal  
size OD  

mm

Length 
m SDR

Coils

P82437 I 40 559 313 P82584 I 21 559 313 90 50 11

P82442 I 40 560 313 P82589 I 21 560 313 90 100 11

P82438 I 40 559 314 P82585 I 21 559 314 110 50 11

P82443 I 40 560 314 P82590 I 21 560 314 110 100 11

P82439 I 40 559 315 P28479 I 21 559 315 125 50 11

P82444 I 40 560 315 P82591 I 21 560 315 125 100 11

P82440 I 40 559 317 P82587 I 21 559 317 160 50 11

P82445 I 40 560 317 P82592 I 21 560 317 160 100 11

P82441 I 40 559 318 P82588 I 21 559 318 180 50 11

P82446 I 40 560 318 P82593 I 21 560 318 180 100 11

P82395 I 40 548 313 P82542 I 21 548 313 90 50 17

P82400 I 40 549 313 P82547 I 21 549 313 90 100 17

P82396 I 40 548 314 P82543 I 21 548 314 110 50 17

P82401 I 40 549 314 P82548 I 21 549 314 110 100 17

P82397 I 40 548 315 P82544 I 21 548 315 125 50 17

P82402 I 40 549 315 P82549 I 21 549 315 125 100 17

P82398 I 40 548 317 P82545 I 21 548 317 160 50 17

P82403 I 40 549 317 P82550 I 21 549 317 160 100 17

P82399 I 40 548 318 P82546 I 21 548 318 180 50 17

P82404 I 40 549 318 P82551 I 21 549 318 180 100 17

PE100 (Excel) Coil Black

PE100 (Excel) Coil Blue

Utilities pages 65-69, 73-79 and 83-103

Looking for 
electrofusion fittings?
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PE80 Pipe

GPS PE Pipe Systems 
Pressurised Water Supply & Sewerage

Coils

P82261 I 50 558 306 P28003 I 51 558 306 20 25 9

P82266 I 50 559 306 P82452 I 51 559 306 20 50 9

P82271 I 50 560 306 P82457 I 51 560 306 20 100 9

P82276 I 50 561 306 P82462 I 51 561 306 20 150 9

P82262 I 50 558 307 P82448 I 51 558 307 25 25 11

P82267 I 50 559 307 P82453 I 51 559 307 25 50 11

P82272 I 50 560 307 P82458 I 51 560 307 25 100 11

P82277 I 50 561 307 P82463 I 51 561 307 25 150 11

P82263 I 50 558 308 P82449 I 51 558 308 32 25 11

P82268 I 50 559 308 P82454 I 51 559 308 32 50 11

P82273 I 50 560 308 P82459 I 51 560 308 32 100 11

P82278 I 50 561 308 P82464 I 51 561 308 32 150 11

P82264 I 50 558 310 P82450 I 51 558 310 50 25 11

P82269 I 50 559 310 P82455 I 51 559 310 50 50 11

P82274 I 50 560 310 P82460 I 51 560 310 50 100 11

P82279 I 50 561 310 P82465 I 51 561 310 50 150 11

P82265 I 50 558 311 P82451 I 51 558 311 63 25 11

P82270 I 50 559 311 P82456 I 51 559 311 63 50 11

P82275 I 50 560 311 P82461 I 51 560 311 63 100 11

P82280 I 50 561 311 P82466 I 51 561 311 63 150 11

PE80 Coil Black

PE80 Coil Blue

PE80 Pipe

Wolseley I Supplier 
code Black 

Wolseley I Supplier 
code Blue

Nominal  
size OD  

mm

Length 
m SDR

Straight Lengths

P28497 I 50 513 311 P82467 I 51 513 311 63 – 11

PE80 Pipe Black
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GPS PE Pipe Systems 
Contaminated Land

Protecta-Line

Protecta-Line Straight

Protecta-Line Coil

Wolseley I Supplier 
code Blue 6m

Wolseley I Supplier 
code Blue 12m

Nominal  
size OD  

mm
SDR

Pressure 
rating 
(bar)

Material

Straight Lengths

P82600 I 44 512 311 – 63 11 12.5 PE80 (MDPE)

P82601 I 44 512 313 P84459 I 44 527 313 90 11 16 PE100 (Excel)

P82602 I 44 512 314 P82697 I 44 527 314 110 11 16 PE100 (Excel)

P82603 I 44 653 315 P82606 I 44 654 315 125 17 10 PE100 (Excel)

P82604 I 44 653 317 P82698 I 44 654 317 160 17 10 PE100 (Excel)

P82605 I 44 653 318 P82699 I 44 654 318 180 17 10 PE100 (Excel)

P00446 I 44 653 320 P00451 I 44 654 320 225 17 10 PE100 (Excel)

P00447 I 44 653 321 P00452 I 44 654 321 250 17 10 PE100 (Excel)

P00448 I 44 653 322 P00453 I 44 654 322 280 17 10 PE100 (Excel)

P00449 I 44 653 323 P00454 I 44 654 323 315 17 10 PE100 (Excel)

P83113 I 44 653 324 P00455 I 44 654 324 355 17 10 PE100 (Excel)

Wolseley I Supplier 
code Blue 25m

Wolseley I Supplier 
code Blue 50m

Wolseley I Supplier 
code Blue 100m

Nominal  
size OD  

mm
SDR

Pressure 
rating 
(bar)

Material

Coils

P82693 I 44 658 307 P28504 I 44 659 307 – 25 11 12.5 PE80 (MDPE)

P82694 I 44 658 308 P28505 I 44 659 308 – 32 11 12.5 PE80 (MDPE)

P82607 I 44 658 311 P28507 I 44 659 311 P82608 I 44 660 311 63 11 12.5 PE80 (MDPE)

– P28509 I 44 659 313 P82609 I 44 660 313 90 11 16 PE100 (Excel)

– P28510 I 44 659 314 P82610 I 44 660 314 10 11 16 PE100 (Excel)

– P28611 I 44 655 315 P82695 I 44 656 315 125 17 10 PE100 (Excel)

– P28613 I 44 655 317 P82611 I 44 656 317 160 17 10 PE100 (Excel)

– P28614 I 44 655 318 P82696 I 44 656 318 180 17 10 PE100 (Excel)
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PE80 Pipe

GPS PE Pipe Systems 
Gas

Wolseley I Supplier 
code Yellow 6m

Nominal  
size OD  

mm

Length 
m SDR

Coils

P80431 I 52 559 306 20 50 9

P80432 I 52 560 306 20 100 9

P80435 I 52 559 307 25 50 11

P80436 I 52 560 307 25 100 11

P80439 I 52 560 308 32 100 11

P80440 I 52 561 308 32 150 11

P80443 I 52 559 311 63 50 11

P80444 I 52 560 311 63 100 11

P80448 I 25 559 313 90 50 11

P80449 I 25 560 313 90 100 11

P82596 I 25 559 315 125 50 11

P80452 I 25 560 315 125 100 11

P80865 I 25 559 318 180 50 11

P80455 I 25 560 318 180 100 11

P66448 I 52 577 311 63 50 13.6

P66449 I 52 578 311 63 100 13.6

P66450 I 52 579 311 63 150 13.6

P66452 I 25 577 312 75 50 13.6

P66453 I 25 578 312 75 100 13.6

Wolseley I Supplier 
code Yellow 6m

Nominal  
size OD  

mm

Length 
m SDR

Coils – Continued

P80446 I 25 569 313 90 50 17.6

P80447 I 25 570 313 90 100 17.6

P80450 I 25 569 315 125 50 17.6

P80451 I 25 570 315 125 100 17.6

P80453 I 25 569 318 180 50 17.6

P80454 I 25 570 318 180 100 17.6

PE80 Pipe Coil Yellow

Yellow PE80 Pipe up to 63mm are solid Yellow PE80 (codes starting ‘52’), 
from 75mm to 225mm Pipes are coextruded Yellow PE80 over Black PE80 (codes starting ‘25’).

PE80 Pipe

Wolseley I Supplier 
code Yellow 6m

Wolseley I Supplier 
code Yellow 12m

Nominal  
size OD  

mm
SDR

Straight Lengths

P80426 I 52 512 311 – 63 11

P80458 I 25 512 313 P80477 I 25 527 313 90 11

P80462 I 25 512 315 P80480 I 25 527 315 125 11

P80464 I 25 512 318 P80482 I 25 527 318 180 11

P66447 I 52 576 311 – 63 13.6

P66451 I 25 576 312 – 75 13.6

P80457 I 25 511 313 P80476 I 25 526 313 90 17.6

P80461 I 25 511 315 P80479 I 25 526 315 125 17.6

P80463 I 25 511 318 P80481 I 25 526 318 180 17.6

Excel NY Straight

Yellow PE80 Pipe up to 63mm are solid Yellow PE80 (codes starting ‘52’), from 75mm to 225mm Pipes  
are coextruded Yellow PE80 over Black PE80 (codes starting ‘25’). It is not peelable and must be scraped 
as normal prior to electrofusion jointing. It does not require scraping back to the Black core.
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Excel NY Pipe

Wolseley I Supplier 
code Yellow 6m

Wolseley I Supplier 
code Yellow 12m

Nominal  
size OD  

mm
SDR

Straight Lengths

P81961 I 29 519 321 P81970 I 29 539 321 250 21

P81962 I 29 519 322 P81970 I 29 539 322 280 21

P81963 I 29 519 323 P81970 I 29 539 323 315 21

P81964 I 29 519 324 P81973 I 29 539 324 355 21

P81965 I 29 519 325 P81974 I 29 539 325 400 21

P81966 I 29 519 326 P81975 I 29 539 326 450 21

P81967 I 29 519 327 P81976 I 29 539 327 500 21

P81968 I 29 519 328 P81977 I 29 539 328 560 21

P81969 I 29 519 329 P81978 I 29 539 329 630 21

Excel NY (New Yellow) gas Pipe is coextruded Yellow PE80 over PE100RC. It is not peelable and must 
be scraped as normal prior to electrofusion jointing. It does not require scraping back to the Black core.

Excel NY Straight

HIRE
We can provide pipe 
joining solutions.

Butt Fusion 
and Electrofusion 
equipment available 
to hire.

Speak to one of our team today on 0344 824 4482
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Yellow Pipe

Radius PE Pipe Systems 
Gas

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Yellow Pipe Coils – PE80

P53648 FA0021 20 50 20.0 / 15.4 5.5* 9

P81602 FA0022 20 100 20.0 / 15.4 5.5* 9

P81688 FA0028 25 50 25.0 / 20.4 5.5* 11

P81612 FA0029 25 100 25.0 / 20.4 5.5* 11

P81689 FA0035 32 50 32.0 / 26 5.5* 11

P81616 FA0036 32 100 32.0 / 26 5.5* 11

P53650 FA0041 40 100 40.0 / 32.6 5.5* 11

P81029 FA0064 55 100 55.0 / 44.8 5.5* 11

P81690 FA0071 63 50 63.0 / 51.4 5.5* 11

P81620 FA0072 63 100 63.0 / 51.4 5.5* 11

P53653 FA0073 63 150 63.0 / 51.4 5.5* 11

P53655 FA0094 75 50 75.0 / 61.4 5.5† 11

P53656 FA0096 75 120 75.0 / 61.4 5.5† 11

P53659 FA0128 90 50 90.0 / 73.6 5.5* 11

P53660 FA0129 90 100 90.0 / 73.6 5.5* 11

P53664 FA0291 125 100 125.0 / 102.2 5.5* 11

P53671 FA0535 180 100 180.0 / 147.2 4.7* 11

P81630 FA0155 90 50 90.0 / 79.6 3.0* 17.6

P81631 FA0156 90 100 90.0 / 79.6 3.0* 17.6

P53657 FA0157 90 150 90.0 / 79.6 3.0* 17.6

P81632 FA0317 125 50 125.0 / 110.8 3.0* 17.6

P81633 FA0318 125 100 125.0 / 110.8 3.0* 17.6

P53661 FA0319 125 150 125.0 / 110.8 3.0* 17.6

P81691 FA0372 140 100 140.0 / 124 3.0* 17.6

P53669 FA0564 180 50 180.0 / 159.4 3.0* 17.6

P81635 FA0565 180 100 180.0 / 159.4 3.0* 17.6

* Products comply with BSEN 1555-2 : GIS PL2:2. 
† Products comply with GIS PL2:2. MOP quoted as per GIS PL2:2.

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

Need help?
Our Utilities team are 
always happy to help

Speak to one of our team today on 0344 2511 999
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Yellow Pipe – Continued

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Yellow Pipe Straight Lengths – PE80

CA3849 FA0026 25 6 25.0 / 20.4 5.5* 11

CA3850 FA0033 32 6 32.0 / 26 5.5* 11

P81640 FA0068 63 6 63.0 / 51.4 5.5* 11

P53654 FA0092 75 6 75.0 / 61.4 5.5† 11

P81641 FA0125 90 6 90.0 / 73.6 5.5* 11

P53658 FA0127 90 12 90.0 / 73.6 5.5* 11

P53662 FA0287 125 6 125.0 / 102.2 5.5* 11

P53663 FA0289 125 12 125.0 / 102.2 5.5* 11

P81644 FA0530 180 6 180.0 / 147.2 4.7* 11

P53670 FA0532 180 12 180.0 / 147.2 4.7* 11

P81650 FA0152 90 6 90.0 / 79.6 3.0* 17.6

P81680 FA0154 90 12 90.0 / 79.6 3.0* 17.6

P81652 FA0314 125 6 125.0 / 110.8 3.0* 17.6

P81681 FA0316 125 12 125.0 / 110.8 3.0* 17.6

P53665 FA0368 140 6 140.0 / 124 3.0* 17.6

P53668 FA0560 180 6 180.0 / 159.4 3.0* 17.6

P81683 FA0562 180 12 180.0 / 159.4 3.0* 17.6

P53672 FA0793 250 6 250.0 / 221.6 3.0* 17.6

P53673 FA0796 250 12 250.0 / 221.6 3.0* 17.6

P53676 FA1012 315 6 315.0 / 279.2 2.7* 17.6

P53677 FA1014 315 12 315.0 / 279.2 2.7* 17.6

* Products comply with BSEN 1555-2 : GIS PL2:2. 
† Products comply with GIS PL2:2. MOP quoted as per GIS PL2:2. 

Yellow Pipe ProFuse Straight Lengths – PE100

BA5914 FE0802 250 6 250.0 / 226.2 2 21

P68890 FE0805 250 12 250.0 / 226.2 2 21

CA3882 FE0910 280 6 280.0 / 253.4 2 21

CA3883 FE0912 280 12 280.0 / 253.4 2 21

CA3884 FE1020 315 6 315.0 / 285 2 21

P30090 FE1023 315 12 315.0 / 285 2 21

CA3885 FE1079 355 6 355.0 / 321.2 2 21

CA3886 FE1082 355 12 355.0 / 321.2 2 21

CA3887 FE1140 400 6 400.0 / 362 2 21

CA3888 FE1143 400 12 400.0 / 362 2 21

CA3889 FE1251 450 6 450.0 / 407.2 2 21

CA3890 FE1253 450 12 450.0 / 407.2 2 21

CA3891 FE1359 500 6 500.0 / 452.4 2 21

CA3892 FE1361 500 12 500.0 / 452.4 2 21

CA3893 FE1471 630 6 630.0 / 570 2 21

CA3894 FE1473 630 12 630.0 / 570 2 21

Products comply with BSEN 1555-2 : GIS PL2:2. MOP quoted as per GIS PL2:2. 
Pipe OD is not inclusive of external protective skin . ProFuse pipe with external 
protective skin - Brown stripes denote the pipe as a multilayer pipe.

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

*  The only tool recommended for the safe removal of the ProFuse external skin is the ProFuse 
Pipe Exposure Tool – Radius Systems Product code FT0648 – contact your local advisor.
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Orange Pipe

Radius PE Pipe Systems 
Gas

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Orange Pipe Coils – PE100

CA3833 FC0072 63 100 63.0 / 51.4 7 11

CA3836 FC0129 90 100 90.0 / 73.6 7 11

CA3840 FC0291 125 100 125.0 / 102.2 7 11

CA3844 FC0535 180 100 180.0 / 147.2 7 11

Products comply with BSEN 1555-2 & GIS:PL2:8. MOP quoted as per GIS PL2:8.

Orange Pipe Straight Lengths – PE100

CA3832 FC0068 63 6 63.0 / 51.4 7 11

CA3834 FC0125 90 6 90.0 / 73.6 7 11

CA3837 FC0287 125 6 125.0 / 102.2 7 11

CA3838 FC0289 125 12 125.0 / 102.2 7 11

CA3841 FC0530 180 6 180.0 / 147.2 7 11

CA3842 FC0532 180 12 180.0 / 147.2 7 11

CA3846 FC0769 250 12 250.0 / 204.6 7 11

CA3848 FC0988 315 12 315.0 / 257.8 7 11

Products comply with BSEN 1555-2 & GIS:PL2:8. MOP quoted as per GIS PL2:8.

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

HIRE
We can provide pipe 
joining solutions.

Butt Fusion 
and Electrofusion 
equipment available 
to hire.

Speak to one of our team today on 0344 824 4482
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Light Blue Pipe

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

Pressurised Water Supply 
& Sewerage

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Light Blue Pipe Coils – PE80

P53680 VA0020 20 25 20.0 / 15.4 12.5 9

P53681 VA0021 20 50 20.0 / 15.4 12.5 9

P53682 VA0022 20 100 20.0 / 15.4 12.5 9

P53758 VA0023 20 150 20.0 / 15.4 12.5 9

P53683 VA0027 25 25 25.0 / 20.4 12.5 11

P53684 VA0028 25 50 25.0 / 20.4 12.5 11

P53685 VA0029 25 100 25.0 / 20.4 12.5 11

P53759 VA0030 25 150 25.0 / 20.4 12.5 11

P53686 VA0034 32 25 32.0 / 26 12.5 11

P53687 VA0035 32 50 32.0 / 26 12.5 11

P53688 VA0036 32 100 32.0 / 26 12.5 11

P53689 VA0037 32 150 32.0 / 26 12.5 11

P80863 VA0054 50 25 50.0 / 40.8 12.5 11

P53690 VA0051 50 50 50.0 / 40.8 12.5 11

P53691 VA0052 50 100 50.0 / 40.8 12.5 11

P53692 VA0053 50 150 50.0 / 40.8 12.5 11

P80864 VA0070 63 25 63.0 / 51.4 12.5 11

P53694 VA0071 63 50 63.0 / 51.4 12.5 11

P53695 VA0072 63 100 63.0 / 51.4 12.5 11

P53696 VA0073 63 150 63.0 / 51.4 12.5 11

Products comply with BSEN 12201:2 - WRAS.

Light Blue Pipe Straight Lengths – PE80

P66514 VA0049 50 6 50.0 / 40.8 12.5 11

P53693 VA0068 63 6 63.0 / 51.4 12.5 11

Products comply with BSEN 12201:2 - WRAS.
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Dark Blue Pipe

Radius PE Pipe Systems 
Pressurised Water Supply & Sewerage

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Dark Blue Pipe Coils – PE100

P81540 VC0128 90 50 90.0 / 73.6 16 11

CA3804 VC0129 90 100 90.0 / 73.6 16 11

P81560 VC0236 110 50 110.0 / 90 16 11

P81551 VC0237 110 100 110.0 / 90 16 11

P81542 VC0290 125 50 125.0 / 102.2 16 11

P81552 VC0291 125 100 125.0 / 102.2 16 11

P53703 VC0461 160 50 160.0 / 130.8 16 11

P53704 VC0462 160 100 160.0 / 130.8 16 11

P81550 VC0534 180 50 180.0 / 147.2 16 11

P81554 VC0535 180 100 180.0 / 147.2 16 11

P81480 VC0146 90 50 90.0 / 79.2 10 17

P81490 VC0147 90 100 90.0 / 79.2 10 17

P81481 VC0254 110 50 110.0 / 96.8 10 17

P81491 VC0255 110 100 110.0 / 96.8 10 17

P81482 VC0308 125 50 125.0 / 110.2 10 17

P81492 VC0309 125 100 125.0 / 110.2 10 17

P81483 VC0479 160 50 180.0 / 158.6 10 17

P81493 VC0480 160 100 180.0 / 158.6 10 17

Products comply with BSEN 12201:2.

Dark Blue Pipe ProFuse Coils – PE100

P68688 VE0128 90 50 90.0 / 73.6 16 11

P68689 VE0129 90 100 90.0 / 73.6 16 11

P68701 VE0236 110 50 110.0 / 90 16 11

P68702 VE0237 110 100 110.0 / 90 16 11

P68713 VE0290 125 50 125.0 / 102.2 16 11

P68714 VE0291 125 100 125.0 / 102.2 16 11

P68728 VE0461 160 50 160.0 / 130.8 16 11

P68729 VE0462 160 100 160.0 / 130.8 16 11

P68740 VE0534 180 50 180.0 / 147.2 16 11

P68741 VE0535 180 100 180.0 / 147.2 16 11

P68681 VE0110 75 50 75.0 / 66 10 17

P68682 VE0111 75 100 75.0 / 66 10 17

P68692 VE0146 90 50 90.0 / 79.2 10 17

P68693 VE0147 90 100 90.0 / 79.2 10 17

P68705 VE0254 110 50 110.0 / 96.8 10 17

P68706 VE0255 110 100 110.0 / 96.8 10 17

P68717 VE0308 125 50 125.0 / 110.2 10 17

P68718 VE0309 125 100 125.0 / 110.2 10 17

CA3802 VE0362 140 50 140.0 / 123.4 10 17

CA3803 VE0363 140 100 140.0 / 123.4 10 17

P68732 VE0479 160 50 160.0 / 141 10 17

P68733 VE0480 160 100 160.0 / 141 10 17

P68744 VE0554 180 50 180.0 / 158.6 10 17

P68745 VE0555 180 100 180.0 / 158.6 10 17

Products comply with BSEN 12201:2. 
Pipe wall thickness is not inclusive of external protective skin. ProFuse pipe with 
external protective skin - Brown stripes denote the pipe as a multilayer pipe.
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Dark Blue Pipe – Continued

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Dark Blue Pipe Straight Lengths – PE100

P81500 VC0125 90 6 90.0 / 73.6 16 11

P81520 VC0127 90 12 90.0 / 73.6 16 11

P81501 VC0233 110 6 110.0 / 90 16 11

P81521 VC0235 110 12 110.0 / 90 16 11

P81502 VC0287 125 6 125.0 / 102.2 16 11

P81522 VC0289 125 12 125.0 / 102.2 16 11

P53701 VC0458 160 6 160.0 / 130.8 16 11

P53702 VC0460 160 12 160.0 / 130.8 16 11

P81504 VC0530 180 6 180.0 / 147.2 16 11

P81524 VC0532 180 12 180.0 / 147.2 16 11

P81505 VC0607 200 6 200.0 / 163.6 16 11

P81525 VC0609 200 12 200.0 / 163.6 16 11

P81506 VC0711 225 6 225.0 / 184 16 11

P81526 VC0713 225 12 225.0 / 184 16 11

P81507 VC0766 250 6 250.0 / 204.6 16 11

P81527 VC0769 250 12 250.0 / 204.6 16 11

P53705 VC0879 280 6 280.0 / 229.2 16 11

P81528 VC0881 280 12 280.0 / 229.2 16 11

P81509 VC0985 315 6 315.0 / 257.8 16 11

P81529 VC0988 315 12 315.0 / 257.8 16 11

CA3806 VC1107 400 12 400.0 / 327.4 16 11

P81440 VC0143 90 6 90.0 / 79.2 10 17

P81460 VC0145 90 12 90.0 / 79.2 10 17

P81441 VC0251 110 6 110.0 / 96.8 10 17

P81461 VC0253 110 12 110.0 / 96.8 10 17

P81442 VC0305 125 6 125.0 / 110.2 10 17

P81462 VC0307 125 12 125.0 / 110.2 10 17

P81443 VC0476 160 6 160.0 / 141 10 17

P81463 VC0478 160 12 160.0 / 141 10 17

P81444 VC0550 180 6 180.0 / 158.6 10 17

P81464 VC0552 180 12 180.0 / 158.6 10 17

P81445 VC0621 200 6 200.0 / 176.2 10 17

P81465 VC0623 200 12 200.0 / 176.2 10 17

P81446 VC0725 225 6 225.0 / 198.2 10 17

P81447 VC0784 250 6 250.0 / 220.4 10 17

P81467 VC0787 250 12 250.0 / 220.4 10 17

P81448 VC0895 280 6 280.0 / 246.8 10 17

P81468 VC0897 280 12 280.0 / 246.8 10 17

P81449 VC1003 315 6 315.0 / 277.6 10 17

P81469 VC1006 315 12 315.0 / 277.6 10 17

CA5958 VC1062 355 6 355.0 / 312.8 10 17

CA3810 VC1065 355 12 355.0 / 312.8 10 17

CA3813 VC1401 560 12 560.0 / 493.6 10 17

Products comply with BSEN 12201:2.
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Dark Blue Pipe – Continued

Radius PE Pipe Systems 
Pressurised Water Supply & Sewerage

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

*  The only tool recommended for the safe removal of the ProFuse external skin is the ProFuse 
Pipe Exposure Tool – Radius Systems Product code FT0648 – contact your local advisor.

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Dark Blue Pipe ProFuse Straight Lengths – PE100

P68686 VE0125 90 6 90.0 / 73.6 16 11

P68687 VE0127 90 12 90.0 / 73.6 16 11

P68699 VE0233 110 6 110.0 / 90 16 11

P68700 VE0235 110 12 110.0 / 90 16 11

P68711 VE0287 125 6 125.0 / 102.2 16 11

P68712 VE0289 125 12 125.0 / 102.2 16 11

P68726 VE0458 160 6 160.0 / 130.8 16 11

P68727 VE0460 160 12 160.0 / 130.8 16 11

P68738 VE0530 180 6 180.0 / 147.2 16 11

P68739 VE0532 180 12 180.0 / 147.2 16 11

P68747 VE0607 200 6 200.0 / 163.6 16 11

P68748 VE0609 200 12 200.0 / 163.6 16 11

P68751 VE0711 225 6 225.0 / 184 16 11

P68752 VE0713 225 12 225.0 / 184 16 11

P68755 VE0766 250 6 250.0 / 204.6 16 11

P68756 VE0769 250 12 250.0 / 204.6 16 11

P68759 VE0879 280 6 280.0 / 229.2 16 11

P68760 VE0881 280 12 280.0 / 229.2 16 11

P68763 VE0985 315 6 315.0 / 257.8 16 11

P68764 VE0988 315 12 315.0 / 257.8 16 11

P68767 VE1044 355 6 355.0 / 290.6 16 11

P68768 VE1047 355 12 355.0 / 290.6 16 11

P68771 VE1104 400 6 400.0 / 327.4 16 11

P68772 VE1107 400 12 400.0 / 327.4 16 11

P68775 VE1219 450 6 450.0 / 368.2 16 11

P68776 VE1221 450 12 450.0 / 368.2 16 11

P68779 VE1327 500 6 500.0 / 409.2 16 11

P68780 VE1329 500 12 500.0 / 409.2 16 11

P68783 VE1383 560 6 560.0 / 458.4 16 11

P68784 VE1385 560 12 560.0 / 458.4 16 11

P68680 VE0108 75 6 75.0 / 66 10 17

CA3798 VE0109 75 12 75.0 / 66 10 17

P68690 VE0143 90 6 90.0 / 79.2 10 17

P68691 VE0145 90 12 90.0 / 79.2 10 17

P68703 VE0251 110 6 110.0 / 96.8 10 17

P68704 VE0253 110 12 110.0 / 96.8 10 17

P68715 VE0305 125 6 125.0 / 110.2 10 17

P68716 VE0307 125 12 125.0 / 110.2 10 17

CA3800 VE0359 140 6 140.0 / 123.4 10 17

CA3801 VE0361 140 12 140.0 / 123.4 10 17

P68730 VE0476 160 6 160.0 / 141 10 17

P68731 VE0478 160 12 160.0 / 141 10 17

P68742 VE0550 180 6 180.0 / 158.6 10 17

Products comply with BSEN 12201:2. 
Pipe OD is not inclusive of external protective skin. ProFuse pipe with external 
protective skin - Brown stripes denote the pipe as a multilayer pipe.
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Dark Blue Pipe – Continued

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

*  The only tool recommended for the safe removal of the ProFuse external skin is the ProFuse 
Pipe Exposure Tool – Radius Systems Product code FT0648 – contact your local advisor.

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Dark Blue Pipe ProFuse Straight Lengths – PE100 – Continued

P68743 VE0552 180 12 180.0 / 158.6 10 17

P68749 VE0621 200 6 200.0 / 176.2 10 17

P68750 VE0623 200 12 200.0 / 176.2 10 17

P68753 VE0725 225 6 225.0 / 198.2 10 17

P68754 VE0727 225 12 225.0 / 198.2 10 17

P68757 VE0784 250 6 250.0 / 220.4 10 17

P68758 VE0787 250 12 250.0 / 220.4 10 17

P68761 VE0895 280 6 280.0 / 246.8 10 17

P68762 VE0897 280 12 280.0 / 246.8 10 17

P68765 VE1003 315 6 315.0 / 277.6 10 17

P68766 VE1006 315 12 315.0 / 277.6 10 17

P68769 VE1062 355 6 355.0 / 312.8 10 17

P68770 VE1065 355 12 355.0 / 312.8 10 17

P68773 VE1122 400 6 400.0 / 352.6 10 17

P68774 VE1125 400 12 400.0 / 352.6 10 17

P68777 VE1235 450 6 450.0 / 396.6 10 17

P68778 VE1237 450 12 450.0 / 396.6 10 17

P68781 VE1343 500 6 500.0 / 440.6 10 17

P68782 VE1345 500 12 500.0 / 440.6 10 17

P68785 VE1399 560 6 560.0 / 493.6 10 17

P68786 VE1401 560 12 560.0 / 493.6 10 17

P68787 VE1455 630 6 630.0 / 555.2 10 17

P68788 VE1457 630 12 630.0 / 555.2 10 17

Products comply with BSEN 12201:2. 
Pipe OD is not inclusive of external protective skin. ProFuse pipe with external 
protective skin - Brown stripes denote the pipe as a multilayer pipe.
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Black Pipe

Radius PE Pipe Systems 
Pressurised Water Supply & Sewerage

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Black Pipe Coils – PE100

P53706 VC2520 20 25 20.0 / 15.4 16 9

P53707 VC2521 20 50 20.0 / 15.4 16 9

P53708 VC2522 20 100 20.0 / 15.4 16 9

P53709 VC2527 25 25 25.0 / 20.4 16 11

P53710 VC2528 25 50 25.0 / 20.4 16 11

P53711 VC2529 25 100 25.0 / 20.4 16 11

P53712 VC2534 32 25 32.0 / 26 16 11

P53713 VC2535 32 50 32.0 / 26 16 11

P53714 VC2536 32 100 32.0 / 26 16 11

P53715 VC2537 32 150 32.0 / 26 16 11

P53716 VC2554 50 25 50.0 / 40.8 16 11

P53717 VC2551 50 50 50.0 / 40.8 16 11

P53718 VC2552 50 100 50.0 / 40.8 16 11

P53719 VC2570 63 25 63.0 / 51.4 16 11

P53720 VC2571 63 50 63.0 / 51.4 16 11

P53721 VC2572 63 100 63.0 / 51.4 16 11

P53722 VC2573 63 150 63.0 / 51.4 16 11

P53726 VC2628 90 50 90.0 / 73.6 16 11

P81330 VC2629 90 100 90.0 / 73.6 16 11

P80866 VC2736 110 50 110.0 / 90 16 11

P81331 VC2737 110 100 110.0 / 90 16 11

P53733 VC2790 125 50 125.0 / 102.2 16 11

P81332 VC2791 125 100 125.0 / 102.2 16 11

P53739 VC2961 160 50 160.0 / 130.8 16 11

P53740 VC2962 160 100 160.0 / 130.8 16 11

P81334 VC3035 180 100 180.0 / 147.2 16 11

P53724 VC2646 90 50 90.0 / 79.2 10 17

P81270 VC2647 90 100 90.0 / 79.2 10 17

P53728 VC2754 110 50 110.0 / 96.8 10 17

P81271 VC2755 110 100 110.0 / 96.8 10 17

P53731 VC2808 125 50 125.0 / 110.2 10 17

P81272 VC2809 125 100 125.0 / 110.2 10 17

P53735 VC2979 160 50 160.0 / 141 10 17

P53736 VC2980 160 100 160.0 / 141 10 17

P53742 VC3054 180 50 180.0 / 158.6 10 17

P81274 VC3055 180 100 180.0 / 158.6 10 17

Products comply with BSEN 12201:2.
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Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Black Pipe Straight Lengths – PE100

P81011 VC2568 63 6 63.0 / 51.4 16 11

P53725 VC2625 90 6 90.0 / 73.6 16 11

P81300 VC2627 90 12 90.0 / 73.6 16 11

P53729 VC2733 110 6 110.0 / 90 16 11

P81301 VC2735 110 12 110.0 / 90 16 11

P53732 VC2787 125 6 125.0 / 102.2 16 11

P81302 VC2789 125 12 125.0 / 102.2 16 11

P53737 VC2958 160 6 160.0 / 130.8 16 11

P53738 VC2960 160 12 160.0 / 130.8 16 11

P53743 VC3030 180 6 180.0 / 147.2 16 11

P81304 VC3032 180 12 180.0 / 147.2 16 11

P81305 VC3109 200 12 200.0 / 163.6 16 11

P53748 VC3211 225 6 225.0 / 184 16 11

P53749 VC3213 225 12 225.0 / 184 16 11

P53751 VC3266 250 6 250.0 / 204.6 16 11

P81307 VC3269 250 12 250.0 / 204.6 16 11

P81308 VC3381 280 12 280.0 / 229.2 16 11

P53755 VC3485 315 6 315.0 / 257.8 16 11

P81309 VC3488 315 12 315.0 / 257.8 16 11

P81013 VC3544 355 6 355.0 / 290.6 16 11

P81016 VC3719 450 6 450.0 / 368.2 16 11

P53723 VC2643 90 6 90.0 / 79.2 10 17

P81240 VC2645 90 12 90.0 / 79.2 10 17

P53727 VC2751 110 6 110.0 / 96.8 10 17

P81241 VC2753 110 12 110.0 / 96.8 10 17

P53730 VC2805 125 6 125.0 / 110.2 10 17

P81242 VC2807 125 12 125.0 / 110.2 10 17

P53734 VC2976 160 6 160.0 / 141 10 17

P81243 VC2978 160 12 160.0 / 141 10 17

P53741 VC3050 180 6 180.0 / 158.6 10 17

P81244 VC3052 180 12 180.0 / 158.6 10 17

P53745 VC3121 200 6 200.0 / 176.2 10 17

P81245 VC3123 200 12 200.0 / 176.2 10 17

P53747 VC3225 225 6 225.0 / 198.2 10 17

P81246 VC3227 225 12 225.0 / 198.2 10 17

P53750 VC3284 250 6 250.0 / 220.4 10 17

P81247 VC3287 250 12 250.0 / 220.4 10 17

P53752 VC3395 280 6 280.0 / 246.8 10 17

P81248 VC3397 280 12 280.0 / 246.8 10 17

P53754 VC3503 315 6 315.0 / 277.6 10 17

P81249 VC3506 315 12 315.0 / 277.6 10 17

P81561 VC3562 355 6 355.0 / 312.8 10 17

P81014 VC3622 400 6 400.0 / 352.6 10 17

P81017 VC3735 450 6 450.0 / 396.6 10 17

Products comply with BSEN 12201:2.

Black Pipe – Continued
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Light Blue Pipe

Radius PE Pipe Systems 
Contaminated Land

Wolseley 
code

Supplier 
code

Nominal 
size

Length 
m

Diameter 
OD / ID

Max operating 
pressure (bar) SDR

Puriton Light Blue Pipe Coils

P76718 XQ2528 25 50 25.0 / 20.4 12.5* 11

P76719 XQ2535 32 50 32.0 / 26 12.5* 11

P76721 XQ2571 63 50 63.0 / 51.4 12.5* 11

P76722 XQ2572 63 100 63.0 / 51.4 12.5* 11

P76725 XQ0128 90 50 90.0 / 73.6 16† 11

P76726 XQ0129 90 100 90.0 / 73.6 16† 11

P68881 XQ0146 90 50 90.0 / 79.2 10† 17

P76727 XQ0147 90 100 90.0 / 79.2 10† 17

P76730 XQ0254 110 50 110.0 / 96.8 10† 17

P76731 XQ0255 110 100 110.0 / 96.8 10† 17

P68883 XQ0308 125 50 125.0 / 110.2 10† 17

P76732 XQ0309 125 100 125.0 / 110.2 10† 17

P76733 XQ0479 160 50 160.0 / 141 10† 17

P76734 XQ0480 160 100 160.0 / 141 10† 17

P68885 XQ0554 180 50 180.0 / 158.6 10† 17

P76735 XQ0555 180 100 180.0 / 158.6 10† 17

* Products comply with WIS 4/32/19 - BS8588 - WRAS. Grade PE80 / Al / PE80. 
† Products comply with WIS 4/32/19 - BS8588. Grade PE100 / Al / PE100. 
Puriton Pipe - Brown external stripes denote the pipe as a multilayer pipe. 

Puriton Light Blue Pipe Straight Lengths

P76720 XQ2568 63 6 63.0 / 51.4 12.5* 11

P76723 XQ0125 90 6 90.0 / 73.6 16† 11

P76724 XQ0126 90 12 90.0 / 73.6 16† 11

P68880 XQ0143 90 6 90.0 / 79.2 10† 17

P68907 XQ0145 90 12 90.0 / 79.2 10† 17

P76728 XQ0251 110 6 110.0 / 96.8 10† 17

P76729 XQ0253 110 12 110.0 / 96.8 10† 17

P68882 XQ0305 125 6 125.0 / 110.2 10† 17

P68908 XQ0307 125 12 125.0 / 110.2 10† 17

CA5959 XQ0476 160 6 160.0 / 141 10† 17

P68909 XQ0478 160 12 160.0 / 141 10† 17

P68884 XQ0550 180 6 180.0 / 158.6 10† 17

P68910 XQ0552 180 12 180.0 / 158.6 10† 17

* Products comply with WIS 4/32/19 - BS8588 - WRAS. Grade PE80 / Al / PE80. 
† Products comply with WIS 4/32/19 - BS8588. Grade PE100 / Al / PE100. 
Puriton Pipe - Brown external stripes denote the pipe as a multilayer pipe. 

Pipe external diameter (OD) is based on the specification minimum dimension. 
Pipe internal diameter (ID) is based on pipe OD – 2 x minimum pipe wall thickness.

To ensure that the barrier properties of the Puriton system are maintained, only Puriton fittings must 
be used with Puriton pipe. The use of non Puriton fittings may compromise the barrier properties of the 
system. Jointing to be undertaken in accordance with the Radius Systems jointing instructions.
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Tape

Bruce Douglas

Tape 26-27
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Bruce Douglas
Tape

Wolseley 
code 

Length 
m

Width 
mm

Weight 
g

Pack 
size

S94032 45.7 100 846 12

S94031 45.7 50 423 24

MP3558 45.7 75 634 16

Certified to BS476 part 6 & 7 Class “O” standard.

Aluminium Foil Tape

Detectable Marker Tape

Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95691 Blue - Water Pipe Below 100 200 1650 1

S95888 Green - Communications Cable Below 100 200 1650 1

S95895 Green - Fibre Optic Cables Below 100 200 1650 1

S95900 Red - Fire Mains Below 100 200 1650 1

S95896 Red - Gravity Sewer Below 100 200 1650 1

S95897 Red - Pressure Sewer Below 100 200 1650 1

S95898 Red - Sewer Pipe Below 100 200 1650 1

S95901 Red - Sewer Pumping Main Below 100 200 1650 1

S95887 Yellow - Electric Cable Below 100 200 1650 1

S95889 Yellow - Gas Pipe Below 100 200 1650 1

S95899 Yellow - Street Lighting Cable Below 100 200 1650 1

Mesh manufactured to BS EN 12613.

Marker Tape

Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95882 Yellow - Gas Main Below 100 150 2225 6

S95689 Yellow - Gas Main Below 365 150 2225 4

S95687 Blue - Water Pipe Below 365 150 2225 4

S95903 Blue - Water Pipe Below - 100 Micron 365 150 2225 4

S95890 Green - CCTV Cable Below 365 150 2225 4

S96147 Green - Communication Cable Below 365 150 2225 4

S95891 Green - Fibre Optic Cable Below 365 150 2225 4

S95905 Green - Telephone Cable Below 365 150 2225 4

S95892 Orange - Traffic Signal Cable Below 365 150 2225 4

S95690 Purple - Street Lighting Cable Below 365 150 2225 4

S95894 Orange - Oil Pipeline Below 365 150 2225 4

S95893 Red - Sewer Pipe Below 365 150 2225 4

MP3546 Red - Sewer Pumping Main Below 365 150 2225 4

S95688 Yellow - Electric Cable Below 365 150 2225 4

S95904 Yellow - Electric Cable Below - 100 Micron 365 150 2225 4

S96140 Yellow - Street Lighting Cable Below 365 150 2225 4

Accessories



Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95925 12mm x 12M (10rls) 20 60 0.11 250

S95926 25mm x 12M 34 77 0.73 125

Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95927 12mm x 5M (Yellow Spool) 20 66 0.22 250

P.T.F.E White Tape (Gas)

P.T.F.E White Tape
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Accessories

We are the experts in Civils, 
Utilities, Power & Fibre and Hire.
We provide unrivalled stock availability, quality 
materials and supply chain management, along with all 
your essential electrical and fibre connections. We are 
also your hire specialists in pipe joining equipment. 

Combined with our expert staff, who have knowledge 
and experience, our complete infrastructure offering 
can help you with any of your project requirements. 
We’re built around you.

INFRASTRUCTURE 
SOLUTIONS
BUILT AROUND YOU

We can help with all your Civils, Utilities, Power & Fibre and Hire needs.



Fittings & Accessories for water supply pipe
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Plasson
PE Pipe Fittings 30-50 
Mechanical Fittings / Push-Fit Fittings

Philmac
PE Pipe Fittings 51-58 
Metric/Imperial Compression Fittings / 
Universal Transition Couplings / 
Threaded Fittings

GPS PE Pipe Fittings

Fittings 59-71 
Protecta-Line Mechanical Compression 
Fittings / Protecta-Line Mechanical Fittings / 
Protecta-Line Electrofusion Fittings / Frialen 
Safety Fittings (Electrofusion Fittings for 
Gas & Water) / Pupped Fittings

Radius Systems PE Pipe Fittings

Fittings 73-83 
Electrofusion Fittings / Puriton Mechanical 
Fittings / Tooling / Puriton Redman 
Compression Fittings / Puriton Redman 
Compression Tooling / Puriton Gunmetal 
Tapping Tees / Puriton Tapping Tee Tooling / 
Puriton Gunmetal Ferrule Adaptors / Puriton 
Flange Adaptors / Puriton/Electrofusion Fittings

Fusion Plastics
PE Pipe Fittings 84-92 
Electrofusion Fittings

George Fischer
PE Pipe Fittings 93-103 
Electrofusion Fittings

UTILITIES / PE Pipe Fittings 29

PE Pipe 
Fittings



All the above products comply with WRAS / ISO14236.

UTILITIES / PE Pipe Fittings30

Plasson 
PE Pipe Fittings

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Universal Slip Couplers

P69987 176100024028 Mains Water Supply 24-28 x 24-28 PN16

P69988 176100031035 Mains Water Supply 31-35 x 31-35 PN16

P69989 176100040043 Mains Water Supply 40-43 x 40-43 PN16

P69990 176100048051 Mains Water Supply 48-51 x 48-51 PN16

P69991 176100060064 Mains Water Supply 60-64 x 60-64 PN16

Couplers

P06001 7010CC0 Mains Water Supply 20 PN16

P06002 7010DD0 Mains Water Supply 25 PN16

P06003 7010EE0 Mains Water Supply 32 PN16

P06004 7010FF0 Mains Water Supply 40 PN16

P06005 7010GG0 Mains Water Supply 50 PN16

P06006 7010HH0 Mains Water Supply 63 PN16

P06007 87010JJ Mains Water Supply 75 PN16

P06008 87010KK0 Mains Water Supply 90 PN16

P06009 87010LL0 Mains Water Supply 110 PN16

P06010 7010MM0 Mains Water Supply 125 PN16

P05961 17010P0 Mains Water Supply 160 PN10

Reducing Couplers

P06033 7110DC0 Mains Water Supply 25 x 20 PN16

P06034 7110EC0 Mains Water Supply 32 x 20 PN16

P06035 7110ED0 Mains Water Supply 32 x 25 PN16

P06037 7110FD0 Mains Water Supply 40 x 25 PN16

P06036 7110FE0 Mains Water Supply 40 x 32 PN16

P06038 7110GD0 Mains Water Supply 50 x 25 PN16

P06039 7110GE0 Mains Water Supply 50 x 32 PN16

P06040 7110GF0 Mains Water Supply 50 x 40 PN16

P06041 7110HD0 Mains Water Supply 63 x 25 PN16

P06042 7110HE0 Mains Water Supply 63 x 32 PN16

P06043 7110HF0 Mains Water Supply 63 x 40 PN16

P06044 7110HG0 Mains Water Supply 63 x 50 PN16

P06045 87110JG0 Mains Water Supply 75 x 50 PN16

P06046 87110JH0 Mains Water Supply 75 x 63 PN16

P06047 87110KH0 Mains Water Supply 90 x 63 PN16

P06048 87110KJ0 Mains Water Supply 90 x 75 PN16

P06877 87110LK0 Mains Water Supply 110 x 90 PN16

Repair Couplers

P06011 7610CC0 Mains Water Supply 20 PN16

P06012 7610DD0 Mains Water Supply 25 PN16

P06013 7610EE0 Mains Water Supply 32 PN16

P06014 7610FF0 Mains Water Supply 40 PN16

P06015 7610GG0 Mains Water Supply 50 PN16

P06016 7610HH0 Mains Water Supply 63 PN16

P01900 87610JJ0 Mains Water Supply 75 PN16

P06018 87610KK0 Mains Water Supply 90 PN16

P01901 87610LL0 Mains Water Supply 110 PN16

P06030 7610MM0 Mains Water Supply 125 PN16

Mechanical Fittings
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Mechanical Fittings – Continued

All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

End Plugs

P06531 7120C00 Mains Water Supply 20 PN16

P06532 7120D00 Mains Water Supply 25 PN16

P06533 7120E00 Mains Water Supply 32 PN16

P06534 7120F00 Mains Water Supply 40 PN16

P06535 7120G00 Mains Water Supply 50 PN16

P06536 7120H00 Mains Water Supply 63 PN16

P06537 87120J00 Mains Water Supply 75 PN16

P06538 87120K00 Mains Water Supply 90 PN16

P06878 87120L00 Mains Water Supply 110 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Male Adaptors (Metric x MI BSP)

P06156 7020C10 Mains Water Supply 20 x ½ PN16

P06157 7020C20 Mains Water Supply 20 x ¾ PN16

P06158 7020C30 Mains Water Supply 20 x 1 PN16

P06159 7020D10 Mains Water Supply 25 x ½ PN16

P06160 7020D20 Mains Water Supply 25 x ¾ PN16

P06161 7020D30 Mains Water Supply 25 x 1 PN16

P06162 7020E20 Mains Water Supply 32 x ¾ PN16

P06163 7020E30 Mains Water Supply 32 x 1 PN16

P06164 7020E40 Mains Water Supply 32 x 1¼ PN16

P06165 7020E50 Mains Water Supply 32 x 1½ PN16

P06167 7020F30 Mains Water Supply 40 x 1 PN16

P06168 7020F40 Mains Water Supply 40 x 1¼ PN16

P06169 7020F50 Mains Water Supply 40 x 1½ PN16

P06853 7020F60 Mains Water Supply 40 x 2 PN16

P06170 7020G30 Mains Water Supply 50 x 1 PN16

P06171 7020G40 Mains Water Supply 50 x 1¼ PN16

P06172 7020G50 Mains Water Supply 50 x 1½ PN16

P06173 7020G60 Mains Water Supply 50 x 2 PN16

P06174 7020H40 Mains Water Supply 63 x 1¼ PN16

P06175 7020H50 Mains Water Supply 63 x 1½ PN16

P06176 7020H60 Mains Water Supply 63 x 2 PN16

P06177 7020H70 Mains Water Supply 63 x 2½ PN16

P06854 87020J60 Mains Water Supply 75 x 2 PN16

P06855 87020J70 Mains Water Supply 75 x 2½ PN16

P06856 87020J80 Mains Water Supply 75 x 3 PN10

P06181 87020K60 Mains Water Supply 90 x 2 PN16

P06182 87020K70 Mains Water Supply 90 x 2½ PN16
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Mechanical Fittings – Continued

Plasson 
PE Pipe Fittings

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Male Adaptors (Metric x MI BSP) – Continued

P06183 87020K80 Mains Water Supply 90 x 3 PN10

P06184 87020K90 Mains Water Supply 90 x 4 PN6

P06857 87020L60 Mains Water Supply 110 x 2 PN16

P06858 87020L80 Mains Water Supply 110 x 3 PN10

P06859 87020L90 Mains Water Supply 110 x 4 PN6

Female Adaptors (Metric x FI BSP)

P06190 7030C10 Mains Water Supply 20 x ½ PN16

P06191 7030C20 Mains Water Supply 20 x 3¾ PN16

P06192 7030C30 Mains Water Supply 20 x 1 PN16

P06193 7030D20 Mains Water Supply 25 x ¾ PN16

P06194 7030D30 Mains Water Supply 25 x 1 PN16

P06195 7030E20 Mains Water Supply 32 x ¾ PN16

P06196 7030E30 Mains Water Supply 32 x 1 PN16

P06197 7030E40 Mains Water Supply 32 x 1¼ PN16

P06198 7030F30 Mains Water Supply 40 x 1 PN16

P06199 7030F40 Mains Water Supply 40 x 1¼ PN16

P06200 7030F50 Mains Water Supply 40 x 1½ PN16

P06201 7030G40 Mains Water Supply 50 x 1¼ PN16

P06202 7030G50 Mains Water Supply 50 x 1½ PN16

P06203 7030G60 Mains Water Supply 50 x 2 PN16

P06204 7030H60 Mains Water Supply 63 x 2 PN16

P06862 87030J60 Mains Water Supply 75 x 2 PN16

P06863 87030J70 Mains Water Supply 75 x 2½ PN16

P06207 87030K60 Mains Water Supply 90 x 2 PN16

P06208 87030K80 Mains Water Supply 90 x 3 PN10

P06209 87030K90 Mains Water Supply 90 x 4 PN6

P06864 87030L80 Mains Water Supply 110 x 3 PN10

P06865 87030L90 Mains Water Supply 110 x 4 PN6

P06873 7060D20 Mains Water Supply* 25 x ¾ PN16

P06874 7060D30 Mains Water Supply* 25 x 1 PN16

P06875 7060E30 Mains Water Supply* 32 x 1 PN16

*Parallel thread.

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Plass4 Universal Couplers

P06580 77017251 Mains Water Supply 25 x 15-22 PN16

P06581 77017252 Mains Water Supply 25 x 20-27 PN16

P06582 77017253 Mains Water Supply 25 x 27-35 PN16

P06587 77017500 Mains Water Supply 32 x 20-27 PN16

P06583 77017323 Mains Water Supply 32 x 27-35 PN16

P06579 77017504 Mains Water Supply 50 x 35-50 PN16

Plass4 Universal Elbows

P06584 77057251 Mains Water Supply 25 x 15-22 PN16

P06585 77057252 Mains Water Supply 25 x 20-27 PN16

P06586 77057253 Mains Water Supply 25 x 27-35 PN16

All the above products comply with WRAS / ISO14236.
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Drilling Equipment / Bagging-Off EquipmentMechanical Fittings – Continued

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

90 Deg Tees

P06079 7040CCC Mains Water Supply 20 PN16

P06080 7040DDD Mains Water Supply 25 PN16

P06081 7040EEE Mains Water Supply 32 PN16

P06082 7040FFF Mains Water Supply 40 PN16

P06083 7040GGG Mains Water Supply 50 PN16

P06084 7040HHH Mains Water Supply 63 PN16

P06867 87040JJJ Mains Water Supply 75 PN16

P06086 87040KKK Mains Water Supply 90 PN16

P06868 87040LLL Mains Water Supply 110 PN16

P05965 17040PP Mains Water Supply 160 PN10

Repair Tees

P06099 7045CCC Mains Water Supply 20 PN16

P06100 7045DDD Mains Water Supply 25 PN16

P06101 7045EEE Mains Water Supply 32 PN16

P06869 7045FFF Mains Water Supply 40 PN6

P06103 7045GGG Mains Water Supply 50 PN6

P06104 7045HHH Mains Water Supply 63 PN6

90 Deg Reducing Tees

P06089 7340DCD Mains Water Supply 25 x 20 x 25 PN16

P06090 7340EDE Mains Water Supply 32 x 25 x 32 PN16

P62905 7340FDF Mains Water Supply 40 x 25 x 40 PN16

P06091 7340FEF Mains Water Supply 40 x 32 x 40 PN16

P06092 7340GDG Mains Water Supply 50 x 25 x 50 PN16

P06093 7340GEG Mains Water Supply 50 x 32 x 50 PN16

P06094 7340GFG Mains Water Supply 50 x 40 x 50 PN16

P06095 7340HEH Mains Water Supply 63 x 32 x 63 PN16

P01836 7340HFH Mains Water Supply 63 x 40 x 63 PN16

P06097 7340HGH Mains Water Supply 63 x 50 x 63 PN16

P01837 87340JHJ Mains Water Supply 75 x 63 x 75 PN16

All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inch x mm Class

Tees with Male Offtake

P01931 7840C1C Mains Water Supply 20 x ½ x 20 PN16

P01932 7840C2C Mains Water Supply 20 x ¾ x 20 PN16

P01933 7840D1D Mains Water Supply 25 x ½ x 25 PN16

P01934 7840D2D Mains Water Supply 25 x ¾ x 25 PN16

P06124 7840E3E Mains Water Supply 32 x 1 x 32 PN16

P01935 7840F4F Mains Water Supply 40 x 1¼ x 40 PN16

P01936 7840F5F Mains Water Supply 40 x 1½ x 40 PN16

P01937 7840G4G Mains Water Supply 50 x 1¼ x 50 PN16

P01938 7840G5G Mains Water Supply 50 x 1½ x 50 PN16

P01939 7840H4H Mains Water Supply 63 x 1¼ x 63 PN16

P01940 7840H5H Mains Water Supply 63 x 1½ x 63 PN16

P01941 7840H6H Mains Water Supply 63 x 2 x 63 PN16
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Mechanical Fittings – Continued

Plasson 
PE Pipe Fittings

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inch x mm Class

Tees with Female Offtake

P06126 7140C1C Mains Water Supply 20 x ½ x 20 PN16

P06881 7140C2B Mains Water Supply 20 x ¾ x 16 PN16

P06128 7140C2C Mains Water Supply 20 x ¾ x 20 PN16

P06129 7140D1D Mains Water Supply 25 x ½ x 25 PN16

P06130 7140D2C Mains Water Supply 25 x ¾ x 20 PN16

P06131 7140D2D Mains Water Supply 25 x ¾ x 25 PN16

P06132 7140D3D Mains Water Supply 25 x 1 x 25 PN16

P06133 7140D4D Mains Water Supply 25 x 1¼ x 25 PN16

P06134 7140E2E Mains Water Supply 32 x ¾ x 32 PN16

P06135 7140E3D Mains Water Supply 32 x 1 x 25 PN16

P06136 7140E3E Mains Water Supply 32 x 1 x 32 PN16

P06137 7140E4E Mains Water Supply 32 x 1¼ x 32 PN16

P06138 7140E5E Mains Water Supply 32 x 1½ x 32 PN16

P06139 7140F3F Mains Water Supply 40 x 1 x 40 PN16

P06140 7140F4F Mains Water Supply 40 x 1¼ x 40 PN16

P06141 7140F5F Mains Water Supply 40 x 1 ½ x 40 PN16

P06142 7140F6F Mains Water Supply 40 x 2 x 40 PN16

P06143 7140G5G Mains Water Supply 50 x 1½ x 50 PN16

P06144 7140G6G Mains Water Supply 50 x 2 x 50 PN16

P06145 7140H4H Mains Water Supply 63 x 1¼ x 63 PN16

P06146 7140H5H Mains Water Supply 63 x 1½ x 63 PN16

P06147 7140H6H Mains Water Supply 63 x 2 x 63 PN16

P06882 87140J6J Mains Water Supply 75 x 2 x 75 PN16

P06883 87140J7J Mains Water Supply 75 x 2½ x 75 PN16

P06884 87140J8J Mains Water Supply 75 x 3 x 75 PN10

P06151 87140K8K Mains Water Supply 90 x 3 x 90 PN10

P06885 87140L9L Mains Water Supply 110 x 4 x 110 PN6

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

90 Deg Elbows

P06022 7050CC0 Mains Water Supply 20 PN16

P06023 7050DD0 Mains Water Supply 25 PN16

P06024 7050EE0 Mains Water Supply 32 PN16

P06025 7050FF0 Mains Water Supply 40 PN16

P06026 7050GG0 Mains Water Supply 50 PN16

P06027 7050HH0 Mains Water Supply 63 PN16

P19136 87050JJ0 Mains Water Supply 75 PN16

P06029 87050KK0 Mains Water Supply 90 PN16

P06872 87050LL0 Mains Water Supply 110 PN16

P05964 17050P0 Mains Water Supply 160 PN10

Reducing Elbows

P06072 7510DC0 Mains Water Supply 25 x 20 PN16

All the above products comply with WRAS / ISO14236.
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Drilling Equipment / Bagging-Off EquipmentMechanical Fittings – Continued

All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

45 Deg Elbows

P01846 7460EE0 Mains Water Supply 32 PN16

P01847 7460FF0 Mains Water Supply 40 PN16

P06020 7460GG0 Mains Water Supply 50 PN16

P06019 7460HH0 Mains Water Supply 63 PN16

P06021 87460KK0 Mains Water Supply 90 PN16

P01848 87460LL0 Mains Water Supply 110 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Wall Plate Elbows (PP)

P06588 7750C10 Mains Water Supply 20 x ½ PN16

P06589 7750D20 Mains Water Supply 25 x ¾ PN16

Wall Plate Elbows (DZR

P06384 9055C10 Mains Water Supply 20 x ½ PN16

P06385 9055D20 Mains Water Supply 25 x ¾ PN16

Elbows with Female Offtake

P06051 7150C10 Mains Water Supply 20 x ½ PN16

P06052 7150C20 Mains Water Supply 20 x ¾ PN16

P06050 7150D10 Mains Water Supply 25 x ½ PN16

P06053 7150D20 Mains Water Supply 25 x ¾ PN16

P06054 7150D30 Mains Water Supply 25 x 1 PN16

P06055 7150E20 Mains Water Supply 32 x ¾ PN16

P06056 7150E30 Mains Water Supply 32 x 1 PN16

P06057 7150E40 Mains Water Supply 32 x 1¼ PN16

P06890 7150F30 Mains Water Supply 40 x 1 PN16

P06059 7150F40 Mains Water Supply 40 x 1¼ PN16

P06060 7150F50 Mains Water Supply 40 x 1½ PN16

P06061 7150F60 Mains Water Supply 40 x 2 PN16

P06062 7150G30 Mains Water Supply 50 x 1 PN16

P06063 7150G40 Mains Water Supply 50 x 1¼ PN16

P06064 7150G50 Mains Water Supply 50 x 1½ PN16

P06065 7150G60 Mains Water Supply 50 x 2 PN16

P06066 7150H40 Mains Water Supply 63 x 1¼ PN16

P06067 7150H50 Mains Water Supply 63 x 1½ PN16

P06068 7150H60 Mains Water Supply 63 x 2 PN16

P06891 87150J60 Mains Water Supply 75 x 2 PN16

P06893 87150J80 Mains Water Supply 75 x 3 PN10
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Mechanical Fittings – Continued

Plasson 
PE Pipe Fittings

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Elbows with Male Offtake

P06105 7850C10 Mains Water Supply 20 x ½ PN16

P06106 7850C20 Mains Water Supply 20 x ¾ PN16

P06107 7850D10 Mains Water Supply 25 x ½ PN16

P06108 7850D20 Mains Water Supply 25 x ¾ PN16

P06109 7850D30 Mains Water Supply 25 x 1 PN16

P06110 7850E30 Mains Water Supply 32 x 1 PN16

P01942 7850F30 Mains Water Supply 40 x 1 PN16

P06111 7850F40 Mains Water Supply 40 x 1¼ PN16

P06112 7850F50 Mains Water Supply 40 x 1½ PN16

P06114 7850G30 Mains Water Supply 50 x 1 PN16

P06115 7850G40 Mains Water Supply 50 x 1¼ PN16

P06116 7850G50 Mains Water Supply 50 x 1½ PN16

P06117 7850H40 Mains Water Supply 63 x 1¼ PN16

P06118 7850H50 Mains Water Supply 63 x 1½ PN16

P06119 7850H60 Mains Water Supply 63 x 2 PN16

P06122 87850K80 Mains Water Supply 90 x 3 PN10

P01945 87850L90 Mains Water Supply 110 x 4 PN6

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Modular Adaptors

P66901 7940C00 Mains Water Supply 20 PN16

P66902 7940D00 Mains Water Supply 25 PN16

P66903 7940E00 Mains Water Supply 32 PN16

P66904 7940F00 Mains Water Supply 40 PN16

P66905 7940G00 Mains Water Supply 50 PN16

P66906 7940H00 Mains Water Supply 63 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Threaded Adaptors

P66914 7250255 Mains Water Supply 25 x ½ PN16

P66915 7250257 Mains Water Supply 25 x ¾ PN16

P05910 7250325 Mains Water Supply 32 x ½ PN16

P05911 7250327 Mains Water Supply 32 x ¾ PN16

P05912 7250321 Mains Water Supply 32 x 1 PN16

P05915 7250405 Mains Water Supply 40 x 1½ PN16

P05916 7250501 Mains Water Supply 50 x 1 PN16

P05917 7250508 Mains Water Supply 50 x 1¼ PN16

P05918 7250505 Mains Water Supply 50 x 1½ PN16

P05919 7250502 Mains Water Supply 50 x 2 PN16

P05920 7250631 Mains Water Supply 63 x 1 PN16

P05922 7250635 Mains Water Supply 63 x 1½ PN16

P05923 7250632 Mains Water Supply 63 x 2 PN16

P05924 7250625 Mains Water Supply 63 x 2½ PN16

P05925 7250715 Mains Water Supply 75 x 1½ PN16

P05926 7250752 Mains Water Supply 75 x 2 PN16

P05927 7250725 Mains Water Supply 75 x 2½ PN16

P05928 7250753 Mains Water Supply 75 x 3 PN10

All the above products comply with WRAS / ISO14236.
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Drilling Equipment / Bagging-Off EquipmentMechanical Fittings – Continued

All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Compression Flange Adaptors

P06225 7220G50 Mains Water Supply 50 x 1½ PN16

P06226 7220G60 Mains Water Supply 50 x 2 PN16

P06227 7220H60 Mains Water Supply 63 x 2 PN16

P06894 87220J70 Mains Water Supply 75 x 2½ PN16

P06229 87220K80 Mains Water Supply 90 x 3 PN16

P06230 87220K90 Mains Water Supply 90 x 4 PN16

P06895 87220L90 Mains Water Supply 110 x 4 PN16

P06232 7220M00 Mains Water Supply 125 x 6 PN16

P06231 7220MM0 Mains Water Supply 125 x 5 PN16

P05959 17220PM Mains Water Supply 160 x 5 PN10

P05960 17220P0 Mains Water Supply 160 x 6 PN10

Metric to Imperial Couplers

P06234 74181C0 Mains Water Supply ½ x 20 PN16

P01839 74181CC Mains Water Supply 3/8 x 20 PN16

P06233 74181D0 Mains Water Supply ½ x 25 PN16

P01840 74181DC Mains Water Supply 3/8 x 25 PN16

P06235 74182D0 Mains Water Supply ¾ x 25 PN16

P06236 74183E0 Mains Water Supply 1 x 32 PN16

P06540 74184E0 Mains Water Supply 1¼ x 32 PN16

P06541 74184G0 Mains Water Supply 1¼ x 50 PN16

P06542 74185G0 Mains Water Supply 1½ x 50 PN16

P06543 74186H00 Mains Water Supply 2 x 63 PN16

Metric to Imperial 90 Deg Elbows

P06075 74781C0 Mains Water Supply ½ x 20 PN16

P06076 74781D0 Mains Water Supply ½ x 25 PN16

P06077 74782D0 Mains Water Supply ¾ x 25 PN16

P06078 74783E0 Mains Water Supply 1 x 32 PN16
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Mechanical Fittings – Continued

Plasson 
PE Pipe Fittings

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

PlasShield Conversion Kits

P51182 7400000 Mains Water Supply 25 PN16

P51186 7400005 Mains Water Supply 26.8 - 27.4 PN16

P51183 7400001 Mains Water Supply 32 PN16

P51184 7400002 Mains Water Supply 26.8 - 27.4 PN16

P51185 7400003 Mains Water Supply 63 PN16

P69980 7400004 Mains Water Supply 65.8 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

M Class

Protective Tapes for use with PlasShield

P06662 6101 Aluminium Tape - Barrier 
Pipe Joint Protection 50 x 45 –

P06663 6102 Waterproof Tape - Barrier 
Pipe Joint Protection 50 x 10 –

P06664 6103 Petrolatum Tape - Barrier 
Pipe Joint Protection 50 x 10 –

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Copper Adaptor Tables X&Y

P06296 7438015 Below & Above Ground 
Copper (X & Y) 20 x 15 PN16

P06578 7438016 Below & Above Ground 
Copper (X & Y) 25 x 15 PN16

P06297 7438022 Below & Above Ground 
Copper (X & Y) 25 x 22 PN16

P06298 7438028 Below & Above Ground 
Copper (X & Y) 32 x 28 PN16

P06299 7438035 Below & Above Ground 
Copper (X & Y) 40 x 35 PN16

P06300 7438042 Below & Above Ground 
Copper (X & Y) 50 x 42 PN16

P06301 7438054 Below & Above Ground 
Copper (X & Y) 63 x 54 PN16

All the above products comply with WRAS / ISO14236.
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Drilling Equipment / Bagging-Off EquipmentMechanical Fittings – Continued

All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

mm x mm/inch Class

Universal Adaptors for Galvanised & PVC

P06302 7896015 Mains Water Supply 20 x 15 –

P06524 7896022 Mains Water Supply 25 x 22 / ½ –

P06525 7896028 Mains Water Supply 32 x 28 / ¾ –

P06526 7896035 Mains Water Supply 40 x 35 / 1 –

P06527 7896042 Mains Water Supply 50 x 42 / 1¼ –

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Reducing Sets

P06246 7930DC0 Mains Water Supply 25 x 20 PN16

P06247 7930EC0 Mains Water Supply 32 x 20 PN16

P06248 7930ED0 Mains Water Supply 32 x 25 PN16

P01946 7930FE0 Mains Water Supply 40 x 32 PN16

P06249 7930GD0 Mains Water Supply 50 x 25 PN16

P06250 7930GE0 Mains Water Supply 50 x 32 PN16

P01947 7930GF0 Mains Water Supply 50 x 40 PN16

P06251 7930HD0 Mains Water Supply 63 x 25 PN16

P06252 7930HE0 Mains Water Supply 63 x 32 PN16

P06253 7930HG0 Mains Water Supply 63 x 50 PN16

P01342 7930JH0 Mains Water Supply 75 x 63 PN16

P66963 7930LH0 Mains Water Supply 110 x 63 PN16

P01343 7930LJ0 Mains Water Supply 110 x 75 PN16

P01344 7930LK0 Mains Water Supply 110 x 90 PN16

Damaged Metric Pipe Adaptors

P06802 7785C00 Mains Water Supply 20 –

P06803 7785D00 Mains Water Supply 25 –

P06804 7785E00 Mains Water Supply 32 –

CA0363 7785H00 Mains Water Supply 63 –

Pipe Liners

P06240 7950C00 Mains Water Supply 20 –

P06241 7950D00 Mains Water Supply 25 –

P06242 7950E00 Mains Water Supply 32 –

P06243 7950F00 Mains Water Supply 40 –

P06244 7950G00 Mains Water Supply 50 –

P06245 7950H00 Mains Water Supply 63 –



Plasson 
PE Pipe Fittings

Mechanical Fittings – Continued

40 UTILITIES / PE Pipe Fittings

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Mains Stop Valves FI x FI

P69939 370300007 Mains Supply Isolation ¾ PN16

P69940 370300010 Mains Supply Isolation 1 PN16

P69941 370300013 Mains Supply Isolation 1¼ PN16

P69942 370300015 Mains Supply Isolation 1½ PN16

P69943 370300020 Mains Supply Isolation 2 PN16

P69985 370300050 Mains Supply Isolation 50mm PN16

P69986 370300063 Mains Supply Isolation 63mm PN16

All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Universal Stop Taps (DZR) Above & Below Ground

P66955 9048 Mains Supply Isolation 1½” F½ MI PN16

P05970 9048A Mains Supply Isolation 50 PN16

P05971 9048A63 Mains Supply Isolation 63 PN16

All the above products comply with WRAS / ISO14236.

Stop Taps Above & Below Ground

P06373 3407CC0 Mains Supply Isolation 20 PN16

P06374 3407DD0 Mains Supply Isolation 25 PN16

P06375 3407EE0 Mains Supply Isolation 32 PN16

All the above products comply with WRAS / ISO14236.

Stop Taps Chamber (complete)

P06670 3610 Mains Supply Isolation – PN16

P00124 36101 Mains Supply Isolation – PN16

All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Stop Taps (Gun Metal) BS5433 FI x FI

P68441 9053100 Mains Supply Isolation ½ PN16

P68442 9053200 Mains Supply Isolation ¾ PN16

P68443 9053300 Mains Supply Isolation 1 PN16

P06388 9053500 Mains Supply Isolation 1½ PN16

P06389 9053600 Mains Supply Isolation 2 PN16

All the above products comply with BS5433.
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Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Universal Stop Taps (DZR) Above & Below Ground

P06381 9050020 Mains Supply Isolation 20 PN16

P06382 9050025 Mains Supply Isolation 25 PN16

P06383 9050032 Mains Supply Isolation 32 PN16

All the above products comply with BS1010.

Plug Taps (DZR) WIS 4-23-04 Type

P68147 9061DD0 Mains Supply Isolation 25 PN16

P68148 9061EE0 Mains Supply Isolation 32 PN16

All the above products comply with WIS 4-23-04.

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Ball Valves PE x FI Thread (PVC)

P05935 13791C0 Industrial 20 x ½ PN16

P19087 13792D0 Industrial 25 x ¾ PN16

P19088 13793E0 Industrial 32 x 1 PN16

P68110 13794F0 Industrial 40 x 1¼ PN16

P05936 13795G0 Industrial 50 x 1½ PN16

P05937 13796H0 Industrial 63 x 2 PN16

All the above products comply with UNI ISO 228/1.

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Ball Valves (PVC) Economy 

P05973 1300110 Industrial ½ PN16

P05974 1300220 Industrial ¾ PN16

P05975 1300330 Industrial 1 PN16

P05976 1300440 Industrial 1¼ PN16

P05977 1300550 Industrial 1½ PN16

P05978 1300660 Industrial 2 PN16

All the above products comply with UNI ISO 228/1.

Speak to one of our team today on 0344 2511 999

Can’t spot the ball 
valve you need?
We have lots...
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Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Double Check Valves (DZR) FI (WRAS)

P68142 9077100 Mains Supply ½ PN16

P68143 9077200 Mains Supply ¾ PN16

P68144 9077300 Mains Supply 1 PN16

P68145 9077500 Mains Supply 1½ PN16

P68146 9077600 Mains Supply 2 PN16

All the above products comply with WRAS.

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Single Check Valves (DZR) FI (WRAS)

P68150 9078500 Mains Supply 1½ PN16

CA0367 9078600 Mains Supply 2 PN16

All the above products comply with WRAS.

Non Return Valves (PVC)

P06805 1061000 Industrial 3/8 PN16

P06806 1061100 Industrial ½ PN16

P06807 1061200 Industrial ¾ PN16

P06808 1061300 Industrial 1 PN16

P06809 1061400 Industrial 1¼ PN16

P06810 1061500 Industrial 1½ PN16

P06811 1061600 Industrial 2 PN16

All the above products comply with UNI ISO 228/1.

Arctic Ice Resistant Bib Cocks

P06763 2100001 Water Supply ½ PN16

P06764 2100003 Water Supply ¾ PN16

P06765 2100004 Water Supply 1 PN16

Bib Cock - Lever Handles

P06590 2100005 Water Supply ½ PN16

P06591 2100007 Water Supply ¾ PN16
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Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Saddle Single Outlets with Reinforcing Ring, Stainless Bolts
P06414 16076C10 Mains Water Supply 20 x ½ PN12.5
P06415 16076D10 Mains Water Supply 25 x ½ PN12.5
P06416 16076D20 Mains Water Supply 25 x ¾ PN12.5
P06417 16076E10 Mains Water Supply 32 x ½ PN12.5
P06418 16076E20 Mains Water Supply 32 x ¾ PN12.5
P06419 16076E30 Mains Water Supply 32 x 1 PN12.5
P01958 16076F10 Mains Water Supply 40 x ½ PN12.5
P01959 16076F20 Mains Water Supply 40 x ¾ PN12.5
P01960 16076F30 Mains Water Supply 40 x 1 PN12.5
P06423 16076G10 Mains Water Supply 50 x ½ PN12.5
P06424 16076G20 Mains Water Supply 50 x ¾ PN12.5
P06425 16076G30 Mains Water Supply 50 x 1 PN12.5
P06426 16076G40 Mains Water Supply 50 x 1¼ PN12.5
P06427 16076H10 Mains Water Supply 63 x ½ PN12.5
P06428 16076H20 Mains Water Supply 63 x ¾ PN12.5
P06429 16076H30 Mains Water Supply 63 x 1 PN12.5
P06430 16076H40 Mains Water Supply 63 x 1¼ PN12.5
P06431 16076H50 Mains Water Supply 63 x 1½ PN12.5
P01961 16076J10 Mains Water Supply 75 x ½ PN12.5
P01962 16076J20 Mains Water Supply 75 x ¾ PN12.5
P01963 16076J30 Mains Water Supply 75 x 1 PN10
P01964 16076J40 Mains Water Supply 75 x 1¼ PN10
P01965 16076J50 Mains Water Supply 75 x 1½ PN10
P01966 16076J60 Mains Water Supply 75 x 2 PN10
P06438 16076K10 Mains Water Supply 90 x ½ PN12.5
P06439 16076K20 Mains Water Supply 90 x ¾ PN12.5
P06440 16076K30 Mains Water Supply 90 x 1 PN10
P06441 16076K40 Mains Water Supply 90 x 1¼ PN10
P06442 16076K50 Mains Water Supply 90 x 1½ PN10
P06443 16076K60 Mains Water Supply 90 x 2 PN10
P06444 16076L10 Mains Water Supply 110 x ½ PN12.5
P06445 16076L20 Mains Water Supply 110 x ¾ PN12.5
P06446 16076L30 Mains Water Supply 110 x 1 PN10
P06447 16076L40 Mains Water Supply 110 x 1¼ PN10
P06448 16076L50 Mains Water Supply 110 x 1½ PN10
P06449 16076L60 Mains Water Supply 110 x 2 PN10
P06450 16076M20 Mains Water Supply 125 x ¾ PN12.5
P06451 16076M30 Mains Water Supply 125 x 1 PN10
P06452 16076M40 Mains Water Supply 125 x 1¼ PN10
P06453 16076M50 Mains Water Supply 125 x 1½ PN10
P06454 16076M60 Mains Water Supply 125 x 2 PN10
P01967 16076N30 Mains Water Supply 140 x 1 PN10
P01968 16076N40 Mains Water Supply 140 x 1¼ PN10
P01969 16076N50 Mains Water Supply 140 x 1½ PN10
P01970 16076N60 Mains Water Supply 140 x 2 PN10
P01971 16076P30 Mains Water Supply 160 x 1 PN10
P01972 16076P40 Mains Water Supply 160 x 1¼ PN10
P01973 16076P50 Mains Water Supply 160 x 1½ PN10
P01974 16076P60 Mains Water Supply 160 x 2 PN10
P01975 16076Q30 Mains Water Supply 180 x 1 PN10
P01976 16076Q40 Mains Water Supply 180 x 1¼ PN10
P01977 16076Q50 Mains Water Supply 180 x 1½ PN10
P01978 16076Q60 Mains Water Supply 180 x 2 PN10

All the above products comply with WRAS / ISO14236.
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Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Tapping Saddles PE/PVC Pipe Stainless Bolts

P66979 165400063025 Mains Water Supply 63-25 PN16

P66980 165400063032 Mains Water Supply 63-32 PN16

P66981 165400075025 Mains Water Supply 75-25 PN16

P66982 165400075032 Mains Water Supply 75-32 PN16

P66983 165400090025 Mains Water Supply 90-25 PN16

P66984 165400090032 Mains Water Supply 90-32 PN16

P66985 165400110025 Mains Water Supply 110-25 PN16

P66986 165400110032 Mains Water Supply 110-32 PN16

P66987 165400125025 Mains Water Supply 125-25 PN16

P66988 165400125032 Mains Water Supply 125-32 PN16

P66991 165400160025 Mains Water Supply 160-25 PN16

P66992 165400160032 Mains Water Supply 160-32 PN16

P66993 165400180025 Mains Water Supply 180-25 PN16

P66994 165400180032 Mains Water Supply 180-32 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Class C Low Density BS1972/67

P06260 7786004 Mains Water Supply 3/8 PN16

P06261 7786005 Mains Water Supply ½ PN16

P06262 7786007 Mains Water Supply ¾ PN16

P06263 7786010 Mains Water Supply 1 PN16

P06264 7786012 Mains Water Supply 1¼ PN16

P06265 7786015 Mains Water Supply 1½ PN16

P06266 7786020 Mains Water Supply 2 PN16

Class D Low Density BS1972/67

P06267 7787005 Mains Water Supply ½ PN12.5

P06268 7787007 Mains Water Supply ¾ PN12.5

P06269 7787010 Mains Water Supply 1 PN12.5

P06270 7787012 Mains Water Supply 1¼ PN12.5

P06271 7787015 Mains Water Supply 1½ PN12.5

Class C High Density BS3284/67

P06278 7788005 Mains Water Supply ½ PN12.5

P06279 7788007 Mains Water Supply ¾ PN12.5

P06280 7788010 Mains Water Supply 1 PN12.5

P06281 7788012 Mains Water Supply 1¼ PN12.5

P06282 7788015 Mains Water Supply 1½ PN12.5

P06283 7788020 Mains Water Supply 2 PN12.5

Class D High Density BS3284/67

P06284 7789004 Mains Water Supply 3/8 PN12.5

P06285 7789005 Mains Water Supply ½ PN12.5

P06286 7789007 Mains Water Supply ¾ PN12.5

P06287 7789010 Mains Water Supply 1 PN12.5

P06288 7789012 Mains Water Supply 1¼ PN12.5

P06289 7789015 Mains Water Supply 1½ PN12.5

P06290 7789020 Mains Water Supply 2 PN12.5

All the above products comply with WRAS / ISO14236.
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Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Threaded Sockets

P06312 5017110 Inter Connection Water Fittings ½ PN16

P06313 5017220 Inter Connection Water Fittings ¾ PN16

P06314 5017330 Inter Connection Water Fittings 1 PN16

P06315 5017440 Inter Connection Water Fittings 1¼ PN16

P06316 5017550 Inter Connection Water Fittings 1½ PN16

P06317 5017660 Inter Connection Water Fittings 2 PN16

P06318 5017880 Inter Connection Water Fittings 3 (PVC) PN10

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Reducing Bushes

P06539 5027100 Inter Connection Water Fittings ½ x 3/8 PN10

P06319 5027210 Inter Connection Water Fittings ¾ x ½ PN16

P06320 5027310 Inter Connection Water Fittings 1 x ½ PN16

P06321 5027320 Inter Connection Water Fittings 1 x ¾ PN16

P06322 5027410 Inter Connection Water Fittings 1¼ x ½ PN16

P06323 5027420 Inter Connection Water Fittings 1¼ x ¾ PN16

P06324 5027430 Inter Connection Water Fittings 1¼ x 1 PN16

P06325 5027510 Inter Connection Water Fittings 1½ x ½ PN16

P06326 5027520 Inter Connection Water Fittings 1½ x ¾ PN16

P06327 5027530 Inter Connection Water Fittings 1½ x 1 PN16

P06328 5027540 Inter Connection Water Fittings 1½ x 1¼ PN16

P06329 5027610 Inter Connection Water Fittings 2 x ½ PN16

P06330 5027620 Inter Connection Water Fittings 2 x ¾ PN16

P06331 5027630 Inter Connection Water Fittings 2 x 1 PN16

P06332 5027640 Inter Connection Water Fittings 2 x 1¼ PN16

P06333 5027650 Inter Connection Water Fittings 2 x 1½ PN16

P06334 5027760 Inter Connection Water Fittings 2½ x 2 PN16

P06335 5027830 Inter Connection Water Fittings 3 x 1 PN16

P06336 5027840 Inter Connection Water Fittings 3 x 1¼ PN16

P06337 5027850 Inter Connection Water Fittings 3 x 1½ PN16

P06338 5027860 Inter Connection Water Fittings 3 x 2 PN16

P06339 5027870 Inter Connection Water Fittings 3 x 2½ PN16

P06340 5027960 Inter Connection Water Fittings 4 x 2 (PVC) PN16

P06341 5027980 Inter Connection Water Fittings 4 x 3 (PVC) PN16

Speak to one of our team today on 0344 2511 999

Full range of PP threaded 
fittings available

All the above products comply with WRAS / ISO14236.
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Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Repair Clamps Stainless (76mm - 1 Bolt)

P01350 6800200 Pipe Repair 21-25 x 76 PN16

P01351 6800300 Pipe Repair 26-30 x 76 PN16

P01352 6800400 Pipe Repair 33-37 x 76 PN16

P01353 6800500 Pipe Repair 42-45 x 76 PN16

P01354 6800600 Pipe Repair 48-51 x 76 PN16

P01355 6800700 Pipe Repair 60-65 x 76 PN16

Repair Clamps Stainless (200mm - 3 Bolt)

P62913 6800750 Pipe Repair 78-88 x 200 PN16

P01356 6800800 Pipe Repair 88-98 x 200 PN16

CA0361 6800850 Pipe Repair 92-103 x 200 PN16

P01357 6800900 Pipe Repair 114-126 x 200 PN16

P01358 6800100 Pipe Repair 168-182 x 200 PN16

Pipe Squeeze Tools

P19113 60123 – 16-32 –

P00019 60123A – 32-63 –

Plasson Mechanical Wrenches

P06530 7990BJ0 – 16-40 –

P06309 7990FJ0 – 40-75 –

P06310 7990GL0 – 63-125 –

Metric Pushfix Pipe Clips

P68120 60120C00 – 20 –

P68121 60120D00 – 25 –

P68122 60120E00 – 32 –

P68123 60120G00 – 50 –

P68124 60120H00 – 63 –
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Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Pushfit Universal Couplers

P28155 100170025018 Mains Water Supply 25 x 14-18 PN16

P28156 100170025022 Mains Water Supply 25 x 19-22 PN16

P28157 100170025028 Mains Water Supply 25 x 24-28 PN16

Pushfit Universal x Copper

P28185 10017C022018 Universal to Internal 
Plumbing 22 x 14-18 PN16

P28186 10017C022022 Universal to Internal 
Plumbing 22 x 19-22 PN16

P28187 10017C022028 Universal to Internal 
Plumbing 22 x 24-28 PN16

Couplers

P01636 1001U0020 Mains Water Supply 20 PN16

P01637 1001U0025 Mains Water Supply 25 PN16

P01638 1001U0032 Mains Water Supply 32 PN16

P28067 1001U0040 Mains Water Supply 40 PN16

P28068 1001U0050 Mains Water Supply 50 PN16

P28069 1001U0063 Mains Water Supply 63 PN16

Reducing Couplers

P01653 1011U0025020 Mains Water Supply 25 x 20 PN16

P01654 1011U0032020 Mains Water Supply 32 x 20 PN16

P01655 1011U0032025 Mains Water Supply 32 x 25 PN16

P28168 1011U0050025 Mains Water Supply 50 x 25 PN16

P28153 1011U0050032 Mains Water Supply 50 x 32 PN16

P28169 1011U0063032 Mains Water Supply 63 x 32 PN16

CA0348 1011U0063050 Mains Water Supply 63 x 50 PN16

PE x Copper (Table X)/Pb/Pex

P01659 1001CU020015 PE to Internal Plumbing 20 x 15 PN16

P01660 1001CU025015 PE to Internal Plumbing 25 x 15 PN16

P01661 1001CU025022 PE to Internal Plumbing 25 x 22 PN16

P01662 1001CU032028 PE to Internal Plumbing 32 x 28 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Metric to Imperial Couplers

P01684 1001M6020005 Mains Water Supply 20 x ½ PN16

P01685 1001M6025005 Mains Water Supply 25 x ½ PN16

P01686 1001M6025007 Mains Water Supply 25 x ¾ PN16

P01687 1001M6032010 Mains Water Supply 32 x 1 PN16

All the above products comply with WRAS / ISO14236.
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All the above products comply with WRAS / ISO14236.

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inches Class

Male Adaptors

P01639 1002U0020005 Mains Water Supply 20 x ½ PN16

P01640 1002U0020007 Mains Water Supply 20 x ¾ PN16

P01641 1002U0025005 Mains Water Supply 25 x ½ PN16

P01642 1002U0025007 Mains Water Supply 25 x ¾ PN16

P01643 1002U0025010 Mains Water Supply 25 x 1 PN16

P01644 1002U0032007 Mains Water Supply 32 x ¾ PN16

P01645 1002U0032010 Mains Water Supply 32 x 1 PN16

P01646 1002U0032013 Mains Water Supply 32 x 1¼ PN16

P28073 1002U0040010 Mains Water Supply 40 x 1 PN16

P28074 1002U0040013 Mains Water Supply 40 x 1¼ PN16

P28075 1002U0040015 Mains Water Supply 40 x 1½ PN16

P28076 1002U0050015 Mains Water Supply 50 x 1½ PN16

P28077 1002U0050020 Mains Water Supply 50 x 2 PN16

P28078 1002U0063015 Mains Water Supply 63 x 1½ PN16

P28079 1002U0063020 Mains Water Supply 63 x 2 PN16

Male Adaptors to Copper (Table X)/Pb/Pex

CA0347 1002C7015007 Mains Water Supply 15 x ¾ PN16

P62899 1002C7022007 Mains Water Supply 22 x ¾ PN16

Female Adaptors

P01692 1003U0020005 Mains Water Supply 20 x ½ PN16

P01693 1003U0025007 Mains Water Supply 25 x ¾ PN16

P28170 1003U0025010 Mains Water Supply 25 x 1 PN16

P28171 1003U0032007 Mains Water Supply 32 x ¾ PN16

P01694 1003U0032010 Mains Water Supply 32 x 1 PN16

P28149 1003U0050015 Mains Water Supply 50 x 1½ PN16

P28172 1003U0050020 Mains Water Supply 50 x 2 PN16

P28173 1003U0063015 Mains Water Supply 63 x 1½ PN16

P28174 1003U0063020 Mains Water Supply 63 x 2 PN16

Female Adaptors to Copper (Table X)/Pb/Pex

P28175 1003C701507 Mains Water Supply 15 x ¾ PN16

P28176 1003C702207 Mains Water Supply 22 x ¾ PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Tees

P01647 1004U0020 Mains Water Supply 20 PN16

P01648 1004U0025 Mains Water Supply 25 PN16

P01649 1004U0032 Mains Water Supply 32 PN16

P28070 1004U0040 Mains Water Supply 40 PN16

P28071 1004U0050 Mains Water Supply 50 PN16

P28072 1004U0063 Mains Water Supply 63 PN16

Reducing Tees

P28152 1034U0025020 Mains Water Supply 25 x 20 x 25 PN16

P28151 1034U0032020 Mains Water Supply 32 x 20 x 32 PN16

P28150 1034U0032025 Mains Water Supply 32 x 25 x 32 PN16
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Wolseley 
code

Supplier 
code Application Nominal size 

mm x inch x mm Class

Female Threaded Tees

P28154 1014U0020005 Mains Water Supply 20 x ½ x 20 PN16

P28177 1014U0025007 Mains Water Supply 25 x ¾ x 25 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm x inch Class

Female Elbows

P01689 1015U0020005 Mains Water Supply 20 x ½ PN16

P28179 1015U0020007 Mains Water Supply 20 x ¾ PN16

P28180 1015U0025005 Mains Water Supply 25 x ½ PN16

P01690 1015U0025007 Mains Water Supply 25 x ¾ PN16

P28181 1015U0025010 Mains Water Supply 25 x 1 PN16

P28182 1015U0032007 Mains Water Supply 32 x ¾ PN16

P01691 1015U0032010 Mains Water Supply 32 x 1 PN16

Male Elbows

P01663 1085U0020005 Mains Water Supply 20 x ½ PN16

P01664 1085U0020007 Mains Water Supply 20 x ¾ PN16

P01665 1085U0025005 Mains Water Supply 25 x ½ PN16

P01666 1085U0025007 Mains Water Supply 25 x ¾ PN16

P01667 1085U0025010 Mains Water Supply 25 x 1 PN16

P01668 1085U0032007 Mains Water Supply 32 x ¾ PN16

P01669 1085U0032010 Mains Water Supply 32 x 1 PN16

P01670 1085U0032013 Mains Water Supply 32 x 1¼ PN16

P28183 1085U0050015 Mains Water Supply 50 x 1½ PN16

P28184 1085U0063020 Mains Water Supply 63 x 2 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Elbows

P01650 1005U0020 Mains Water Supply 20 PN16

P01651 1005U0025 Mains Water Supply 25 PN16

P01652 1005U0032 Mains Water Supply 32 PN16

P28083 1005U0040 Mains Water Supply 40 PN16

P28084 1005U0050 Mains Water Supply 50 PN16

P28085 1005U0063 Mains Water Supply 63 PN16

Reducing Elbows

P28178 1051U0025020 Mains Water Supply 25 x 20 PN16

All the above products comply with WRAS / ISO14236.
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Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Pushfit Wall Plate Elbows (PP)

P28145 1075U0020005 Mains Water Supply 20 PN16

P28146 1075U0020007 Mains Water Supply 20 PN16

P28147 1075U0025005 Mains Water Supply 25 PN16

P28148 1075U0025007 Mains Water Supply 25 PN16

End Plugs

P01656 1012U0020 Mains Water Supply 20 PN16

P01657 1012U0025 Mains Water Supply 25 PN16

P01658 1012U0032 Mains Water Supply 32 PN16

P28080 101200040 Mains Water Supply 40 PN16

P28081 101200050 Mains Water Supply 50 PN16

P28082 101200063 Mains Water Supply 63 PN16

Pushfit Stop Taps Above & Below Ground

P01674 0341U0020 Mains Supply Isolation 20 PN16

P01675 0341U0025 Mains Supply Isolation 25 PN16

P01676 0341U0032 Mains Supply Isolation 32 PN16

Pushfit Stop Taps PE x Copper (Table X)/PB/PEX

P01677 03410020015 Internal Mains Isolation 20 x 15 PN16

P01678 03410025015 Internal Mains Isolation 25 x 15 PN16

P01679 03410025022 Internal Mains Isolation 25 x 22 PN16

P01680 03410032028 Internal Mains Isolation 32 x 28 PN16

Pushfit Wrenches

P01688 10990004P – 20-32 –

P69967 10990002P – 40-63 –

All the above products comply with WRAS / ISO14236.
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All the above products comply with WRAS.

Wolseley 
code

Supplier 
code

Metric 
mm

Imperial 
inches

Length 
mm

Width 
mm

Depth/height 
mm

Metric/Imperial Joiners

P45552 98912200 20 ½ 47 90 47

P45553 98913300 25 ¾ 55 97 55

P45554 98914400 32 1 67 118 67

P45555 98915500 40 1¼ 81 136 81

P45556 98916600 50 1½ 94 161 94

P45557 98917700 63 2 110 182 110

Metric/Imperial Slip Couplings

P45562 98901220 20 ½ 47 90 47

P45563 98901330 25 ¾ 55 97 55

P45564 98901440 32 1 67 118 67

P45565 98901550 40 1¼ 81 136 81

P45566 98901660 50 1½ 94 161 94

P45567 98901770 63 2 110 182 110

Metric/Imperial Reducing Joiners

P45572 98913200 25 x 20 ¾ x ½ 55 94 55

P45573 98914200 32 x 20 1 x ½ 67 110 67

P45574 98914300 32 x 25 1 x ¾ 67 108 67

P45575 98915300 40 x 25 1¼ x ¾ 81 125 81

P45576 98915400 40 x 32 1¼ x 1 81 128 81

P45577 98916300 50 x 25 1½ x ¾ 94 141 94

P45578 98916400 50 x 32 1½ x 1 94 150 94

P45579 98916500 50 x 40 1½ x 1¼ 94 149 94

P45580 98917400 63 x 32 2 x 1 110 167 110

P45581 98917500 63 x 40 2 x 1¼ 110 173 110

P45582 98917600 63 x 50 2 x 1½ 110 174 110

Metric/Imperial End Connectors - POL X MI

P45591 98922100 20 ½ x ½ 47 73 47

P45592 98922200 20 ½ x ¾ 47 75 47

P45593 98922300 20 ½ x 1 47 78 47

P45594 98923100 25 ¾ x ½ 55 81 55

P45595 98923200 25 ¾ x ¾ 55 82 55

P45596 98923300 25 ¾ x 1 55 85 55

P45597 98924200 32 1 x ¾ 67 91 67

P45598 98924300 32 1 x 1 67 94 67

P45599 98924400 32 1 x 1¼ 67 97 67

P45600 98924500 32 1 x 1½ 67 97 67

P45603 98925300 40 1¼ x 1 81 106 81

P45604 98925400 40 1¼ x 1¼ 81 109 81

P45605 98925500 40 1¼ x 1½ 81 109 81

P45606 98925600 40 1¼ x 2 81 112 81

P45607 98926500 50 1½ x 1½ 94 118 94

P45608 98926600 50 1½ x 2 94 119 94

P45609 98927500 63 2 x 1½ 110 132 110

P45610 98927600 63 2 x 2 110 127 110

Metric/Imperial Compression Fittings

Philmac
PE Pipe Fittings



Metric/Imperial Compression Fittings – Continued

All the above products comply with WRAS.

Wolseley 
code

Supplier 
code

Metric 
mm

Imperial 
inches

Length 
mm

Width 
mm

Depth/height 
mm

Metric/Imperial End Connectors - POL X FI

P45621 98982100 20 ½ x ½ 47 71 47

P45622 98982200 20 ½ x ¾ 47 70 47

P45623 98982300 20 ½ x 1 47 73 47

P45624 98983100 25 ¾ x ½ 55 74 55

P45625 98983200 25 ¾ x ¾ 55 71 55

P45626 98983300 25 ¾ x 1 55 77 55

P45627 98984200 32 1 x ¾ 67 89 67

P45628 98984300 32 1 x 1 67 88 67

P45629 98984400 32 1 x 1¼ 67 91 67

P45630 98985400 40 1¼ x 1¼ 81 101 81

P45631 98985500 40 1¼ x 1½ 81 101 81

P45958 98986500 50 1½ x 1½ 94 106 94

P45959 98986600 50 1½ x 2 94 107 94

P45960 98987600 63 2 x 2 110 121 110

Metric/Imperial Tees

P45642 98932200 20 ½ 77 117 77

P45945 98933300 25 ¾ 95 134 95

P45946 98934400 32 1 114 160 114

P45947 98935500 40 1¼ 135 182 135

P45948 98936600 50 1½ 148 202 148

P45949 98937700 63 2 173 236 173

Metric/Imperial Slip Tees

P45632 98903220 20 ½ 77 117 77

P45633 98903330 25 ¾ 95 134 95

P45634 98903440 32 1 114 160 114

P45636 98903660 50 1½ 148 202 148

P45637 98903770 63 2 173 236 173

Metric/Imperial Reducing Tees

P45950 98933200 25 x 25 x 20 ¾ x ¾ x ½ 92 134 92

P45951 98933400 25 x 25 x32 ¾ x ¾ x 1 97 134 97

P45635 98934300 32 x 32x 25 1 x 1 x ¾ 108 160 108

P45961 98936300 50 x 50 x 25 1½ x 1½ x ¾ 138 182 138

P45952 98936400 50 x 50 x 32 1½ x 1½ x 1 147 187 147

P45953 98936500 50 x 50 x 40 1½ x 1½ x 1¼ 155 197 155

P45954 98937300 63 x 63 x 25 2 x 2 x ¾ 143 196 143

P45955 98937400 63 x 63 x 32 2 x 2 x 1 153 201 153

P45956 98937600 63 x 63 x 50 2 x 2 x 1½ 156 220 156

Metric/Imperial Tees - MI

P45681 98993100 25 ¾ x ½ 81 114 81

P45682 98993200 25 ¾ x ¾ 82 114 82

UTILITIES / PE Pipe Fittings52
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All the above products comply with WRAS.

Wolseley 
code

Supplier 
code

Metric 
mm

Imperial 
inches

Length 
mm

Width 
mm

Depth/height 
mm

Metric/Imperial Tees - FI

P45641 98942100 20 ½ x ½ 62 117 62

P45957 98942200 20 ½ x ¾ 62 117 62

P45644 98943100 25 ¾ x ½ 67 134 67

P45645 98943200 25 ¾ x ¾ 68 134 68

P45646 98943300 25 ¾ x 1 71 134 71

P45647 98944100 32 1 x ½ 76 135 76

P45648 98944200 32 1 x ¾ 78 160 78

P45649 98944300 32 1 x 1 78 160 78

P45650 98944400 32 1 x 1¼ 84 160 84

P45654 98945400 40 1¼ x 1¼ 97 182 97

P45655 98945500 40 1¼ x 1½ 97 182 97

P45656 98946100 50 1½ x ½ 101 175 101

P45657 98946200 50 1½ x ¾ 104 181 104

P45658 98946500 50 1½ x 1½ 114 197 114

P45659 98946600 50 1½ x 2 118 213 118

P45670 98947600 63 2 x 2 132 226 132

Metric/Imperial Elbows

P45722 98952200 20 ½ 83 83 83

P45723 98953300 25 ¾ 93 93 93

P45724 98954400 32 1 114 114 114

P45725 98955500 40 1¼ 132 132 132

P45726 98956600 50 1½ 148 148 148

P45727 98957700 63 2 173 173 173

Metric/Imperial Reducing Elbows 

P45732 98953200 25 x 20 ¾ x ½ 95 95 95

Metric/Imperial Reducing Elbows - FI 

P45691 98962100 20 ½ x ½ 82 82 82

P45692 98962200 20 ½ x ¾ 83 83 83

P45693 98963100 25 ¾ x ½ 90 90 90

P45694 98963200 25 ¾ x ¾ 91 91 91

P45695 98963300 25 ¾ x 1 95 95 95

P45696 98964300 32 1 x 1 108 108 108

P45697 98964400 32 1 x 1¼ 111 111 111

P45698 98965400 40 1¼ x 1¼ 121 121 121

P45699 98965500 40 1¼ x 1½ 121 121 121

P45705 98966500 50 1½ x 1½ 131 131 131

P45706 98966600 50 1½ x 2 141 141 141

P45707 98967600 63 2 x 2 148 148 148

Metric/Imperial Elbows - MI

P45963 98972100 20 ½ x ½ 91 91 91

P45742 98973200 25 ¾ x ¾ 93 93 93

P45743 98974300 32 1 x 1 113 113 113

Metric/Imperial Compression Fittings – Continued



Metric/Imperial Compression Fittings – Continued

All the above products comply with WRAS.

Wolseley 
code

Supplier 
code

Metric 
mm

Imperial 
inches

Length 
mm

Width 
mm

Depth/height 
mm

Metric/Imperial Tank Connectors - MI BSP

P45750 98978000 25 ¾ x ¾ 55 109 55

P45751 98978100 32 1 x 1 67 117 67

Metric/Imperial End Caps 

P45929 98902900 20 ½ 47 58 47

P45930 98903900 25 ¾ 55 68 55

P45931 98904900 32 1 67 78 67

P45932 98905900 40 1¼ 81 92 81

P45933 98906900 50 1½ 94 105 94

P45934 98907900 63 2 110 124 110

Metric/Imperial Wall Plate Elbows

P45790 98902200 20 ½ x ½ 80 56 80

P45983 98903100 25 ¾ x ½ 92 65 92

P45792 98903200 25 ¾ x ¾ 92 65 92

Metric/Imperial Wall Plate Elbows - Metal

P45980 98922800 20 ½ x ½ 80 56 80

P45981 98922900 25 ¾ x ¾ 90 65 90

Hose Union Bib Taps - c/w Double Check Valve DZR

P65724 90302200 – ½ 28 102 28

P65723 90303300 – ¾ 35 136 35

Arctic ICE Resistant Bib Taps

P65437 90802100 – ½ 27 95 27

P65438 90802200 – ¾ 35 135 35

Metric/Imperial Joiners - PE X Copper/PEX

P45974 90132100 20 x 15 ½ 47 98 47

P45975 90133100 25 x 15 ¾ 55 106 55

P45976 90133200 25 x 22 1 67 140 67

P46017 90134200 32 x 22 Pol x Copper 67 145 67

P45982 90134300 32 x28 1 67 150 67
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All the above products comply with WRAS.

Metric/Imperial Compression Fittings – Continued

Wolseley 
code

Supplier 
code

Metric 
mm

Imperial 
inches

Length 
mm

Width 
mm

Depth/height 
mm

Metric/Imperial Elbow - Poly x Copper/PEX

P45977 90152100 20 x 15 ½ 47 137 47

P45978 90153100 25 x 15 ¾ 55 139 55

P45979 90153200 32 x 22 1 67 149 67

P45991 90254300 32 x 28 1 67 130 67

Metric/Imperial Stopcocks

P45842 81282200 20 ½ 120 137 120

P45843 81283300 25 ¾ 137 137 137

P45844 81284400 32 1 168 168 168

Plastic Stopcocks - POL x FI

P46045 81283110 25 ¾ x ½ 114 119 114

P46046 81283210 25 ¾ x ¾ 124 119 124

P46047 81284210 32 1 x ¾ 142 144 142

P46048 81284310 32 1 x 1 152 144 152

Metric/Imperial Ball Valves - Pol x Pol

P45970 89527200 20 (20 NB) ½ 152 70 152

P45971 89537200 25 (20 NB) ¾ 160 80 160

P45972 89527300 25 (25 NB) ¾ 167 80 167

P45973 89537300 32 (25 NB) 1 189 85 189

MDPE Liners

P65181 97800200 20 – 12 62 12

P65182 97800300 25 – 17 68 17

P65183 97800400 32 – 23 80 23

P65185 97800600 50 – 37 96 37

P65186 97800700 63 – 47 105 47

Metric/Imperial Connection Kits

P45964 99900200 20 ½ 21 28 21

P45965 99900300 25 ¾ 21 35 21

P45966 99900400 32 1 24 45 24

P45967 99900500 40 1¼ 28 55 28

P45968 99900600 50 1½ 30 65 30

P45969 99900700 63 2 35 90 35

Metric/Imperial Reducing Sets

P45832 99803200 25 - 20 ¾ - ½ 32 38 32

P45833 99804200 32 - 20 1 - ½ 40 45 40

P45834 99804300 32 - 25 1 - ¾ 40 45 40

P45835 99806300 50 - 25 1½ - ¾ 60 54 60

P45836 99806400 50 - 32 1½ - 1 60 57 60

P45837 99807300 63 - 25 2 - ¾ 70 50 70

P45838 99807400 63 - 32 2 - 1 70 54 70

P45839 99807600 63 - 50 2 - 1½ 72 70 72



Metric/Imperial Compression Fittings – Continued

All the above products comply with WRAS.
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Philmac
PE Pipe Fittings

Wolseley 
code

Supplier 
code

Metric 
mm

Imperial 
inches

Length 
mm

Width 
mm

Depth/height 
mm

Copper Connection Kits

P45942 98600200 20 x 15 – 24 30 24

P45943 98600300 25 x 22 – 32 32 32

P45944 98600400 32 x 28 – 41 38 41

P45012 98603200 25 x 15 – 32 32 32

Metric/Imperial Blanking Plugs

P45779 98912800 20 ½ 30 25 30

P45780 98913800 25 ¾ 31 33 31

P45781 98914800 32 1 36 40 36

P45782 98915800 40 1¼ 41 48 41

P45783 98916800 50 1½ 49 59 49

P45784 98917800 63 2 50 74 50

Metric PVC/ABS Connection Collets

P46024 94202000 20 – 18 28 18

P46025 94203000 25 – 18 35 18

P46026 94204000 32 – 20 45 20

P46027 94205000 40 – 23 55 23

P46028 94206000 50 – 25 65 25

P46029 94207000 63 – 30 90 30

Imperial PVC/ABS Connection Collets

P46030 94402000 – ½ 18 28 18

P46031 94403000 – ¾ 18 35 18

P46032 94404000 – 1 20 45 20

P46033 94405000 – 1¼ 23 55 23

Imperial PVC/ABS Connection Kits

P46034 94406100 – 1½ 25 65 25

P46035 94407100 – 2 30 90 30

Product as above but includes nut and seal ring 
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All the above products comply with WRAS.

Universal Transition Couplings

Wolseley 
code

Supplier 
code

Nominal size 
mm

Length 
mm

Width 
mm

Depth/height 
mm

UTC Joiners x POL

P65442 88103201 15-21 x 20 54 110 54

P65443 88103301 15-21 x 25 54 118 54

P65444 88104201 21-27 x 20 66 125 66

P65445 88104301 21-27 x 25 66 129 66

P65406 88105200 27-34 x 20 80 153 80

P65446 88105300 27-34 x 25 80 155 80

P65447 88105400 27-34 x 32 80 150 80

P65450 88107400 34-39 x 32 80 159 80

P65449 88106400 39-43 x 32 x 20 95 182 95

P65407 88108600 47-49 x 50 96 201 96

P65408 88108700 47-49 x 63 96 215 96

P65409 88109700 59-61 x 63 113 235 113

UTC Elbows x POL

P65715 88153300 15-21 x 25 54 89 54

P65716 88154300 21-27 x 25 66 94 66

P65717 88154400 21-27 x 32 66 94 66

P65718 88155300 27-34 x 25 80 99 80

P65719 88165300 27-34 x 32 80 100 80

UTC Double Ended Repair Joiners

P65700 87113301 15-21 x 15-21 54 133 54

P65701 87114401 21-27 x 21-27 66 154 66

P65702 87115500 27-34 x 27-34 80 168 80

P65704 87117700 34-39 x 34-39 80 173 80

P65703 87116600 39-43 x 39-43 95 192 95

P65705 87118800 47-49 x 47-49 96 224 96

P65706 87119900 59-61 x 59-61 113 270 113

UTC Reduced Repair Joiners

P65710 87114301 21-27 x 15-21 66 143 66

P65711 87115400 27-34 x 21-27 80 163 80

P65712 87115300 27-34 x 15-21 80 168 80

P65713 87116500 39-43 x 27-34 96 185 96

Wolseley 
code

Supplier 
code

Nominal size 
mm x inches

Length 
mm

Width 
mm

Depth/height 
mm

UTC x M.I. Connectors

P46038 87123100 15-21 x ½ BSP 54 100 54

P65720 87123200 15-21 x ¾ BSP 54 100 54

P46039 87123300 15-21 x 1 BSP 54 103 54

P65721 87124200 21-27 x ¾ BSP 66 110 66

P46040 87124300 21-27 x 1 BSP 66 113 66

P46041 87124400 21-27 x 1¼ BSP 66 118 66

P65722 87125200 27-34 x ¾ BSP 66 122 66

P46042 87125300 27-34 x 1 BSP 80 125 80

P46043 87125400 27-34 x 1¼ BSP 80 130 80

P46044 87125500 27-34 x 1½ BSP 80 130 80
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Philmac
PE Pipe Fittings

Wolseley 
code

Supplier 
code

Nominal size 
inches

Length 
mm

Width 
mm

Depth/height 
mm

Reducing Bushes

P65530 80412100 ¾ x ½ 30 31 30

P65531 80413100 1 x ½ 37 33 37

P65532 80413200 1 x ¾ 37 33 37

P65529 80414100 1¼ x ½ 46 36 46

P65533 80414200 1¼ x ¾ 46 36 46

P65534 80414300 1¼ x 1 46 36 46

P65528 80415100 1½ x ½ 52 58 52

P65535 80415200 1½ x ¾ 52 58 52

P65536 80415300 1½ x 1 52 58 52

P65537 80415400 1½x 1¼ 52 58 52

P65527 80416100 2 x ½ 63 43 63

P65538 80416200 2 x ¾ 63 43 63

P65539 80416300 2 x 1 63 43 63

P65540 80416400 2 x 1¼ 63 43 63

P65541 80416500 2 x 1½ 63 43 63

P65542 80418600 3 x 2 10 bar rated 93 49 93

P19067 80419800 4 x 3 10 bar rated 118 54 118

Nipples

P65550 80421100 ½ 24 48 24

P65551 80422200 ¾ 30 52 30

P65552 80423300 1 37 55 37

P65553 80424400 1¼ 46 61 46

P65554 80425500 1½ 52 63 52

P65555 80426600 2 63 72 63

Threaded Fittings

All the above products comply with WRAS.

The Complete 
Solution

For more information visit www.philmac.co.uk 
or contact us on 01323 847323

Market-leading  
innovation with the  
Protecta-Line range...
Protecta-Line is an award winning, fully integrated barrier pipe and fittings system. 

Its tough multi-layer construction ensures that any contaminants remaining in 
brownfield sites and former industrial land cannot permeate into the water supply.  

Benefits include:

    Protecta-Line system is Kitemarked to WIS 4-32-19

    Proven barrier against all recognised brownfield contaminants

    Suitable for corrosive conditions – avoid the cost of expensive soil sampling

   Long-term security of supply

   All the installation benefits of polyethylene 

   Reduced leakage

   Excellent lifetime cost savings

Continually  
innovating

Find out more at:  
www.gpsuk.com/protecta-line

NOW  
AVAILABLE 

 larger diameter 
630mm 
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Market-leading  
innovation with the  
Protecta-Line range...
Protecta-Line is an award winning, fully integrated barrier pipe and fittings system. 

Its tough multi-layer construction ensures that any contaminants remaining in 
brownfield sites and former industrial land cannot permeate into the water supply.  

Benefits include:

    Protecta-Line system is Kitemarked to WIS 4-32-19

    Proven barrier against all recognised brownfield contaminants

    Suitable for corrosive conditions – avoid the cost of expensive soil sampling

   Long-term security of supply

   All the installation benefits of polyethylene 

   Reduced leakage

   Excellent lifetime cost savings

Continually  
innovating

Find out more at:  
www.gpsuk.com/protecta-line

NOW  
AVAILABLE 

 larger diameter 
630mm 

GPS PE Pipe Fittings 
Fittings
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Protecta-Line Mechanical Compression Fittings

GPS PE Pipe Fittings 
Fittings

Wolseley 
code

Supplier 
code

Nominal size 
OD mm

PE to PE Couplers

P28701 44 100 307 25 x 25

P28702 44 100 308 32 x 32

P28703 44 100 311 63 x 63

PE to PE Reducing Couplers

P28710 44 114 409 32 x 25

P28709 44 114 412 63 x 25

P28711 44 114 415 63 x 32

PE to Copper Couplers

P28712 44 996 005 25 x 15

P28713 44 996 006 25 x 22

P28714 44 996 007 32 x 28

Equal Tees

P28721 44 122 307 25 x 25

P28722 44 122 308 32 x 32

P28723 44 122 311 63 x 63

90º Elbows

P28731 44 115 307 25

P28732 44 115 308 32

P28733 44 115 311 63

*  Includes 22mm 
Copper Type A insert.

†  Includes 28mm 
Copper Type A insert.

Wolseley 
code

Supplier 
code

Nominal size 
OD mm

End Connectors PE x Male Iron BSP Tapered

P28740 44 151 608 25 x 3⁄4

P28741 44 151 611 32 x 3⁄4

P28742 44 151 612 32 x 1

P28743 44 151 628 63 x 11⁄2

P28744 44 151 629 63 x 2

End Connectors PE x Female Iron BSP Tapered

P28745 44 101 608 25 x 3⁄4

P28746 44 101 612 32 x 1

P28747 44 101 629 63 x 2

90º Elbows PE x Female Iron BSP Tapered

P28815 44 396 608 25 x 3⁄4

P28816 44 396 612 32 x 1

P28817 44 396 629 63 x 2

Reducing Sets 
(to allow easy Protecta-Line diameter changes)

P28750 44 105 409 32 x 25

P28751 44 105 415 63 x 32

Stop Cocks (BS 5433 Type)

P28704 44 142 307 25 *

P28705 44 142 308 32 †
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Drilling Equipment / Bagging-Off Equipment
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Protecta-Line Mechanical Fittings

Supplied as a set 
with 1x Full Shell.

Consists of 1x Elbow Liner  
and 2x Half Sized Shells.

Consists of 1x Elbow Liner  
and 2x Half Sized Shells.

Supplied as a set 
with 1x Full Shell.

Supplied as a set 
with 2x Half Shells.

Consists of 1x Elbow Liner  
and 2x Half Sized Shells.

Consists of 1x Elbow Liner  
and 2x Half Sized Shells.

Consists of 1x Equal Tee Liner 
and 3x Half Sized Shells.

Consists of 1x Equal Tee Liner 
and 3x Half Sized Shells.

Supplied as a set 
with 2x Half Shells.

Consists of 1x Reducing Liner  
and 2x Half Sized Shells.

Consists of 1x Reducing Liner  
and 2x Half Sized Shells.

Wolseley 
code

Supplier 
code

Size  
mm SDR

Couplers

P30020 PM 110 311 63 11

P30021 PM 100 313 90 11

P30022 PM 100 314 110 11

Couplers

P30023 PM 109 315 125 17

P30024 PM 109 317 160 17

P30025 PM 109 318 180 17

Repair Couplers

P30031 PM 246 311 63 11

P30032 PM 246 313 90 11

P30033 PM 246 314 110 11

Repair Couplers

P30034 PM 245 315 125 17

P30035 PM 245 317 160 17

P30036 PM 245 318 180 17

Reducers

P30026 PM 441 459 90 x 63 11

P30027 PM 441 483 110 x 90 11

Reducers

P30028 PM 440 493 125 x 110 17

P30029 PM 440 504 160 x 125 17

P30030 PM 440 505 180 x 125 17

Wolseley 
code

Supplier 
code

Size  
mm SDR

90º Elbows

P30037 PM 215 311 63 11

P30038 PM 216 313 90 11

P30039 PM 216 314 110 11

90º Elbows

P30040 PM 214 315 125 17

P30041 PM 214 317 160 17

P30042 PM 214 318 180 17

45º Elbows

P30043 PM 215 311 63 11

P30044 PM 216 313 90 11

P30045 PM 216 314 110 11

45º Elbows

P30046 PM 214 315 125 17

P30047 PM 214 317 160 17

P30048 PM 214 318 180 17

Equal Tees

P30049 PM 221 311 63 11

P30050 PM 222 313 90 11

P30051 PM 222 314 110 11

Equal Tees

P30052 PM 220 315 125 17

P30053 PM 220 317 160 17

P30054 PM 220 318 180 17
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Protecta-Line Mechanical Fittings – Continued

GPS PE Pipe Fittings 
Fittings

Wolseley 
code

Supplier 
code

Nominal size 
OD mm SDR Flange 

bolts
Flange 
torque

Flanged Branch Tees

P30055 PM 351 313 90 x DN80 PN16 11 8 x M16 70

P30056 PM 351 314 110 x DN80 PN16 11 8 x M16 70

P30057 PM 352 313 90 x DN100 PN16 11 8 x M16 80

P30058 PM 352 314 110 x DN100 PN16 11 8 x M16 80

P30059 PM 363 315 125 x DN80 PN16 17 8 x M16 70

P30060 PM 363 317 160 x DN80 PN16 17 8 x M16 70

P30061 PM 363 318 180 x DN80 PN16 17 8 x M16 70

P30062 PM 364 315 125 x DN100 PN16 17 8 x M16 80

P30063 PM 364 317 160 x DN100 PN16 17 8 x M16 80

P30064 PM 364 318 180 x DN100 PN16 17 8 x M16 80

P30065 PM 365 317 160 x DN150 PN16 17 8 x M20 120

P30066 PM 365 318 180 x DN150 PN16 17 8 x M20 120

Consists of 1x Flanged Branch Tee Liner and Half Sized Shells. 
The information given for bolting torque values are for metal to metal 
connections. Flange Bolts and Gaskets are not included. Drilled to 
BS EN 1092-1:2007 Table 13.

Stub Flange Adaptors

P30073 PM 227 311 63 x DN50 PN16 11 4 x M16 60

P30074 PM 228 311 63 x DN80 PN16 11 8 x M16 60

P30075 PM 228 313 90 x DN80 PN16 11 8 x M16 70

P30076 PM 228 314 110 x DN100 PN16 11 8 x M16 80

P30077 PM 226 315 125 x DN100 PN16 17 8 x M16 80

P30078 PM 226 317 160 x DN150 PN16 17 8 x M20 120

P30079 PM 226 318 180 x DN150 PN16 17 8 x M20 120

Consists of 1x Stub Flange Liner, 1x Half Sized Shell and Backing Ring. 
The information given for bolting torque values are for metal to metal 
connections. Flange Bolts and Gaskets are not included. Drilled to 
BS EN 1092-1:2007 Table 13.

Duck Foot Bends

P30067 PM 384 459 63 x DN80 PN16 11 8 x M16 70

P30068 PM 384 313 90 x DN80 PN16 11 8 x M16 70

P30069 PM 384 483 110 x DN80 PN16 11 8 x M16 70

P30070 PM 385 484 125 x DN80 PN16 17 8 x M16 70

P30071 PM 385 486 160 x DN80 PN16 17 8 x M16 70

P30072 PM 385 487 180 x DN80 PN16 17 8 x M16 70

Consists of 1x Flanged Bend, 1x Half Sized Shell and Gasket. 
The information given for bolting torque values are for metal to metal 
connections. Flange Bolts and Gaskets are not included. Drilled to 
BS EN 1092-1:2007 Table 13.
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Protecta-Line Electrofusion Fittings†

Wolseley 
code

Supplier 
code

Size  
mm SDR Fusion time*

(secs)
Cooling time

(mins)

Couplers – Removable Centre Stop

P44740 PF 612 687 90 11 85 10

P44741 PF 612 688 110 11 120 10

P44742 PF 612 689 125 11 225 15

P44743 PF 612 691 160 11 360 20

Couplers – Slideover

P44737 PF 612 672 180 11 480 20

P44738 PF 612 674 225 11 550 20

P44739 PF 612 675 250 11 620 30

P44744 PF 615 073 280 11 897 30

P44736 PF 612 670 315 11 1250 30

Reducers (MR)

P44752 PF 615 693 110 x 90 11 180 10

P44753 PF 615 694 125 x 90 11 240 15

P44754 PF 615 695 160 x 110 11 300 20

Wolseley 
code

Supplier 
code

Size  
mm SDR

Fusion time 
(main)* 
(secs)

Fusion time 
(branch)* 

(secs)

Cooling
time

(mins)
Equal Tees (T)

P44733 PF 612 166 90 11 90 90 10

P44734 PF 612 167 110 11 140 160 10

P44735 PF 612 168 125 11 180 200 15

P44748 PF 615 277 160 11 400 400 20

P44751 PF 615 691 180 11 440 440 20

Supplied factory-wrapped to ensure complete barrier performance.

Wolseley 
code

Supplier 
code

Size  
mm SDR Fusion time* 

(secs)
Cooling time 

(mins)

90° Elbows

P44728 PF 612 103 90 11 90 10

P44730 PF 612 105 110 11 140 10

P44732 PF 612 107 125 11 180 15

P44747 PF 615 276 160 11 360 20

P44750 PF 615 689 180 11 440 20

45° Elbows

P44727 PF 612 102 90 11 90 10

P44729 PF 612 104 110 11 140 10

P44731 PF 612 106 125 11 180 15

P44746 PF 615 275 160 11 360 20

P44749 PF 615 687 180 11 440 20

†  For use with Protecta-Line Pipes only.
*  Manual fusion times are based on 39.5 Volt Fusion Boxes. 4.0mm Terminal Pins.
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Protecta-Line Electrofusion Fittings† – Continued

GPS PE Pipe Fittings 
Fittings

Wolseley 
code

Supplier 
code

Nominal size 
OD mm SDR

Fusion 
time*
(secs)

Cooling
time

(mins)
Flanged Tees

P44715 PF 301 313 90 x 80 PN16 11 120 10

P44716 PF 301 314 110 x 80 PN16 11 160 10

P44717 PF 301 315 125 x 80 PN16 11 240 12

P44718 PF 301 317 160 x 80 PN16 11 260 14

P44719 PF 301 318 180 x 80 PN16 11 440 20

P44720 PF 302 313 90 x 100 PN16 11 100 10

P44721 PF 302 314 110 x 100 PN16 11 160 10

P44722 PF 302 315 125 x 100 PN16 11 240 12

P44723 PF 302 317 160 x 100 PN16 11 260 14

P44724 PF 302 318 180 x 100 PN16 11 440 20

P44725 PF 303 317 160 x 150 PN16 11 260 14

P44726 PF 303 318 180 x 150 PN16 11 440 20

Wolseley 
code

Supplier 
code

Nominal size 
OD mm SDR

Flange Adaptor Kits

P44713 PF 250 313 90 x 80 PN16 11

P44714 PF 251 314 110 x 100 PN16 11

P44702 PF 250 315 125 x 100 PN16 17

P44703 PF 250 317 160 x 150 PN16 17

P44704 PF 250 318 180 x 150 PN16 17

P44705 PF 250 320 225 x 200 PN16 17

P44710 PF 250 534 250 x 200 PN16 17

P44706 PF 250 321 250 x 250 PN16 17

P44707 PF 250 322 280 x 250 PN16 17

P44711 PF 250 543 315 x 250 PN16 17

P44708 PF 250 323 315 x 300 PN16 17

Supplied factory-wrapped to ensure complete barrier performance.
Drilled to BS EN 1092-1:2007 Table 13.

Adaptor Kit comprises of: 1x Stub Flange, 1x Coupler, 1x Gasket, 
1x Backing Ring. Drilled to BS EN 1092-1:2007 Table 13. Note: Sizes 
250 and 315mm have sections of Pipe butt-fused to the moulding.

†  For use with Protecta-Line Pipes only.
*  Manual fusion times are based on 39.5 Volt Fusion Boxes. 

4.0mm Terminal Pins.

Speak to one of our team today on 0344 2511 999

We can supply and 
help you with all 
your utilities
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Frialen Safety Fittings 
(Electrofusion Fittings for Gas & Water)

Wolseley 
code Black

Supplier 
code Black

Size  
mm SDR

Fusion 
time*
(secs)

Cooling
time

(mins)
Couplers – Removable Centre Stop

P34709 FL 612 680 20 11 25 5

P34710 FL 612 681 25 11 26 5

P34711 FL 612 682 32 11 31 5

P34712 FL 612 683 40 11 46 7

P34713 FL 612 684 50 11 42 7

P34714 FL 612 685 63 11 36 7

P34715 FL 612 686 75 11 58 10

P34716 FL 612 687 90 11 85 10

P34717 FL 612 688 110 11 120 10

P34718 FL 612 689 125 11 225 15

P34719 FL 612 690 140 11 280 15

P34720 FL 612 691 160 11 360 20

Couplers – Slideover

P34705 FL 612 672 180 11 480 20

P34706 FL 612 673 200 11 550 20

P34707 FL 612 674 225 11 550 20

P34708 FL 612 675 250 11 620 30

P34737 FL 615 073 280 11 897 30

P34703 FL 612 670 315 11 1250 30

970979 FL 615 074 355 11 1130 30

P34738 FL 615 075 400 11 750 40

P43922 FL 615 076 450 11 Barcode Read 40

P43923 FL 615 124 500 11 Barcode Read 40

Maximum Continuous Operating Pressure SDR11– 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).

Maximum Continuous Operating Pressure SDR11 – 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).
Maximum Continuous Operating Pressure SDR17 – 10 bar water 
(EN 12201-3), 4 bar gas (GIS/PL2) and 5 bar gas (EN 1555-3).
Couplers from 400mm upwards are bi filament – have separate fusion 
zones. Couplers from 355mm upwards have external reinforcement.

*  Manual fusion times are based on 39.5 Volt Fusion Boxes. 
4.0mm Terminal Pins.
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Frialen Safety Fittings
(Electrofusion Fittings for Gas & Water) – Continued

GPS PE Pipe Fittings 
Fittings

* Manual fusion times are based on 39.5 Volt Fusion Boxes. 4.0mm Terminal Pins.

Wolseley 
code Black

Supplier 
code Black

Size  
mm SDR Fusion time*

(secs)
Cooling time

(mins)

Reducers (MR)

P34744 FL 615 386 32 x 20 11 30 5

P34749 FL 615 502 32 x 25 11 30 5

P34745 FL 615 388 40 x 32 11 30 7

P43836 FL 612 069 50 x 20 11 30 7

P43837 FL 612 070 50 x 32 11 34 7

P43838 FL 612 071 50 x 40 11 40 7

P34746 FL 615 389 63 x 32 11 32 7

P34747 FL 615 390 63 x 40 11 42 7

P34671 FL 612 072 63 x 50 11 46 7

P43839 FL 615 391 90 x 50 11 55 10

P34748 FL 615 392 90 x 63 11 60 10

P43910 FL 615 393 110 x 63 11 90 10

P34753 FL 615 693 110 x 90 11 180 10

P74643 69 402 461 125 x 63 11 Barcode Read 15

P34754 FL 615 694 125 x 90 11 240 15

P34755 FL 615 695 160 x 110 11 300 20

P97167 FL616511 180 x 125 11 Barcode Read 20

Maximum Continuous Operating Pressure SDR11 – 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).

Under Clamp Spigot Saddles

P34730 FL 612 757 63 x 32 11 Barcode Read 15

P43935 FL 612 759 63 x 50 11 Barcode Read 15

P43936 FL 615 020 75 x 50 11 Barcode Read 20

P34743 FL 615 285 90 x 32 11 Barcode Read 20

P34735 FL 612 819 90 x 63 11 Barcode Read 20

P34736 FL 615 031 110 x 50 11 Barcode Read 20

P34731 FL 612 760 110 x 63 11 Barcode Read 20

P34740 FL 615 087 125 x 32 11 Barcode Read 20

P34732 FL 612 761 125 x 63 11 Barcode Read 20

P34733 FL 612 762 160 x 63 11 Barcode Read 30

P43937 FL 615 739 160 x 110 11 Barcode Read 30

P44117 FL 615 585 160 x 125 11 Barcode Read 30

P43938 FL 612 763 180 x 63 11 Barcode Read 30

P43939 FL 615 414 180 x 90 11 Barcode Read 50

P43940 FL 615 740 180 x 125 11 Barcode Read 50

P34734 FL 612 764 200 x 63 11 Barcode Read 50

P43941 FL 612 765 225 x 63 11 Barcode Read 50

P43942 FL 615 415 225 x 90 11 Barcode Read 50

P43944 FL 616 045 225 x 125 11 Barcode Read 50

Maximum Continuous Operating Pressure SDR11 – 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).
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Frialen Safety Fittings
(Electrofusion Fittings for Gas & Water) – Continued

Wolseley 
code Black

Supplier 
code Black

Size  
mm SDR

Fusion 
time*
(secs)

Cooling
time

(mins)
Top Loading Spigot Saddles (SA-TL)

P43927 FL 615 465 250-560(630) x 32 11 Barcode Read 50

P43928 FL 615 466 250-560(630) x 63 11 Barcode Read 50

P43929 FL 615 850 250-560(630) x 90 11 Barcode Read 50

Maximum Continuous Operating Pressure SDR11 to 16 bar water 
(EN 12201-3) and 10 bar gas (EN 1555-3). Please note: these fittings 
require special instructions when used at 630mm.

* Manual fusion times are based on 39.5 Volt Fusion Boxes. 4.0mm Terminal Pins.

Wolseley 
code Black

Supplier 
code Black

Size  
mm SDR

Fusion time  
(main)*
(secs)

Fusion time  
(branch)*

(mins)

Cooling
time

(mins)
Equal Tees

P34762 FL 616 338 25 11 30 – 5

P34756 FL 615 719 32 11 Barcode Read – 5

P34757 FL 615 720 40 11 Barcode Read – 7

P34758 FL 615 721 50 11 34 – 7

P34759 FL 615 722 63 11 42 – 7

P43865 FL 612 165 75 11 72 80 10

P43866 FL 612 166 90 11 90 90 10

P34699 FL 612 167 110 11 140 160 10

P34700 FL 612 168 125 11 180 200 15

P43869 FL 615 277 160 11 400 400 20

P43870 FL 615 691 180 11 440 440 20

P43871 FL 615 692 225 11 540 540 20

Maximum Continuous Operating Pressure SDR11 – 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).

Equal Tees (TA)

Equal Tees (T)

Wolseley 
code Black

Supplier 
code Black

Size  
mm SDR Fusion time*

(secs)
Cooling time

(mins)

90° Elbows

P34672 FL 612 091 25 11 32 5

P34674 FL 612 093 32 11 24 5

P34676 FL 612 095 40 11 30 7

P34678 FL 612 097 50 11 34 7

P34680 FL 612 099 63 11 44 7

P34682 FL 612 101 75 11 70 10

P34684 FL 612 103 90 11 90 10

P34686 FL 612 105 110 11 140 10

P34688 FL 612 107 125 11 180 15

P34742 FL 615 276 160 11 360 20

P34752 FL 615 689 180 11 440 20

P96996 FL 615 690 225 11 Barcode Read 20

Maximum Continuous Operating Pressure SDR11 – 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).
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Frialen Safety Fittings
(Electrofusion Fittings for Gas & Water) – Continued

GPS PE Pipe Fittings 
Fittings

Wolseley 
code Black

Supplier 
code Black

Size  
mm SDR Fusion time* 

(secs)
Cooling time 

(mins)

45° Elbows

P34673 FL 612 092 32 11 24 5

P34675 FL 612 094 40 11 30 7

P34677 FL 612 096 50 11 34 7

P34679 FL 612 098 63 11 44 7

P34681 FL 612 100 75 11 70 10

P34683 FL 612 102 90 11 90 10

P34685 FL 612 104 110 11 140 10

P34687 FL 612 106 125 11 180 15

P34741 FL 615 275 160 11 360 20

P34751 FL 615 687 180 11 440 20

P96997 FL 615 688 225 11 435 20

Maximum Continuous Operating Pressure SDR11 – 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).

End Caps

P43911 FL 612 025 20 11 24 5

P43912 FL 612 026 25 11 28 5

P43913 FL 612 027 32 11 26 5

P43914 FL 612 028 40 11 34 7

P43915 FL 612 029 50 11 56 7

P43916 FL 612 030 63 11 52 7

P43917 FL 612 031 75 11 86 10

P43918 FL 612 032 90 11 90 10

P43919 FL 612 033 110 11 170 10

P43920 FL 612 034 125 11 235 15

P43921 FL 612 035 160 11 460 20

P34761 FL 616 183 180 11 440 20

Maximum Continuous Operating Pressure SDR11 – 16 bar water 
(EN 12201-3), 7 bar gas (GIS/PL2) and 10 bar gas (EN 1555-3).

90° Transition Elbows PE100/Brass Male Thread

P34689 FL 612 120 32 x 1 11 Barcode Read 5

P34690 FL 612 122 40 x 1¼ 11 Barcode Read 7

P34691 FL 612 124 50 x 1½ 11 Barcode Read 7

P34692 FL 612 125 63 x 1½ 11 Barcode Read 7

P34693 FL 612 126 63 x 2 11 Barcode Read 7

Maximum Continuous Operating Pressure SDR11 – 16 bar water (EN 12201-3).

* Manual fusion times are based on 39.5 Volt Fusion Boxes. 4.0mm Terminal Pins.
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Frialen Safety Fittings
(Electrofusion Fittings for Gas & Water) – Continued

* Manual fusion times are based on 39.5 Volt Fusion Boxes. 4.0mm Terminal Pins.

Wolseley 
code Black

Supplier 
code Black

Size  
mm

Repair 
diameter 

mm
SDR

Fusion
time*
(secs)

Cooling
time

(mins)
32mm Top Loading Tapping Tees

P96999 FL 411 415 63 x 32 – 11 70 4

P97205 FL 411 416 75 x 32 – 11 70 4

P97206 FL 411 417 90 x 32 – 11 70 4

P44110 FL 411 419 110-140 x 32 – 11 70 4

P97207 FL 411 422 160-213 x 32 – 11 70 4

P97208 FL 411 427 225-315 x 32 – 11 125 10

Product supplied may vary in design to that shown. 
Supplied complete with 12mm Hexagon Drive Cutter.

Under Clamped Pressure Tapping Tees

P34764 FL 612 701 90 x 63 – – Barcode Read 20

P96951 FL 612 309 125 x 63 – – Barcode Read 20

P34763 FL 612 652 180 x 63 – – Barcode Read 50

P70154 FL 612 655 225 x 63 – – Barcode Read 50

Maximum Continuous Operating Pressure SDR11 – 16 bar water (EN 12201-3)  
and 10 bar gas (EN 1555-3). Utilise a 19mm Hexagon Drive Cutter.
90mm x 63mm (FL 610 701), 125mm x 63mm (FL 610 309) and 180mm x 63mm  
(FL 610 652) are also available as Kits with a Cap for Pressure Tapping Tees (K).

Wolseley 
code Black

Supplier 
code Black

Size  
mm x inches SDR Fusion time*

(secs)
Cooling time

(mins)

Transition Couplers PE/Brass Female

P34701 FL 612 595 32 x 1 11 Barcode Read 5

P34702 FL 612 596 40 x 1¼ 11 Barcode Read 7

P34721 FL 612 692 50 x 1½ 11 Barcode Read 7

P34723 FL 612 708 63 x 1½ 11 Barcode Read 7

P34722 FL 612 693 63 x 2 11 Barcode Read 7

Maximum Continuous Operating Pressure SDR11– 16 bar water (EN 12201-3).

Transition Couplers PE/Brass Male

P34724 FL 612 711 25 x ¾ 11 Barcode Read 5

P34725 FL 612 712 32 x 1 11 Barcode Read 5

P34726 FL 612 713 40 x 1¼ 11 Barcode Read 7

P34727 FL 612 714 50 x 1½ 11 Barcode Read 7

P34729 FL 612 717 63 x 1½ 11 Barcode Read 7

P34728 FL 612 715 63 x 2 11 Barcode Read 7

Maximum Continuous Operating Pressure SDR11– 16 bar water (EN 12201-3).

45° Transition Elbows PE/Brass Male

P34695 FL 612 145 32 x 1 11 Barcode Read 5

P34698 FL 612 149 40 x 1¼ 11 Barcode Read 7

P34694 FL 612 144 50 x 1½ 11 Barcode Read 7

P34697 FL 612 147 63 x 1½ 11 Barcode Read 7

P34696 FL 612 146 63 x 2 11 Barcode Read 7

Maximum Continuous Operating Pressure SDR11– 16 bar water (EN 12201-3).
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Pupped Fittings*

GPS PE Pipe Fittings 
Fittings

*  Dimensions of Pupped Fittings should be used subject to a +/– 5mm tolerance 
due to the nature of the fabrication process. Standard pup leg lengths: 0.5m in 
sizes up to 400mm; 1.0m in sizes 450mm to 1200mm.

Wolseley 
code

Supplier 
code† Colour Size 

mm

Stub Flange Assemblies Pupped - SDR11

P72343 40 327 311 Black 63 x 50 (PE80 Only)

P78271 58 327 311 Yellow 63 x 80 (PE80 Only)

971002 51 327 459 Blue 63 x 80 (PE80 Only)

P72347 40 327 313 Black 90 x 80

P75347 41 327 313 Blue 90 x 80

P78275 58 327 313 Yellow 90 x 80

P72349 40 327 314 Black 110 x 100

P75349 41 327 314 Blue 110 x 100

P72351 40 327 315 Black 125 x 100

P75351 41 327 315 Blue 125 x 100

P78279 58 327 315 Yellow 125 x 100

P72355 40 327 317 Black 160 x 150

P75355 41 327 317 Blue 160 x 150

P72357 40 327 318 Black 180 x 150

P78285 58 327 318 Yellow 180 x 150

P75357 41 327 318 Blue 180 x 150

P72358 40 327 319 Black 200 x 200

P25338 40 327 320 Black 225 x 200

P75361 41 327 320 Blue 225 x 200

P72363 40 327 321 Black 250 x 250

P75363 41 327 321 Blue 250 x 250

P72365 40 327 323 Black 315 x 300

P75365 41 327 323 Blue 315 x 300

P75367 41 327 324 Blue 355 x 350

Stub Flange Assemblies Pupped - SDR17

P72311 40 326 313 Black 90 x 80

P25351 41 326 313 Blue 90 x 80

P78239 58 326 313 Yellow 90 x 80

P72313 40 326 314 Black 110 x 100

P75313 41 326 314 Blue 110 x 100

P72315 40 326 315 Black 125 x 100

P75315 41 326 315 Blue 125 x 100

P78243 58 326 315 Yellow 125 x 100

P72319 40 326 317 Black 160 x 150

P75319 41 326 317 Blue 160 x 150

P72321 40 326 318 Black 180 x 150

P78249 58 326 318 Yellow 180 x 150

P75321 41 326 318 Blue 180 x 150

P72324 40 326 319 Black 200 x 200

P72325 40 326 320 Black 225 x 200

P75325 41 326 320 Blue 225 x 200

P72327 40 326 321 Black 250 x 250

P75327 41 326 321 Blue 250 x 250

P72329 40 326 323 Black 315 x 300

P75329 41 326 323 Blue 315 x 300

P75332 41 326 324 Blue 355 x 350

Drilled to BS EN 1092-1:2007 Table 13.
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Pupped Fittings* – Continued

*  Dimensions of Pupped Fittings should be used subject to a +/– 5mm tolerance 
due to the nature of the fabrication process. Standard pup leg lengths: 0.5m in 
sizes up to 400mm; 1.0m in sizes 450mm to 1200mm.

Wolseley 
code

Supplier 
code Colour Size 

mm

SlimFlange Assemblies for water applications - SDR11

P75477 41 453321 Blue 250 x 200

– 41 453323 Blue 315 x 250

P75478 41 453324 Blue 355 x 300

P75479 41 453325 Blue 400 x 350

P75480 41 453326 Blue 450 x 400

P75481 41 453327 Blue 500 x 450

P75482 41 453328 Blue 560 x 500

SlimFlange Assemblies for water applications - SDR17

P75457 41 452 321 Blue 250 x 200

P75458 41 452 323 Blue 315 x 250

P75459 41 452 324 Blue 355 x 300

P75460 41 452 325 Blue 400 x 350

P75461 41 452 326 Blue 450 x 400

P75462 41 452 327 Blue 500 x 450

P75463 41 452 328 Blue 560 x 500

The SlimFlange is a unique product and allows size-for-size connection 
of a PE Pipeline to a metal Flange without loss of nominal bore. It is 
only sold as a complete assembly. Bolt Kits are not supplied in the 
assembly. However, it is recommended that, to achieve the best 
performance, Bolt Kits with Washers of type form A (normal range) as 
per BS4320 are used SlimFlange Assemblies comprise of SlimFlange, 
Galvanised Mild Steel Backing Ring and Full Faced Gasket.

Wolseley 
code

Supplier 
code

Stub Flange Adaptor Kits SDR17 - Water Applications

P44096 FL 251 311

P44097 FL 250 313

P44098 FL 250 315

P44099 FL 250 318

P76042 FL 250 321

Stub Flange Adaptor kits SDR17.6 - Gas Applications

P72373 FL 254 311

P72374 FL 253 313

P27375 FL 253 315

P72376 FL 253 318

P72377 FL 253 321

Adaptor Kit comprises of: 1x Stub Flange, 1x Coupler, 
1x Gasket (representation), 1x Backing Ring, 1x Bolt Set. 
Drilled to BS EN 1092-1:2007 Table 13. Please note: Sizes 250 
and 315mm have sections of Pipe Butt-Fused to the moulding.
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UTILITIES / PE Pipe Fittings

Electrofusion Fittings

Radius Systems PE Pipe Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
Couplers

CA7220 WA0202 20 83 29 52 40 40 4

CA7221 WA0203 25 81 32 52 40 12 4

CA7222 WA0204 32 81 42 61 40 18 4

CA7223 WA0205 40 81 49 66 40 35 4

CA7224 WA0206 50 99 63 87 40 75 9

CA7225 WA0208 63 105 77 98 40 50 6

CA7226 WA0209 75 125 93 113 40 120 14

CA7227 WA0210 90 125 109 131 40 90 10

CA7228 WA0211 110 161 132 152 40 130 13

CA7229 WA0212 125 157 151 168 40 120 15

CA7230 WA0213 140 194 162 182 40 220 18

CA7231 WA0214 160 186 195 209 40 300 22

CA7232 WA0215 180 207 215 229 40 220 12

CA7233 WA0217 200 211 246 260 40 400 16

CA7234 WA0221 225 218 266 285 40 400 22

CA7235 WA0223 250 219 296 315 40 600 37

CA7236 WA0227 280 283 320 335 40 600 32

CA7237 WA0229 315 266 380 387 40 850 33

CA5956 WA0131 355 319 407 415 80 700 35

P53563 WA0133 400 340 456 465 80 800 44

Couplers Easigrip

P53564 WA0135 450 376 517 526 80
180 
600 
700

45

P53565 WA0137 500 374 574 581 80
180 
600 
800

55

P53566 WA0139 560 398 647 647 80
500 
900 
2100

140

P53567 WA0140 630 407 720 720 80
600 
900 
2250

100

Reducers

CA7292 WA4258 25 x 20 82 33 56 40 48 5

CA7294 WA4259 32 x 16 82 43 62 40 15 5

CA7295 WA4262 32 x 20 89 43 62 40 36 6

CA7296 WA4263 32 x 25 89 43 62 40 40 5

CA7299 WA4269 40 x 32 82 52 70 40 26 5

CA7300 WA4270 50 x 32 94 62 84 40 36 3

CA7301 WA4273 63 x 32 117 77 98 40 55 10

All the above products: Material PE100. Terminal pin size 40v fittings - 4.0mm, 80v fittings - 5.7mm. 
Compliance with GIS PL2-4 upto 5.5bar. BS EN1555-3; 10bar - BS EN12201-3; 16bar. 
WRAS approved material.

Fittings
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Electrofusion Fittings – Continued

Radius Systems PE Pipe Fittings
Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
Reducers – Continued

CA7302 WA4274 63 x 40 116 78 98 40 85 9

CA7303 WA4275 63 x 50 117 78 99 40 90 9

CA7304 WA4277 63 x 55 117 81 101 40 40 5

CA7306 WA4280 75 x 63 124 95 113 40 90 14

CA7307 WA4281 90 x 63 154 117 133 40 120 10

CA7308 WA4282 90 x 75 154 108 129 40 135 18

CA7310 WA4284 110 x 63 188 136 153 40 100 15

CA7311 WA4286 110 x 90 188 136 154 40 120 10

CA7312 WA4287 125 x 63 164 159 177 40 160 18

CA7313 WA4289 125 x 90 180 155 170 40 120 18

CA7314 WA4291 125 x 110 169 158 177 40 140 12

CA7316 WA4293 140 x 125 190 158 185 40 250 35

CA7317 WA4294 160 x 110 231 197 218 40 180 18

CA7318 WA4297 180 x 125 200 216 231 40 280 24

CA7319 WA4299 180 x 140 200 212 230 40 320 22

CA7321 WA4303 200 x 160 240 246 262 40 360 27

CA7322 WA4311 225 x 160 240 270 285 40 330 18

CA7323 WA4319 250 x 180 240 300 314 40 440 22

CA7324 WA4332 315 x 250 275 380 390 40 520 21

CA7291 WA4254 20 x ¾” 80 38 56 40 36 3

CA7293 WA4257 25 x ¾” 80 38 56 40 30 4

CA7297 WA4261 32 x ¾” 82 43 62 40 14 3

CA7298 WA4264 32 x 1” 83 45 64 40 60 5

CA7305 WA4276 63 x 2” 117 79 98 40 85 12

CA7309 WA4283 90 x 3” 154 110 134 40 90 14

CA7315 WA4290 125 x 4” 164 156 176 40 140 13

CA7320 WA4300 180 x 6” 202 220 238 40 360 31

End Caps

CA7238 WA1202 20 92 29 52 40 40 4

CA7239 WA1203 25 97 33 53 40 48 5

CA7240 WA1204 32 106 42 61 40 18 4

CA7241 WA1205 40 112 52 73 40 26 5

CA7242 WA1206 50 120 64 84 40 36 3

CA7243 WA1207 55 157 80 99 40 40 5

CA7244 WB1208 63 96 77 101 40 30 5

CA7245 WB1209 75 106 91 114 40 40 4

CA7246 WB1210 90 119 109 142 40 70 12

CA7247 WA1211 110 242 136 154 40 120 10

CA7248 WB1212 125 137 151 180 40 110 11

CA7249 WB1213 140 146 169 197 40 70 8

CA7250 WA1214 160 310 186 209 40 300 22

CA7251 WB1215 180 169 216 241 40 170 12

CA7252 WA1217 200 350 246 262 40 360 27

CA7253 WA1221 225 350 270 285 40 330 18

CA7254 WA1223 250 365 296 312 40 440 22

All the above products: Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4 upto 5.5bar. BS EN1555-3; 10bar - BS EN12201-3; 16bar. 
WRAS approved material.

Reducer Cap

Coupler Cap

One Piece Cap
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UTILITIES / PE Pipe Fittings

Electrofusion Fittings – Continued

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
45º Elbows

CA7258 WA3316 63 167 128 100 40 60 8

CA7259 WA3317 75 180 143 116 40 120 14

CA7260 WA3318 90 222 176 132 40 80 9

CA7261 WA3319 110 243 201 152 40 180 14

CA7262 WA3320 125 269 228 175 40 90 7

CA7702 WA3321 140 284 236 183 40 260 22

CA7263 WA3322 160 326 280 216 40 300 21

CA7264 WA3323 180 350 308 240 40 260 16

90º Elbows

CA7265 WA3339 20 74 74 50 40 44 4

CA7266 WA3340 25 78 78 54 40 25 5

CA7267 WA3341 32 85 85 63 40 55 7

CA7268 WA3342 40 99 99 72 40 74 6

CA7269 WA3343 50 114 114 88 40 75 8

CA7270 WA3345 63 143 143 100 40 60 8

CA7271 WA3346 75 158 158 115 40 120 13

CA7272 WA3347 90 195 195 133 40 80 9

CA7273 WA3348 110 218 218 154 40 180 14

CA7274 WA3349 125 246 246 178 40 90 7

CA7703 WA3350 140 266 266 185 40 260 20

CA7275 WA3351 160 307 307 217 40 300 21

CA7276 WA3352 180 329 329 240 40 260 16

Equal Tee

CA7277 WA2202 20 100 98 51 40 40 3

CA7278 WA2203 25 100 98 54 40 48 4

CA7279 WA2204 32 109 109 62 40 50 6

CA7280 WA2205 40 128 119 71 40 70 7

CA7281 WA2206 50 143 140 86 40 70 6

CA7282 WA2208 63 158 159 98 40 50 6

CA7283 WA2209 75 200 220 115 40 120 14

CA7284 WA2210 90 200 206 131 40 90 9

CA7285 WA2211 110 251 282 155 40 180 13

CA7286 WA2212 125 247 256 169 40 120 10

CA7287 WA2213 140 305 325 185 40 260 16

CA7288 WA2214 160 342 350 217 40 300 21

CA7289 WA2215 180 362 371 240 40 280 19

Reducing Tee

CA7704 WA5350 160 x 90 340 290 220 40 300 21

CA7705 WA5352 180 x 90 361 345 230 40 280 19

All the above products: Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4 upto 5.5bar. BS EN1555-3; 10bar - BS EN12201-3; 16bar. 
WRAS approved material.
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Electrofusion Fittings – Continued

Radius Systems PE Pipe Fittings
Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
Top-loading Tapping Tee - 32mm Outlet

CA7325 WA6333 40 x 32 115 62 151 40 40 4

CA7326 WA6335 55 x 32 115 67 136 40 55 4

CA7327 WA6332 63 & 
2” x 32 115 77 141 40 55 4

CA7328 WA6337 75 x 32 115 75 129 40 55 4

CA7329 WA6331 90 & 
3” x 32 115 90 130 40 55 4

CA7330 WA6330 110 - 140 
& 4” x 32 115 83 128 40 55 4

CA7331 WA6342 140 - 180 
& 6” x 32 115 88 125 40 55 4

CA7332 WA6348 200 - 250 
& 8” x 32 115 90 122 40 55 4

CA7333 WA6359 268 - 355 
x 32 115 90 120 40 55 4

CA7334 WA6363 400 - 560 
x 32 115 90 118 40 60 4

Material PE100. Terminal pin size 40v fittings - 4.0mm. Compliance with GIS PL2-4; 
2 bar. BS EN1555-3; 2bar - BS EN12201-3; 16bar. WRAS approved material. 

Top-loading Tapping Tee - 63mm Outlet

CA7335 WA6460 63 & 
2” x 63 170 77 171 40 55 4

CA7336 WA6462 75 x 63 170 100 166 40 55 4

CA7337 WA6463 90 & 
3” x 63 170 100 166 40 60 4

CA7338 WA6466 110 - 125 
& 4” x 63 170 105 162 40 70 4

CA7339 WA6467 140 - 155 
x 63 170 110 152 40 70 4

CA7340 WA6471 155 - 180 
& 6” x 63 170 110 152 40 70 4

CA7341 WA6472 200 x 63 170 110 146 40 70 4

CA7342 WA6476 213 - 280 
& 8” x 63 170 110 146 40 75 5

CA7343 WA6482 315 - 355 
x 63 170 110 144 40 80 4

CA7344 WA6486 400 - 469 
x 63 170 110 142 40 75 4

CA7345 WA6492 500 - 560 
x 63 170 110 139 40 80 5

Material PE100. Terminal pin size 40v fittings - 4.0mm. Compliance with GIS PL2-4; 
2 bar. BS EN1555-3; 2bar - BS EN12201-3; 16bar. WRAS approved material. 

Underclamp Tapping Tee - 20mm Outlet

CA7761 WB6251 40 x 20 115 92 172 40 45 4

CA7762 WB6252 50 x 20 115 99 192 40 55 4

CA7763 WB6254 63 x 20 115 110 204 40 55 4

CA7764 WB6255 75 x 20 115 124 216 40 55 4

CA7765 WB6256 90 x 20 115 139 232 40 55 4

CA7766 WB6257 110 x 20 115 159 252 40 55 4

CA7767 WB6261 160 x 20 115 209 302 40 55 4

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with BS EN1555-3; 2bar - BS EN12201-3; 16bar. WRAS approved material. 
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Electrofusion Fittings – Continued

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
Underclamp Tapping Tee - 25mm Outlet

CA7706 WB6292 40 x 25 115 92 182 40 45 4

CA7707 WB6293 50 x 25 115 99 192 40 55 4

CA7708 WB6295 63 x 25 115 110 204 40 55 4

CA7709 WB6296 75 x 25 115 124 216 40 55 4

CA7710 WB6297 90 x 25 115 139 232 40 55 4

CA7711 WB6298 110 x 25 115 159 252 40 55 4

CA7712 WB6303 160 x 25 115 209 302 40 55 4

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with BS EN1555-3; 2bar - BS EN12201-3; 16bar. WRAS approved material.

Underclamp Tapping Tee - 32mm Outlet

CA7713 WB6333 40 x 32 115 92 182 40 45 4

CA7714 WB6334 50 x 32 115 99 192 40 55 4

CA7715 WB6336 63 x 32 115 110 204 40 55 4

CA7716 WB6337 75 x 32 115 124 216 40 55 4

CA7717 WB6338 90 x 32 115 139 232 40 55 4

CA7718 WB6339 110 x 32 115 159 252 40 55 4

CA7719 WB6344 160 x 32 115 209 302 40 55 4

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with BS EN1555-3; 2bar - BS EN12201-3; 16bar. WRAS approved material.

Gas Purge Tee - 32mm Outlet

CA7346 WA8333 40 x 32 115 176 182 40 40 4

CA7347 WA8335 55 x 32 115 174 148 40 55 4

CA7348 WA8336 63 & 
2” x 32 115 179 153 40 55 4

CA7349 WA8337 75 x 32 115 178 140 40 55 4

CA7350 WA8338 90 & 
3” x 32 115 185 142 40 55 4

CA7351 WA8341 110 - 140 
& 4” x 32 115 182 140 40 55 4

CA7352 WA8342 140 - 180 
& 6” x 32 115 185 138 40 55 4

CA7353 WA8351 200 - 250 
& 8” x 32 115 185 134 40 55 4

CA7354 WA8359 268 - 355 
x 32 115 185 132 40 55 4

CA7355 WA8367 400 - 560 
x 32 115 170 130 40 60 4

Material PE100. Terminal pin size 40v fittings - 4.0mm. Compliance with GIS PL2-4; 
2bar - BS EN1555-3; 2bar. Requires 32mm x 1” BSP-F adaptor, Wolseley code P53559, 
Radius Systems code FT0655.

Gas Purge Tee - 63mm Outlet

CA7356 WA8461 63 & 
2”x 63 170 77 171 40 55 4

CA7357 WA8462 75 x 63 170 100 166 40 55 4

CA7358 WA8463 90 & 
3” x 63 170 100 166 40 60 4

CA7359 WA8466 110 -125 
& 4” x 63 170 105 152 40 70 4

CA7360 WA8467 140 - 155 
x 63 170 110 152 40 70 4

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4; 2bar - BS EN1555-3; 2bar.
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Electrofusion Fittings – Continued

Radius Systems PE Pipe Fittings
Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
Gas Purge Tee - 63mm Outlet – Continued

CA7361 WA8469 155 - 180 
& 6” x 63 170 110 152 40 70 4

CA7362 WA8472 200 x 63 170 110 146 40 70 4

CA7363 WA8474 213 - 280 
& 8” x 63 170 110 146 40 75 5

CA7364 WA8482 315 - 355 
x 63 170 110 144 40 80 4

CA7365 WA8486 400 - 469 
x 63 170 110 142 40 75 4

CA7366 WA8492 500 - 560 
x 63 170 110 139 40 80 5

Material PE100. Terminal pin size 40v fittings - 4.0mm. Compliance with GIS PL2-4; 
2bar - BS EN1555-3; 2bar. Requires 63mm x 2” BSP-F adaptor, Wolseley code P53560, 
Radius Systems code FT0656.

Gas Service Anaconda - 25mm Outlet

CA7720 GB8083 40 115 62 151 40 40 4

CA7721 GB8085 55 115 67 136 40 55 4

CA7722 GB8086 63 & 2” 115 77 141 40 55 4

CA7723 GB8087 75 115 75 129 40 55 4

CA7724 GB8088 90 & 3” 115 90 130 40 55 4

CA7725 GB8091 110 - 140 
& 4” 115 83 128 40 55 4

CA7726 GB8097 140 - 180 
& 6” 115 88 125 40 55 4

CA7727 GB8103 200 - 250 
& 8” 115 90 122 40 55 4

CA7728 GB8109 268 - 355 115 90 120 40 55 4

Material PE100 body, PE80 flexible outlet. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4; 2bar.

Couplers - 7bar GAS

CA7729 WB8258 63 105 77 98 40 50 6

CA7730 WB8260 90 125 109 131 40 90 10

CA7731 WB8262 125 157 151 168 40 120 15

CA7732 WB8265 180 207 215 229 40 220 12

CA7733 WB8273 250 219 296 315 40 600 37

CA7734 WB8279 315 266 380 387 40 850 33

CA7735 WA0331 355 319 407 415 80 700 35

CA7736 WA0333 400 340 456 465 80 800 44

Material PE100. Terminal pin size 40v fittings - 4.0mm, 80v fittings - 5.7mm. 
Compliance with GIS PL2-4; upto 7bar.

Couplers Easigrip - 7bar GAS

CA7737 WA0335 450 376 517 526 80
180 
600 
700

45

CA7738 WA0337 500 374 574 581 80
180 
600 
800

55

Material PE100. Terminal pin size 80v fittings - 5.7mm. 
Compliance with GIS PL2-4; upto 7bar.
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Electrofusion Fittings – Continued

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
Equal Tees - 7bar GAS

CA7739 WB2208 63 158 159 98 40 50 6

CA7740 WB2210 90 200 206 131 40 90 9

CA7741 WB2212 125 247 256 169 40 120 10

CA7742 WB2215 180 362 371 240 40 280 19

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4; upto 7bar.

End Caps - 7bar GAS 

CA7743 WB1808 63 96 77 101 40 30 5

CA7744 WB1810 90 119 109 142 40 70 12

CA7745 WB1812 125 137 151 180 40 100 11

CA7746 WB1815 180 169 216 241 40 170 12

CA7747 WB1323 250 365 296 312 40 440 22

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4; upto 7bar.

Reducers - 7bar GAS

CA7748 WB4281 90 x 63 154 117 133 40 120 10

CA7749 WB4287 125 x 63 164 159 177 40 160 18

CA7750 WB4289 125 x 90 180 155 170 40 120 18

CA7751 WB4297 180 x 125 200 216 231 40 280 24

CA7752 WB4319 250 x 180 240 300 314 40 440 22

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4; upto 7bar.

45º Elbows - 7bar GAS

CA7753 WB3316 63 167 128 100 40 60 8

CA7754 WB3318 90 222 176 132 40 80 9

CA7755 WB3320 125 269 228 175 40 90 7

CA7756 WB3323 180 350 308 240 40 260 16

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4; upto 7bar.

90º Elbows - 7bar GAS

CA7757 WB3345 63 143 143 100 40 60 8

CA7758 WB3347 90 195 195 133 40 80 9

CA7759 WB3349 125 246 246 178 40 90 7

CA7760 WB3352 180 329 329 240 40 260 16

Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with GIS PL2-4; upto 7bar.

Reducer Cap

One Piece Cap
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Puriton Mechanical Fittings / Tooling

Radius Systems PE Pipe Fittings
Fittings

Puriton Mechanical Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm
Couplers

P76736 XR5244 25 125 54 54

P76737 XR5245 32 145 64 64

P76738 XR5251 63 230 113 113

Reducers

P76745 XR5246 32 x 25 130 64 64

P76746 XR5257 63 x 25 184 113 113

P76747 XR5254 63 x 32 190 113 113

Equal Tees

P76742 XR5247 25 156 105 54

P76743 XR5248 32 185 115 64

P76744 XR5253 63 295 205 113

90º Elbows

P76739 XR5249 25 105 105 54

P76740 XR5250 32 115 115 64

P76741 XR5252 63 205 205 113

Wolseley 
code

Supplier 
code

Nominal size 
mm x inches

Length 
mm

Width 
mm

Depth/ 
height 

mm
Female Adaptors

P76753 XR5240 25 x ¾ 90 54 54

P76754 XR5241 32 x ¾ 94 64 64

P76755 XR5242 32 x 1 100 64 64

P76756 XR5260 63 x 2 150 113 113

Male Adaptors

P76748 XR5235 25 x ¾ 98 54 54

P76749 XR5236 32 x ¾ 105 64 64

P76750 XR5237 32 x 1 107 64 64

P76751 XR5258 63 x 1½ 154 113 113

P76752 XR5259 63 x 2 168 113 113

All the above products: Material Polypropylene. Compliance with WRAS. 
WIS4-32-19 - BS8858 compliant jointing method.

Puriton Mechanical Tooling

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm
C Ring Wrench

P76770 XR4998 Wrench 25-32 210 75 12

P76771 XR4999 Wrench 63 370 100 18

Radius Systems approved product.
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Puriton Redman Compression Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm
SDR

Couplers

P76783 RE0001 63 102 86 86 11

P57941 RE0002 90 136 114 114 11

P76784 RE0009 90 136 114 114 17

P76785 RE0010 110 161 135 135 17

P57944 RE0005 125 180 150 150 17

P76786 RE0007 160 200 188 188 17

P76787 RE0047 180 230 209 209 17

Repair Couplers

P76788 RE0065 63 126 86 86 11

P57977 RE0064 90 178 114 114 11

CA5955 RE0067 90 178 114 114 17

CA5949 RE0069 110 203 135 135 17

CA5950 RE0071 125 236 150 150 17

CA5952 RE0078 160 269 188 188 17

CA0568 RE0080 180 319 209 209 17

45º Elbows

P76789 RE0032 63 143 86 86 11

P57959 RE0033 90 169 114 114 11

P76790 RE0034 90 169 114 114 17

P76791 RE0036 110 189 135 135 17

P76792 RE0038 125 202 150 150 17

P76793 RE0040 160 247 188 188 17

P76794 RE0045 180 272 209 209 17

90º Elbows

P76795 RE0011 63 143 86 86 11

P57953 RE0012 90 169 114 114 11

P76796 RE0013 90 169 114 114 17

P76797 RE0015 110 189 135 135 17

P76798 RE0017 125 202 150 150 17

P76799 RE0019 160 247 188 188 17

P76800 RE0021 180 272 209 209 17

Flange Adapter

P76774 RE0073 63 x DN50 115 165 165 11

P76775 RE0083 63 x DN80 115 165 165 11

P76777 RE0074 90 x DN80 124 200 200 11

P53986 RE0075 90 x DN80 124 200 200 17

P76779 RE0077 110 x DN100 138 220 220 17

P76780 RE0079 125 x DN100 138 220 220 17

P76781 RE0081 160 x DN150 145 285 285 17

P76782 RE0089 180 x DN150 170 285 285 17

63mm Adapter

P76801 RE0123 63 x 1½”
BSPF / 2” BSPM 144 102 102 17

All the above products: Material Metallic. Compliance with WRAS. 
WIS4-32-19 - BS8858 compliant jointing method.
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Puriton Redman Compression Tooling / Gunmetal Tapping Tees / 
Puriton Tapping Tee Tooling / Puriton Gunmetal Ferrule Adaptors

Radius Systems PE Pipe Fittings
Fittings

Puriton Redman Compression Tooling

Wolseley 
code

Supplier 
code

Nominal 
size mm

Hydraulic Pump

P57995 XR0211 Hydraulic Pump

Hydraulic Oil - 5L

P57994 XR0212 Hydraulic Oil - 5L

Radius Systems approved products.

Puriton Gunmetal Tapping Tees

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm
SDR

Tapping Tee - 25mm Outlet

P76757 XR5111 63 x 25 46 136 171 11

P76758 XR5112 90 x 25 46 163 198 11 - 17

P76759 XR5113 110 x 25 46 183 218 17

P76760 XR5114 125 x 25 46 198 230 17

P76761 XR5115 160 x 25 46 233 268 17

P76762 XR5116 180 x 25 46 253 288 17

Tapping Tee - 32mm Outlet

P76763 XR5117 63 x 32 55 136 171 11

P76764 XR5118 90 x 32 55 163 198 11 - 17

P76765 XR5119 110 x 32 55 183 218 17

P76766 XR5120 125 x 32 55 198 230 17

P76767 XR5121 160 x 32 55 233 268 17

P76768 XR5122 180 x 32 55 253 288 17

All the above products: Material Metallic and Polypropylene. 
Compliance with KIWA (Water supply regs). 
WIS4-32-19 - BS8858 compliant jointing method.

Puriton Tapping Tee Tooling

Wolseley 
code

Supplier 
code

Nominal 
size inch

Length 
mm

Width 
mm

Depth/ 
height 

mm
SDR

Tapping Tee - Tee key

P04088 XR0215 3/8 Tee Key 130 23 230 –

Radius Systems approved product.

Puriton Gunmetal Ferrule Adaptors

Wolseley 
code

Supplier 
code

Nominal 
size mm x inch

Length 
mm

Width 
mm

Depth/ 
height 

mm
Ferrule Adaptor

P76769 XR5055 25 x ¾ 46 54 95

Material Metallic and Polypropylene.



 
83

Drilling Equipment / Bagging-Off Equipment

UTILITIES / PE Pipe Fittings

Puriton Flange Adaptors / 
Puriton/Electrofusion Fittings

Puriton Flange Adaptors

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm
SDR

Flange Adaptors
P76772 XR0290 63 x DN80 410 165 165 11
P76773 XR0291 90 x DN80 395 165 165 11
P68886 XR0300 90 x DN80 395 165 165 17
CA5948 XR0303 110 x DN100 425 220 220 17
P68887 XR0301 125 x DN100 425 220 220 17
CA5951 XR0304 160 x DN150 545 285 285 17
P68888 XR0302 180 x DN150 430 285 285 17

Material Puriton pipe, Stainless steel insert, Rilsan coated backing ring.

Puriton/Electrofusion Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height 

mm

Voltage 
v

Fusion 
time 

(secs)

Cool 
time 

(mins)
Couplers

CA7227 WA0210 90 125 109 131 40 90 10
CA7228 WA0211 110 161 132 152 40 130 13
CA7229 WA0212 125 157 151 168 40 120 15
CA7231 WA0214 160 186 195 209 40 300 22
CA7232 WA0215 180 207 215 229 40 220 12

Reducers
CA7311 WA4286 110 x 90 188 136 154 40 120 10
CA7313 WA4289 125 x 90  180 155 170 40 120 18
CA7314 WA4291 125 x 110 169 158 177 40 140 12
CA7317 WA4294 160 x 110 231 197 218 40 180 18
CA7318 WA4297 180 x 125 200 216 231 40 280 24

45º Elbows
CA7260 WA3318 90 222 176 132 40 80 9
CA7261 WA3319 110 243 201 152 40 180 14
CA7262 WA3320 125 269 228 175 40 90 7
CA7263 WA3322 160 326 280 216 40 300 21
CA7264 WA3323 180 350 308 240 40 260 16

90º Elbows
CA7272 WA3347 90 195 195 133 40 80 9
CA7273 WA3348 110 218 218 154 40 180 14
CA7274 WA3349 125 246 246 178 40 90 7
CA7275 WA3351 160 307 307 217 40 300 21
CA7276 WA3352 180 329 329 240 40 260 16

Equal Tee
CA7284 WA2210 90 200 206 131 40 90 9
CA7285 WA2211 110 251 282 155 40 180 13
CA7286 WA2212 125 247 256 169 40 120 10
CA7288 WA2214 160 342 350 217 40 300 21
CA7289 WA2215 180 362 371 240 40 280 19

All the above products: Material PE100. Terminal pin size 40v fittings - 4.0mm. 
Compliance with BS EN12201-3; 16bar. WRAS approved material.



Wolseley 
code

Supplier 
code

Size 
mm

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Branch Saddles

Black – 4mm PE100 UPART

CA7402 BBKHFM110X90U 110 x 90* 120 10 11-17.6

CA7403 BBKHFM125X90U 125 x 90* 120 10 11-17.6

CA7404 BBKHFM160X110U 160 x 110 120 10 11-17.6

CA7405 BBKHFM160X90U 160 x 90 120 10 11-17.6

CA7406 BBKHFM180X110U 180 x 110* 120 10 11-17.6

CA7407 BBKHFM180X125U 180 x 125* 120 10 11-17.6

CA7408 BBKHFM180X90U 180 x 90* 120 10 11-17.6

CA7409 BBKHFM200X90U 200 x 90* 120 10 11-17.6

CA7410 BBKHFM225X90U 225 x 90* 120 10 11-17.6

CA7411 BBKHFM250X90U 250 x 90* 120 10 11-17.6

CA7412 BBKHFM63X32U 63 x 32* 140 10 11

CA7413 MBKHFM63X40U 63 x 40* 100 10 11-17.6

CA7414 BBKHFM90X63U 90 x 63* 140 10 11-17.6

CA7415 BBKHFM90X90U 90 x 90* 100 10 11-17.6

Black – PE100

CA7416 – 250/560 x 90 – – –

*Products comply with BS EN12201 / GIS PL2 - 4.

EF Couplers

Black – 4mm PE100

CA7417 CBKHFM110 110 160 10 11-17.6

CA7369 CBKHFM125 125 200 10 11-17.6

CA7418 CBKHFM140 140 160 10 11-17.6

CA7419 CBKHFM160 160 300 20 11-17.6

CA7420 CBKHFM180 180 360 20 11-17.6

CA7421 CBKHFM20 20 35 3 11

CA7422 CBKHFM200 200 440 20 11-17.6

CA7423 CBKHFM225 225 600 30 11-17.6

CA7424 CBKHFM25 25 30 3 11

CA7425 CBKHFM250 250 900 30 11-17.6

CA7426 CBKHFM280 280 900 30 11-17.6

CA7427 CBKHFM32 32 45 3 11

CA7428 CBKHFM40 40 40 5 11

CA7429 CBKHFM50 50 90 5 11

CA7430 CBKHFM63 63 35 3 11

CA7431 CBKHFM75 75 50 5 11

CA7432 CBKHFM90 90 90 10 11-17.6

Black – EF 315 PE100 MAN - Fusion

CA7434 CBKHFM315 315 1140 30 11-17.6

Black – EF 355 PE100 MAN 40v

CA7435 CBKHFM355 355 1200 30 11-17.6

Black – 80v 16 bar

CA7436 CBKHFM400 400 1680 30 11-17.6

Products comply with BS EN12201 / GIS PL2 - 4.

Fusion Plastics 
PE Pipe Fittings

Electrofusion Fittings
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Wolseley 
code

Supplier 
code

Size 
mm

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Couplers – Continued

Black – MAN 4mm PE100 SDR11

CA7437 CBKHFM400FSN 400 1140 30 11-17

CA7439 CBKHFM450FSN 450 1380 30 11-17

CA7441 CBKHFM500FSN 500 1800 30 11-17

CA7443 CBKHFM560FSN 560 960* 30 11-17

CA7445 CBKHFM630FSN 630 1620* 30 11-17

Black – MAN 4mm PE100 SDR17

CA7438 CBKHFM400FSV 400 1140 30 17.6-21

CA7440 CBKHFM450FSV 450 1380 30 17.6-21

CA7442 CBKHFM500FSV 500 1800 30 17.6-21

CA7444 CBKHFM560FSV 560 960* 30 17.6-21

CA7446 CBKHFM630FSV 630 1380* 30 17.6-21

* Dual shot system.

Black – PE100 SDR11

CA7447 CBKHFM710N 710 – – –

Products comply with BS EN12201.

EF Duckfoot Elbow Kits

Black – 4mm PE100 NP16

CA7448 DFBKHFM110X80KR 110 x 80 140 10 11-17.6

CA7449 DFBKHFM125X80KR 125 x 80 140 10 11-17.6

CA7450 DFBKHFM160X80KR 160 x 80 140 10 11-17.6

CA7451 DFBKHFM180X80KR 180 x 80 140 10 11-17.6

CA7452 DFBKHFM63X80KR 63 x 80 140 10 11

CA7453 DFBKHFM90X80KR 90 x 80 140 10 11-17.6

Products comply with BS EN12201.

Wolseley 
code

Supplier 
code

Size 
mm x deg

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Elbows

Black – 4mm PE100

CA7454 EBKHFM110X45 110 x 45º 140 10 11-17.6

CA7455 EBKHFM110X90 110 x 90º 160 15 11-17.6

CA7456 EBKHFM125X45 125 x 45º 140 10 11-17.6

CA7457 EBKHFM125X90 125 x 90º 200 15 11-17.6

CA7458 EBKHFM160X45 160 x 45º 360 20 11-17.6

CA7459 EBKHFM160X90 160 x 90º 360 20 11-17.6

CA7460 EBKHFM180X22.5 180 x 22.5º 220 20 11-17.6

CA7461 EBKHFM180X45 180 x 45º 360 16 11-17.6

CA7462 EBKHFM180X90 180 x 90º 360 16 11-17.6

CA7463 EBKHFM20X90 20 x 90º 35 3 11

CA7464 EBKHFM25X90 25 x 90º 30 5 11

CA7465 EBKHFM32X45 32 x 45º 45 5 11

CA7466 EBKHFM32X90 32 x 90º 60 5 11

CA7467 EBKHFM40X45 40 x 45º 50 5 11

CA7468 EBKHFM40X90 40 x 90º 50 5 11

Products comply with BS EN12201 / GIS PL2 - 4.
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Wolseley 
code

Supplier 
code

Size 
mm x deg

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Elbows – Continued

Black – 4mm PE100

CA7469 EBKHFM50X45 50 x 45º 90 5 11

CA7470 EBKHFM50X90 50 x 90º 90 5 11

CA7471 EBKHFM63X45 63 x 45º 35 5 11-17.6

CA7472 EBKHFM63X90 63 x 90º 35 5 11-17.6

CA7473 EBKHFM75X45 75 x 45º 70 5 11-17.6

CA7474 EBKHFM75X90 75 x 90º 70 5 11-17.6

CA7475 EBKHFM90X45 90 x 45º 110 10 11-17.6

CA7476 EBKHFM90X90 90 x 90º 90 10 11-17.6

Products comply with BS EN12201 / GIS PL2 - 4.

Wolseley 
code

Supplier 
code

Size 
mm

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Endcap Couplers

Black – 4mm PE100

CA7477 ECBKHFM110 110 160 10 11-17.6

CA7478 ECBKHFM125 125 200 10 11-17.6

CA7479 ECBKHFM160 160 300 20 11-17.6

CA7480 ECBKHFM180 180 360 20 11-17.6

CA7481 ECBKHFM20 20 35 3 11

CA7482 ECBKHFM200 200 440 20 11-17.6

CA7483 ECBKHFM225 225 600 30 11-17.6

CA7484 ECBKHFM25 25 30 3 11

CA7485 ECBKHFM250 250 900 30 11-17.6

CA7486 ECBKHFM32 32 45 3 11

CA7487 ECBKHFM40 40 40 5 11

CA7488 ECBKHFM50 50 90 5 11

CA7489 ECBKHFM63 63 35 3 11

CA7490 ECBKHFM75 75 50 5 11

CA7491 ECBKHFM90 90 90 10 11-17.6

Products comply with BS EN12201 / GIS PL2 - 4.

EF Equal Tees

Black – 4mm PE100

CA7492 ETBKHFM110 110† 140 10 11-17.6

CA7493 ETBKHFM125 125* 200 15 11-17.6

CA7494 ETBKHFM160 160† 360 20 11-17.6

CA7495 ETBKHFM180 180* 360 19 11-17.6

CA7496 ETBKHFM20 20* 30 3 11

CA7497 ETBKHFM25 25* 35 3 11

CA7498 ETBKHFM32 32* 50 3 11

CA7499 ETBKHFM40 40* 50 5 11

CA7500 ETBKHFM50 50† 90 5 11

CA7501 ETBKHFM63 63* 40 5 11

CA7503 ETBKHFM90 90* 110 8 11-17.6
† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4.
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Wolseley 
code

Supplier 
code

Size 
mm

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Flanged Branch Saddles

Black – 4mm PE100

CA7504 FBKHFM315X150DP 315 x 150 460 20 11-26

CA7505 FBKHFM355X150DP 355 x 150 460 20 11-26

CA7506 FBKHFM225X100DP 225 x 100 500 30 11-21

CA7507 FBKHFM250X100DP 250 x 100 500 30 11-21

CA7508 FBKHFM250X150DP 250 x 150 360 20 11-21

CA7509 FBKHFM250X200DP 250 x 200 360 20 11-21

CA7510 FBKHFM315X250DP 315 x 250 600 30 11-21

CA7511 FBKHFM400X150DP 400 x 150 460 20 11-26

Products comply with BS EN12201 / GIS PL2 - 4.

EF Flex Tee Saddles

Black – 4mm PE100 UPART

CA7512 FLTBKHFM110X25U 110 x 25† 120 10 11-17.6

CA7513 FLTBKHFM110X32U 110 x 32* 120 10 11-17.6

CA7514 FLTBKHFM125X25U 125 x 25 120 10 11-17.6

CA7515 FLTBKHFM125X32U 125 x 32* 120 10 11-17.6

CA7516 FLTBKHFM160X25U 160 x 25† 120 10 11-17.6

CA7517 FLTBKHFM160X32U 160 x 32† 120 10 11-17.6

CA7518 FLTBKHFM180X25U 180 x 25† 120 10 11-17.6

CA7519 FLTBKHFM180X32U 180 x 32* 120 10 11-17.6

CA7520 FLTBKHFM63X25U 63 x 25† 120 10 11

CA7521 FLTBKHFM63X32U 63 x 32* 120 10 11

CA7522 FLTBKHFM75X25U 75 x 25† 120 10 11-17.6

CA7523 FLTBKHFM75X32U 75 x 32* 120 10 11-17.6

CA7524 FLTBKHFM90X20U 90 x 20† 120 10 11-17.6

CA7525 FLTBKHFM90X25U 90 x 25† 120 10 11-17.6

CA7526 FLTBKHFM90X32U 90 x 32* 120 10 11-17.6
† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4.

EF Hydrant Branch Saddle Kits

Black – 4mm RILSAN

CA7527 HBSHFM110X80KRR 110 x 80 120 10 11-17.6

Black – 4mm PE100

CA7528 HBSHFM125X80KRR 125 x 80 120 10 11-17.6

CA7529 HBSHFM160X80KRR 160 x 80 120 10 11-17.6

CA7530 HBSHFM180X80KRR 180 x 80 120 10 11-17.6

CA7531 HBSHFM225X80KRR 225 x 80 120 10 11-17.6

CA7532 HBSHFM250X80KRR 250 x 80 120 10 11-17.6

CA7533 HBSHFM90X80KRR 90 x 80 100 10 11-17.6

Products comply with BS EN12201.
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Wolseley 
code

Supplier 
code

Size 
mm

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Branch Saddles

Black – 4mm PE100 Branch UPART

CA7534 MBBKHFM110X50U 110 x 50† 100 10 11-17.6

CA7535 MBBKHFM110X63U 110 x 63† 100 10 11-17.6

CA7536 MBBKHFM125X63U 125 x 63* 100 10 11-17.6

CA7537 MBBKHFM160X63U 160 x 63† 100 10 11-17.6

CA7538 MBBKHFM180X40U 180 x 40† 100 10 11-17.6

CA7539 MBBKHFM180X63U 180 x 63* 100 10 11-17.6

CA7540 MBBKHFM200X63U 200 x 63† 100 10 11-17.6

CA7541 MBBKHFM225X63U 225 x 63† 100 10 11-17.6

Black – 4mm PE100 Branch

CA7542 MBBKHFM250X63 250 x 63* 110 10 11-17.6

Black – 4mm Branch Saddle

CA7543 MBBKHFM280X63 280 x 63† 120 10 11-17.6

CA7544 MBBKHFM315X63 315 x 63* 120 10 11-21

CA7545 MBBKHFM355X63 355 x 63* 120 10 11-21

Black – 4mm PE100 Branch UPART

CA7546 MBBKHFM63X63U 63 x 63* 100 10 11-17.6

CA7547 MBBKHFM90X50U 90 x 50† 100 10 11-17.6

CA7548 MBBKHFM90X63U 90 x 63* 100 10 11-17.6
† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4.

EF T/Tee Saddles

Black – 4mm PE100 UPART(a) / 4mm PE100(b) / 4mm PE100 UPART Tube(c)

CA7549 MTBKHFM110X25U 110 x 25† (a) 80 10 11-17.6

CA7550 MTBKHFM110X32 110 x 32* (b) 80 10 11-17.6

CA7551 MTBKHFM110X32U 110 x 32* (a) 80 10 11-17.6

CA7552 MTBKHFM110X32UT 110 x 32* (c) 80 10 11-17.6

CA7553 MTBKHFM110X50U 110 x 50† (a) 100 10 11-17.6

CA7554 MTBKHFM110X63U 110 x 63* (a) 100 10 11-17.6

CA7555 MTBKHFM110X63UT 110 x 63* (c) 100 10 11-17.6

CA7556 MTBKHFM125X25 125 x 25† (b) 80 10 11-17.6

CA7557 MTBKHFM125X25U 125 x 25† (a) 80 10 11-17.6

CA7558 MTBKHFM125X32 125 x 32* (b) 80 10 11-17.6

CA7559 MTBKHFM125X32U 125 x 32* (a) 80 10 11-17.6

CA7560 MTBKHFM125X32UT 125 x 32* (c) 80 10 11-17.6

CA7561 MTBKHFM125X50U 125 x 50 (a) 100 10 11-17.6

CA7562 MTBKHFM125X63U 125 x 63* (a) 100 10 11-17.6

CA7563 MTBKHFM125X63UT 125 x 63* (c) 100 10 11-17.6

CA7564 MTBKHFM160X20U 160 x 20† (a) 100 10 11-17.6

CA7565 MTBKHFM160X25U 160 x 25† (a) 100 10 11-17.6

CA7566 MTBKHFM160X32 160 x 32† (b) 100 10 11-17.6

CA7567 MTBKHFM160X32U 160 x 32† (a) 100 10 11-17.6

CA7568 MTBKHFM160X32UT 160 x 32† (c) 100 10 11-17.6

CA7569 MTBKHFM160X50U 160 x 50† (a) 100 10 11-17.6

CA7570 MTBKHFM160X63U 160 x 63† (a) 100 10 11-17.6

CA7571 MTBKHFM160X63UT 160 x 63† (c) 100 10 11-17.6
† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4.

Fusion Plastics 
PE Pipe Fittings
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Electrofusion Fittings – Continued

Wolseley 
code

Supplier 
code

Size 
mm

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF T/Tee Saddles – Continued
Black – 4mm PE100 UPART(a) / 4mm PE100(b) / 4mm PE100 UPART Tube(c) / 
4mm PE100 Stackload(d)

CA7572 MTBKHFM180X25U 180 x 25† (a) 100 10 11-17.6

CA7573 MTBKHFM180X25UT 180 x 25† (c) 100 10 11-17.6

CA7574 MTBKHFM180X32 180 x 32* (b) 100 10 11-17.6

CA7575 MTBKHFM180X32U 180 x 32* (a) 100 10 11-17.6

CA7576 MTBKHFM180X32UT 180 x 32* (c) 100 10 11-17.6

CA7577 MTBKHFM180X50U 180 x 50† (c) 100 10 11-17.6

CA7578 MTBKHFM180X63U 180 x 63* (a) 100 10 11-17.6

CA7579 MTBKHFM180X63UT 180 x 63* (c) 100 10 11-17.6

CA7580 MTBKHFM200X32 200 x 32† (b) 100 10 11-17.6

CA7581 MTBKHFM200X32U 200 x 32† (a) 100 10 11-17.6

CA7582 MTBKHFM200X32UT 200 x 32† (c) 100 10 11-17.6

CA7583 MTBKHFM200X63U 200 x 63† (a) 100 10 11-17.6

CA7584 MTBKHFM200X63UT 200 x 63† (c) 100 10 11-17.6

CA7585 MTBKHFM225X25 225 x 25† (b) 100 10 11-17.6

CA7586 MTBKHFM225X25U 225 x 25† (a) 100 10 11-17.6

CA7587 MTBKHFM225X32 225 x 32* (b) 100 10 11-17.6

CA7588 MTBKHFM225X32U 225 x 32* (a) 100 10 11-17.6

CA7589 MTBKHFM225X32UT 225 x 32* (c) 100 10 11-17.6

CA7590 MTBKHFM225X63U 225 x 63* (a) 100 10 11-17.6

CA7591 MTBKHFM225X63UT 225 x 63* (c) 100 10 11-17.6

CA7592 MTBKHFM250X32 250 x 32* (b) 100 10 11-17.6

CA7593 MTBKHFM250X32T 250 x 32* (c) 100 10 11-17.6

CA7594 MTBKHFM250X63 250 x 63* (b) 110 10 11-17.6

CA7595 MTBKHFM315X32 315 x 32* (b) 100 10 11-17.6

CA7596 MTBKHFM315X63 315 x 63* (d) 120 10 11-21

CA7597 MTBKHFM355X32 355 x 32* (d) 100 10 11-17.6

CA7598 MTBKHFM40X32U 40 x 32† (a) 40 3 11

CA7599 MTBKHFM50X32U 50 x 32† (a) 40 3 11

CA7600 MTBKHFM50X32UT 50 x 32† (c) 40 3 11

CA7601 MTBKHFM63X20U 63 x 20† (a) 80 10 11

CA7602 MTBKHFM63X25U 63 x 25† (a) 80 10 11

CA7603 MTBKHFM63X32 63 x 32* (b) 80 10 11

CA7604 MTBKHFM63X32U 63 x 32* (a) 80 10 11

CA7605 MTBKHFM63X32UT 63 x 32* (c) 80 10 11

CA7606 MTBKHFM63X50U 63 x 50(a) 100 10 11-17.6

CA7607 MTBKHFM63X63U 63 x 63* (a) 100 10 11-17.6

CA7608 MTBKHFM63X63UT 63 x 63* (c) 100 10 11-17.6

CA7609 MTBKHFM75X25U 75 x 25† (a) 100 10 11-17.6

CA7610 MTBKHFM75X32UT 75 x 32* (c) 90 10 11-17.6

CA7611 MTBKHFM75X63U 75 x 63* (a) 90 10 11-17.6

CA7612 MTBKHFM90X25 90 x 25† (b) 90 10 11-17.6

CA7613 MTBKHFM90X25U 90 x 25† (a) 90 10 11-17.6

CA7614 MTBKHFM90X32 90 x 32* (b) 90 10 11-17.6

CA7615 MTBKHFM90X32U 90 x 32* (a) 90 10 11-17.6

CA7616 MTBKHFM90X32UT 90 x 32* (c) 90 10 11-17.6

CA7617 MTBKHFM90X50U 90 x 50† (a) 100 10 11-17.6

CA7618 MTBKHFM90X50UT 90 x 50† (c) 100 10 11-17.6

CA7619 MTBKHFM90X63U 90 x 63* (a) 100 10 11-17.6

CA7620 MTBKHFM90X63UT 90 x 63* (c) 100 10 11-17.6
† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4.



Fusion Plastics 
PE Pipe Fittings

Electrofusion Fittings – Continued

90 UTILITIES / PE Pipe Fittings

Wolseley 
code

Supplier 
code

Size 
mm

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Reducers

Black – 4mm PE100

CA7622 RBKHFM110X90 110 x 90 120 10 11-17.6

CA7623 RBKHFM125X90 125 x 90 160 10 11-17.6

CA7626 RBKHFM180X125 180 x 125 220 10 11-17.6

CA7627 RBKHFM25X20 25 x 20 35 3 11

CA7628 RBKHFM32X20 32 x 20 40 3 11

CA7630 RBKHFM32X25 32 x 25 30 3 11

CA7631 RBKHFM40X32 40 x 32 50 5 11

CA7632 RBKHFM50X32 50 x 32 60 5 11

CA7633 RBKHFM50X40 50 x 40 60 5 11

CA7634 RBKHFM63X32 63 x 32 90 5 11

CA7635 RBKHFM63X40 63 x 40 70 5 11

CA7636 RBKHFM63X50 63 x 50 120 10 11

CA7638 RBKHFM90X63 90 x 63 80 5 11-17.6

Products comply with BS EN12201 / GIS PL2 - 4.

Black – 4mm PE100 Excess Flow Valve

CA7629 RBKHFM32X20EFV 32 x 20 40 3 11

Products comply with BS EN12201.

EF Reducing Tees

Black – 4mm PE100

CA7639 RTBKHFM110X63 110 x 63† 140 10 11-17.6

CA7640 RTBKHFM110X90 110 x 90† 140 10 11-17.6

CA7641 RTBKHFM125X63# 125 x 63† 200 15 11-17.6

CA7642 RTBKHFM125X90 125 x 90† 200 15 11-17.6

CA7643 RTBKHFM160X110 160 x 110† 360 20 11-17.6

CA7644 RTBKHFM160X125# 160 x 125† 360 20 11-17.6

CA7645 RTBKHFM160X90# 160 x 90† 360 20 11-17.6

CA7646 RTBKHFM180X110# 180 x 110† 360 19 11-17.6

CA7647 RTBKHFM180X125 180 x 125† 360 19 11-17.6

CA7648 RTBKHFM180X90# 180 x 90† 360 19 11-17.6

CA7649 RTBKHFM25X32 25 x 32* 35 3 11

CA7650 RTBKHFM50X40 50 x 40† 120 10 11

CA7651 RTBKHFM63X40 63 x 40† 40 5 11

CA7652 RTBKHFM63X50 63 x 50† 40 5 11

CA7653 RTBKHFM90X63 90 x 63† 110 8 11-17.6

† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4. 
# Fabricated Product.
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Wolseley 
code

Supplier 
code

Size 
mm x inches

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Transition Saddles 

Black – 4mm PE100 BSP

CA7654 XBBKHFM110X1.3 110 x 1.3 120 10 11-17.6

CA7655 XBBKHFM110X2 110 x 2 120 10 11-17.6

CA7656 XBBKHFM125X1.3 125 x 1.3 120 10 11-17.6

CA7657 XBBKHFM160X1.3 160 x 1.3 120 10 11-17.6

CA7658 XBBKHFM160X1.5 160 x 1.5 120 10 11-17.6

CA7659 XBBKHFM160X2 160 x 2 120 10 11-17.6

CA7660 XBBKHFM180X1.5 180 x 1.5 120 10 11-17.6

CA7661 XBBKHFM180X2 180 x 2 120 10 11-17.6

CA7662 XBBKHFM200X2 200 x 2 120 10 11-17.6

CA7663 XBBKHFM250X2 250 x 2 120 10 11-17.6

CA7664 XBBKHFM250X2.5 250 x 2.5 120 10 11-17.6

CA7665 XBBKHFM63X1.3 63 x 1.3 120 10 11

CA7666 XBBKHFM90X1.3 90 x 1.3 100 10 11-17.6

CA7667 XBBKHFM90X1.5 90 x 1.5 100 10 11-17.6

Products comply with BS EN12201.

EF Female Transition Couplers

Black – 4mm PE100 BSP

CA7668 XCBKHFM25X0.8 25 x 0.8* 30 3 11

CA7669 XCBKHFM32X0.8 32 x 0.8† 30 3 11

CA7670 XCBKHFM32X1 32 x 1* 45 3 11

CA7671 XCBKHFM40X1 40 x 1† 50 5 11

CA7672 XCBKHFM40X1.3 40 x 1.3† 40 5 11

CA7673 XCBKHFM50X1.3 50 x 1.3† 60 5 11

CA7674 XCBKHFM50X1.5 50 x 1.5† 90 5 11

CA7675 XCBKHFM50X2 50 x 2† 120 10 11

CA7676 XCBKHFM63X1 63 x 1† 90 5 11

CA7677 XCBKHFM63X1.5 63 x 1.5† 120 10 11

CA7678 XCBKHFM63X2 63 x 2* 35 3 11
† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4.
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Wolseley 
code

Supplier 
code

Size 
mm x inches

Fusion 
time secs

Cooling 
time mins

SDR 
range

EF Female Transition Elbows

Black – 4mm PE100 BSPF

CA7679 XEBKHFM25X900.8 90º 25 x 0.75 30 3 11

CA7680 XEBKHFM32X901 90º 32 x 1 60 5 11

CA7681 XEBKHFM50X901.5 90º 50 x 1.5 90 5 11

CA7682 XEBKHFM63X902 90º 63 x 2 35 3 11

Products comply with BS EN12201.

EF Male Transition Coupler

Black – 4mm PE100 BSP

CA7683 ZCBKHFM25X0.8 25 x 0.75* 30 3 11

CA7684 ZCBKHFM32X0.8 32 x .75† 30 3 11

CA7685 ZCBKHFM32X1 32 x 1* 45 3 11

CA7686 ZCBKHFM32X1.3 32 x 1.25† 50 5 11

CA7687 ZCBKHFM40X1 40 x 1† 50 5 11

CA7688 ZCBKHFM40X1.3 40 x 1.25† 40 5 11

CA7689 ZCBKHFM40X1.5 40 x 1.5† 60 5 11

CA7690 ZCBKHFM50X1 50 x 1† 60 5 11

CA7691 ZCBKHFM50X1.3 50 x 1.25† 60 5 11

CA7692 ZCBKHFM50X1.5 50 x 1.5† 90 5 11

CA7693 ZCBKHFM50X2 50 x 2† 120 10 11

CA7694 ZCBKHFM63X1.3 63 x 1.25† 70 5 11

CA7695 ZCBKHFM63X1.5 63 x 1.5† 120 10 11

CA7696 ZCBKHFM63X2 63 x 2* 35 3 11
† Products comply with BS EN12201. 
* Products comply with BS EN12201 / GIS PL2 - 4.

EF Male Transition Elbows

Black – 4mm

CA7698 ZEBKHFM40X901.3 90º 40 x 1.2 50 5 11

CA7699 ZEBKHFM50X901 90º 50 x 1.5 90 5 11

Black – 4mm PE100

CA7700 ZEBKHFM63X452 45º 63 x 2 35 5 11

CA7701 ZEBKHFM63X902 90º 63 x 2 35 5 11

Products comply with BS EN12201.
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GF Piping Systems

Over the last 60 years, GF have developed many 
plastic systems to become Europe’s leading 
manufacturer of plastic pressure piping systems.

www.gfps.com/uk

Piping Solutions 
for Utilities

@gfps_uk

Approvals:
GIS PL2-4
WRAS
FM Global
BSi Kitemark to EN12201

A complete polyethylene solution for utilities and other applications 
that include pipes, fittings, fabrication and mechanical jointing. 
ELGEF provides a durable solution for mains water, waste water   
and gas supply transportation. 

d16 - d1200

follow us on

Lightweight

Non-corrosive

Prefabrication

Pre-insulation
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PE Pipe Fittings

Electrofusion Fittings

94 UTILITIES / PE Pipe Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

Electrofusion Couplers

BE0816 753911606%WI% 20 70 31 0.053

BE0815 753911607%WI% 25 70 36 0.05

BE0814 753911608%WI% 32 72 44 0.071

BE0813 753911609%WI% 40 80 54 0.0795

BE0812 753911610%WI% 50 88 66 0.131

BE0811 753911611%WI% 63 96 81 0.194

BE0810 753911612%WI% 75 110 96 0.282

BE0809 753911613%WI% 90 125 113 0.406

BE0808 753911614%WI% 110 145 138 0.692

BE0807 753911615%WI% 125 156 154 0.718

BE0806 753911616%WI% 140 166 172 0.945

BE0805 753911617%WI% 160 180 196 1.362

BE0804 753911618%WI% 180 192 219 1.747

BE0803 753911619%WI% 200 208 244 1.866

BE0802 753911620%WI% 225 225 273 3.329

BE0801 753911621%WI% 250 248 304 4.678

BE0800 753911622%WI% 280 252 340 7.5

BE0799 753911623%WI% 315 267 382 8.142

BE0797 753911704%WI% 355 291 438 13.098

BE0796 753911705%WI% 400 295 493 18.32

BE0795 753911706%WI% 450 327 554 24.7

BE0794 753911707%WI% 500 358 616 33.7

BE0793 753911708%WI% 560 396 689 46.2

BE0792 753911709%WI% 630 440 775 65.3

BE0791 753911710%WI% 710 463 874 87.4

BE0790 753911711%WI% 800 484 982 114.5

BE0798 753911652%WI% 900 550 1110 137.93

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

BE0781 753911817%WI% 160 180 186 1.017

BE0780 753911818%WI% 180 192 213 1.434

BE0779 753911819%WI% 200 206 233 1.726

BE0778 753911820%WI% 220 225 261 2.545

BE0777 753911821%WI% 250 248 304 4.616

BE0776 753911822%WI% 280 252 340 5.606

BE0775 753911823%WI% 315 267 382 6.1

BE0789 753911804%WI% 355 291 416 9.522

BE0788 753911805%WI% 400 295 467 18

BE0787 753911806%WI% 450 327 526 16

BE0786 753911807%WI% 500 358 584 22

BE0785 753911808%WI% 560 396 647 34

BE0784 753911809%WI% 630 440 727 35

BE0783 753911810%WI% 710 463 820 55.6

BE0782 753911811%WI% 800 484 922 73

BE0774 753911852%WI% 900 550 1030 93.15

BE0773 753911853%WI% 1000 600 1143 125.65

BE0772 753911854%WI% 1200 650 1370 196.45

Products above PE100 SDR17 PN10. 10 bar gas / 16 bar water.

Coupler ø20-63 

Coupler ø75-315 

Coupler ø355-800 

Coupler ø900 
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

Electrofusion Couplers – Continued

BE0771 753911950%WI% 710 360 797 31.92

BE0770 753911951%WI% 800 380 897 42.8

BE0769 753911952%WI% 900 400 1009 57.58

BE0768 753911953%WI% 1000 440 1121 79.27

BE0767 753911954%WI% 1200 480 1345 125.7

Products above PE100 SDR26 PN6. 6 bar water.

Electrofusion Elbows 90°

BE0896* 753101606%WI% 20 74 35 0.08

BE0895* 753101607%WI% 25 74 35 0.068

BE0894* 753101608%WI% 32 70 44 0.098

BE0747* 753101609%WI% 40 85 54 0.141

BE0893* 753101610%WI% 50 99 66 2

BE0892* 753101611%WI% 63 113 81 0.318

BE0891† 753101612%WI% 75 134 97 0.415

BE0890* 753101813%WI% 90 182 115 0.828

BE0889* 753101814%WI% 110 223 140 1.224

BE0888* 753101815%WI% 125 223 160 1.742

BE0887* 753101817%WI% 160 294 196 3.83

BE0886* 753101818%WI% 180 210 219 5.41

BE0885* 753101819%WI% 200 402 250 9.32

BE0884* 753101820%WI% 225 430 280 12.22

BE0883* 753101821%WI% 250 470 310 16.6

† Products PE100 SDR11. * Products PE100 SDR11 PN16. 
10 bar gas / 16 bar water.

Electrofusion Elbows 45°

BE0882* 753151608%WI% 32 – 44 0.075

BE0881* 753151609%WI% 40 – 54 0.106

BE0880* 753151610%WI% 50 – 66 0.171

BE0879* 753151611%WI% 63 – 81 0.252

BE0878† 753151612%WI% 75 – 97 0.332

BE0877* 753151813%WI% 90 – 115 0.583

BE0876* 753151814%WI% 110 – 140 0.985

BE0875* 753151815%WI% 125 – 160 1.438

BE0874* 753151817%WI% 160 – 196 3.055

BE0873* 753151818%WI% 180 – 217 4.037

BE0872* 753151819%WI% 200 – 250 7.566

BE0871* 753151820%WI% 225 – 280 11.3

BE0870* 753151821%WI% 250 – 310 13.5

† Products PE100 SDR11. * Products PE100 SDR11 PN16. 
10 bar gas / 16 bar water.

Elbow 90º 
ø20-63 

Elbow 90º 
ø75-180

Elbow 90º 
ø200-250 

Elbow 45º 
ø32-63

Elbow 45º 
ø75-180

Elbow 45º 
ø200-250 
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Electrofusion Equal Tees 90°

BE0848* 753211606%WI% 20 88 35 35 0.085

BE0847* 753211607%WI% 25 90 35 35 0.075

BE0846* 753211608%WI% 32 102 44 44 0.118

BE0845* 753211609%WI% 40 119 54 54 0.175

BE0844* 753211610%WI% 50 135 66 66 0.252

BE0843* 753211611%WI% 63 151 81 81 0.407

BE0842† 753211612%WI% 75 178 97 97 0.569

BE0869* 753201813%WI% 90 205 115 115 0.891

BE0868* 753201814%WI% 110 225 140 140 1.576

BE0867* 753201815%WI% 125 276 161 161 2.212

BE0866* 753201817%WI% 160 325 196 196 4.386

BE0865* 753201818%WI% 180 344 225 225 6.796

BE0864* 753201819%WI% 200 590 250 250 10.8

BE0863* 753201820%WI% 225 636 280 280 15.9

BE0862* 753201821%WI% 250 685 310 310 18.9

† Products PE100 SDR11. * Products PE100 SDR11 PN16. 
10 bar gas / 16 bar water.

Electrofusion Tee 90° Reduced Kits

BE0957 193281004%WI% 40 x 20 120 54 271 0.314

BE0956 193281005%WI% 40 x 25 120 54 271 0.319

BE0959 193280998%WI% 75 x 40 187 97 344.5 1.06

BE0958 193280999%WI% 90 x 50 202 112 392 1.655

BE0967 193280961%WI% 110 x 63 242 136 434 2.812

BE0966 193280963%WI% 125 x 63 256 151 436.5 3.673

BE0965 193280965%WI% 125 x 110 256 151 464.5 3.92

BE0950 193281032%WI% 180 x 90 344 225 599.5 10.891

BE0949 193281033%WI% 180 x 110 344 225 607.5 10.465

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Electrofusion Tees 90° Reduced 

BE0861 753211034%WI% 110 x 90 255 140 230 1.652

BE0860 753211035%WI% 125 x 90 255 156 246 2.242

BE0859 753211037%WI% 160 x 63 493 200 275 5.66

BE0858 753211039%WI% 160 x 90 492 200 289 5.508

BE0857 753211040%WI% 160 x 110 491 200 295 5.157

BE0856 753211059%WI% 200 x 90 595 250 341 9.012

BE0854 753211063%WI% 200 x 160 595 250 360 12.4

BE0853 753211069%WI% 225 x 90 666 280 370 13.1

BE0852 753211070%WI% 225 x 110 670 280 375 13.1

BE0851 753211073%WI% 225 x 160 667 280 395 13.6

BE0850 753211080%WI% 250 x 110 709 310 405 11.66

BE0849 753211083%WI% 250 x 160 711 310 421 17.07

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Equal Tee 90º ø20-63

Equal Tee 90º ø75-180

Equal Tee 90º ø200-250

Tee 90º Reduced Kit 
ø40-180
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Electrofusion Reducers

BE0840* 753901639%WI% 25 x 20 74 35 35 0.051

BE0839* 753901640%WI% 32 x 20 79 44 44 0.056

BE0838* 753901641%WI% 32 x 25 79 44 44 0.062

BE0837† 753901644%WI% 40 x 20 88 54 54 0.069

BE0836† 753901645%WI% 40 x 25 88 54 54 0.084

BE0835* 753901646%WI% 40 x 32 88 54 54 0.095

BE0834* 753901651%WI% 50 x 32 96 66 66 0.124

BE0833* 753901652%WI% 50 x 40 96 66 66 0.119

BE0832* 753901656%WI% 63 x 32 105 81 81 0.158

BE0831* 753901657%WI% 63 x 40 105 81 81 0.176

BE0830* 753901658%WI% 63 x 50 105 81 81 0.176

BE0829* 753901831%WI% 90 x 63 146 113 113 0.385

BE0828† 753901832%WI% 110 x 63 184 140 140 0.644

BE0827* 753901833%WI% 110 x 90 173 138 138 0.7

BE0826† 753901836%WI% 125 x 90 180 152 152 0.891

BE0823† 753901839%WI% 160 x 90 227 202 202 1.6

BE0818† 753901864%WI% 160 x 110 226 202 202 1.783

BE0817† 753901865%WI% 180 x 125 254 225 225 2.34

BE0825* 753901837%WI% 200 x 160 365 250 250 5.098

BE0824* 753901838%WI% 225 x 160 385 280 280 6

BE0822* 753901840%WI% 250 x 160 400 310 310 7.86

BE0821* 753901841%WI% 250 x 200 417 310 310 8.48

BE0820* 753901842%WI% 250 x 225 430 310 310 8.45

† Products PE100 SDR11. * Products PE100 SDR11 PN16. 
10 bar gas / 16 bar water.

Reducer ø25-63

Reducer ø90-180

Reducer ø200-250

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

Electrofusion Reducer (kits)

BE0964 193280992%WI% 75 x 40 265 96 0.574

BE0963 193280993%WI% 75 x 50 269 96 0.623

BE0962 193280994%WI% 75 x 63 273 96 0.7

BE0969 193280958%WI% 90 x 50 297 113 0.857

BE0961 193280995%WI% 90 x 75 308 113 1.071

BE0960 193280996%WI% 110 x 75 333 138 1.496

BE0970 193280953%WI% 125 x 63 314 154 1.567

BE0972 193280951%WI% 125 x 110 367 154 2.098

BE0971 193280952%WI% 160 x 125 414 196 3.252

BE0968 193280959%WI% 180 x 110 413 214 4.167

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

End Caps

BE0766 753961606%WI% 20 52 35 0.041

BE0765 753961607%WI% 25 52 35 0.046

BE0764 753961608%WI% 32 52 44 0.058

BE0763 753961609%WI% 40 56 54 0.064

BE0762 753961610%WI% 50 60 66 0.154

BE0761 753961611%WI% 63 66 81 0.142

BE0760 753961617%WI% 160 143 200 1.782

BE0759 753961619%WI% 200 162 250 3.585

BE0758 753961620%WI% 225 180 280 4.5

BE0757 753961621%WI% 250 185 310 6.3

BE0756 753961712%WI% 75 110 96 0.446

BE0755 753961713%WI% 90 125 113 0.663

BE0754 753961714%WI% 110 145 133 1.09

BE0753 753961715%WI% 125 158 155 1.345

BE0752 753961716%WI% 140 170 175 2.25

BE0751 753961717%WI% 160 180 197 2.382

BE0750 753961718%WI% 180 194 220 3.098

BE0749 753961719%WI% 200 208 245 4.18

BE0748 753961720%WI% 225 224 296 5.852

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Wolseley 
code

Supplier 
code

Nominal size 
mm - inches

Length 
mm

Height 
mm

Weight 
kg

Transition Couplers PE/Brass with Loose Nut

BE0931 720910007%WI% 25 - ¾ 104 36 0.232

BE0930 720910008%WI% 32 - 1 110 44 0.297

BE0926 720910028%WI% 32 - 1½ 114 44 0.48

BE0929 720910010%WI% 50 - 1½ 133 66 0.736

BE0927 720910021%WI% 63 - 1 137 81 1.013

BE0928 720910011%WI% 63 - 2 145 81 1.251

Products above PE100 SDR11 PN16. 16 bar water.

Transition Couplers PE/Brass Male Thread

BE0917 720920756%WI% 20 - ½ 110 31 0.187

BE0918 720920754%WI% 20 - 1 124 44 0.544

BE0916 720920757%WI% 25 - ¾ 111 36 0.254

BE0911 720920763%WI% 25 - 1 124 44 0.34

BE0910 720920764%WI% 32 - ½ 121 44 0.213

BE0909 720920765%WI% 32 - ¾ 122 44 0.268

BE0915 720920758%WI% 32 - 1 117 44 0.34

BE0908 720920766%WI% 32 - 1¼ 135 54 0.489

BE0907 720920767%WI% 32 - 1½ 143 60 0.635

BE0906 720920768%WI% 32 - 2 157 81 1

BE0905 720920771%WI% 40 - 1 133 54 0.364

BE0914 720920759%WI% 40 - 1¼ 127 54 0.514

BE0904 720920772%WI% 40 - 1½ 143 66 0.645

BE0903 720920773%WI% 40 - 2 157 81 0.961

BE0902 720920776%WI% 50 - 1 141 66 0.367

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

End Cap ø20-63

End Cap ø75-255

End Cap ø160-250



Wolseley 
code

Supplier 
code

Nominal size 
mm - inches

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Transition Couplers PE/Brass Female Thread

BE0925 720920258%WI% 32 - 1 108 – 44 0.306

BE0924 720920259%WI% 40 - 1¼ 118 – 54 0.496

BE0923 720920260%WI% 50 - 1½ 126 – 66 0.725

BE0921 720920281%WI% 63 - 1 138 – 81 1.3

BE0920 720920282%WI% 63 - 1¼ 138 – 81 1.23

BE0919 720920283%WI% 63 - 1½ 138 – 81 1.134

BE0922 720920261%WI% 63 - 2 138 – 81 1.057

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Transition Elbow 90° PE/Brass Female Thread

BE0942 720100258%WI% 32 - 1 89 44 89 0.359

BE0941 720100259%WI% 40 - 1¼ 100 54 100 0.525

BE0940 720100260%WI% 50 - 1½ 109 66 109 0.825

BE0938 720100281%WI% 63 - 1 123 81 123 1.42

BE0937 720100282%WI% 63 - 1¼ 123 81 123 1.391

BE0936 720100283%WI% 63 - 1½ 123 81 123 1.305

BE0939 720100261%WI% 63 - 2 123 81 123 1.165

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Transition Elbows 90° PE/Brass with Loose Nut

BE0948 720100007%WI% 25 - ¾ 90 36 90 0.24

BE0947 720100008%WI% 32 - 1 91 44 91 0.347

BE0944 720100018%WI% 32 - 1¼ 95 44 95 0.49

BE0946 720100010%WI% 50 - 1½ 116 66 116 0.85

BE0943 720100021%WI% 63 - 1 121 81 121 1.114

BE0945 720100011%WI% 63 - 2 129 81 129 1.375

Products above PE100 SDR11 PN16. 16 bar water.

Electrofusion Fittings – Continued
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Wolseley 
code

Supplier 
code

Nominal size 
mm - inches

Length 
mm

Height 
mm

Weight 
kg

Transition Couplers PE/Brass Male Thread – Continued

BE0901 720920777%WI% 50 - 1¼ 143 66 0.554

BE0913 720920760%WI% 50 - 1½ 135 66 0.652

BE0900 720920778%WI% 50 - 2 157 81 0.971

BE0899 720920781%WI% 63 - 1 151 81 0.441

BE0898 720920782%WI% 63 - 1¼ 153 81 0.6

BE0897 720920783%WI% 63 - 1½ 153 81 0.712

BE0912 720920761%WI% 63 - 2 147 81 0.943

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.
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Wolseley 
code

Supplier 
code

Nominal 
size mm 

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Electrofusion Saddles

BE0746 193131037%WI% 63 - 63 165 63 – 0.325

BE1150 193131047%WI% 75 - 63 165 63 – 0.455

BE1149 193131057%WI% 90 - 63 165 63 – 0.415

BE1148 193131067%WI% 110 - 63 165 63 – 0.0458

BE1052 193133067%WI% 110 - 63 182 63 – 0.49

BE1147 193131077%WI% 125 - 63 165 63 – 3502

BE1146 193131087%WI% 140 - 63 165 63 – 0.523

BE1145 193131097%WI% 160 - 63 165 63 – 0.493

BE1051 193133097%WI% 160 - 63 182 63 – 0.543

BE1144 193131107%WI% 180 - 63 165 63 – 0.6

BE1143 193131117%WI% 200 - 63 165 63 – 0.634

BE1142 193131127%WI% 225 - 63 165 63 – 0.618

BE1141 193131137%WI% 250 - 63 165 63 – 0.627

BE1140 193131147%WI% 280 - 63 165 63 – 0.359

BE1139 193131157%WI% 315/355 - 63 165 63 – 0.373

BE1138 193131177%WI% 400 - 63 165 63 – 0.3556

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

Tapping Saddle Monobloc Versions

BE1078 193131932%WI% 63 - 20 101 177.5 0.368

BE1077 193131933%WI% 63 - 25 101 177.5 0.393

BE1076 193131934%WI% 63 - 32 101 177.5 0.376

BE1075 193131952%WI% 90 - 20 108 243 0.494

BE1074 193131953%WI% 90 - 25 108 243 0.503

BE1073 193131954%WI% 90 - 32 108 243 0.505

BE1072 193131957%WI% 110 - 20 108 263 0.56

BE1070 193131963%WI% 110 - 25 108 263 0.57

BE1069 193131964%WI% 110 - 32 108 263 0.574

BE1068 193131967%WI% 110 - 63 132 263 0.684

BE1067 193131972%WI% 125 - 20 108 278.5 0.562

BE1066 193131973%WI% 125 - 25 108 278.5 0.552

BE1065 193131974%WI% 125 - 32 108 278.5 0.574

BE1064 193131977%WI% 125 - 63 108 278.5 0.704

BE1062 193131993%WI% 160 - 25 108 313 0.641

BE1061 193131994%WI% 160 - 32 108 313 0.648

BE1060 193131997%WI% 160 - 63 132 313 0.794

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

Tapping Saddle with 360° rotatable outlet

BE1137 193131402%WI% 63-20 165 186 0.754

BE1136 193131403%WI% 63-25 165 186 0.761

BE1135 193131404%WI% 63-32 165 186 0.773

BE1134 193131405%WI% 63-40 165 186 0.798

BE1131 193131437%WI% 63-63 165 234 1.623

BE1130 193131442%WI% 75-20 165 191 0.879

BE1129 193131443%WI% 75-25 165 191 0.9

BE1128 193131444%WI% 75-32 165 191 0.917

BE1127 193131445%WI% 75-40 165 240 0.958

BE1126 193131447%WI% 75-63 165 240 1.753

BE1125 193131452%WI% 90-20 165 199 0.856

BE1124 193131453%WI% 90-25 165 199 0.858

BE1123 193131454%WI% 90-32 165 199 0.857

BE1122 193131455%WI% 90-40 165 199 0.78

BE1121 193131457%WI% 90-63 165 248 1.707

BE1120 193131462%WI% 110-20 165 209 0.907

BE1119 193131463%WI% 110-25 165 209 0.905

BE1118 193131464%WI% 110-32 165 209 0.875

BE1117 193131465%WI% 110-40 165 209 0.961

BE1116 193131467%WI% 110-63 165 258 1.33

BE1115 193131473%WI% 125-25 165 216 0.943

BE1114 193131474%WI% 125-32 165 216 0.955

BE1113 193131475%WI% 125-40 165 216 0.964

BE1112 193131477%WI% 125-63 165 256 1.161

BE1111 193131482%WI% 140-20 165 234 0.941

BE1110 193131483%WI% 140-25 165 234 0.944

BE1109 193131484%WI% 140-32 165 234 0.972

BE1108 193131485%WI% 140-40 165 234 1.02

BE1107 193131487%WI% 140-63 165 283 1.833

BE1106 193131492%WI% 160-20 165 234 0.91

BE1105 193131493%WI% 160-25 165 234 0.933

BE1104 193131494%WI% 160-32 165 234 0.954

BE1103 193131495%WI% 160-40 165 234 0.965

BE1102 193131497%WI% 160-63 165 283 1.278

BE1101 193131502%WI% 180-20 165 244 1.02

BE1100 193131503%WI% 180-25 165 244 1.057

BE1099 193131504%WI% 180-32 165 244 1.045

BE1098 193131505%WI% 180-40 165 244 1.122

BE1097 193131507%WI% 180-63 165 293 1.918

BE1096 193131512%WI% 200-20 165 254 1.065

BE1093 193131515%WI% 200-25 165 254 1.065

BE1094 193131514%WI% 200-32 165 254 1.095

BE1095 193131513%WI% 200-40 165 254 1.131

BE1092 193131517%WI% 200-63 165 303 1.9

BE1091 193131522%WI% 225-20 165 266 1.46

BE1090 193131523%WI% 225-25 165 266 0.991

BE1089 193131524%WI% 225-32 165 266 1.095

BE1088 193131525%WI% 225-40 165 266 1.134

BE1087 193131527%WI% 225-63 165 315 1.951

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

Tapping Saddle with 360° rotatable outlet – Continued

BE1086 193131532%WI% 250-20 165 315 1.079

BE1085 193131533%WI% 250-25 165 279 1.095

BE1084 193131534%WI% 250-32 165 279 1.092

BE1083 193131535%WI% 250-40 165 279 1.113

BE1082 193131537%WI% 250-63 165 328 1.923

BE1081 193131547%WI% 280-63 165 328 1.51

BE1080 193131557%WI% 315/355-63 165 328 1.602

BE1079 193131577%WI% 400-63 165 328 1.473

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Branch Saddle outlets 90-125mm

BE1050 193135009%WI% 110 - 90 220 101 1.124

BE1049 193135010%WI% 110 - 110 220 107 1.224

BE1048 193135019%WI% 125 - 90 220 101 1.134

BE1047 193135020%WI% 125 - 110 220 107 1.29

BE1046 193135029%WI% 140 - 90 220 101 0.982

BE1045 193135030%WI% 140 - 110 220 107 1.087

BE1044 193135039%WI% 160 - 90 240 102 1.449

BE1043 193135040%WI% 160 - 110 240 108 1.582

BE1042 193135041%WI% 160 - 125 240 129 1.782

BE1041 193135049%WI% 180 - 90 260 102 1.672

BE1040 193135050%WI% 180 - 110 260 108 1.765

BE1039 193135051%WI% 180 - 125 260 129 2.015

BE1038 193135059%WI% 200 - 90 260 102 1.803

BE1037 193135060%WI% 200 - 110 260 108 1.963

BE1036 193135061%WI% 200 - 125 260 129 2.128

BE1035 193135069%WI% 225 - 90 260 102 2.006

BE1034 193135070%WI% 225 - 110 260 108 2.4

BE1033 193135071%WI% 225 - 125 260 129 2.312

BE1032 193135079%WI% 250 - 90 260 102 2.145

BE1031 193135080%WI% 250 - 110 260 108 2.258

BE1030 193135081%WI% 250 - 125 260 129 2.5

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Branch Saddle Topload outlets 90-125mm

BE1008 193135289%WI% 280 - 90 260 102 1.242

BE1007 193135290%WI% 280 - 110 260 108 1.295

BE1006 193135291%WI% 280 - 125 260 129 1.53

BE1003 193135309%WI% 315/355 - 90 260 102 1.214

BE1002 193135310%WI% 315/355 - 110 260 108 1.297

BE1001 193135311%WI% 315/355 - 125 260 129 1.53

BE1000 193135329%WI% 400 - 90 260 102 1.022

BE0999 193135330%WI% 400 - 110 260 108 1.116

BE0998 193135331%WI% 400 - 125 260 129 1.369

BE0997 193135339%WI% 450 - 90 260 102 1.022

BE0996 193135340%WI% 450 - 110 260 108 1.116

BE0995 193135341%WI% 450 - 125 260 129 1.369

BE1029 193135159%WI% 500/600 - 90 260 102 1.086

BE1028 193135160%WI% 500/600 - 110 260 108 1.159

BE1027 193135161%WI% 500/600 - 125 260 129 1.388

* Topload clamp required. 
Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Height 
mm

Weight 
kg

Branch Saddle Topload outlets 160-225mm

BE1026 193135202%WI% 315 - 160 322 212 2.662

BE1025 193135204%WI% 315 - 225 366 306 4.724

BE1024 193135212%WI% 355 - 160 322 206 2.662

BE1023 193135214%WI% 355 - 225 366 319 4.71

BE1022 193135222%WI% 400 - 160 322 198 2.678

BE1021 193135224%WI% 400 - 225 366 329 4.7

BE1020 193135232%WI% 450 - 160 322 194 2.678

BE1019 193135234%WI% 450 - 225 366 329 4.7

BE1018 193135242%WI% 500 - 160 322 186 2.708

BE1017 193135244%WI% 500 - 225 366 344 4.65

BE1016 193135252%WI% 560 - 160 322 183 2.708

BE1015 193135254%WI% 560 - 225 366 344 4.65

BE1014 193135262%WI% 630 - 160 322 177 2.5

BE1013 193135264%WI% 630 - 225 366 353 4.85

BE1012 193135272%WI% 710 - 160 322 172 2.5

BE1011 193135274%WI% 710 - 225 366 352 4.76

BE1010 193135282%WI% 800 - 160 366 168 2.5

BE1009 193135284%WI% 800 - 225 366 359 4.61

BE1005 193135294%WI% 900 - 225 366 359 4.61

BE1004 193135304%WI% 1000 - 225 366 359 4.61

Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Branch Saddle Topload outlets 315mm

BE0994 193135436%WI% 450 - 315 500 216 18.5

BE0993 193135446%WI% 500 - 315 500 216 17

BE0992 193135456%WI% 560 - 315 500 216 16.1

BE0991 193135466%WI% 630 - 315 500 216 15.95

BE0990 193135476%WI% 710 - 315 500 216 14.8

BE0989 193135486%WI% 800 - 315 500 216 14.3

BE0988 193135496%WI% 900 - 315 500 216 13.8

BE0987 193135506%WI% 1000 - 315 500 216 13.5

* Topload clamp required. 
Products above PE100 SDR11 PN16. 10 bar gas / 16 bar water.

Branch Saddle Topload outlets 315-500mm

BE0986 193135676%WI% 700 - 315 500 174 14

BE0985 193135686%WI% 800 - 315 500 174 13.5

BE0984 193135696%WI% 900 - 315 500 174 13.1

BE0983 193135698%WI% 900 - 500 700 237 32.6

BE0982 193135706%WI% 1000 - 315 500 174 12.8

BE0981 193135708%WI% 1000 - 500 700 237 31.4

BE0980 193135716%WI% 1200 - 315 500 174 12.3

BE0979 193135718%WI% 1200 - 500 700 237 29.4

BE0978 193135726%WI% 1400 - 315 500 174 11.9

BE0977 193135728%WI% 1400 - 500 700 237 28.1

BE0976 193135736%WI% 1600 - 315 500 174 11.7

BE0975 193135738%WI% 1600 - 500 700 237 27.1

BE0974 193135746%WI% 2000 - 315 500 174 11.3

BE0973 193135748%WI% 2000 - 500 700 237 25.7

* Topload clamp required. 
Products above PE100 SDR17. 5 bar gas / 10 bar water.
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Ductile Iron Pipe 
& Fittings

Saint-Gobain PAM

DI Pipe & Fittings for 
Water and Sewer applications  

Water Application  106-116 
Blutop / Natural Push-Fit Pipes and Fittings / 
Fabricated Pipes / Flanged Fittings / 
Classic Pipe Range

Sewer Application  117-119 
Integral Push-Fit Pipes and Fittings /  
Fabricated Pipes / Flanged Fittings

Valves  120-124 
Gate Valves / Air Valves / Flap Valves
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Technical details:
•    Diameter range: OD 75, 90, 110,  

125 and 160
• Manual Push-Fit Joint:
 – Non restrained (Blutop)
 – Self-restrained (Blutop Vi)
• Coatings:
 –  Pipes: BioZinalium*, Zn-AL (Cu) 

alloy 400g/m2 + Aquacoat (single 
component water-based paint) 

 – Fittings: Blue Epoxy 250µm
• Linings:
 –  Pipes: Ductan thermoplastic  

300 µm, nominal adhesion 8MPa
 – Fittings: Blue Epoxy 250µm
• 6 degrees of angular deflection

Key features and benefits:
•   Lighter pipe system, no cement 

mortar lining 
 – Manual handling
•  Ductile iron mechanical  

properties intact
•  Compatible with plastic pipes 

(PVC, PE, etc.)
• Easy to assemble 
• No need for bedding
• Use of excavated material as backfill
• No minimum height of cover
• Eco friendly:
 – Recycled and infinitely recyclable
 –  Less energy consumption linked to 

transport
•  Self-anchoring gasket available for 

restrained pipes application
•  Better hydraulic capacity than same 

OD plastics

Standards and approvals:
•    Approved for potable water under 

regulation 31.4.a
•   WRAS approved
•   Conforms with EN545

The Blutop range is a new Pipe System dedicated to small diameter potable 
water distribution.

*  BioZinalium is composed of 85% Zinc, 15% 
Aluminum and enriched with copper 5%.

Blutop 
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Saint-Gobain PAM 
Ductile Iron Pipe & Fittings
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Blutop – Continued

Pipes & Gaskets

Fittings

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg/m

Pipes, 6m long

W13841 KXL75H60AQ 75 5.10

P79115 KXL90H60AQ 90 6.20

P79116 KXM11H60AQ 110 7.60

W13842 KXM12H60AQ 125 8.60

P79117 KXM16H60AQ 160 12.50

Gaskets

P79071 JXL75BA 75 –

P79036 JXL90BA 90 –

P79037 JXM11BA 110 –

P79038 JXM12BA 125 –

P79072 JXM16BA 160 –

Anchor Gaskets

P79073 JXL75CA 75 –

P79039 JXL90CA 90 –

P79040 JXM11CA 110 –

P79041 JXM12CA 125 –

CA0599 JXM16CA 160 –

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg

Double Spigot Pipes, 1.16m long

W13843 229336 75 5.90

P79120 225410 90 7.10

P79121 225412 110 8.70

W13844 227062 125 10.00

P79123 229337 160 14.50

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg

90º Bends

P79074 KXL75CA 75 4.40

P79042 KXL90CA 90 5.50

P79043 KXM11CA 110 7.10

P79124 KXM12CA 125 8.80

P79075 KXM16CA 160 12.30

45º Bends

P79076 KXL75CB 75 4.20

P79044 KXL90CB 90 5.10

P79045 KXM11CB 110 6.20

P79046 KXM12CB 125 7.00

P79077 KXM16CB 160 10.30

Please note: weights are provided for estimation purposes only and actual values may vary from those 
provided in these tables.
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Saint-Gobain PAM 
Ductile Iron Pipe & Fittings

Please note: weights are provided for estimation purposes only and actual values may vary from those 
provided in these tables.

Fittings – Continued

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg

22.5º Bends

P79078 KXL75CD 75 3.40

P79047 KXL90CD 90 4.40

P79048 KXM11CD 110 5.50

P79049 KXM12CD 125 6.60

P79079 KXM16CD 160 9.20

11.25º Bends

P79076 KXL75CB 75 4.20

P79044 KXL90CB 90 5.10

P79045 KXM11CB 110 6.20

P79046 KXM12CB 125 7.00

P79077 KXM16CB 160 10.30

DN 80 Flanged Duckfoot Bends

P79125 KXL75DF0E 75 x 80 8.00

CA0601 KXL90DF0E 90 x 80 8.00

CA0602 KXM11DF0E 110 x 80 11.40

P79128 KXM12DF0E 125 x 80 13.60

P79129 KXM16DF0E 160 x 80 16.20

P79130 KXM16DF0F 160 x 100 16.40

Double Socket Tees with Flanged Branches

P79082 KXL75TD1A 75 x 40 5.80

P79083 KXL75TD1C 75 x 60 7.80

P79131 KXL90TD1A 90 x 40 6.80

P79132 KXL90TD1C 90 x 60 8.60

P79053 KXL90TD1E 90 x 80 9.40

P79133 KXM11TD1A 110 x 40 7.60

P79134 KXM11TD1C 110 x 60 9.40

P79054 KXM11TD1E 110 x 80 11.00

P79055 KXM11TD1F 110 x 100 12.20

P79135 KXM12TD1A 125 x 40 9.20

P79136 KXM12TD1C 125 x 60 10.80

P79056 KXM12TD1E 125 x 80 11.50

P79057 KXM12TD1F 125 x 100 12.20

P79137 KXM12TD1G 125 x 125 15.00

P79138 KXM16TD1A 160 x 40 11.30

P79084 KXM16TD1C 160 x 60 12.90

P79085 KXM16TD1E 160 x 80 14.30

P79086 KXM16TD1F 160 x 100 16.40

P79087 KXM16TD1G 160 x 125 18.00

P79088 KXM16TD1J 160 x 150 20.30
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Blutop – Continued

Please note: weights are provided for estimation purposes only and actual values may vary from those 
provided in these tables.

Fittings – Continued

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg

All Socket Tees

P79139 KXL75TE0C 75 x 75 5.60

P79140 KXL90TE0C 90 x 75 6.30

P79141 KXL90TE0D 90 x 90 6.80

P79142 KXM11TE0C 110 x 75 8.00

P79143 KXM11TE0D 110 x 90 8.00

P79144 KXM11TE0E 110 x 110 8.70

P79145 KXM12TE0C 125 x 75 8.80

P79146 KXM12TE0D 125 x 90 9.20

P79147 KXM12TE0E 125 x 110 10.00

P79148 KXM12TE0G 125 x 125 11.00

P79089 KXM16TE0E 160 x 110 13.00

P79090 KXM16TE0G 160 x 125 13.60

P79149 KXM16TE0J 160 x 160 15.10

Collars

P79058 KXL90MN 90 4.00

P79059 KXM11MN 110 4.90

P79060 KXM12MN 125 5.50

Semi-Sliding Collars

P79091 KXL75MM 75 5.30

P79150 KXL90MM 90 6.30

P79151 KXM11MM 110 7.30

P79152 KXM12MM 125 8.80

P79092 KXM16MM 160 10.70

Flanged Sockets

P79153 KXL75BE1C 75 5.00

P79061 KXL90BE1E 90 5.50

P79062 KXM11BE1F 110 6.70

P79063 KXM12BE1G 125 8.20

P79093 KXM16BE1J 160 11.00

Flanged Spigots

P79154 KXL75BU1C 75 3.85

P79064 KXL90BU1E 90 4.70

P79065 KXM11BU1F 110 6.00

P79066 KXM12BU1G 125 7.90

P79094 KXM16BU1J 160 12.10
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Please note: weights are provided for estimation purposes only and actual values may vary from those 
provided in these tables.

Fittings – Continued

Accessories

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg

Tapers

P79160 KXL90VE0C 90 x 75 3.70

P79161 KXM11VE0C 110 x 75 4.60

CA0600 KXM11VE0D 110 x 90 5.00

P79163 KXM12VE0C 125 x 75 5.10

P79164 KXM12VE0D 125 x 90 5.20

P79165 KXM12VE0E 125 x 110 5.50

P79095 KXM16VE0C 160 x 75 6.50

P79096 KXM16VE0D 160 x 90 7.00

P79097 KXM16VE0E 160 x 110 7.40

P79098 KXM16VE0G 160 x 125 7.80

Quick Flanges

P79099 226300 75 x 60/65 2.40

P79166 216901 90 x 80 2.80

P79167 216902 110 x 100 3.40

P79168 216906 125 x 125 4.30

P79100 226301 160 x 150 5.70

Drilling & Tapping Saddles

Please enquire 75 –

P79180 223387 90 12.60

P79181 223389 110 16.00

P79182 223390 125 22.60

P79183 233804 160 29.80

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg

Jointing Tools*
Blutop Jointing Kit DN/OD75-160

P79184 233859 – 11.45

Blutop Jointing Tool – Spares

P79185 233851 FORK OD75 0.80

P79186 233852 FORK OD90 1.20

P79187 233854 FORK OD110 1.35

P79188 233855 FORK OD125 1.40

P79189 233856 FORK OD160 1.80

P79190 233857 SLING 0.30

*  To be used only when the utilisation of a pinch bar or 
similar is not possible.
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Valves

Wolseley 
code

Supplier 
code

DN/OD 
mm

Weight 
kg

Push-Fit Resilient Seated Gate Valve for Blutop  
or Plastic Pipes

Anti-clockwise Close with Cap Top

P79169 RDL75KDXH 75 12.30

P79170 RDL90KDXH 90 12.80

P79171 RDM11KDXH 110 16.20

P79172 RDM12KDXH 125 22.80

P79173 RDM16KDXH 160 30.00

Clockwise Close without Cap Top

P79174 RDL75KBXH 75 12.10

P79175 RDL90KBXH 90 12.60

P79176 RDM11KBXH 110 16.00

P79177 RDM12KBXH 125 22.60

P79178 RDM16KBXH 160 29.80

Drilling & Tapping Saddles

Please enquire 75 –

P79180 223387 90 12.60

P79181 223389 110 16.00

P79182 223390 125 22.60

P79183 233804 160 29.80

We can 
supply 
trenchless 
technology

Speak to one of our team today on 0344 824 4482

GET IN TOUCH
0344 824 4482
mcafusionhire.co.uk
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•  Butt Fusion

•  Electrofusion 

•  Trenchless Technology
•  Electrical & Telecoms
•  Flow Stopping & Under Pressure Drilling Equipment
•  WASK Equipment

•  Testing Equipment
•  Towing & Cleaning

•  Pipe & Cable Detection
•  Hot Air Welding & Extrusion
•  Fibre Blowing Equipment
•  Tooling

HIRE

THE ESSENTIAL 
HIRE GUIDE

INFRASTRUCTURE SOLUTIONS
BUILT AROUND YOU

Version 2    2017

Whilst every care has been taken to ensure that the information included in this publication was accurate 
at the time of printing, we reserve the right to change product details at any time. Due to the limitations 
in the printing process images may not be representative of their true colours and colour variations may 
occur due to the natural origin of the products. All photographs are as a guide only and do not necessarily 
represent the products available. Stock may vary from branch to branch and is subject to availability.

Version 2, 2017 E&OE 

30839

Pick up a copy of our 
handy hire guide at your 
local branch today



The PAM Natural range is a pipeline product dedicated to potable water 
applications, with a superior performance coating suitable for most types of 
soils. The PAM Natural range of pipes is available in diameters DN80 to 1000 
and features a new high-performance external coating BioZinalium, a zinc/
aluminum alloy enriched with copper and red aquacoat paint for DN80 to 600. 

All Fittings are coated internally and externally with blue epoxy. Pipes and 
fittings are supplied as standard with the Rapid Push Fit Joint or Flanged Joints.

Wolseley 
code

Supplier 
code

Size 
mm

Natural BioZinalium Push-Fit Pipe, 6m long

P88466 NSA80Q60AQ 80

P88467 NSB10Q60AQ 100

P88468 NSB15Q60AQ 150

P88469 NSB20Q60AQ 200

P88470 NSB25Q60AQ 250

P88471 NSB30F60AQ 300

For larger DN consult us

Push-Fit Gaskets (EPDM)

P80048 185405 80

P80148 185406 100

P80248 185407 150

P80348 185408 200

P83086 185409 250

P83087 185410 300

Push-Fit Gaskets (Anchor – EPDM)

P83092 JSA80CA 80

P83093 JSB10CA 100

P81236 JSB15DA 150

P81237 JSB20DA 200

P81238 JSB25DA 250

P83097 JSB30CA 300

Saint-Gobain PAM 
Ductile Iron Pipe & Fittings
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Natural Push-Fit Pipes – Water Application
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Natural Fabricated Pipes

Burdens can supply a range of Fabricated Pipe tailored to customer 
requirements. Double Flanged Pipe, Flange and Spigot Pipe, Double Spigot Pipe, 
Socket and Spigot Pipe (short length) and Flange and Socket Pipe, all with or 
without Puddle Flanges, are available in a variety of lengths in diameter 
DN80 to 2000.

For further information on this range, please contact your local branch.

Wolseley 
code

Supplier 
code

Size 
mm

Double Flange 1000mm long

P84175 BBA80MT1CAC 80

P84176 BBB10MT1CAC 100

P84177 BBB15MT1CAC 150

P84240 QB20BB10AC2 200

P84256 QB25BB10AC2 250

BA4705 BBB30MT2CAC 300

Flange Spigot 1000mm long

P84169 QA80BU10AC1 80

P84170 QB10BU10AC1 100

P84171 QB15BU10AC1 150

P84248 QB20BU10AC2 200

P84264 QB25BU10AC2 250

P84271 QB30BB10AC2 300

We’ve 
got bags 
of cement 
in the mix

Civils pages 284-285
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Natural Push-Fit Fittings

Natural Push-Fit Fittings

Wolseley 
code

Supplier 
code

Size 
mm

90° Bends

P80001 SSA80CA00TT 80

P80101 SSB10CA00TT 100

P80201 SSB15CA00TT 150

P80301 SSB20CA00TT 200

P82734 SSB25CA00TT 250

P82765 SSB30CA00TT 300

45° Bends

P80002 SSA80CB00TT 80

P80102 SSB10CB00TT 100

P80202 SSB15CB00TT 150

P80302 SSB20CB00TT 200

P82735 SSB25CB00TT 250

P82766 SSB30CB00TT 300

22.5° Bends

P80004 SSA80CD00TT 80

P80104 SSB10CD00TT 100

P80203 SSB15CD00TT 150

P80304 SSB20CD00TT 200

P82736 SSB25CD00TT 250

P82767 SSB30CD00TT 300

11.25° Bends

P80005 SSA80CE00TT 80

P80105 SSB10CE00TT 100

P80205 SSB15CE00TT 150

P80305 SSB20CE00TT 200

P82737 SSB25CE00TT 250

P82768 SSB30CE00TT 300

Duckfoot Bends

P80006 SSA80CF00TT 80

P80106 SSB10CF00TT 100

P80206 SSB15CF00TT 150

P80306 SSB20CF00TT 200

P82738 SSB25CF00TT 250

P82769 SSB30CF00TT 300

Wolseley 
code

Supplier 
code

Size 
mm

Concentric Tapers

P80132 SSB10VE0ETT 100-80

P80232 SSB15VE0ETT 150-80

P80231 SSB15VE0FTT 150-100

P80330 SSB20VE0JTT 200-150

P82748 SSB25VE0JTT 250-150

P82749 SSB25VE0KTT 250-200

P82767 SSB30CD00TT 300-250

Equal Tees

P80010 SSA80TE0ETT 80

P80110 SSB10TE0FTT 100

P80210 SSB15TE0JTT 150

P80310 SSB20TE0KTT 200

P82741 SSB25TE0LTT 250

P82774 SSB30TE0MTT 300

F on Double Socket Tees

P80021 SSA80UD1ETT 80-80

P80122 SSB10UD1ETT 100-80

P80121 SSB10UD1FTT 100-100

P80222 SSB15UD1ETT 150-80

P80223 SSB15UD1FTT 150-100

P80322 SSB20UD1ETT 200-80

P80323 SSB20UD1FTT 200-100

P82742 SSB25UD1ETT 250-80

P82743 SSB25UV1FTT 250-100

P82775 SSB30UD1ETT 300-80

P82776 SSB30UV1FTT 300-100
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Natural Flanged Fittings

Natural Flanged Fittings
Wolseley 

code
Supplier 

code
Size 
mm

Concentric Tapers

P80161 BBB10VE1ETT 100-80

P80262 BBB15VE1FTT 150-100

P80363 BBB20VE2JTT 200-150

F80052 BBB25VE2KTT 250-200

F80057 BBB30VE2LTT 300-250

Duckfoot Bends

P80058 BBA80CF10TT 80

P80158 BBB10CF10TT 100

P80258 BBB15CF10TT 150

P80358 BBB20CF20TT 200

P82751 BBB25CF20TT 250

P82751 BBB30CF20TT 300

Blank Flanges

P80087 186646 80

P80187 186661 100

P80287 BBB15QN10TT 150

P80387 BBB20QN20TT 200

F80033 BBB25QN20TT 250

F80034 BBB30QN20TT 300

Riser pieces, 150mm long

P80070 BBA80MT1ZTT 80

P80170 BBB10MT1ZTT 100

P80270 BBB15MT1ZTT 150

F80091 BBB20MT2ZTT 200

Riser pieces, 200mm long

P80071 BBA80MT1VTT 80

P80171 BBB10MT1VTT 100

F80088 BBB15MT1VTT 150

F80092 BBB20MT2VTT 200

Wolseley 
code

Supplier 
code

Size 
mm

90° Bends

P80050 BBA80CA10TT 80

P80150 BBB10CA10TT 100

P80250 BBB15CA10TT 150

P80350 BBB20CA20TT 200

F80021 BBB25CA20TT 250

F80025 BBB30CA20TT 300

45° Bends

P80051 BBA80CB10TT 80

P80151 BBB10CB10TT 100

P80251 BBB15CB10TT 150

P80351 BBB20CB20TT 200

F80022 BBB25CB20TT 250

F80026 BBB30CB20TT 300

22.5° Bends

P80053 BBA80CD10TT 80

P80153 BBB10CD10TT 100

P80253 BBB15CD10TT 150

P80353 BBB20CD20TT 200

F80023 BBB25CD20TT 250

F80027 BBB30CD20TT 300

11.25° Bends

P80054 BBA80CE10TT 80

P80154 BBB10CE10TT 100

P80254 BBB15CE10TT 150

P80354 BBB20CE20TT 200

F80024 BBB25CE20TT 250

F80028 BBB30CE20TT 300

Equal Tees

P80059 BBA80TE1ETT 80

P80159 BBB10TE1FTT 100

P80259 BBB15TE1JTT 150

P80359 BBB20TE2KTT 200

F80072 BBB25TE2LTT 250

F80078 BBB30TE2MTT 300
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Classic Pipe Range

Large diameter pipe system dedicated to potable water applications.  
The Classic range is available in diameters DN 900 to DN 2000 and offers  
a high degree of protection against the majority of soil conditions.

• Eco friendly – recycled and infinitely recyclable

• Approved for potable water under regulation 31.4.a

• WRAS approved

• Kitemarked to EN545

Wolseley 
code

Supplier 
code

Size 
mm

Length 
mm

Pipes

W13846 SSB70G70 700 6000/6960

W13846 SSB80G70 800 6950

Tonnes of sand 
and aggregates 

Civils page 286
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For sewerage and wastewater applications Saint-Gobain PAM 
UK offers a comprehensive range of Ductile Pipes & Fittings. 
The Integral range is available in diameters DN80 to DN1000 
and features a new high performance external coating 
BioZinalium, a zinc/aluminum alloy enriched with copper and 
red aquacoat paint for DN80 to 300 and Zinalium, a zinc/
aluminum alloy plus red epoxy for DN350 to DN1000. All 
fittings are coated internally and externally with red epoxy.

Integral Push-Fit Pipes – Sewer Application

Wolseley 
code

Supplier 
code

Size 
mm

Integral BioZinalium Push-fit Pipe, 6m long

P75493 TSA80E60BP 80

P75494 TSB10E60BP 100

BD2423 TSB15E60BP 150

BD2424 TSB20E60BP 200

BD2425 TSB25E60BP 250

BD2426 TSB30E60BP 300

Push-Fit Gaskets (Nitrile)

P83088 JSA80BB 80

P83565 JSB10BB 100

P83579 JSB15BB 150

P83089 JSB20BB 200

P83090 JSB25BB 250

P83091 JSB30BB 300

Can’t find 
what you’re 
looking for?

Speak to one of our team today on 0344 2511 999
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Wolseley 
code

Supplier 
code

Size 
mm

90° Bends

P82798 TSA80CA 80

P83556 TSB10CA 100

P83569 TSB15CA 150

P83584 TSB20CA 200

P83599 TSB25CA 250

P83615 TSB30CA 300

45° Bends

P82799 TSA80CB 80

P83557 TSB10CB 100

P83570 TSB15CB 150

P83585 TSB20CB 200

P83600 TSB25CB 250

P83616 TSB30CB 300

22.5° Bends

P82800 TSA80CD 80

P83558 TSB10CD 100

P83571 TSB15CD 150

P83586 TSB20CD 200

P83601 TSB25CD 250

P83617 TSB30CD 300

11.25° Bends

P82801 TSA80CE 80

P83559 TSB10CE 100

P83572 TSB15CE 150

P83587 TSB20CE 200

P83602 TSB25CE 250

P83618 TSB30CE 300

Wolseley 
code

Supplier 
code

Size 
mm

Concentric Tapers

P83566 TSB10VE0E 100-80

P83580 TSB15VE0E 150-80

P83581 TSB15VE0F 150-100

P83596 TSB20VE0J 200-150

P83612 TSB25VE0K 250-200

P83630 TSB30VE0L 300-250

Equal Tees

P82802 TSA80TE0E 80

P83561 TSB10TE0F 100

P83574 TSB15TE0J 150

P83590 TSB20TE0K 200

P83606 TSB25TE0L 250

P83623 TSB30TE0M 300

F on Double Socket Tees

P82803 TSA80UD1E 80-80

P83562 TSB10UD1E 100-80

P83563 TSB10UD1F 100-100

P83575 TSB15UD1E 150-80

P83576 TSB15UD1F 150-100

P83591 TSB20UD1E 200-80

P83592 TSB20UD1F 200-100

P83607 TSB25UD1E 250-80

P83608 TSB25UD1F 250-100

P83624 TSB30UD1E 300-80

P83625 TSB30UD1F 300-100

Duckfoot Bends

BA4293 SSA80CF00FF 80

BA4347 SSB10CF00FF 100

W13847 SSB15CF00FF 150

W13848 SSB20CF00FF 200

W13849 SSB25CF00FF 250

W13850 SSB30CF00FF 300
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Integral Flanged Fittings

Wolseley 
code

Supplier 
code

Size 
mm

90° Bends

P83637 BBA80CA10FF 80

P83658 BBB10CA10FF 100

P83682 BBB15CA10FF 150

P83704 BBB20CA20FF 200

P83728 BBB25CA20FF 250

P83754 BBB30CA20FF 300

45° Bends

P83638 BBA80CB10FF 80

P83659 BBB10CB10FF 100

P83683 BBB15CB10FF 150

P83705 BBB20CB20FF 200

P83729 BBB25CB20FF 250

P83755 BBB30CB20FF 300

22.5° Bends

P83639 BBA80CD10FF 80

P83660 BBB10CD10FF 100

P83684 BBB15CD10FF 150

P83706 BBB20CD20FF 200

P83730 BBB25CD20FF 250

P83756 BBB30CD20FF 300

11.25° Bends

P82801 TSA80CE 80

P83559 TSB10CE 100

P83572 TSB15CE 150

P83587 TSB20CE 200

P83602 TSB25CE 250

P83618 TSB30CE 300

Equal Tees

P83643 BBA80TE1EFF 80

P83666 BBB10TE1FFF 100

P83690 BBB15TE1JFF 150

P83713 BBB20TE2KFF 200

P83738 BBB25TE2LFF 250

P83765 BBB30TE2MFF 300

Wolseley 
code

Supplier 
code

Size 
mm

Concentric Tapers

P83671 BBB10VE1EFF 100-80

P83695 BBB15VE1FFF 150-100

P83719 BBB20VE2JFF 200-150

P83744 BBB25VE2KFF 250-200

P83773 BBB30VE2LFF 300-250

Duckfoot Bends

P83641 BBA80CF10FF 80

P83662 BBB10CF10FF 100

CA0635 BBB15CF10FF 150

P83708 BBB20CF20FF 200

P83732 BBB25CF20FF 250

P83758 BBB30CF20FF 300

Blank Flanges

P83652 BBA80QN10FF 80

P83676 TBB10QN10FF 100

P83701 TBB15QN10FF 150

P83726 BBB20QN20FF 200

P83751 BBB25QN20FF 250

P83780 BBB30QN20FF 300

Riser pieces, 150mm long

P83633 BBA80MT1ZFF 80

P83653 BBB10MT1ZFF 100

P83677 BBB15MT1ZFF 150

Riser pieces, 200mm long

P83633 BBA80MT1ZFF 80

P83653 BBB10MT1ZFF 100

P83677 BBB15MT1ZFF 150
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Gate Valves

The Gateway resilient seated gate valve is fully compliant to BS EN 1074-2 and 
BS5163-1. Its lightweight design constructed in ductile iron offers a robust and 
durable valve. The valve is suitable for use in potable water systems and buried 
service. Available options:
• Cap top operated
• Handwheel operated
• Clockwise close & anti-clockwise close

Wolseley 
code

Supplier 
code

DN 
mm

PN16 clockwise

K84868 190559 50

K84870 190561 80

K84871 190563 100

K84873 190565 150

K84874 190567 200

K84875 221863 250

K84876 190571 300

For PN10 and ACC consult us.

Wolseley 
code

Supplier 
code

DN 
mm

H-w clockwise

K10109 209158 50-150

K10112 205971 200-300

Accessories

FH2 Underground Fire Hydrant DN80 BS750 – 
Type Loose Stopper and Fixed Stopper

Wolseley 
code

Supplier 
code

Mass 
kg

Fixed Stopper Standard Design

K84891 230709 14.2
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Appendix

Air Valve

The triple function high flow (430 m3/h) and low flow (5 m3/h) is available in 
DN80, DN100 & DN150.

Maxi pressure 16 bar. Flange ISO NP10.

• Functions of the air valve :

 1. Air outlet with high flow : pipeline filling

 2. Air blowing-off in pressure : pipeline in normal service

 3. Air inlet with high flow : pipeline draining

•  The air valve protects the pipeline by the air extraction in the pipelines 
high points

•  The valve body, in mechanically-welded steel, is protected by oven-baked 
epoxy-resin thickness 200 microns. The mobile clapper/float assembly is 
entirely made from plastic material, neutral to any corrosive aggression by 
the waste water

The use of sewage air valves is economic for the pipeline installation. By using 
air valves, the pipeline can follow the ground relief and avoid the cost of the 
necessary construction works to follow a regular pipeline profile.

DN 
mm

High flow 
m³/h

Low flow 
m³/h

A 
mm

H 
mm

D 
mm

d female 
inches

P 
inches

Mass 
kg References

50-60-65 600 2,2 220 585 185 1 Purge/Nozzle ¾ 28 238030

80 940 2,2 274 685 200 1½ Purge/Nozzle ¾ 28 161771

100 940 2,2 274 685 220 2 Purge/Nozzle ¾ 32 RCB10ERBF

150 2400 5 356 750 285 3 Purge/Nozzle ¾ 45 RCB15ERBF

200 2400 5 356 970 340 3 Purge/Nozzle ¾ 60 RCB20ERBF
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Appendix – Continued

Flap Valve Stainless steel 304L

Description

The stainless steel 304L flap valves are mechanical equipment with an 
horizontal axis with a gate. They are designed for control downstream and 
upstream flows.

The range is available in round version and square version. Round version: 
DN80 to 2000 (on concrete wall or with flanges), square version L=80x80 to 
L=2000x2000.

The round valve can be installed on flange PN10 or on a concrete wall. 
The square valve can be installed directly on the concrete wall.
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Appendix – Continued

Dimensions and mass

DN 
mm

Ø D 
mm

Ø K 
mm

Ø d 
mm

N 
mm

A 
mm

B 
mm

C 
mm

J 
mm

R 
mm

Mass 
kg References

Round Flap Valve with Universal Flange (installation on concrete wall)

80 200 160 10 4 128 170 – – 195 7,5 232179

100 220 180 10 4 128 170 – – 215 8,5 232181

150 285 240 10 4 128 208 – – 260 15,0 232182

200 340 295 10 4 128 208 – – 325 20,0 232183

250 395 350 10 6 128 208 – – 355 26,0 232184

300 445 400 10 6 128 208 – – 405 32,0 232187

350 505 460 10 6 128 208 – – 470 38,0 232188

400 565 515 10 6 128 228 50 – 510 46,0 232190

450 615 565 12 8 128 228 50 – 570 62,0 232192

500 670 620 12 8 128 228 50 – 610 74,0 232193

600 780 725 12 8 128 228 50 20 725 84,0 232195

700 895 840 12 8 128 228 50 20 815 106,0 232198

800 1015 950 12 8 128 228 80 20 920 124,0 232200

References include necessary bolts. Counterweights are not included.

DN 
mm

Ø D 
mm

Ø K 
mm Bolts N 

mm
A 

mm
B 

mm
C 

mm
J 

mm
R 

mm
Mass 

kg References

Round Flap Valve for PN10 Flange Connection

80 200 160 M10 x 55 4 128 170 – 20 195 8,0 236139

100 220 180 M10 x 55 8 128 170 – 20 220 9,0 236140

150 285 240 M10 x 60 8 128 208 – 22 260 16,0 236151

200 340 295 M10 x 60 8 128 208 – 24 325 21,0 236152

250 395 350 M12 x 70 12 128 208 – 26 355 27,0 235838

300 445 400 M12 x 70 12 128 208 – 26 405 33,0 236154

350 505 460 M12 x 70 16 128 208 – 28 470 40,0 236155

400 565 515 M12 x 70 16 128 228 60 32 515 48,0 236156

450 615 565 M12 x 80 20 128 228 60 38 570 62,0 236157

500 670 620 M12 x 80 20 128 228 60 38 610 74,0 236158

600 780 725 M12 x 80 20 128 228 60 38 725 84,0 236160

700 895 840 M16 x 90 24 128 228 60 40 815 106,0 236161

800 1015 950 M16 x 90 24 145 245 80 44 920 136,0 236162

References do not include necessary bolts. Counterweights are not included.

Round Flap Valve with universal flange Round Flap Valve for PN10 flange connection
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Appendix – Continued

Dimensions and mass – Continued

(DN) L x H 
mm

X / Y 
mm

K 
mm

Ø d 
mm

N 
mm

A 
mm

B 
mm

C 
mm

J 
mm

R 
mm

Mass 
kg References

Square Flap Valve (installation on concrete wall)

80 x 80 280 x 310 15 10 4 130 215 – – 230 25,0 232768

100 x 100 300 x 330 15 10 4 130 215 – – 250 30,0 232769

150 x 150 350 x 380 15 10 8 130 215 – – 300 40,0 232770

200 x 200 400 x 430 15 10 8 130 215 – – 350 45,0 232772

250 x 250 450 x 480 15 12 8 130 215 – – 400 50,0 232773

300 x 300 500 x 430 15 12 12 130 215 – – 450 55,0 232775

350 x 350 550 x 580 15 12 12 130 215 – – 500 60,0 232777

400 x 400 600 x 630 15 12 12 130 215 60 – 580 65,0 232778

450 x 450 650 x 680 15 12 12 130 215 60 – 630 70,0 232779

500 x 500 720 x 750 25 12 12 130 215 60 20 380 85,0 232780

600 x 600 820 x 850 25 12 14 130 215 60 20 890 105,0 232781

700 x 700 920 x 950 25 16 14 130 215 60 20 880 120,0 232782

800 x 800 1020 / 1050 25 16 14 150 215 80 20 980 135,0 232783

References include necessary bolts. Counterweights are not included.

Square Flap Valve

Looking for PE 
pipe systems?

Utilities pages 7-24
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Valves, Hydrants  
& Fittings

AVK

Water Valves 126-134 
Gate Valves / Fire Hydrants / 
Check Valves / Air Valves / Accessories

Gas Valves 135-143 
Gate Valves / Drilling Valves / 
Ball Valves / Accessories

Water Fittings 144-149 
Couplings / Adaptors / 
Repair Clamps / Under Pressure Tees 

Gas Fittings 150-152 
Repair Clamps / Tees / End Caps

Talis
Service Fittings 154 
Ferrule Straps, Stopcocks and Chambers

Viking Johnson

Couplings & Adaptors  
QuickFit 155-157 
Couplings / Flange Adaptors

FlexLock 158-161 
Couplings / Flange Adaptors

AquaFast 162-165 
Couplings / Flange Adaptors

AquaGrip 166-167 
Couplings / Flange Adaptors

UltraGrip 168-171 
Couplings / Flange Adaptors

MaxiFit 172-175 
Couplings - Standard Sleeve & Long Sleeve / 
Couplings - Large Diameter

MaxiDaptor 176-177 
Large Diameter Flange Adaptors PN16
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Gate Valves

AVK
Water Valves

Series 21/35 CTC

Series 21/50 CTC

Series 21/35 CTO

Series 21/50 CTO

Full description:

•  Resilient Seat Gate Valve
•  BS EN 1074-1&2 / 

BS 5163-1&2
•  Ductile iron body
•  EPDM rubber wedge
•  WRAS approved 
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated according to 

WIS 4-52-01 class B
•  Closing direction: CTC
•  DN80-200

Full description:

•  Resilient Seat Gate Valve
•  BS EN 1074-1&2 / 

BS 5163-1&2
•  Ductile iron body
•  EPDM rubber wedge 
•  WRAS approved 
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated according to 

WIS 4-52-01 class B 
•  Closing direction: CTC
•  DN50, 250-400

Full description:

•  Resilient Seat Gate Valve
•  BS EN 1074-1&2 / 

BS 5163-1&2
•  Ductile iron body
•  EPDM rubber wedge
•  WRAS approved 
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated according to 

WIS 4-52-01 class B
•  Closing direction: CTO
•  DN80-200

Full description:

•  Resilient Seat Gate Valve
•  BS EN 1074-1&2 / 

BS 5163-1&2
•  Ductile iron body
•  EPDM rubber wedge 
•  WRAS approved 
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated according to 

WIS 4-52-01 class B 
•  Closing direction: CTO
•  DN50, 250-400

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83102 21-080-35-2140069 80 16

K83103 21-100-35-2140069 100 16

K83104 21-150-35-2140069 150 16

K83105 21-200-35-2140069 200 16

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83101 21-050-50-2140069 50 16

K83106 21-250-50-2140069 250 16

K83107 21-300-50-2140069 300 16

K83108 21-350-50-2140069 350 16

K83109 21-400-50-2140069 400 16

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83111 21-050-50-3140069 50 16

K83116 21-250-50-3140069 250 16

K83117 21-300-50-3140069 300 16

K83117 21-400-50-3140069 400 16

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83112 21-080-35-3140069 80 16

K83113 21-100-35-3140069 100 16

K83114 21-150-35-3140069 150 16

K83115 21-200-35-3140069 200 16
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Gate Valves – Continued

Series 05/E

Full description:

•  Pipe Support Bush
•  PN6.3 - PN10 PE80/100
•  Pressure Class SDR17.6
•  Stainless Steel 304
•  DN50-600mm available
•  Required to support the 

Pt pipe when fitted with 
couplings and valves. 
Correct SDR needed.

Wolseley 
code

Supplier 
code

PN 
(bar)

J13002 05-063-53-000 63

J13014 05-063-54-000 63

J13003 05-090-53-000 90

J13009 05-090-54-000 90

J13004 05-125-73-000 125

J13010 05-125-74-000 125

J13005 05-180-73-000 180

J13006 05-250-73-000 250

J13007 05-315-73-000 315

J13013 05-315-74-000 315

BE0532 05-110-73-000 –

BE0533 05-150-73-000 –

BE0534 05-200-73-000 –

BE0535 05-225-73-000 –

BE0536 05-280-73-000 –

Series 21/78 CTC

Full description:

•  Resilient Seat Gate Valve 
with ISO Flange 

•  BS EN 1074-1&2 /  
BS 5163-1

•  Ductile iron body
•  EPDM rubber wedge 
•  WRAS approved
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated according 

to WIS 4-52-01 class B
•  Closing direction: CTC
•  DN50-400
•  F10 ISO flange DN80-300
•  F14 ISO flange DN400
•  CTO option available

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83802 21-080-78-0140069 80 16

K83803 21-100-78-0140069 100 16

K83804 21-150-78-0140069 150 16

K83805 21-200-78-0140069 200 16

K83806 21-250-78-0140069 250 16

K83807 21-300-78-0140069 300 16

Other sizes available - contact your local branch.

Series 21/60 CTC

Full description:

•  Resilient Seat Gate Valve
•  BS EN 1074-1&2 / 

BS 5163-1&2 
•  Ductile iron body
•  EPDM rubber wedge
•  WRAS approved
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated to 

WIS 4-52-01 class B
•  Closing direction: CTC
•  DN50-400
•  CTO option available

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83092 21-080-60-274 80 25

K83093 21-100-60-274 100 25

K83094 21-150-60-274 150 25

K83095 21-200-60-274 200 25

K83096 21-250-60-274 250 25

K83097 21-300-60-274 300 25

Other sizes available - contact your local branch.

Series 37/50 CTC

Full description:

•  Metal Seat Gate Valve 
•  BS EN 1074-1&2 / 

BS 5163-1&2 
•  Ductile iron body
•  Stem: stainless steel - 

BS 970 420S37 (standard)
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated according 

to DIN 30677-2 & GSK 
approved

•  Closing direction: CTC
•  DN50-300
•  CTO option available

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83121 37-050-50-210001 50 16

K83122 37-080-50-210001 80 16

K83123 37-100-50-210001 100 16

K83124 37-150-50-210001 150 16

K83125 37-200-50-210001 200 16

K83126 37-250-50-210001 250 16

K83127 37-300-50-210001 300 16
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Series 54/31 CTC

Full description:

•  Metal Seat Gate Valve 
with F14 ISO Flange

•  BS EN 1074-1&2 /  
BS 5163-1&2

•  Ductile iron body
•  Epoxy coated according 

to DIN 30677-2
•  WRAS approved
•  Closing direction: CTC
•  DN350-600
•  CTO option available

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83051 54-0350-31-1101100 350 16

K83052 54-0400-31-1101100 400 16

K83053 54-0450-31-1101100 450 16

K83054 54-0500-31-1101100 500 16

K83055 54-0600-31-1101100 600 16

Series 54/33 CTC

Full description:

•  Metal Seat Gate Valve with 
F14 ISO Flange and Bypass

•  BS EN 1074-1&2 /  
BS 5163-1&2

•  Ductile iron body
•  Epoxy coated according 

to DIN 30677-2
•  WRAS approved
•  Closing direction: CTC
•  DN350-600
•  CTO option available

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

P38591 54-0400-33-1101100 400 16

Other sizes available - contact your local branch.

Looking for ductile 
iron pipes?
We have plenty to fit 
your requirements

Utilities pages 105-124
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Series 29/93Series 29/91

Full description:

•  Clearway Through 
Bore Fire hydrant 
BS760

•  EPDM Rubber, 
WRAS Approved

•  Ductile iron 
construction.
PN16

•  Through bore. 
Bore Dimension min. 80mm

•  Epoxy coated according to WIS 4-52-01 class B
•  Closing Direction CTC (CTO option available)
•  Auto Frost Valve as standard
•  Options on outlets: Gunmetal, Belfast, London

'V' Thread, Bayonet (Dublin), Stainless Steel
•  DN80

Full description:

•  Clearway Through Bore 
Fire Hydrant BS750 Type 2

•  Fixed Stopper Kitemarked, 
WRAS Approved 

•  Epoxy coated according to 
WIS 4-52-01 class B

•  Universally drilled flange 
to BS EN 1092:1997

•  Closing direction: CTC 
(CTO option is available)

•  Auto Frost valve as standard
•  Outlet options: Gunmetal, Belfast, Instantaneous, 

London V Thread, Bayonet, Stainless steel
•  Data logger connection point option
•  73mm inlet option
•  DN80

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83166 29-080-93-22444169 80 16

BD6376 29-080-93-22447069 80 16

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83135 29-080-61-21414100 80 16

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

BD4567 29-080-91-22034169 80 16

BD4568 29-080-91-2203416902 80 16

Series 29/388

Series 29/61

Full description:

•  Fire Hydrant BS 750:2012 
Type 2 Fixed / Loose 
Stopper Kitemarked

•  Ductile iron body
•  Stainless steel London 

2½” round thread outlet 
•  Epoxy coated according to 

WIS 4-52-01 class B
•  WRAS approved
•  Universally drilled flange 

to BS EN 1074-6
•  Auto frost valve
•  DN80

Full description:

•  Fire Hydrant BS 750:2012 
Type 1 Hydrant 
Kitemarked

•  Stainless Steel London 
2½” round thread outlet

•  Ductile iron body
•  EPDM rubber 
•  Epoxy coated according 

to WIS 4-52-01 class B
•  WRAS approved
•  Standard flange drilling 

to BS EN 1074-6
•  Closing direction: CTC
•  DN80

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83136 (F) 29-388-32-112 (F) 80 16

K83161 (L) 29-388-37-2120006 (L) 80 16

(F) = Fixed    (L) = Loose

Wolseley 
code

Supplier 
code Description

K83138 29-080-65-000 Auto frost valve 

K83137 19-080-99-00 2.5” dust cap 
assembly

K83160 29-999-01-00000 Stainless steel 
outlet kit

UTILITIES / Valves, Hydrants & Fittings
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Series 41/39 LDSeries 41/39

Series 41/20 Series 641/21

Full description:

•  Free Shaft End Check 
Valve to BS EN 1074-3 
/ EN 558 series 48 
ductile iron body

•  Metal seated disc
•  Coating standard: 

Electrostically applied 
epoxy resin to DIN 
30677-2 internally 
and externally

•  Flange drilling PN16 
•  DN350-600

Full description:

•  Free Shaft End Check 
Valve to BS EN 1074-3 
/ EN 558 series 48 
ductile iron body

•  Metal seated disc
•  Coating standard: 

Electrostically applied 
epoxy resin to DIN 
30677-2 

•  Flange drilling PN16 
•  BS EN 1092-2 

(ISO 7005-2)
•  DN50-300

Full description:

•  Free Shaft End Check 
Valve to BS EN 1074-3 
/ EN 558-1 series 48 

• Ductile iron body
•  Epoxy coated 

according to WIS 
4-52-01 class B

•  Resilient seated disc: 
EPDM rubber with a 
steel insert 

• Flange drilling PN16 
•  BS EN 1092-2 

(ISO 7005-2)
• DN50-300

Full description:

•  Multi Door Recoil Non 
Slam Metal Seated 
Check Valve

•  Flange drilling to 
BS EN 1092-2 (ISO 
7005-2) PN16

•  Coating: Internal and 
external blue fusion 
bonded epoxy 250 
micron

•   Ductile iron body
•  DN600-1400

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83142 41-080-20-018 80 16

K83143 41-100-20-018 100 16

K83144 41-150-20-018 150 16

K83145 41-200-20-018 200 16

K83140 41-250-20-018 250 16

K83141 41-300-20-018 300 16

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83169 641-0700-21-100000 700 16

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83248 41-450-39-01800 450 16

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83151 41-050-39-01800 50 16

K83146 41-080-39-01800 80 16

K83147 41-100-39-01800 100 16

K83148 41-150-39-01800 150 16

K83149 41-200-39-01800 200 16

K83162 41-250-39-01800 250 16

K83163 41-300-39-01800 300 16



131

Drilling Equipment / Bagging-Off EquipmentAir Valves

UTILITIES / Valves, Hydrants & Fittings

Series 701/10 (Water)

Series 701/30 (Water) Series 701/40 (Water)

Series 701/13 (Water)

Full description:

•  Automatic Air Release 
Valve

•  Reinforced nylon body 
Single orifice 

•  PN16 
•  BS EN 1074-4
•  WRAS approved
•  DN12-25
•  Isolating ball valve option

Full description:

•  Large Single Orifice 
Air Valve

•  Ductile iron body 
•  PN16
•  BS EN 1074-4
•  EPDM rubber
•  WRAS approved
•  Standard flange drilling 

to BS EN 1092 
(ISO 7005-2)

•  Blue Epoxy coating
•  DN25-300
•  Isolating ball valve 

option

Full description:

•  Combination Air Valve 
Double Orifice 

•  PN16
•  Reinforced nylon body
•  BS EN 1074-4
•  EPDM rubber
•  WRAS approved
•  DN12-50
•  Isolating ball valve 

option

Full description:

•  Automatic Air Release Valve
•  Ductile iron shell, Brass 

base, reinforced nylon body 
Blue Single orifice 

•  PN16
•  BS EN 1074-4
•  WRAS approved
•  DN12-25
•  Isolating ball valve options

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83250 701-019-10-99003 19 16

K83254 701-025-10-4903 25 16

K83253 701-025-10-4900 25 16

K83251 701-025-10-99003 25 16

K83252 701-025-10-9901 25 16

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83300 701-100-30-41003 100 16

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83260 701-050-40-4900 50 16

K83261 701-050-40-4903 50 16

K83259 701-050-40-9901 50 16

K83258 701-050-40-99003 50 16

K83263 701-058-40-4903 50 16

K83262 701-058-40-4900 50 16

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83299 701-025-13-4100 25 16

K83296 701-025-13-4103 25 16

K83297 701-025-13-91003 25 16

K83298 701-025-13-9101 25 16

Other sizes available - contact your local branch.
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Air Valves – Continued

AVK
Water Valves

UTILITIES / Valves, Hydrants & Fittings

Series 701/50

Full description:

•  Combination Air Valve 
Double orifice 

•  PN16
•  Cast Iron / Reinforced 

Nylon body
•  BS EN 1074-4
•  EPDM rubber
•  WRAS approved
•  Standard flange drilling 

to EN 1092 (ISO 7005-2)
•  Epoxy coated according 

to DIN 30677-2
•  DN50-300
•  Isolating ball valve option

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83241 701-050-50-4104 50 16

K83240 701-050-50-41003 50 16

K83243 701-058-50-4104 50 16

K83242 701-058-50-41003 50 16

K83244 701-080-50-41003 80 16

K83245 701-080-50-4104 80 16

K83247 701-100-50-4104 100 16

K83246 701-100-50-41003 100 16

Other sizes available - contact your local branch.

Series 701/70 (Waste Water)

Full description:

•  Combination Waste Water 
Air Valve

•  PN16
•  Double orifice
•  Epoxy coated mild steel body
•  16 Bar rated
•  Standard flange drilling to 

EN 1092-2 (ISO 7005-2)
•  DN80

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83280 701-080-70-11003 80 16

K83281 701-080-70-4305 80 16

K83282 701-080-70-4306 80 16

Series 701/75 (Waste Water)

Full description:

•  Squat Combination Waste 
Water Air Valve

•  PN16
•  Double orifice
•  Reinforced nylon body
•  10 Bar rated
•  Standard flange drilling to 

EN 1092-2 (ISO 7005-2)
•  DN50-100

Wolseley 
code

Supplier 
code

DN inches 
(mm)

PN 
(bar)

K83353 701-050-75-13001 2 (50) 10

K83354 701-080-75-030013 80 10

Other sizes available - contact your local branch.

Series 701/73 (Waste Water)

Full description:

•  Waste Water Air Valve
•  Single orifice
•  PN16
•  Epoxy coated mild steel 

body
•  16 Bar rated
•  Standard flange drilling to 

EN 1092-2 (ISO 7005-2)
•  DN80

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83270 701-080-73-4300 80 16

K83271 701-080-73-4305 80 16

K83272 701-080-73-4306 80 16

Series 701/79 (Waste Water)

Full description:

•  Complete Waste Water 
Chambered Air Valve 
Assembly

•  Hydraulic test according to 
EN1074-1 and 4 / EN12266 
Working pressure range 
0.2 - 10 bar

•  External box and drainage 
assembly connections of 
polypropylene

•  PN10

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83350 701-082-79-190013 80 10

Series 970/21 (Water)

Full description:

•  Vented Non Return Valve for 701/40 & 701/70 
outlet diameters ½”, 1” and 2”

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83295 970-21-015-00008 40 16
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Drilling Equipment / Bagging-Off EquipmentAccessories

UTILITIES / Valves, Hydrants & Fittings

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83488 854-050-00-1001 50 16

K83490 854-080-00-1001 80 16

K83491 854-100-00-1001 100 16

K83493 854-150-00-1001 150 16

K83494 854-200-00-1001 200 16

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code Range DN 

mm

BA5020 29-080-28-0011 CTC 80

K83155 08-100-51-000 CTC 50-100

K83156 08-150-51-000 CTC 150

K83157 08-200-51-000 CTC 200-300

K83074 55-500-1-7000 CTC 450-600

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code Range DN 

mm

K83150 08-100-01-00 CTC 50-100

K83152 08-200-01-00 CTC 150

K83153 08-200-00-00 CTC 200

K83154 08-250-02-00 CTC 250-300

K83195 08-400-01-000 CTC 350-400

Other sizes available - contact your local branch.

Series 854/00 Series 08

Full description:

•  Equilibrium Right Angled Ductile Iron Ball Float 
valve

•  Lever: Hot dipped galvanised PN16 
•  Coating: Internal and external blue fusion 

bonded epoxy 250 microns 
•  DN50-600

Full description:

•  Stemcap complete 
with retaining screw 
and washer (Includes 
red/white insert caps)

•  RAL 5017
•  To suit Series 01, 21, 

29, 32, 36, 37, 54 and 
55 gate valves

•  DN50-600

Series 08/00

Full description:

•  Handwheels complete 
with retaining screw 
and washer

•  To suit Series 21, 37, 
54 and 55 gate valves

•  DN50-600

Wolseley 
code

Supplier 
code

DN 
mm

K83129 08-150-02-00 150-200

Other sizes available - contact your local branch.

Series 08/00

Full description:

•  Handwheels complete 
with retaining screw 
and washer

•  To suit Series 21/35, 
Gate Valves

•  DN80-200
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Accessories – Continued

AVK
Water Valves

UTILITIES / Valves, Hydrants & Fittings

Series 8054

Full description:

•  Water Meter Boundary Box
•  Acetal manifold
•  Polypropylene frame, lid, 

sliding guard tube
•  NBR Seals
•  WIS 4-37-01
•  WRAS approved
•  PN16
•  Liner included where 

required

Wolseley 
code

Supplier 
code DN

8054/2211 Grade B Version - Sealed (Round Frame)

CA7069 8054-125-2211-10301000 25mm Push-fit

CA7195 8054-132-2211-10301000 32mm Push-fit

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

Length 
mm

K83349 04-04830-1-1200 1200

Other sizes available - contact your local branch.

Series 90

Full description:

•  Mild steel extension 
spindles

•  Epoxy coated for small 
valves (35mm Square)

•  Note: Additional lengths 
available upto 3000mm

Wolseley 
code

Supplier 
code

DN 
mm

K83170 41-080-50009 50-80

K83171 41-100-50009 100

K83172 41-150-50009 125-150

K83173 41-200-50009 200

K83174 41-300-50009 250-300

Series 41/59

Full description:

•  Transparent guard kit for 
swing check valves

•  100% recycled virgin 
ABS plastic

•  Fully compliant with health 
and safety legislation

•  RAL5017 Blue casing with 
transparent cover

•  All fasteners and fixings 
A4 Stainless steel

Wolseley 
code

Supplier 
code

DN 
mm

K83185 41-080-23-000 80

K83186 41-100-23-000 100

K83187 41-150-23-000 150

K83188 41-200-23-000 200

K83193 41-300-23-000 250-300

Series 41/23

Full description:

•  Lever and Weights for 
swing check valves

•  RAL 5017 
•  DN50-300
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Drilling Equipment / Bagging-Off EquipmentGate Valves

AVK
Gas Valves

UTILITIES / Valves, Hydrants & Fittings

Series 555/300 Series 555/303

Full description:

•  Cast Iron Softseal Gate 
Valve

•  Nitrile seals
•  Fitted with double block 

and bleed facility - 
Flanges PN16 - other 
types available on request

•  Kitemark Approved to 
GIS/V7:Part1

•  MOP 7 Bar
•  DN50-300
•  Supplied as bore 

spindle end

Full description:

•  Steel Softseal Gate Valve 
- Nitrile seals for use on 
gas

•  Fitted with double block 
and bleed facility

•  Flanges PN16 - other 
types available on request

•  Kitemark Approved to 
GIS/V7:Part1

•  MOP 7 Bar
•  (Higher pressures 

available on request)
•  DN50-300

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83201 555-050-02-010 50 7

K83203 555-080-03-010 80 7

K83204 555-100-03-010 100 7

K83206 555-150-03-010 150 7

K83207 555-200-03-010 200 7

K83208 555-250-03-010 250 7

K83209 555-300-03-010 300 7

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83435 555-050-00-013 50 7

K83435 555-080-03-013 80 7

K83435 555-100-03-013 100 7

K83435 555-150-03-013 150 7

K83435 555-200-03-013 200 7

K83435 555-250-03-013 250 7

K83435 555-300-03-013 300 7

Series 555/300

Full description:

•  Polyurethane coated 
Softseal Gate Valve to 
EN10290 and T/SP/CW6-2

•  Fitted with double block 
and bleed facility

•  Flanges PN16
•  Manufactured to 

GIS/V7:Part 1
•  MOP 7 Bar
•  DN80-300

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

CA7108 555-080-03-01-03-30-40 80 7

CA7109 555-100-03-01-03-30-40 100 7

CA7110 555-150-03-01-03-30-40 150 7

CA7111 555-200-03-01-03-30-40 200 7

CA7112 555-250-03-01-03-30-40 250 7

CA7113 555-300-03-01-03-30-40 300 7

Series 555/370

Full description:

•  Polyurethane coated 
Softseal Gate Valve 
to EN10290 and 
T/SP/CW6-2

•  Fitted with double 
block and bleed facility

•  PE Tails
•  Manufactured to 

GIS/V7:Part 1
•  MOP 2-4 Bar
•  DN80-300

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

CA7014 555-090-63-71-03-30-40 90 4

CA7015 555-125-63-71-03-30-40 125 4

CA7016 555-180-63-71-03-30-40 180 4

CA7114 555-250-63-79-03-30-40 250 2

CA7115 555-315-63-79-03-30-40 315 2
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Gate Valves – Continued / Drilling Valves / Ball Valves

AVK
Gas Valves

UTILITIES / Valves, Hydrants & Fittings

Series 555/103-001

Full description:

•  Steel softseal gate valve 
Nitrile seals 

•  Fitted with double block 
and bleed facility

•  Flanges PN16 - other 
types available on request

•  Kitemark approved to 
GIS/V7:Part1

•  MOP 7 Bar 
•  DN400-600

Series 158

Full description:

•  Bi-directional Under 
Pressure Drilling Valve

•  Cast Iron - PN16 Studded 
Ends - Nitrile seals

•  Approved to GIS/V7:Part 1
•  Maximum Working 

Pressure 7 bar
•  (Supplied as bare spindle 

end)
•  DN80-300

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83400 158-080-04-01 80 7

CA3927 158-100-04-01 100 7

CA3928 158-150-04-01 150 7

CA3929 158-200-04-01 200 7

CA3930 158-250-04-01 250 7

CA3931 158-300-04-01 300 7

Series 451/50

Full description:

•  Screwed End Ball Valve
•  Nitrile seals and PTFE seats
•  Fitted with falsecap
•  Kitemark approved to GIS/V 4
•  MOP 7 Bar
•  DN¾”-2”

Wolseley 
code

Supplier 
code

DN 
inches

PN 
(bar)

K83394 451-002-05-51-1 ¾ 7

K83395 451-003-05-51-1 1 7

K83397 451-005-05-51-1 1½ 7

K83398 451-006-05-51-1 2 7

Series 555/100

Full description:

•  Cast Iron Softseal Gate 
Valve - Nitrile seals 

•  Fitted with double block 
and bleed facility

•  Flanges PN16 - other types 
available on request

•  Kitemark Approved to 
GIS/V7:Part1

•  MOP 2 Bar
•  DN350-600

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83210 555-400-00-010 400 2

CA3922 555-450-00-010 450 2

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83439 555-450-00-013 450 7

K83429 555-600-00-013 600 7

Other sizes available - contact your local branch.

Series 451/70

Series 450

Full description:

•  PE Ended Ball Valve 
•  Nitrile seals and PTFE seats
•  Fitted with Falsecap
•  Kitemark approved to 

GIS/V4 and GIS/PL3
•  MOP 4 Bar 
•  DN25-63

Full description:

•  Flanged or Screwed Ball 
Valve - Ductile Iron

•  Reduced bore with self 
indicating handle

•  Plugged boss for block 
and bleed

•  Manufactured to BS 5159 and EN 1226
•  Flanges PN16 - other types available on request
•  MOP 7 Bar
•  DN40-150
•  Note: Also available for Coke oven Gas

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83387 451-032-05-72-13-00-1 32 4

K83388 451-063-05-72-13-00-1 63 4

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83358 450-006-00-51-11 50 7

K83368 450-050-00-01-11 50 7

K83370 450-080-00-01-11 80 7

K83371 450-100-00-01-11 100 7

K83373 450-150-00-01-11 150 7
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Drilling Equipment / Bagging-Off EquipmentBall Valves – Continued

UTILITIES / Valves, Hydrants & Fittings

Series 455/51

Full description:

•  Full Bore Screwed 
Ball Valve

•  Nitrile seals and PTFE 
seats - Fitted with falsecap

•  Kitemark approved to 
GIS/V4

•  MOP 7 Bar
•  DN¾”-2”

Wolseley 
code

Supplier 
code

DN 
inches

PN 
(bar)

K83404 455-002-20-51-1 ¾ 7

K83405 455-003-20-51-1 1 7

K83408 455-006-20-51-1 2 7

Series 455/57

Full description:

•  Full Bore Screwed 
Ball Valve

•  Nitrile seals and PTFE 
seats for use on gas 

•  Fitted with Falsecap
•  Maximum Operating 

Pressure 7 Bar
•  Kitemark Approved to 

GIS/V4
•  DN¾”-1”

Wolseley 
code

Supplier 
code

DN 
inches

PN 
(bar)

K83414 455-002-21-57-1 ¾ 7

K83415 455-003-21-57-1 1 7

Series 85/30

Full description:

•  Donkin Clearbore 
Certus PE Ball Valve 
for service isolation

•  PE 100 material 
- double length 
spigots- safety cap

•  Kitemark approved 
to GIS/V7: Part 2 
and EN 1555-4

•  MOP dependant on 
SDR Rating

•  DN32-90

Wolseley 
code

Supplier 
code

DN 
inches

PN 
(bar)

K83196 85-032-30-2-00-01-0 32 5.5 & 10

K83197 85-063-30-2-00-01-0 63 5.5 & 10

K83199 85-090-20-1-01-01-0 90 3

Other sizes available - contact your local branch.

Series 460Series 455

Full description:

• Flanged Steel Ball Valve
•  Reduced Bore - Self 

indicating handle or 
Falsecap

•  Manufactured to BS 
5159 and EN 12266

•  Flanges PN16 but other 
types available on 
request

•  Maximum working 
pressure 7 Bar

•  DN20-50

Full description:

•  PE Ended Standpipe Valves 
with anti-rotation device

•  Full Bore - Screwed/ 
PE Ball Valve

•  Nitrile seals and PTFE 
seats for use on gas

•  Fitted with Falsecap
•  Maximum Operating 

Pressure 4 Bar
•  Kitemark Approved to 

GIS/V4 and GIS/PL3
•  DN1”x32mm-2”x63mm

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

CA3924 460-020-02-01-3 20 7

K83376 460-025-02-01-3 25 7

K83378 460-050-02-01-3 50 7

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN inches 
x mm

PN 
(bar)

CA3910 455-323-20-7413 1 x 32 4

CA3911 455-636-20-7413 2 x 63 4

Anti Rotation Device to fit the 
Series 455 Standpipe Valves

CA3912 501/VP-701 1 x 32 –

CA3913 502/VP-701 2 x 63 –
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Accessories

AVK
Gas Valves

UTILITIES / Valves, Hydrants & Fittings

Series 310

Full description:

•  DN32 Integral Flow Limitor
•  Kitemark approved to 

GIS/EFV1 
•  (Fits in tapping tee outlet) 
•  Range: 75mBar-2 Bar

Wolseley 
code

Supplier 
code

DN 
mm

PN 
(bar)

K83361 310-032-00-61-01 32 2

Series 207

Full description:

•  Live Transfer Fitting 
•  Designed according to 

GIS/LC8:Part 4 
•  Outlet DN20-50
•  Length: 100-150mm

Wolseley 
code

Supplier 
code

Range 
inches

PN 
(bar)

CA0003 207-31-0048-06151 1½ ST X 1½ 7

CA0004 207-31-0060-06201 2 ST x 2 7

Other sizes available - contact your local branch.

Series 216

Full description:

•  Meter Box Adaptors 
•  Donkin ‘C’ Clip Design Meter 

Box Adaptors suitable for all 
types of Meter Box 

•  Kitemark approved to 
GIS/PL3 

•  Range: 20mm x ¾”, 
25mm x ¾”, 32mm x ¾”, 
32mm x 1”

•  Zinc plated and sealed for 
above and below ground use

Wolseley 
code

Supplier 
code

DN mm x 
inches

PN 
(bar)

CA6706 216-025-0022 25 x ¾ 20

CA6707 216-032-0022 32 x ¾ 20

CA6708 216-032-0032 32 x 1 25

Other sizes available - contact your local branch.

Series 456 Crimp Tool Set

Full description:

•  The Donkin Crimp Tool 
Set is designed to carry 
out crimp connections to 
PE 80 service pipes

•  One set covers sizes 
DN32, 25, 20 and 16 mm 

•  Available with hexagon 
drive for ratchet spanner 

Wolseley 
code

Supplier 
code Range DN 

mm

J13076 456000005812 With 
Hexagon Drive

16, 20, 
25, 32

J13077 710HAAD12120 Drive Bolt –

J13078 500/ZS/010 Threaded Pivot –

J13079 500/ZV-009 Bearing 
Assembly –

J13080 500/ZJ-031 Shell set 20mm –

J13081 500/ZJ-032 Shell set 25mm –

J13082 500/ZJ-030 Body Assembly –

Series 85/00

Full description:

•  Installation Kit
•  To suit DN32/63 Donkin 

Certus Valves
•  Recommended for the 

correct and consistent 
installation of the valves 
Available with or without 
surface box

Wolseley 
code

Supplier 
code

DN 
mm

K83320 85-999-090 32/63

CA3926 85-999-091 32/63

Series 85/00

Full description:

•  50mm Square Drive 
Tee Key

•  To suit Donkin Certus 
PE Ball Valves

•  Length 750mm - 1500mm

Wolseley 
code

Supplier 
code

Length 
mm

K83325 96-425-00-002 750

K83326 96-425-00-003 1,000

K83327 96-425-00-004 1,500
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UTILITIES / Valves, Hydrants & Fittings

Series 217

Series 217

Full description:

•  Factory Entry Elbows 
•  Fabricated Steel and PE 

Transition Elbow for 
connecting gas services 
to industrial buildings

•  Kitemark approved to 
GIS/PL3

•  DN40-180 
•  Available with various 

options of PE pipe length 
and through wall lengths

Full description:

•  Factory Entry Elbows 
with Split Flange

•  Fabricated Steel and PE 
Transition Elbow for 
connecting gas services 
to industrial buildings 
without the need for a 
welder

•  Kitemark approved 
to GIS/PL3

•  DN40-180 
•  Available with various 

options of PE pipe length 
and through wall lengths

Wolseley 
code

Supplier 
code Range PN 

(bar)

J13049 217-0401-345-10090 40mm SDR11 x R1.5” 
x 345mm x 1m PE80 5.5

J13050 217-0401-500-10090 40mm SDR11 x R1.5” 
x 500mm x 1m PE80 5.5

J13051 217-0632-150-10090 63mm SDR11 x R2” 
x 150mm x 1m PE80 5.5

J13052 217-0632-345-10090 63mm SDR11 x R2” 
x 345mm x 1m PE80 5.5

J13053 217-0632-500-10090 63mm SDR11 x R2” 
x 500mm x 1m PE80 5.5

J13054 217-0632-500-20090 63mm SDR11 x R2” 
x 500mm x 2m PE80 5.5

J13055 217-0632-610-10090 63mm SDR11 x R2” 
x 610mm x 1m PE80 5.5

J13056 217-0903-345-10075 90mm SDR11 x 3” plain 
x 345mm x 1m PE80 5.5

J13057 217-0903-500-20150 90mm SDR11 x 3” plain 
x 500mm x 2m PE80 5.5

J13058 217-0903-610-20150 90mm SDR11 x 3” plain 
x 610mm x 1m PE80 5.5

J13059 217-0903-610-10075 90mm SDR11 x 3” plain 
x 610mm x 2m PE80 5.5

J13060 217-1254-345-10075 125mm SDR11 x 4” plain 
x 345mm x 1m PE80 5.5

J13061 217-1254-610-10075 125mm SDR11 x 4” plain 
x 610mm x 1m PE80 5.5

J13062 217-1254-610-20150 125mm SDR11 x 4” plain 
x 610mm x 2m PE80 5.5

Wolseley 
code

Supplier 
code Range PN 

(bar)

CA6714 21709033451007501 90mm x 3” x 345 
Split Flange 1m PE60 Tail 4

CA6716 21709036101007501 90mm x 3”x 500 
Split Flange 2m PE60 Tail 4

CA6715 21709035002015001 90mm x 3” x 610 
Split Flange 1m PE60 Tail 4

CA6717 21709036102015001 90mm x 3” x 610 
Split Flange 2m PE60 Tail 4

CA6718 21712543451007501 125mm x 4” x 345 
Split Flange 1m PE60 Tail 4

CA6719 21712546101007501 125mm x 4” x 610 
Split Flange 1m PE60 Tail 4

CA6720 21712546102015001 125mm x 4” x 610 
Split Flange 2m PE60 Tail 4

CA6721 21718063451007521 180mm x 6” x 345 
Split Flange 1m PE60 Tail 2

CA6722 21718066101015021 180mm x 6” x 610 
Split Flange 1m PE60 Tail 2

CA6723 21718066102015021 180mm x 6” x 610 
Split Flange 2m PE60 Tail 2
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Accessories – Continued 

AVK
Gas Valves

UTILITIES / Valves, Hydrants & Fittings

Series 218

Series 218/31-003

Full description:

•  Below Ground Entry 
Fittings

•  Fabricated Steel and PE 
Transition Fitting for 
underground connection 
and entry of gas services 
into domestic and 
commercial buildings 

•  Kitemark approved to 
GIS/PL3

•  DN25-180

Full description:

•  Below Ground Entry 
Fittings with Split Flange 

•  Fabricated Steel and PE 
Transition Fitting for 
underground connection 
and entry of gas services 
into domestic and 
commercial buildings 
without the need for a 
welder

•  Kitemark approved to 
GIS/PL3

•  DN90-180
•  Available with various 

options of PE pipe length 
and through wall lengths

Wolseley 
code

Supplier 
code Range PN 

(bar)

J13063 218-0250-050-05-01 25mm SDR11 0.5m x R¾” 5.5

J13064 218-0321-050-05-01 32mm SDR11 0.5m x R1” 5.5

J13065 218-0632-050-05-01 63mm SDR11 0.5m x R2” 5.5

J13066 218-0903-050-05-00 90mm SDR11 0.5m x 3” Plain 5.5

J13067 218-0903-075-12-00 90mm SDR11 1.2m x 3” Plain 5.5

J13068 218-1254-050-10-00 125mm SDR11 1.1m x 4” Plain 5.5

J13069 218-1254-100-15-00 125mm SDR11 1.5m x 4” Plain 5.5

J13070 218-1254-075-12-00 125mm SDR11 1.2m x 4” Plain 5.5

J13071 218-1806-075-12-2 180mm SDR17 1.2m x 6” Plain 2

J13072 218-1806-120-15-2 180mm SDR17 1.5m x 6” Plain 2

J13073 218-1806-050-10-2 180mm SDR17 1.0m x 6” Plain 2

J13074 218-1806-100-15-2 180mm SDR17 1.5m x 6”Plain 2

Wolseley 
code

Supplier 
code Range PN 

(bar)

K84177 218-0903-050-05-02 90mm SDR11 x 3” 
Split Flange-0.5m x 0.5m PE80 4

K84178 218-0903-075-10-02 90mm SDR 11 x 3” 
Split Flange-0.75mx 1.25m PE80 4

K84179 218-1254-050-10-02 125mm SDR11 x 4” 
Split Flange-0.5m x 1.0m PE80 4

K84180 218-1254-075-12-02 125mm SDR11 x 4” 
Split Flange-1.0m x 1.5m PE80 4

K84181 218-1254-100-15-02 125mm SDR11 x 4” 
Split Flange-0.75m x 1.25m PE80 4

K84182 218-1806-050-10-22 180mm SDR17 x 6” 
Split Flange-0.5m x 1.0m PE80 2

K84183 218-1806-075-12-22 180mm SDR17 x 6” 
Split Flange-0.75m x 1.25m PE80 2

K84184 218-1806-100-15-22 180mm SDR17 x 6” 
Split Flange-1.0m x 1.5m PE80 2

K84185 218-1806-120-15-22 180mm SDR17 x 6” 
Split Flange-1.2m x 1.5m PE80 2
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Drilling Equipment / Bagging-Off EquipmentAccessories – Continued 

UTILITIES / Valves, Hydrants & Fittings

Series 218/41

Series 219

Full description:

•  Fabricated Steel 
and PE Transition 
Fittings to take gas 
from the PE main 
through the 
concrete pad to 
connect to the ECV 
of a Meter or 
Governer Module

•  Kitemark approved 
to GIS/PL3

•  DN90-250
•  Ensures 

dimensional 
compliance with 
SER/8 Specification 
every time

Full description:

•  Donkin House/
Building Entry Tee 

•  PE to steel 
transition fitting 
for connecting gas 
services to 
Buildings

•  Kitemark approved 
to GIS/PL3

•  DN20-63
•  Options: Series 456 

Crimp Tool Kit is 
available for DN20, 
25 and 32 sizes

Wolseley 
code

Supplier 
code Range PN 

(bar)

J13248 218-0250-050-07-01-02 25mm SDR9 PE80 
x ¾” BS21 2

J13249 218-0321-050-07-01-02 32mm SDR9 PE80 
x 1” BS21 thread 2

J13250 218-0632-050-07-02-02 63mm SDR11 PE80 
x DN50 PN16 2

J13251 218-0632-050-07-12-02 63mm SDR11 PE100 
x DN50 PN16 5.5

J13252 218-0903-050-07-02-02 90mm SDR11 PE80 
x DN80 PN16 2

J13253 218-0903-050-07-12-02 90mm SDR11 PE100 
x DN80 PN16 5.5

J13254 218-0904-050-07-02-02 90mm SDR11 PE80 
x DN100 PN16 2

J13255 218-0904-050-07-12-02 90mm SDR11 PE100 
x DN100 PN16 5.5

J13256 218-1254-050-07-02-02 125mm SDR11 PE80 
x DN100 PN16 2

J13257 218-1254-050-07-12-02 125mm SDR11 PE100 
x DN100 PN16 5.5

J13258 218-1256-050-07-02-02 125mm SDR11 PE80 
x DN150 PN16 2

J13260 218-1806-050-07-22-02 180mm SDR17 PE80 
x DN150 PN16 2

J13263 218-1808-050-07-22-02 180mm SDR17 PE80 
x DN200 PN16 2

J13265 218-2508-050-07-22-02 250mm SDR17 PE80 
x DN200 PN16 2

J13267 218-2509-050-07-22-02 250mm SDR17 PE80 
x DN250 PN16 2

Wolseley 
code

Supplier 
code Range PN 

(bar)

K84186 219-200-00 20mm SDR9 x R¾” x 150mm 4

K84187 219-200-01 20mm SDR9 x R¾” x 345mm 4

K84188 219-200-02 20mm SDR9 x R¾” x 500mm 4

K84189 219-250-00 25mm SDR11 x R¾” x 150mm 4

J13091 219-250-01 25mm SDR11 x R¾” x 345mm 4

J13092 219-250-02 25mm SDR11 x R¾” x 500mm 4

K84190 219-321-00 32mm SDR11 x R1” x 150mm 4

J13093 219-321-01 32mm SDR11 x R1” x 345mm 4

K84191 219-321-02 32mm SDR11 x R1” x 500mm 4

K84192 219-321-03 32mm SDR11 x R1” x 610mm 4

K84193 219-632-00-00-1 63mm SDR11 X R2” x 150mm 4

J13094 219-632-01-00-1 63mm SDR11 X R2” x 345mm 4

K84194 219-632-02-00-1 63mm SDR11 X R2” x 500mm 4

J13095 219-632-03-00-1 63mm SDR11 X R2” X 610mm 4
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Accessories – Continued 

AVK
Gas Valves

UTILITIES / Valves, Hydrants & Fittings

Series 39

Full description:

•  PE Flange Adaptors
•  Steel Flange Adaptor with PE 

100 Tail comes complete with 
bolt and gasket set

•  Kitemark approved to 
GIS/PL3

•  DN50 to 355
•  Flanges PN16 as standard 

(ASA 150 available as an 
option)

•  Available with various sizes 
and lengths of PE 100 Pipe 

•  (PE 80 available as an option)

Wolseley 
code

Supplier 
code Range PN 

(bar)

K84195 39-090-50-01-1-20-30 90mm SDR11 x 
DN80 PN16 0.5m 7

K84196 39-090-50-02-1-20-30 90mm SDR11 x 
DN100 PN16 0.5m 7

K84197 39-125-50-02-1-20-20 90mm SDR11 x 
DN100 PN16 0.5m 7

K84198 39-125-50-03-1-20-30 125mm SDR11 x 
DN150 PN16 0.5m 7

K84199 39-180-50-03-1-20-30 125mm PE100 SDR11 x 
DN150 PN16 0.5m 7

K84201 39-250-50-04-1-20-31 250mm PE200 SDR11 x 
DN200 PN16 0.5m 7

K84202 39-250-50-05-1-20-31 250mm PE100 SDR11 x 
DN250 PN16 1m 7

K84204 39-315-50-06-1-20-31 315mm PE100 SDR11 x 
DN300 PN16 1m 7

K84206 39-355-50-06-1-20-31 355mm PE100 SDR11 x 
DN300 PN16 1m 7

Need 
technical 
advice?
Speak to our Utilities 
team, they are always 
happy to help

Speak to one of our team today on 0344 2511 999
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Drilling Equipment / Bagging-Off EquipmentAccessories – Continued 

UTILITIES / Valves, Hydrants & Fittings

Series 555

Cast Iron Handwheels Valve Access System

Series 555/00-003 

Series 555

Full description:

•  Position Indicator 
for Donkin Series 
555 and 158 Valves 
up to 300mm

•  Can be retrofitted to 
already installed 
valves

Full description:

•  To suit Donkin Gate 
Valves

•  Note: Other types 
also available for 
specialist and large 
diameter valves

Full description:

•  To suit Donkin 555 
Gate Valves

•  A cost effective and 
simple method of 
providing access to the 
spindle of buried valves

•  Designed to use offcuts 
of PE Pipe

Full description:

•  Anti Tamper Device for 
Donkin 555 Valves

•  For use when valves are 
fitted in areas accessible 
to the public

•  Allows the valve to be 
closed in an emergency 
but not opened without 
a Tee Key.

•  To suit DN50-200 valves

Full description:

•  Cast Iron Falsecaps
•  To suit Donkin 555 Gate Valves
•  Recommended for use on all 

buried valves
•  Other types also available for 

specialist and large diameter 
valves

Wolseley 
code

Supplier 
code

DN 
mm

K83220 500/U-002 50-200

K83221 512/UE-050 250-300

Wolseley 
code

Supplier 
code

DN 
mm

K83211 504/ZK-013 50-200

K83212 510/ZK-029 250-350

K83213 516/ZK-015 400-600

Wolseley 
code

Supplier 
code

DN 
mm

K83215 508/ZA-015 50-100

K83216 512/ZA-005 150-200

K83218 514/ZA-002 250-350

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

DN 
mm

K83450 500/UW/001 80-200

K83451 510/UW/001 250-300

Wolseley 
code

Supplier 
code

DN 
mm

CA3914 503/US-010 50-200
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Couplings

AVK
Water Fittings

UTILITIES / Valves, Hydrants & Fittings

Series 601

Series 602

Full description:

•  Universal Supa Coupling 
PN16

•  Steel Sheraplex or Geomet 
fasteners

•  EPDM seals
•  WRAS approved materials 

Epoxy coated according to 
WIS 4-52-01 class B

Full description:

•  Universal Supa Stepped 
Coupling PN16

•  Steel Sheraplex fasteners
•  EPDM seals
•  WRAS approved materials 
•  Epoxy coated according to 

WIS 4-52-01 class B
•  DN40-400

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12600 601-063-000-4100 40 x 46-63 40

J12601 601-074-000-4100 50 x 57-74 50

J12602 601-085-000-4100 65 x 68-85 65

J12603 601-106-000-4100 80 x l84-106 80

J12604 601-119-000-4100 80 x 99-119 80

J12605 601-133-000-4100 100 x 109-133 100

J12606 601-157-000-4100 125 x 132-157 125

J12607 601-183-000-4100 150 x 157-183 150

J12608 601-201-000-4100 150 x 176-201 150

J12609 601-215-000-4100 175 x 193-215 175

J12610 601-242-000-4100 200 x 218-242 200

J12611 601-268-000-4100 225 x 242-268 225

J12612 601-292-000-4100 250 x 266-292 250

J12613 601-306-000-4100 250 x 280-306 250

J12614 601-327-000-4100 300 x 301-327 300

J12615 601-350-000-4100 300 x 324-350 300

J12617 601-396-000-4100 350 x 372-396 350

J12618 601-410-000-4100 350 x 384-410 350

J12619 601-436-000-4100 400 x 410-436 400

J12620 601-462-000-4100 400 x 436-462 400

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12625 602-063-074-4100 40 x 46-63/57-74 40

J12626 602-063-085-4100 40 x 46-63/68-85 40

J12627 602-074-085-4100 50 x 57-74/68-85 50

J12628 602-074-106-4100 50 x 57-74/84-106 50

J12629 602-085-106-4100 65 x 68-85/84-106 65

J12630 602-106-119-4100 80 x 84-106/99-119 80

J12631 602-119-133-4100 100 x 99-119/109-133 100

J12632 602-119-157-4100 100 x 99-119/132-157 100

J12633 602-133-157-4100 100 x 109-133/132-157 100

J12634 602-133-183-4100 100 x 109-133/157-183 100

J12635 602-157-183-4100 125 x 132-157/157-183 125

J12636 602-201-242-4100 150 x 176-201/218-242 150

J12637 602-215-242-4100 150 x 193-215/218-242 150

J12639 602-242-268-4100 200 x 218-242/242-268 200

J12640 602-268-292-4100 200 x 242-268/266-292 200

J12641 602-292-306-4100 250 x 266-292/280-306 250

J12642 602-292-327-4100 250 x 266-292/301-327 250

J12643 602-327-350-4100 300 x 301-327/324-350 300

J12644 602-327-378-4100 300 x 301-327/352-378 300

J12645 602-350-378-4100 300 x 324-350/352-378 300

J12646 602-378-396-4100 350 x 352-378/372-396 350

J12647 602-396-410-4100 375 x 372-396/384-410 375

J12648 602-410-436-4100 400 x 384-410/410-436 400

J12649 602-436-462-4100 400 x 410-436/434-462 400
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Drilling Equipment / Bagging-Off Equipment

UTILITIES / Valves, Hydrants & Fittings

Couplings – Continued 

Series 621/41

Series 258 Series 631

Full description:

•  Supa Plus 
Tensile Resistant 
Coupling

•  Stainless steel 
bolts

•  EPDM seals
•  WRAS approved 

materials 
•  BS EN 12842
•  Epoxy coated 

according to 
WIS 4-52-01 
class B

•  DN32-300

Full description:

•  Dedicated Fabricated 
Couplings

•  Mild Steel Sheraplex 
fasteners or Zinc Plate 
& Passivated (*)

•  WRAS Materials; EPDM 
Seals

•  Epoxy Coated 
according to WIS 
4-52-01 class B

•  DN350-1200mm PN16
•  Option: PN25

Full description:

•  Supa Maxi Tensile 
Straight Coupling 
PN16

•  Stainless steel 
bolts

•  EPDM rubber
•  EN 14525
•  Epoxy coated 

according to GSK 
approval

•  WRAS approved
•  DN50-300

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12990 621-10-063-41001 63 OD Supa Plus 
Coupling S621 50

J12991 621-10-090-41001 90 OD Supa Plus 
Coupling S621 80

J12992 621-10-125-41001 125 OD Supa Plus 
Coupling S621 125

J12993 621-10-180-41001 180 OD Supa Plus 
Coupling S621 150

J12994 621-10-250-41001 250 OD Supa Plus 
Coupling S621 250

J12995 621-10-315-41001 315 OD Supa Plus 
Coupling S621 300

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12226 258-30-0406-16 406 OD Coupling 
SH PN16 S258 400

J12227 258-30-0457-16 457 OD Coupling 
SH PN16 S258 450

J12228 258-30-0511-16 511 OD Coupling 
SH PN16 S258 500

J12229 258-30-0613-16 613 OD Coupling 
SH PN16 S258 600

J12230 258-30-0714-16 714 OD Coupling 
SH PN16 S258 700

J12231 258-30-0816-16 816 OD Coupling 
SH PN16 S258 800

J12232 258-30-0917-16 917 OD Coupling 
SH PN16 S258 900

J12233 258-30-1019-10* 1019 OD Coupling 
ZP PN16 S258 1000

J12234 258-30-1121-16 1121 OD Coupling 
SH PN16 S258 1100

J12235 258-30-1223-10* 1223 OD Coupling 
ZP PN16 S258 1200

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

BE0513 631-133-00-6 DN100 Tensile 
Coupling 104-133 100

BE0514 631-161-00-6 DN125 Tensile 
Coupling 132-161 125

BE0515 631-188-00-6 DN150 Tensile 
Coupling 159-188 150

BE0516 631-227-00-6 DN200 Tensile 
Coupling 193-227 200

BE0517 631-257-00-6 DN225 Tensile 
Coupling 224-257 225

BE0518 631-301-00-6 DN250 Tensile 
Coupling 266-301 250

BE0519 631-356-00-6 DN300 Tensile 
Coupling 314-356 300

BE0520 631-442-006 DN400 Tensile 
Coupling 392-442 400
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Adaptors

AVK
Water Fittings

UTILITIES / Valves, Hydrants & Fittings

Series 603 Series 603/4

Full description:

•  Supa Adaptor PN16
•  Steel Sheraplex or 

Geomet Coated fasteners
•  EPDM seals
•  WRAS approved 

materials
•  Standard flange 

drilling to BS EN 1092 
(ISO 7005-2)

•  Epoxy coated according 
to WIS 4-52-01 class B

•  DN40-400

Full description:

•  Supa Adaptor PN16
•  Steel sheraplex 

fasteners
•  EPDM seals
•  WRAS approved 

materials
•  Standard flange 

drilling to BS EN 
1092 (ISO 7005-2)

•  Epoxy coated 
according to WIS 
4-52-01 class B

•  DN40-400

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12655 603-063-000-4100 40 x 46-63 40

J12656 603-074-000-4100 50 x 57-74 50

J12657 603-074-001-4100 50 x 57-74 50

J12658 603-085-000-4100 65 x 68-85 65

J12659 603-106-000-4100 80 x 84-106 80

J12660 603-106-001-4100 80 x 84-106 80

J12661 603-119-000-4100 80 x 99-119 80

J12662 603-133-000-4100 100 x 109-133 100

J12663 603-133-001-4100 100 x 109-133 100

J12664 603-157-000-4100 125 x 132-157 125

J12665 603-183-000-4100 150 x 157-183 150

J12666 603-201-000-4100 150 x 176-201 150

J12667 603-215-000-4100 175 x 193-215 175

J12668 603-242-000-4100 200 x 218-242 200

J12669 603-268-000-4100 225 x 242-268 225

J12670 603-292-000-4100 250 x 266-292 250

J12671 603-306-000-4100 250 x 280-306 250

J12672 603-327-000-4100 300 x 301-327 300

J12673 603-350-000-4100 300 x 324-350 300

J12674 603-378-000-4100 350 x 352-378 350

J12675 603-396-000-4100 350 x 372-396 350

J12676 603-410-000-4100 350 x 384-410 350

CA0005 603-436-000-4100 400 x 410-436 400

J12677 603-436-000-4100 400 x 410-436 400

J12678 603-462-000-4100 400 x 436-462 400

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J13022 603-099-004-4100 88-99 80

J13023 603-123-004-4100 114-123 100

J13024 603-178-004-4100 168-178 150

J13025 603-233-004-4100 219-233 200

Series 265/30

Full description:

•  Dismantling Joint 
Mild Steel

•  WRAS Approved 
Materials

•  Flanges to BS1092-2; 
EPDM Seals

•  Epoxy Coated 
according to WIS 
4-52-01 class B

•  DN300-1200

Wolseley 
code

Supplier 
code

DN 
mm

P38590 265-30-0400-11 400

J13084 265-30-0450-11 450

J13085 265-30-0600-11 600

J13086 265-30-0700-11 700

J13087 265-30-0900-11 900
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Drilling Equipment / Bagging-Off Equipment

UTILITIES / Valves, Hydrants & Fittings

Adaptors– Continued 

Series 623

Full description:

•  Supa Plus Tensile 
Resistant Flange Adaptor

•  PN16
•  BS EN 12842
•  Stainless steel bolts 

A2/A4 nuts
•  EPDM seals
•  WRAS approved materials
•  Standard flange drilling to 

BS EN 1092 (ISO 7005-2)
•  Epoxy coated according 

to WIS 4-52-01 class B
•  DN40-300
* DN100 flange to 

DN125 pipe

Wolseley 
code

Supplier 
code

DN 
mm

J12996 623-10-063-0141001 50

J12997 623-10-090-0141001 80

J12998 623-10-125-0141001 125

J13027 623-10-125-0241001* 100/125

J12999 623-10-180-0141001 150

J13000 623-10-250-0141001 250

J13001 623-10-315-0141001 300

Other sizes available - contact your local branch.

Series 260

Full description:

•  Fabricated Flange 
Adaptor for Pipes 
PN10 & PN16

•  WRAS Approved 
Materials

•  Flanges to BS1092-2; 
EPDM Seals

•  Zinc plated and 
Passivated Fasteners

•  Epoxy Coated according 
to WIS 4-52-01 class B

•  DN350-1400

Series 633

Full description:

•  Supa Maxi Tensile Flange 
Adaptor 

•  PN16
•  EN 14525
•  Stainless steel bolts
•  EPDM rubber
•  Epoxy coated according 

to GSK approval
•  WRAS approved materials
•  DN50-300

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

BE0523 633-106-00-006 80 x 82-106 80

BE0524 633-133-00-006 100 x 104-133 100

BE0526 633-161-00-006 125 x 132-161 125

BE0528 633-227-00-006 200 x 193-227 200

BE0529 633-257-00-006 225 x 224-257 225

BE0530 633-301-00-006 250 x 266-301 250

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12196 260-30-0359-1000 359 x 350 350

J12187 260-30-0359-1000-04 359 x 350 350

J13016 260-30-0408-1002 408 x 400 400

J12188 260-30-0409-0002-04 409 x 400 400

J12197 260-30-0409-1002-04 409 x 400 400

J13017 260-30-0459-1003-05 459 x 450 450

J12189 260-30-0460-0003-05 460 x 450 450

J12198 260-30-0460-1003-05 460 x 450 450

J13089 260-30-0480-1003 480 x 450 450

J13018 260-30-0510-1004 510 x 500 500

J12190 260-30-0511-0004-05 511 x 500 500

J12199 260-30-0511-1004-05 511 x 500 500

J13019 260-30-0612-1005-05 612 x 600 600

J12191 260-30-0613-0005-05 613 x 600 600

J12192 260-30-0711-0006 711 x 700 700

J12219 260-30-0711-1006 711 x 700 700

J12200 260-30-0714-1606-06 714 x 700 700

J12193 260-30-0813-0007 813 x 800 800

J12201 260-30-0816-1007-06 816 x 800 800

J12194 260-30-0914-0008 914 x 900 900

J12202 260-30-0914-1008 914 x 900 900

J12195 260-30-1016-0009 1016 x 1000 1000

J12213 260-30-1220-0011 1220 x 1200 1200
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Series 201/30 Series 253/30

Full description:

•  Leadless Split Collar
•  PN16
•  EPDM seals
•  Epoxy coated according 

to WIS 4-52-01 class B
•  WRAS approved materials
•  Sealing range DN50-300

Full description:

•  Supa Collar Repair Clamp
•  PN16
•  EPDM seals
•  WRAS approved
•  Epoxy coated according 

to WIS 4-52-01 class B
•  Sealing range DN80-300

Wolseley 
code

Supplier 
code

Range 
inches x mm

DN 
mm

For cast iron pipes drilled & tapped ¾” BSP

BE0668 201-30-020-01 2 x 67-71 50

BE0669 201-30-030-01 3 x 93-97 80

BE0675 201-30-040-01 4 x 120-124 100

BE0676 201-30-050-01 5 x 148-152 125

BE0677 201-30-060-01 6 x 175-179 150

BE0678 201-30-080-01 8 x 230-234 200

BE0679 201-30-090-01 9 x 257-261 225

BE0680 201-30-100-01 10 x 284-288 250

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

Supa Collar Repair Clamp plain boss 

J12820 253-30-003-01 80 x 85.4-114.0 80

J12824 253-30-004-01 100 x 111.8-139.0 100

J12827 253-30-006-01 150 x 165.2-195.5 150

J12830 253-30-008-01 200 x 215.9-239.7 200

J12833 253-30-010-01 250 x 269.2-293.5 250

J12836 253-30-012-01 300 x 319.9-347.0 300

Supa Collar Repair Clamp ¾” BSP drilled and 
tapped boss

J12821 253-30-003-2 80 x 85.4-114.0 80

J12828 253-30-006-21 150 x 165.2-195.5 150

J12831 253-30-008-21 200 x 215.9-239.7 200

J12834 253-30-010-21 250 x 269.2-293.5 250

J12837 253-30-012-21 300 x 319.9-347.0 300

Supa Collar Repair Clamp 1½” BSP drilled and 
tapped boss

J12822 253-30-003-4 80 x 85.4-114.0 80

Supa Collar Repair Clamp 2” BSP Boss drilled 
and tapped

J12823 253-30-003-1 80 x 85.4-114.0 80

J12826 253-30-004-51 100 x 111.8-139.0 100

J12829 253-30-006-51 150 x 165.2-195.5 150

J12832 253-30-008-51 200 x 215.9-239.7 200

J12835 253-30-010-51 250 x 269.2-293.5 250

J12838 253-30-012-51 300 x 319.9-347.0 300

Other sizes available - contact your local branch.

Series 202/30

Full description:

•  Stainless Steel Repair Clamp
•  PN5/7/10
•  EPDM rubber seals 
•  WRAS approved materials
•  Zinc plated fasteners 
•  Sealing range DN80-1400
•  Length 150-2400mm
•  Note: Other sizes are 

available on request

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12720 202-30-0086-1201 86-106 x 300 80

J12730 202-30-0086-1801 86-106 x 450 80

J12740 202-30-0086-2401 86-106 x 600 80

J12721 202-30-0111-1201 111-131 x 300 100

J12731 202-30-0111-1801 111-131 x 450 100

J12722 202-30-0138-1201 138-158 x 100 125

J12723 202-30-0164-1201 164-184 x 300 150

J12732 202-30-0164-1801 164-184 x 450 150

J12742 202-30-0164-2401 164-184 x 600 150

J12743 202-30-0215-2401 215-235 x 600 200

J12734 202-30-0255-1801 255-275 x 450 250

J12725 202-30-0268-1201 268-288 x 300 250

J12707 202-30-0319-0601 319-339 x 150 300

J12726 202-30-0319-1201 319-339 x 300 300

J12735 202-30-0319-1801 319-339 x 450 300

J12708 202-30-0341-0601 341-361 x 150 340

J12736 202-30-0341-1801 341-361 x 450 340

J12709 202-30-0395-0601 395-415 x 150 390
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Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

K83108 215-30-0210-04121 210-100 x 300 100

Other sizes available - contact your local branch.

Repair Clamps – Continued / Under Pressure Tees

Series 215/30 

Series 202/30-004

Full description:

•  Under Pressure Tee
•  PN7/10
•  EPDM seals
•  WRAS approved materials
•  Standard flange drilling to 

EN 1092-2 (ISO 7005-2)
•  Sealing range DN80-1200
•  Branch size DN60-600
•  DN80-1200
•  Note: Other sizes 

available on request

Full description:

•  Stainless Steel Repair 
Clamp

•  PN5/7/10
•  EPDM rubber seals 
•  WRAS approved materials
•  Zinc plated fasteners 
•  Sealing range DN80-1400
•  Length 150-2400mm
•  Note: Other sizes are 

available on request

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12705 202-30-0255-0651 255-275 x 150 250

Other sizes available - contact your local branch.

Series 206 

Full description:

•  Single Band Repair Clamp
•  PN7/10
•  EPDM rubber 
•  WRAS approved
•  Sealing range DN50-350
•  Lengths 150-1200mm
•  Note: Other sizes are 

available on request

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12760 206-30-0066-0601 66-76 x 150 50

J12761 206-30-0092-0601 92-102 x 150 80

J12776 206-30-0092-1201 92-102 x 300 80

J12752 206-30-0111-0601 111-121 x 150 100

J12767 206-30-0111-1201 111-121 x 300 100

J12777 206-30-0118-1201 118-128 x 300 100

J12754 206-30-0164-0601 164-174 x 150 150

J12755 206-30-0215-0601 215-225 x 150 200

J12770 206-30-0215-1201 215-225 x 300 200

J12771 206-30-0268-1201 268-278 x 300 250

J12757 206-30-0319-0601 319-329 x 150 300

J12772 206-30-0319-1201 319-329 x 300 300

Wolseley 
code

Supplier 
code

DN 
mm

P00901 204-30-003-0 80

P00902 204-30-004-0 100

P00903 204-30-006-0 150

Series 204/30

Full description:

•  Ferrule Encapsulation 
Collar

•  PN16
•  EPDM seals
•  WRAS approved materials
•  Epoxy coated according 

to WIS 4-52-01 class B
•  Sealing range DN80-150 
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Series 253/31-001

Series 202/31

Series 253

Full description:

•  Supa Collar Universal 
Repair Clamp 

•  Kitemarked to 
•  GIS/LC8:Part 4
•  MOP 7 Bar
•  Sealing range DN80-300
•  Note: Available with 

2” Boss

Full description:

•  Stainless Steel Repair 
Clamp

•  Nitrile Rubber Seals 
fitted with 2” Boss

•  Zinc Plated and 
passivated fasteners

•  Approved to GIS/LC8: 
Part 4 

•  Other boss sizes available 
on request

•  Sealing range DN80-1200
•  Length 150-1500mm
•  Note: Other sizes 

available on request

Full description:

•  Supa Collar Universal 
Repair Clamp complete 
with 2” boss

•  Kitemarked to 
•  GIS/LC8:Part 4
•  MOP 7 Bar
•  Sealing range DN80-300
•  Note: Available Plain

Wolseley 
code

Supplier 
code

Range 
inches/mm

DN 
mm

J12840 253-31-003-01 3/080 80

J12842 253-31-004-01 4/100 100

J12844 253-31-006-01 6/150 150

Wolseley 
code

Supplier 
code

Range 
inches/mm

DN 
mm

J12841 253-31-003-51 3/080 80

J12843 253-31-004-51 4/100 100

J12845 253-31-006-51 6/150 150

J12847 253-31-008-51 8/200 200

J12849 253-31-010-51 10/250 250

J12851 253-31-012-51 12/300 300

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

CA0013 202-31-0086-0651 86-106 x 150 80

CA0014 202-31-0111-0651 111-131 x 150 100

CA6304 202-31-0138-0651 138-158 x 150 125

CA0015 202-31-0164-1251 164-184 x 300 150

J12913 202-31-0164-1851 164-184 x 450 150

J12907 202-31-0268-1251 268-288 x 300 250

J12908 202-31-0319-1251 319-339 x 300 300

Other sizes available - contact your local branch.

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

CA0001 202-31-0086-0601 86-106 x 150 80

CA0002 202-31-0111-0601 111-131 x 150 100

Other sizes available - contact your local branch.

Series 202/31

Full description:

•  Stainless Steel Repair 
Clamp

•  Nitrile Rubber Seals 
•  Zinc plated and 

passivated fasteners
•  Approved to GIS/LC8: 

Part 4
•  Sealing range DN80-1200
•  Length 150-1500mm
•  Note: Also available 

with threaded boss
•  Note: Other sizes 

available on request

Series 203/31-001 

Full description:

•  Gas Pipesaver Single 
Band Repair Clamp 

•  Designed according to 
GIS/LC8:part 4

•  Sealing range DN15-54
•  Length 60-100mm 

(Supplied in bags of 10) 

Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

J12950 203-31-015-06 15-22 x 60 15

J12951 203-31-027-06 27-35 x 60 25

J12952 203-31-041-06 41-48 x 60 32

Other sizes available - contact your local branch.
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Wolseley 
code

Supplier 
code

Range 
mm x mm/inches

DN 
mm

J12800 257-31-04-081 080 x 100/4 80

J12801 257-31-06-081 080 x 150/6 80

J12802 257-31-08-081 080 x 200/8 80

J12803 257-31-10-081 80 x 250/10 80

J12804 257-31-12-081 80 x 300/12 80

J12805 257-31-04-101 100 x 100/4 100

J12806 257-31-06-101 100 x 150/6 100

J12807 257-31-08-101 100 x 200/8 100

J12808 257-31-10-101 100 x 250/10 100

J12809 257-31-12-101 100 x 300/12 100

J12810 257-31-06-151 150 x 150/6 150

J12811 257-31-08-151 150 x 200/8 150

J12812 257-31-10-151 150 x 250/10 150

J12813 257-31-12-151 150 x 300/12 150

J12814 257-31-08-201 200 x 200/8 200

J12815 257-31-10-201 200 x 250/10 200

J12816 257-31-12-201 200 x 300/12 200

J12817 257-31-10-251 250 x 250/10 250

J12818 257-31-12-251 250 x 300/12 250

J12819 257-31-12-301 300 x 300/12 300

Series 257 

Full description:

•  Ductile Iron Universal 
Under Pressure Tee with 
PN16 Flange

•  Kitemark approved to 
GIS/LC8: Part 4

•  Sealing range: DN80-300
•  MOP 7 Bar (Suitable for 

Flowstopping)

Wolseley 
code

Supplier 
code

Range 
mm 

DN 
mm

CA0012 215-31-0086-03121 86-080 x 300 80

CA0007 215-31-0111-03121 111-080 x 300 80

CA0006 215-31-0111-04121 111-100 x 300 100

CA5965 215-31-0138-03121 138-080 x 300 80

CA5964 215-31-0138-04121 138-100 x 300 100

J12866 215-31-0164-04121 164-100 x 300 100

CA0008 215-31-0164-06151 164-150 x 375 150

J12868 215-31-0200-03121 200-080 x 300 80

J12869 215-31-0200-04121 200-100 x 300 100

J12870 215-31-0200-06151 200-150 x 375 150

J12871 215-31-0215-03121 215-080 x 300 80

J12872 215-31-0215-04121 215-100 x 300 100

CA0009 215-31-0215-06151 215-150 x 375 150

J12874 215-31-0215-08181 215-200 x 450 200

CA5966 215-31-0255-03121 255-080 x 300 80

CA0010 215-31-0255-04121 255-100 x 300 100

J12877 215-31-0255-06151 255-150 x 375 150

J12878 215-31-0255-08181 255-200 x 450 200

J12879 215-31-0268-03121 268-080 x 300 80

J12880 215-31-0268-04121 268-100 x 300 100

J12881 215-31-0268-06151 268-150 x 375 150

J12882 215-31-0268-08181 268-200 x 450 200

J12883 215-31-0268-10241 268-250 x 600 250

J12884 215-31-0319-03121 319-080 x 300 80

J12885 215-31-0319-04121 319-100 x 300 100

J12886 215-31-0319-06151 319-150 x 375 150

J12887 215-31-0319-08151 319-200 x 375 200

CA0011 215-31-0319-10241 319-250 x 600 250

J12889 215-31-0319-12301 319-300 x 750 300

J12890 215-31-0485-04121 485-100 x 300 100

Other sizes available - contact your local branch.

Series 215/31-001

Full description:

•  Stainless steel Under 
Pressure Tee

•  Nitrile seals
•  Zinc plated and passivated 

fasteners 
•  Kitemarked to 

GIS/LC8:Part 4 
•  PN16
•  Flange range: DN50-600
•  Pipe Size: DN80-1200
•  Length to suit outlet size
•  Note: Other sizes are 

available on request
•  Fastrack service available
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Wolseley 
code

Supplier 
code

Range 
mm

DN 
mm

CA0017 248-32-003-013 80 2

CA0018 248-32-004-013 100 2

J13042 248-32-006-013 150 2

J13043 248-32-008-013 200 2

CA0019 248-32-009-013 225 2

J13044 248-32-010-013 250 2

CA6151 248-32-012-013 300 2

CA0016 248-32-015-013 400 2

Other sizes available - contact your local branch.

Series 248/32-001 

Full description:

•  Donkin Universal Cast 
Ductile Iron End Cap 

• Nitrile seals
•  Kitemark Approved to 

GIS/PL3
• MOP 2 Bar
• DN80-1200 
•  Note: Above 300mm end caps are dedicated 

sizes and are available as cast products for CIAB 
pipe up to 24” and fabricated products for all 
other pipe sizes up to 48”

•  Option: Available in Black
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to offer an extensive range of pipeline equipment including 
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TALIS
Service Fittings

Ferrule Straps, Stopcocks and Chambers

Self Tapping Ferrule Straps

Stopcocks

Stopcock Chamber Systems

Wolseley 
code

Supplier 
code Description Nominal  

size mm

P90633 E3952 32 Polyethylene Pipe x Pushfit 25mm 32

P90634 E3921 50 Polyethylene Pipe x Pushfit 25mm 50

P90635 E3950 63 Polyethylene Pipe x Pushfit 25mm 63

P90636 E4788 63 Polyethylene Pipe x Pushfit 32mm 63

P90637 E5226 90 Polyethylene Pipe x Pushfit 32mm 90

P90638 E7305 110 Polyethylene Pipe x Pushfit 25mm 110

P90639 E7306 110 Polyethylene Pipe x Pushfit 32mm 110

P90640 E5224 125 Polyethylene Pipe x Pushfit 25mm 125

P90641 E5227 125 Polyethylene Pipe x Pushfit 32mm 125

P90642 E7308 160 Polyethylene Pipe x Pushfit 25mm 160

P90643 E7309 160 Polyethylene Pipe x Pushfit 32mm 160

P90644 E5225 180 Polyethylene Pipe x Pushfit 25mm 180

P90645 E5228 180 Polyethylene Pipe x Pushfit 32mm 180

P90646 E3928 200 Polyethylene Pipe x Pushfit 25mm 200

P90647 E7970 200 Polyethylene Pipe x Pushfit 32mm 200

Wolseley 
code

Supplier 
code Description Nominal  

size

P62390 E5252 Talbot Plastic Stopcock 20mm 20mm

P62391 E5874 Talbot Plastic Stopcock 25mm 25mm

P62392 E5882 Talbot Plastic Stopcock 32mm 32mm

P94924 SV5402FCR EBCO Gunmetal Stopcock BS5433 ½”

P94925 SV5403FCR EBCO Gunmetal Stopcock BS5433 ¾”

P94926 SV5404FCR EBCO Gunmetal Stopcock BS5433 1”

P94927 SV5406FCR EBCO Gunmetal Stopcock BS5433 1½”

P94928 SV5408FCR EBCO Gunmetal Stopcock BS5433 2”

Wolseley 
code

Supplier 
code Description

J90920 E3199 Talbot Stopcock Chamber Small Base Water Box 700mm Tube

P63795 E7226 Talbot Stopcock Chamber Large Base Water Box 700mm Tube

P63796 E7057 Talbot Stopcock Chamber Large Base Gas Box 700mm Tube

P90648 1202A Surface Box Assembly Water

P90649 1203A Surface Box Assembly Gas Black Lid

CA4014 1206A Surface Box Assembly Gas Yellow Lid

J90923 1208 Talbot Stopcock Chamber Guard Pipe 6” x 700mm Pvc

J90921 1209 Talbot Stopcock Chamber Base Small 6”

J90924 1210 Talbot Stopcock Chamber Universal Top Adaptor
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QuickFit Couplings

Customer benefits:
•  QuickFit products accommodate 

angular deflection between Pipes.  
This makes installation easy and allows 
pipeline movement, such as ground 
settlement

•  Long radius curves can also be 
accommodated, avoiding the need for 
special fittings with Couplings up to 6º 
and Flange Adaptors to 3º

•   No need for specialist tools – just a 
19mm A/F Deep Reach Socket and 
Torque Wrench

•  QuickFit Couplings are capable of 
accommodating 10mm of expansion/
contraction per fitting, Flange Adaptors 
5mm. This reduces the need for 
supplementary expansion joints  
or bellows

•   All cast QuickFit Flange Adaptors are 
supplied as standard with an extended 
Sealing Face, and are suitable for use 
with Wafer Style (Butterfly) Valves

•   Fabricated Flange Adaptors can be 
supplied with either an extended 
Sealing Face or Clear Bore option

Application Information:
The QuickFit Coupling range is designed to connect Plain Ended Pipes with similar 
outside diameters. The full range includes Couplings and Flange Adaptors to suit  
Pipes with nominal sizes between DN50 (2") and DN300 (12"). One fitting can 
accommodate PVC, coated and uncoated Steel Pipes and Ductile Iron Pipes as well.

Wolseley 
code

Supplier 
code

Size range mm Working 
pressure 

bar

End ring
OD

Bolt size No. 
diameter  
x length

Gasket 
mould 

No.

Weight  
kgMin Max

J89001 VJ11400 47.9 51.3 46.6 136 2-M12 x 180 12477/41 2.22

J88887 VJ11401 59.5 63.3 46.6 148 2-M12 x 180 12477/1 2.51

J89002 VJ11402 75.3 79.1 46.6 164 2-M12 x 180 12477/5 2.89

J11050 VJ11403 88.1 91.9 46.6 177 4-M12 x 180 12477/7 3.81

J83303 VJ11404 95.8 100.2 46.6 185 4-M12 x 180 12477/10 4

J89003 VJ11405 107.2 111 46.6 196 4-M12 x 180 12477/12 4.26

J13038 VJ11406 113.5 120.2 46.6 205 4-M12 x 180 12477/15 4.48

J89004 VJ11407 138.9 142.7 44 228 4-M12 x 180 12477/19 5.02

J89005 VJ11408 158.2 162 38.8 254 4-M12 x 180 12477/21 6.32

J11052 VJ11409 167.5 172.3 36.9 264 4-M12 x 180 12477/24 6.59

J89006 VJ11410 192.9 196.7 32.2 292 4-M12 x 180 12477/26 8.06

J13039 VJ11411 218.3 224.4 35.8 319 4-M12 x 180 12477/29 8.89

J11398 VJ11412 272.2 276.5 34.8 372 6-M12 x 180 12477/34 11.15

J11399 VJ11413 323.1 328.6 29.5 424 6-M12 x 180 12477/37 12.76

Test pressure = 1.5 x working pressure.

Viking Johnson
Couplings & Adaptors
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QuickFit Flange Adaptors

Viking Johnson
Couplings & Adaptors

Customer benefits:
•  QuickFit products accommodate 

angular deflection between Pipes.  
This makes installation easy and allows 
pipeline movement, such as ground 
settlement

•  Long radius curves can also be 
accommodated, avoiding the need for 
special fittings with Couplings up to 6º 
and Flange Adaptors to 3º

•   No need for specialist tools – just a 
19mm A/F Deep Reach Socket and 
Torque Wrench

•  QuickFit Couplings are capable of 
accommodating 10mm of expansion/
contraction per fitting, Flange Adaptors 
5mm. This reduces the need for 
supplementary expansion joints  
or bellows

•   All cast QuickFit Flange Adaptors are 
supplied as standard with an extended 
Sealing Face, and are suitable for use 
with Wafer Style (Butterfly) Valves

•   Fabricated Flange Adaptors can be 
supplied with either an extended 
Sealing Face or Clear Bore option

Application Information:
The QuickFit Coupling range is designed to connect Plain Ended Pipes with similar 
outside diameters. The full range includes Couplings and Flange Adaptors to suit  
Pipes with nominal sizes between DN50 (2") and DN300 (12"). One fitting can 
accommodate PVC, coated and uncoated Steel Pipes and Ductile Iron Pipes as well.
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FlexLock Couplings

Viking Johnson
Couplings & Adaptors

Customer benefits:
•  FlexLock permits angular deflection 

between pipes, allowing for normal 
pipeline movement such as ground 
settlement. Long radius curves can also 
be accommodated, reducing the need 
for special fittings. FlexLock Couplings 
allow for a total angular deflection of 
±6° (±3° for Flange Adaptors)

•  Cost-effective: FlexLock can provide 
significant cost savings compared  
to non-locking couplings with a 
harnessing system

•  Restrains pressure thrusts without 
thrust blocks at bends

•  Convert cut lengths of pipe into flanged 
pipes – allows use of pipe off-cuts

•  Working pressure of 16 bar on water  
up to and including DN200 and 10 bar 
for DN250 and DN300. For gas 
applications a working pressure  
of 6 bar can be achieved

•  The ability to provide angular 
deflection in any plane is a particular 
advantage – a harness assembly can 
provide angular deflection only in  
one plane

Application Information:
The FlexLock system provides a self-anchoring method of joining ductile iron or steel 
pipes and offers a cost-effective, quick and simple alternative to traditional anchoring 
systems such as site welding, harnessing or thrust blocks.
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Drilling Equipment / Bagging-Off EquipmentFlexLock Couplings – Continued
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FlexLock Flange Adaptors

Viking Johnson
Couplings & Adaptors

Customer benefits:
•  FlexLock permits angular deflection 

between pipes, allowing for normal 
pipeline movement such as ground 
settlement. Long radius curves can also 
be accommodated, reducing the need 
for special fittings. FlexLock Couplings 
allow for a total angular deflection of 
±6° (±3° for Flange Adaptors)

•  Cost-effective: FlexLock can provide 
significant cost savings compared  
to non-locking couplings with a 
harnessing system

•  Restrains pressure thrusts without 
thrust blocks at bends

•  Convert cut lengths of pipe into flanged 
pipes – allows use of pipe off-cuts

•  Working pressure of 16 bar on water  
up to and including DN200 and 10 bar 
for DN250 and DN300. For gas 
applications a working pressure  
of 6 bar can be achieved

•  The ability to provide angular 
deflection in any plane is a particular 
advantage – a harness assembly can 
provide angular deflection only in  
one plane

Application Information:
The FlexLock system provides a self-anchoring method of joining ductile iron or steel 
pipes and offers a cost-effective, quick and simple alternative to traditional anchoring 
systems such as site welding, harnessing or thrust blocks.
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Drilling Equipment / Bagging-Off EquipmentFlexLock Flange Adaptors – Continued
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AquaFast Couplings

Viking Johnson
Couplings & Adaptors

Customer benefits:
•  Improved design for easy alignment 

especially on oval and coiled pipes
•  Coupling can be used for repair - no 

internal restriction ideal for Sewage 
applications

•  No requirement for a support liner, 
torque wrench or any other specialist 
equipment on site

•  Reduced stockholding - One product 
can connect one nominal pipe size with 
common SDRs

•  5O years design life expectancy

•  Saves time and effort as Contractor 
only has to identify PE pipe nominal 
size to select correct fitting

•  Minimal number of bolts to tighten
•  Supplied as standard with EPDM gasket 

approved by WRAS for use with potable 
water

•  Corrosion protection – Metal 
components are coated with Rilsan 
Nylon 11 which is WRAS approved for 
use with potable water

Application Information:
AquaFast is a quick and easy to install product for Polyethylene pipe connections, 
providing an alternative solution to electrofusion and butt fusion for all weather and 
trench conditions. It is a simple fit and forget installation without the need for an 
internal liner or expensive trench equipment.
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AquaFast Couplings   

Dimensions mm

Wolseley 
code

Supplier 
code

Pipe 
OD

Bolt size No. 
diameter x length

Max 
(A)

Diameter 
(B)

Setting  
gap mm

Max gap 
mm

Weight 
kg

J14645 VJ40001 63 2-M12 x 250 257 141.5 20 30 4.2

J14646 VJ40002 75 2-M12 x 250 257 153.5 20 30 4.7

J14647 VJ40003 90 2-M12 x 250 257 170 20 30 5.3

J14648 VJ40004 110 2-M12 x 250 257 190.5 20 30 6.4

J14649 VJ40005 125 2-M12 x 250 257 207 20 30 7.1

J14650 VJ40006 140 4-M12 x 250 257 222 20 30 8.4

J14651 VJ40007 160 4-M12 x 250 257 242 20 30 9.2

J14652 VJ40008 180 4-M12 x 375 382 264 30 50 18

J14653 VJ40009 200 4-M12 x 375 382 292 30 50 20.4

J14654 VJ40010 225 4-M16 x 385 395 323 30 50 24.8

J14655 VJ40011 250 6-M16 x 385 395 351 30 50 31.5

J14656 VJ40012 280 6-M16 x 385 395 382 30 50 33.6

J14657 VJ40013 315 6-M16 x 385 395 417 30 50 38.7

Test pressure = 1.5 x working pressure.

Drilling Equipment / Bagging-Off EquipmentAquaFast Couplings – Continued

AquaFast Couplings – Large Diameter   

Dimensions mm

Wolseley 
code

Supplier 
code

Pipe 
OD

Bolt size No. 
diameter x length

Max 
(A) Length

Working 
pressure 

bar

Insertion 
depth - 
nominal

Setting 
gap 
mm

Weight 
kg

J14682 VJ44001 355 24-M16 x 120 571 692 16 241 210 213.3

J14683 VJ44002 400 24-M16 x 120 618 704 16 247 210 231.3

J14684 VJ44003 450 24-M16 x 120 670 720 16 255 210 253.3
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AquaFast Flange Adaptors

Viking Johnson
Couplings & Adaptors

Customer benefits:
•  Improved design for easy alignment 

especially on oval and coiled pipes
•  Coupling can be used for repair - no 

internal restriction ideal for Sewage 
applications

•  No requirement for a support liner, 
torque wrench or any other specialist 
equipment on site

•  Reduced stockholding - One product 
can connect one nominal pipe size with 
common SDRs

•  5O years design life expectancy

•  Saves time and effort as Contractor 
only has to identify PE pipe nominal 
size to select correct fitting

•  Minimal number of bolts to tighten
•  Supplied as standard with EPDM gasket 

approved by WRAS for use with potable 
water

•  Corrosion protection – Metal 
components are coated with Rilsan 
Nylon 11 which is WRAS approved for 
use with potable water

Application Information:
AquaFast is a quick and easy to install product for Polyethylene pipe connections, 
providing an alternative solution to electrofusion and butt fusion for all weather and 
trench conditions. It is a simple fit and forget installation without the need for an 
internal liner or expensive trench equipment.



165UTILITIES / Valves, Hydrants & Fittings

A
qu

aF
as

t 
Fl

an
ge

 A
da

pt
or

s

D
im

en
si

on
s 

m
m

W
ol

se
le

y 
co

de
Su

pp
lie

r 
co

de
Pi

pe
 O

D
Fl

an
ge

  
dr

ill
in

gs
Te

e 
bo

lt
 s

iz
e 

N
o.

 
di

am
et

er
 x

 le
ng

th
M

ax
 

(A
)

D
ia

m
et

er
 

(B
)

Bo
re

 (
C

) 
m

m
Fl

an
ge

 t
hi

ck
ne

ss
 

(D
) m

m
Se

tt
in

g 
ga

p 
m

m
M

ax
 g

ap
 

m
m

W
ei

gh
t 

kg

J1
46

58
VJ

41
00

1
63

50
/6

5P
N

10
, 1

6
2-

M
12

 x
 1

35
14

4
18

5
50

17
20

25
4.

4

J1
46

59
VJ

41
00

2
75

65
/8

0P
N

10
, 1

6
2-

M
12

 x
 1

35
14

4
20

0
65

17
20

25
4.

8

J1
46

60
VJ

41
00

3
90

65
/8

0P
N

10
, 1

6
2-

M
12

 x
 1

35
14

4
20

0
80

17
20

25
5

J1
46

61
VJ

41
00

4
11

0
10

0P
N

10
, 1

6
2-

M
12

 x
 1

35
14

4
22

9
10

0
17

20
25

6.
1

J1
46

62
VJ

41
00

5
12

5
10

0/
12

5P
N

10
, 1

6
2-

M
12

 x
 1

35
14

4
25

0
10

0
17

20
25

7.
2

J1
46

63
VJ

41
00

6
14

0
12

5P
N

10
, 1

6
4-

M
12

 x
 1

35
14

4
25

0
12

5
17

20
25

7.
4

J1
46

64
VJ

41
00

7
16

0
15

0P
N

10
, 1

6
4-

M
12

 x
 1

35
14

4
28

5
15

0
17

20
25

8.
5

J1
46

65
VJ

41
00

8
18

0
15

0P
N

10
, 1

6
4-

M
12

 x
 1

85
19

4
28

5
15

0
17

25
35

12
.4

J1
46

66
VJ

41
00

9
20

0
20

0P
N

10
, 1

6
4-

M
12

 x
 1

85
19

5
34

3
19

0
18

25
35

15
.4

J1
46

67
VJ

41
01

0
22

5
20

0P
N

10
, 1

6
4-

M
16

 x
 1

95
20

5
34

3
19

0
18

25
35

16
.9

J1
46

68
VJ

41
01

1
25

0
25

0P
N

10
, 1

6
6-

M
16

 x
 1

95
20

7
40

6
24

0
20

25
35

22
.5

J1
46

69
VJ

41
01

2
28

0
25

0P
N

10
, 1

6
6-

M
16

 x
 1

95
20

7
40

6
27

0
20

25
35

22
.1

J1
46

70
VJ

41
01

3
31

5
30

0P
N

10
, 1

6
6-

M
16

 x
 1

95
20

8
48

3
30

0
21

.5
25

35
28

.2

A
ll 

fla
ng

e 
dr

ill
ed

 to
 B

S 
EN

 1
09

2-
1 

(f
or

m
er

ly
 B

S 
45

04
) /

BS
 E

N
 IS

O
 7

00
5 

PN
10

 a
nd

 P
N

16
.

Drilling Equipment / Bagging-Off EquipmentAquaFast Flange Adaptors – Continued
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AquaGrip Couplings

Viking Johnson
Couplings & Adaptors

Application Information:
A high Performance Polyethylene Jointing System.

The AquaGrip range was developed in response to demand for a simple, high 
performance end load restraint (Type 1) mechanical method of joining polyethylene 
Pipes. AquaGrip products are designed to support and grip PE Pipes to prevent pipe 
collapse and pull out.

Customer benefits:
•  Slip-on Coupling without centre stop  

or obstruction making it easier to  
make repairs to existing pipelines

•  No need to dismantle products  
to install

•  Same size bolt throughout range means 
just one torque wrench for all pipe sizes

•  Substantial axial pipe adjustment up to 
50mm – ideal for making pipe and 
valve insertions into existing lines.  
No need for precise cutting of the pipes 
or for machined pipe ends

•  Versatile range. Straight Couplings for 
simple, convenient repairs, or new  

lay connections. Flange Adaptors to 
introduce Valves and Flanged fittings  
or connect to existing Flanged pipework

•  AquaGrip has been tested and found  
to comply with the requirements of  
the Water Supply (Water Fittings) 
Regulations 1999 for England and 
Wales, the Water Bye-laws 2000 
Scotland and the Water Regulations 
Northern Ireland

•  Supplied complete with liners for  
PE Pipes

•  Flange Adaptors and straight Couplings 
designed to the full Type 1 performance 
requirements of WIS 4-24-01

Dimensions mm

Wolseley 
code

Supplier 
code

Pipe 
OD (A) (C) No.  

of Bolts
Bolts  

size mm
Gasket 

mould No.
Weight  

kg

J14057 VJ00157 63 144 208 2 M12 x 200 6001 2.4

J14060 VJ00044 90 167.5 208 4 M12 x 200 1785 3.8

J14062 VJ00522 110 188 208 4 M12 x 200 1786 5.4

J14065 VJ00030 125 203 208 4 M12 x 200 1787 5.8

J14067 VJ00476 160 240 223 8 M12 x 215 1788 9

J14075 VJ00058 180 257.5 223 8 M12 x 215 1789 9.8

AquaGrip Coupling assembly joins PE Pipe to PE Pipe.
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Drilling Equipment / Bagging-Off EquipmentAquaGrip Flange Adaptors

Application Information:
A high Performance Polyethylene Jointing System.

The AquaGrip range was developed in response to demand for a simple, high 
performance end load restraint (Type 1) mechanical method of joining polyethylene 
Pipes. AquaGrip products are designed to support and grip PE Pipes to prevent pipe 
collapse and pull out.

Customer benefits:
•  Slip-on Coupling without centre stop  

or obstruction making it easier to  
make repairs to existing pipelines

•  No need to dismantle products  
to install

•  Same size bolt throughout range means 
just one torque wrench for all pipe sizes

•  Substantial axial pipe adjustment up to 
50mm – ideal for making pipe and 
valve insertions into existing lines.  
No need for precise cutting of the pipes 
or for machined pipe ends

•  Versatile range. Straight Couplings for 
simple, convenient repairs, or new  

lay connections. Flange Adaptors to 
introduce Valves and Flanged fittings  
or connect to existing Flanged pipework

•  AquaGrip has been tested and found  
to comply with the requirements of  
the Water Supply (Water Fittings) 
Regulations 1999 for England and 
Wales, the Water Bye-laws 2000 
Scotland and the Water Regulations 
Northern Ireland

•  Supplied complete with liners for  
PE Pipes

•  Flange Adaptors and straight Couplings 
designed to the full Type 1 performance 
requirements of WIS 4-24-01

Dimensions mm

Wolseley 
code

Supplier 
code

Pipe 
OD (A) (C) No. of  

T Bolts
T Bolts  

size mm

Flange 
specification 

nom. mm

Gasket 
mould 

No.

Weight  
kg

J14005 VJ00505 63 200 123 2 M12 x 115 50/80PN10/16 6001 3.6

J14010 VJ00518 90 200 123 4 M12 x 115 80PN10/16 1785 3.8

J14012 VJ00277 110 220 123 4 M12 x 115 100PN10&16 1786 4.2

J14015 VJ00053 125 220 123 4 M12 x 115 100PN10&16 1787 4.3

J14017 VJ00328 160 285 129 8 M12 x 115 150PN10&16 1788 8.1

J14020 VJ00069 180 285 129 8 M12 x 115 150PN10&16 1789 8.5

AquaGrip Flange Adaptor assembly joins PE Pipe to Flanged equipment.
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UltraGrip Couplings

Viking Johnson
Couplings & Adaptors

Application Information:
UltraGrip products are designed to offer a solution to joining Plain Ended Pipes and 
contain an end load resistant mechanism, that grips and seals onto a variety of pipe 
materials including Cast Iron, Ductile Iron, Steel, PVC and PE.

Customer benefits:
•  High-level of performance in both 

water and gas applications
•  Increased diameter range and wide 

tolerance delivers a reduction in  
stock holding costs

•  Gripping product can be converted  
to non-gripping flexible product  
by removing grippers, to permit  
axial movement

•  Available in Nitrile for gas and EPDM 
for water, materials approved to WRAS 
as well as KTW and DVGW W270 
(11.2007) for potable water 
applications

•  Reversible captive bolts for quick  
and easy installation

•  New design based on proven 
technology to deliver total peace  
of mind

•  Sizes from DN40 to DN600

Looking for PE 
pipe systems?

Utilities pages 7-24
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Drilling Equipment / Bagging-Off EquipmentUltraGrip Couplings – Continued

D
im

en
si

on
s 

m
m

W
ol

se
le

y 
co

de
Su

pp
lie

r 
co

de
N

om
. s

iz
e

Si
ze

 r
an

ge
 m

m
In

se
rt

io
n 

de
pt

h 
(D

)
O

ve
ra

ll
Sl

ee
ve

Bo
lt

s
W

ei
gh

t 
kg

M
in

M
ax

M
in

M
ax

(A
)

(B
)

(L
)

(T
)

N
o.

 s
iz

e
Ty

pe
J8

88
23

VJ
33

00
1

40
43

.5
63

.5
65

95
16

8
26

2
14

4
7

6-
M

12
 x

 7
0

H
RH

5.
76

J8
89

48
VJ

33
00

2
50

48
71

65
11

0
17

8
29

6
18

0
5

6-
M

12
 x

 7
0

CS
X

6.
13

J8
88

24
VJ

33
00

3
65

63
83

.7
65

95
18

9
26

2
14

4
7

6-
M

12
 x

 7
0

H
RH

6.
86

J8
88

25
VJ

33
00

4
80

85
.7

10
7

65
11

0
21

2
28

8
17

0
7

6-
M

12
 x

 7
0

H
RH

8.
54

J1
45

07
VJ

33
00

5
10

0
10

7.
2

13
3.

2
90

12
5

28
0

34
2

18
0

7
6-

M
16

 x
 9

0
CS

X
13

.5
7

J1
45

09
VJ

33
00

6
12

5
13

2.
2

16
0.

2
90

12
5

30
5

34
2

18
0

6
6-

M
16

 x
 9

0
CS

X
14

.5
1

J1
45

11
VJ

33
00

7
15

0
15

8.
2

19
2.

2
90

13
5

33
9

38
6

21
3

6.
5

8-
M

16
 x

 9
0

CS
X

20
.2

2

J1
45

13
VJ

33
00

8
17

5
19

2.
2

22
6.

9
12

5
16

5
40

3
40

0
22

0
6.

5
10

-M
16

 x
 9

0
CS

X
33

.2
2

J1
45

15
VJ

33
00

9
20

0
21

8.
1

25
6

12
5

16
5

43
2

40
0

22
0

6.
5

10
-M

16
 x

 9
0

CS
X

35
.4

8

J1
45

17
VJ

33
01

0
25

0
26

6.
2

31
0

12
5

16
5

47
6

52
4

30
0

8
12

-M
16

 x
 1

20
CS

X
52

.8
8

J1
46

29
VJ

33
01

1
30

0
31

5
35

6
12

5
20

0
52

2
52

4
30

0
8

16
-M

16
x 

12
0

CS
X

63
.8

J4
91

77
VJ

33
01

2
35

0
35

2.
2

39
6

12
5

20
0

57
7

52
5

30
0

7.
5

18
-M

16
 x

 1
20

CS
X

74
.5

8

J4
91

78
VJ

33
01

3
40

0
39

8.
2

44
2

12
5

20
0

62
3

52
5

30
0

7.
5

20
-M

16
x 

12
0

CS
X

82
.8

8

J8
89

25
VJ

33
30

0
45

0
44

8
49

2
13

5
21

5
71

3
54

5
30

0
7.

5
24

-M
16

x 
15

0
H

RH
13

9.
03

J8
89

67
VJ

33
30

1
50

0
49

8
55

2
15

5
21

5
80

3
56

5
30

0
7.

5
18

-M
20

 x
 1

50
H

RH
16

0.
42

J8
89

42
VJ

33
30

2
50

0
55

8
60

8
15

5
21

5
86

0
56

5
30

0
7.

5
20

-M
20

 x
 1

50
H

RH
17

5.
02

J8
89

27
VJ

33
30

3
60

0
60

4
64

8
19

5
25

5
90

0
56

5
30

0
7.

5
24

-M
20

 x
 1

50
H

RH
24

0.
0

J8
89

28
VJ

33
30

4
60

0
67

6
72

6
19

5
25

5
97

5
56

5
30

0
7.

5
28

-M
20

 x
 1

50
H

RH
26

7.
38

U
p 

to
 8

° 
an

gu
la

r d
efl

ec
tio

n.



170 UTILITIES / Valves, Hydrants & Fittings

UltraGrip Flange Adaptors

Viking Johnson
Couplings & Adaptors

Application Information:
UltraGrip products are designed to offer a solution to joining Plain Ended Pipes and 
contain an end load resistant mechanism, that grips and seals onto a variety of pipe 
materials including Cast Iron, Ductile Iron, Steel, PVC and PE.

Customer benefits:
•  High-level of performance in both 

water and gas applications
•  Increased diameter range and wide 

tolerance delivers a reduction in  
stock holding costs

•  Gripping product can be converted  
to non-gripping flexible product  
by removing grippers, to permit  
axial movement

•  Available in Nitrile for gas and EPDM 
for water, materials approved to WRAS 
as well as KTW and DVGW W270 
(11.2007) for potable water 
applications

•  Reversible captive bolts for quick  
and easy installation

•  New design based on proven 
technology to deliver total peace  
of mind

•  Sizes from DN40 to DN600

Looking for ductile 
iron pipes?

Utilities pages 105-124
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Drilling Equipment / Bagging-Off EquipmentUltraGrip Flange Adaptors – Continued
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MaxiFit Couplings – Standard Sleeve & Long Sleeve

Viking Johnson
Couplings & Adaptors

Application Information:
MaxiFit Universal Pipe Couplings are designed to accommodate Plain Ended Pipes 
with different outside diameters. One fitting is able to connect a wide variety of  
Pipe materials including Steel, Ductile Iron, PVC, Cast Iron, GRP and Asbestos Cement 
Pipes amongst others.

Customer benefits:
•  Design life expectancy of 50 years, 

established by rigorous ‘Accelerated 
Age Testing’ which subjects product  
to working pressure at 80°C for  
1,000 hours

•  Wide tolerances permit lower  
stock holding

•  Extensive range is available in sizes 
DN40 to DN300

•  All models accommodate angularity 
between pipes which allows for normal 
pipeline movement caused by ground 
settlement. Couplings and reducing 
couplings allowing for 6° total  
angular deflection (3° total on the 
Flange Adaptors)

•  A rigorous Bolt Torque test is 
completed to confirm that the Bolt,  
End Ring and Adaptor Body are capable 
of withstanding Bolt over-tightening  
to 1.5 times maximum recommended 
torque
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MaxiFit Couplings – Large Diameter

Viking Johnson
Couplings & Adaptors

Application Information:
MaxiFit Universal Pipe Couplings are designed to accommodate Plain Ended Pipes 
with different outside diameters. One fitting is able to connect a wide variety of  
Pipe materials including Steel, Ductile Iron, PVC, Cast Iron, GRP and Asbestos Cement 
Pipes amongst others.

Customer benefits:
•  Design life expectancy of 50 years, 

established by rigorous ‘Accelerated 
Age Testing’ which subjects product  
to working pressure at 80°C for  
1,000 hours

•  Wide tolerances permit lower  
stock holding

•  Extensive range is available in sizes 
DN350 to DN700

•  All models accommodate angularity 
between pipes which allows for normal 
pipeline movement caused by ground 
settlement. Couplings and reducing 
couplings allowing for 6° total  
angular deflection (3° total on the 
Flange Adaptors)

•  A rigorous Bolt Torque test is 
completed to confirm that the Bolt,  
End Ring and Adaptor Body are capable 
of withstanding Bolt over-tightening  
to 1.5 times maximum recommended 
torque
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Drilling Equipment / Bagging-Off EquipmentMaxiFit Couplings – Large Diameter – Continued

OD range mm Dimensions

Wolseley 
code

Supplier 
code Min Max End ring 

diameter (A)
Gasket 

mould No.
Bolts No. 

dia x length
Weight 

kg

J11140 VJ00455 351 368 478 6002 8-M12 x 340 30.1

J11141 VJ00146 374.5 391.5 501.5 1659 8-M12 x 340 31.9

J89019 VJ00499 386 403 513 6035 8-M12 x 340 32.6

J11150 VJ00253 394.3 411.3 521.5 1766 8-M12 x 340 33.2

J89020 VJ00527 404.8 421.8 532 1767 8-M12 x 340 34

J88812 VJ03426 412 429 539 6023 10-M12 x 340 35.1

J11142 VJ00073 418.2 435.2 545 1784 8-M12 x 340 34.9

J88811 VJ02000 425 442 552 1662 8-M12 x 340 35.5

BB9340 VJ04950 434.5 451.5 561.5 1768 10-M12 x 340 37

J89021 VJ00367 439 456 566 6036 10-M12 x 340 37.3

BA3443 VJ00832 447.2 464.2 574 1769 10-M12 x 340 37.9

J89022 VJ00585 455 472 582 6003 10-M12 x 340 38.5

J83300 VJ05406 467 484 594 6073 10-M12 x 340 39.3

J11143 VJ00181 476 493 603 1770 10-M12 x 340 39.9

J89023 VJ05242 487 504.3 614.5 1771 10-M12 x 340 40.7

J89024 VJ00472 492 509 619 6037 10-M12 x 340 41.1

J11144 VJ00338 501.9 518.9 629 1772 10-M12 x 340 41.8

J89025 VJ13544 510 527 637 6004 10-M12 x 340 42.3

BB8687 VJ01104 515 532 642 6024 10-M12 x 340 42.8

J11145 VJ00244 527 544 654 1773 12-M12 x 340 44.1

J88945 VJ00444 546 563 673 6038 12-M12 x 340 45.5

J11151 VJ00528 555.3 572.3 682.5 1775 12-M12 x 340 46.1

J89026 VJ03682 565 582 692 1776 12-M12 x 340 46.8

J89027 VJ00833 582.2 599.2 709 1777 12-M12 x 340 48

J89028 VJ04475 593 610 720 6021 12-M12 x 340 48.8

Can’t find 
what you’re 
looking for?

Speak to one of our team today on 0344 2511 999
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MaxiDaptors – Large Diameter Flange Adaptor PN16

Viking Johnson
Couplings & Adaptors

Application Information:
MaxiFit Universal Pipe Couplings are designed to accommodate Plain Ended Pipes 
with different outside diameters. One fitting is able to connect a wide variety of  
Pipe materials including Steel, Ductile Iron, PVC, Cast Iron, GRP and Asbestos Cement 
Pipes amongst others.

Customer benefits:
•  Design life expectancy of 50 years, 

established by rigorous ‘Accelerated 
Age Testing’ which subjects product  
to working pressure at 80°C for  
1,000 hours

•  Wide tolerances permit lower  
stock holding

•  Sizes from DN350 to DN600

•  All models accommodate angularity 
between pipes which allows for normal 
pipeline movement caused by ground 
settlement. Couplings and reducing 
couplings allowing for 6° total  
angular deflection (3° total on the 
Flange Adaptors)

•  A rigorous Bolt Torque test is 
completed to confirm that the Bolt,  
End Ring and Adaptor Body are capable 
of withstanding Bolt over-tightening  
to 1.5 times maximum recommended 
torque
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Drilling Equipment / Bagging-Off EquipmentMaxiDaptors – Large Diameter Flange Adaptor PN16 – Continued
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Metering

Elster Honeywell

Water Meters 180-183 
Cold Water Meters / H4300 Hot Water 
Meter Pulsed / Meter Mechanism / 
Meter Pulse Units / H4010 Strainer

Delta Flowtech

Water Meters 184 
Multi Jet & Woltmann Water Meters

MCL Composites

Meter Boxes 186-189 
Gas Meter Boxes / Electricity Meter Boxes / 
Meter Box Spares / Gas Meter Housings

Talis

Boundary Boxes 190-191 
Talbot Matrix Box / Talbot Matrix Short Box / 
EBCO Box / ATPLAS Box
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Metering 192-193

Waterfit

Metering Options 194 
Boundary Boxes / Manifolds
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Cold Water Meters

Water Meters

Elster Honeywell

Wolseley 
code

Product  
description

Nominal  
size mm

Length 
mm

Width 
mm

Depth/
height 

mm

Diameter 
mm

V100 MID Meter

436769 V100 In-line Meter (Brass) 15 134 86 – 86

436770 V100 In-line Meter (Brass) 20 165 86 – 86

436771 V100 In-line Meter (Brass) 25 199 104 – 104

436772 V100 In-line Meter (Brass) 30 199 120 – 120

436773 V100 In-line Meter (Brass) 40 300 158 – 158

V200 MID Meter

472366 V210P Q3 2.5 R400 
(Polymer) 15 – 94 126 94

472367 V210 Q3 4.0 R250 (Brass) 20 – 94 126 94

472368 V210 Q3 4.0 R250 (Brass) 25 – 130 132 130

472364 V200P Q3 2.5 R400 
(Polymer) 15 134 94 113 94

472365 V200 Q3 4.0 R250 (Brass) 20 165 94 111 94

BE0654 V200P Q3 2.5 R400 
(Polymer with Brass Threads) 15 134 94 113 94

BE0655 V200 Q3 4.0 R315  
(Polymer with Brass Threads) 20 165 94 111 94

436777 V200 Q3 6.3 R160 (Brass) 25 260 130 145 130

436778 V200 Q3 10.0 R160 (Brass) 30 260 150 145 150

436779 V200 Q3 16.0 R160 (Brass) 40 300 150 145 150

H4000 MID Cold Water Meter

472373 Long ISO Body Length 40 300 151 226 –

472374 Long ISO Body Length 50 300 166 226 –

472375 Long Iso Body Length 65 300 186 234 –

472376 Long ISO Body Length 80 350 201 253 –

472377 Long ISO Body Length 100 350 228 265 –

472378 Long ISO Body Length 150 500 286 341 –

472379 Kent Body Length 200 520 341 393 –

472380 Body Length 250 450 409 444 –

472381 Body Length 300 500 461 471 –

Ask in branch for other sizes.

V210 Brass

V200 Polymer

Utilities pages 125-177

Valves, hydrants & 
fittings - we’ve got 
the lot!
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Cold Water Meters – Continued

Wolseley 
code

Product  
description

Nominal  
size mm

Length 
mm

Width 
mm

Depth/
height 

mm

Diameter 
mm

H5000 Hybrid MID Cold Water Meter

436857 Body Length 40 3001 151 226 –

436858 Short Iso Body Length 50 200 166 226 –

436859 Long Iso Body Length 50 300 166 226 –

436860 Short Iso Body Length 65 200 186 234 –

436861 Long Iso Body Length 65 300 186 234 –

436862 Short Iso Body Length 80 200 201 243 –

436863 Long Iso Body Length 80 350 201 243 –

436864 Short Iso Body Length 100 250 228 266 –

436865 Long Iso Body Length 100 350 228 266 –

436866 Short Iso Body Length 150 300 258 295 –

436867 Long Iso Body Length 150 500 258 295 –

C4000 In Line MID Combi Meter

472369 With Pressure Port 
on Main Meter 50 300 205 305 –

BE0656 No Pressure Port 65 300 205 311 –

472370 80mm (with Pressure 
Port on Main Meter) 80 350 250 349 –

472371 With Pressure Port 
on Main Meter 100 360 280 370 –

472372 150/30mm (with Pressure 
Port on Main Meter) 150 500 491 345 –

Q4000 Electro Magnetic Flow Meter

463808 R200 Q3 MID 50 200 102 258 –

BE0657 R200 Q3 MID 65 200 121 278 –

436809 R200 Q3 MID 80 200 133 289 –

436810 R200 Q3 MID 100 250 159 314 –

BE0658 R200 Q3 MID 125 250 190 345 –

436811 R200 Q3 MID 150 300 216 400 –

436812 R200 Q3 MID 200 300 272 455 –
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H4300 Hot Water Meter Pulsed

Meter Mechanism

Wolseley 
code

Nominal  
size mm

Length 
mm

Width 
mm

Depth/height 
mm

488071 50 200 155 200

488023 65 200 155 206

488025 80 225 200 292

488009 100 250 220 325

488015 150 300 285 379

488017 200 350 340 407

Wolseley 
code

Product  
description

Nominal  
size  
mm

Length 
mm

Width 
mm

Depth/
height 

mm
472382 H4000 MID Mechanism 40 250 100 150

472383 H4000 MID Mechanism 50 250 120 200

472384 H4000 MID Mechanism 65 250 150 200

472385 H4000 MID Mechanism 80 300 150 200

472386 H4000 MID Mechanism 100 200 200 200

472387 H4000 MID Mechanism 150 250 250 300

472388 H4000 MID Mechanism 200 300 300 300

472389 H4000 Mechanism 250 400 350 400

472390 H4000 Mechanism 300 400 400 400

Water Meters

Elster Honeywell

Meter Pulse Units

Wolseley 
code

Product  
description

436827 Q4000 Pulse Output unit, P1, 1 litre Fwd-Rev, 10mtr cable,  
(Specification sheet available)

436827 Q4000 Pulse Output unit 
(Other various pulse rates available upon request)

488069 T110 (V100/PSMT) LRT Pulse Unit 

436829 T110 (V100/PSMT) LRT Splitter 

488045 T131 (H3000/V300) LRP Pulse Unit 

488028 T140 (H4000/S2000) LRP Pulse Unit 

448107 T125 (V200/V210) LRP Pulse Unit 

488095 T134 (H3000/V300) HRP Pulse Unit

448108 T150 (H4000/C4000) OPTO Pulse Unit 

– (H4000/C4000) Reed Switch Pulse Splitter 

436831 (H3000) LRP Pulse Splitter

436832 V210 Pulse Splitter

472395 PR6 Pulser c/w 2 metre lead 1:1

– PR6M Pulser c/w 2 metre lead (Mbus compatible module)

472396 PR7 Pulser c/w 5 metre lead 10:10

– PR7M Pulser c/w 5 metre lead (Mbus compatible module)

472398 PR7 Pulser c/w 5 metre lead 1:10

472399 PR7 Pulser c/w 5 metre lead 1:100

PR6

PR7

H4300 Hot Water Meter Pulsed / Meter Mechanism /  
Meter Pulse Units
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H4010 Strainer

Wolseley 
code

Product  
description

Nominal  
size mm

Length 
mm

Width 
mm

Depth/
height 

mm
488001 Long ISO Body Length 40 300 151 154

488002 Long ISO Body Length 50 300 166 161

488003 Long ISO Body Length 65 300 186 179

488004 Long ISO Body Length 80 350 201 195

488005 Long ISO Body Length 100 300 228 220

488006 Long ISO Body Length 150 500 286 291

Ask in branch for other sizes.

H4010 Strainer

Looking for PE 
pipe systems?
We’ve got plenty 
in the pipeline

Utilities pages 7-24



184184 UTILITIES / Metering

Multi Jet & Woltmann Water Meters

Water Meters

Delta Flowtech

Cold Multi Jet Water Meter

Woltmann Cold 
Water Meter

Hot Multi Jet Water Meter

Woltmann Hot 
Water Meter

Wolseley 
code

Product  
description

Nominal  
size

171243 Non pulsed DN15

171244 Non pulsed DN20

171253 10L Pulsed DN15

171254 10L Pulsed DN20

171255 10L Pulsed DN25

171256 10L Pulsed DN32

171257 100L Pulsed DN40

171258 100L Pulsed DN50

171259 100L Pulsed Pn16 DN50

Wolseley 
code

Product  
description

Nominal  
size

171260 100L Pulsed Pn16 DN50

171261 100L Pulsed Pn16 DN65

171262 100L Pulsed Pn16 DN80

171263 100L Pulsed Pn16 DN100

171264 100L Pulsed Pn16 DN125

171265 1000L Pulsed Pn16 DN150

171266 1000L Pulsed Pn16 DN200

Wolseley 
code

Product  
description

Nominal  
size

171273 10L Pulsed DN15

171274 10L Pulsed DN20

171275 10L Pulsed DN25

171276 10L Pulsed DN32

171277 100L Pulsed DN40

171278 10L Pulsed DN50

171279 100L Pulsed Pn16 DN50

Wolseley 
code

Product  
description

Nominal  
size

171280 100L Pulsed Pn16 DN50

171281 100L Pulsed Pn16 DN65

171282 100L Pulsed Pn16 DN80

171283 100L Pulsed Pn16 DN100

171284 100L Pulsed Pn16 DN125

171285 1000L Pulsed Pn16 DN150

171286 1000L Pulsed Pn16 DN200

All the above products comply with MID R80 WRAS.
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation

UTILITIES / Metering
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Gas Meter Boxes

Meter Boxes

MCL Composites

Wolseley 
code

Supplier 
code

Product  
description

Overall size mm Brick opening mm Compliance with  
regulation or 

standardLength Width Depth Length Width Depth

P39376 G01037 Recessed Gas Meter 
Box Spigot & Adaptor 600 434 216 535 365 155 BS8499

CA2957 G02013 Mitras Brown Unibox - 
No Adaptor 500 480 290 – – – BS8499

597992 G60043
Mitras Brown Gas 
Meter Multi Box 

& Lid*
550 420 300 – – – BS8499

P39378 G02014 White Unibox 500 480 290 – – – BS8499

BA1530 G70036
Mitras Surface 

Mounted Gas Meter 
Box*

503 408 224 – – – BS8499

P39371 G60039 Mitras Brown Semi-
Buried Gas Meter Box* 415 405 355 – – – BS8499

507903 G60055 Semi-Buried Gas Box/
Lid Connect* 400 415 400 – – – BS8499

P93852 G60032
Mitras Semi Con 
Brown Gas Box 

Transco*
478 410 315 – – – BS8499

CA2951 G01134 Brown Recessed 
Gas Meter Box 600 434 216 535 365 155 BS8499

* GRP Material.

G02013G01037

G60055 G60032 G01134

G60043 G02014 G70036

G60039
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Electricity Meter Boxes

Wolseley 
code

Supplier 
code

Product  
description

Overall size mm Brick opening mm Compliance with  
regulation or 

standardLength Width Depth Length Width Depth

P93861 M03026
White Electric 

Recessed Meter Box 
& Door

600 434 216 535 365 155 BS8567

P93850 M35047
GRP White Electric 
C/W Board Medium 

Manweb*
685 485 210 610 405 150 BS8567

597994 M06004 Mk3 Surface Mounted 
Electricity Meter Box* 560 400 215 – – – BS8567

BA1759 M35075 Slimline Electric  
Meter Box* 828 279 210 770 235 150 BS8567

P93871 IS0040 Large Built In Electric 
Box For 3 Phase 770 550 210 700 475 145 BS8567

CA2950 M01126
Brown Recessed 

Electric Meter Box  
No Spigot

600 434 216 535 365 155 BS8567

BA3194 M00045
Large Surface 

Mounted Electric 
Meter Box*

750 520 210 – – – BS8567

* GRP Material.

M03026 M06004 IS0040M35075 M01126 M00045

Need 
technical 
advice?
Speak to our Utilities 
team, they are always 
happy to help

Speak to one of our team today on 0344 2511 999
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Meter Box Spares

Meter Boxes

MCL Composites

KT0010

IS0025

G60054

G00016-L

KT0008

G60040

M10008 M00034

G02018

KT0009

G60033

Wolseley 
code

Supplier 
code

Product  
description

Overall size mm Compliance with  
regulation or 

standardLength Width Depth

BA0724 IS0025 Meter Box Repair Kit Smg Kit

BA3979 M10008 Manweb Cab Door for Electric M10008 Mitras* 625 426 25 BS8567

BA9877 M00034 Built-in Spare Door Electric Com 347183* 550 383 25 BS8567

597912 KT0008 Mitras Spare Plastic Latch Kit – – – –

P39373 KT0009 Semi-Buried Fixing Kit including Hinges – – – –

P39375 KT0010 Hinge Kit for Semi-Buried Gas Meter Box – – – –

BA9878 G00016-L Built-in Spare Door Gas Vented 347474* 548 383 25 BS8499

CA6729 G02018 Meter Box Lid for Unibox 480 320 100 BS8499

P39372 G60040 Mitras Semi-Buried Spare Lid* 420 410 75 BS8499

BA1512 G60033 Replacement Lid for Transco Semi-Buried Box* 479 362 25 BS8499

507902 G60054 Semi-Buried Spare Lid Connect* 440 415 25 BS8499

*GRP Material.

Can’t find 
what you’re 
looking for?
Speak to one of our team today on 0344 2511 999
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Gas Meter Housings

GC2

GC4+ (PLUS)

GC2MP

GC5

GC2FS

GC7

GC4

GC8MP

GC3

GC6MP

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Mass 
weight 

kgs

P39360 GC2 Bolt On Meter Housing U16 L 650 400 650 14.1

P39361 GC2MP Bolt On Meter Housing U16 M 750 360 850 16.6

P39362 GC3 Bolt On Meter Housing U25 L 900 360 850 19.8

P39363 GC2FS Eng Range Meter Housing U16 LM 730 425 830 18.5

P39364 GC4 Eng Range Meter Housing U16 & U25 LM 1000 540 960 24.4

P39365 GC4+ (PLUS) Eng Range Meter Housing U40 M 1200 750 1200 43.4

P39366 GC5 Eng Range Meter Housing U65 LM 1475 750 1350 56.4

P39367 GC6EXPL Eng Range Meter Housing U65/100 1600 850 1450 62.5

P39368 GC7 Eng Range Meter Housing In150 Plinth 1600 850 1595 74.5

CA2970 GC6LP Kiosk For U65-U100 LP No Explos Rel 1600 850 1450 62.5

CA2971 GC6MP Kiosk U65-U100 Mp 4 Vents To Back 1600 850 1450 62.5

CA2972 GC7EXPL Kiosk + EXPL 1600 850 1595 74.5

CA2973 GC7LP Kiosk GRP LP 1600 850 1595 74.5

CA2974 GC7+MP Kiosk for U65 & U100 MP 1600 850 1750 81.5

CA2975 GC8MP Kiosk 2400 1220 1800 156

We’ve got 
water meters 
covered

Utilities pages 180-184
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Talbot Matrix Box / Talbot Matrix Short Box

Boundary Boxes

Talis UK

Wolseley 
code

Supplier 
code

Product  
description

Nominal 
size mm

Length 
mm

Width 
mm

Depth/
height 

mm

P62389 E8951 Quarter Turn Valve Grade C Lid 25 208 227 470-850

BA2181 E9859 360 Spherical Valve Grade C Lid 25 208 227 470-850

CA3498 E9136 Quarter Turn Valve Grade C Lid 32 208 227 470-850

BA2382 E9884 360 Spherical Valve Grade C Lid 32 208 227 470-850

P92289 E11757 Quarter Turn Valve Grade B Lid 25 208 227 470-850

P92290 E11759 360 Spherical Valve Grade B Lid 25 208 227 470-850

P92291 E11758 Quarter Turn Valve Grade B Lid 32 208 227 470-850

P92292 E11760 360 Spherical Valve Grade B Lid 32 208 227 470-850

Wolseley 
code

Supplier 
code

Product  
description

Nominal 
size mm

Length 
mm

Width 
mm

Depth/
height 

mm

P95049 E9663 Quarter Turn Valve Grade C Lid 25 208 227 281-495

P92288 E11742 360 Spherical Valve Grade C Lid 25 208 227 281-495

P92293 E11747 Quarter Turn Valve Grade B Lid 25 208 227 281-495

Talbot Matrix Box

Talbot Matrix Short Box

Talbot Matrix Box

E9663

All the above products comply with BS 5834-1 / WRAS
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EBCO Box / ATPLAS Box

Wolseley 
code

Supplier 
code

Product  
description

Nominal 
size

Length 
mm

Width 
mm

Depth/
height 

mm

P92294 MBB2010C
Contaminated Ground GM Base  

Manifold Box Sealed Female Quarter Turn 
Valve Hinged Lid Grade C

3/4" 242 195 560-880

P92295 MBB2010B
Contaminated Ground GM Base  

Manifold Box Sealed Female Quarter Turn 
Valve Matrix Lid Grade B

3/4" 242 195 560-880

CA3495 MBB1100 Base Manifold Box Sealed Quarter Turn 
Valve Matrix Lid Grade C 25mm 208 195 560-880

P92296 MBB1100B Base Manifold Box Sealed Quarter Turn 
Valve Matrix Lid Grade C 25mm 208 195 560-880

P94889 MBR1100 Raised Manifold Box Sealed Quarter Turn 
Valve Matrix Lid Grade C 25mm 208 195 560-880

P92297 MBR1100B Raised Manifold Box Sealed Quarter Turn 
Valve Matrix Lid Grade B 25mm 208 195 560-880

P95048 MBR1125 Raised Manifold Box Sealed Female Quarter 
Turn Valve Matrix Lid Grade C 3/4" 208 195 560-880

P92298 MBR0905 Raised Manifold Box Unsealed Tails Quarter 
Turn Valve No Lid 25mm 208 195 811

P63797 MBB0460 GM Base Manifold Box Unsealed Female 
Quarter Turn Valve No Lid 3/4" 208 195 700

BA3014 MBB0870 Base Manifold Box Unsealed Female 
Quarter Turn Valve Hinged Lid Grade C 1" 258 290 765-915

P92300 MBR5054 Raised Manifold Twin Box Sealed Quarter 
Turn Valves Grade C Lid 25mm 290 290 800-930

Wolseley 
code

Supplier 
code

Product  
description

Nominal 
size

Length 
mm

Width 
mm

Depth/
height 

mm

P95028 APC00396 Double Box Sealed 2 x 25mm Rising Spindle 
Valve Grade C Lid 32mm 350 270 520-865

P92299 APC00398 Double Box Sealed 2 x 25mm Quarter Turn 
Valve Grade C Lid 32mm 350 270 520-865

P92301 APC0853 4 Port Box Sealed 4 x 25mm Rising Spindle 
Valve Grade C Lid 2" 735 286 410-770

P92302 APC0642 6 Port Box Sealed 6 x 25mm Rising Spindle 
Valve Grade C Lid 2" 735 286 410-770

EBCO Box

ATPLAS Box

MBB2010C

APC00396 APC0853 APC0642

MBR1125MBB1100 MBR0905 MBB0460 & MBB0870

All the above products comply with BS 5834-1 / WRAS
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Metering

Plasson

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Standard Meter Boxes

P06665 3513 Water Supply - Cast Lid 650 B

P46050 3514 Water Supply - Plastic Lid 650 C

Meter Mount Kits (Below Ground - No Drain Off)

P01829 3511015 Water Supply 25 PN16

Meter Mount Kits (Internal - With Drain Off)

P28086 3517015 Single Dwelling 
Internal Meter Mount 25 x 15 PN16

P28087 3517022 Single Dwelling 
Internal Meter Mount 25 x 22 PN16

P06420 3518022 Single Dwelling 
Internal Meter Mount 22 x 22 PN16

Meter Mounts (Above Ground)

P06829 3510015 Single Dwelling 
Internal Meter Mount 15 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Concentric Water Meters (1½“ BSP)

P19132 9001 Mains Water Supply 1½ PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Manifold 2 Centre Connections

P00017 3524004 Multi Use Building, 
Apartments, Flats 4 Port x 25 PN16

P00256 3524006 Multi Use Building, 
Apartments, Flats 6 Port x 25 PN16

Manifold 2 End Connections

P00260 3523003 Multi Use Building, 
Apartments, Flats 3 Port x 25 PN16

P00259 3523004 Multi Use Building, 
Apartments, Flats 4 Port x 25 PN16

P00258 3523006 Multi Use Building, 
Apartments, Flats 6 Port x 25 PN16

All the above products comply with WRAS / ISO14236.

Meter box includes 3511015

15mm copper pipe connection only



193UTILITIES / Metering

Metering – Continued

Wolseley 
code

Supplier 
code Application Nominal size 

inches Class

Dead Leg Kits (For use with End Connection Manifold)

P62908 3534000 Multi Use Building, 
Apartments, Flats 2 PN16

Wolseley 
code

Supplier 
code Application Nominal size 

mm Class

Meter Mount Kit A (Connection To 22mm Cu,PB,PEX)

P00700 3535001 Multi Use Building, 
Apartments, Flats 25 x 22 PN16

Meter Mount Kit B (Connection To 25mm MDPE)

CA0356 3536001 Multi Use Building, 
Apartments, Flats 25 x 25 PN16

All the above products comply with WRAS / ISO14236.

Example of 3524, 3535/6 
& water meter assembled.

To comply with water regs for multi occupancy dwellings, use kits 
A or B. Kits contain stop tap, meter housing, double check valve 
(WRAS) and drain valve (WRAS).
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P62852

P62860

Boundary Boxes / Manifolds

Metering Options

Waterfit

Wolseley 
code

Supplier 
code

Product  
description

Flexifit Style Box

CA7367 FFM750003735 Flexifit Box with 450-750mm Tube and Combi Lid

Meterfit Style Box

CA7153 MK7750003570 With 450-750mm Tube, 25mm Push Fit Ends and Combi Lid

CA7164 MK7750003681 With 450-750mm Tube, 3/4" BSP Ends and Combi Lid

P62858 MK7800003055 With 800mm Tube, 25mm Push Fit Ends  
(no lid-chamber only)

Meterfit Box for Brownfield Sites

CA6150 MK8750003383 With 450-750mm Tube 3/4" Ends (no lid-chamber only)

CA7154 MK8750003672 This is the MK8750003383 with a Combi Lid

P62859 MK8800002735 With 800mm Tube 3/4" Ends (no lid-chamber only)

CA6691 MK8800002897 This is the MK8800002735 with a Combi Lid

CA3575 MK8800003058 With 800mm Tube 3/4" Ends (no lid-chamber only).  
Has a DZR Meter Cap

CA6692 MK8750003362 Telescopic Version of MK8800003058 but with a Combi Lid

Surface Boxes for the Boundary Boxes

P62852 THL000002460 Combi Lid (ductile iron lid in a plastic frame)

P62860 SURBOX002708 Cast Iron Surface Box (with a spigot to fit inside the tube)

CA7153

CA6150

All the above products are WRAS approved

Boundary Boxes

Manifolds

P62431

P62430

P62434

Wolseley 
code

Supplier  
code

Product  
description

P62430 CAI075000031 Gunmetal Water Meter Carrier with 0.75" BSP Ends

CA7382 CAI075003793 Gunmetal Water Meter Carrier with 22mm Push Fit Ends

P62431 CAI075000040 Gunmetal Stopcock Carrier with 0.75" BSP Ends

CA7383 CAI075003794 Gunmetal Stopcock Carrier with 22mm Push Fit Ends

P62434 MAI475000380 4 Way Manifold 1.5" Inlet 4 x 0.75" Outlets

CA7384 MAI475003789 4 Way Manifold 2" Inlet 4 x 25mm Acetal Outlets

CA7385 MAI475003791 4 Way Manifold 2" Inlet 4 x 22mm Push Fit Outlets 

P62435 MAI675000382 6 Way Manifold 1.5" Inlet 6 x 0.75" Outlets

CA7386 MAI675003790 6 Way Manifold with 2" Inlet 6 x 25mm Acetal Outlets

CA7387 MAI675003792 6 Way Manifold with 2" Inlet 6 x 22mm Push Fit Outlets
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Welcome to 
THE ESSENTIAL 
PRODUCT GUIDE

CIVILS

Our most comprehensive guide ever 
Featuring a huge range of products over 298 pages the  

Essential Guide is the definitive, easy to use guide packed full 

of invaluable product and technical information for the Civils  

and Utilities market.

The handy size format is easy to navigate. With our Civils offering 

from Burdens and MPS here and, if you flip the book over, you 

will find our Utilities offering from Fusion Utilities.

If you still can’t find what you’re looking for, contact us or visit 

your local branch and we’ll be happy to assist with any product 

or technical requests.

Burdens 

The Wolseley Center, Harrison Way, Spa Park 

Royal Leamington Spa, Warwickshire CV31 3HH

T: 0344 292 7090  |  www.burdens.co.uk

Whilst every care has been taken to ensure that the information included in this publication was accurate 
at the time of printing, we reserve the right to change product details at any time. Due to the limitations 
in the printing process images may not be representative of their true colours and colour variations may 
occur due to the natural origin of the products. All photographs are as a guide only and do not necessarily 
represent the products available. Stock may vary from branch to branch and is subject to availability.

Version 3, 2018 E&OE 30697
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Our promise
We understand the importance of keeping projects on schedule. 

And that means getting the right materials, to the right place, 

at the right time… Every time.

Infrastructure solutions built around you
This ethos is underpinned by a continual commitment to putting 

our customers first, with the emphasis firmly on:

• Great service – with a broader and more in-depth range

• The right stock of highly specialised products

• Expert staff with knowledge and experience

To deliver this, we have recently started to integrate our 

products and services across our core businesses and have 

restructured our business operations to reflect your needs and 

the way you operate. There are now four core market specialisms 

that each of our brands fall into:

INFRASTRUCTURE
SOLUTIONS

BUILT AROUND YOU

HIRE UTILITIES

POWER & FIBRE

CIVILS
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation
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Plastic Drainage  9-39 

Twinwall and Land Drainage  41-59 

Concrete Drainage & Accessories 61-77

Clay Drainage & Accessories 79-97

Commercial Landscaping 99-125

Linear Drainage 127-159

Storm Water Management 161-179

Sewerage & Pollution Control 181-187

Access Covers & Gratings 189-233

Duct & Access Systems 235-249

Flexible Couplings 251-262

Geotechnical Products 263-265

Street Furniture 267-270

Construction Chemicals 271-282

Construction Products 283-293

Road Repair 295-300
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MyPortal at wavin.co.uk
1. Go to MyPortal Inspection Chamber Selector tool at wavin.co.uk
2. Key in the site address and postcode.
3. Choose between adoptable or non-adoptable applications.
4. Specify the pipe diameters and number of properties.
5. Download or print a PDF of the most suitable option. Job done.
  
Simply visit MyPortal on the Wavin website to choose the best 
option for your project now.

Connect to better at Myportal.wavin.co.uk

Five easy steps 
to choosing 
a compliant 
Inspection 
Chamber.

at wavin.co.uk
1. Go to MyPortal Inspection Chamber Selector tool at wavin.co.uk

60311_82_Burdens Price List Advert AW.indd   1 31/07/2017   16:03
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EN1401 Pipe & Fittings

Polypipe Building Products

UG468UG410

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Length 
m

Nominal 
diameter  

mm

Straight Lengths
F69306 UG330 Plain Ended Pipe 3 82
F69305 UG360 Plain Ended Pipe 6 82
F69000 UG430 Plain Ended Pipe 3 110
F69005 UG460 Plain Ended Pipe 6 110
F69200 UG630 Plain Ended Pipe 3 160
F69205 UG660 Plain Ended Pipe 6 160

F69007 UG432 Single Socket Pipe 3 110
F69008 UG462 Single Socket Pipe 6 110
F69207 UG632 Single Socket Pipe 3 160
F69208 UG662 Single Socket Pipe 6 160

F69006 UG465 Plain Ended Perforated Pipe 6 110
F69206 UG665 Plain Ended Perforated Pipe 6 160

F69009 UG469 Single Socket Perforated Pipe 6 110
F69209 UG669 Single Socket Perforated Pipe 6 160

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Nominal 
diameter  

mm

EN1401 Fittings
– UGR699 Manhole Connector 600 160

F69198 PC04 Temporary Pipe Cap – 110

Couplers
– USH33 Single Socket Coupler 100 82

F69028 USH43 Single Socket Coupler 110 130
F69228 USH643 Single Socket Coupler 160 160
F69300 UG301 Double Socket Coupler 124 104
F69010 UG401 Double Socket Coupler 110 125
F69210 UG601 Double Socket Coupler 180 180

F69011 UG402 Polypropylene Double Socket Coupler 125 125
F69021 UG602 Polypropylene Double Socket Coupler 180 140

Bends
F69302 UG312 87.5° Single Socket Bend – 82
F69020 UG412 87.5° Single Socket Bend – 110
F69220 UG612 87.5° Single Socket Bend – 160
F69599 UG489 87.5° Single Socket Bend – 110

F69301 UG304 45° Single Socket Bend – 82
F69030 UG404 45° Single Socket Bend – 110
F69230 UG604 45° Single Socket Bend – 160

F69036 UG468 30° Single Socket Bend – 110
F69214 UG668 30° Single Socket Bend – 160
F69040 UG410 15° Single Socket Bend – 110

All the above products comply with BS4660:2000 and EN1401 -1.

Underground Drainage Systems
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Underground Drainage Systems

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Bends – Continued
F69240 UG610 15° Single Socket Bend 160
F69050 UG408 11.25° Single Socket Bend 110

F69025 UG411 87.5° Double Socket Bend 110
F69225 UG611 87.5° Double Socket Bend 160
F69600 UG484 87.5° Double Socket Long Radius Bend 110
F69035 UG403 45° Double Socket Bend 110
F69235 UG603 45° Double Socket Bend 160
F69037 UG467 30° Double Socket Bend 110
F69213 UG667 30° Double Socket Bend 160
F69045 UG409 15° Double Socket Bend 110
F69245 UG609 15° Double Socket Bend 160
F69055 UG407 11.25° Double Socket Bend 110
F69026 UG483 87.5° Double Socket Rest Bend 110

F69038 UG494 0-30° Adjustable Double Socket Bend 110
- UG479 0-90° Adjustable Double Socket Bend 111

F69150 UG471 87.5° Long Radius Bend 110
F69350 UG671 87.5° Long Radius Bend 160
F69155 UG472 45° Long Radius Bend 110
F69355 UG672 45° Long Radius Bend 160
F69160 UG473 22.5° Long Radius Bend 110
F69165 UG474 11.25° Long Radius Bend 110

Junctions
F69304 UG324 87.5° Double Socket Equal Junction 82
F69061 UG424 87.5° Double Socket Equal Junction 110
F69261 UG624 87.5° Double Socket Equal Junction 160
F69060 UG406 45° Double Socket Equal Junction 110
F69260 UG606 45° Double Socket Equal Junction 160

F69066 UG423 87.5° Triple Socket Equal Junction 110
F69266 UG623 87.5° Triple Socket Equal Junction 160
F69065 UG405 45° Triple Socket Equal Junction 110
F69265 UG605 45° Triple Socket Equal Junction 160

F69212 UG644 87.5° Double Socket Unequal Junction 160 x 160 x 110
F69325 UG636 45° Double Socket Unequal Junction 160 x 160 x 110

F69211 UG643 87.5° Triple Socket Unequal Junction 160 x 160 x 110
F69324 UG635 45° Triple Socket Unequal Junction 160 x 160 x 110

Reducers

F69075 UG421 Level Invert Reducer 110 spigot x 
82 socket

F69274 UG621 Level Invert Reducer 160 spigot x 
110 socket

All the above products comply with BS4660:2000 and EN1401 -1.
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EN1401 Pipe & Fittings – Continued

Polypipe Building Products

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Socket Plugs

F69303 UG320 Plain Socket Plug 82

F69070 UG420 Plain Socket Plug 110

F69271 UG620 Plain Socket Plug 160

Gullies

F69068 UG320 Bottle Gully including Black Grid 110

F69071 UG420 Back Inlet Gully including Black Grid 110

F69856 UG620 Back Inlet Gully Square Grid 
& & 2 Waste Inlets 110

Bottle Gully Accessories

F69074 UG442 Round Aluminium Grid 110

F69069 UG426 Spare PP Round Grid 110

F69078 UG433 Sealed Access Cover (Aluminium) 110

F69077 UG427S Blanking Plug with 50mm Boss 
Shoulder for Waste Connection 110

F69079 UG480 Back Entry Bend 110

F69081 UG427R 225mm Raising Piece (marked for cutting) 110

F69063 UG418 Square Top Surround – Black PP  
228mm x 228mm 110

Anti Flood Valves

BD1914 AFV110 Anti Flood Valves 110

BD1915 AFV160 Anti Flood Valves 160

Lowback ‘P’ Trap

F69084 UG498 Lowback ‘P’ Trap  
(Spigot Outlet/Socket Inlet) 110

Universal Gully Trap

F69080 UG413 Universal Gully Trap 
110mm Socket/45° Spigot –

Square Hoppers

F69086 UG414B Back Inlet Square Hopper (Spigot Outlet 
including Black Square PP Grid) 110

F69085 UG414 Solvent Socket (incl. Black Square PP Grid) 110

F69168 UG417 Spigot End (140mm)  
(including Black Square PP Grid) 110

Square Hopper Accessories

F69088 UG470 Raising Piece for Square Hopper 160 deep

F69089 UG443 Square Aluminium Grid 150 x 150

F69090 UG415 Spare Square PP Grid (Black) 150 x 150

Rectangular Hoppers

F69091 UG428 140mm Spigot including 
Rectangular PP Grid (Black) 275 x 175

All the above products comply with BS4660:2000 and EN1401 -1.

UG425

UG442

UG427S

UG427

UG426

UG480

UG414B

UG470

UG417

UG443

Underground Drainage Systems



13CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product 
description

Length 
mm

Width 
mm

Rectangular Hopper Accessories

F69093 UG429 Spare Rectangular PP Grid (Black) 250 150

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

45° Rodding Eye Terminals

F69067 UG422 110mm Aluminium Plain Oval Top/Spigot 
Tail (with Plate and Screws) –

F69106 UG422S 110mm Sealed Oval Top/Spigot Tail –

F69226 UG622S 160mm Sealed Oval Top/Socket Tail –

F69064 UG416S 110mm Aluminium  
Sealed Square Top/Socket Tail –

F00541 UG522 110mm Black PP Sealed Square Top/ 
Spigot Tail (do not solvent weld) –

F69167 UG521 110mm Black PP  
Sealed Square Top/Socket Tail –

Access Pipes

F69162 USA43 110mm Single Socket with 
3 Boss Shoulders –

BB7060 USA643 160mm Single Socket – Plain only –

F69166 USB413 110mm 92.5° Single Socket –

Screwed Access Plugs and Caps

F69164 USA63 160mm Spigot Tail (Plug) –

F69163 USA62 110mm Spigot Tail (Plug) –

BB8921 USA662 110mm Socket Tail (Cap) –

Puddle Flanges

F69149 PUD110 110mm Ring Seal Socket Grey PVC Flange 200 x 200

F69249 PUD160 160mm Ring Seal Socket Grey PVC Flange 240 x 240

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Nominal  
diameter  

mm

Settlement Fittings

F69490 SS700 Settlement Socket for up to  
150mm movement 300 110

F69491 SS701 Settlement Socket for up to  
250mm movement 300 110

F69492 SS702 Settlement Branch Pipe 210mm 
Spigot Tail (92.5° to soil) – 110

F69493 SS703* Solvent Branch only (92.5° to soil) – 110

F69494 SS704 Settlement Rest Bend 92.5°  
maximum 150mm movement – 110

F69495 SS705 Solvent 92.5° Rest Bend only – 110

F69496 SS706 † Settlement 92.5° Stub Bend  
maximum 250mm movement – 110

F69497 SS707 Solvent 92.5° Stub Bend only – 110

SS702

SS705 SS707

SS700

USA43 USA643 USB413

USA63 USA62 USA662

UG442

UG416S

UG622S

UG522

* Solvent weld required pipe length into bottom socket on site.
† Please do not use at foot of soil stack.
All the above products comply with BS4660:2000 and EN1401 -1.

Underground Drainage Systems
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EN1401 Pipe & Fittings – Continued

Polypipe Building Products

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Clay/Cast Iron Adaptors

F69120 UG463 Clay/Cast Iron Adaptor to Spigot 110

F69320 UG663 Clay/Cast Iron Adaptor to Spigot 160

F69121 UG464 Clay/Cast Iron Adaptor to Socket 110

F69321 UG664 Clay/Cast Iron Adaptor to Socket 160

Super Clay Pipe Adaptors (Polypropylene)

F69123 UG459 Super Clay Socket to PVC Spigot 110

F69323 UG659 Super Clay Socket to PVC Spigot 160

F69122 UG434 Super Clay Socket to PVC Socket 110

F69322 UG634 Super Clay Socket to PVC Socket 160

Vitrified Clay Pipe Adaptors (Polypropylene)

F69108 UG487 Vitrified Clay Socket to PVC Spigot 110

F69216 UG697 Vitrified Clay Socket to PVC Spigot 160

F69107 UG486 Vitrified Clay Socket to PVC Socket 110

F69215 UG696 Vitrified Clay Socket to PVC Socket 160

UltraRib Adaptor

F69229 UG6106 150mm UltraRib Socket to EN1401 Spigot 160

Universal Drain Adaptors (Black EPDM)

F69096 UG493 Locates on Spigot – Flexible to accept all 
Waste and Rainwater pipes including Square 110

F69095 UG485 Locates on Socket – Flexible to accept all 
Waste and Rainwater pipes including Square 110

Rainwater Adaptors

F69098 UG254* 82mm Spigot/Socket  
to 68mm Round Socket 82

F69099 UG253* 110mm Spigot/Socket  
to 68mm Round Socket 110

Waste Pipe Adaptors

F69100 UG455 110mm Socket to 32mm  
Single Waste Pipe Adaptor 110

F69101 UG456 110mm Socket to 40mm  
Single Waste Pipe Adaptor 110

F69102 UG457 110mm Socket to 50mm  
Single Waste Pipe Adaptor 110

F69103 UG461 110mm 32mm and 40mm double mixed  
to Socket Waste Pipe Adaptor 110

F69104 UG492 110mm 40mm and 40mm double equal  
to Socket Waste Pipe Adaptor 110

F69105 UG435† 110mm Single to Pipe or Spigot 110

Bottle Gully (with Anti-Splash Top)

F69072 UG425AST 110mm Plain Bottle Gully  
(including Round Black PP Grid) 110

F69076 UG427AST 110mm Back Inlet Bottle Gully  
(including Round Black PP Grid) 110

UG463

UG459

UG487

UG493

UG254

UG455

UG492

UG485

UG253

UG457

UG435

UG464

UG434

UG486

* Please do not solvent weld Polypropylene.
† Requires Waste Boss Adaptor.
All the above products comply with BS4660:2000 and EN1401 -1.

UG425AST UG427AST

Underground Drainage Systems



15CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Bottle Gully Raising Piece (with Anti-Splash Top)

F69082 UG427RAST Raising Piece marked for cutting to 
required height (maximum 225mm) 110

Square Hopper (with Anti-Splash Top)

F69087 UG414AST 110mm Solvent/Socket Outlet  
(including Square Black PP Grid) –

Rectangular Hopper (with Anti-Splash Top)

F69092 UG428AST Hopper 140mm Spigot End  
(including Rectangular Black PP Grid) 110

Aluminium Square Flush to Top Grids

F69083 UG454 Light Duty Grid For use with  
Square Anti-Splash Tops 207 x 207

– UG543 Heavy Duty Grid For use with  
Square Anti-Splash Tops 207 x 207

All the above products comply with BS4660:2000 and EN1401 -1.

Wolseley 
code

Supplier 
code

Product  
description

Length 
m

Nominal  
diameter  

mm

Polysewer* Gravity Sewer Pipes

F69762 PS660 Plain Ended Pipe 6 150

F69763 PS662 Integral Socket Pipe 6 150

F69760 PS630 Plain Ended Pipe 3 150

F69761 PS632 Integral Socket Pipe 3 150

F69732 PS1060 Plain Ended Pipe 6 225

F69733 PS1062 Integral Socket Pipe 6 225

F69730 PS1030 Plain Ended Pipe 3 225

F69731 PS1032 Integral Socket Pipe 3 225

F69702 PS1260 Plain Ended Pipe 6 300

F69703 PS1262 Integral Socket Pipe 6 300

F69700 PS1230 Plain Ended Pipe 3 300

F69701 PS1232 Integral Socket Pipe 3 300

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Polysewer* Gravity Sewer Couplers

F69765 PS601 Double Socket Coupler 150

F69764 PS600 Double Socket Slip Coupler 150

F69735 PS1001 Double Socket Coupler 225

F69734 PS1000 Double Socket Slip Coupler 225

F69705 PS1201 Double Socket Coupler 300

F69704 PS1200 Double Socket Slip Coupler 300

– PS1063 Single Socket Adaptor 225

– SLDPS300 Tapping Saddle 300 x 150

Polysewer* Gravity Sewer Reducers

F69746 PS1021 225 x 150mm Level Invert Reducer –

F69716 PS1221 300 x 225mm Level Invert Reducer –

UG454 UG543

*  All Polysewer products comply with EN 13476 -3 
and WIS 4-35-01 and KM 582885. 

PS601 PS1063

Underground Drainage Systems
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EN1401 Pipe & Fittings – Continued

Polypipe Building Products

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Triple Socket Equal Junctions

F69767 PS605 45° Equal Junction 150

F69737 PS1005 90° Equal Junction 225

F69777 PS623 45° Equal Junction 150

F69707 PS1205 45° Equal Junction 300

Triple Socket Unequal Junctions

F69778 PS635RS 45° Triple Socket Unequal Junction 150 x 110

F69779 PS643RS 87.5° Triple Socket Unequal Junction 150 x 110

F69749 PS1035RS 45° Triple Socket Unequal Junction 225 x 110

F69747 PS1031 45° Triple Socket Unequal Junction 225 x 150

F69748 PS1031RS 45° Triple Socket Unequal Junction 225 x 160

F69719 PS1235RS 45° Triple Socket Unequal Junction 300 x 110

F69717 PS1231 45° Triple Socket Unequal Junction 300 x 150

F69718 PS1231RS 45° Triple Socket Unequal Junction 300 x 160

F69709 PS12100 45° Triple Socket Unequal Junction 300 x 225

Double Socket Short Radiused Bends

F69774 PS611 90° Double Socket Bend 150

F69766 PS603 45° Double Socket Bend 150

F69781 PS667 30° Double Socket Bend 150

F69768 PS609 15° Double Socket Bend 150

F69744 PS1011 90° Double Socket Bend 225

F69736 PS1003 45° Double Socket Bend 225

F69751 PS1067 30° Double Socket Bend 225

F69738 PS1009 15° Double Socket Bend 225

F69714 PS1211 90° Double Socket Bend 300

F69706 PS1203 45° Double Socket Bend 300

F69721 PS1267 30° Double Socket Bend 300

F69708 PS1209 15° Double Socket Bend 300

Rodding Eye

F69776 PS622S 150mm Sealed Oval Top (Aluminium) 45° 150

Chamber Base

BD2402 PS670 460mm Chamber Base –

Adaptors

F69780 PS634 Double Socket to Super Clayware Pipe 150

F69783 PS696 Double Socket to Thick Clayware Pipe 150

F69782 PS689 Double Socket to EN1401-1 Pipe (160mm) 150

F69752 PS1089 Double Socket to EN1401-1 Pipe (250mm) 225

F69722 PS1289 Double Socket to EN1401-1 Pipe (315mm) 300

F69741 PS10102 Double Socket to EN1401-1 Pipe (250mm) 225

F69711 PS12102 Double Socket to EN1401-1 Pipe (315mm) 300

PS605

PS635RS

PS611

PS634 PS689

PS1003PS603

PS1211

PS623

PS1031RS

All the above products comply with EN 13476 -3  
and WIS 4-35-01 and KM 582885. 

Underground Drainage Systems



17CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

UltraRib Adaptor
F69755 PS6105 Double Socket Adaptor 150
BB7240 PS10105 Double Socket Adaptor 225

– PS12105 Double Socket Adaptor 300

End Caps
F69770 PS6101 End Cap 150
F69740 PS10101 End Cap 225
F69710 PS12101 End Cap 300

Socket Plugs
F69775 PS620 Socket Plug 150
F69745 PS1020 Socket Plug 225
F69715 PS1220 Socket Plug 300

Seals
F69784 PSSP1 Seal 150
F69754 PSSP2 Seal 225
F69724 PSSP3 Seal 300

All the above products comply with EN 13476 -3  
and WIS 4-35-01 and KM 582885.

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Nominal  
diameter  

mm

Channel Access Pipes*
F69171 UG447 Double Spigot 1,500 110
F69371 UG647 Double Spigot 1,500 160

Manhole Connectors*
F69172 UG448 Double Spigot 600 110
F69372 UG648 Double Spigot 60 160

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Channel Couplings*
F69173 UG449 PVC Spigot/Socket 110
F69373 UG649 PVC Spigot/Socket 160

Channel Bends*
F69176 UG450L 87.5° Single Socket Left Hand 110
F69177 UG450R 87.5° Single Socket Right Hand 110
F69376 UG650L 87.5° Single Socket Left Hand 160
F69377 UG650R 87.5° Single Socket Right Hand 160
F69178 UG451L 45° Single Socket Left Hand 110
F69179 UG451R 45° Single Socket Right Hand 110
F69378 UG651L 45° Single Socket Left Hand 160
F69379 UG651R 45° Single Socket Right Hand 160
F69180 UG475 87.5° Double Socket 110
F69181 UG476 45° Double Socket 110

– UG675 87.5° Double Socket 160
– UG676 45° Double Socket 160

PS6105

PS6101

PS1020

PSSP2

UG450L

UG476
* These products comply with BS4660:2000 and EN1401 -1.

Underground Drainage Systems
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EN1401 Pipe & Fittings – Continued

Polypipe Building Products

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

Three Quarter Channel Bends (with full Socket Inlet)*

F69182 UG948L 87.5° Left Hand 110

F69109 UG947R 87.5° Right Hand 110

F69184 UG946L 45° Left Hand 110

– UG945R 45° Right Hand 110

Channel Junctions*

F69186 UG452L 87.5° Double Socket Left Hand 110

F69187 UG452R 87.5° Double Socket Right Hand 110

F69188 UG453L 45° Double Socket Left Hand 110

F69189 UG453R 45° Double Socket Right Hand 110

F69190 UG477L 87.5° Triple Socket Left Hand 110

F69191 UG477R 87.5° Triple Socket Right Hand 110

F69192 UG478L 45° Triple Socket Left Hand 110

F69193 UG478R 45° Triple Socket Right Hand 110

F69394 UG654L 45° Double Socket Left Hand 160

F69395 UG654R 45° Double Socket Right Hand 160

– UG678L 45° Triple Socket Left Hand 160

– UG678R 45° Triple Socket Right Hand 160

– UG679L 45° Triple Socket Unequal Left Hand 160

– UG679R 45° Triple Socket Unequal Right Hand 160

Long Radius Channel Bends (Plain Ended)*

F69170 UG481 87.5° Channel Bend Plain Ended 110

F69270 UG681 87.5° Channel Bend Plain Ended 160

F69175 UG482 45° Channel Bend Plain Ended 110

F69275 UG682 45° Channel Bend Plain Ended 160

Snap Cap and Seals†

F69772 PS6103 To accept EN1401-1 Solid Wall Pipes  
and to adapt to 90° Junctions 150

F69773 PS6104 To accept EN1401-1 Solid Wall Pipes and to 
adapt to 90° Bends and 45° Unequal Junctions 150

– PSC1 To accept 150mm Polysewer Pipes 150

110mm Shallow Access Chambers*

F69110 UG437 320mm Chamber Base with 2 x 45° Side Branch 
Inlets. (170mm with 2 Blanking Plugs) 320

F69031 UG537 320mm Chamber Base with 4 Side Branch Inlets.  
2 x 45° and 2 x 90° (170mm with 3 Blanking Plugs) 320

F69111 UG438 460mm Side Riser (215mm) 460

F69858 UG466 460mm Side Riser (215mm) c/w seal 460

F69112 UG439 320mm Concrete Cover and PP Frame 320

F69113 UG436 320mm Aluminium Sealed Cover and Frame 320

F69127 UG499 320mm Square Concrete Cover and PP Frame 320

F69169 UG501 320mm Round PVC Cover and Frame  
(with Seal and fixing Screws) 320

F69159 UG502 320mm Square PVC Cover and Frame  
(with Seal and fixing Screws) 320

F69295 FRK504 320mm Plastic Frame to Riser Fixing Kit 320

UG947R

UG452LUG654L

UG481

PS6104

UG945R

UG477RUG478L

UG499 UG501

* These products comply with BS4660:2000 and EN1401 -1. 
†  These products comply with EN 13476 -3 and WIS 4-35-01 

and KM 582885.

UG437 UG436

Underground Drainage Systems



19CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
diameter  

mm

110 and 160mm Inspection Chambers

F69115 UG440
110mm Chamber Base with 4 Side 
Branch Inlets. 2 x 45° and 2 x 90° 
(220mm with 3 Blanking Plugs)

460

F69251 UG670
160mm Chamber Base with 4 side branch inlets. 

2 x 110mm x 45° and 2 x 160mm x 90°  
(258mm with 4 Blanking Plugs)

460

F69129 UG488 Riser Sealing Ring 460

F69117 UG419 Cast Iron Cover and Cast Iron Frame 460

F69118 UG444 Cast Iron Cover and Polypropylene Frame 460

F69151 UG497 Concrete Cover and Polypropylene Frame 460

F69857 UG510
Square Polypropylene Cover and Frame 

(with seals and fixing screws) and 350mm 
restricted access (removable)

461

F69174 UG512 Square Polypropylene Cover and Frame  
(with seals and fixing screws) 460

F63002 UG511 Round Polypropylene Screw down  
Cover and Frame BS7158 460

F69568 UG513 Square Ductile Iron Cover and Frame (B125) 460

F69111 UG438 Side Riser (135mm) 320

F69156 FRK500 Plastic Frame to Riser Fixing Kit  
(Round Polypropylene Cover and Frame) –

F69014 FRK502 Plastic Frame to Riser Fixing Kit 
(Square Polypropylene Cover and Frame) –

F69582 UG514
Restricted Access Reducer 

(reduces Chamber Opening to a maximum 
of 350mm to prevent Man-Entry)

460

516953 FRK501 Spare Black Ties (pack of 30) –

F69154 CLH500 Key Lifting and Handle –

110mm, 150mm and 160mm Non Man-Entry Deep Inspection Chambers

F69012 ICDB3*
110mm Chamber Base with 5 Inlets – 
(including 3 Blanking Plugs, Base and 

4 Risers – 1,060mm high)
460

F69453 ICDB1†
50mm Chamber Base with 2 x 110mm 45° Inlets  

and 2 x 150mm 90° Open Inlets (including 2 
Blanking Plugs, Base and 4 Risers – 1060mm high)

460

F69454 ICDB2*
160mm Chamber Base with 2 x 110mm 45° Inlets  
and 2 x 160mm 90° Inlets (including 4 Blanking 

Plugs, Base and 4 Risers – 1060mm high)
460

F63001 ICDR1 Single Riser – 215mm effective height 460

F69013 ICDR2 Two Riser – 430mm effective height 460

F69016 ICDR4 Four Riser – 860mm effective height 460

F69455 ICDR8 Eight Riser – 1720mm effective height 460

F69857 UG510
Square Polypropylene Cover and Frame 

(with seals and fixing screws) and 350mm 
restricted access (removable)

460

F69015 FRK503 Riser to Riser Fixing Kit 460

F69254 UG616 Circular Manhole Base 2 x 45° and 
2 x 90° (MDPE) Closed Branch Inlets 750

F69114 UG445 110mm Spare Blanking Plug –

F69256 UG645 160mm Spare Blanking Plug –

UG440

UG419

UG512

UG438

ICDR1ICDB3

FRK502

UG616

UG645

UG488

UG497

UG511

ICDC1

UG445

* Suitable for Single Wall Pipes.
† Suitable for Polysewer Structured Wall Pipes.
All the above products comply with BS4660:2000 and EN1401 -1.

Underground Drainage Systems
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Polypipe Building Products
EN1401 Pipe & Fittings – Continued

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

110mm Rectangular Inspection Chamber

F69194 UG490
460mm Rectangular Inspection Chamber Base (1) 

610 x 460mm Chamber Base with 4 Side Branch Inlets 
2 x LH and 2 x RH x 90° (330mm with 3 Blanking Plugs)

F69195 UG491 610 x 460mm Side Riser (180mm)

F69196 UG496 610 x 460mm Steel Cover and PP Frame

F69197 UG495 610 x 460mm Concrete Cover and PP Frame

– UG496 160mm channel junct 45° t/d righ

UG491

UG495

UG490

UG496

Complies with BS4660:2000 and EN1401 -1.

Underground Drainage Systems

Access covers 
and frames.
View our 
wide range…

Civils page 189
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•  Butt Fusion

•  Electrofusion 

•  Trenchless Technology

•  Electrical & Telecoms

•  Flow Stopping & Under Pressure Drilling Equipment

•  WASK Equipment

•  Testing Equipment

•  Towing & Cleaning

•  Pipe & Cable Detection

•  Hot Air Welding & Extrusion

•  Fibre Blowing Equipment

•  Tooling

HIRE

THE ESSENTIAL 

HIRE GUIDE

INFRASTRUCTURE 

SOLUTIONS
BUILT AROUND YOU

Version 2    2017

Whilst every care has been taken to ensure that the information included in this publication was accurate 

at the time of printing, we reserve the right to change product details at any time. Due to the limitations 

in the printing process images may not be representative of their true colours and colour variations may 

occur due to the natural origin of the products. All photographs are as a guide only and do not necessarily 

represent the products available. Stock may vary from branch to branch and is subject to availability.

Version 2, 2017 E&OE 

30839

FOR ALL YOUR 
HIRE, SALE AND 
REPAIR NEEDS...

Pick up a copy from your local branch 
today or contact us on: T: 0344 824 4482 
E: mcafusionhire@wolseley.co.uk
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EN1401 Pipe & Fittings

Marley Plumbing & Drainage

UMY10C

UCC3D

UCA40

SR250

UCL35

UYG40

UG52

UG45

UCB48L

UMY12C

UG51SA

UCC7

UCL2

UW401

UG44

UWS43

UG50D

UCC4

UY46 UY64

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length
m

Branches

F25125 UMY11C Equal Branch 45° All Socket 160 –

F25126 UMY10C Branch 45° All Socket 160 x 110 –

F25127 UMY12C Branch 87.5° All Socket 160 x 110 –

F25133 UY46 Equal Branch 45° Socket/Spigot 110 –

F25140 UY466 Equal Branch 45° All Socket 110 –

F25144 UY400 Equal Branch 87.5° All Socket 110 –

F25145 UY401 Equal Branch 87.5° Socket/Spigot 110 –

F25265 UY63 Equal Branch 45° Socket/Spigot 160 –

F25266 UY66 Branch 45° Socket/Spigot 160 x 110 –

F25270 UMY13C Equal Branch 87.5° All Socket 160 –

F25285 UY64 Branch 87.5° Socket/Spigot 160 x 110 –

F25286 UY601 Equal Branch 87.5° Socket/Spigot 160 –

Channels

F25223 UCB48L Long Rad Channel Bend 87.5° 110 –

F25226 UCC4 Open Channel 110 1.5

Chamber Base & Accessories

BA0777 UCC10D Deep Inspection Chamber Riser 
Clip Pack of 10 – –

F25001 UCP2 Blanking Plug 160 –

F25004 UCC3D Deep Inspection Chamber Base 450 –

F25020 UG51SA Bottle Gully Sealed Lid 110

F25098 UCA40 Thin Wall Clay Adaptor 110 –

F25099 UCA41 Thick Wall Clay Adaptor 110 –

F25128 UCC7 Level Invert Inspection Chamber 250 –

F25129 SR250 Ring Seal 250

F25130 SR450 Ring Seal 450 –

F25131 UCL2 Lid & Frame 250 –

F25134 UCL35 Cast Iron Cover & Frame  
3.5 Tonnes 450 –

F25135 UCL125 Ductile Iron Cover & Frame  
12.5 Tonnes 450 –

F25153 UW401 Inlet Raising Piece 
4x Boss Upstands 110 –

F25156 UYG40 Trapped Yard Gully 110 –

F25162 UYG42 Yard Gully Grating & Frame  
12.5 Tonnes 400 –

F25168 UG42 P Trap Gully 110 –

F25169 UG44 Gully Trap Base 110 –

F25175 UG50 Bottle Gully 110 –

F25176 UG51 Bottle Gully Grid 110 –

F25177 UG52 Bottle Gully Raising Piece 110 –

F25180 UG46 Gully Grid 110 –

F25181 UG47 Rectangular Gully Hopper 110 –

F25184 UG48 Square Gully Hopper 110 –

F25185 UG49 Gully Plate 110 –

F25187 UWS43 Inlet Raising Piece 
2x 82mm Upstands 110 –

F25190 UG45 Gully Grating Assembly 110 –

F25191 UG50D Bottle Gully + Back Inlet Plugged 110 –
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UCB1

UE406

UAC02

UB41

UCR3

UB47

UCL35PP

USB41

UCC10

UB69

UB47M

UAC44

UE407

UCC3

UBL488

UCLRR

UB455

UCL35SQ

UB68

UCP1

UMB14C

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length
m

Chamber Base & Accessories – Continued

F25194 UCB1 Chamber Insert Left Hand – –

F25195 UCB2 Chamber Insert Right Hand – –

F25202 UAC44 Double Branch Chamber Base 
110mm Inlets 250 –

F25205 UAC02 Double Bottom Outlet Chamber 
Body 110mm Inlets 250 –

F25227 UCC3 Chamber Base 110mm Inlets 450 –

F25228 UCR2 Chamber Riser 430mm 450 –

F25231 UCP1 Blanking Plug 110 –

F25276 UAR1 Chamber Riser 375mm 250 –

F25289 UCL3 Square Lid and Frame 250 –

F25296 UCC5 Chamber Base  
160mm & 110mm Inlets 450 –

F25301 UCR3 Deep Inspection Chamber Riser 450 –

F25302 UCLRR Reduced Access Ring 110 –

F25817 UCL35PP Polypropylene Circular Cover 
& Frame 3.5 Tonnes 450 –

F25819 UCL35SQ Polypropylene Square Cover 
& Frame 3.5 Tonnes 450 –

F25906 UCC10 Chamber Riser Clip Pack of 10 – –

F25910 UG50TSA Bottle Gully Top with Sealed Access – –

Couplers

F25106 UE406 Straight Coupling 110 –

F25107 UE407 Push Fit Coupling Polypropylene 110 –

F25109 UE405 Slip Coupling 110 –

F25110 UE400 Loose Pipe Coupling 110 –

F25112 UB41 Short Rad Bend 87.5° Socket/Spigot 110 –

F25115 UBL488 Long Radius Bend 87.5° 110 –

F25116 UB411 Short Rad Bend 87.5° Socket/Socket 110 –

F25120 UB430 Short Rad Bend 30° Socket/Spigot 110 –

F25121 UB45 Short Rad Bend 45° Socket/Spigot 110 –

F25122 UMB11C Short Rad Bend 15° Socket/Socket 160 –

F25123 UMB13C Short Rad Bend 30° Socket/Socket 160 –

F25124 UB47 Adjustable Bend 21-90° 110 –

F25158 UB455 Short Rad Bend 45° Socket/Socket 110 –

F25173 USB41 Slipper Bend Left Hand 110 –

F25174 USB42 Slipper Bend Right Hand 110 –

F25252 UE600 Loose Pipe Coupling 160 –

F25253 UME15C Straight Coupling 160 –

F25254 UFB61 Short Rad Bend 87.5° Socket/Spigot 160 –

F25256 UME16C Slip Coupling 160 –

F25257 UB68 Short Rad Bend 15° Socket/Spigot 160 –

F25258 UB69 Short Rad Bend 30° Socket/Spigot 160 –

F25259 UB67 Adjustable Bend 15-90° 160 –

F25260 UMB14C Short Rad Bend 45° Socket/Socket 160 –

F25261 UMB19C Short Rad Bend 87.5° Socket/Socket 160 –

F25263 UFB65 Short Rad Bend 45° Socket/Spigot 160 –

F25818 UB47M Mechanical Adjustable Bend 5-30° 110 –

F30002 UDSB110 Multiflex Adjustable Bend 
0-90° Socket/Socket 110 –
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EN1401 Pipe & Fittings

Marley Plumbing & Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length
m

Couplers – Continued

F30003 USB110 Multiflex Adjustable Bend 
0-90° Socket/Spigot 110 –

BD3550 UB410 Short Rad Bend 10° Socket/Spigot 110 –

BD3551 UB4100 Short Rad Bend 10° Socket/Socket 110 –

BD3552 UB420 Short Rad Bend 20° Socket/Spigot 110 –

BD3553 UB4200 Short Rad Bend 20° Socket/Socket 110 –

Non Return Valves

F25907 USW130 Non Return Valve (Double Flap) 110 –

F25908 USW140 Non Return Valve (Double Flap) 160 –

Straight Lengths

F25100 UP403 Socketed Pipe 110 3

F25101 UL406 Double Spigot Pipe 110 6

F25102 UL403 Double Spigot Pipe 110 3

F25103 UP406 Socketed Pipe 110 6

F25104 UPP406 Slotted Socketed Pipe 110 6

F25200 UP603 Socketed Pipe 160 3

F25201 UL606 Double Spigot Pipe 160 6

F25250 UP606 Socketed Pipe 160 6

USB110

UP403

USW130

UB4100

UB410

UL403

We also stock 
Quantum and UltraRib

Civils pages 26-29 and 37-39
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Here to help

If you have any questions or need to 
speak to us about a project, we are 
always happy to help. Simply give a 
member of our Civils team a call.

England 
01189 810462

Wales  
01685 374771

Scotland 
01506 414911
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Marley Plumbing & Drainage
Quantum Pipe & Fittings

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length
m

Large Diameter Pipes

F25608 UPH375 Socket Pipe H/Slot 375 6

F25609 UPH450 Socket Pipe H/Slot 450 6

F25610 UPH600 Socket Pipe H/Slot 600 6

F25611 USH375 Socket Pipe H/Slot 375 6

F25612 USH450 Socket Pipe H/Slot 450 6

F25613 USH600 Socket Pipe H/Slot 600 6

F25614 UHH375 Socket Pipe H/Slot 375 6

F25615 UHH450 Socket Pipe H/Slot 450 6

F25616 UHH600 Socket Pipe H/Slot 600 6

Large Diameter Couplers

F25617 UME375 Coupling 375 –

F25618 UME450 Coupling 450 –

F25619 UME600 Coupling 600 –

Sealing Rings

F25620 UMR375 Sealing Ring 375 –

F25621 UMR450 Sealing Ring 450 –

F25622 UMR600 Sealing Ring 600 –

Large Diameter Bends

F25623 UMB3751 11.25° Bend 375 –

F25624 UMB3752 22.5° Bend 375 –

F25625 UMB3754 45° Bend 375 –

F25626 UMB3759 90° Bend 375 –

F25627 UMB4501 11.25° Bend 450 –

F25628 UMB4502 22.5° Bend 450 –

F25629 UMB4504 45° Bend 450 –

F25630 UMB4509 90° Bend 450 –

F25631 UMB6001 11.25° Bend 600 –

F25632 UMB6002 22.5° Bend 600 –

F25633 UMB6004 45° Bend 600 –

F25634 UMB6009 90° Bend 600 –

Large Diameter Branches

F25635 UMY3751 45° Branch 375 x 150 –

F25636 UMT3751 90° Branch 375 x 150 –

F25637 UMY3752 45° Branch 375 x 225 –

F25638 UMT3752 90° Branch 375 x 225 –

F25639 UMY3753 45° Branch 375 x 300 –

F25640 UMT3753 90° Branch 375 x 300 –

F25641 UMY3754 45° Branch 375 x 375 –

F25642 UMT3754 90° Branch 375 x 375 –

F25643 UMY4501 45° Branch 450 x 150 –

F25644 UMT4501 90° Branch 450 x 150 –

F25645 UMY4502 45° Branch 450 x 225 –

F25646 UMT4502 90° Branch 450 x 225 –

F25647 UMY4503 45° Branch 450 x 300 –

F25648 UMT4503 90° Branch 450 x 300 –

F25649 UMY4504 45° Branch 450 x 375 –

11.25° Bend

Socket Pipe H/Slot

45° Branch

90° Branch

45° Bend

22.5° Bend

90° Bend
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Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length
m

Large Diameter Branches – Continued

F25650 UMT4504 90° Branch 450 x 375 –

F25651 UMY4505 45° Branch 450 x 450 –

F25652 UMT4505 90° Branch 450 x 450 –

F25653 UMY6001 45° Branch 600 x 150 –

F25654 UMT6001 90° Branch 600 x 150 –

F25655 UMY6002 45° Branch 600 x 225 –

F25656 UMT6002 90° Branch 600 x 225 –

F25657 UMY6003 45° Branch 600 x 300 –

F25658 UMT6003 90° Branch 600 x 300 –

F25659 UMY6004 45° Branch 600 x 375 –

F25660 UMT6004 90° Branch 600 x 375 –

F25661 UMY6005 45° Branch 600 x 450 –

F25662 UMT6005 90° Branch 600 x 450 –

F25663 UMY6006 45° Branch 600 x 600 –

F25664 UMT6006 90° Branch 600 x 600 –

Large Diameter Accessories

F25665 UMK600 End Cap 600 –

F25666 UMK450 End Cap 450 –

F25667 UMK375 End Cap 375 –

F25668 UMD33 Flexible Coupling 315/300 –

F25669 UMD23 Flexible Coupling 250/225 –

Gullies

F25557 UMA49 Road Gully 112 Litres 900 –

F25560 UMA43 Road Gully 90 Litres 760 –

Straight Lengths

F25500 UPH16 Socketed Pipe (Highway) 150 6

F25501 USH16 Socketed Pipe H/Slot (Highway) 150 6

F25502 UHH16 Socketed Pipe F/Slot (Highway) 150 6

F25520 UPH26 Socketed Pipe (Highway) 225 6

F25521 USH26 Socketed Pipe H/Slot (Highway) 225 6

F25522 UHH26 Socketed Pipe F/Slot (Highway) 225 6

F25540 UPH36 Socketed Pipe (Highway) 300 6

F25541 USH36 Socketed Pipe H/Slot (Highway) 300 6

F25542 UHH36 Socketed Pipe F/Slot (Highway) 300 6

F25580 ULS13 Double Spigot (Sewer) 150 3

F25581 ULS16 Double Spigot (Sewer) 150 6

F25582 UPS16 Socketed Pipe (Sewer) 150 6

F25583 UPS13 Socketed Pipe (Sewer) 150 3

F25585 ULS23 Double Spigot (Sewer) 225 3

F25587 UPS26 Socketed Pipe (Sewer) 225 6

F25588 UPS23 Socketed Pipe (Sewer) 225 3

F25590 ULS33 Double Spigot (Sewer) 300 3

F25592 UPS36 Socketed Pipe (Sewer) 300 6

F25593 UPS33 Socketed Pipe (Sewer) 300 3

End Cap
Flexible 

Coupling

UMA49

UPH26

UPS26

UHH26

ULS13
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Marley Plumbing & Drainage
Quantum Pipe & Fittings

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length
m

Couplers

F25503 UME15Q Straight Coupling 150 –

F25504 UME16Q Slip Coupling 150 –

F25515 UMD17 Flexible Coupling 150 –

F25523 UME25 Straight Coupling 225 –

F25524 UME26 Slip Coupling 225 –

F25535 UMD27 Flexible Coupling 225 –

F25543 UME35 Straight Coupling 300 –

F25544 UME36 Slip Coupling 300 –

F25555 UMD37 Flexible Coupling 300 –

Branches

F25509 UMY11Q Equal Branch 45° 150 –

F25510 UMY10Q Branch 45° 150 x 110 –

F25511 UMY20 Branch 225 x 110 –

F25513 UMY22 Equal Branch 45° 225 –

F25529 UMY33 Equal Branch 45° 300 –

F25530 UMY21 Branch 225 x 150 –

F25531 UMY30 Branch 300 x 110 –

F25550 UMY31 Branch 300 x 150 –

F25551 UMY32 Branch 300 x 225 –

F25567 UMY13Q Equal Branch 87.5° 150 –

F25568 UMY12Q Branch 87.5° 150 x 110 –

Bends

F25505 UMB19Q Bend 90° 150 –

F25506 UMB14Q Bend 45° 150 –

F25507 UMB13Q Bend 30° 150 –

F25508 UMB11Q Bend 15° 150 –

F25525 UMB29 Bend 90° 225 –

F25526 UMB24 Bend 45° 225 –

F25527 UMB23 Bend 30° 225 –

F25528 UMB21 Bend 15° 225 –

F25545 UMB39 Bend 90° 300 –

F25546 UMB34 Bend 45° 300 –

F25547 UMB33 Bend 30° 300 –

F25548 UMB31 Bend 15° 300 –

UME15Q

UME15Q

UMB13Q

UME16Q

UMY11Q

UMY13Q

UMY20

UMY12Q

UMB19Q

UMB11Q
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Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length
m

Accessories

F25292 SNC6 Snap Cap 160-150 –

F25512 UMJ11 Socket Plug 150 –

F25514 UMA45 Adaptor 150 –

F25533 UML21 Reducer 225 x 150 –

F25534 UMK21 End Cap 225 –

F25553 UML32 Reducer 300 x 225 –

F25554 UMK31 End Cap 300 –

F25561 UMA41 Lubricant 1Kg – –

F25562 UMA17 Adaptor 150 –

F25569 UMK11 End Cap 150

F25570 URP2Q Rodding Point 150

F25670 UMR150 Pipe Seal Pack of 5 150

F25671 UMR225 Pipe Seal Pack of 5 225

F25672 UMR300 Pipe Seal Pack of 5 300

SNC6

UMA45

UMJ11

UML21

Storm water 
management.
We have a 
selection of 
products to 
suit your 
needs…

Civils pages 161-179
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Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

OsmaDrain Straight Lengths

Q65400 4D066 Plain Ended Slotted Pipe 110 6 SN8

Q65401 4D073 Plain Ended Pipe 110 3 SN8

Q65402 4D076 Plain Ended Pipe 110 6 SN8

Q65600 6D066 Plain Ended Slotted Pipe 160 6 SN8

Q65601 6D073 Plain Ended Pipe 160 3 SN8

Q65602 6D076 Plain Ended Pipe 160 6 SN8

OsmaDrain Couplers

Q65404 4D104 Double Socket Coupler 110 130 –

Q65405 4D105 Double Socket Slip Coupler 110 130 SN8

Q65407 4D115 Single Socket Settlement 
Socket 110 0 SN8

Q65413 4D131 Protection Sleeve 110 310 SN8

Q65427 4D205 Double Socket Pipe 
Coupler 110 132 SN8

Q65604 6D104 Double Socket Coupler 160 165 SN8

Q65605 6D105 Double Socket Slip Coupler 160 170 SN8

Q65627 6D205 Double Socket Pipe 
Coupler 160 190 SN8

OsmaDrain Adaptors & Reducers

Q65403 4D095 Single Socket Level Invert 
Reducer 82 x 110mm 110 0 SN8

Q65720 4D127 Double Socket Adaptor 
to Clay 110 135 –

Q65411 4D129 Double Socket Adaptor 110 135 SN8

Q65414 4D149 Rainwater Adaptor 
68 x 110mm 110 140 SN8

Q65396 4D159 Universal Rainwater 
Adaptor 110 136 SN8

Q65719 4D286 Double Socket Adaptor to 
Waste Pipe 50 x 110mm 110 130 –

Q97078 4D287 Double Socket Adaptor to 
Waste Pipe 32 x 110mm 110 130 –

Q65718 4D288 Double Socket Adaptor to 
Waste Pipe 40 x 110mm 110 130 –

Q65522 4D295 Temporary Site Cap 110 0 –

Q66606 4D298 Internal Drain Connector 
32/40 x 110mm 110 190 –

Q66607 4D299 Internal Drain Connector 
50 x 110mm 110 190 –

Q65731 4D464 Adaptor to Soil Stacks 110 140 –

Q65603 6D099 Single Socket Level Invert 
Reducer 110 x 160mm 160 0 SN8

Q65729 6D127 Double Socket Adaptor 
to Clay 160 185 –

Q65611 6D129 Double Socket Adaptor 160 185 –

4D066 4D073

4D105

6D105 6D2056D104

4D131

4D095

4D129

4D159

4D287

4D295

4D299

6D099

4D104 4D205

4D115

4D127

4D149

4D286

4D288

4D298

4D464

6D127

6D129

OSMA EN1401 Pipe & Fittings

Wavin
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Drilling Equipment / Bagging-Off Equipment

CIVILS / Plastic Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

OsmaDrain Bends

Q65415 4D161 S/S Short Radius 87.5° 110 235 SN8

Q65416 4D162 S/S Short Radius 67.5° 110 310 SN8

Q65417 4D163 S/S Short Radius 45° 110 200 –

Q65418 4D166 S/S Short Radius 30° 110 190 SN8

Q65419 4D167 S/S Short Radius 15° 110 170 SN8

Q65420 4D168 S/S Short Radius 11.5° 110 190 SN8

Q65422 4D173 S/S Adjustable 0-30° 110 0 SN8

Q65466 4D561 D/S Short Radius 87.5° 110 285 SN8

Q65467 4D562 D/S Short Radius 67.5° 110 275 SN8

Q65468 4D563 D/S Short Radius 45° 110 205 SN8

Q65469 4D566 D/S Short Radius 30° 110 220 SN8

Q65470 4D567 D/S Short Radius 15° 110 180 SN8

Q65471 4D568 D/S Short Radius 11.25° 110 185 SN8

Q65473 4D573 D/S Adjustable 0-30° 110 195 SN8

Q65615 6D161 S/S Short Radius 87.5° 160 346 SN8

Q65617 6D163 S/S Short Radius 45° 160 282 SN8

Q65618 6D166 S/S Short Radius 30° 160 272 SN8

Q65619 6D167 S/S Short Radius 15° 160 245 SN8

Q65666 6D561 D/S Short Radius 87.5° 160 354 SN8

Q65668 6D563 D/S Short Radius 45° 160 304 SN8

Q65669 6D566 D/S Short Radius 30° 160 290 SN8

Q65670 6D567 D/S Short Radius 15° 160 252 SN8

OsmaDrain Long Radius Bends

Q65423 4D181 S/S 87.5° 110 965 SN8

Q65424 4D183 S/S 45° 110 374 SN8

Q65399 4D281 Plain Ended 90° 110 0 –

H01648 4D283 Plain Ended 45° 110 217 SN8

Q65474 4D581 D/S 87.5° 110 320 SN8

Q65475 4D583 D/S 45° 110 0 SN8

Q65684 6D281 Plain Ended 90° 160 0 –

Q65685 6D283 Plain Ended 45° 160 0 SN8

4D161

4D167

4D562

4D568

6D166

4D181

4D581

6D566

4D162

4D168

4D563

4D573

6D167

4D183 4D583

6D567

4D163

4D173

4D566

6D161

6D561

4D281

6D281 6D283

4D166

4D561

4D567

6D163

6D563

4D283
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6D219

4D193

6D199

6D193 6D213

6D218

4D210

6D210

4D190

6D198

4D213

6D190

4D360 6D3604D361

4D420 4D4924D421

4D494 4D930

OSMA EN1401 Pipe & Fittings – Continued

Wavin

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

OsmaDrain Equal Junctions

Q65425 4D190 Single Socket 87.5° 110 263 SN8

Q65426 4D193 Double Socket 87.5° 110 280 SN8

Q65428 4D210 Double Socket 45° 110 300 SN8

Q65429 4D213 Single Socket 45° 110 310 SN8

Q65625 6D190 Single Socket 87.5° 160 376 SN8

Q65626 6D193 Double Socket 87.5° 160 386 SN8

Q65628 6D210 Single Socket 45° 160 439 SN8

Q65629 6D213 Single Socket 45° 160 442 SN8

OsmaDrain Unequal Junctions

Q65680 6D198 Single Socket 87.5° 
110 x 160mm 160 302 SN8

Q65681 6D199 Double Socket 87.5° 
110 x 160mm 160 313 SN8

Q65682 6D218 Single Socket 45° 
110 x 160mm 160 434 SN8

Q65683 6D219 Double Socket 45° 
110 x 160mm 160 443 SN8

OsmaDrain Anti-Flood Valves

Q68025 4D921 Single Socket 110 287 –

Q68026 6D921 Single Socket 160 367 –

OsmaDrain Inspection Fittings

Q65449 4D418 Inspection Junction 
Washers x4 – 0 –

Q66599 4D420 Single Socket 
Inspection Pipe 110 0 SN8

Q65450 4D421 Inspection Junction 
Gasket – 0 –

Q66600 4D492
Single Socket Equal 
Double Inspection 

Junction 45°
110 397 SN8

Q66601 4D494 Sealed Inspection 
Junction Plug – 0 –

Q65509 4D930 Inspection Junction 
Cover – 380 –

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m

OsmaDrain Sealed Rodding Eyes & Accessories

Q65523 4D360 Plain Ended Rodding Eye 110 232

Q65721 4D361 Single Socket Square 
Top Rodding Point 110 240

H14399 6D360 Plain Ended Rodding Eye 160 233

4D921 6D921
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4D274

4D296

4D503

4D860

4D526

4D901

4D593 6D290

6D292

4D290

4D297

4D504

4D862

4D527

4D915

6D274

4D169

4D291

4D500

4D850

4D508

4D900

4D919

4D292

6D296

4D507

4D863

4D589

4D916

4D569

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

OsmaDrain Screwed Access Fittings

Q65421 4D169 S/S Short Radius 
Access Bend 87.5° 110 235 SN8

Q65430 4D274 S/S Access Pipe 110 0 SN8

Q65431 4D290 S/S Screwed 
Access Cover 110 397 SN8

Q65432 4D292 Plain Ended Screwed 
Access Cover 110 130 SN8

Q65472 4D569 D/S Short Radius 
Access Bend 87.5° 110 245 SN8

Q65480 4D593 D/S Equal Access 
Junction 87.5° 110 0 SN8

Q65630 6D274 S/S Access Pipe 160 0 SN8

Q65631 6D290 S/S Screwed 
Access Cover 160 196 SN8

Q65632 6D292 Plain Ended Screwed 
Access Cover 160 195 SN8

OsmaDrain Socket Plugs

Q65732 4D291 Socket Plug 110 122 –

Q65433 4D296 Plain Ended Socket 
Plug (Closed) 110 132 SN8

Q65434 4D297 Plain Ended Socket 
Plug (Open) 110 132 SN8

Q65633 6D296 Plain Ended 
Socket Plug 160 192 SN8

OsmaDrain Universal Gully Fittings

Q65452 4D500 S/S Universal 
Gully Trap 110 325 SN8

Q65453 4D503 Solvent Socket 
Plain Hopper 110 185 SN8

Q65454 4D504 Solvent Socket Vertical 
Inlet Hopper 110 273 SN8

Q65457 4D507 Plain Ended 
Plain Hopper 110 255 SN8

Q65458 4D508 Plain Ended Vertical 
Inlet Hopper 110 275 SN8

Q65460 4D526 Sealed Access Cover 
For Plain Hoppers – 158 –

Q65461 4D527 Plain Ended Sealed 
Access Hopper 110 254 SN8

Q65478 4D589 S/S Bossed Pipe 110 252 –

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m

OsmaDrain Bottle Gullies

Q65722 4D850 Plain Ended Access Gully 110 265

Q65724 4D860 S/S Paved Area Gully 110 360

Q65726 4D862 Sealed Cover Plate – 152

Q65727 4D863 Metal Grid Gully Cover – 155

Q65498 4D900 S/S Bottle Gully 87.5° 110 320

Q65499 4D901 Solvent Socket Bottle Gully 87.5° 110 325

Q65505 4D915 Sealed Access Cover for Bottle Gully – 810

Q66603 4D916 Bottle Gully Riser 110 325

Q65553 4D919 Di Grating – 217
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OSMA EN1401 Pipe & Fittings – Continued

Wavin

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m

OsmaDrain Yard Gully (300mm diameter) & Accessories

Q65550 4D800 Plain Ended Trapped Yard Gully 110 0

Q65551 4D810 Grating and Frame – 0

Q65552 4D815 Perforated Galvanised Steel 
Catchment Bucket – 245

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m

Osma Multibase Inspection Chambers & Accessories

Q65531 4D910 D/S Equal Inspection Chamber 
Base No.1 110 473

Q65532 4D911 D/S Equal Inspection Chamber 
Base No.3 Left-Hand Branch 110 472

Q65533 4D912 D/S Equal Inspection Chamber 
Base No.13 Right-Hand Branch 110 472

Q65534 4D913 D/S Equal Inspection Chamber 
Base No.4 2x left-Hand Branch 110 472

Q65535 4D914 D/S Equal Inspection Chamber 
Base No.12 2x right-Hand Branch 110 472

Q65536 4D917 D/S Equal Inspection Chamber 
Base No.5 2x Branches 110 472

Q65537 4D918 D/S Equal Inspection Chamber 
Base No.2 90° Channel 110 385

Q65538 4D933 D/S Equal Inspection Chamber 
Base No.7 90° Right-Hand Branch 110 473

Q65539 4D934 D/S Equal Inspection Chamber 
Base No.18 2x 90° Branches 110 473

Q65540 4D935 D/S Equal Inspection Chamber 
Base 2x 90° Branches 110 473

Q65541 4D937 Plain Ended Inspection Chamber Shaft 110 317

Q68556 4D957 Multi-Base Inspection Chamber 
Shaft Seal – 0

Q65542 4D969 Inspection Chamber Square Cover 
and Adjustable Frame – 322

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

OsmaDrain Spares

Q65408 4D116 Snap Cap 110 120 SN8

Q65412 4D130 Ring Seal 110 120 –

Q65437 4D317 Oval Gasket – 0 –

Q65455 4D505 Vertical Inlet Cover – 148 –

Q65456 4D506 Gully Grating – 147 –

Q65723 4D851 Spare Rotating Gully 
Top and Grid 110 190 –

Q65725 4D861 Spare Gully Top 110 260 –

Q65500 4D902 Access Liner – 0 –

Q65501 4D904 Screwed Access Cap – 0 –

Q65502 4D906 Bottle Gully Grating – 220 –

Q65503 4D908 Bottle Gully Cover 
and Frame – 230 –

Q65504 4D909 Access Liner for Bend – 0 –

Q65517 4D992 Access Cap Gasket – 0 –

H62814 4D993 Gully Plug – 0 –

Q65608 6D116 Snap Cap 160 170 –

Q65612 6D130 Ring Seal 160 170 –

4D810 4D8154D800

4D910

4D913

4D918

4D935

4D969

4D911

4D914

4D933

4D937

4D912

4D917

4D934

4D957

4D130

4D851

4D906

4D993

4D317

4D861

4D908

6D116

4D116

4D506

4D904

4D992

4D505

4D902

4D909

6D130
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Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m

Osma Shallow Inspection Chambers & Accessories

Q65435 4D314 Shallow Inspection Chamber 
Cover to Frame Seal 110 323

Q65439 4D325 Inspection Chamber Round 
Cover and Frame 110 323

Q66597 4D328 Shallow Inspection Chamber 
Round Cover 110 0

Q65515 4D960 D/S Equal Shallow 
Inspection Chamber 110 572

Q66609 4D961 Shallow Inspection Chamber Square 
Cover and Adjustable Frame 110 325

Q65516 4D964 Inspection Chamber 
Blank-Off Plugs 110 171

Osma Universal Inspection Chambers & Accessories

F11150 4D920 Inspection Chamber Square  
Cover and Frame – 528

Q65506 4D922 D/S Equal Inspection Chamber 
Base 4x Branches 110 595

Q97092 4D924 Inspection Chamber Round Cover 
and Frame with Restricted Access – 522

Q65508 4D926 Inspection Chamber Inlet  
Blank-Off Plugs – 0

F11151 4D927 Inspection Chamber Round  
Cover and Frame – 522

Q65545 4D942 Inspection Chamber Round  
Cover and Frame – Ductile Iron – 522

Q65547 4D945 Universal Inspection Chamber 
Square Recessed Cover and Frame – 560

Q65548 4D946 Universal Inspection Chamber 
Square Recessed Cover and Frame – 526

Q65513 4D948 Universal Inspection Chamber  
Left-Hand Channel Cover – 449

Q65514 4D949 Universal Inspection Chamber 
Right-Hand Channel Cover – 449

Q68027 4D975 Plain Ended Inspection  
Chamber Shaft 450 500

Q97074 4D994 Universal Inspection Chamber 
Cover Sealing Ring – 300

Q66604 6D928 D/S Equal Inspection Chamber 
Base 2x Branches 160 768

Q65699 6D929 D/S Unequal Inspection Chamber 
4x Branches 3x Blank-Off Plug 160 768

4D314

4D920

4D926

4D945

4D949

6D928

4D960

4D325

4D922

4D927

4D946

4D975

6D929

4D961

4D328

4D924

4D942

4D948

4D994

4D964
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OSMA EN1401 Pipe & Fittings – Continued

Wavin

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m

Osma Non Man-Entry Inspection Chambers & Accessories

H03868 4D923 D/S Equal Inspection Chamber 
Base 4x Branch with Sealing Ring – 595

Q64949 6D917 Inspection Chamber 
Base to Shaft Seal – 0

Q97072 6D930 Inspection Chamber 
Restriction Access Cap 160 586

H18078 6D934 Plain Ended Inspection 
Chamber Shaft 500 1500

Q68002 6D936 D/S Equal Inspection 
Chamber 2x Branches 160 768

Q68003 6D937 D/S Unequal Inspection 
Chamber 4x Branches 160 768

Q68006 6D938 Plain Ended Inspection 
Chamber Shaft 500 3000

Q97066 6D940 Inspection Chamber Nic 
Telescopic Adaptor – 462

Osma Inspection Chambers

F81460 6UR928 D/S Equal Inspection Chamber 
Base 2x Branches 150 710

F81461 6UR929 D/S Unequal Inspection Chamber 
4x Branches 3x Blank-Off Plug 150 710

Q68004 6UR936 D/S Equal Inspection 
Chamber Base 150 710

Q68005 6UR937 D/S Unequal Inspection 
Chamber Base 150 710

Can’t find 
what you’re 
looking for?

4D923

6UR928

6UR936

6D934

6D938

6D917

6UR929

6UR937

6D936

6D940

6D930

6D937

Speak to one of our team today on 0344 292 7090
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Drilling Equipment / Bagging-Off Equipment

Osma UltraRib Pipe & Fittings

12UR043

12UR105

12UR093

6UR129

6UR142

9UR095

12UR073

12UR869

12UR205

6UR099

6UR141

6UR143

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

Pipes

F81530 12UR043 Single Socket Pipe 300 3196 SN8

F81533 12UR073 Plain Ended Pipe 300 3070 SN8

F81400 6UR043 Single Socket Pipe 150 3000 SN8

F81401 6UR046 Single Socket Pipe 150 6000 SN8

F81403 6UR073 Plain Ended Pipe 150 3000 SN8

F81480 9UR043 Single Socket Pipe 225 3000 SN8

F81481 9UR046 Single Socket Pipe 225 6000 SN8

F81483 9UR073 Plain Ended Pipe 225 3000 SN8

Rocker Pipes

F81549 12UR869 Single Socket Rocker 
Pipe 600mm 300 797 SN8

F81447 6UR869 Single Socket Rocker 
Pipe 600mm 150 728 SN8

F81508 9UR869 Single Socket Rocker 
Pipe 600mm 225 769 SN8

Couplers

F81536 12UR105
Double Socket  
Slip Coupler

300 370 SN8

F81539 12UR205
Double Socket  
Pipe Coupler

300 375 SN8

F81406 6UR105
Double Socket  
Slip Coupler

150 186 SN8

F81417 6UR205
Double Socket  
Pipe Coupler

150 196 SN8

F81486 9UR105
Double Socket  
Slip Coupler

225 278 SN8

F81489 9UR205
Double Socket  
Pipe Coupler

225 281 SN8

Adaptors & Reducers

F81535 12UR093 Double Socket Level 
Invert Reducer 300 394 SN8

F81405 6UR099 Single Socket Level 
Invert Reducer 150 182 SN8

F81411 6UR129 Double Socket 
Adaptor to Clay 150 194 SN8

F81412 6UR141 Single Socket 
Adaptor to 200 LC 150 185 SN8

F81413 6UR142 Double Socket 
Adaptor 150 191 SN8

F81414 6UR143 Single Socket 
Adaptor 150 191 SN8

F81485 9UR095 Single Socket Level 
Invert Reducer 225 280 SN8
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Osma UltraRib Pipe & Fittings – Continued

Wavin

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

Short Radius Bends

F81545 12UR561 Double Socket 87.5° 300 865 SN8

F81546 12UR563 Double Socket 45° 300 562 SN8

F81547 12UR566 Double Socket 30° 300 494 SN8

F81548 12UR567 Double Socket 15° 300 418 SN8

H18062 6UR163 Single Socket 45° 150 313 SN8

F81429 6UR560 Double Socket 87.5° 150 370 SN8

F81430 6UR561 Double Socket 87.5° 150 510 SN8

F81431 6UR563 Double Socket 45° 150 320 SN8

F81432 6UR566 Double Socket 30° 150 285 SN8

F81433 6UR567 Double Socket 15° 150 244 SN8

F81495 9UR561 Double Socket 87.5° 225 765 SN8

F81496 9UR563 Double Socket 45° 225 413 SN8

F81497 9UR566 Double Socket 30° 225 352 SN8

F81498 9UR567 Double Socket 15° 225 295 SN8

Junctions

F81540 12UR213 Double Socket  
Equal Junction 45° 300 877 SN8

F81541 12UR236
Double Socket 

Unequal Junction 
45° 300 x 160mm

300 556 SN8

F81542 12UR237
Double Socket 

Unequal Slip Junction 
45° 300 x 150mm

300 655 SN8

F81543 12UR240
Double Socket 

Unequal Slip Junction 
45° 300 x 225mm

300 867 SN8

F81415 6UR193 Double Socket Equal 
Junction 87.5° 150 405 SN8

F81416 6UR199
Double Socket 

Unequal Junction 
87.5° 150 x 110mm

150 341 SN8

F81418 6UR213 Double Socket Equal 
Junction 45° 150 330 SN8

F81419 6UR219
Double Socket 

Unequal Junction 45° 
150 x 110mm

150 346 SN8

F81490 9UR213 Double Socket Equal 
Junction 45° 225 677 SN8

F81491 9UR224
Double Socket 

Unequal Junction 45° 
225 x 110mm

225 546 SN8

F81492 9UR226
Double Socket 

Unequal Junction 45° 
225 x 160mm

225 549 SN8

F81493 9UR227
Double Socket 

Unequal Slip Junction 
45° 225 x 150mm

225 550 SN8

Screwed Access Fittings

F81420 6UR290
Single Socket 

Screwed Access 
Cover

150 222 SN8

F81421 6UR292 Plain Ended Screwed 
Access Cover 150 195 SN8

12UR561

12UR213

12UR240

6UR213

9UR224

12UR567

6UR561

6UR567

9UR566

6UR290

12UR563

12UR236

6UR193

6UR219

9UR226

6UR163

6UR563

9UR561

9UR567

6UR292

12UR566

12UR237

6UR199

9UR213

9UR227

6UR560

6UR566

9UR563
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6UR590 6UR600

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m Stiffness

Socket Plugs

F81544 12UR296 Plain Ended  
Socket Plug 300 345 –

F81422 6UR296 Plain Ended  
Socket Plug 150 195 SN8

F81494 9UR296 Plain Ended  
Socket Plug 225 316 SN8

12UR296

12UR117

6UR296

6UR117

9UR296

9UR117

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
m

Road Gullies

F81583 6UR590 Single Socket Trapped  
Road Gully 450 x 750mm 150 811

F81457 6UR600 Single Socket Trapped  
Road Gully 450 x 900mm 150 923

Seals

F81538 12UR117 Ring Seal 300 347

F81408 6UR117 Ring Seal 150 170

F81488 9UR117 Ring Seal 225 256

We can help you 
with storm water 
management

Civils page 161
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Ridgidrain

Polypipe
Surface Water Drainage

Wolseley 
code

Supplier 
code

Product  
description

Length 
m

Width 
mm

Depth/
height mm

Diameter 
mm

Ridgidrain Pipes – Plain Ended

F62330 RD300X6PE Unperforated 6 118 118 100

F62510 RD100X6PEHP Half Perforated 6 118 118 100

F62320 RD100X6PEP Perforated 6 118 118 100

F62332 RD150X6PE/1 Unperforated 6 178 178 150

F62853 RD150X6PEHP/1 Half Perforated 6 178 178 150

F62854 RD150X6PEP/1 Perforated 6 178 178 150

F62334 RD225X6PE/1 Unperforated 6 267 267 225

F62855 RD225X6PEHP/1 Half Perforated 6 267 267 225

F62856 RD225X6PEP/1 Perforated 6 267 267 225

F62857 RD300X6PE/1 Unperforated 6 355 355 300

F62858 RD300X6PEHP/1 Half Perforated 6 355 355 300

F62859 RD300X6PEP/1 Perforated 6 355 355 300

F62345 RD375X6PE/1 Unperforated 6 435 435 375

F62346 RD375X6PEHP/1 Half Perforated 6 435 435 375

P18362 RD375X6PEP/1 Perforated 6 435 435 375

Ridgidrain Pipes – Integrally Socketed

F62516 RD400X6/1 Unperforated 6 458 458 400

F62860 RD400X6HP/1 Half Perforated 6 458 458 400

P18781 RD400X6P/1 Perforated 6 458 458 400

F62517 RD450X6/1 Unperforated 6 523 523 450

P18319 RD450X6HP/1 Half Perforated 6 523 523 450

P18320 RD450X6P/1 Perforated 6 523 523 450

F62518 RD500X6/1 Unperforated 6 576 576 500

F62861 RD500X6HP/1 Half Perforated 6 576 576 500

P18323 RD500X6P/1 Perforated 6 576 576 500

F62862 RD600X6/1 Unperforated 6 700 700 600

F62863 RD600X6HP/1 Half Perforated 6 700 700 600

F62864 RD600X6P/1 Perforated 6 700 700 600

RD300X6PE

RD600X6/1

Looking for more 
plastic drainage?
We’ve got 
it covered

Civils pages 9-39
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Ridgidrain Fittings

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Ridgidrain Double Socket Couplings

F62350 CRD100 100 195 127 127

F62352 CRD150 150 183 182 182

F62354 CRD225 225 260 275 275

F62355 CRD300 300 280 365 365

F62360 CRD375 375 335 460 460

F62356 CRD400DS/1 400 400 475 475

P18563 CRD450DS/1 450 435 540 540

P18564 CRD500DS/1 500 489 589 589

F62892 CRD600DS/1 600 560 719 719

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/
height mm

Diameter 
mm

Ridgidrain Seals

F62361 SRD100 119 119 119 100

F62294 SRD150 176 176 176 150

F62295 SRD225 265 265 265 225

F62296 SRD300 253 253 253 300

F62375 SRD375 433 433 433 375

F62366 SRD400/1 461 461 461 400

F62367 SRD450/1 517 517 517 450

F62368 SRD500/1 574 574 574 500

P69022 SRD600/1 678 678 678 600

SRD100

CRD100

Wolseley 
code

Supplier 
code

Diameter 
mm

Ridgidrain End Caps (Internal)

F62393 EC1059INT 100

P63811 EC1778INT 150

BB7090 EC5064INT 225

BA7126 EC6010INT 300 EC1059INTEC1778EXT
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BRD100X11.25

BRD100X22.5

BRD100X45

BRD225X90

Ridgidrain Fittings – Continued

Polypipe
Surface Water Drainage

Wolseley 
code

Supplier 
code

Diameter 
mm

11.25° Ridgidrain Bends

P18519 BRD100X11.25 100

P18530 BRD225X11.25 225

P18532 BRD300X11.25 300

BB7448 BRD375X11.25 375

P18539 BRD400X11.25/1 400

P18542 BRD450X11.25/1 450

F62867 BRD500X11.25/1 500

F62870 BRD600X11.25/1 600

15° Ridgidrain Bends

P18526 BRD150X15 150

22.5° Ridgidrain Bends

F62650 BRD100X22.5 100

F62654 BRD225X22.5 225

F62655 BRD300X22.5 300

P18536 BRD375X22.5 375

F62865 BRD400X22.5/1 400

F62657 BRD450X22.5/1 450

F62868 BRD500X22.5/1 500

F62871 BRD600X22.5/1 600

30° Ridgidrain Bends

F62652 BRD150X30 150

45° Ridgidrain Bends

F62470 BRD100X45 100

F62472 BRD150X45 150

F62474 BRD225X45 225

F62475 BRD300X45 300

P18537 BRD375X45 375

F62866 BRD400X45/1 400

F62477 BRD450X45/1 450

F62478 BRD500X45/1 500

F62872 BRD600X45/1 600

87.5° Ridgidrain Bends

F62450 BRD100X87.5 100

F62452 BRD150X87.5 150

90° Ridgidrain Bends

P18531 BRD225X90 225

P18534 BRD300X90 300

P18538 BRD375X90 375

P18557 BRD400X90/1 400

P18544 BRD450X90/1 450

F62869 BRD500X90/1 500

F62873 BRD600X90/1 600
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Ridgidrain Fittings – Continued

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/height 
mm

45° Ridgidrain Junctions

F62420 JRD100100Y – – –

F62553 JRD150100Y 180 320 320

F62422 JRD150150Y 180 370 370

F62570 JRD225100Y 270 490 490

F62430 JRD225150Y 270 470 470

F62424 JRD225225Y 270 710 710

P18647 JRD300100Y 400 – –

F62431 JRD300150Y 380 600 600

F62589 JRD300225Y 380 800 800

F62425 JRD300300Y 380 870 870

P18649 JRD375100Y 440 – –

P18651 JRD375150Y 440 660 660

P18653 JRD375225Y 440 – –

P63835 JRD375300Y 440 – –

F62879 JRD500100Y/1 570 – –

F62428 JRD500150Y/1 570 1090 1090

F62883 JRD500225Y/1 570 – –

F62885 JRD500500Y/1 570 – –

F62887 JRD600150Y/1 680 910 910

P63837 JRD600225Y/1 680 – –

F62889 JRD600300Y/1 680 – –

F62891 JRD600600Y/1 680 1440 1440

F62875 JRD400150Y/1 460 690 690

F62877 JRD400225Y/1 460 – –

F62878 JRD400400Y/1 460 – –

P18669 JRD450100Y/1 510 – –

F62427 JRD450150Y/1 510 750 750

P18671 JRD450225Y/1 510 – –

P18679 JRD450450Y/1 510 1160 1160

JRD100100Y

For technical advice, 
speak to a member 
of our team…

Call us on 0344 292 7090 or speak to your local branch
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Ridgidrain Fittings – Continued

Polypipe
Surface Water Drainage

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/
height mm

Ridgidrain Level Invert Reducers

F62750 ARD150100 150 to 100 – – –

F62751 ARD225150 225 to 150 270 270 270

F62752 ARD300150 300 to 150 360 360 360

F62753 ARD300225 300 to 225 360 360 360

BA7134 ARD375225 375 to 225 440 440 440

F62755 ARD375300 375 to 300 440 440 440

Wolseley 
code

Supplier 
code

Product  
description

Ridgidrain Sockets

F62760 ARD100110 100mm Ridgidrain Socket to 
110mm BS EN 1401 Spigot

F62761 ARD150160 150mm Ridgidrain Socket to 
160mm BS EN 1401 Spigot

ARD150100

ARD100110 ARD150160

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/height 
mm

90° Ridgidrain Junctions

F62874 JRD400150T/1 460 590 590

F62876 JRD400225T/1 460 – –

P18666 JRD400400T/1 460 950 950

P18668 JRD450100T/1 510 630 630

F62613 JRD450150T/1 510 630 630

P18670 JRD450225T/1 510 – –

P18678 JRD450450T/1 510 1090 1090

F62552 JRD100100T – – –

F62554 JRD150100T – – –

F62560 JRD150150T – – –

F62571 JRD225100T 270 400 400

F62576 JRD225150T 270 380 380

F62640 JRD225225T 270 590 590

P18646 JRD300100T 350 510 510

F62586 JRD300150T 350 510 510

F62590 JRD300225T 350 740 740

F62591 JRD300300T 350 740 740

P63834 JRD375100T 440 570 570

P18650 JRD375150T 440 570 570

BA7149 JRD375225T 440 – –

BA7150 JRD375300T 440 – –

P18656 JRD375375T 440 700 700

F62880 JRD500150T/1 570 700 700

F62882 JRD500225T/1 570 – –

F62884 JRD500500T/1 570 1250 1250

F62886 JRD600150T/1 680 800 800

P63836 JRD600225T/1 680 – –

F62888 JRD600300T/1 680 – –

F62890 JRD600600T/1 680 1330 1330

JRD400150T/1
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Ridgiflex / Ridgigully & Accessories / Landcoil

Wolseley 
code

Supplier 
code

Product  
description

Diameter 
mm

F62951 RF150X25 25m Ridgiflex Corrugated Pipe 150

Wolseley 
code

Supplier 
code

Product  
description

Diameter 
mm

P59316 RG450750 450mm x 750mm Ridgigully 450

P59315 RG450900 450mm x 900mm Ridgigully 450

P59313 RGG Ridgigully Grating –

P59314 RGSB Ridgigully Silt Bucket –

P18458 ARGMULTI Gully Multi - Adaptor –

F69485 RG300600 300mm x 600mm Midigully 300

F62660 LUBX1 1 kg Lubricant –

F62699 LUBX2.5 2.5 kg Lubricant –

Ridgiflex

Ridgigully & Accessories

Landcoil

RG450750

LUBX1

ARGMULTI

LUBX2.5

Wolseley 
code

Supplier 
code

Product  
description

Length 
m

Width 
mm

Depth/
height mm

Diameter 
mm

Land Drain Pipes – Perforated

P18983 LD60150B 60mm Blue 150 1130 1130 50

F62983 LD60150BLK 60mm Black 150 1130 1130 50

P18984 LD6025B 60mm Blue 25 820 820 50

F62981 LD6025BLK 60mm Black 25 820 820 50

P18985 LD6050B 60mm Blue 50 970 970 50

F62982 LD6050BLK 60mm Black 50 970 970 50

P18986 LD80100B 80mm Blue 100 1270 1270 71

F62986 LD80100BLK 80mm Black 100 1270 1270 71

P18987 LD8025B 80mm Blue 25 970 970 71

F62984 LD8025BLK 80mm Black 25 970 970 71

P18988 LD8050B 80mm Blue 50 1120 1120 71

F62985 LD8050BLK 80mm Black 50 1120 1120 71

P18978 LD100100B 100mm Blue 100 1600 1600 90

F62989 LD100100BLK 100mm Black 100 1600 1600 90

P18979 LD10025B 100mm Blue 25 1090 1090 90

F62987 LD10025BLK 100mm Black 25 1090 1090 90

P18980 LD10050B 100mm Blue 50 1300 1300 90

F62988 LD10050BLK 100mm Black 50 1300 1300 90

P18981 LD16025B 160mm Blue 25 1460 1460 148

F68928 LD16025BLK 160mm Black 25 1460 1460 148

P18982 LD16045B 160mm Blue 45 1750 1750 148

F62990 LD16045BLK 160mm Black 45 1750 1750 148

F62105 LD20040B 200mm Blue 40 1900 1900 183

LD6025B
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Landcoil – Continued / Landcoil Fittings

Polypipe
Surface Water Drainage

Wolseley 
code

Supplier 
code

Product  
description

Length 
m

Width 
mm

Depth/
height mm

Diameter 
mm

Land Drain Pipes – Unperforated

P19047 UD60150B 60mm Blue 150 1130 1130 50

F68686 UD60150BLK 60mm Black 150 1130 1130 50

P19049 UD80100B 80mm Blue 100 1270 1270 71

F68688 UD80100BLK 80mm Black 100 1270 1270 71

P19040 UD100100B 100mm Blue 100 1600 1600 90

F68689 UD100100BLK 100mm Black 100 1600 1600 90

P19045 UD16045B 160mm Blue 45 1750 1750 148

F68654 UD16045BLK 160mm Black 45 1750 1750 148

P18449 UD20040B 200mm Blue 40 1900 1900 183

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/
height mm

Diameter 
mm

Land Drain Couplers

F62150 DC60 110 70 70 60

F62152 DC80M 130 80 80 80

F62154 DC100M 130 110 110 100

F62158 DC160M 150 160 160 160

F62159 DC200 165 210 210 200

Wolseley 
code

Supplier 
code

Product  
description

Land Drain Multi Junctions

F62140 CDJ66 60mm x 60mm

F62144 CDJ10M 80mm x 100mm

F62148 CDJ160M 125mm x 160mm

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/
height mm

Land Drain End Caps

F62160 HEC60 60 60 60 60

F62162 HEC80 80 80 80 80

F62164 HEC100 100 100 100 100

F62168 HEC160 160 160 160 160

P63823 HEC200 200 200 200 200

DC100M

HEC60

CDJ160MCDJ66

Landcoil Fittings

Landcoil – Continued
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation

CIVILS / Twinwall & Land Drainage



50 CIVILS / Twinwall & Land Drainage

Polypipe
Sewerage

Ridgisewer / Ridgisewer Fittings

Wolseley 
code

Supplier 
code

Product  
description

Diameter 
mm

P39181 RSW600X3IS8 600mm x 3m Integrally Socketed Pipe 600

Ridgisewer

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/
height mm

Diameter 
mm

Ridgisewer Sealing Rings

P39133 SRSW4008 461 461 461 400

P39149 SRSW4508 517 517 517 450

P39165 SRSW5008 574 574 574 500

P39182 SRSW6008 678 678 678 600

Ridgisewer Fittings

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/
height mm

Diameter 
mm

Ridgisewer Double Socket Couplings

P39139 RSWC4008 410 490 490 400

P39155 RSWC4508 440 548 548 450

P39171 RSWC5008 490 605 605 500

P39188 RSWC6008 560 713 713 600

Wolseley 
code

Supplier 
code

Diameter 
mm

11.25° Ridgisewer Bends

P39135 RSWB40011.258 400

P39151 RSWB45011.258 450

P39167 RSWB50011.258 500

P39184 RSWB60011.258 600

22.5° Ridgisewer Bends

P39136 RSWB40022.58 400

P39152 RSWB45022.58 450

P39168 RSWB50022.58 500

P39185 RSWB60022.58 600

Wolseley 
code

Supplier 
code

Product  
description

Diameter 
mm

Ridgisewer Double Socket Slip Couplers

P39140 RSWSC4008 400mm Ridgisewer Slip 400

P39156 RSWSC4508 450mm Ridgisewer Slip 450

P39172 RSWSC5008 500mm Ridgisewer Slip 500

P39189 RSWSC6008 600mm Ridgisewer Slip 600
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Ridgisewer Fittings – Continued

Wolseley 
code

Supplier 
code

Diameter 
mm

45° Ridgisewer Bends

P39137 RSWB400458 400

P39153 RSWB450458 450

P39169 RSWB500458 500

P39186 RSWB600458 600

90° Ridgisewer Bends

P39138 RSWB400908 400

P39154 RSWB450908 450

P39170 RSWB500908 500

P39187 RSWB600908 600

45° Ridgisewer Equal Junctions – Triple Socket

P39142 RSWEJ400Y8 400

P39158 RSWEJ450Y8 450

P39174 RSWEJ500Y8 500

P39191 RSWEJ600Y8 600

Wolseley 
code

Supplier 
code

Diameter 
mm

Ridgisewer End Caps

P39141 RSWEC4008 400

P39157 RSWEC4508 450

P39173 RSWEC5008 500

P39190 RSWEC6008 600

Wolseley 
code

Supplier 
code

Product  
description

45° Ridgisewer Unequal Junctions

P39148 RSWPSJ400150T8 400mm Ridgisewer x 150 Polysewer

P39163 RSWPSJ450150Y8 450mm Ridgisewer x 150 Polysewer

P39179 RSWPSJ500150Y8 500mm Ridgisewer x 150 Polysewer

P39196 RSWPSJ600150Y8 600mm Ridgisewer x 150 Polysewer

90° Ridgisewer Unequal Junctions

P39147 RSWPSJ400150Y8 400mm Ridgisewer x 150 Polysewer

P39164 RSWPSJ450150T8 450mm Ridgisewer x 150 Polysewer

P39180 RSWPSJ500150T8 500mm Ridgisewer x 150 Polysewer
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Polysewer / Polysewer Fittings

Polypipe
Sewerage

Polysewer

Wolseley 
code

Supplier 
code

Length 
m

Width 
mm

Depth/
height mm

Diameter 
mm

Polysewer Pipes

BD2850 PS1032 3 250 250 225

BD2871 PS1232 3 330 330 300

BD2884 PS632 3 160 160 150

Polysewer Fittings

Wolseley 
code

Supplier 
code

Length 
m

Width 
mm

Depth/
height mm

Diameter 
mm

Polysewer Couplings

BD2875 PS601 183 161 161 150

BD2851 PS1001 260 251 251 225

BD2848 PS1201 280 332 332 300

Polysewer Slip Couplings

P63868 PS600 183 161 161 150

Wolseley 
code

Supplier 
code

Diameter 
mm

15° Polysewer Bends

BD2854 PS1009 225

BD2863 PS1209 300

BD2878 PS609 150

30° Polysewer Bends

BD2861 PS1067 225

BD2873 PS1267 300

BD2888 PS667 150

45° Polysewer Bends

BD2852 PS1003 225

BD2849 PS1203 300

BD2876 PS603 150

90° Polysewer Bends

BD2856 PS1011 225

BD2866 PS1211 300

BD2880 PS611 150

45° Polysewer Equal Junctions

BD2853 PS1005 225

P63855 PS1205 300

BD2877 PS605 150

90° Polysewer Equal Junctions

BD2883 PS623 –
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Polysewer Fittings – Continued

Wolseley 
code

Supplier 
code

Nominal 
size mm

45° Polysewer Unequal Junctions

BD2858 PS1031 225 x 150

BD2859 PS1031RS 225 x160

BD2860 PS1035RS 225 x 110

BD2864 PS12100 300 x 225

BD2869 PS1231 300 x 150

BD2870 PS1231RS 300 x 160

BD2872 PS1235RS 300 x 110

BD2886 PS635RS 150 x 110

90° Polysewer Unequal Junctions

BD2887 PS643RS 150 x 110

Wolseley 
code

Supplier 
code

Length 
m

Width 
mm

Depth/
height mm

Diameter 
mm

Polysewer End Caps

BD2855 PS10101 98 225 225 225

BD2865 PS12101 121 300 300 300

BD2879 PS6101 36 150 150 150

Polysewer Socket plugs

BD2867 PS1220 – – – 300

BD2881 PS620 – – – 150

Polysewer Sealing Rings

BA5873 PSSP1 176 176 176 150

BA5874 PSSP2 265 265 265 300

BA5875 PSSP3 253 253 253 225

Wolseley 
code

Supplier 
code

Product  
description

Level Invert Reducer

BD2857 PS1021 225mm x 150mm Reducer

BD2868 PS1221 300mm x 225mm Reducer

Rodding Eyes

BD2882 PS622S 150mm Polysewer Sealed Oval Top

Adaptors

BD2862 PS1089 225mm Adaptor To EN1401-1 Pipe

BD2874 PS1289 300mm Adaptor To EN1401-1 Pipe

BA1661 PS6105 150mm Polysewer To Ultrarib Adaptor

BD2885 PS634 150mm Adaptor To Super Clayware

BD2889 PS689 150mm Adaptor To EN1401-1 Pipe
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Naylor Drainage Ltd

Twinwall Pipe HDPE Drainage Systems,  
Pipe Couplings & Sealing Rings

MetroDrain Systems

Wolseley 
code

Supplier 
code

Product  
description

Pack 
size

Pipe HDPE Drainage System

N19880 71302 150mm x 6m Solid Pipe 
Plain Ended - BBA 33

N19881 71303 225mm x 6m Solid Pipe 
Plain Ended - BBA 14

N19882 71304 300mm x 6m Solid Pipe 
Plain Ended - BBA 9

N19883 71305 375mm x 6m Solid Pipe 
Plain Ended - BBAa 5

N19884 71306 450mm x 6m Solid Pipe 
Plain Ended - BBA 4

N19885 71307 600mm x 6m Solid Pipe 
Plain Ended - BBA 1

N19886 71312 150mm x 6m Perforated 
Pipe Plain Ended - BBA 33

N19887 71313 225mm x 6m Perforated Pipe 
Plain Ended - BBA 14

N19888 71314 300mm x 6m Perforated Pipe 
Plain Ended - BBA 9

N19995 71315 375mm x 6m Perforated Pipe 
Plain Ended - BBA 5

N19996 71316 450mm x 6m Perforated Pipe 
Plain Ended - BBA 4

BD9793 71317 600mm x 6m Perforated Pipe 
Plain Ended - BBA 1

Pipe Coupling

N19892 71332 150mm - BBA 1

N19893 71333 225mm - BBA 1

N19894 71334 300mm - BBA 1

N19895 71335 375mm - BBA 1

N19896 71336 450mm - BBA 1

N19897 71337 600mm - BBA 1

Sealing Ring

N19898 71342 150mm - BBA 1

N19899 71343 225mm - BBA 1

N19900 71344 300mm - BBA 1

N19901 71345 375mm - BBA 1

N19902 71346 450mm - BBA 1

N19903 71347 600mm - BBA 1
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Looking for 
concrete 
drainage?

Civils page 61
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MetroDrain Bends

Wolseley 
code

Supplier 
code

Product  
description

Pack 
size

Bends

N19907 71532 150mm 90° Bend - BBA 1

N19906 71522 150mm 45° Bend - BBA 1

N19905 71512 150mm 22.5° Bend - BBA 1

N19904 71502 150mm 11.25° Bend - BBA 1

N19911 71533 225mm 90° Bend - BBA 1

N19910 71523 225mm 45° Bend - BBA 1

N19909 71513 225mm 22.5° Bend - BBA 1

N19908 71503 225mm 11.25° Bend - BBA 1

N19915 71535 300mm 90° Bend - BBA 1

N19914 71525 300mm 45° Bend - BBA 1

N19913 71515 300mm 22.5° Bend - BBA 1

N19912 71505 300mm 11.25° Bend - BBA 1

BA5575 71535 375mm 90° Bend - BBA 1

BD9800 71525 375mm 45° Bend - BBA 1

BD9799 71515 375mm 22.5° Bend - BBA 1

BD9796 71505 375mm 11.25° Bend - BBA 1

N09974 71536 450mm 90° Bend - BBA 1

BA5553 71526 450mm 45° Bend - BBA 1

BA5592 71516 450mm 22.5° Bend - BBA 1

BD9797 71506 450mm 11.25° Bend - BBA 1

N09981 71537 600mm 90° Bend - BBA 1

N09980 71527 600mm 45° Bend - BBA 1

BA5611 71517 600mm 22.5° Bend - BBA 1

BD9798 71507 600mm 11.25° Bend - BBA 1
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Naylor Drainage Ltd

MetroDrain Junctions

MetroDrain Systems

Wolseley 
code

Supplier 
code

Product  
description

Pack 
size

Junctions

N19917 71606 150 x 150mm 90° - BBA 1

N19916 71605 150 x 150mm 45° - BBA 1

N19919 71614 225 x 150mm 90° - BBA 1

N19918 71613 225 x 150mm 45° - BBA 1

N19920 71615 225 x 225mm 45° - BBA 1

N19921 71616 225 x 225mm 90° - BBA 1

N19922 71624 300 x 150mm 45° - BBA 1

N19923 71623 300 x 150mm 90° - BBA 1

N19924 71625 300 x 225mm 45° - BBA 1

N19925 71626 300 x 225mm 90° - BBA 1

N19926 71627 300 x 300mm 45° - BBA 1

N19927 71628 300 x 300mm 90° - BBA 1

N09970 71633 375 x 150mm 45° - BBA 1

BD9801 71634 375 x 150mm 90° - BBA 1

N09971 71635 375 x 225mm 45° - BBA 1

BD9802 71636 375 x 225mm 90° - BBA 1

N09972 71637 375 x 300mm 45° - BBA 1

BD9803 71638 375 x 300mm 90° - BBA 1

N09973 71639 375 x 375mm 45° - BBA 1

BA5666 71640 375 x 375mm 90° - BBA 1

N09976 71643 450 x 150mm 45° - BBA 1

BD9804 71644 450 x 150mm 90° - BBA 1

N09977 71645 450 x 225mm 45° - BBA 1

BD9805 71646 450 x 225mm 90° - BBA 1

N09978 71647 450 x 300mm 45° - BBA 1

BD9806 71648 450 x 300mm 90° - BBA 1

BD9807 71649 450 x 375mm 45° - BBA 1

N09979 71650 450 x 375mm 90° - BBA 1

BD9808 71651 450 x 450mm 45° - BBA 1

BD9809 71652 450 x 450mm 90° - BBA 1

N09983 71663 600 x 150mm 45° - BBA 1

BD9810 71664 600 x 150mm 90° - BBA 1

N09984 71665 600 x 225mm 45° - BBA 1

BD9811 71666 600 x 225mm 90° - BBA 1

N09985 71668 600 x 300mm 45° - BBA 1

BD9812 71667 600 x 300mm 90° - BBA 1

BD9813 71669 600 x 375mm 45° - BBA 1

BD9814 71670 600 x 375mm 90° - BBA 1

N09986 71671 600 x 450mm 45° - BBA 1

BD9815 71672 600 x 450mm 90° - BBA 1

BD9817 71674 600 x 600mm 90° - BBA 1

BD9816 71673 600 x 600mm 45° - BBA 1
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Twinwall Pipe HDPE Ducting Systems

Metro Ducting Systems

Pipe HDPE Drainage System

F00576 29020 40 (32)mm x 50m Coil Black 
Electric including Coupling 1

BD9732 29265 50(40)mm x 50m Coil Black 
Electric including Coupling 1

H04910 29113 63 (50)mm x 50m Coil Black 
Electric including Coupling 1

H14389 29090 63 (50)mm x 50m Coil Orange 
T/S including Coupling 1

H04911 29091 63 (50)mm x 50m Coil Orange 
S/L including Coupling 1

H04912 29279 63 (50)mm x 50m Coil Purple 
Mwc including Coupling 1

H04913 29039 63 (50)mm x 50m Coil Blue 
including Coupling 1

H04914 29040 63 (50)mm x 50m Coil Yellow 
including Coupling 1

F00580 29094 63 (50)mm x 50m Coil Green 
including Coupling 1

H04915 29266 90 (75)mm x 50m Coil Black 
Electric including Coupling 1

H04916 29267 110 (94)mm x 50m Coil Black 
Electric including Coupling 1

H14401 29088 110 (94)mm x 50m Coil Orange 
T/S including Coupling 1

H04917 29089 110 (94)mm x 50m Coil Orange 
S/L including Coupling 1

H04929 29280 110 (94)mm x 50m Coil Purple 
Mwc including Coupling 1

F00578 29050 110 (94)mm x 50m Coil Yellow 
including Coupling 1

F00577 29049 110 (94)mm x 50m Coil Blue 
including Coupling 1

BA2817 29171 110 (94)mm x 50m Coil Green 
including Coupling 1

N00485 29268 160 (137)mm x 25m Coil Black 
Electric including Coupling 1

H04918 29092 160 (137)mm x 50m Coil Black 
Electric including Coupling 1
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Twinwall Pipe HDPE Ducting Systems – Continued

Wolseley 
code

Supplier 
code

Product  
description

Pack 
size

TWDU Pipe

BA1143 29120 110 (94)mm x 6m Pipe Black 
Electric including Coupling 100

H05180 29084 110 (94)mm x 6m Pipe Orange 
T/S including Coupling 100

H04923 29085 110 (94)mm x 6m Pipe Orange 
S/L including Coupling 100

H04924 29043 110 (94)mm x 6m Pipe Purple 
MWC including Coupling 100

H04925 29110 110 (94)mm x 6m Pipe Blue 
including Coupling 100

H04928 29281 110 (94)mm x 6m Pipe Green 
CCTV including Coupling 100

– 29273 145 (125)mm x 3m Pipe Black 
Electric including Coupling 72

F00530 29111 145 (125)mm x 6m Pipe Black 
Electric including Coupling 72

BA1584 29112 178 (150)mm x 6m Pipe Black 
Electric including Coupling 33

N10269 29059 178 (150)mm x 6m Pipe Purple 
MWC including Coupling 33

BD9763 29061 178 (150)mm x 6m Pipe Orange 
S/L including Coupling 33

BD9762 29356 178 (150)mm x 6m Pipe Orange 
T/S including Coupling 33

BA1594 29358 178 (150)mm x 6m Pipe Yellow 
including Coupling 33

BA1637 29355 178 (150)mm x 6m Pipe Blue 
including Coupling 33

N19997 29359 178 (150)mm x 6m Pipe Green 
including Coupling 33

N06726 29411 225 (266)mm x 6m Yellow Gas 
Duct Pipe P/E 14

N06727 29413 225 (266)mm x 6m Blue Water 
Duct Pipe P/E 14

N06728 29412 300 (353)mm x 6m Yellow Gas 
Duct Pipe P/E 9

N06729 29414 300 (353)mm x 6m Blue Water 
Duct Pipe P/E 9

Naylor Drainage Ltd
Metro Ducting Systems

POWER & FIBRE 
For essential electric & fibre connections
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Twinwall TWDU Couplings & TWDB Bends

Wolseley 
code

Supplier 
code

Product  
description

Pack 
size

TWDU Coupling

H04942 29104 63mm Twin Wall Coupling 1

H04943 29225 110mm Coupling (with Lugs) 1

BA0657 29100 145mm Twin Wall Coupling 1

H04944 29099 160mm Twin Wall Coupling 1

BA0687 29098 178mm Twin Wall Coupling 1

N06730 29415 225 (266)mm Twin Wall 
Duct Coupling 1

N06731 29416 300 (353)mm Twin Wall 
Duct Coupling 1

TWDB Bends

H04937 29149 110 (94)mm x 90° Black 1

H04936 29138 110 (94)mm x 45° Black 1

H04935 29141 110 (94)mm x 22.5° Black 1

H04934 29144 110 (94)mm x 11.25° Black 1

F00583 29156 145 (125)mm x 90° Black 1

F00582 29166 145 (125)mm x 45° Black 1

F00581 29165 145 (125)mm x 22.5° Black 1

F00584 29243 145 (125)mm x 11.25° Black 1

H04941 29182 160 (137)mm x 90° Black 1

H04940 29181 160 (137)mm x 45° Black 1

H04939 29180 160 (137)mm x 22.5° Black 1

H04938 29022 160 (137)mm x 11.25° Black 1

H05166 29162 178 (150mm) x 90° Black 1

H05165 2163 178 (150)mm x 45° Black 1

H05164 29183 178 (150)mm x 22.5° Black 1

H05163 29262 178 (150)mm x 11.25° Black 1
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CPM 

Concrete Pipes 62

Traditional Manholes 63-65

Sealed Manholes 66

Retaining Walls 67

Boc Culverts / Gully Pots 68

Inspection Chambers 69

F P McCann

Concrete Pipes / Precast Gully Pots 70

Inspection Chambers / Lintels 71

Traditional Manholes 72-73

Caswick

Encapsulated Step Irons 74

Stanton Bonna

Innovative Precast Concrete Solutions 75-77 
Elliptical Pipe / Slot Drain / Compact Culvert / 
Aqua Culvert / Box Culvert / Super Gully / 
Watertight Manhole Base / Watertight Manhole 
Ring / Watertight Manhole Cover Slab
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Concrete Flexible Jointed Pipes

Manufactured to BS EN 1916:2002/BS 5911-1:2002 
Class 120.

Wolseley 
code

Size DN 
mm

Width 
mm

Approx 
weight kg

BB8131 225 1250 122

BD7577 300 2500 420

F59324 375 2500 510

BD7197 450 2500 705

BD7118 525 2500 915

BD7191 600 2500 1210

F59328 675 2500 1235

F59329 750 2500 1440

F59330 825 2500 1820

BD8633 900 2500 1920

F59332 1050 2500 2590

F59333 1200 2500 3550

F59334 1350 2500 4600

F59335 1500 2500 5230

F59336 1800 2500 7150

Wolseley 
code

Size DN 
mm

Opening 
mm

Approx 
weight kg

• 400 x 600 400 910

• 600 x 900 600 2170

• 800 x 1200 800 3300

Ovoid Pipes

Manufactured to BS EN 1916:2002 BS 5911-1:2002.
• Please contact your local branch.

Concrete Pipes

Need EN1401 
pipe & fittings?
We’ve got the lot!

Civils pages 10-24 and 30-36
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Chamber Ring No Steps & c/w Double Steps

Manufactured to BS EN 1917:2002/BS 5911-3:2010.

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

No Steps

BA2162 900 250 133

BA2322 900 500 265

F10789 900 750 398

BA2502 900 1000 530

Double Steps

BA2089 1050 250 178

BA2445 1050 500 355

BA2488 1050 750 533

BA2722 1050 1000 710

F10799 1200 250 228

BA2671 1200 500 456

BA2733 1200 750 684

BA2838 1200 1000 912 

F10802 1350 500 540

F10801 1350 750 780

F10800 1350 1000 1080

BA3076 1500 500 665

BA3247 1500 750 997

F10803 1500 1000 1330

F10808 1800 500 880

F10807 1800 750 1320

F10806 1800 1000 1760

F59305 2100 500 1070 

F59304 2100 750 1605

F59303 2100 1000 2140

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

F59308 2400 500 1370

F59307 2400 750 2055

F59306 2400 1000 2740

F59311 2700 500 1700

F59310 2700 750 2550

F59309 2700 1000 3400

F59314 3000 500 2070

F59313 3000 750 3105

F59312 3000 1000 4140

Traditional Manholes

We’ve 
got bags 
of cement 
in the mix

Civils pages 284-285
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Soakaway Ring No Steps & c/w Double Steps

Manufactured to BS EN 1917:2002/ 
BS 5911-3:2010.

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

Perforated 
holes

No Steps

BA2757 900 500 265 6

BB6364 900 750 398 9

BB7444 900 1000 530 12

Double Steps

BA2951 1050 500 355 8

BA3099 1050 750 532 12

BA3212 1050 1000 710 16

BA2815 1200 500 456 8

BA3133 1200 750 684 12

BA3238 1200 1000 912 16 

BA3103 1350 500 540 8

BD0569 1350 750 810 12

BA3250 1350 1000 1080 16

BA3326 1500 500 665 10

BA3217 1500 750 998 15

BA8226 1500 1000 1330 20

BA3164 1800 500 880 12

BA3303 1800 750 1320 18

BA3376 1800 1000 1780 24

BA5709 2100 500 1070 12

BA5694 2100 750 1605 18

BA5731 2100 1000 2140 24

BD0570 2400 500 1370 14

BD0571 2400 750 2055 21

BA5753 2400 1000 2740 28

BD0572 2700 500 1700 16

BD0573 2700 750 2550 24

BD0574 2700 1000 3400 32

BD0575 3000 500 2070 18

BD0576 3000 750 3105 27

BD0577 3000 1000 4140 36

Traditional Manholes
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Cover Slabs

Rectangular Manholes 

Manufactured to BS EN 1917:2002/BS 5911-2:2010.

Manufactured to BS EN 1917:2002/BS 5911-3:2010.

Wolseley 
code

Size DN 
mm

Opening 
mm

Approx 
weight kg

F10809 900 600 x 600 235

F10810 900 675 x 675 235

F10811 1050 600 x 600 235

F10812 1050 675 x 675 235

BA2816 1050 750 x 750 235

BA2588 1050 750 x 600 235

F10813 1200 600 x 600 356

F10814 1200 675 x 675 356

BA2969 1200 750 x 750 356

BA2679 1200 750 x 600 356

F10815 1350 600 x 600 503

F10816 1350 675 x 675 503

BA5601 1350 750 x 750 503

BA3016 1350 750 x 600 503

BA3102 1350 1200 x 675 503

F10817 1500 600 x 600 890

F10818 1500 675 x 675 890

BA3216 1500 750 x 750 890

BA3094 1500 750 x 600 890

BA3173 1500 1200 x 675 890

F10819 1800 600 x 600 1208

F10820 1800 675 x 675 1208

BA3280 1800 750 x 750 1208

BA3171 1800 750 x 600 1208

BA3234 1800 1200 x 675 1208

F59315 2100 600 x 600 1745

F59316 2100 675 x 675 1745

BA5765 2100 750 x 750 1745

BA5683 2100 750 x 600 1745

Wolseley 
code

Size DN 
mm

Opening 
mm

Approx 
weight kg

F59392 1200 x 750 x 150 - 115

F59393 1200 x 750 x 225 - 173

Rectangular Manhole Cover Slabs

BA2615 1200 x 750 1200 x 675 239

BA2731 1200 x 750 600 x 600 300

BA2853 1200 x 750 600 x 600 180

Traditional Manholes

Wolseley 
code

Size DN 
mm

Opening 
mm

Approx 
weight kg

BA5760 2100 1200 x 675 1745

F59317 2400 600 x 600 2200

F59318 2400 675 x 675 2200

F59522 2400 750 x 750 2200

F59523 2400 750 x 600 2200

BA5735 2400 1200 x 675 2200

F59319 2700 600 x 600 3380

F59320 2700 675 x 675 3380

F59524 2700 750 x 750 3380

F59525 2700 750 x 600 3380

BD6860 2700 1200 x 675 3380

F59321 3000 600 x 600 4300

F59322 3000 675 x 675 4300

F59526 3000 750 x 750 4300

F59527 3000 750 x 600 4300

BA5791 3000 1200 x 675 4300



Wolseley 
code

Size DN 
mm

Outlet  
diameter mm

Approx 
weight kg

• 1800 600 10450

• 1800 675 10750

• 1800 750 11050

• 1800 825 11250

• 1800 900 11650
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Perfect Manhole System Base Unit

Manufactured to BE EN 1917:2002/BS5911-3/
Sewers for Adoption 7th edition.

Wolseley 
code

Size DN 
mm

Outlet  
diameter mm

Approx 
weight kg

• 1200 100 1550

• 1200 150 1700

• 1200 225 1900

• 1200 300 2100

• 1500 100 2450

• 1500 150 2750

• 1500 225 3100

• 1500 300 3450

• 1500 375 3700

• 1500 450 4050

• 1800 100 6550

• 1800 150 7050

• 1800 225 7750

• 1800 300 8400

• 1800 375 8950

• 1800 400 9200

• 1800 450 9450

• 1800 525 9950

Perfect Manhole Cover Slabs

Manufactured to BE EN 1917:2002/BS5911-3/
Sewers for Adoption 7th edition.

• Please contact your local branch.

Perfect Manhole System Rings

Manufactured to BE EN 1917:2002/BS5911-3/
Sewers for Adoption 7th edition.

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

• 1200 x 250 250 330

• 1200 x 500 500 590

• 1200 x 750 750 940

• 1200 x 1000 1000 1250

• 1200 x 1250 1250 1480

• 1200 x 1500 1500 1780

• 1500 x 500 500 860

• 1500 x 750 750 1330

• 1500 x 1000 1000 1730

• 1800 x 500 500 2900

• 1800 x 750 750 3600

• 1800 x 1000 1000 4330

Wolseley 
code

Size DN 
mm

Approx 
weight kg

• 1200 600

• 1500 1120

• 1800 1590

Sealed Manholes
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• Please contact your local branch.

Redi-Rock™ Retaining Walls

Wolseley 
code

Product  
description

Size DN 
mm

Width 
mm

Depth/height 
mm

Approx 
weight kg

Redi-Rock™ Gravity Retaining Wall

• Base Blocks 1040 1170 460 1126

• Middle Blocks 1050 1170 460 1066

• Top Blocks 710 1170 460 555

Redi-Rock™ Reinforced Walls (Position Connection System)

• Bottom Blocks 710 1170 460 802

• Middle Blocks 710 1170 460 739

• Top Blocks 710 1170 460 555

Redi-Rock™ Reinforced Walls Freestanding

• 2 Sided Straight Bottom 610 1170 460 748

• 2 Sided Straight Middle 610 1170 460 693

• 2 Sided Straight Garden 610 1170 460 518

• 2 Sided Top 610 1170 460 679

• 3 Sided Middle Corner 610 1170 460 696

• 3 Sided Garden Corner 610 1170 460 536

• 3 Sided Top Corner 610 1170 460 677

Redi-Rock™ Vehicle Security Barrier (VSB)

• Bottom Block 610 1170 460 748

• Middle Block 610 1170 460 693

• Top Block 610 1170 460 679

Position Connection System 
C E Marked, BBA Approved.

Reinforced Walls Freestanding 
BBA Approved.

Vehicle Security Barrier 
BBA Approved PAS 68:2007.

Gravity Retaining Wall – C E Marked, BBA Approved.

Retaining Walls
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Box Culverts

Wolseley 
code

Length 
mm

Width 
mm

Depth/height 
mm

Approx 
weight kg

• 2000 1000 500 2770

• 2000 1250 750 3610

• 2000 1500 1000 4490

• 2000 1750 750 4490

• 2000 2000 1000 5790

• 1500 2500 1500 7330

Box Culverts – C E Marked.

Gully Pots

Wolseley 
code

Size DN 
mm

Nominal  
depth mm

Outlet  
internal  

diameter mm

Approx 
weight kg

F10821 375 750 150 188

F10823 375 900 150 216

F10824 450 750 150 223

F10822 450 900 150 255

BB8807 450 1050 150 287

Manufactured to BS 5911-6:2004.

Box Culverts / Gully Pots

• Please contact your local branch.
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House Inspections Units

Manufactured to BS EN 1917:2002/BS 5911-4:2002

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

BA1006 600 x 450 150 44

F59380 600 x 450 225 58

F59381 600 x 450 300 86

F59382 750 x 600 150 67

F59383 750 x 600 225 100

BA1793 750 x 600 300 134

F59384 1000 x 675 150 83

F59385 1000 x 675 225 130

Caisson Chamber Sections

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

• 2000 x 500 500 1065

• 2000 x 750 750 1598

• 2000 x 1000 1000 2130

• 2400 x 500 500 1370

• 2400 x 750 750 2055

• 2400 x 1000 1000 2740

• 2740 x 500 500 1790

• 2740 x 750 750 2685

• 2740 x 1000 1000 3580

• 3000 x 500 500 2135

• 3000 x 750 750 3203

• 3000 x 1000 1000 4270

• 3660 x 750 750 3980

• 3660 x 1000 1000 5300

• 4000 x 750 750 4770

• 4000 x 1000 1000 6360

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

Caisson Cover Slabs

• 2000 - 2370

• 2400 - 2700

• 2740 - 3060

• 3000 - 3350

• 3660 - 3960

• 4000 - 4500

Adjusting Units/Seating Rings

Manufactured to BS EN 1917:2002/BS 5911-2:2010

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

BA1719 600 x 600 65 70

BA1722 675 x 675 65 60

BA5399 750 x 600 65 70

BB7329 750 x 750 65 80

Inspection Chambers

• Please contact your local branch.
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Concrete Pipes / Precast Gully Pots

F P McCann
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Standard Concrete Pipe

Manufactured to BS EN 1916 & BS 5911.

Wolseley 
code

Size DN 
mm

Effective 
length mm

Approx 
weight kg

H36315 300 2500 454

H35914 375 2500 616

H35915 450 2500 812

H35916 525 2500 996

H35917 600 2500 1252

Precast Concrete Headwall

Designed and Manufactured in accordance with BS EN 1992.

Wolseley 
code

Size DN 
mm

Effective 
length mm

Approx 
weight kg

BD7511 100 1320 1100

BD7511 150 1370 1390

Precast Gully

Manufactured in accordance with BS 5911-6.

Wolseley 
code

Size DN 
mm Depth Volume 

litres
Approx 

weight kg

H36318 375 750 51 180

H36319 375 900 67 200

H25178 450 750 71 215

H35935 450 900 95 255

H96531 450 1050 118 270

H26388 450 1200 142 280

Precast Gully Cover Slab

Manufactured in accordance with BS 5911-6.

Wolseley 
code

Size DN 
mm

Length 
mm

Width 
mm

Approx 
weight kg

Pack 
size

Standard

H25184 450 750 650 70 12

Horseshoe

BA5921 450 600 650 58 12
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Inspection Chambers / Lintels
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House Inspection Chamber

Manufactured in accordance with 
BS EN 1917 / BS 5911.

Wolseley 
code

Length 
mm

Width 
mm

Effective 
thickness mm

Approx 
weight kg

Pack 
size

H16328 600 450 150 40 12

H16327 600 450 225 65 8

H16326 600 450 300 85 6

H16333 600 450 100 45 8

F11305 600 450 55 50 16

H16324 750 600 150 60 6

H16323 750 600 250 100 4

H16332 750 600 70 75 8

H16331 1000 675 150 94 6

H16330 1000 675 250 130 4

BD6395 1000 675 76 130 8

H16329 1200 750 150 120 6

F11304 1200 750 250 200 4

H16336 1200 750 80 185 6

Length 
mm

Edge / Flat

600

750

900

1050

1200

1350

1500

1650

1800

1950

2100

2250

2400

2550

2700

2850

3000

3150

3300

3450

3600

Width 
mm

Depth/ 
height mm

Weight/ 
per metre kg

One way

100 100 24

140 140 46

Edge 
Width: 65, 140, 215, 65, 215mm. 
Depth/height: 100, 100, 100, 140, 140mm. 
Weight per metre (kg): 16, 34, 51.1, 22.4, 71.

Flat 
Width: 100, 100, 100, 140, 65, 140mm. 
Depth/height: 65, 140, 215, 65, 215, 215mm. 
Weight per metre (kg): 16, 34, 51.1, 22.4, 71.

One way 
Length: 600, 750, 900, 1050, 1200, 1350, 
1500, 1650, 1800, 1950, 2100, 2250, 2400, 
2550, 2700, 2850, 3000, 3150, 3300, 3450, 
3600.

Manufactured in accordance with 
BS EN 845-2: 2013.

Please contact your local branch 
for further details.

Prestressed Lintel

W

H

L
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Traditional Manholes

F P McCann
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Precast Manhole Chambers

Products are manufactured with 
tongue and groove joints and comply 
with BS EN 1917 / BS5911-3.

Wolseley 
code

Size DN 
mm

Length 
mm

Depth/height 
mm

Approx 
weight kg 
per/metre

• 900 1040 250, 500, 750, 1000 520

• 1050 1210 250, 500, 750, 1000 690

• 1200 1380 250, 500, 750, 1000 880

• 1350 1540 500, 750, 1000 1050

• 1500 1710 500, 750, 1000 1300

• 1800 2030 500, 750, 1000 1750

• 2100 2350 500, 750, 1000 2040

• 2400 2680 500, 750, 1000 2790

• 2700 3000 500, 750, 1000 3370

• 3000 3420 500, 750, 1000 5050

• 3600 3970 500, 750, 1000 5400

• 4000 4400 750, 1000 6800

Manhole Cover Slab

Manhole Reducing Slab

Manufactured in accordance with 
BS 5911-3.
DN3600 and DN4000 are 
generally designed in accordance 
with BS EN 1992-1-1.

Manufactured in accordance with 
BS 5911-3.

Wolseley 
code

Size DN 
mm

Length/
OD mm

Depth/height 
mm

Approx 
weight kg

• 900 1080 150 215

• 1050 1240 150 315

• 1200 1450 150 455

• 1350 1580 170 650

• 1500 1740 175 980

• 1800 2070 175 1460

• 2100 2380 200 2180

• 2400 2710 200 2800

• 2700 3030 230 3750

• 3000 3420 200 4970

• 3600 4000 300 9250

• 4000 4500 300 11700

Wolseley 
code

Size DN 
mm

Length 
mm

Depth/height 
mm

Approx 
weight kg

MP3101 1200 1450 200 385

– 1350 1580 200 550, 695

– 1500 1740 200 680, 835, 981

BD9359 1800 2070 200 1495, 1350, 1220

BD9365 2100 2380 200 2130, 2690, 2540

BD9370 2400 2710 200 2815, 2690, 2540

BD9378 2700 3030 200, 200, 250 3695, 3550, 3410

BD9382 3000 3420 200 4970

• Please contact your local branch.
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Manhole Landing Slab

Manhole Seating Slab

Manufactured in accordance with 
BS 5911-3.

Manufactured in accordance with 
BS 5911-3.

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

MP3101 1200 200 514

MP3103 1500 200 826

MP3104 1800 200 1292

MP3105 2100 200 2030

MP3106 2400 200 2600

– 2700 200 3880

MP3107 3000 200 4500

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Approx 
weight kg

Pack 
size

BD3769 1050 65 70 15

BA1653 1050 65 55 15

BA5366 1050 65 60 15

BA5405 1050 65 45 10

BB7573 1575x1050 75 160 6

H20571 1175x1025 65 125 10

Looking for access 
covers and gratings?

Civils pages 189-233
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Caswick

Encapsulated Step Irons

Wolseley 
code Code Product description

BA1200 SS204 Step 320 12 x 150 Stainless

BA0950 SS402 Step 320 Brick

BA0951 SS404 Step 320 20 x 80 Yellow

All products comply with BS EN 13101.

Encapsulated Step Irons

We’ve got 
clay channels  
in all shapes 
and sizes...

Civils pages 79-97

Drilling Equipment / Bagging-Off Equipment
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Innovative Precast Concrete Solutions

Elliptical Pipe / Slot Drain

Stanton Bonna

Elliptical Pipe

Manufactured to BS 5911-1.

Wolseley 
code

Size DN 
mm

Length 
mm

Width 
mm

Depth/
height mm

Approx 
weight kg

1000 x 650 2400 1250 900 2600

1150 x 750 2400 1400 1000 3000

1650 x 1000 2400 1930 1280 4600

1950 x 1150 2400 2270 1470 6300

2350 x 1350 2400 2710 1710 8600

2650 x 1500 2400 3050 1900 10800

Slot Drain

Manufactured to EN 1433.

Wolseley 
code

Size DN 
mm

Length 
mm

Depth/height 
mm

Approx 
weight kg

300 2370 560 1180

400 2370 660 1545

500 2370 780 2195

600 2370 890 2611
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Compact Culvert / Aqua Culvert / Box Culvert
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Compact Culvert

Box Culvert

Manufactured to EN 14844.

Manufactured to EN 14844.

Wolseley 
code

Size DN 
mm

Length 
mm

Thickness 
mm

Approx 
weight kg

500 x 300 2400 130 1650

600 x 400 2400 130 1950

800 x 400 2400 130 2250

1000 x 400 2400 130 2630

1100 x 550 2400 130 3150

1500 x 700 2400 130 4810

Wolseley 
code

Size DN 
mm

Length 
mm

Thickness 
mm

Approx 
weight kg

1000 x 1500 1500 160 3610

1000 x 2000 1500 160 4200

1000 x 3000 1500 160 5370

1500 x 1000 1500 160 3610

1500 x 1500 1500 160 4200

1500 x 2000 1500 160 4790

1500 x 2500 1500 160 5370

1500 x 3000 1500 160 5960

2000 x 1000 1500 160 4200

2000 x 1500 1500 160 4790

2000 x 2000 1500 160 5370

2000 x 2500 1500 160 5960

2000 x 3000 1500 160 6550

2500 x 1500 1500 160 5370

2500 x 2000 1500 160 5960

2500 x 2500 1500 160 6550

3000 x 1000 1500 160 5370

3000 x 1500 1500 160 5960

3000 x 2000 1500 160 6550

Aqua Culvert

Manufactured to EN 14844.

Wolseley 
code

Size DN 
mm

Length 
mm

Thickness 
mm

Approx 
weight kg

1100 x 550 2400 140 3400

1250 x 600 2400 140 3750

1000 x 1000 2400 140 4000

1500 x 700 2400 140 4430

1750 x 750 2400 160 5720

1500 x 1000 2400 140 4930

2000 x 1000 2400 180 7490

Innovative Precast Concrete Solutions

Stanton Bonna
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Super Gully / Watertight Manhole Base / 
Watertight Manhole Ring / Watertight Manhole Cover Slab

Super Gully

Manufactured to relevant Euro Codes.

Wolseley 
code

Size DN 
mm

Width 
mm

Depth/
height mm

Approx 
weight kg

1500 x 700 x 1000 1761 1800 3671

Watertight Manhole Cover Slab

Manufactured to BS EN 1917:2002, BS 5911-3.

Wolseley 
code

Size DN 
mm

Access size 
mm

Thickness 
mm

Approx 
weight kg

1200

600sq, 675sq, 
600x750, 750sq, 
600x900, 900sq, 

675 x 1200

125 510

1500

600sq, 675sq, 
600x750, 750sq, 
600x900, 900sq, 

675x1200

160 1170

Watertight Manhole Base

Manufactured to BS EN 1917:2002, BS 5911-3.

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Thickness 
mm

Approx 
weight kg

1200 500 - 1000 127 1600

1500 550 - 1350 160 4500

Watertight Manhole Ring

Manufactured to BS EN 1917:2002, BS 5911-3.

Wolseley 
code

Size DN 
mm

Depth/height 
mm

Thickness 
mm

Approx 
weight kg

1200 250, 500, 750, 1000 127 1276

1500 250, 500, 750, 1000 160 1961
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Clay Drainage  
& Accessories

Wavin 

Hepworth Clay Drainage 80-95
SuperSleve HouseDrain / SuperSleve 150 /  
SuperSleve 225 / SuperSleve 300 / 
SuperSleve Channels 100-300mm / 
HepLine / Unjointed / Gullies

Bruce Douglas

Tape 96-97
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SuperSleve HouseDrain

SuperSleve HouseDrain was developed specifically for ‘Around the House’ 
drainage, but is equally suitable for adoptable, commercial and industrial 
developments. It is the most modern and appropriate response to drainage 
requirements and is fully compatible with other SuperSleve products.

All SuperSleve HouseDrain products are manufactured  
to BS EN 295-1:2013.

Wavin
Hepworth Clay Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Access Piece

H32788 SBA1 Access Bend 45° 100 500

H32796 SJA1R Single Oblique RH Access Junction 100 470

H32784 SPA1 Access Pipe 100 460

H32800 SRP1 Access Raising Piece 75 344

H32778 SRP1/1 Oval Rodding Point 100 200

H32802 SRP2 Access Raising Piece 150 330

H32782 SRP2/1 Oval Rodding Point 100 200

H32804 SRP3 Oval Access Raising Piece 225 350

H32806 SRP4 Oval Access Raising Piece 300 350

H32779 SRPS1/1 Square Top Rodding Point 100 260

Adaptor

H32821 VA9 Soil Pipe Adaptor 100 150

Bends

H32716 SB3/1 Plain Ended Bend 30° 100 220

H32720 SB4/1 Plain Ended Bend 15° 100 210

H32724 SBR1 Rest Bend 90° 100 450

BA4377 SBRT1 Telescopic Rest Bend 100 630

H32709 SDB1/1S Single Socket Bend 90° 100 370

H32713 SDB2/1S Single Socket Bend 45° 100 290

H32717 SDB3/1S Single Socket Bend 30° 100 270

H32721 SDB4/1S Single Socket Bend 15° 100 280

H32751 SDBR1 Rest Bend 100 480

H32725 SFB1/1 Flexible Bend 25° Black 100 298

Coupler

H32704 SC1/1 Coupling 100 140

H32769 SC3/1 Coupling 100 140

H32832 SC4/1 Sliding Coupling 300 140

Endcap

H32840 SS1/1 Stopper 100 140

H32844 SS2/1 Testing Stopper 100 140

Grating

BA3861 SDG2/4 Cover Plate – 150

N01432 SDG2/5 Metal Grid – 150

H26550 SG2/5 Square Gully Grid 150 160

SB3/1

SDBR1SBR1

SB4/1

SRP1

SS1/1 SS2/1

SDG2/4 SDG2/5
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SuperSleve HouseDrain – Continued

All SuperSleve HouseDrain products are manufactured  
to BS EN 295-1:2013.

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Gully

H32898 SDC6 Dip Tube Trap 100 170

H32755 SDG1/1 Low Back P Trap 100 530

H32891 SDG2/1 Paved Area Gully 100 380

H25649 SDG2/2 Top Assembly Grid and Frame – 270

H33700 SDG2/3 Paved Area Gully 100 420

H26551 SDG2/6 Hopper with Grid – 300

H32892 SDG3/1 Inlet Gully 100 380

H25122 SDG3/2 Inlet Gully with Back Inlet 100 400

H32760 SG1/1 Low Back P Trap 100 490

H32762 SG1/2 Low Back P Trap 150 580

H32768 SG2/1 Square Gully 100 300

H31855 SG2/2 Square Gully with Back Inlet 100 305

H32770 SG3/1 Access Gully with Grid 100Mm 100 420

H32772 SG4/1 Access Gully with Grid 
and Horizontal Back 100 460

H32764 SH1 Square Hopper 100 268

H32766 SH2 Square Hopper with Horizontal Inlet 100 268

H32774 SH3/1 Rectangular Hopper 100 305

H32776 SH3/2 Rectangular Hopper 150 412

H32953 SRP5 Rectangular Access Raising Piece 75 280

H32954 SRP6 Rectangular Access Raising Piece 150 310

H32955 SRP7 Rectangular Access Raising Piece 225 310

H32956 SRP8 Rectangular Access Raising Piece 300 350

Pipe

H32700 SP1 Plain Ended 100 1600

Reducer

H32753 SDT2/1 Taper Pipe 100-150mm 100 370

Saddle

H32740 SJS1/1 Small Oblique Saddle 100 280

H32742 SJS2/1 Large Oblique Saddle 100 290

H32750 SJS4/1 Small Square Saddle 100 200

H32752 SJS5/1 Large Square Saddle 100 210

Tee

H32729 SDJ1/1D Oblique Junction 45° 100 410

H32735 SDJ2/1D Curved Square Junction 90° 100 410

H32728 SJ1/1 Plain Ended Oblique Junction 45° 
100 x 100mm 100 360

BA4687 SJ1/14 Plain Ended Oblique Junction 45° 
300 x 100mm 300 530

H32734 SJ2/1 Plain Ended Curved Square Junction 
90° 100 x 100mm 100 350

SDG1/1

SDG2/1

SDG3/1

SH1

SDJ1/1D

SJS4/1

SDJ2/1D

SRP5

SH2

SJ1/1

SJS5/1

SJ2/1

SG2/1

SG1/1
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SuperSleve 150

Wavin
Hepworth Clay Drainage

SuperSleve products are suitable for foul and surface water drainage  
in adoptable, industrial, commercial and highway drainage applications.

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Access Piece

H32790 SBA2 Access Bend 45° 150 560

BA7745 SJA2R Single Oblique RH Access Junction 150 460

H32794 SJA3L Single Oblique LH Access Junction 150 460

H32777 SJA3R Single Oblique RH Access Junction 150 460

H32771 SPA2 Access Pipe 150 500

H32780 SRP1/2 Oval Rodding Point 150 270

Adaptor

H32825 VA10 Soil Pipe Adaptor 150 212

Bends

H32718 SB3/2 Plain Ended Bend 30° 150 280

H32722 SB4/2 Plain Ended Bend 15° 150 210

H32726 SBR2 Rest Bend 90° 150 520

N16334 SBRT2 Telescopic Rest Bend 150 635

Coupler

H32706 SC1/2 Coupling 150 200

H32765 SC3/2 Coupling 150 200

H32834 SC4/2 Sliding Coupling 100 200

Endcap

H32842 SS1/2 Stopper 150 220

H32846 SS2/2 Testing Stopper 150 200

Grating

BA3781 QB2 Bridge Grating 150 x 170mm 150 375

Pipe

BA3700 SP030/2 Rocker Pipe 150mm 100 300

H98435 SP060/2 Rocker Pipe 150mm 100 600

BA3851 SP100/2 Rocker Pipe 150mm 100 1000

H32702 SP2 Plain Ended Pipe 150mm 150 1750

SBA2

SB3/2

SS1/2

SB4/2

SS2/2

SJA3L

SJA2R

SPA2

SBR2

SC3/2

SBRT2

SP100/2

SP2

All SuperSleve products are manufactured to BS EN 295-1:2013.
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SuperSleve 150 – Continued / SuperSleve 225

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Adaptor

P00024 SA1/5 Socket Adaptor 225 405

Bends

BA4361 SB1/5 Plain Ended Bend 90° 225 700

H33448 SB1/5S Single Socket Bend 90° 225 700

BA4362 SB2/5 Plain Ended Bend 45° 225 550

BA4363 SB3/5 Plain Ended Bend 30° 225 300

H33450 SB3/5S Single Socket Bend 30° 225 300

BA4240 SB4/5 Plain Ended Bend 15° 225 390

H33451 SB4/5S Single Socket Bend 15° 225 390

BA4378 SBR5 Rest Bend 90° 225 700

H33460 SBR5S Rest Bend 90° 225 700

Coupler

H33444 SC1/5 Coupling 225 300

H33446 SC3/5 Coupling 225 300

Endcap

H33462 SS3/4 Clay Stopper 225 260

SJS1/2

SJ1/3

SB1/5S

SB4/5S

SJS4/2

SJ2/2

SB3/5S

SBR5S

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Reducer

H32754 ST2/1 Taper Pipe 100-150mm 100 240

H33461 ST3/2 Taper Pipe 150-225mm 150 450

Saddle

H32744 SJS1/2 Small Oblique Saddle 150mm 150 330

H32746 SJS2/2 Large Oblique Saddle 150mm 150 360

H32748 SJS4/2 Small Square Saddle 150mm 150 240

H31761 SJS5/2 Large Square Saddle 150mm 150 260

Tee

H32730 SJ1/2 Oblique Junction 45° 150 x 100mm 150 440

H32732 SJ1/3 Oblique Junction 45° 150 x 150mm 150 460

H32736 SJ2/2 Plain Ended Curved Square Junction 
90° 150 x 100mm 150 450

H32738 SJ2/3 Plain Ended Curved Square Junction 
90° 150 x 150mm 150 460

ST2/1

SuperSleve 225

All SuperSleve products are manufactured to BS EN 295-1:2013.
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SuperSleve 225 – Continued

Wavin
Hepworth Clay Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Pipe

BA3846 SP030/5 Rocker Pipe 225 300

BA4190 SP030/5S Single Socket Short Length Pipe 225 370

H33442 SP060/5 Rocker Pipe 225 600

BA4155 SP060/5S Single Socket Short Length Pipe 225 690

BA4072 SP100/5 Rocker Pipe 225 1000

BA4246 SP100/5S Single Socket Short Length Pipe 225 1080

H33441 SP175/4 Plain Ended Pipe 225 1750

H33440 SP175/4S Single Socketed Pipe 225 1750

Saddle

H33458 SJS2/5 Oblique Saddle 225 500

H33459 SJS5/5 Square Saddle 225 400

Tee

N24869 SJ1/7 Plain Ended Oblique Junction 45° 
225 x 100mm 225 540

H33452 SJ1/7S Oblique Junction with Coupling 45° 
22 x 100mm 225 540

BA4439 SJ1/8 Plain Ended Oblique Junction 45° 
225 x 150mm 225 520

H33453 SJ1/8S Oblique Junction with Coupling 45° 
225 x 150mm 225 520

N16335 SJ1/9 Plain Ended Oblique Junction 45° 
225 x 225mm 225 650

H33454 SJ1/9D Oblique Junction with Coupling 45° 
225 x 225mm 225 750

BA4628 SJ2/9 Plain Ended Curved Square Junction 
90° 225 x 225mm 225 650

H33457 SJ2/9D Curved Square Junction with  
Coupling 90° 225 x 225mm 225 750

N16336 SJ3/7 Plain Ended Curved Square Junction 
90° 225 x 100mm 225 450

H33455 SJ3/7S Curved Square Junction with  
Coupling 90° 225 x 100mm 225 450

N16337 SJ3/8 Plain Ended Curved Square Junction 
90° 225 x 150mm 225 450

H33456 SJ3/8S Curved Square Junction with  
Coupling 90° 225 x 150mm 225 530

SP060/5

SJ1/7

SJ1/8

SJ1/9

SJ2/9

SJ3/7

SJ3/8

SJS2/5

SP100/5

SP175/4

SP060/5S

SJ1/7S

SJ1/8S

SJ1/9D

SJ2/9D

SJ3/7S

SJ3/8S

SJS5/5

SP100/5S

SP175/4S

All SuperSleve products are manufactured to BS EN 295-1:2013.
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SuperSleve 300

All SuperSleve products are manufactured to BS EN 295-1:2013.

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Adaptor

P00025 SA1/7 Socket Adaptor 300 460

Bends

F49048 SB1/7 Plain Ended Bend 90° 300 905

F49005 SB1/7S Single Socket Bend 90° 300 1001

F49047 SB2/7 Plain Ended Bend 45° 300 560

H62565 SB2/7S Single Socket Bend 45° 300 740

F49006 SB2/7S Single Socket Bend 45° 300 740

BA4409 SB3/7 Plain Ended Bend 30° 300 495

H39134 SB3/7S Single Socket Bend 30° 300 630

BA4410 SB4/7 Plain Ended Bend 15° 300 550

H39135 SB4/7S Single Socket Bend 15° 300 500

N16345 SBR7 Rest Bend 90° 300 749

P00023 SBR7S Rest Bend 90° 300 840

Coupler

H98633 SC1/7 Coupling 300 330

H98634 SC3/7 Coupling 225 330

Endcap

H98631 SS3/7 Clay Stopper 300 370

Pipe

N16339 SP030/7 Rocker Pipe 300 357

BA4238 SP030/7S Single Socket Short Length Pipe 300 400

H98609 SP060/7 Rocker Pipe 300 600

BA4319 SP060/7S Single Socket Short Length Pipe 300 700

BA4379 SP100/7S Single Socket Short Length Pipe 300 1097

F49045 SP7 Plain Ended Pipe 300 2000

H39133 SP7S Single Socketed Pipe 300 2100

Reducer

H98475 ST4/3 Taper Pipe 300-225mm 300 550

Saddle

F49008 SJS2/7 Oblique Saddle 300 570

BA4626 SJS5/7 Square Saddle 300 500

SB1/7S

SB3/7S

SP030/7

SP7

SJS2/7

SP030/7S

SP7S

SJS5/7

SB2/7S

SB4/7S

SuperSleve 300
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SuperSleve 300 – Continued

Wavin
Hepworth Clay Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Tee

H62778 SJ1/14S Oblique Junction with Coupling 45° 
300 x 100mm 300 600

BA4759 SJ1/15 Plain Ended Oblique Junction 45° 
300 x 150mm 300 550

H39136 SJ1/15S Oblique Junction with Coupling 45° 
300 x 150mm 300 600

N16340 SJ1/17 Plain Ended Oblique Junction 45° 
300 x 225mm 300 800

H62779 SJ1/17D Oblique Junction with Coupling 45° 
300 x 225mm 300 908

N16341 SJ1/19 Plain Ended Oblique Junction 45° 
300 x 300mm 300 800

H62780 SJ1/19D Oblique Junction with Coupling 45° 
300 x 300mm 300 900

N16342 SJ3/14 Plain Ended Square Junction 90° 
300 x 100mm 300 600

P00021 SJ3/14S Square Junction with Coupling 90° 
300 x 100mm 300 600

BA4691 SJ3/15 Plain Ended Square Junction 90° 
300 x 150mm 300 600

F49007 SJ3/15S Square Junction with Coupling 90° 
300 x 150mm 300 600

P00022 SJ3/15S Square Junction with Coupling 90° 
300 x 150mm 300 600

N16343 SJ3/17 Plain Ended Square Junction 90° 
300 x 225mm 300 800

H62781 SJ3/17D Square Junction with Coupling 90° 
300 x 225mm 300 702

N16344 SJ3/19 Plain Ended Square Junction 90° 
300 x 300mm 300 800

H62782 SJ3/19D Square Junction with Coupling 90° 
300 x 300mm 300 900

SJ1/14S

SJ3/14S

All SuperSleve products are manufactured to BS EN 295-1:2013.

We’ve 
got bags 
of cement 
in the mix

Civils pages 284-285
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SuperSleve Channels 100-300mm

CBP1/1

CBP3/1

VCB2/3

CB1/1R

CB2/2L

CB1/1L

CB2/1L

CBP2/1

CBP4/1

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Bend

H32833 CBP1/1 Channel Bend 90° 100 350

H32793 CBP1/2 Channel Bend 90° 150 500

H31859 CBP2/1 Channel Bend 45° 100 210

H31659 CBP2/2 Channel Bend 45° 150 300

H31861 CBP3/1 Channel Bend 30° 100 200

H31657 CBP3/2 Channel Bend 30° 150 240

H31863 CBP4/1 Channel Bend 15° 100 200

H32795 CBP4/2 Channel Bend 15° 150 210

H25630 VCB1/3 Channel Bend 90° 225 466

H25631 VCB1/4 Channel Bend 90° 300 650

H25632 VCB2/3 Channel Bend 45° 225 430

H25633 VCB2/4 Channel Bend 45° 300 605

H26540 VCB3/3 Channel Bend 30° 225 350

H25634 VCB3/4 Channel Bend 30° 300 525

H25635 VCB4/3 Channel Bend 15° 225 320

H25636 VCB4/4 Channel Bend 15° 300 425

Bend (Single Socketed)

H31684 CB1/1L Channel Bend LH 90° 100 400

H31692 CB1/1R Channel Bend RH 90° 100 230

H31700 CB1/2L Channel Bend LH 90° 150 590

H31708 CB1/2R Channel Bend RH 90° 150 590

H31728 CB1/3L Channel Bend LH 90° 225 700

H31730 CB1/3R Channel Bend RH 90° 225 700

H31663 CB1/4L Channel Bend LH 90° 300 1000

H31665 CB1/4R Channel Bend RH 90° 300 1000

H31686 CB2/1L Channel Bend LH 45° 100 340

H31694 CB2/1R Channel Bend RH 45° 100 340

H31702 CB2/2L Channel Bend LH 45° 150 400

SuperSleve Channels

A range of plain ended or socketed channels for use in foul and surface water 
manholes; also as a dry weather channel in combined sewers.

Direction of flow is  
from the socket towards 
the spigot.

Important note: handing  
of channel and access fittings 
is as viewed against direction 
of flow.

Right Hand

Right HandLeft Hand

Left Hand

Flow

Flow

Flow

Flow

All SuperSleve products are manufactured to BS EN 295-1:2013.
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SuperSleve Channels 100-300mm – Continued

Wavin
Hepworth Clay Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Bend (Single Socketed) – Continued

H31701 CB2/2R Channel Bend RH 45° 150 400

H31712 CB2/3L Channel Bend LH 45° 225 620

H31714 CB2/3R Channel Bend RH 45° 225 620

H31669 CB2/4L Channel Bend LH 45° 300 740

H31671 CB2/4R Channel Bend RH 45° 300 740

H31688 CB3/1L Channel Bend LH 30° 100 320

H31696 CB3/1R Channel Bend RH 30° 100 320

H31704 CB3/2L Channel Bend LH 30° 150 370

H31716 CB3/2R Channel Bend RH 30° 150 370

H31718 CB3/3L Channel Bend LH 30° 225 560

H31720 CB3/3R Channel Bend RH 30° 225 560

H34527 CB3/4L Channel Bend LH 30° 300 660

H34528 CB3/4R Channel Bend RH 30° 300 660

H31690 CB4/1L Channel Bend LH 15° 100 290

H31698 CB4/1R Channel Bend RH 15° 100 290

H31706 CB4/2L Channel Bend LH 15° 150 340

H31726 CB4/2R Channel Bend RH 15° 150 340

H31722 CB4/3L Channel Bend LH 15° 225 560

H31724 CB4/3R Channel Bend RH 15° 225 560

H34529 CB4/4L Channel Bend LH 15° 300 560

H34530 CB4/4R Channel Bend RH 15° 300 560

Bend (Single Socketed)

H31098 CBT1/2L Channel Reducer 225 630

H31099 CBT1/2R Channel Reducer 225 630

Bend (Single Socketed)

H31795 CBT2/1L Channel Enlarger 150 400

H16279 CBT2/1R Channel Enlarger 150 400

H16291 CBT2/2L Channel Enlarger 225 450

H16292 CBT2/2R Channel Enlarger 225 450

MP3452 CBT2/3L Channel Enlarger 300 640

MP3453 CBT2/3R Channel Enlarger 300 640

Bend (Single Socketed Branch)

H31083 CX1/1L Channel Bend LH 10° 100 400

H31084 CX1/1R Channel Bend RH 10° 100 400

H31085 CX1/2L Channel Bend LH 30° 100 320

H31632 CX1/2L Channel Bend LH 30° 100 320

H31086 CX1/2R Channel Bend RH 30° 100 340

H31087 CX1/3L Channel Bend LH 50° 100 280

H31088 CX1/3R Channel Bend RH 50° 100 280

H31089 CX1/4L Channel Bend LH 70° 100 250

H31090 CX1/4R Channel Bend RH 70° 100 250

CB3/1L

CB4/1L

CBT1/2L

CBT2/1L

CX1/1L

CBT2/2L

CX1/2L

CB3/1R

CB4/1R

CBT1/2R

CBT2/1R

CX1/1R

CBT2/2R

CX1/2R

CB2/3LCB2/2R

All SuperSleve products are manufactured to BS EN 295-1:2013.
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SuperSleve Channels 100-300mm – Continued

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Bend (Single Socketed Branch) – Continued

H31091 CX1/5L Channel Bend LH 90° 100 230

H31638 CX1/5L Channel Bend LH 90° 100 230

H31092 CX1/5R Channel Bend RH 90° 100 230

H31093 CX1/6L Channel Bend LH 115° 100 240

H31644 CX1/6R Channel Bend RH 115° 100 240

H31095 CX1/7L Channel Bend LH 140° 100 250

H31096 CX1/7R Channel Bend RH 140° 100 250

H31097 CX1/8L Channel Bend LH 165° 100 300

H31646 CX1/8R Channel Bend RH 165° 100 300

H31748 CX1AL Channel Bend LH 10° 100 400

H31732 CX1AR Channel Bend RH 10° 100 400

H31750 CX1BL Channel Bend LH 30° 100 310

H31734 CX1BR Channel Bend RH 30° 100 310

H31752 CX1CL Channel Bend LH 50° 100 270

H31736 CX1CR Channel Bend RH 50° 100 270

H31754 CX1DL Channel Bend LH 70° 100 260

H31738 CX1DR Channel Bend RH 70° 100 260

H31756 CX1EL Channel Bend LH 90° 100 230

H31740 CX1ER Channel Bend RH 90° 100 230

H31758 CX1FL Channel Bend LH 115° 100 230

H31742 CX1FR Channel Bend RH 115° 100 230

H31760 CX1GL Channel Bend LH 140° 100 240

H31744 CX1GR Channel Bend RH 140° 100 240

H31762 CX1HL Channel Bend LH 165° 100 280

H31746 CX1HR Channel Bend RH 165° 100 280

H36298 CX2/1L Channel Bend LH 10° 150 400

H36299 CX2/1R Channel Bend RH 10° 150 400

H16282 CX2/2L Channel Bend LH 30° 150 360

H16283 CX2/2R Channel Bend RH 30° 150 360

H16284 CX2/3L Channel Bend LH 50° 150 330

H31881 CX2/3R Channel Bend RH 50° 150 330

H31882 CX2/4L Channel Bend LH 70° 150 310

H31883 CX2/4R Channel Bend RH 70° 150 310

H31877 CX2/5L Channel Bend LH 90° 150 280

H31878 CX2/5R Channel Bend RH 90° 150 280

H31879 CX2/6L Channel Bend LH 115° 150 290

H31880 CX2/6R Channel Bend RH 115° 150 290

H16285 CX2/7L Channel Bend LH 140° 150 310

H16286 CX2/7R Channel Bend RH 140° 150 310

H16289 CX2/8L Channel Bend LH 165° 150 370

H16287 CX2/8R Channel Bend RH 165° 150 370

H31780 CX2AL Channel Bend LH 10° 150 480

H31764 CX2AR Channel Bend RH 10° 150 480

H31782 CX2BL Channel Bend LH 30° 150 350

H31766 CX2BR Channel Bend RH 30° 150 350

H31784 CX2CL Channel Bend LH 50° 150 360

H31768 CX2CR Channel Bend RH 50° 150 360

H31786 CX2DL Channel Bend LH 70° 150 350

CX1/5R

CX1/6R

CX1/7R

CX1/8R

CX1AR

CX1/5L

CX1/6L

CX1/7L

CX1/8L

CX1AL

All SuperSleve products are manufactured to BS EN 295-1:2013.
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SuperSleve Channels 100-300mm – Continued

Wavin
Hepworth Clay Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Bend (Single Socketed Branch) – Continued

H31770 CX2DR Channel Bend RH 70° 150 350

H31788 CX2EL Channel Bend LH 90° 150 290

H31772 CX2ER Channel Bend RH 90° 150 290

H31790 CX2FL Channel Bend LH 115° 150 260

H31774 CX2FR Channel Bend RH 115° 150 260

H31792 CX2GL Channel Bend LH 140° 150 330

H31776 CX2GR Channel Bend RH 140° 150 330

H31794 CX2HL Channel Bend LH 165° 150 400

H31778 CX2HR Channel Bend RH 165° 150 400

Pipe

H32787 CPP1/1 Channel Pipe 100 300

BA3829 CPP1/2 Channel Pipe 150 300

H31668 CPP2/1 Channel Pipe 100 600

H32789 CPP2/2 Channel Pipe 150 600

H31670 CPP3/1 Channel Pipe 100 1000

H31672 CPP3/2 Channel Pipe 150 1000

H31674 CPP3/3 Channel Pipe 225 1000

H34524 CPP3/4 Channel Pipe 300 1000

F14450 CPP3/5 Channel Pipe 400 1000

BA4554 CPP3/6 Channel Pipe 450 1000

Pipe (Single Socketed)

H31496 CP1/1 Channel Pipe 100 350

H31656 CP1/2 Channel Pipe 150 360

H31653 CP1/3 Channel Pipe 225 380

H31917 CP1/3 Channel Pipe 225 380

H34522 CP1/4 Channel Pipe 300 460

H31495 CP2/1 Channel Pipe 100 600

H31652 CP2/1 Channel Pipe 100 600

H31658 CP2/2 Channel Pipe 150 660

H16288 CP2/3 Channel Pipe 225 660

H34523 CP2/4 Channel Pipe 300 660

H31654 CP3/1 Channel Pipe 100 1060

H31660 CP3/2 Channel Pipe 150 1060

H31664 CP3/3 Channel Pipe 225 1080

H31667 CP3/4 Channel Pipe 300 1080

Reducer (Single Socketed)

H31680 CT1/1 Channel Enlarger 150 370

H31681 CT1/2 Channel Enlarger 225 520

H16290 CT1/3 Channel Enlarger 300 690

H31676 CT2/1 Channel Enlarger 100 360

H31679 CT2/2 Channel Enlarger 150 520

H34525 CT2/3 Channel Enlarger 225 670

CPP1/1

CT1/1

CP1/1

CPP3/5

CPP3/1

CT2/1

CPP3/3

CP3/2

All SuperSleve products are manufactured to BS EN 295-1:2013.
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SuperSleve Channels 100-300mm – Continued

CTP1/1 VCTP4/3

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Reducer

H32791 CTP1/1 Channel Fitting 100 250

BA4716 CTP1/4 Channel Fitting 300 400

H25617 VCTP4/3 Channel Fitting 225 300

Tee (Socketed Oblique)

H34531 CJ1/10L Oblique Junction LH 45° 300 780

H34532 CJ1/10R Oblique Junction RH 45° 300 780

H31816 CJ1/1L Oblique Junction LH 45° 100 380

H31808 CJ1/1R Oblique Junction RH 45° 100 380

H31675 CJ1/2L Oblique Junction LH 45° 150 420

H31677 CJ1/2R Oblique Junction RH 45° 150 420

H31818 CJ1/3L Oblique Junction LH 45° 150 510

H31812 CJ1/3R Oblique Junction RH 45° 150 510

BA4394 CJ1/4L Oblique Junction LH 45° 225 560

BA7743 CJ1/4R Oblique Junction RH 45° 225 560

H16280 CJ1/5L Oblique Junction LH 45° 225 560

H16281 CJ1/5R Oblique Junction RH 45° 225 560

H16293 CJ1/6L Oblique Junction LH 45° 225 610

H31815 CJ1/6R Oblique Junction RH 45° 225 610

BA4663 CJ1/8L Oblique Junction LH 45° 300 530

BA4664 CJ1/8R Oblique Junction RH 45° 300 530

H16294 CJ1/9L Oblique Junction LH 45° 300 670

H16295 CJ1/9R Oblique Junction RH 45° 300 670

Tee (Socketed Square)

H34533 CJ2/10L Channel Junction LH 300 680

H34534 CJ2/10R Channel Junction RH 300 680

H31802 CJ2/1L Channel Junction LH 100 360

H31497 CJ2/1R Channel Junction RH 100 360

H31072 CJ2/2L Channel Junction LH 150 400

BD4411 CJ2/2L Channel Junction LH 150 400

H31071 CJ2/2R Channel Junction RH 150 400

H31798 CJ2/2R Channel Junction RH 150 400

H31806 CJ2/3L Channel Junction LH 150 510

H31800 CJ2/3R Channel Junction RH 150 510

H31073 CJ2/4L Channel Junction LH 225 530

H31074 CJ2/4R Channel Junction RH 225 530

H31731 CJ2/5L Channel Junction LH 225 530

H31729 CJ2/5R Channel Junction RH 225 530

H16296 CJ2/6L Channel Junction LH 225 610

H16297 CJ2/6R Channel Junction RH 225 610

BA7748 CJ2/8L Channel Junction LH 300 570

BA4665 CJ2/8R Channel Junction RH 300 570

H16298 CJ2/9L Channel Junction LH 300 680

H16301 CJ2/9L Channel Junction LH 300 680

H16299 CJ2/9R Channel Junction RH 300 680

All SuperSleve products are manufactured to BS EN 295-1:2013.

CJ1/1L

CJ1/2L

CJ1/3L

CJ2/1L

CJ2/2L

CJ2/3L

CJ1/1R

CJ1/2R

CJ1/3R

CJ2/1R

CJ2/2R
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SuperSleve Channels 100-300mm – Continued

Wavin
Hepworth Clay Drainage

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Tee (Socketed Double Oblique)

H31076 CJ3/1 Double Oblique Junction 45° 100 540

H31077 CJ3/2 Double Oblique Junction 45° 150 600

H31824 CJ3/3 Double Oblique Junction 45° 150 720

H36296 CJ3/5 Double Oblique Junction 45° 225 730

H34000 CJ3/6 Double Oblique Junction 45° 225 840

BA4735 CJ3/8 Double Oblique Junction 45° 300 950

BA4736 CJ3/9 Double Oblique Junction 45° 300 950

Tee (Socketed Double Square)

H31078 CJ4/1 Double Square Junction 90° 100 370

H31630 CJ4/2 Double Square Junction 90° 150 430

H31079 CJ4/3 Double Square Junction 90° 150 510

F14451 CJ4/5 Double Square Junction 90° 225 520

H34500 CJ4/6 Double Square Junction 90° 225 610

MP3463 CJ4/8 Double Square Junction 90° 300 630

Tee (Socketed Breeches Oblique)

H31080 CJ5/1 Breeches Oblique Junction 45° 100 550

MP2374 CJ5/1 Breeches Oblique Junction 45° 100 550

H31673 CJ5/10 Breeches Oblique Junction 45° 300 950

H31081 CJ5/2 Breeches Oblique Junction 45° 150 400

H31903 CJ5/3 Breeches Oblique Junction 45° 150 570

H31905 CJ5/5 Breeches Oblique Junction 45° 225 610

H31661 CJ5/6 Breeches Oblique Junction 45° 225 730

H31909 CJ5/9 Breeches Oblique Junction 45° 300 950

Tee (Socketed Breeches Square)

H31082 CJ6/1 Breeches Square Junction 90° 100 450

MP2376 CJ6/1 Breeches Square Junction 90° 100 450

H31915 CJ6/10 Breeches Square Junction 90° 300 950

H31911 CJ6/2 Breeches Square Junction 90° 150 450

H36297 CJ6/3 Breeches Square Junction 90° 150 550

H31913 CJ6/5 Breeches Square Junction 90° 225 585

H31685 CJ6/6 Breeches Square Junction 90° 225 660

Tee (Oblique Channel)

H31865 CJP1/1L Oblique Channel Junction LH 100 350

H31868 CJP1/1R Oblique Channel Junction RH 100 350

H32797 CJP1/2L Oblique Channel Junction LH 150 450

H32799 CJP1/2R Oblique Channel Junction RH 150 450

H31867 CJP1/3L Oblique Channel Junction LH 150 450

H31870 CJP1/3R Oblique Channel Junction RH 150 450

All SuperSleve products are manufactured to BS EN 295-1:2013.

CJ3/1

CJ4/1

CJ5/1

CJ6/1

CJP1/1L

CJP1/2L

CJ6/6

CJ6/3

CJP1/1R

CJP1/2R

CJ6/10

CJ3/2

CJ4/3
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SuperSleve Channels 100-300mm – Continued / HepLine

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Tee (Curved Square Channel)

H32885 CJP2/1L Curved Square Channel Junction LH 100 400

H31874 CJP2/1R Curved Square Channel Junction RH 100 400

H31872 CJP2/2L Curved Square Channel Junction LH 150 450

H25698 CJP2/2R Curved Square Channel Junction RH 150 450

H31873 CJP2/3L Curved Square Channel Junction LH 150 460

H31876 CJP2/3R Curved Square Channel Junction RH 150 460

HepLine products are used for surface water collection from highways, playing 
fields, sports grounds, forestry and waste tips and for general land drainage. 
They are also used for septic tank effluent dispersal in housing developments.

HepLine

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Pipe

H33101 LP1 Plain Ended Perforated Pipe 100 1600

MP2700 LP1 Plain Ended Perforated Pipe 100 1600

H32336 LP175/3 Socketed Perforated Pipe 225 1830

MP2556 LP175/3 Socketed Perforated Pipe 225 1830

H33103 LP2 Plain Ended Perforated Pipe 150 1750

MP2701 LP2 Plain Ended Perforated Pipe 150 1750

H32337 LP200/4 Socketed Perforated Pipe 300 2100

MP2557 LP200/4 Socketed Perforated Pipe 300 2100

CJP2/1L

LP175/3

LP2

CJP2/1R

All HepLine products are manufactured to BS EN 295-5:2013.

Can’t find 
what you’re 
looking for?

Speak to one of our team today on 0344 292 7090
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Unjointed / Gullies

Wavin
Hepworth Clay Drainage

The Hepworth Clay unjointed range is a comprehensive range of pipes and 
fittings with a traditional system of spigot and socket for cement mortar 
jointing. The range is particularly suitable for refurbishment and maintenance 
work where sections of drain need to be replaced or relaid.

Unjointed

Gullies

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Gully

H32763 RDR2 Unjointed Dish Top 100 240

H32761 RDR3 Unjointed Dish Top 150 280

H31935 RRS3/1 Unjointed Square Raising Piece 
75 x 225mm 225 290

H31936 RRS3/2 Unjointed Square Raising Piece 
150 x 225mm 225 280

Pipe

H32338 RP100/2 Unjointed Pipe 150 1050

H32339 RP100/3 Unjointed Pipe 225 1000

Siphon

H32481 RI1/1  Unjointed Interceptor 100 583

H31921 RI1/3  Unjointed Interceptor 225 1080

H31923 RI2/1  Unjointed Interceptor 100 650

H31925 RI2/2  Unjointed Interceptor 150 740

H31927 RI3/1  Unjointed Reverse Interceptor 100 640

H31928 RI3/2  Unjointed Reverse Interceptor 150 780

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Endcap

BA3718 RSG1 Spare PP Stopper 100 350

BA3742 RSG2 Spare EPDM Stopper 100 100

Grease Separator

H31943 RGU1 Universal Grease Trap 100/110mm 100 940

RI1/1

RI2/1

RI3/1

RDR2

RSG2RSG1

RSG1

RI1/3

RI2/2

RI3/2

All Unjointed products are manufactured to BS 65:1991.
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Gullies

Gullies

Wolseley 
code

Supplier 
code

Product  
description

Nominal  
size mm

Length  
mm

Gully

H32805 MGP2/2 Polyethylene Gully 150 760

H32831 RGP5 Domestic Yard Gully 100 690

H32920 RGP5B Domestic Yard Gully with Back Inlet 100 690

H32835 RGP6 Medium Duty Yard Gully 100 690

BA4728 RGP6B Medium Duty Yard Gully 
with Back Inlet 100 690

H32837 RGP7 Domestic Yard Gully 150 690

BA4678 RGP7B Domestic Yard Gully with Back Inlet 150 690

H32839 RGP8 Medium Duty Yard Gully 150 690

BA4732 RGP8B Medium Duty Yard Gully 
with Back Inlet 150 690

H31624 RGR1 Road Gully 300 x 600 x 100mm 100 630

H31626 RGR2 Road Gully 300 x 600 x 150mm 150 630

H31627 RGR3 Road Gully 400 x 750 x 150mm 150 780

H31628 RGR4 Road Gully 450 x 900 x 150mm 150 930

RGP5

RGR2

MGP2/2

RGR1

Looking for a chamber 
base for clay drainage?

Make sure you choose the right inspection chamber for your 
Hepworth Clay drainage project and check out MyPortal 
featured on page 8.  This new online tool will provide all 
the help you need to ensure you select the correct 
inspection chamber for your 
clay drainage system.

www.hepworthclay.co.uk

60455_58_Hepworth Clay Ad Burdens_AW.indd   Pg1   19/10/2017   09:57
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Bruce Douglas
Tape

Wolseley 
code 

Length 
m

Width 
mm

Weight 
g

Pack 
size

S94032 45.7 100 846 12

S94031 45.7 50 423 24

MP3558 45.7 75 634 16

Certified to BS476 part 6 & 7 Class “O” standard.

Aluminium Foil Tape

Detectable Marker Tape

Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95691 Blue - Water Pipe Below 100 200 1650 1

S95888 Green - Communications Cable Below 100 200 1650 1

S95895 Green - Fibre Optic Cables Below 100 200 1650 1

S95900 Red - Fire Mains Below 100 200 1650 1

S95896 Red - Gravity Sewer Below 100 200 1650 1

S95897 Red - Pressure Sewer Below 100 200 1650 1

S95898 Red - Sewer Pipe Below 100 200 1650 1

S95901 Red - Sewer Pumping Main Below 100 200 1650 1

S95887 Yellow - Electric Cable Below 100 200 1650 1

S95889 Yellow - Gas Pipe Below 100 200 1650 1

S95899 Yellow - Street Lighting Cable Below 100 200 1650 1

Mesh manufactured to BS EN 12613.

Marker Tape

Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95882 Yellow - Gas Main Below 100 150 2225 6

S95689 Yellow - Gas Main Below 365 150 2225 4

S95687 Blue - Water Pipe Below 365 150 2225 4

S95903 Blue - Water Pipe Below - 100 Micron 365 150 2225 4

S95890 Green - CCTV Cable Below 365 150 2225 4

S96147 Green - Communication Cable Below 365 150 2225 4

S95891 Green - Fibre Optic Cable Below 365 150 2225 4

S95905 Green - Telephone Cable Below 365 150 2225 4

S95892 Orange - Traffic Signal Cable Below 365 150 2225 4

S95690 Purple - Street Lighting Cable Below 365 150 2225 4

S95894 Orange - Oil Pipeline Below 365 150 2225 4

S95893 Red - Sewer Pipe Below 365 150 2225 4

MP3546 Red - Sewer Pumping Main Below 365 150 2225 4

S95688 Yellow - Electric Cable Below 365 150 2225 4

S95904 Yellow - Electric Cable Below - 100 Micron 365 150 2225 4

S96140 Yellow - Street Lighting Cable Below 365 150 2225 4

Accessories
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Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95925 12mm x 12M (10rls) 20 60 0.11 250

S95926 25mm x 12M 34 77 0.73 125

Wolseley 
code Description Length 

m
Width 
mm

Weight 
g

Pack 
size

S95927 12mm x 5M (Yellow Spool) 20 66 0.22 250

P.T.F.E White Tape (Gas)

P.T.F.E White Tape

Accessories

We are the experts in Civils, 
Utilities, Power & Fibre and Hire.
We provide unrivalled stock availability, quality 
materials and supply chain management, along with all 
your essential electrical and fibre connections. We are 
also your hire specialists in pipe joining equipment. 

Combined with our expert staff, who have knowledge 
and experience, our complete infrastructure offering 
can help you with any of your project requirements. 
We’re built around you.

INFRASTRUCTURE 
SOLUTIONS
BUILT AROUND YOU

We can help with all your Civils, Utilities, Power & Fibre and Hire needs.
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Marshalls

Flags

Flags, Kerbs & Edgings

Conservation Smooth 
Ground Paving

Conservation Skimmed 
Paving

Marshalls Conservation Smooth Ground 
Flag Paving comes in a sleek ground 
finish. Its unique blend and lavish mix 
of natural granite aggregates makes it 
the ideal paving choice for providing a 
contemporary landscape solution.

Marshalls Conservation Flag Paving is 
now available in an attractive new 
skimmed surface finish. Its unique 
blend and lavish mix of natural granite 
aggregates makes it the ideal paving 
choice for providing a contemporary 
landscape solution.

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 70 33.6

Silver Grey, 
Heather Grey, 

Charcoal

400 400 65 26.9

300 300 60 13

300 450 50 15.3

300 900 50 32

400 400 50 18.4

450 450 50 23

600 600 50 40

600 900 50 64

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 70 33 Silver Grey, 
Heather Grey, 

Charcoal450 450 50 24
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Flags

Conservation Textured 
Paving

Celestia Smooth Paving

Marshalls Conservation Textured Flag 
Paving provides an attractive defined 
textured finish. Its unique blend and 
lavish mix of natural granite aggregates 
makes it the ideal paving choice for 
providing a contemporary landscape 
solution.

Marshalls Celestia Smooth Ground Flag 
Paving is a linear paving range designed 
to be a key visual component in any 
urban environment, providing clean, 
attractive lines and helping clients to 
create distinctive and inviting external 
spaces.

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

1000 1000 70 165

Silver Grey, 
Heather Grey, 
Charcoal, Buff

1000 500 70 85.5

450 450 70 33.6

400 400 65 23.6

300 300 60 13

300 450 50 15.3

300 900 50 32

400 400 50 18.4

450 450 50 24

600 600 50 43

600 900 50 64

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

300 300 63 13.3

Nebula, Grava, 
Lyra, Luna

200 600 50 14.1

300 300 50 10.5

300 900 50 31.5

600 600 50 42.5
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Marshalls

Flags

Flags, Kerbs & Edgings

Celestia Skimmed Paving

Marshalls Celestia Flag Paving is now 
available in a new skimmed finish which 
is bursting with contemporary appeal. 
The aggregates are gently exposed, 
enhancing the surface colour by 
drawing out the rich colour tones, 
making it the ideal linear paving choice 
for creating a striking visual impact.

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

300 300 63 13.3

Nebula, Grava, 
Lyra, Luna

200 600 50 14.1

300 300 50 10.5

300 900 50 31.5

600 600 50 42.5

Perfecta Smooth 
Ground Paving
Marshalls Perfecta Smooth Ground Flag 
Paving is blended with a hard Yorkstone 
aggregate, the aesthetics and technical 
performance qualities of this particular 
stone is why Perfecta is the UK’s market 
leader in smooth ground paving. It is a 
popular cost-effective alternative to 
natural Yorkstone, offering similar 
colour tones and still offering clients 
excellent non-slip properties in both wet 
and dry conditions.

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 70 31

Natural, Buff

400 400 65 23.8

450 600 63 39

600 600 63 53.1

300 450 50 15.3

300 900 50 32

400 400 50 18.4

450 450 50 22

450 600 50 31

600 600 50 43
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Flags

Saxon Textured Paving

Marshalls Saxon Textured Flag Paving is 
blended with a hard Yorkstone 
aggregate to deliver a unique surface 
finish, the consistency of the textured 
surface ensures superb durability and 
non-slip properties. It is a popular 
cost-effective alternative to natural 
Yorkstone, offering similar colour tones 
and still offering clients excellent 
non-slip properties in both wet and dry 
conditions.

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 70 33
Cotton, 

Linen, Hessian450 450 50 24

600 600 50 42

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 70 31

Natural, Buff, 
Red, Charcoal

1000 1000 70 165

1000 500 70 82.5

400 400 65 24.7

450 600 63 39.6

600 600 63 53.4

600 900 63 77.6

300 300 60 12.8

300 450 50 15.3

300 900 50 32

400 400 50 18.2

450 600 50 30

450 450 50 22

600 600 50 43

600 900 50 64.6

Organa Textured 
Riven Paving
Marshalls Organa paving has been 
manufactured using new innovative 
surfacing technology, creating an 
attractive, textured, riven paving option. 
Organa comes in a subtle neutral colour 
palette and is suitable for both 
pedestrian and trafficked applications, 
making it an ideal product choice for 
any modern day landscape design.
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Marshalls

Flags

Flags, Kerbs & Edgings

Rivero Textured 
Riven Paving

Keypave Smooth Paving

Marshalls Rivero paving has been 
manufactured using new innovative 
surfacing technology, creating an 
attractive, textured, riven paving option 
with enhanced colour & aggregates that 
have been Inspired by contemporary 
urban design. Rivero comes in an 
eclectic mix of sophisticated grey tones 
& suitable for both pedestrian and 
trafficked applications, making it an 
ideal product choice for any modern day 
landscape design.

Marshalls new Keypave flag paving has 
been specifically designed for the 
housebuilder to be used on pathways & 
patios at the front & rear of the house. 
Keypave complements a range of other 
Marshalls products, including the most 
popular Keyblok paving, Keykerb and 
new Keyedge which enables 
housebuilders to create an integrated 
outdoor space at an affordable price.

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 70 33 Urban Silver, 
Cool Steel, 
Dark Steel

450 450 50 24

600 600 50 42

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

300 600 40 16.6
Buff, Charcoal, 

Bracken, Brindle450 450 40 18.6

600 600 40 33.1
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Flags

Urbex Riven Paving

Standard Pimple Paving

Urbex is a practical, functional riven 
flag, ideal for hard-standing utility 
areas at a low budget cost making it an 
ideal alternative profile choice to 
Standard Pimple Paving. Urbex is 
available in Marshalls two most 
popular colours, 3 plan sizes & two 
depths therefore suitable for both 
housebuilder; pathways and patios and 
new Commercial pedestrianised areas. 

Marshalls Standard Pimple Flag offers a 
durable, functional landscaping essential 
that has been proven and trusted over 
many years. The wide variety of colours 
and sizes make these flag units suitable 
for a broad range of urban applications, 
and the raised pimples on the surface 
create added traction for maximum slip / 
skid performance.

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 50 23.4

Natural, Buff
600 600 50 42.1
300 600 38 16.2
450 450 38 17.9
600 600 38 32.3

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

450 450 70 –

Natural, Buff 
Red, Charcoal

400 400 65 –
400 200 65 –
300 600 63 –
450 600 63 –
600 600 63 –
600 750 63 –
600 900 63 –
300 300 60 –
400 400 60 –
300 300 50 –
300 600 50 –
300 900 50 –
400 400 50 –
450 450 50 –
450 600 50 –
600 600 50 –
600 750 50 –
600 900 50 –



106 CIVILS / Commercial Landscaping

Marshalls

Kerbs

Flags, Kerbs & Edgings

Combined Kerb & Drainage System

Beany Block Kerbs

Mono Beany Kerbs

Beany Block is the original combined 
kerb and drainage system which has 
been on the market for over 25 years.

Mono Beany is an extension of our original  
Beany Block, and alongside Mini Beany this 
new addition not only complements but 
completes our comprehensive Beany range  
of water management solutions.

Mono Beany offers versatility, available in both  
Half Battered and Splayed profiles, in 500mm 
and 1000mm lengths with two invert depths 
and a full suite of problem solving accessories.

Wolseley 
code

Length 
mm

Width 
mm

Depth 
mm

Other measurement 
mm

Mass/weight 
kg Colour Loading

– 500 and 1000 430 205 - 630 Invert width: 280
Invert depth: 100 - 520 70 - 110 Grey E600

Wolseley 
code

Length 
mm

Width 
mm

Depth 
mm

Mass/weight 
kg Colour Loading

– 500 and 1000 150 321 and 502 20 - 60 Grey D400

British Standard Kitemark is certified to BS EN:1433 and is CE approved.

British Standard Kitemark is certified to BS EN:1433 and is CE approved.

Can’t find 
what you’re 
looking for?

Speak to one of our team today on 0344 292 7090
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Kerbs

BS Standard Kerbs

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Weight 
kg

H49053 Straight Half Battered 1 305 914 150 97

H49000 Straight* Half Battered 2 255 914 125 69

H49054 Straight Half Battered 3 150 914 125 42

H49057 Drop Kerb – Left Hand Half Battered 1:12 Gradient 255/178 914 125 59

H49058 Drop Kerb – Right Hand Half Battered 1:12 Gradient 255/178 914 125 59

H34486 Centre Stone Half Battered 178 914 125 49

H49045 Drop Kerb – Left Hand Half Battered 1:9 Gradient † 255/150 914 125 59

H49046 Drop Kerb – Right Hand Half Battered 1:9 Gradient † 255/150 914 125 59

H49051 Transition – Left Hand Half Battered to Bullnosed 255 914 125 69

H49052 Transition – Right Hand Bullnosed to Half Battered 255 914 125 69

N37057 Transition – Left Hand Half Battered to 45 Splayed 255 914 125 69

N37056 Transition – Right Hand 45 Splay to Half Battered 255 914 125 69

H25691 Side Offlet 1.27mm Diameter Half Battered 255 914 125 62

H34483 Double Drop – Left Hand Half Battered 1.24 Gradient 255/178 914 125 54

H34484 Double Drop – Right Hand Half Battered 1.24 Gradient 255/178 914 125 54

H34481 Double Drop – Left Hand Half Battered 1.24 Gradient 255/178 914 125 63

H34482 Double Drop – Right Hand Half Battered 1.24 Gradient 255/178 914 125 63

H49080 Angle – External Half Battered 255 305 125 36

H49081 Angle – Internal Half Battered 255 305 125 36

H49082 Quadrant Half Battered 255 – 305 43

H49083 Quadrant Half Battered 255 – 455 99

* Also available in 600mm lengths. 
† Use 125mm x 150mm Bullnosed as centre stone.

BS Standard Radius Kerbs – Half Battered

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Radius* 
m

Weight 
kg

H31001 External Radius Half Battered 1 305 780 150 2 84.9

H31003 305 780 150 3 84.9

H31005 305 780 150 4 84.9

H31009   305 780 150 6 84.9

H31011 305 780 150 8 84.9

H31013   305 780 150 10 84.9

N01208 External Radius Half Battered 2 255 950 125 0.6 62

H31125 255 914 125 1 62

H31127 255 914 125 2 62

H31129 255 914 125 3 62

H31131 255 914 125 4 62

H31133 255 914 125 5 62

H31135 255 914 125 6 62

H31137 255 914 125 8 62

H31139 255 914 125 10 62

H31141 255 950 125 12 62
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Drop Kerb Centre

QuadrantAngles

Marshalls

Kerbs

Flags, Kerbs & Edgings

BS Standard Radius Kerbs – Half Battered – Continued

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Radius* 
m

Weight 
kg

H31205 External Radius Half Battered 3 150 780 125 3 34

H31207 150 780 125 4 34

H31211 150 780 125 6 34

H31213 150 780 125 8 34

H31215 150 780 125 10 34

– 150 780 125 12 34

H31143 Internal Radius Half Battered 2 255 950 125 1 62

H31145 255 914 125 3 62

H31147 255 914 125 4 62

H31149 255 914 125 5 62

H31151 255 914 125 6 62

H31153 255 914 125 8 62

H31157 255 914 125 10 62

H31159 255 950 125 12 62

– External Radius Half Battered and Bullnosed LH 255/150 914 125 4 52.5

– 255/150 914 125 6 52.5

– 255/150 914 125 8 52.5

– Drop Kerb Half Battered and Bullnosed RH 255/150 914 125 4 52.5

– 255/150 914 125 6 52.5

– 255/150 914 125 8 52.5

* For a Radius greater than 12m, straights should be utilised.
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Kerbs

BS Standard Kerbs – Bullnosed

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Weight 
kg

BA6660 Straight Bullnosed 305 914 150 100

H49247 Straight* Bullnosed 255 914 125 70

H49040 Straight Bullnosed 150 914 125 42

H32366 Drop Kerb – Left Hand Bullnosed 255/150 914 125 59

H32367 Drop Kerb – Right Hand Bullnosed 255/150 914 125 59

– Centre Stone Bullnosed 150 914 125 42

H49051 Transition – Left Hand Half Battered to Bullnosed 255 914 125 69

H49052 Transition – Right Hand Bullnosed to Half Battered 255 914 125 69

H32368 Angle – External Bullnosed 255 305 145 37

H32369 Angle – Internal Bullnosed 255 305 145 37

H49084 Quadrant Bullnosed 255 – 305 45

N37064 Quadrant Bullnosed 255 – 455 99

* Also available in 600mm lengths.

Drop Kerb Centre

QuadrantAngles
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Marshalls

Kerbs

Flags, Kerbs & Edgings

BS Standard Radius Kerbs – Bullnosed

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Radius* 
m

Weight 
kg

H31021 External Radius Bullnosed 305 780 150 2 87.2

H31025 305 780 150 3 87.2

H31047 305 780 150 4 87.2

H31049   305 780 150 6 87.2

H31051 305 780 150 8 87.2

H31161 External Radius Bullnosed 255 780 125 1 64

H31163 255 780 125 2 64

H31165 255 780 125 3 64

H31167 255 780 125 4 64

H31169 255 780 125 5 64

H31171 255 780 125 6 64

H31173 255 780 125 8 64

H31175 255 780 125 10 64

H31177 255 780 125 12 64

H31217 External Radius Bullnosed 150 914 125 2 35.5

H31219 150 914 125 3 35.5

H31221 150 914 125 4 35.5

H31225 150 914 125 5 35.5

H31227 150 914 125 6 35.5

H31229 150 914 125 8 35.5

H31231 150 914 125 10 35.5

– Internal Radius Bullnosed 255 780 125 12 64

– 255 780 125 1 64

– 255 780 125 3 64

H31235 Internal Radius Bullnosed 150 780 125 4 53

H31237 150 780 125 5 53

H31239 150 780 125 6 53

H31241 150 780 125 8 53

H31243 150 780 125 10 53

– 150 780 125 12 53

* For a Radius greater than 12m, straights should be utilised.

Need kerb  
drainage?

Civils pages 213-215
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Kerbs

BS Standard Kerbs – 45 Splayed

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Weight 
kg

H25692 Straight* 45 Splayed 255 914 125 64

H49059 Straight* 45 Splayed 150 914 125 36

H49057 Drop Kerb – Left Hand 45 Splayed 255/150 914 125 52

H49058 Drop Kerb – Right Hand 45 Splayed 255/150 914 125 52

– Centre Stone – 150 914 125 42

N37057 Transition – Left Hand Half Battered to 45 Splayed 255 914 125 69

N37056 Transition – Right Hand 45 Splayed to Half Battered 255 914 125 69

N37058 Side Offlet † 1.27mm  
Diameter Outlet 45 Splayed 255 914 125 62

H49298 Angle – External 45 Splayed 255 305 125 36

H49297 Angle – Internal 45 Splayed 255 305 125 36

H49299 Quadrant Splayed 255 – 455 101

H32370 Quadrant Splayed 255 – 305 41

Drop Kerb Centre

QuadrantAngles

* Also available in 600mm lengths. 
† For use with 125 x 255mm Splayed.
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Marshalls

Kerbs

Flags, Kerbs & Edgings

BS Standard Radius Kerbs – 45 Splayed

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Radius* 
m

Weight 
kg

H31187 External Radius 45 Splayed 255 780 125 1 53

H31189 255 780 125 2 53

H31191 255 780 125 3 53

H31193   255 780 125 4 53

H31195 255 780 125 5 53

H31197 255 780 125 6 53

H31199 255 780 125 8 53

H31201 255 780 125 10 53

H31203 255 780 125 12 62.5

* For a Radius greater than 12m, straights should be utilised.

Wolseley 
code

Product 
description

Height 
mm

Length 
mm

Width 
mm

Radius 
m

Weight 
kg

BA1300 Straights 255 915 125 – 69

BA1414 External Radius 255 780 125 2 62

– 255 780 125 3 62

BA1415 255 780 125 4 62

BA5242 255 780 125 6 62

– 255 780 125 8 62

– 255 780 125 10 62

– Internal Radius 255 780 125 3 62

– 255 780 125 6 62

BA1346 Drop Left Hand 255/150 915 125 – 59

BA1347 Drop Right Hand 255/150 915 125 – 59

BA5254 Centre Stone 150 915 125 – 42

BA1775 Quadrant 255 – 305 – 42

– Internal Angle 255 305 125 – 38

– External Angle 255 305 125 – 38

Charnwood Aesthetic 
Kerbs Half Battered 2, 
Profile, Textured

Marshalls Charnwood Concrete Kerb 
incorporates a more defined textured 
finish created by the use of larger sized 
aggregate. It is commonly utilised by 
designers and specifiers desiring a 
unique textured product and a low cost 
alternative to Conservation Kerb.
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Kerbs

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Radius 
m

Weight 
kg

BA1448 Straights Wider/Square 255 915 145 – 83

– External Radius Wider/Square 255 780 145 2 83

– External Radius Wider/Square 255 780 145 4 83

– External Radius Wider/Square 255 780 145 6 83

– External Radius Wider/Square 255 780 145 10 83

– Internal Radius Wider/Square 255 729 145 1.85 83

– Internal Radius Wider/Square 255 757 145 3.85 83

– Internal Radius Wider/Square 255 767 145 5.85 83

– Internal Radius Wider/Square 255 774 145 9.85 83

– Drop Left Hand Wider/Square 255 915 145 – 68

– Drop Right Hand Wider/Square 255 915 145 – 68

BA1341 Centre Stone Wider/Square 145 915 145 – 51

– Saxon Kerb Step Wider/Square 145 915 255 – 83

– Quadrant Wider/Square 255 305 305 – 42

– Internal Angle Wider/Square 255 305 145 – 44

– External Angle Wider/Square 255 305 145 – 44

– Edgings Wider/Square 255 915 63 – 17

Saxon Aesthetic Kerbs
Saxon Kerb from the textured range,  
to complement Saxon Paving, features 
exposed aggregates of varying types 
and textures. They have a wider square 
contemporary profile to complement 
Marshalls textured paving.

We’ve got  
tonnes of  
sand and 
aggregates 

Civils page 286
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Marshalls

Kerbs

Flags, Kerbs & Edgings

Conservation  
Aesthetic Kerbs
Conservation Kerb from the textured 
range, to complement Conservation 
Paving, features exposed aggregates of 
varying types and textures. They have a 
wider square contemporary profile to 
complement Marshalls textured paving.

255 x 205 Straight

Wolseley 
code

Product 
description Profile Height 

mm
Length 

mm
Width 
mm

Radius 
m

Weight 
kg

BA5293 Straights Wider/Square 255 915 145 – 83

BA5266 Straights Wider/Square 255 600 145 – 55

BA7593 Straights Wider/Square 255 450 145 – 41

– Straights Wider/Square 255 300 145 – 27

BA5278 External Radius Wider/Square 255 780 145 2 83

BA1769 External Radius Wider/Square 255 780 145 3 83

BA1813 External Radius Wider/Square 255 780 145 4 83

BA7583 External Radius Wider/Square 255 780 145 6 83

BA1827 External Radius Wider/Square 255 780 145 8 83

BA5337 External Radius Wider/Square 255 780 145 10 83

BA5305 Internal Radius Wider/Square 255 729 145 1.85 83

BA5306 Internal Radius Wider/Square 255 748 145 2.85 83

BA5338 Internal Radius Wider/Square 145 757 145 3.85 83

BA5307 Internal Radius Wider/Square 145 767 145 5.85 83

BA5308 Internal Radius Wider/Square 255 771 145 7.85 83

– Internal Radius Wider/Square 255 774 145 9.85 83

H38021 Drop Kerb Left Hand Wider/Square 255/145 915 145 – 68

H38022 Drop Kerb Right Hand Wider/Square 255/145 915 145 – 68

H38023 Centre Stone Wider/Square 145 915 145 – 51

BA7586 Quadrant Wider/Square 255 – 305 – 42

– Conservation Kerb Wider/Square 145 915 255 – 83

N35791 Edging Wider/Square 150 915 63 – 19.5

– Step Tread – 1 Strip Wider/Square 145 915 255 – 83

BA2930 Step Tread – 2 Strip Wider/Square 145 915 255 – 83

BA5355 Internal Angle Wider/Square 255 305 145 – 46

BA5354 External Angle Wider/Square 255 305 145 – 46

– External Radius Wider/Square 255 780 145 1 83

BA1993 Drop Kerb Left Hand Wider/Square 255 915 145 – 68

BA1994 Drop Kerb Right Hand Wider/Square 255 915 145 – 68
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Kerbs / Edgings

Bus Stop Kerbs 
(Variable Height)
The specialist kerb range includes 
Variable Height Bus Stop Kerbs, which 
are designed to enable safe access to 
public transport vehicles.

Wolseley 
code

Length 
mm

Width 
mm

Height 
mm

Mass/ 
weight 

kg
Wider/Square Contemporary Profile Straights

– 1000 100/240 380 145

– 1000 350/385 180 145

Titan Kerbs 
(High Containment)
The specialist kerb range includes  
Titan High Containment Kerbs, which 
safely demarcate routes for large  
goods vehicles.

Wolseley 
code

Length 
mm

Width 
mm

Height 
mm

Mass/ 
weight 

kg
H04056 1000 390 400 240

– 1000 390 360 200

BA2420 665 390 400 160

BA5469 495 390 400 119

BA5458 325 390 400 78

Edgings

Wolseley 
code Profile Height 

mm
Length 

mm
Width 
mm

Weight 
kg

H49062 Flat Top 150 914 50 15

H32363 Flat Top 200 914 50 19

H49066 Flat Top 250 914 50 25

H49073 Bullnosed 150 914 50 16

H25688 Bullnosed 200 914 50 20

H25689 Bullnosed 250 914 50 27

H49067 Round Top 150 914 50 15

H49174 Round Top 200 914 50 19

HA9069 Round Top 250 914 50 25

– Keyedge 50 800 150 12.64
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Marshalls

Concrete Block Paving

Permeable / Concrete Block Paving

La Linia

Mistral

Metrolinia

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 60 2.76

Light Granite, 
Mid Grey Granite, 

Grey Granite, 
Indian Granite, 

Anthracite Basalt

300 200 60 8.28

300 300 60 12.42

400 400 65 24

100 100 80 1.8

200 100 80 3.6

200 200 80 7.2

300 200 80 7.2

300 300 80 7.56

600 300 80 7.56

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

160 120 60 2.6

Charcoal, 
Graphite, 

Silver Grey, 
Harvest Buff

160 160 60 3.5

160 240 60 5.3

160 120 80 3.5

160 160 80 4.7

160 240 80 7.1

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

160 100 80 5.79

City Silver Grey, 
City Charcoal Grey, 

City Blush, 
City Mauve

Mixed 320 x 130 80 8.03

Mixed 320 x 160 80 9.89

Mixed 400 x 130 80 10.03

Mixed 400 x 160 80 12.35

Mixed 480 x 130 80 12.05

Mixed 480 x 160 80 14.83
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Concrete Block Paving

Tegula

Keyblok

Tescina

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

120 80 80 1.8

Traditional, 
Burnt Ochre, 

Pennant Grey, 
Red/Charcoal, 

Harvest

120 120 80 2.7

120 160 80 3.6

120 160 60 2.7

160 160 60 3.5

240 160 80 5.3

160 120 80 3.6

160 160 80 4.7

160 240 80 7.1

240 160 80 7.1

240 240 80 10.7

240 320 80 14.1

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 60 2.8 Brindle, Burnt Ochre, 
Bracken, Natural, 

Charcoal, Buff, Red
200 100 65 3

200 100 80 3.7

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 60 2.8 Natural, Charcoal, 
Brindle, Buff, 
Urban Grey200 100 80 3.7
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Marshalls

Permeable Concrete Block Paving

Concrete Block Paving

La Linia Priora

Tegula Priora

Keyblok Priora

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 80 3.7
Light Granite, 

Mid Grey Granite, 
Grey Granite, 

Anthracite Basalt

200 200 80 7.5

300 200 80 11.2

300 300 80 16.8

600 300 80 33.6

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

160 120 80 2.7

Traditional, 
Burnt Ochre, 

Pennant Grey, 
Red / Charcoal, 

Harvest

160 160 80 3.5

160 240 80 5.3

160 120 60 1.8

160 160 60 2.7

160 240 60 3.6

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 60 2.8 Brindle, Burnt Ochre, Bracken, Charcoal, 
Natural, Red, Buff, White Colourtop, Black Colourtop200 100 80 3.7

Myriad Priora

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 80 3.7

Midnight, Twilight, 
Morning Light, 

Moonlight

200 200 80 7.5

300 200 80 11.2

300 300 80 16.8

600 300 80 33.6

Mistral Priora

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

160 120 80 2.7 Charcoal, 
Silver Grey, 
Harvest Buff

160 160 80 3.5

160 240 80 5.3
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Tactile Paving

Combined Coping & Tactile Unit (one-piece unit)
Marshalls Combined Platform Coping and Tactile Unit provides a highly durable  
and aesthetically pleasing finish.

Length 
mm

Depth 
mm

Mass/weight 
kg Colours

PC40

600 x 1000 65 85 Tactile Natural, Coping Charcoal

Tactile Buff, Coping Natural

Tactile Natural, Coping Charcoal

Tactile Charcoal, Coping Natural

Tactile Charcoal, Coping Buff

A100 B100

930 x 1160 100 264 Tactile Buff Textured, Coping Natural Exposed

1217 x 1160 345 Tactile Buff Textured, Coping Charcoal Exposed

Tactile Buff Exposed, Coping Natural Exposed

Tactile Buff Exposed, Coping Charcoal Exposed

For all your linear 
drainage needs...

Civils page 127
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation
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Containment Kerbs

The standard Trief Kerb Unit provides a strong visual deterrent due to its  
size and unique shape. This encourages reduced speed levels and increases 
hazard awareness.

Straight Units

Radius Units

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BB6340 GST2A914 Standard Kerb 914 380 415 220

BD8734 GST2A669 Short Length 669 380 415 161

BA7803 GST2A543 Short Length 543 380 415 131

BB6339 GST2A455 Half Kerb 455 380 415 110

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BD1758 GST2A1ER External Radius 387/236 380 415 71

BD9127 GST2A1.2ER External Radius 465/313 380 415 89

BA7810 GST2A1.5ER External Radius 386/289 380 415 79

BD3709 GST2A3ER External Radius 582/507 380 415 130

BA7802 GST2A4.5ER External Radius 876/801 380 415 202

BD9128 GST2A1IR Internal Radius 387/538 380 415 116

BD9128 GST2A1.2IR Internal Radius 465/616 380 415 135

BD9129 GST2A1.5IR Internal Radius 386/486 380 415 108

BE0705 GST2A3IR Internal Radius 582/657 380 415 151

BE0706 GST2A4.5IR Internal Radius 700/760 380 415 177

BE0707 GST2A6IR Internal Radius 799/829 380 415 195

GST2A914

Typical External Radius Typical Internal Radius

GST2A669 GST2A543 GST2A455

Brett Landscaping
Trief
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Brett Landscaping

Containment Kerbs – Continued

Taper Units

Quadrant Units

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BA7806 GST2AL1 Left Hand Taper 914 270/157 325/225 89

BE0708 GST2AL1S Left Hand Taper 914 270/157 325/225 85

BB6342 GST2AL2 Left Hand Taper 914 380/270 415/325 146

BA7807 GST2AR1 Right Hand Taper 914 270/157 325/225 89

BE0709 GST2AR1S Right Hand Taper 914 270/157 325/225 85

BB6343 GST2AR2 Right Hand Taper 914 380/270 415/325 146

Wolseley 
code Code Product 

description
Width 
mm

Height 
mm

Weight 
kg

BD6398 GST2AQ30E 30° External Quadrant 380 415 31

BB6341 GST2AQ45E 45° External Quadrant 380 415 41

BA7804 GST2AQ60E 60° External Quadrant 380 415 51

BA7805 GST2AQ90E 90° External Quadrant 380 415 75

BD8733 GST2AQ30I 30° Internal Quadrant 380 415 31

BD9130 GST2AQ45I 45° Internal Quadrant 380 415 57

MP3529 GST2AQ90I 90° Internal Quadrant 380 415 114

B

B

Left Hand Tapers

GST2AQ30E

Right Hand Tapers

GST2AQ30I

GST2AQ45E

GST2AQ45I GST2AQ90I

GST2AQ60E GST2AQ90E

CIVILS / Commercial Landscaping

Trief
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Cadet Containment Kerbs

Please note: for tapers see GST2A.

Please note: for tapers see GST2A.

Please note: for tapers see GST2A.

Straight Units

Radius Units

Quadrant Units

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BA2472 GST1A914 Standard Kerb 914 270 325 152

BD3706 GST1A455 Standard Kerb 455 270 325 70

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BA2629 GST1A75ER External Radius 393 270 325 56

BE0710 GST1A1.5ER External Radius 785 270 325 117

Wolseley 
code Code Product 

description
Width 
mm

Height 
mm

Weight 
kg

BD3707 GST1AQ45E 45° Quadrant 270 325 18

BD3715 GST1AQ60E 60° Quadrant 270 325 24

BD3708 GST1AQ90E 90° Quadrant 270 325 36

BD3708 GST1AQ90E 90° Quadrant 270 325 46

GST1A75ER

GST1A1.5ER

CIVILS / Commercial Landscaping

Bag yourself  
some cement

Civils pages 284-285
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Kassel

Bus Boarding Kerbs
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A major advance in public transport access and convenience, Kassel Kerb offers  
a unique solution for bus docking by providing a reduced gap between pavement 
and the bus platform.

Straight Units

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BD2829 KK601000 Standard Kerb 995 435 314 274

No code KK60500 Half Kerb 495 435 314 137

BD3378 KK801000 Standard Kerb 995 435 314 292

BD5284 KK80500 Half Kerb 495 435 314 146

BA3050 KKFB Flat Block 995 435 160 163

Half Kerb Flat Block

Ramp 1 Ramp 2 Ramp 3

Tapers and Ramps

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BD2830 KK60TLH Taper Left Hand 995 435 314/275 265

BD3380 KK80TLH Taper Left Hand 995 435 334/275 271

BD2831 KK60TRH Taper Right Hand 995 435 314/275 265

BD3379 KK80TRH Taper Right Hand 995 435 334/275 271

BE0712 KK60RL1 Ramp 995 435 314/270 257

BE0713 KK60RL2 Ramp 995 435 270/215 218

BE0714 KK60RL3 Ramp 995 435 215/170 164

BE0715 KK80RR1 Ramp 995 435 314/270 275

BE0716 KK80RR2 Ramp 995 435 270/215 236

BE0717 KK80RR3 Ramp 995 435 215/170 182



Bus Boarding Kerbs – Continued
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Radius Kerb

Quadrants

Radius Kerbs

Wolseley 
code Code Product 

description
Width 
mm

Height 
mm

Weight 
kg

BE0718 KK60Q90E 90° Quadrant 435 314 226

BE0719 KK60Q90I 90° Quadrant 435 314 199

MP3525 KK60Q45E 45° Quadrant 435 314 248

BD7348 KK80Q90E 90° Quadrant 435 314 233

BE0720 KK80Q90I 90° Quadrant 435 314 204

BE0721 KK80Q45E 45° Quadrant 435 314 205

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

Radius 
mm

BD8589 KK603ER External Radius 160 995 435 314 279 3000

BD8588 KK606ER External Radius 160 995 435 314 279 6000

BD8590 KK603IR Internal Radius 160 995 435 314 279 3000

BE0722 KK606IR Internal Radius 160 995 435 314 279 6000

BD1936 KK803ER External Radius 180 995 435 344 298 3000

BD1937 KK806ER External Radius 180 995 435 344 298 6000

BD1935 KK803IR Internal Radius 180 995 435 344 298 3000

BE0723 KK806IR Internal Radius 180 995 435 344 298 6000

90° Internal Quadrant 90° External Quadrant 45° External Quadrant

Slimline Units

Wolseley 
code Code Product 

description
Length 

mm
Width 
mm

Height 
mm

Weight 
kg

BE0314 KKSL601000 Standard Unit 995 235 291 103

BE0724 KKSL801000 Standard Unit 995 241 291 128

BD3703 KKSL60TLH Transition 995 235/125 291/255 99

BD3704 KKSL60TRH Transition 995 235/125 291/255 99

BD3703 KKSL80TLH Transition 995 241/125 311/255 103

BD3704 KKSL80TRH Transition 995 241/125 311/255 103

Standard Unit Transition
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Linear Drainage

ACO Water Management 

Building & Landscape 128-130 
HexDrain® / HexDrain® Brickslot / 
Rain/HexDrain® / RainDrain® / 
RainDrain® Brickslot / CivicDrain / 
DrainMat / GroundGuard / StepDrain

Civils & Infrastructure 131-152 
Universal Gully / MultiDrain® / S Range / 
RoadDrain® / KerbDrain® / Qmax® / 
Slimline® / Q-Plate / Accessories / Deckline

Hauraton

Car Park & Urban Drainage Channel 154-155 
Recyfix Standard / Recyfix Pro / Recyfix Plus

Environmentally Friendly 
Industrial Drainage 156-157 
Recyfix Slotted / Recyfix NC / Recyfix Monotec

Civil and Infrastructure Drainage 158-159 
Recyfix Hi Cap / Faserfix KS
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HexDrain® / HexDrain® Brickslot / Rain/HexDrain®

ACO Water Management
Building & Landscape

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

HexDrain®

BA7033 19310 Channel Assembly 
with Plastic Grate CL 1000 125 80 117 A 15

BD4515 19313 Channel Assembly 
with Steel Grate CL 1000 125 80 117 A 15

BD4485 43000 Garage Pack (3 x 1000mm 
Channel and Acc) CL 1048 125 240 24 A 15

BA7027 19287 Accessory Bag – – – 15 A 15

BA7047 19558 Sump Unit 174 Ø118 250 10 A 15

BA7037 19559 Corner Unit with Black Plastic  
Grating and 125mm Vertical Outlet 125 125 125 10 A 15

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

HexDrain® Brickslot

BB9139 19560 Corner Unit Assembly 125 125 185 10 A 15

F19078 319561 B/Slot Channel 1000 125 148 60 A 15

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

Rain/HexDrain®

H79806 319288 End Cap 6 129 97 10 –

Channel Assembly  
with Plastic Grate

Channel Assembly  
with Steel Grate

Garage Pack

Accessory Bag Sump Unit Corner Unit with 
Black Plastic Grating 

B/Slot Channel Corner Unit Assembly

End Cap

All HexDrain® products comply with BS EN 1433:2002.

All HexDrain® Brickslot products comply with BS EN 1433:2002.



Drilling Equipment / Bagging-Off Equipment
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RainDrain® / RainDrain® Brickslot

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Pack 
size Class

RainDrain®

BA6512 47000 Channel & Galvanised 
Steel Grating CL 1000 118 97 – 20 A 15

BA7050 47001 Chan+CL Grate 1000 118 97 – 12 A 15

BA7030 38512 Cast Iron Grating CL 500 118 – – 50 B 125

BA7025 38516 Galvanised Steel Grating CL 1000 118 – – 50 A 15

BA6503 38703 Sump & Galv Steel Grating 
C/W Sediment Bucket CL 500 118 303 – 12 A 15

BD3770 38708 Sump & Cast Iron Grating 
C/W Sediment Bucket CL 500 118 303 – 12 B 125

BA7029 1684 Foul Air Trap Horizontal 100 – – 110 5 –

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

RainDrain® Brickslot

47002 H79803 Galv Grate 1000 118 173 32 B 125

47003 H79804 Galv +Acc 1000 118 173 8 B 125

47004 H79805 Sump Galv 500 118 378 1 B 125

All RainDrain® Brickslot products comply with BS EN 1433:2002.

Channel and Galvanised  
Steel Grating

Channel and CI Grate

Horizontal Foul Air Trap

Cast Iron Grating

Galvanised Steel Grating Sump and Galvanised Steel Grating 
C/W Sediment Bucket

Galvanised Grating Sump GalvanisedGalvanised +Acc

Sump and Cast Iron Grating  
C/W Sediment Bucket

All RainDrain® products comply with BS EN 1433:2002.
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CivicDrain / DrainMat / GroundGuard / StepDrain

CIVILS / Linear Drainage

Pot Connector 
7060

Channel + Grate 
25010

GroundGuard 
81070

Anthracite Hex & Rain Grating 
10305

Drainmat Base 
0400

Chan Ass 
96848

Wedge Wire S/S Hex & Rain Grating 
10323

Carpet Large 
1212

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

Universal Gully

BB9141 7060 Pot Connector No 615 – – – – –

Urban Nett Prices

BD9221 10305 Complete the Look Anthracite 
Hex & Rain Grating 1000 – – 5 A 15

BD9222 10323 Complete the Look Wedge Wire 
S/S Hex & Rain Grating 1000 – – 5 A 15*

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

CivicDrain

BD3771 25010 CivicDrain 0.0 Chan + Grate 1000 135 150 24 C 250*

DrainMat

F19054 0400 Drainmat Base 1000 500 80 20 –

F19055 1212 Carpet Large Anth/Alum 1000 500 20 4 –

GroundGuard

BA0672 81070 GroundGuard 585 385 38 112 –

StepDrain

BD8741 96848 Chan Ass 1088 53 159 30 –

Products comply with BS EN 1433:2002.

* Products comply with BS EN 1433:2002.

ACO Water Management
Building & Landscape
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Universal Gully

ACO Water Management
Civils & Infrastructure

All Universal Gully products comply with BS EN 1433:2002.

C/W Silt Bucket 
33601

Ductile Iron Grate 
33604

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

F07278 33601 Assembly No 601F C/W Silt Bucket CL 440 440 1315 F 900

F07279 33602 Assembly No 602 without Silt Bucket CL 440 440 1315 F 900

F07280 33603 Intermediate Unit No 603 440 440 515 F 900

F07281 33604 Frame No 604 & Ductile Iron Grate CL 400 660 100 F 900

F07282 33605 Base Unit No 605 750mm Deep & Pipe Adaptor – Ø375 750 F 900

F07283 33606 Silt Bucket (Polyethylene) No 606 – Ø275 250 F 900

F07284 33607 Top Assembly No 607F Cl F900 440 440 650 F 900

Check out our huge 
range of plastic drainage

Civils page 9
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Drilling Equipment / Bagging-Off EquipmentMultiDrain®

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BA7035 12610 M100D No 400DL Slotted  
Galvanised Grating CL 1000 123 – 200 A 15

BA7028 12611 M100D No 402DL Slotted  
Galvanised Grating CL 500 123 – 200 A 15

BA7054 12614 M100D No 423DL Slotted  
Galvanised Grating CL 1000 123 – 200 C 250

BA6461 12615 M100D No 424DL Slotted  
Galvanised Grating CL 500 123 – 200 C 250

F18647 12673 M100D No 507DL Intercept  
Ductile Iron Grating CL 500 123 – 200 C 250

BA6468 23000 M100D No 0.0 Channel 
Galvanised Rail CL 1000 135 150 40 D 400*

BA6469 23001 M100D No 1 Channel  
Galvanised Rail CL 1000 135 150/155 16 D 400*

BA6470 23002 M100D No 2 Channel  
Galvanised Rail CL 1000 135 155/160 16 D 400*

BA6471 23003 M100D No 3 Channel  
Galvanised Rail CL 1000 135 160/165 16 D 400*

BA6472 23004 M100D No 4 Channel  
Galvanised Rail CL 1000 135 165/170 16 D 400*

BA6473 23005 M100D No 5 Channel  
Galvanised Rail CL 1000 135 170/175 16 D 400*

BA6826 23006 M100D No 6 Channel 
Galvanised Rail CL 1000 135 175/180 16 D 400*

BA6474 23007 M100D No 7 Channel  
Galvanised Rail CL 1000 135 180/185 16 D 400*

BA6475 23008 M100D No 8 Channel  
Galvanised Rail CL 1000 135 185/190 16 D 400*

BA6476 23009 M100D No 9 Channel 
Galvanised Rail CL 1000 135 190/195 16 D 400*

BA6477 23010 M100D No 10 Channel  
Galvanised Rail CL 1000 135 195/200 16 D 400*

BA6478 23011 M100D No 11 Channel  
Galvanised Rail CL 1000 135 200/205 16 D 400*

BA6479 23012 M100D No 12 Channel  
Galvanised Rail CL 1000 135 205/210 16 D 400*

BA6480 23013 M100D No 13 Channel  
Galvanised Rail CL 1000 135 210/215 16 D 400*

BA6481 23014 M100D No 14 Channel  
Galvanised Rail CL 1000 135 215/220 16 D 400*

* Denotes not suitable for carriageways of public roads or motorways. 
All MultiDrain® products comply with BS EN 1433:2002.

Slotted Galvanised Grating 
12610 – 12611 

Slotted Galvanised Grating 
12614 – 12615

Intercept Ductile Iron Grating 
12673

Channel Galvanised Rail 
23000 – 23014

CIVILS / Linear Drainage

ACO Water Management
Civils & Infrastructure
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MultiDrain® – Continued

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BA6482 23015 M100D No 15 Channel  
Galvanised Rail CL 1000 135 220/225 16 D 400*

BA6483 23016 M100D No 16 Channel  
Galvanised Rail CL 1000 135 225/230 16 D 400*

BA6484 23017 M100D No 17 Channel  
Galvanised Rail CL 1000 135 230/235 16 D 400*

BA6485 23018 M100D No 18 Channel  
Galvanised Rail CL 1000 135 235/240 16 D 400*

BA6486 23019 M100D No 19 Channel  
Galvanised Rail CL 1000 135 240/245 16 D 400*

BA6487 23020 M100D No 20 Channel  
Galvanised Rail CL 1000 135 245/250 16 D 400*

BA6488 23050 M100D No 0.1J Channel  
Galvanised Rail CL 500 135 150 16 D 400*

BA6489 23075 M100D No 075 Channel  
Galvanised Rail CL 1000 135 75 40 D 400*

BA7071 23076 M100D No 075V Channel  
Galvanised Rail CL 1000 135 75 40 D 400*

BA6490 23100 M100D No 10.0 Channel  
Galvanised Rail CL 1000 135 200 40 D 400*

BA6491 23101 M100D No 10.1J Channel  
Galvanised Rail CL 500 135 200 16 D 400*

BA6492 23110 M100D No 0100 Channel  
Galvanised Rail CL 1000 135 100 40 D 400*

BA7072 23111 M100D No 0100V Channel 
Galvanised Rail CL 1000 135 100 40 D 400*

BA6493 23200 M100D No 20.0 Channel  
Galvanised Rail CL 1000 135 250 32 D 400*

BA6494 23201 M100D No 20.1J Channel  
Galvanised Rail CL 500 135 250 16 D 400*

BA7065 23300 M100D No 30.0 Channel  
Galvanised Rail CL 1000 135 300 32 D 400*

BA7051 23301 M100D No 30.1J Channel  
Galvanised Rail CL 500 135 300 16 D 400*

BA6496 23405 M100D No 23405DL Heelguard 
Ductile Iron Grating CL 500 123 – 200 D 400*

* Denotes not suitable for carriageways of public roads or motorways. 
All MultiDrain® products comply with BS EN 1433:2002.

Channel Galvanised Rail 
23050, 23101, 23201 and 23301

Channel No 075 Galvanised Rail 
23075

Channel Galvanised Rail 
23015 – 23020, 23200 and 23300

Channel Galvanised Rail 
23111

Channel Galvanised Rail 
23076

Heelguard Ductile Iron Grating
23405
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MultiDrain® – Continued

ACO Water Management
Civils & Infrastructure

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BD3772 23406 M100D No 23406DL Solid  
Ductile Iron Grating CL 500 123 – 200 D 400*

BA6497 23408 M100D No 23408DL Slotted  
Ductile Iron Grating CL 500 123 – 200 D 400*

F13372 23409 M100D Atec Ductile Iron  
Heelguard Grate 500 123 – – D 400*

BA6462 132720 M100D No 522DL Black 
Heelguard Grating CL 500 123 – 204 C 250

BD3382 23417 M100D ATec Ductile 
Iron Mosaic Grating 500 123 – 200 D 400

BB7523 12656 M100D Galvanised  
Perforated Grating 1000 123 – 200 C 250

BD3383 12657 M100D Galvanised  
Perforated Grating 500 123 – 200 C 250

BD3382 12666 M100D Galvanised  
Perforated Grating 1000 123 – 200 A 15

BD3381 12667 M100D Galvanised  
Perforated Grating 500 123 – 200 A 15

BA7083 132880 M100D Galvanised 
Mesh Grating 1000 123 – 100 C 250

BB7523 132881 M100D Grating Galvanised 
Mesh Grating 500 125 – 100 C 250

BA7034 23415 M100D Grating Security Lock 
Assembly Stainless Bar and Screws – – – – –

BB6201 23416 M6 Security Allen Key  
(4mm AF PIN) – – – – –

BA6460 12601 M100D No 123 
Step Connector 100 75 50 10 D 400*

BE0295 23404 M100D 306 
Multifunctional End Cap – 135 75/300 25 D 400*

* Denotes not suitable for carriageways of public roads or motorways. 
All MultiDrain® products comply with BS EN 1433:2002.

Slotted Ductile Iron Grating 
23408

CIVILS / Linear Drainage

Composite Black Grating 
132720

ATec Ductile Iron Mosaic Grating 
23417

Galvanised Perforated Grating 
12656 – 12667

Galvanised Mesh Grating 
132880 – 132881

Security Allen Key 
23416

Step Connector 
12601

Grating Security Lock Assembly 
23415

Multifunctional End Cap 
23404
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Drilling Equipment / Bagging-Off Equipment

CIVILS / Linear Drainage

MultiDrain® – Continued

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BE0294 23410 M100D 900 Sump C/W Bucket 
Galv Rail CL 500 135 635 8 D 400*

BE0293 01498 Sump Bucket Black Polyprop 450 90 240 20 –

BD3383 132556 M100DS Stainless Steel 
Intercept Profile Grating 1000 123 – 100 B 125

BA7066 23460 M100D Brickslot Galvanised  
Steel Grating CL 1000 135 105 100 C 250

BD3798 23461 M100D Brickslot Galvanised  
Steel Grating CL 500 135 105 60 C 250

BA7075 23462 M100D Brickslot Galvanised  
Steel Access Unit CL 500 135 105 50 C 250

BD2411 23465 M100D Brickslot Galvanised  
Steel Grating CL 1000 135 105 100 D 400*

F19045 23466 M100D Brickslot Galvanised  
Steel Grating CL 500 135 105 60 D 400*

BA7081 23467 M100D Brickslot Galvanised  
Steel Access Unit CL 500 135 105 50 D 400*

BA7045 23450 M100D CFD075 Grey Downpipe 
Connector CL 150 135 75 75 D 400*

BA7046 23451 M100D CFD0100 Grey Downpipe 
Connector CL 150 135 100 56 D 400*

BA7049 23452 M100D CFD Grey Half Batter  
Kerb Outlet CL 125 135 225 78 D 400†* 

H79801 12664 M100DS No 12664DL Perforated  
Stainless Steel Grating CL 1000 123 – 200 A 15

BB7498 24000 M100DS No 0.0 Channel  
Stainless Steel Rail CL 1000 135 150 40 D 400*

* Denotes not suitable for carriageways of public roads or motorways. 
† These products comply with BS EN 1433 KM538858. 
All MultiDrain® products comply with BS EN 1433:2002.

Brickslot Galvanised Steel Grating 
23460 – 23465

Brickslot Galvanised Steel Access 
Unit 23467

Grey Downpipe Connector 
23451

Grey Downpipe Connector 
23450

Grey Half Batter Kerb Outlet 
23452

Perforated Stainless Steel Grating 
12664

Channel Stainless Steel Rail 
24000

Sump C/W Bucket 
Galvanised Rail 23410

Stainless Steel Intercept Profile 
Grating 132556
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MultiDrain® – Continued

ACO Water Management
Civils & Infrastructure

Universal Sump Stainless Steel 
24410

CIVILS / Linear Drainage

* Denotes not suitable for carriageways of public roads or motorways. 
All MultiDrain® products comply with BS EN 1433:2002.

Stainless Steel Brickslot Access Unit 
23477

Channel Galvanised Rail 
11100

Channel Galvanised Rail 
23150 – 23151

Channel Galvanised Rail 
23157 

Channel Galvanised Rail 
23153 – 23155

Channel Galvanised Rail 
11105

Brickslot Galvanised Steel Grating 
23475 – 23476

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BE0200 24410 M100DS Universal Sump 
Stainless Steel 500 135 635 8 D 400*

BE0198 23475 M100DS Stainless Steel  
Brickslot Grating CL 1000 123 105 100 D 400*

BE0199 23476 M100DS Stainless Steel  
Brickslot Grating CL 500 123 105 60 D 400*

BE0201 23477 M100DS Stainless Steel  
Brickslot Access Unit CL 500 123 105 50 D 400*

BA7063 11100 M100PPD No 0.0 Channel 
Galvanised Rail CL 1000 142 150 60 D 400*

BD2413 11105 M100PPD No 0100 Channel 
Galvanised Rail CL 1000 142 100 50 D 400*

F07296 13001 M150D Step Connector 100 98 50 10 D 400*

BA7053 23150 M150D No 0.0 Channel  
Galvanised Rail CL 1000 185 210 24 D 400*

W89386 23151 M150D No 10.0 Channel  
Galvanised Rail CL 1000 185 260 24 D 400*

BB6204 23152 M150D No 20.0 Channel  
Galvanised Rail CL 1000 185 310 18 D 400*

F07294 23153 M150D No 0.1J Channel  
Galvanised Rail CL 500 185 210 12 D 400*

F07295 23154 M150D No 10.1J Channel  
Galvanised Rail CL 500 185 260 12 D 400*

BA7059 23155 M150D No 20.1J Channel  
Galvanised Rail CL 500 185 310 12 D 400*

W89400 23157 M150D 0100V Channel  
Galvanised Rail CL 1000 185 100 24 D 400*

BD2412 23158 M150D 900 Sump C/W  
Bucket Galvanised Rail CL 500 185 735 6 D 400*

Sump C/W Bucket Galvanised Rail 
23158
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Drilling Equipment / Bagging-Off Equipment

CIVILS / Linear Drainage

MultiDrain® – Continued

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BA7024 23159 M150D 306 Multifunctional  
End Cap – 185 310/100 10 D 400*

F07297 23161 M150D Heelguard Ductile  
Iron Grating CL 500 173 – 96 D 400*

BB6202 23164 M150D Slotted Ductile  
Iron Grating CL 500 173 – 96 D 400*

BA7031 23165 M150D Security Locking  
Assembly S/S Bar and Screws – – – 1 –

BD2811 23169 M150D Atec Ductile  
Iron Heelguard Grate 500 173 – 96 D 400*

H79802 133605 M150D Galvanised 
Mesh Grating 1000 173 – 100 C 250

BA7052 133606 M150D Galvanised 
Mesh Grating 500 173 – 50 C 250

BD7430 23175 M150D Brickslot Galvanised  
Grating CL 1000 185 105 80 D 400*

BD9243 23177 M150D Brickslot Galvanised  
Access Unit CL 500 185 105 40 D 400*

F19072 133607 M150DS Mesh Stainless 
Steel Grating CL 1000 173 – 100 C 250

F19073 133608 M150DS Mesh Stainless 
Steel Grating CL 500 173 – 50 C 250

F19074 24158 M150DS 900 Sump C/W  
Bucket Stainless Steel Rail CL 500 185 735 6 D 400*

BE0202 24150 M150DS No 0.0 Channel  
Stainless Steel Rail CL 1000 185 210 24 D 400*

BA7074 24151 M150DS No 10.0 Channel  
Stainless Steel Rail CL 1000 185 260 24 D 400*

F19071 24156 M150DS 0100 Channel  
Stainless Steel Rail CL 1000 185 100 24 D 400*

BE0203 23185 M150DS Brickslot Stainless  
Steel Grating CL 1000 173 105 80 D 400*

* Denotes not suitable for carriageways of public roads or motorways. 
All MultiDrain® products comply with BS EN 1433:2002.

Sump C/W Bucket Galvanised Rail 
24158

Slotted Ductile Iron Grating 
23164

Brickslot Galvanised Grating 
23175

Mesh Stainless Steel Grating 
133607 – 133608

Channel Stainless Steel Rail 
24150 – 24151

Brickslot Galvanised Access Unit 
23177

Heelguard Ductile Iron Grating 
23161

Brickslot Stainless Steel Grating 
23185

Multifunctional End Cap 
23159
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MultiDrain® – Continued

ACO Water Management
Civils & Infrastructure

CIVILS / Linear Drainage

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BE0204 23187 M150DS Brickslot Stainless  
Steel Access Unit CL 500 173 105 40 D 400*

BB9138 11093 M150PPD Universal  
Closing End Cap 11 188 210 10 D 400*

F18643 11111 M150PPD N0 0.0J Channel 
Galvanised Rail CL 1000 188 210 28 D 400*

BB7241 11288 M150PPD Vertical Outlet  
Connector – Ø160 80 5 –

BA7060 23210 M200D No 0.0 Channel  
Galvanised Rail CL 1000 235 265 12 D 400*

BA7061 23211 M200D No 10.0 Channel  
Galvanised Rail CL 1000 235 315 12 D 400*

BA7062 23212 M200D No 20.0 Channel  
Galvanised Rail CL 1000 235 365 8 D 400*

F07308 23216 M200D 0100 Channel  
Galvanised Rail CL 1000 235 100 16 D 400*

F19046 23217 M200D 0100V Channel  
Galvanised Rail CL 1000 235 100 16 D 400*

BA7083 23218 M200D 900 Sump C/W Bucket 
Galvanised Rail CL 500 235 790 6 D 400*

W89390 23219 M200D 306 Multifunctional 
End Cap – 235 365/100 10 D 400*

F19047 13473 M200D Intercept Ductile  
Iron Grating CL 500 223 – 90 C 250

W89389 23221 M200D Heelguard Ductile  
Iron Grating CL 500 223 – 90 D 400*

F19048 133619 M200DS Mesh Stainless  
Steel Grating CL 1000 223 – 48 C 250

F19049 133620 M200DS Mesh Stainless  
Steel Grating CL 500 223 – 24 C 250

* Denotes not suitable for carriageways of public roads or motorways. 
All MultiDrain® products comply with BS EN 1433:2002.

Brickslot Access Unit 
23187

Universal Closing End Cap 
11093

Channel Galvanised Rail 
11111

Channel Galvanised Rail 
23210 – 23211

Intercept Ductile Iron Grating 
13473

Sump C/W Bucket Galvanised Rail 
23218

Multifunctional End Cap 
23219

Heelguard Ductile Iron Grating 
23221 Mesh Stainless Steel Grating 

133619 – 133620
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MultiDrain® – Continued

* Denotes not suitable for carriageways of public roads or motorways. 
All MultiDrain® products comply with BS EN 1433:2002.

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BE0295 24210 M200DS No 0.0 Channel  
Stainless Steel Rail CL 1000 235 265 12 D 400*

BE0294 24211 M200DS No 10.0 Channel  
Stainless Steel Rail CL 1000 235 315 12 D 400*

BE0293 24212 M200DS No 20.0 Channel  
Stainless Steel Rail CL 1000 235 365 8 D 400*

BA7083 24218 M200DS 900 Sump C/W Bucket 
Stainless Steel Rail CL 500 235 790 6 D 400*

F19048 133617 M200D Galvanised 
Mesh Grating 1000 223 – 48 C 250

F19049 133618 M200D Galvanised 
Mesh Grating 500 223 – 24 C 250

BD3381 1498 Sump Bucket Black Polyprop – – – 1 –

Channel Stainless Steel Rail 
24210 – 24212

Galvanised Mesh Grating 
133605 – 133606

Sump C/W Bucket Stainless Steel 
Rail 24218

Galvanised Mesh Grating 
133617 – 133618

Need EN1401 
pipe & fittings?
We’ve got the lot!

Civils pages 10-24 and 30-36



140

ACO Water Management
Civils & Infrastructure

CIVILS / Linear Drainage

S Range

Channel Junction Unit Channel Only

All products above comply with BS EN 1433 KM538858.

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

F07285 0269 S100 S01 Channel Only CL 1000 155 137 28 F 900

BA6433 0270 S100 S1 Channel Only CL 1000 155 137/143 14 F 900

BA6434 0271 S100 S2 Channel Only CL 1000 155 143/149 14 F 900

BA6435 0272 S100 S3 Channel Only CL 1000 155 149/155 14 F 900

BA6436 0273 S100 S4 Channel Only CL 1000 155 155/161 14 F 900

BA6437 0274 S100 S05 Channel Only CL 1000 155 161 28 F 900

BA6438 0275 S100 S5 Channel Only CL 1000 155 161/167 14 F 900

BA6439 0276 S100 S6 Channel Only CL 1000 155 167/173 14 F 900

BA6440 0277 S100 S7 Channel Only CL 1000 155 173/179 14 F 900

BA6441 0278 S100 S8 Channel Only CL 1000 155 179/185 14 F 900

BA6442 0279 S100 S9 Channel Only CL 1000 155 185/191 14 F 900

BA6443 0280 S100 S110J Channel Junction Unit CL 500 155 191 28 F 900

BA6444 0281 S100 S10 Channel Only CL 1000 155 191/197 14 F 900

BA6824 0282 S100 S11 Channel Only CL 1000 155 197/203 14 F 900

BA6445 0283 S100 S12 Channel Only CL 1000 155 203/209 14 F 900

BA6446 0284 S100 S13 Channel Only CL 1000 155 209/215 14 F 900

BA6447 0285 S100 S14 Channel Only CL 1000 155 215/221 14 F 900

BA6448 0286 S100 S15 Channel Only CL 1000 155 221/227 14 F 900

BA6449 0287 S100 S16 Channel Only CL 1000 155 227/233 14 F 900

BA6450 0288 S100 S17 Channel Only CL 1000 155 233/239 14 F 900

BA6451 0289 S100 S18 Channel Only CL 1000 155 239/245 14 F 900

BA6452 0290 S100 S19 Channel Only CL 1000 155 245/251 14 F 900

BA7069 0291 S100 S120J Channel Junction Unit CL 500 155 251 28 F 900

BA6453 0292 S100 S20 Channel Only CL 1000 155 251/257 14 F 900

BA7077 0293 S100 S21 Channel Only CL 1000 155 257/263 7 F 900

BB6208 0294 S100 S22 Channel Only CL 1000 155 263/269 7 F 900

BB6209 0295 S100 S23 Channel Only CL 1000 155 269/275 7 F 900

BB6210 0296 S100 S24 Channel Only CL 1000 155 275/281 7 F 900

BB6211 0297 S100 S25 Channel Only CL 1000 155 281/287 7 F 900

BB6212 0298 S100 S26 Channel Only CL 1000 155 287/293 7 F 900

BB6213 0299 S100 S27 Channel Only CL 1000 155 293/299 7 F 900

BB6214 0300 S100 S28 Channel Only CL 1000 155 299/305 7 F 900

F07293 0301 S100 S29 Channel Only CL 1000 155 305/311 7 F 900

BA7070 0302 S100 S130J Channel Junction Unit CL 500 155 311 28 F 900

BA7078 0303 S100 S30 Channel Only CL 1000 155 311/317 7 F 900

BA6823 0403 S100 S010 Channel Only CL 1000 155 191 28 F 900

BA6454 0405 S100 S020 Channel Only CL 1000 155 251 28 F 900

BA7079 0407 S100 S030 Channel Only CL 1000 155 311 21 F 900

BA6455 0411 S100 106 Closing End Cap 28 155 197 10 F 900

BA7032 0413 S100 206 Closing End Cap 28 155 257 10 F 900

BA6456 0414 S100 306 Closing End Cap 28 155 317 10 F 900

Closing End Cap
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Drilling Equipment / Bagging-Off Equipment

CIVILS / Linear Drainage

S Range – Continued

* These products comply with BS EN 1433 KM538858. 
† These products comply with BS EN 1433:2002.

Sump Unit Assembly 
4223

Channel C/W Grating 
1427

Channel C/W Grating 
1151 – 1152

Channel/Junction Unit C/W Grating 
1154

Intercept Ductile Iron Grating CL 
0776

Slotted Ductile Iron Grating and Bolts 
4604

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BA6457 0415 S100 S108 Closing End Cap 
with Outlet 110mm Dia 100 155 191 10 F 900*

BA6458 0416 S100 S208 Closing End Cap 
with Outlet 110mm Dia 100 155 251 10 F 900*

BA7040 0420 S100 S209 Closing End Cap 
with Inlet 110mm Dia 100 155 251 10 F 900*

BA7041 0421 S100 S309 Closing End Cap 
with Inlet 110mm Dia 100 155 311 10 F 900*

BA6459 0774 S100 No 774 Heelguard Ductile 
Iron Grating & Bolts CL 500 139 – 156 F 900*

F18642 0776 S100 No 776 Intercept Ductile 
Iron Grating CL 500 139 – 156 F 900*

BA7064 7626 S100 No 778 Solid Ductile 
Iron Grating CL 500 139 – 144 E 600†

F07286 4604 S100 No 772 Slotted Ductile 
Iron Grating & Bolts CL 500 139 – 175 F 900†

H79807 0858 S100 123 Step Connector 60mm 119 153 99 10 F 900

BA6511 4223 S100 S900 Sump Unit Assembly CL 500 155 635 14 F 900†

BA7021 2324 Bolts M10 X 30 – – – 400 –†

BA7076 1151 S150 No 1501 Channel C/W Grating CL 1000 205 220 20 F 900*

BB6207 1152 S150 No 1502 Channel C/W Grating CL 1000 205 270 15 F 900*

BB6206 1154 S150 No 1505J Channel/Junction 
Unit C/W Grating CL 500 205 270 20 F 900†

BA7080 1427 S200 No 2300 Channel C/W Grating CL 1000 260 309 12 F 900†

Closing End Cap with Outlet 
0415 – 0421

Step Connector 
0858

Heelguard Ductile Iron Grating 
0774
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S Range – Continued

ACO Water Management
Civils & Infrastructure

All products above comply with BS EN 1433:2002.

Ductile Iron Edge Closing End 
Cap 1516

Ductile Iron Edge Outlet End 
Cap 1517

Channel/Junction Unit C/W Grating 
2847

Channel/Junction Unit C/W Grating 
1766

CIVILS / Linear Drainage

Ductile Iron Edge Closing End Cap 
2573

Channel C/W Grating CL 
2632

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

BB6203 1516 S200 Ductile Iron Edge 
Closing End Cap 30 260 309 10 F 900

F18651 1517 S200 Ductile Iron Edge Outlet 
End Cap 160mm Deep 150 260 309 10 F 900

BA7082 1766 S300 No 1766J Channel/Junction 
Unit C/W Grating CL 500 360 390 12 F 900

BD8515 2573 S300 Ductile Iron Edge 
Closing End Cap 28 360 390 10 F 900

BA7084 2632 S300 No 2400 Channel C/W Grating CL 1000 360 390 6 F 900

F18640 2847 S200 No 2310J Channel/Junction 
Unit C/W Grating CL 500 260 309 16 F 900

BA7085 3102 S300 Gully Channel CL 1000 300 390 6 F 900

For technical advice, 
speak to a member 
of our team…

Call us on 0344 292 7090 or speak to your local branch
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RoadDrain®

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Pack 
size Class

F07255 32101 PD100 F 10.1 Channel CL 500 160 250 – 28 F 900

F07246 32103 PD100 F 10.3 Rodding Access Unit CL 500 160 250 – 28 F 900

F07257 32201 PD100 F 20.1 Channel CL 500 160 300 – 28 F 900

F07258 32301 PD100 F 30.1 Channel CL 500 160 350 – 28 F 900

F07259 32303 PD100 F 30.3 Rodding Access Unit CL 500 160 350 – 28 F 900

F07260 32308 PD100 F 308 Inlet/Outlet End Cap 25 160 350 160 10 F 900

F07261 32401 PD100 F 40.1 Channel CL 500 160 400 – 28 F 900

F07262 32501 PD100 F 50.1 Channel CL 500 160 450 – 28 F 900

F07263 32503 PD100 F 50.3 Rodding Access Unit CL 500 160 450 – 28 F 900

F07264 32506 PD100 F 506 Closing End Cap 25 160 450 – 10 F 900

F07265 32508 PD100 F 508 Inlet/Outlet End Cap 25 160 450 160 10 F 900

F07266 32900 PD900 F Sump Unit Assembly CL 500 160 665 – 14 F 900

F07254 30123 PD100 123 Step Connector 50mm 123 150 – – 10 D 400*

F07267 33101 PD200 F 10.1 Channel CL 500 260 400 – 16 F 900

F07268 33103 PD200 F 10.3 Rodding Access Unit CL 500 260 400 – 16 F 900

F07269 33108 PD200 F 108 Inlet/Outlet End Cap 25 260 400 160 10 F 900

F07270 33123 PD200 F Step Connector 50mm 110 260 – – 10 F 900

F07271 33201 PD200 F 20.1 Channel CL 500 260 450 – 16 F 900

F07272 33203 PD200 F 20.3 Rodding Access Unit CL 500 260 450 – 16 F 900

F07273 33208 PD200 F 208 Inlet/Outlet End Cap 25 260 450 160 10 F 900

F07274 33301 PD200 F 30.1 Channel CL 500 260 500 – 16 F 900

F07275 33303 PD200 F 30.3 Rodding Access Unit CL 500 260 500 – 16 F 900

F07276 33306 PD200 F 306 Closing End Cap 25 260 500 – 10 F 900

F07277 33308 PD200 F 308 Inlet/Outlet End Cap 25 260 500 160 10 F 900

* Denotes not suitable for carriageways of public roads or motorways. 
All RoadDrain® products comply with BS EN 1433:2002.

Channel 
32101, 32201, 32301,  

32401 and 32501

Rodding Access Unit 
32103, 32303 and 32503

Closing End Cap 
32506

Channel 
33101

Sump Unit 
Assembly 

32900

Step Connector 
30123

Inlet/Outlet End 
Cap 32308 and 

32508

Closing End Cap 
33306

Step Connector 
33123

Inlet/Outlet End Cap 
33108, 33208 and 33308

Channel 
33201 and 33301
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KerbDrain®

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Pack 
size Class

F01274 7949 KDHB255 Rodding Access Unit CL 500 125/150 225 – 14 D 400

F01275 7950 KDHB255 Channel CL 1000 125 225 – 18 D 400

F01276 7955 KDHB255 Centre Stone Unit CL 1000 150 125 – 28 D 400

F01277 7956 KDHB255 LH Drop Kerb CL 1000 125/150 255/130 – 24 D 400

F01278 7957 KDHB255 RH Drop Kerb CL 1000 125/150 255/130 – 24 D 400

F01279 7958 KDHB255 Channel CL 500 125 225 – 36 D 400

F01265 7930 KDSP280 Splayed Channel Unit CL 1000 150 280 160 14 D 400

F01266 7935 KDSP280 Splayed Channel Unit CL 500 150 280 110 28 D 400

F01267 7937 KDSP280 Splayed Access Unit CL 500 150/190 280 160 28 D 400

F01268 7938 KDSP280 Splayed LH Drop Kerb CL 1000 150 280 – 16 D 400

F01269 7939 KDSP280 Splayed RH Drop Kerb CL 1000 150 280 – 16 D 400

F01270 7940 KDSP280 Splayed LH Transition Unit CL 500 150 280/305 – 32 D 400

F01271 7941 KDSP280 Splayed RH Transition Unit CL 500 150 280/305 – 32 D 400

F01272 7942 KDSP280 Splayed LH Inlet/ 
Outlet End Cap 50mm 50 150 280 – 10 D 400

F01273 7943 KDSP280 Splayed RH Inlet/ 
Outlet End Cap 50mm 50 150 280 – 10 D 400

F01286 7965 KDSP280/KDHB305 Centre  
Stone Unit CL 915 150 205 110 21 D 400

F01254 4982 KDHB305 Perforated Centre Stone CL 915 150 205 – 21 D 400

Rodding Access Unit 
7949

Left Hand Drop Kerb 
7956

Channel 
7958

Centre Stone Unit 
7955

Splayed LH Drop Kerb 
7938

Splayed Channel Unit 
7935

Splayed Channel Unit 
7930

Splayed Access Unit  
7937

Splayed LH Transition Unit 
7940 and 7941

Splayed LH Inlet/Outlet End 
7942 and 7943

Perforated Centre Stone 
4982

Centre Stone Unit 
7965

All KerbDrain® products comply with BS EN 1433:2002.



145CIVILS / Linear Drainage

Flush Centre Stone/6M 
4985

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Pack 
size Class

F01256 4984 KDHB305 6M External Radius CL 495 150 305 – 28 D 400

F01257 4985 KDHB305 Flush Centre Stone/6M 
External Radius CL 496 150 180 – 28 D 400

F01258 4990 KDHB305 1.8M External Radius CL 470 150 305 – 28 D 400

F01259 4991 KDHB305 90º Internal Angle CL 305 150 305 – 16 D 400

F01260 4992 KDHB305 External Quadrant Unit CL 305 305 305 – 16 D 400

F01262 4998 KDHB305 Flush LH Drop/ 
6M External Radius CL 1500 150 180 160 8 D 400

F01263 4999 KDHB305 Flush RH Drop/ 
6M External Radius CL 1500 150 180 160 8 D 400

F01280 7959 KDHB305 Channel CL 1000 150 305 110 14 D 400

F01281 7960 KDHB305 Channel CL 250 150 305 110 28 D 400

F01282 7961 KDHB305 Channel CL 500 150 305 – 28 D 400

F01283 7962 KDHB305 Rodding Access Unit CL 500 150 305 110 56 D 400

F01284 7963 KDHB305 RH Inlet/Outlet End Cap 50 150 305 – 10 D 400

F01285 7964 KDHB305 LH Inlet/Outlet End Cap 50 150 305 – 10 D 400

F01287 7966 KDHB305 LH Drop Kerb CL 915 150 305/205 160 20 D 400

F01288 7967 KDHB305 RH Drop Kerb CL 915 150 305/205 110 20 D 400

F01289 7968 KDHB305 External Curve  
7-6M Mitre Unit CL 500/487 150 305 160 28 D 400

F01290 7969 KDHB305 External Curve  
10-8M Mitre Unit CL 500/490 150 305 – 28 D 400

* Denotes not suitable for carriageways of public roads or motorways. 
All KerbDrain® products comply with BS EN 1433:2002.

External Quadrant Unit 
4992

1.8M External Radius 
4990

LH Drop Kerb 
7966

Rodding Access Unit 
7962

Channel 
7961

Inlet/Outlet End Cap 
7963 and 7964 

RH Drop Kerb 
7967

External Curve 10-8M  
7969

KerbDrain® – Continued
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Flush LH Centre Stone Drop Kerb 
7995

Flush RH Centre Stone Drop Kerb 
7796

Internal Curve 25-11M  
7971

KerbDrain® – Continued

All KerbDrain® products comply with BS EN 1433:2002.

Splayed Access Unit 
4242

Centre Stone 
4236

Splayed Channel 
4241

Splayed LH Drop Kerb 
4243

LH Transition Unit 
4245

Channel CL 
4232 and 4233

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Pack 
size Class

F01291 7970 KDHB305 External Curve  
25-11M Mitre Unit CL 500/493 150 305 – 28 D 400

F01292 7971 KDHB305 Internal Curve  
25-11M Mitre Unit CL 500/497 150 305 – 28 D 400

F01293 7972 KDHB305 Blind Unit CL 500 150 305 – 28 D 400

F01294 7992 KDHB305 Flush Centre Stone CL 1000 150 180 – 21 D 400

F01295 7995 KDHB305 Flush LH Centre Stone  
Drop Kerb CL 1500 150 305/180 – 8 D 400

F01296 7996 KDHB305 Flush RH Centre Stone  
Drop Kerb CL 1500 150 305/180 – 8 D 400

W89408 4236 KDSP380/KDHB405 Centre Stone CL 1000 150 305 – 14 D 400

W89406 4241 KDSP380 Splayed Channel CL 1000 150 380 – 14 D 400

W89407 4242 KDSP380 Splayed Access Unit CL 500 193 380 – 14 D 400

W89412 4243 KDSP380 Splayed LH Drop Kerb CL 1000 150 380/305 – 15 D 400

W89413 4244 KDSP380 Splayed RH Drop Kerb CL 1000 150 380/305 – 15 D 400

F07316 4245 KDSP380/KDHB405 LH  
Transition Unit CL 500 150 405/380 – 14 D 400

F07317 4246 KDSP380/KDHB405 RH  
Transition Unit CL 500 150 405/380 – 14 D 400

W89411 4231 KDHB405 Channel CL 500 150 405 – 28 D 400

W89404 4232 KDHB405 Channel CL 1000 150 405 – 14 D 400

W89405 4233 KDHB405 Access Unit CL 500 150 405 110 14 D 400
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KerbDrain® – Continued

* Denotes not suitable for carriageways of public roads or motorways. 
All KerbDrain® products comply with BS EN 1433:2002.

LH Drop Kerb 
4234

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Pack 
size Class

W89409 4234 KDHB405 LH Drop Kerb CL 1000 150 405/305 110 15 D 400

W89410 4235 KDHB405 RH Drop Kerb CL 1000 150 405/305 110 15 D 400

F01227 4923 KDHB480 Blind Unit CL 500 150 480 – 28 D 400

F01228 4926 KDHB480 Channel CL 500 150 480 160 28 D 400

F01229 4927 KDHB480 Rodding Access Unit CL 500 150 480 – 28 D 400

F01231 4931 KDHB480 LH Drop Kerb CL 915 150 480/375 – 10 D 400

F01232 4932 KDHB480 RH Drop Kerb CL 915 150 480/375 – 10 D 400

F01233 4933 KDHB480 Centre Stone CL 915 150 375 200 14 D 400

F01234 4934 KDHB480 External Curve 
7-6M Mitre Unit CL 500/487 150 480 – 28 D 400

F01235 4935 KDHB480 External Curve 
10-8M Mitre Unit CL 500/490 150 480 – 28 D 400

F01236 4936 KDHB480 External Curve 
25-11M Mitre Unit CL 500/493 150 480 – 28 D 400

F01237 4937 KDHB480 Internal Curve 
25-11M Mitre Unit CL 500/497 150 480 – 28 D 400

F01239 4939 KDHB480 LH Inlet/Outlet End Cap 50 150 480 – 10 D 400

F01240 4940 KDHB480 RH Inlet/Outlet End Cap 50 150 480 – 10 D 400

F01241 4943 KDHB480 Cable Loop 
Assembly Unit CL 150 150 480 – 16 D 400

F01255 4983 KDHB480 Perforated Centre Stone 915 150 375 – 14 D 400

F01242 4960 KDSP480 Splayed Channel CL 500 150 480 – 28 D 400

F01244 4962 KDSP480 Splayed LH Outlet End Cap 197 150 480 – 10 D 400

F01245 4963 KDSP480 Splayed RH Outlet End Cap 197 150 480 – 10 D 400

F07247 1614 Shallow Gully Base 500 – 365 – 8 D 400

F07248 1616 Gully Bucket 395 250 330 – 0 D 400

F01221 4182 KDHB610 Half Batter Gully Top  
and Shallow Base Ass CL 500 390 865 – 0 D 400

F01222 4183 KDHB611 Half Batter Gully Top  
and Deep Base Ass CL 500 390 1025 – 14 D 400

F01223 4184 KDHB612 Half Batter Gully Top  
and Roddable Deep Base Ass CL 500 390 1025 – 14 D 400

F01224 4185 KDHB615 Half Batter Gully Top  
and Road Gully Connector CL 500 390 545 – 14 D 400

F01225 4198 Deep Gully Base 500 – 520 – 14 D 400

Rodding Access Unit 
4927

Centre Stone 
4933

External Curve 7-6M Mitre Unit 
4934

Perforated Centre Stone 
4983

LH Inlet/Outlet End Cap 
4939
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Half Batter Closing End Cap 
4938

Bus Stop Kerb Unit 
4964

Perforated Bn Centre 
4350

KerbDrain® – Continued

Need flags  
or block  
paving?

Civils pages 100-105 and 116-118

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

F01226 4199 Deep Trapped Gully Base 4199 – – – 4 D 400

F01230 4928 KDHBG Half Batter Gully Access  
Top Assembly CL 500 390 505 0 D 400

F01238 4938 255/305/405/480 Half Batter  
Closing End Cap 50 150 480 10 D 400

F01243 4961 280/380/480 Splayed Closing End Cap 50 – 480 10 D 400

F01249 4976 KDSPG Splayed Gully Access  
Top Assembly CL 500 390 505 0 D 400

F01250 4977 KDSP610 Splayed Gully Top  
and Shallow Base Assembly CL 500 390 870 4 D 400

F01251 4978 KDSP611 Splayed Gully Top  
and Deep Base Assembly CL 500 390 1025 0 D 400

F01252 4979 KDSP612 Splayed Gully  
and Roddable Deep Base CL 500 390 1025 0 D 400

F01253 4980 KDSP615 Splayed Gully Top  
and Road Gully Connector CL 500 390 545 0 D 400

F01261 4997 HB305/HB480 Heelguard Inserts S/S for 
Perforated Centre Stone (4 Per Unit) – Ø110 – 0 D 400

F01246 4964 Bus Stop Kerb Unit  
535mm x 180mm x 500mm CL 500 150 535 28 D 400

F01247 4965 Bus Stop LH Transition Unit Assembly CL 1000 150 535 14 D 400

F01248 4966 Bus Stop RH Transition Unit Assembly CL 1000 150 535 14 D 400

F07318 4350 KD405 915mm Perforated Bn Centre 1000 150 305 14 D 400

BA5917 4929 KDHB Half Batter Gully 
Access Frame and Cover Only – – – – –

All KerbDrain® products comply with BS EN 1433:2002.
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Qmax®

Q-Guard Ductile Iron Channel 
32801, 32811, and 32831

Q-Flow Ductile Iron Channel 
32800, 32810, 32820 and 32830

Q-Slot Galvanised Steel Channel 
32824

Step Connector (male to 
female) 32880

End Cap Assembly 
42351

550 Chamber 
Connector (male) 

32826

500 Closing End Cap 
32825

Step Connector 
(male to female) 

32882

End Cap Assembly 
42221

550 Chamber 
Connector (female) 

32826

All Qmax® products comply with BS EN 1433:2002.

Access Chamber 
with Slotted Cover 
32970 and 32971

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

F07320 32990 150 Q-Flow Edge Channel 2000 210 400 1 F 900

BD9149 32991 150 Q-Guard Edge Channel 2000 210 400 1 F 900

F07321 32995 150 to 225 Step Connector – 310 25 1 F 900

BD9150 32997 150 End Cap Assembly 240 210 – 1 F 900

F07322 32800 225 Q-Flow Ductile Iron Channel 2000 Ø290 480 1 F 900

W89401 32801 225 Q-Guard Ductile Iron Channel 2000 Ø290 480 1 F 900

F07323 32880 225 225/350 Step Connector  
(male to female) 25 Ø435 – 1 F 900

F19043 42221 225 End Cap Assembly 239 290 239 12 F 900

F07324 32810 350 Q-Flow Ductile Iron Channel 2000 Ø415 600 1 F 900

F19040 32811 350 Q-Guard Ductile Iron Channel 2000 Ø415 600 1 F 900

F19041 42351 350 End Cap Assembly 239 415 415 12 F 900

F07325 32820 550 Q-Flow Ductile Iron Channel 2000 635 920 1 F 900

BD7216 32824 550 Q-Slot Galvanised Steel Channel 2000 635 1020 1 F 900

BB0024 32825 500 Closing End Cap 635 12 715 1 F 900

BD7217 32826 550 Chamber Connector (pair) – – – 1 F 900

BD9062 32830 700 Q-Flow Ductile Iron Channel 2000 730 1070 1 F 900

BD9062 32831 700 Q-Guard Ductile Iron Channel 2000 730 1070 1 F 900

W89403 32970 225/350 Access Chamber  
with Slotted Cover 565 565 640 1 D 400

BD9151 32971 225/350 Access Chamber  
with Slotted Cover 660 660 640 1 F 900

W89402 32972 225/350 Outlet/Inlet Chamber  
with Slotted Cover 565 565 1095 1 D 400

BD9152 32973 225/350 Outlet/Inlet Chamber  
with Slotted Cover 660 660 1095 1 F 900

F19042 32974 225/350 Outlet/Inlet/Silt Chamber  
with Slotted Cover 565 565 1600 1 D 400

BD7218 44314 500-900 Access Chamber  
with Slotted Cover CL 870 870 1500 1 D 400

BD9061 44316 500-900 Access Chamber  
with Slotted Cover CL 870 870 1500 1 F 900

All Qmax® products comply with BS EN 1433:2002.
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Slimline® / Q-Plate

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Pack 
size Class

Slimline®

BB9141 7110 Channel with Preformed Knockout C250 1000 146 146 10 C 250

BD9221 7174 Inspection Assembly Base 
and Polymer Cover A15 540 146 146 10 A 15

BD9222 0872 Sump Unit Polymer Slot Cover 540 146 506 1 A 15

BB9143 0873 Sump Unit Composite Grating 540 146 506 1 C250

Wolseley 
code

Supplier 
code

Product  
description

Pack 
size

Q-Plate

F18644 ORIFICE Orifice Control To Suit 150mm 1

BB8253 Q-PLATE Oriface Plate 150mm Outlet 1

F18650 QPLATE110MM Oriface Plate 110mm Outlet 1

BD7221 VORTEX50 50mm Vortex Control 0.6M 1.0 1

BD7222 VORTEX60 60mm Vortex Control 0.6M 1.5 1

BD7219 VORTEX83 83mm Vortex Control 1M 3.5 1

BD7220 VORTEX88 88mm Vortex Control 1M 4.0 1

W89387 VORTEXSP1 Q Brake Vortex Flow Control 96mm 1

W89388 VORTEXSP2 Q Brake Vortex Flow Control 98mm 1

All Slimline® products comply with BS EN 1433:2002.

Channel with Preformed Knockout 
7110

Sump Unit Polymer Slot Cover 
0872

Sump Unit Composite Grating 
0873

We’re well connected 
for plastic fittings 

Civils pages 9-39 
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Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Pack 
size

H34822 0056 820 Universal Drain Union PVCu 100 Ø110 – 100 5

F07243 0057 821 Universal Drain Union 
Oval to Round PVCu 175 Ø160 – 175 5

H34823 0058 822 Universal Drain Union PVCu 150 Ø160 – 150 5

H35077 1367 Universal Quicklock/Drainlock 
Grating Lifting Tool 835 – – – – 0

H35079 2638 922 Universal Foul Air Trap PVCu – Ø160 – – 5

H34852 2640 920 Universal Foul Air Trap PVCu – Ø110 – – 5

F07251 2723 823 Universal Drain Union PVCu – Ø200 200 – 5

H79043 7931 940 Universal Roddable  
Foul Air Trap PVCu – Ø110 450 110 5

H79044 7932 950 Universal Roddable  
Foul Air Trap PVCu – Ø160 400 200 5

Drain Union PVCu 
0056

Drain Union Oval to Round PVCu 
0057

Drain Union PVCu 
0058

Quicklock/Drainlock Grating 
1367

Foul Air Trap PVCu 
2638

Foul Air Trap PVCu 
2640

Drain Union PVCu 
2723

Roddable Foul Air Trap PVCu 
7931

Roddable Foul Air Trap PVCu 
7932

* Denotes not suitable for carriageways of public roads or motorways. 
† These products comply with BS EN 1433 KM538858. 
# These products comply with BS EN 1433:2002.

Accessories
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Sieve 
97235

Channel 1000 
105255

End Outlet 
105264

End Plate 
105105

Corner Unit 
105259

Perforated Grating 
105508 and 105509

Channel 500 
105254

Branch Unit 
105261

Slot Grating 
105522

Civils & Infrastructure

CIVILS / Linear Drainage

Deckline

* Products comply with BS EN 1433:2002.

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Deckline

BE0225 97217 125 110mm Foul Air Trap – – 91 108.5

BE0226 97235 125/Eg150 Fil Sievess304 – – 5 10.45

F19075 98508 50 x 1000mm SS304 Soc Pipe EDPM 1000 – – 5

F17078 105105 125 Modular End Plate 125mm Inv 153 17 138 –

F19076 105170 125 Modular Chan 3M 80-95mm Inv 3000 153 108 –

F19077 105180 125 Modular E/Out 500mm 125mm Inv 500 153 240 –

BE0224 105251 125 Universal Closing Plate 153 17 63 –

BE0227 105254 125 Channel 500 LG50 Galv 500 153 63 –

BE0222 105255 125 Channel 1000 LG50 Galv 1000 153 63 –

BE0221 105257 125 Channel 3000 LG50 Galv 3000 153 63 –

BE0232 105259 125 Corner Unit 639 514 63 –

BE0229 105261 125 Branch Unit50 Inv Galv 639 500 63 –

BE0223 105264 125 End Out 100 LG50 Galv 1000 123 178 –

BE0230 105508 125 Perf Grate 1000CL Gal* 1000 123 31 –

BE0231 105509 125 Perf Grate 500CL Gal* 500 123 31 –

BE0228 105522 Slot Grating Galv 1000 A15* 1000 123 2 –
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation
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Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Recyfix Standard

F05626-F05670 100 01 with Galv Slotted Grate A15 1000 150 134 A15

F05629-F05670 100 Trash Box with Galv Slotted Grate A15 500 150 488 A15

F05534 100 01 End Cap – 150 108 –

Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Recyfix Pro

F05887 100 01 with B125 Gugi MW-15-25 1000 160 150 B125

F05889 100 Trash Box with B125 Gugi MW-15-25 500 160 504 B125

F05667 100 01 with C250 Fibretec Slotted Grate 1000 160 150 C250

F05668 100 Trash Box with C250 Fibretec Slotted Grate 500 160 504 C250

F05690 100 01 End Cap – 160 124 –

F05894 150 01 with B125 Fibretec Slotted Grate 1000 212 210 B125

F05895 150 Trash Box with B125 Fibretec Slotted Grate 500 212 518 B125

F05896 150 01 End Cap – 210 218 –

Recyfix Standard / Recyfix Pro

F05626 – F05670

F05887 F05668

F05895

F05629 - F05670

F05889

F05690 F05896

F05534

F05668

F05894
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Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Recyfix Plus

F05869 100 010 with C250 Slotted Ductile Iron Grate 1000 147 186 C250

F05530 100 01 with C250 Slotted Ductile Iron Grate 1000 147 135 C250

F05532 100 Trash Box with C250 Slotted Ductile Iron Grate 500 147 489 C250

F05531 100 01 with D400 Slotted Ductile Iron Grate 1000 147 135 D400

F05533 100 Trash Box with D400 Slotted Ductile Iron Grate 500 147 489 D400

F05534 100 01 End Cap – 150 108 –

F05537 150 01 with C250 Slotted Ductile Iron Grate 1000 202 193 C250

F05538 150 Trash Box with C250 Slotted Ductile Iron Grate 500 202 501 C250

F05870 150 01 with D400 Slotted Ductile Iron Grate 1000 202 193 D400

F05871 150 Trash Box with D400 Slotted Ductile Iron Grate 500 202 501 D400

F05539 150 01 End Cap / Outlet – 210 203 –

F05872 200 010 with C250 Slotted Ductile Iron Grate 1000 247 186 C250

F05876 200 Trash Box with C250 Slotted Ductile Iron Grate 500 247 735 C250

F05874 200 010 with D400 Slotted Ductile Iron Grate 1000 247 186 D400

F05877 200 Trash Box with D400 Slotted Ductile Iron Grate 500 247 735 D400

F05878 300 01 with C250 Gugi Mesh Ductile Iron Grate 1000 347 291 C250

F05879 300 End Cap – 360 340 –

F05880 300 End Cap Oulet – 360 340 –

Recyfix Plus

F05869

F05533

F05870

F05876

F05879

F05531

F05538

F05872

F05878

F05530

F05534

F05871

F05874

F05880

F05532

F05537

F05539

F05877
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Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Recyfix Slotted 

F05626 Standard 100 01 1000 150 134 D400

F05767 Symmetric Single Slot 1000 136 135 D400

F05768 Asymmetric Single Slot 1000 136 135 D400

F05769 Access Cover 500 136 135 D400

F05629 Standard 100 Trash Box 500 150 488 D400

Recyfix Slotted / Recyfix NC

F05626 F05769F05767

F05629

F05768

Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Recyfix NC

F05688 100 01 Slotted Ductile Iron E600 1000 160 150 E600

F05689 100 Trash Box Slotted Ductile Iron E600 500 160 504 E600

F05690 100 01 End Cap – 160 124 –

F05897 100 010 Slotted Ductile Iron E600 1000 160 200 E600

F05631 100 010 End Cap Outlet – 160 201 –

F05901 150 01 Slotted Ductile Iron E600 1000 212 210 E600

F05902 150 Trash Box Slotted Ductile Iron E600 500 212 518 E600

F05903 100 01 End Cap/End Cap Outlet – 210 218 –

F05688 F05897

F05903

F05689

F05901F05631

F05690

F05902



157CIVILS / Linear Drainage

Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Recyfix Monotec

F05830 100 D400 230 1000 150 230 D400

F05831 100 D400 280 1000 150 280 D400

F05832 100 D400 380 1000 150 380 D400

F05833 200 D400 450 1000 250 450 D400

F05834 100 Access Unit D400 510 160 392 D400

F05835 100 Trash Box D400 510 160 392 D400

F05836 200 Trash Box D400 510 260 497 D400

F05837 200 Access Unit D400 510 260 497 D400

F05838 100 End Cap 230 – 150 224 D400

F05839 100 End Cap 280 – 150 274 D400

F05840 100 End Cap 380 – 150 374 D400

F05841 200 End Cap 450 – 250 441 D400

F05842 100 Adaptor 230/280 – 216 283 D400

F05843 100 Adaptor 280/380 – 216 283 –

Recyfix Monotec

F05830 F05833

F05836

F05840

F05831

F05834

F05838

F05842

F05837

F05841

F05832

F05835

F05839

F05843
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CIVILS / Linear Drainage

Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Recyfix Hi Cap

F05907 2000 14mm Slot F900 1000 150 565 F900

F05651 2000 Access Unit Solid 511 590 1114 F900

F05652 2000 Gully Unit Solid 511 590 1114 F900

F05653 2000 End Cap – 140 350 F900

F05654 2000 End Cap Outlet – 140 350 F900

F05908 3000 14mm Slot F900 1000 210 580 F900

F05731 3000 Gully Unit Solid 511 590 1114 F900

F05732 3000 Access Unit Solid 511 590 1114 F900

F05660 3000 End Cap – 190 370 F900

F05661 3000 End Cap Outlet – 190 370 F900

F05909 5000 14mm Slot F900 1000 256 665 F900

F05739 5000 Gully Unit Solid 511 590 1114 F900

F05740 5000 Access Unit Solid 511 590 1114 F900

F05736 5000 End Cap – 240 450 F900

F05737 5000 End Cap Outlet – 240 450 F900

F05910 8000 14mm Slot F900 1000 432 1050 F900

F05747 8000 Gully Unit Solid 511 590 1114 F900

F05748 8000 Access Unit Solid 511 590 1114 F900

F05744 8000 End Cap – 420 720 F900

F05745 8000 End Cap Outlet – 420 720 F900

F05911 10000 14mm Slot F900 1145 760 1170 F900

F05752 Cap 10000 End Cap / End Cap Outlet – – – F900

Recyfix Hi Cap

F05907 F05653

F05909

F05744

F05651, F05652, F05731, F05732, 
F05739, F05740, F05747 and F05748

F05654

F05660

F05911 F05752

F05737 F05745

F05908

F05661 F05736

F05910
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Faserfix KS

Wolseley 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm Class

Faserfix KS

F05540 100 1M Level Invert Channel 01 1000 160 160 –

F05541 100 Built In Fall Channel (1) 1000 160 160 - 166 –

F05542 100 Built In Fall Channel (2) 1000 160 166 - 172 –

F05543 100 Built In Fall Channel (3) 1000 160 172 - 178 –

F05544 100 Built In Fall Channel(4) 1000 160 178 - 184 –

F05545 100 Built In Fall Channel (5) 1000 160 184 - 190 –

F05546 100 Built In Fall Channel (6) 1000 160 190 - 196 –

F05547 100 Built In Fall Channel (7) 1000 160 196 - 202 –

F05548 100 Built In Fall Channel (8) 1000 160 202 - 208 –

F05549 100 Built In Fall Channel (9) 1000 160 208 - 214 –

F05550 100 Built In Fall Channel (10) 1000 160 214 - 220 –

F05551 100 Built In Fall Channel (11) 1000 160 220 - 226 –

F05552 100 Built In Fall Channel (12) 1000 160 226 - 232 –

F05553 100 Built In Fall Channel (13) 1000 160 232 - 238 –

F05554 100 Built In Fall Channel (14) 1000 160 238 - 244 –

F05555 100 Built In Fall Channel (15) 1000 160 244 - 250 –

F05556 100 Built In Fall Channel (16) 1000 160 250 - 256 –

F05557 100 Built In Fall Channel (17) 1000 160 256 - 262 –

F05558 100 Built In Fall Channel (18) 1000 160 262 - 268 –

F05559 100 Built In Fall Channel (19) 1000 160 268 - 274 –

F05560 100 1M Level Invert Channel 05 1000 160 184 –

F05561 100 1M Level Invert Channel 010 1000 160 214 –

F05562 100 1M Level Invert Channel 020 1000 160 274 –

F05563 100 Slotted Ductlie Iron Grate 0.5M C250 500 149 20 C250

F05564 100 Slotted Ductlie Iron Grate 0.5M E600 500 149 20 E600

F05565 100 Slotted Ductlie Iron Grate 0.5M F900 500 149 20 F900

F05566 100 Bar & Bolt – – – –

F05567 100 Trash Box 500 160 500 –

F05568 100 End Cap (01) – 160 160 –

F05569 100 Solid Cover Ductlie Iron Class 0.5M E600 500 149 20 E600

F05570 100 (010) End Cap Outlet – 160 214 –

F05540 – F05562

F05566

F05564

F05568

F05570

F05563

F05567

F05565

F05569
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Polystorm

Polypipe Civils
Geocellular Systems

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth/ 
height mm

Volume 
m3

F62964 PSM1 Polystorm 1000 500 400 0.2

F62979 PSM1A Polystorm-R 1000 500 400 0.2

F62953 PSM2 Polystorm Lite 1000 500 400 0.2

F62978 PSM3 Polystorm Xtra 1000 500 210 0.105

F62991 PSM4 Polystorm Inspect 1000 500 400 0.2

BA3349 PSMA-T Polystorm Access - Turret N/A N/A N/A 0.01

BA2926 PSMA-R Polystorm Access - Reduced Access Cap 600 600 250 0.01

BA2925 PSMA-B2 Polystorm Access - 1m x 0.5m Base 1000 400 100 0.01

F62956 PSMCLIP Polystorm Clip – – – –

F62960 PSMSC Polystorm Shear Connector – – – –

F62955 PSMBBSC Polystorm Brick Bond Shear Connector – – – –

BA2917 PSMCRD225 Polystorm Cell with 225mm 
Drainage Flange Connection 1137 500 400 0.1538

BA3339 PSMCRD300 Polystorm Cell with 300mm 
Drainage Flange Connection 1145 500 400 0.1538

P63884 PSMFA110 Flange Adaptor 110mm – – – –

P63885 PSMFA150 Flange Adaptor 150mm – – – –

P63886 PSMFA160 Flange Adaptor 160mm – – – –

P63887 PSMFA300 Flange Adaptor 300mm – – – –

BD2890 PSMST160 Polystorm Basic Silt Trap – – 1220 0.433

P63889 PSMSTA160/15 Polystorm Advanced Silt Trap – – 830 0.433

BB8825 PSMST110 Polystorm Mini Silt Trap – – 440 0.07

Polystorm Polystorm-R Polystorm Lite

Polystorm Xtra 

Polystorm Cell with 
Drainage Flange Connection

Polystorm Inspect Polystorm Access
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AquaGrid / Civil Channels

Wavin
Storm Water Management

AquaGrid

Civil Channels

Wolseley 
code

Supplier 
code

Product  
description

Length  
mm

Width  
mm

Depth/ 
height mm Volume Material

Pins

Q04212 0AG502 50mm & 75mm Units 46 21 6 0.071 PE-HD

Demarcation Blocks

Q04213 0AG504 50mm Deep 82 82 67 0.933 PE-HD

Q04214 0AG505 75mm Deep 81 81 76 0.933 PE-HD

Pervious Paving

Q04213 0AG550 50 x 500 x 500mm 535 532 50 12.5 PE-HD

Q04214 0AG575 75 x 500 x 500mm 538 500 74 10.433 PE-HD

Wolseley 
code

Supplier 
code

Product  
description

Length  
mm

Width  
mm

Depth/ 
height mm Volume Material

Channels Flat

F72867 100HDC100 150mm Deep, 1m Long 1000 140 150 21000 PolymerConcrete

F72861 100MDC100 150mm Deep, 1m Long 1000 130 150 19500 Polymer Concrete

F72873 150HDC100 150mm Deep, 1m Long 1000 190 220 41800 Polymer Concrete

F72889 300HDC100 390mm Deep, 1m Long 1000 370 390 144300 Polymer Concrete

Gratings

F72868 100HDC110 500mm Long 
Ductile Iron, D400 500 122 21 1281 Ductile Iron

F72869 100HDC120 500mm Long 
Ductile Iron, F900 500 122 21 1281 Ductile Iron

F72862 100MDC110 Ductile Iron, C250 500 122 21 1281 Ductile Iron

F72863 100MDC120 Composite, C250 500 122 21 1281 Composite

F72874 150HDC110 500mm Long 
Ductile Iron, D400 500 172 21 1806 Ductile Iron

F72875 150HDC120 500mm Long 
Ductile Iron, F900 500 172 21 1806 Ductile Iron

F72890 300HDC110 500mm Long 
Ductile Iron, D400 500 322 21 3381 Ductile Iron

F72891 300HDC120 500mm Long 
Ductile Iron, F900 500 322 21 3381 Ductile Iron

End Plates

F72870 100HDC130 Blank 27 140 250 945 Polymer Concrete

F72871 100HDC140 Outlet 30 140 150 630 Polymer Concrete

F72864 100MDC130 Blank 26 154 245 981 Polymer Concrete

F72865 100MDC140 Outlet 126 131 154 2542 Polymer Concrete

F72876 150HDC130 Blank 27 191 320 1650 Polymer Concrete

F72892 300HDC130 Blank 27 354 490 4683 Polymer Concrete

F72893 300HDC140 Outlet 210 354 395 29364 Polymer Concrete

F72877 150HDC140 Outlet 180 193 225 7817 Polymer Concrete



Civil Channels – Continued / Osma

Wavin
Storm Water Management

Civil Channels – Continued

Osma

Wolseley 
code

Supplier 
code

Product  
description

Length  
mm

Width  
mm

Depth/ 
height mm Volume Material

Channels Sumps

F72872 100HDC150 Medium Duty, 
Complete with Bucket 140 500 585 40950 Polyester Concrete

F72866 100MDC150 Medium Duty, 
C/W Grating & Bucket 130 500 585 38025 Polyester Concrete

F72878 150HDC150 Upper (without Grating) 305 390 500 59475 Polyester Concrete

F72879 150HDC160 Lower 335 344 524 60386 Polyester Concrete

F72880 150HDC170 Bucket 130 358 460 21408 Polyester Concrete

F72894 300HDC150 Upper (without Grating) 370 500 540 99900 Polyester Concrete

F72895 300HDC160 Lower 335 344 524 60386 Polyester Concrete

F72896 300HDC170 Bucket 260 320 390 32448 Polyester Concrete

Wolseley 
code

Supplier 
code

Product  
description

Length  
mm

Width  
mm

Depth/ 
height mm Volume Material

Osma Channels

Q00006 100OC230 Sump Unit 500 120 288 17280 Polyester Concrete

Q00007 100OC260 End Plate 120 14 113 190 Polyester Concrete

F72897 100OC270 End Outlet 
Connector 110mm 145 33 120 574 PP

F72898 100OC280 Vertical Outlet 
Connector 110mm 200 110 110 2420 PP

Osma Rain Channels

F04129 100OC410 Self-locking Grating 
1m Length 1000 131 87 11397 PP

F04130 100OC460 End plate 16 131 79 166 PP

Osma Thresholds

Q00001 100OC510 Channel 1.2m Length 1200 40 128 6144 PVC

Q00003 100OC520 Outlet Adaptor 100 40 48 192 PP

Q00004 100OC530 Jointing Piece 70 50 42 147 PP

Q00002 100OC560 End Plate x2 15 40 128 77 PP

AquaCell Systems

F63013 6LB025 AquaCell Eco 1000 500 400 195500 PP

Q02418 6LB075 AquaCell Prime 1000 500 400 196282 PP-R

H33170 6LB100 AquaCell Core 1000 500 400 196282 PP

Q04215 6LB200 AquaCell Plus 1000 500 400 196086 PP

AquaCell Accessories

H33171 6LB102 Sheer Connector – – – 0.269 PP

H33172 6LB104 Flange Adaptor 150mm 300 300 95 18.666 PVC

H33173 6LB105 Clip for Joining Units 67 48 7 0.023 PP

CA7099 6LB106 Flange Adaptor 225mm – – – 31.11 PVC

Q04216 6LB300 Domestic Silt Trap – – – 254571 PP

Q04217 6LB301 Domestic Silt Trap 
Extension Piece 500 250 250 36450 PP

F63010 6LB600 Silt Trap – – – 254571 PP
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Garastor

Garastor

Wolseley 
code

Supplier 
code

Product  
description

Length  
mm

Width  
mm

Depth/ 
height mm Volume Material

Storm and Surface Water Control Chamber 

Q65710 6SC500 500mm x 1m deep – – – 254571 PP

Q65711 6SC501 500mm x 1.25m deep – – – 254571 PP

165CIVILS / Storm Water Management

We are the experts in Civils, 
Utilities, Power & Fibre and Hire.
We provide unrivalled stock availability, quality 
materials and supply chain management, along with all 
your essential electrical and fibre connections. We are 
also your hire specialists in pipe joining equipment. 

Combined with our expert staff, who have knowledge 
and experience, our complete infrastructure offering 
can help you with any of your project requirements. 
We’re built around you.

INFRASTRUCTURE 
SOLUTIONS
BUILT AROUND YOU

We can help with all your Civils, Utilities, Power & Fibre and Hire needs.
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Hydro International

Hydro-Brake® Flow Control Series

Manage surface water, watercourse and 
foul/combined sewer flows with the 
Hydro-Brake® Flow Control Series

The Hydro-Brake® Flow Control Series is a 
comprehensive and versatile toolbox of 
precision-engineered devices for flow 
control and attenuation.

Designed with hassle-free installation in 
mind, each device is scalable and 
adaptable and comes with a wide range 
of accessories to ensure ease of 
installation and commissioning.

Hydro-Brake® Flow Controls can also be 
supplied pre-fitted in precast, reinforced 
concrete chambers for faster and safer 
installation on site.

Application Information:
Surface water management and Sustainable Drainage Systems (SuDS), combined 
drainage systems and CSOs, watercourse flood prevention, sewer network 
optimisation and wastewater treatment plants.

Hydro-Brake® Flow Control Series

CIVILS / Storm Water Management
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Hydro-Brake® Optimum Vortex Flow Control

Customise your flow control for  
surface, foul or combined flows and  
save storage / land-take costs.

The Hydro-Brake® Optimum is Hydro’s 
flagship passive flow control device  
and the most advanced vortex flow 
control available. 

Hydro-Brake® Optimum is the only  
vortex flow control that can be fined 
tuned for optimum flood storage and 
surface water performance, saving on 
land-take and construction costs.

Advantages:
•  Custom designed, precision-

engineered flow control
• Save operation and maintenance costs
• Build in allowance for climate change
• BBA and WRc certified product
• Flexible and easy installation

Application Information:
Surface water management and 
Sustainable Drainage Systems (SuDS), 
combined drainage systems and CSOs, 
watercourse flood prevention, sewer 
network optimisation and wastewater 
treatment plants.

Performance:
The Hydro-Brake Optimum® has been 
assessed to the very highest level by  
the BBA and WRc for its hydraulic 
performance and ability to match even 
the most complicated requirements. 
Demonstrating our commitment to both 

quality and sustainability, Hydro 
International is also accredited to both 
ISO 9001 and ISO 14001 standards. 

Mounting Options:
Where units are to be fitted on-site, we 
provide a variety of mounting options: 
lugs; push-fit spigots; flat or curved 
mounting plates; penstock or slide 
mounts; removable units.

All Hydro-Brake Optimum® units can also 
be supplied with an adjustable inlet to 
future-proof the device, allowing flows to 
be altered post-installation, to account for 
site expansion or climate change.

BBA approved (Certificate No. 08/4596) and the WRc approved (Certificate No. PT/329/0412). 
Transport for London, London Underground approved.

Diameter 
m Material Flow rate 

litres
Product  

life
Special  

production

Variable site specific Stainless Steel From 2 upwards 100+ years Made to order

Hydro-Brake® Flow Control Series
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Hydro International

Hydro-Brake® Agile

Meet site runoff objectives for very  
space constrained sites with responsive, 
float-controlled operation.

The Hydro-Brake® Agile delivers 
precision-engineered flow control over  
a wide range of heads, even for the  
most constrained sites.

Hydro-Brake® Agile is a float-operated 
flow control, the only design that  
achieves a constant rate of discharge  
and therefore the minimum possible 
upstream storage. It is ideally suited to 
applications with constrained discharge 
requirements or where the flood storage 
area available through attenuation is  
very limited.

Benefits:
• Save construction and land-take costs
• Meet strict discharge consents
• Repeatable, predictable maintenance 

regime
• Build in allowance for climate change

Application Information:
Surface water management & Sustainable Drainage Systems (SuDS), combined 
drainage systems and CSOs, sewer network optimisation, watercourse flood 
prevention and wastewater treatment plants.

Diameter 
m Material Flow rate 

litres
Product  

life
Special  

production

Variable site specific Stainless Steel From 4.5 to 100 100+ years Made to order

CIVILS / Storm Water Management

Hydro-Brake® Flow Control Series
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Hydro-Brake® Orifice

Manage moderate flows at sites with 
generous discharge consents.

The Hydro-Brake® Orifice delivers 
cost-effective, precise flow control  
for a wide-variety of applications.  
A low-cost, low-complexity flow  
control, it is suitable for unconstrained 
sites with generous discharge consents.

Benefits:
• Manufactured to suit your precise 

hydraulic requirements.
• Varied configurations and mounting 

options available.
• High-grade Stainless Steel.
• Can be mounted on moveable or 

removable structures for  
maintenance purposes

Application Information:
Surface water management and Sustainable Drainage Systems (SuDS), watercourse 
flood prevention and sewer network optimisation.

Diameter 
m Material Flow rate 

litres
Product  

life
Special  

production
Variable 

site specific
Stainless 

Steel
2.5 - 100 (flows and heads outside of this range may 
be possible, contact Hydro International to discuss)

100+ 
years

Made to 
order

CIVILS / Storm Water Management

Hydro-Brake® Flow Control Series

Check out 
our dedicated 
sewerage & 
pollution 
section

Civils page 181 
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Hydro International
The Hydro StormTrain® Series

The Hydro StormTrain® Series of Surface Water 
Treatment Devices

The Hydro StormTrain® Series is an 
unrivalled toolbox for reliable surface 
water treatment in Sustainable Drainage 
Systems (SuDS).

The Series comprises our industry-leading 
surface water treatment devices, each 
delivering proven, measurable and 
repeatable surface water treatment 
performance. Each can be used 
independently, in combination, or 
alongside natural SuDS features.

Application Information:
Treats runoff from impermeable surfaces across a broad range of catchments. 
New build or retrofit at-source pollution control for residential and commercial 
developments, highways and car parks. Control of siltation upstream of wetlands, 
ponds and basins.

CIVILS / Storm Water Management

After flexible 
couplings?

Civils page 251 



171

The Hydro StormTrain® Series

CIVILS / Storm Water Management

First Defense® 
Vortex Separator

Capture and retain stormwater sediment, 
litter and floatables in a unit that saves 
site space and adapts to smaller or 
logistically difficult site locations.

First Defense® is a versatile stormwater 
separator that works with single and 
multiple inlet pipes and inlet grates. It is 
easily maintained from the surface by 
standard vacuum tanker.

Targeted Pollutants:
Coarse particles, gross pollutants (litter / 
leaf debris), Liquid and sediment bound 
hydrocarbons.

Benefits:
• Space-saving, easy-to-install in 

standard sized chambers / manholes
• Variable configurations to help you fit 

First Defense® into a tight spot. It also 
works well with large pipes, multiple 
inlet pipes and inlet grates

• First Defense® retains the pollutants it 
captures. It eliminates excessive 
agitation of captured pollutants 
ensuring that they are not washed out 
during subsequent rainfall events

• Every First Defense® is delivered to site 
in a chamber - so installation is as easy 
as fitting any chamber / manhole

Application Information:
Treats runoff from impermeable surfaces across a broad range of catchments.  
Provides at-source pollution control for residential and commercial developments, 
highways and car parks.

Diameter 
m Mass/weight Capacity Material Flow rate 

litres
Product  

life
Special  

production

1.2 
(internal)

Lift weight 1.2m 
unit: cover slab 0.6t, 

base section 1.5t, 
top section 2.5t

681 litres of oil 
storage capacity, 

0.76m3 of sediment  
storage capacity

Plastic internals 
in either a 
concrete or 

plastic chamber

Treatment 
flow rate 29, 

Hydraulic 
capacity 120 

100+ 
years

Made  
to order

1.8  
(internal) –

1590 litres of oil 
storage capacity, 

2.7 m3 of sediment 
storage capacity

Plastic internals 
in either a 
concrete or 

plastic chamber

Treatment 
flow rate 90, 

Hydraulic 
capacity 510

Made  
to order
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Hydro International

Downstream Defender®  
Advanced Hydrodynamic Vortex Separator

Capture and retain sediment, oils and 
floatables from stormwater runoff over a 
wide range of flows in a small footprint.

Downstream Defender® offers long 
maintenance intervals and consolidates 
pollutant removal to a single point in the 
drainage system.

Targeted removals:
• Fine particles
• Gross pollutants (litter / leaf debris)
• Liquid and sediment bound 

hydrocarbons
• Sediment bound heavy metals and 

sediment bound nutrients

Benefits:
• Downstream Defender® delivers high 

pollutant removal in a small footprint so 
it’s easier to install and therefore less 
expensive and less work

• The Downstream Defender® is proven to 
prevent wash out of captured 
pollutants. It’s internal components 
isolate the pollution storage areas 
ensuring that what is captured is 
retained, even during high flows

• The Downstream Defender® can 
accommodate a change in outlet pipe 
direction to suit site specific 
requirements, helping meet Building 
Regulations without the need to 
construct a second manhole

• Low headloss means more site  
flexibility and provides the option for  
a shallower site

Application Information:
Treats runoff from any impermeable surfaces including highways, car parks and 
industrial areas. Also widely used to control siltation upstream of wetlands, ponds and 
basins, for example, as an alternative to a sediment forebay.

Diameter 
m Capacity Flow rate 

litres
Special  

production
1.2 

(internal dimensions)
270 litres of oil storage capacity, 

0.7m3 of sediment storage capacity
Treatment flow rate 42 
Hydraulic capacity 120 Made to order

1.8 
(internal dimensions)

1350 litres of oil storage capacity, 
1.7m3 of sediment storage capacity

Treatment flow rate 96 
Hydraulic capacity 270 Made to order

2.55 
(internal dimensions)

2500 litres of oil storage capacity, 
3.8m3 of sediment storage capacity

Treatment flow rate 192 
Hydraulic capacity 524 Made to order

3.0 
(internal dimensions)

4650 litres of oil storage capacity, 
4.4m3 of sediment storage capacity

Treatment flow rate 265 
Hydraulic capacity 750 Made to order

Transport for London, London Underground Approved. 
Material: Plastic internals in either a concrete or plastic chamber.

The Hydro StormTrain® Series
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Up-Flo™ Filter 
Fluidised Bed Up-Flow Filtration System

The Up-Flo™ Filter is an innovative 
surface water filtration technology that 
delivers a high-performance multi-stage 
treatment train within a single device.  
The Up-Flo™ Filter combines 
sedimentation and screening with 
fluidised bed filtration technology to 
deliver high levels of performance.

Targeted removals:
• Very fine particles
• Gross pollutants (litter / leaf debris)
• Liquid and sediment bound 

hydrocarbons
• Sediment bound heavy metals and 

sediment bound nutrients

Benefits:
•  Modular filtration components allow 

you to adapt your design to meet 
catchment needs

• The Up-Flo™ Filter combines 
pre-treatment, screening and filtration, 
delivering highly efficient multi-stage 
treatment in one device

• Higher loading rates result in a small 
treatment footprint, which saves 
construction time and money and makes 
for an easier installation

• No moving parts means there’s less 
opportunity for treatment disruption, 
while the design is suited to long-term 
maintenance. Longer media life means 
longer service intervals, and media bags 
are easily removed and replaced

Application Information:
For high-density urban environments where high pollutant loadings need to be 
managed in limited space. For both new-build or retrofit situations for residential, 
commercial or industrial developments, highways and car parks.

Length Diameter 
m

Capacity 
litres Material Flow rate 

litres
Included  

items
Special  

production

–

Chamber 
configuration 

= 1.2m diameter 
(internal dimensions)

170

Concrete 
chamber with 
plastic internal 

components

1.3 – 7.8 
(depending 

on number of 
modules)

Chamber, internal 
components and 
one set of filter 

media

Made to  
order

Vault 
configuration  
– site specific

– 170

Concrete 
chamber with 
plastic internal 

components

7.8 – 24.7 
(depending 

on number of 
modules)

Chamber, internal  
components and 
one set of filter 

media

Made to  
order

The Hydro StormTrain® Series
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Hydro International

Application Information:
Highway runoff, integration into street scene, low impact development SuDS schemes, 
supermarket car park, park and ride schemes, watercourse, pond, basin and wetland 
protection, retrofit to residential, commercial and industrial sites.

Length 
m

Width 
m

Height 
m

Volume 
m3

Weight 
kg

Capacity 
litres

Flow rate 
litres

1.2  
(internal 

dimension)

1.2  
(internal 

dimension)
1.28 1.84

5,300 – includes chamber, 
internal pipework, stone, 

media and mulch
1.0 1.0

1.2  
(internal 

dimension)

1.8  
(internal 

dimension)
1.28 2.77

7,500 – includes chamber, 
internal pipework, stone, 

media and mulch
1.5 1.5

1.2 
(internal 

dimension)

2.4  
(internal 

dimension)
1.28 3.69

9,550 – includes chamber, 
internal pipework, stone, 

media and mulch
2.0 2.0

•  Concrete chamber with wall thickness of 125mm.
•  Made to order.

Hydro Biofilter™ 
Biofiltration System

Remove sediment, trash, oil, dissolved 
metals and nutrients from surface runoff 
using the natural power of biofiltration. 

The Hydro Biofilter™ is an innovative 
biofiltration system that harnesses the 
natural treatment action of vegetation 
and the filtration power of specially-
engineered soils.

Targeted removals:
• Fine particles
• Gross pollutants (litter / leaf debris)
• Liquid and sediment bound 

hydrocarbons
• Sediment bound heavy metal,  

sediment bound nutrients
• Dissolved pollutants

Benefits:
• Remove high levels of pollutants with 

the natural and engineered filtration 
technology

• The Hydro Biofilter™ contributes to 
attractive urban areas and street scenes 
and supports local biodiversity

• The Hydro Biofilter™ is compact, but 
able to handle a high through flow, 
making it ideal for both new build and 
retrofit applications

• The filter media and internal 
components are delivered pre-packaged 
in the concrete chamber to facilitate 
easy drop-in installation

• Treated stormwater can be discharged 
to a drainage outflow, watercourse or 
onwards for infiltration if soil  
conditions allow

• The Hydro Biofilter™ can also be 
integrated with secondary attenuation 
or infiltration such as the Stormcell® or 
Stormbloc® geocellular systems

The Hydro StormTrain® Series
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Storage & Infiltration Systems: 
•  Long term vertical compressive strength: 80 kN/m2. Short term vertical compressive strength 275 kN/m2.
•  Included items: Module connectors (single, multiple and half block) and tunnel end plates as required.
•  BBA Approved.

Storage & Infiltration System

Store and infiltrate surface water and 
stormwater with easy-access inspection.

Stormbloc® is a modular geocellular 
structure that provides below-ground 
storage and infiltration of stormwater  
and surface water. It is lightweight but 
extremely strong and durable, making  
it an ideal solution for use beneath  
areas such as roads, car parks and 
warehouse yards.

Benefits:
• Stormbloc® is lightweight but extremely 

strong, and is able to withstand heavy 
traffic loads, including HGVs 

• The modular design means that 
Stormbloc® blocks can be fitted 
together quickly and easily, enabling 
simple, fast installation

• Stormbloc® incorporates a patented 
integral tunnel to allow easy access for 
CCTV inspection, maintenance and 
cleaning. The Stormbloc® Inspect 
modular access chamber, sited within 
the tank, has identical dimensions to a 
Stormbloc® module and is easily 
incorporated into the layout

Application Information:
Sustainable Drainage Systems (SuDS) schemes; Retrofit SuDS schemes; infiltration / 
soakaway schemes; Attenuation schemes; highways & infrastructure projects; to 
increase swale / pond capacity; car parks and park & ride schemes; housing 
developments; commercial developments; schools & public / civil schemes; aquifer 
re-charge, storage for rainwater harvesting and re-use.

Length 
mm

Width 
mm

Depth 
mm

Volume 
m3

Mass/weight 
kg

Capacity 
m3 Material Colour

800 800 660 0.422 20 0.401 Polypropylene Green

800 800 350 0.224 12 0.213 Polypropylene Green

Stormbloc®
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Storage System

Store and infiltrate surface water  
and stormwater even on difficult or  
irregular sites.

Stormcell® is a high-capacity, low-
maintenance modular stormwater and 
surface water storage system that can  
be customised to suit shallow, deep or 
irregular sites. Its flexible modular 
structure is light but strong, making it 
ideal for use beneath areas such as roads, 
car parks and industrial areas.

Benefits:
• With standard shallow sizes, a choice  

of durable and more lightweight 
variants and the ability to cut blocks  
on site, Stormcell® provides the 
flexibility to customise storage to  
meet the requirements of shallow,  
deep or irregular sites

• Reduce maintenance. The Stormcell® 
system is designed to prevent silting 
and other build-up of solids and debris, 
meaning that the system requires 
virtually no maintenance

• Stormcell® requires no assembly or 
connectors, so installation on site is 
quick and easy

Application Information:
Sustainable Drainage Systems (SuDS); Retrofit SuDS schemes; attenuation schemes; 
highways and infrastructure projects; car parks and park & ride schemes, housing 
developments, commercial developments, schools & Public / Civil schemes; aquifer 
re-charge.

Length 
m

Width 
m

Depth 
m

Volume 
m3

Mass/weight 
kg

Capacity 
m3 Material Colour Product  

life

2.4 1.2 0.52 1.5 63 0.402 Polypropylene Black 50 years

Hydro International
Stormcell®

Storage System: 
•  Long term vertical loading of 40 kN/m2. Occasional vertical loading of 400 kN/m2.

CIVILS / Storm Water Management
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation

CIVILS / Storm Water Management
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La Linia Priora

Tegula Priora

Keyblok Priora

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 80 3.7
Light Granite, 

Mid Grey Granite, 
Grey Granite, 

Anthracite Basalt

200 200 80 7.5

300 200 80 11.2

300 300 80 16.8

600 300 80 33.6

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

160 120 80 2.7

Traditional, 
Burnt Ochre, 

Pennant Grey, 
Red / Charcoal, 

Harvest

160 160 80 3.5

160 240 80 5.3

160 120 60 1.8

160 160 60 2.7

160 240 60 3.6

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 60 2.8 Brindle, Burnt Ochre, Bracken, Charcoal, 
Natural, Red, Buff, White Colourtop, Black Colourtop200 100 80 3.7

Myriad Priora

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

200 100 80 3.7

Midnight, Twilight, 
Morning Light, 

Moonlight

200 200 80 7.5

300 200 80 11.2

300 300 80 16.8

600 300 80 33.6

Mistral Priora

Length 
mm

Width 
mm

Thickness 
mm

Unit weight 
kg Colours

160 120 80 2.7 Charcoal, 
Silver Grey, 
Harvest Buff

160 160 80 3.5

160 240 80 5.3



ACO
Storm Water Management

StormBrixx
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ACO StormBrixx HD is a unique and patented plastic geocellular stormwater 
management system. Designed for surface water infiltration and storage, its 
versatility allows it to be used in applications across all construction environments 
as a standalone solution or as part of an integrated sustainable urban drainage 
(SuDS) scheme.

ACO StormBrixx simplifies delivery, site logistics and installation as a result of its 
stackable design. Each single injection moulded body nestles, optimising logistical 
and installation cost significantly, thus helping to reduce the carbon footprint of 
the system.

Wolseley 
code

Supplier 
code

Product  
description

Length 
mm

Width 
mm

Depth 
mm

Diameter 
mm

Mass/ 
weight kg

Pack 
size

StormBrixx HD

F13373 314020 Layer 1200 600 305 – 10.0 1

F13374 314021 Side Pan 580 580 35 – 1.6 1

F13375 314022 Top Cov x4 550 550 43 – 0.8 
(per set) 1

F13376 314023 3 Way Clip Conn 100 40 46 – 0.1 1

StormBrixx HD Accessories

F12762 27042 4 x 12.5m Wrap 12.5 4000 0.45 – 23 1

F12763 27044 Geomembrane Taped Joint 15 100 1.5 – 3.7 1

F12764 27045 110 Flexible Top Hat – 110 0.9 110 0.1 1

F12765 27046 160 Flexible Top Hat – 160 0.9 160 0.1 1

F12766 27047 225 Flexible Top Hat – 225 0.9 225 0.15 1

F12767 27048 300 Flexible Top Hat – 300 0.9 300 0.15 1

F13377 27057 160 In/Out Pipe Con – 160 – 160 1.25 1

F13380 27058 225 In/Out Pipe Con – 225 – 225 1.4 1

F13379 314055 450mm Ven Acc Cov D400 – 528 110 528 38 1

StormBrixx HD – max depth to invert 6.0m
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Sewage & 
Pollution Control

Kingspan Klargester Product Range

Septic Tanks 182-183

Packaged Sewage Treatment Plants 184

Packaged Pumping Stations 185

Bypass & Full Retention Separators 185-186



Kingspan  
Klargester Product Range

Septic Tanks
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Cesspools Septic Tanks Alpha
Cesspool is designed for the collection  
and retention of sewage surface water, 
veterinary / animal waste, firefighting 
reservoirs and rainwater harvesting 
reservoirs. 
Capacity: 3,960 gallons

Features and benefits:
•   Easy to install, with minimal  

on-site installation time
•   Designed in accordance with  

BS6297, ensuring you meet all 
building regulations

•   High level alarm available  
for complete peace of mind

•   Lockable manhole cover  
for ultimate security

Features and benefits:
•   Light, watertight and chemically 

resistant
•    Suitable for homes with between 

5-17 occupants
•   Robust, weather proof for guaranteed 

durability, giving you value for money 
•   Impact resistant – manufactured 

from composite GRP
•   Performance tested to EN-12566 

(Part 1) – high performance 
guaranteed

•   CE marked to comply with 
Construction Products Regulations 
(July 2013)

•   The Alpha Septic Tank range is 
available in three sizes (from 2,800  
to 4,600 litres)

Klargester’s Alpha Septic Tank range 
provides a reliable and economic solution 
for homes and small business premises with 
off mains drainage.
Capacity: 2,800 litres



Septic Tanks – Continued
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Septic Tanks Gamma
Shallow Dig

Septic Tanks Sigma  
Shallow Dig

The Klargester Gamma Septic Tank is 
suitable for a range of applications: 
from single houses to large residential 
and small commercial developments. 
Capacity: 4,000 litres

Features and benefits:
•   Strong, easy to move and simple  

to install, reducing on-site 
installation time

•   Robust, weather proof for guaranteed 
durability, giving you value for money 

•   Impact resistant – manufactured 
from high quality polyethylene

•   Wide neck for easy access for  
annual desludging

•   Fully compliant, tested and approved 
to EN-12566 (Part 1)

•   CE marked to comply with 
Construction Products Regulations 
(July 2013)

•   Efficiency rating of 99.97% – 
an industry benchmark

•   The Gamma Septic Tank range is 
available in three sizes (2,800 to 
4,000 litres)

Features and benefits:
•   Fully compliant, tested and approved 

to EN-12566 (Part 1) 
•    CE marked to comply with 

Construction Products Regulations 
(July 2013)

•   Robust and simple to install for 
reduced on-site installation time

•   Reduced excavation costs,  
saving you money 

•   Less soil disposal and less backfill 
material – kinder to the environment

•   Made from GRP – strong and durable 
for ultimate reliability 

•   Light, watertight and chemically 
resistant

•   Robust, weather proof for guaranteed 
durability, giving you value for money 

•   The Sigma Shallow Dig septic tank 
range is available in five sizes (from 
2,800 to 9,150 litres) 

Sigma Shallow Dig Septic Tank is designed 
for quick installation and is suitable for 
properties with dig height restrictions.
Capacity: 2,800 litres
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Kingspan  
Klargester Product Range

Packaged Sewage Treatment Plants

Sewage Treatment Plant 
BioDisc® Domestic

Sewage Treatment  
Plant BioFicient

Domestic dwellings without access  
to mains drainage.
Capacity: Population Equivalent  
1 house, up to 4 bedrooms

Features and benefits:
•   Lowest running and maintenance 

costs of sewage treatment models  
in its class

•   No noise, no odours
•   Suitable for homes with up to  

18 people
•   Low profile covers for minimal  

visual impact
•   Invert options to match the site
•   Control panel issues an immediate 

alert when a problem occurs
•   Single phase standard power supply
•   Optional invert depths of 450mm  

and 1,250mm are available
•   BioDisc® range is available in  

various models based on  
Population Equivalent

•   Fully compliant, tested and approved 
to EN-12566

The BioFicient is a highly economical 
and reliable solution for your sewage 
treatment needs. With low running 
costs, the all new BioFicient is easy  
to maintain – with the high 
performance you’d expect from  
a Kingspan Klargester model.

Features and benefits:
•    Minimal visual impact
•   Installation in trafficked areas
•   Saving on-site installation time
•   Excellent ammonia reduction  

(0.4mg/l)
•   BioFicient range is available in  

various models based on  
Population Equivalent

•   Fully compliant, tested and approved 
to EN-12566-3

BioFicient has been specially designed for 
shallow dig applications. Suitable for homes 
with up to 30 people.
Capacity: Population Equivalent 6 PE
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Packaged Pumping Station / Bypass & Full Retention Separators

Pumping Station Pumpstor 
Domestic & Domestic+

Full Retention Separators

Pumpstor Domestic & Domestic 24 are 
suitable for sewage, surface water and 
effluent. They are ideal for homes with  
up to 13 people. 
Capacity: 1,250 litres

Features and benefits:
•   Designed for easy installation,  

saving you time and money
•   Certified to EN858-1 and PPG3  

for complete peace of mind
•   Class I and Class II designs available 

for flexibility of choice
•   Oil alarm probe tube available 

(required by EN858-1 and PPG3)
•  Fitted inlet/outlet connections
•  Vent points within necks 
•  Maintenance from ground level 
•   GRP & PE Model construction – high 

strength and durability
•   Full retention separator range  

is available in various sizes  
(from 170 sq.m drainage area  
to 11,110 sq.m)

Klargester domestic pumps come fully 
equipped with single and twin pumps 
and are suitable for sewage, surface 
water and effluent. They are ideal for 
homes with up to 13 people.

Features and benefits:
•    Made with super-tough, low 

maintenance GRP and high quality 
polyethylene for guaranteed durability

•    Comes with options of  
monitoring systems

•    Engineered with the highest quality 
parts and fittings

•    Can also be used for 24 hour  
storage requirements

•    Designed with easy access features 
for maintenance

•    Choose from either 110mm or 160mm 
inlet connections 

•    Lockable covers for optimum security 
•    Quick connection outlet couplings
•   Fully compliant, tested and approved 

to BS 756-2

Full retention separator can be used in 
car parks, roadways, fuel distribution 
depots, vehicle workshops and forecourts.
Storage capacity: silt - 300 litres,  
oil - 30 litres. 
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Kingspan  
Klargester Product Range

Bypass & Full Retention Separators – Continued

Forecourt Separators Bypass Separators
Forecourt separator is designed for 
installation in petrol filling station 
forecourts and similar applications. 
Capacity: 10,000 litres

Features and benefits:
•   Light and easy to install,  

saving you time and money
•   Class I and Class II design  

for flexibility of choice
•   Inclusive of silt storage volume
•   Fitted inlet/outlet connectors
•   Vent points within necks
•   Extension access shafts  

for deep inverts
•   Maintenance from ground level
•   Oil storage volume
•   Coalescer (Class I unit only)
•   Automatic closure device

Features and benefits:
•   Light and easy to install,  

saving you time and money
•   Class I and Class II designs for 

flexibility of choice
•   GRP or rotomoulded construction 

(subject to model)
•   Oil alarm system available  

(required by EN858-1 and PPG3)
•   Inclusive of silt storage volume
•   Fitted inlet/outlet connectors
•   Vent points within necks
•   Extension access shafts for  

deep inverts
•   Maintenance from ground level
•   Bypass separator range is available  

in various sizes (from 1,670 sq.m 
drainage area to 72,225 sq.m)

Bypass separators are used when it is 
considered an acceptable risk not to provide 
full treatment, for very high flows, and are 
used where the risk of a large spillage and 
heavy rainfall occurring at the same time  
is small, e.g. surface car parks, roadways, 
lightly contaminated commercial areas.

We’ve got plenty 
in the pipeline…

Civils pages 9-39
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation



Quality Assurance
Quality Management
Systems BS EN ISO 9001
(Registered firm: 12908)

Environmental
Standard
Environmental 
Management Systems
BS EN ISO 14001

Health & Safety
OHSAS 18001 Health 
& Safety Management
Systems

Sustainability
BES 6001 Responsible
sourcing of construction
products

CEMARS – Carbon &
Energy Management 
and Reduction Scheme

Manufactured in
the UK to the
highest Quality,
Safety and
Environmental
standards

Innovative Ductile 
Iron Access Cover 
and Grating Solutions
ADDING VALUE TO 

THE INFRASTRUCTURE, 

CIVIL ENGINEERING, 

WATER & UTILITIES SECTORS

For more information 

 +44 (0)115 930 0681  
 sales.uk.pam@saint-gobain.com

www.saint-gobain-pam.co.uk
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Access Covers 
& Gratings

Saint Gobain PAM UK 

Access Covers 190-202 
F900 / E600 / GripTop / D400 / C250 / B125

Gully Gratings 203-210 
F900 / E600 / D400 / C250 / B125

Channel Gratings 211-212 
E600 / D400 / C250

Kerb Drainage 213-215 
D400 / C250

Surface Boxes 216-217 
Grade A / Medium Duty

H-Brand
Access Covers & Gully Gratings 218-219 
D400 Access Covers / D400 Gully Gratings / 
C250 Gully Gratings / B125 Access Covers

EJ

Access Covers 220-226 
Pressed Steel Access Covers / Concrete Infill 
Recessed Access Covers / Block Paving 
Recessed Access Covers / Concrete Infill 
Recessed Access Covers / Double Tri Access 
Covers / Single Seal Access Covers / Slide-out 
Access Covers / Access Covers / Captive End 
Hinged Gully Gratings / Double Tri Gully 
Gratings / Captive End Hinged Gully Gratings / 
Yard Gratings / Kerb Drainage Units / 
Proprietary Drainage Gratings / Surface Boxes

Instarmac

Reinstatement, Bedding 
& Repair Solutions 228-233 
UltraCrete / UltraScape
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Saint-Gobain PAM UK
Access Covers

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
BA4662 BK90 1 234849 F900 602 x 602 802 x 802 150 86 141

BD8756 BK91 1 230598 F900 678 x 678 878 x 878 150 99 159

BA4756 BK92 1 221195 F900 1223 x 690 1423 x 890 150 110 295

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
Open Keyways

W12810 BK01 1 185941 E600 610 x 610 815 x 815 150 78 127

Closed Keyways

W12811 BK21 1 185948 E600 610 x 610 815 x 815 150 80 129

Features:
•  Double triangular
•  Non-rock design
•  Frame lifting points
•  LTS installation and durability 

features

Features:
•   Double triangular 
•  Non-rock design
•  Frame lifting points
•  LTS installation and durability 

features 
•  HA 104/09 compliant
•   Sewers for Adoption 7 compliant

Briton

Briton

* Cover mass per pair.

* Cover mass per pair. Please note: use loop handled lifting keys.

F900 / E600
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Features:
• Double triangular
• Non-rock design
• HA 104/09 compliant
• Sewers for Adoption 7 compliant

Silent Knight

* Cover mass per pair.
Please note: safety grids can be ordered separately on HMA7 0 (187118).  
For 1210 x 685 clear opening, two grids are required. 
For 1825 x 685 clear opening, three grids are required.  
Use loop handled lifting keys.

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading  

class

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
Open Keyways

W12961 CJ56 1 186103 E600 1210 x 685 1375 x 850 150 82 265

BA4808 CJ66 1 186108 E600 1825 x 689 1985 x 849 150 82 390

Closed Keyways

W12955 CJ76 1 186114 E600 1210 x 685 1375 x 850 150 83 260

E600 – Continued

Civils pages 69 and 71

Examine our range of 
inspection chambers…
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Saint-Gobain PAM UK
Access Covers

Features:
•    Double triangular
•  Non-rock design
•  Frame lifting points
•  LTS installation and durability 

features

Features:
•    Double triangular
•  Non-rock design
•  Frame lifting points
•  LTS installation and durability 

features

GripTop Opt-Emax

GripTop Ult-Emax

* Cover mass per pair (i.e. mass of two half covers loosely coupled together).

* Cover mass per pair.

Wolseley 
code

SAP  
code

BS EN 124 
loading 

class

Product 
description

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
W01523 212925 D400 GripTop Opt-Emax 606 x 606 802 x 802 100 28 89

W01530 212929 D400 GripTop Opt-Emax 606 x 606 802 x 802 150 28 101

W01524 212927 D400 GripTop Opt-Emax 906 x 606 1102 x 802 101 24.5/36.5 127.5

W01531 212931 D400 GripTop Opt-Emax 906 x 606 1102 x 802 151 24.5/36.6 143

W01525 212928 D400 GripTop Opt-Emax 1220 x 685 1380 x 885 100 38 214

W01532 212932 D400 GripTop Opt-Emax 1220 x 685 1380 x 885 150 38 249

Wolseley 
code

SAP  
code

BS EN 124 
loading 

class

Product 
description

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
W01526 212933 D400 GripTop Ult-Emax 600 x 600 800 x 806 100 20.0/26.0 81.8

W01533 212935 D400 GripTop Ult-Emax 600 x 600 806 x 806 150 20.0/26.0 91.7

W01527 212934 D400 GripTop Ult-Emax 675 x 675 880 x 830 100 26.4/35.0 98.1

W01534 212936 D400 GripTop Ult-Emax 675 x 675 880 x 830 150 26.4/65.0 109.3

GripTop

Available in E600 and D400 load classes, Inter-Ax, Briton, Opt-Emax or 
Ult-Emax variants and a wide range of clear opening sizes, GripTop offers  
a permanent high friction solution for where the road design or configuration 
require long-lasting grip performance such as traffic lights, pedestrian crossings 
and roundabouts.
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Features:
•   Double triangular
•  Non-rock design
•  LTS installation and durability 

features
•  HA 104/09 compliant
•  Sewers for Adoption 7 compliant

GripTop Inter-Ax

* Cover mass per pair (i.e. mass of two half covers loosely coupled together). 
Please note: use loop handled lifting keys.

Wolseley 
code

SAP  
code

BS EN 124 
loading 

class

Product 
description

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
W01528 212937 D400 GripTop Inter-Ax 600 x 600 803 x 803 101 44.1 72

W01535 212939 D400 GripTop Inter-Ax 600 x 600 803 x 803 151 44.1 82.5

W01529 212938 D400 GripTop Inter-Ax 675 x 675 880 x 830 101 59 88

W01536 212940 D400 GripTop Inter-Ax 675 x 675 880 x 830 151 59 100

GripTop – Continued

Looking for cover slabs?
We’ve got it covered

Civils pages 72-73
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Saint-Gobain PAM UK
Access Covers

Features:
•   Hinge cover design 
•  Non-rock design
•  Frame lifting points
•  LTS installation and durability 

features 
•  HA 104/09 compliant
•  Sewers for Adoption 7 compliant
•   GripTop variant available

Opt-Emax

* Cover mass per pair. 
† Heaviest hinged cover. Retro-fit locking kits available.

HM401 0 (187097) – Opt-Emax locking kit with key. 
HM400 0 (187096) – Opt-Emax locking kit without key. 
RMA41 0 (190664) – M12 socketed key.

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*,†

Total 
mass  

kg
W12899 BA02 1 185719 D400 606 x 456 606 x 456 100 24 77

W12902 BA06 1 172472 D400 606 x 606 606 x 606 151 28.5 91

W12612 BA14 1 211029 D400 606 x 606 606 x 606 101 25 103

W12905 BA22 1 CDOP67MK D400 680 x 680 680 x 680 151 39 116.5

W12906 BA30 1 211563 D400 678 x 678 678 x 678 100 39 144

W12983 H524 1 186787 D400 750 x 600 750 x 600 100 39 121

W12984 H510 1 186785 D400 750 x 700 750 x 700 101 43.5 139.5 

W12984 H510 1 186785 D400 750 x 748 750 x 748 100 43.5 129

W12908 BA54 1 185735 D400 906 x 906 906 x 906 151 25 & 37.5 128

W12911 BA60 1 211032 D400 906 x 606 906 x 606 125 25 & 37.5 143.5

BA4791 BA66 1 228735 D400 912.5 x 905 912.5 x 905 100 68.5 211

BA4773 H530 1 186789 D400 1060 x 700 1060 x 700 100 33 & 51.5 172

W12895 BA78 1 185744 D400 1220 x 685 1220 x 685 151 39 217

W12893 BA84 1 211562 D400 1224 x 685 1224 x 685 100 39 332

W12978 H564 1 205457 D400 1200 x 750 1200 x 750 100 39 218

BA4794 BA88 1 230384 D400 1340 x 900 1340 x 900 100 53 278

W12979 H571 1 CDOP19GK D400 1500 x 750 1500 x 750 100 43 242

W12982 H584 1 186795 D400 1800 x 750 1800 x 750 151 39 317

W12896 BA96 1 215590 D400 1841 x 685 1841 x 685 100 39 290

W18197 BA98 1 230385 D400 2010 x 900 2010 x 900 100 53 406.5

W18198 H591 1 230108 D400 2250 x 750 2250 x 750 100 43 355

Safety Grids for Opt-Emax

Wolseley 
code

Opt-Emax  
code

Opt-Emax  
SAP code

Cattle grid  
safety grid code

SAP cattle grid 
safety grid code

Number of  
grids required

W12984 H510 1 186785 HM211 0 187091 1

W12979 H571 1 CDOP19GK HM211 0 187091 2

W12908 BA54 1 185735 HM213 0 196073 1

W12895 BA78 1 185744 HM216 0 187093 2

BA4773 H530 1 186789 HM223 0 187094 1

D400
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Features:
•  Non-rock design
• Elastomer seating gasket
• Hinged cover design
• Infiltration plugs
• Frame lifting points

Features:
•  Non-rock design
• Automatic cover security locking
• Semi-ergonomic hinging design
•  LTS installation and durability 

features
•  HA 104/09 compliant
•  Sewers for Adoption 7 compliant
•   GripTop variant available

Pamrex

Ult-Emax

Wolseley 
code

Supplier 
code

BS EN 124 
loading 

class

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg
W12912 CDPA60MFX26 D400 600 dia. 840 x 840 100 55 97

W12913 CDPA70MFX26 D400 700 dia. 940 x 940 100 71 118

W12914 CDPA80KFX26 D400 800 dia. 1000 x 1000 125 73 122

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
W13454 BG06 1 205763 D400 600 x 600 806 x 806 100 27.3/20.7 82

W13456 BG14 1 205765 D400 600 x 600 806 x 806 151 35.5/26.2 92

W13458 BG22 1 211605 D400 675 x 675 880 x 830 101 27.3/20.7 98

W13459 BG30 1 211606 D400 675 x 675 880 x 830 151 35.5/26.2 109

* Heaviest cover section. Please note: use loop handled lifting keys.

D400 – Continued

For technical advice, speak 
to a member of our team…

Call us on 0344 292 7090 or speak to your local branch
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Saint-Gobain PAM UK
Access Covers

Features:
•   Double triangular
•  Non-rock design
•  LTS installation and durability 

features
•  HA 104/09 compliant
•  Sewers for Adoption 7 compliant

Features:
•   Double triangular 
• Non-rock design
• Reduced infiltration features
• Seal plate compatible 
• LTS features
• HA 104/09 compliant
• Sewers for Adoption 7 compliant

Inter-Ax D400-N – 150mm Deep Units

Inter-Ax D400-H

Wolseley 
code

Supplier 
code

SAP  
code

Code 
with lock

SAP code 
with lock

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
W12668 BD14 1 185904 BC14 1/BK 185807 600 x 600 803 x 803 151 45 85.5

W12848 BC16 1† 185810 BC16 1/BK† 206901 600 x 600 820 x 770 150 45 92

W12698 BD30 1 211604 BC18 1/BK TBA 675 x 675 878 x 878 151 58 102

W12852 BC32 1† 185834 BC32 1/BK 199736 678 x 678 875 x 825 151 69 120

W12664 BC42 1† 185842 BC42 1/BK 185843 757 x 607 961 x 811 150 70 120

Wolseley 
code

Supplier 
code

SAP  
code

Code 
with lock

SAP code 
with lock

BS EN 124 
loading  

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
W12818 BH14 1 185928 BH14 1/BK 185929 D400H 600 x 604 800 x 805 151 55 103

W12820 BH16 1† 185935 BH16 1/BK† 185936 D400H 600 x 600 800 x 800 150 54 103

* Cover mass per pair. 
† Ventilated. 
Please note: safety grids to fit BH14 1 and BH16 1 can be ordered separately HMA2 0 (187106).
Use loop handled lifting keys

* Cover mass per pair. † Ventilated.
Please note: BS EN 124 loading class is D400N. Use loop handled lifting keys.

D400 – Continued
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Inter-Ax D400-N – 100mm Deep Units

Wolseley 
code

Supplier 
code

SAP  
code

Code  
with lock

SAP code 
with lock

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg

W12728 BC02 1 185775 BC02 1/BK 185776 608 x 458 775 x 652 101 42* 67

W12667 BD06 1 185892 BC06 1/BK 185789 600 x 600 803 x 803 101 50* 75

W12846 BC08 1† 185796 BC08 1/BK† 185797 607 x 607 802 x 802 100 49* 78

W12833 BC10 1 185799 BC10 1/BK 185801 600 dia. 802 x 802 100 50* 85

W12697 BD22 1 211603 – – 675 x 675 878 x 828 100 58* 91

W12850 BC24 1† 185821 BC24 1/BK† 185822 678 x 678 830 x 850 101 69* 102

W12663 BC38 1 185836 BC38 1/BK 185837 757 x 607 950 x 800 101 70* 105

W12859 BC46 1‡ 185847 BC46 1/BK 185848 754 x 754 1004 x 1004 101 48 142

W12861 BC48 1†,‡ 185854 BC48 1/BK† 185855 754 x 754 1004 x 1004 101 47 140

W12665 BC54 1‡ 185857 BC54 1/BK 185858 904 x 603 1099 x 800 100 44 131

W12865 BC57 1†,‡ 185867 BC57 1/BK† 185868 904 x 603 1099 x 800 100 43 129

W12867 BC66 1‡ 185870 BC66 1/BK 185871 912.5 x 905 1163 x 1155 125 74 273

W12666 BC78 1 185874 BC78 1/BL 185876 1250 x 678 1500 x 878 100 70* 198

W12829 BC81 1† 185889 BC81 1/BL† 185890 1250 x 678 1500 x 878 100 69* 195

* Cover mass per pair. † Ventilated. ‡ Covers not coupled and cover mass is for single half cover.
Please note: BS EN 124 loading class is D400N. Use loop handled lifting keys.

D400 – Continued

Features:
•   Double triangular 
• Non-rock design
•  Push-fit seal plate compatible  

frame design
•  LTS installation and durability 

features

Inter-Ax D400-N Sealed

Wolseley 
code

Supplier 
code

SAP  
code

Code 
with lock  

& seal

SAP code 
with lock  

& seal

BS EN 124 
loading  

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
W12835 BC10 1/AG 185800 BC10 1/CC 185802 D400 600 dia. 802 x 802 100 50 85

W12694 BE06 1 185910 – – D400 600 x 600 817 x 768 100 58 93

W12854 BE38 1 185925 – – D400 757 x 608 960 x 820 100 75 111

W12823 BE38 1/BK 208323 – – D400 757 x 608 960 x 820 100 75 111

* Cover mass per pair.
Please note: AG = complete with MSG bolt-down seal plate (0.5 bar pressure) – recommended that 
frame is bolted to chamber. For BE06 1 or BE38 1, if sealed product is required, seal plate must be 
ordered separately HM125 0 (187079), HM124 0 (187078) respectively. Use loop handled lifting keys.
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Saint-Gobain PAM UK

Silent Knight

Features:
•   Double triangular
• Non-rock design
• HA 104/09 compliant
• Sewers for Adoption 7 compliant

Wolseley 
code

Supplier 
code SAP code

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  
kg*

Total 
mass  

kg
Open Keyways

W12941 CJ14 1 186072 1210 x 685 1375 x 850 100 72 207

W12949 CJ24 1 186079 1825 x 685 1985 x 850 100 72 306

W12946 CJ16 1 186074 1210 x 685 1375 x 850 150 72 238

W12951 CJ26 1 186082 1825 x 688.5 1985 x 848.5 150 72 350

Closed Keyways

W12940 CJ34 1 186086 1210 x 685 1375 x 850 100 72 209

W18190 CJ44 1 186097 1825 x 685 1985 x 850 100 72 308

W12674 CJ36 1 186091 1210 x 685 1375 x 850 150 72 239

W12950 CJ46 1 186100 1825 x 688.5 1985 x 848.5 150 72 351

* Cover mass per pair. Please note: BS EN 124 loading class is D400N. Use loop handled lifting keys.

Features:
•  Two rings  – polyethylene
   – elastomer seating
•  Fastened by six bolts  

and clamping claws
• Resistant to one bar pressure

Pamtight

Wolseley 
code

Supplier 
code SAP code

BS EN 124 
loading 

class

Clear 
Opening Over base Depth

Cover 
mass  

kg

Total 
mass  

kg
W12915 RE 61 R1FD CDPE60AF D400N 600 dia. 850 dia. 100 53 100

Please note: recommended that frame is bolted to chamber.

Access Covers

D400 – Continued
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Valiant C250-40T

Trojan

Features:
•   Tested to D400 loading
• Single-piece cover
• Slide-out cover design
• Single seal

Features:
• Single-piece cover
• Double seal

Wolseley 
code

Supplier 
code SAP code

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg
W13472 C5144 CCVA76HK 605 x 455 760 x 610 100 57 89

W13473 C5145 CCVA77HK 605 x 606 760 x 762 101 71 108

W13474 C5146 186025 755 x 605 910 x 765 101 85 130

W13476 C5148 172789 905 x 905 1060 x 760 100 100 147

Wolseley 
code

Supplier 
code SAP code

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg

W13453 BE30 1 185919 603 x 603 804 x 804 76 86 125.5

Please note: BS EN 124 loading class is C250-40T. Medium duty, cover and frame in ductile iron. 
Use loop handled lifting keys.

Please note: BS EN 124 loading class is C250. Recommended for use inside industrial buildings where  
a double sealed unit is essential to meet building regulations. Use loop handled lifting keys.

C250

We fill the 
gap when 
it comes to 
road repair

Civils pages 295-300
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B125

Saint-Gobain PAM UK
Access Covers

Valiant

Features:
• Single-piece cover 
• Slide-out cover design 
• Single seal

Wolseley 
code

Supplier 
code

SAP  
code

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg
W12605 BM02 1 185949 602 x 452 752 x 602 75 33 53

W12669 BM06 1 185959 602 x 620 752 x 752 75 41 63

W13470 BM54 1 185964 902 x 602 1068 x 768 75 59 89

Please note: BS EN 124 loading class is B125. Medium duty, cover and frame in ductile iron. 
Use loop handled lifting keys.

Please note: Medium duty, cover and frame in ductile iron. Use loop handled lifting keys.

Features:
•  Single-piece cover
• Push-fit seal plate compatible

Trojan Seal Plate Compatible

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading class

Clear  
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg
W13453 BE32 1 185922 B125 752 x 602 934 x 784 75 53 87

Civils page 300

Looking  
for manhole 
bedding?
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Please note: use T-handled lifting key.

Features:
•  Single-piece cover 
 (except H050 1/H055 1/H060 1)
• Slide-out cover design

Rapide Slide Out

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading class

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg
W12920 H018 1 186464 B125 382 x 232 482 x 332 40 9 14

W12923 H020 1 186466 B125 552 x 327 652 x 427 40 17 25

W12922 H036 1 186535 B125 452 x 452 552 x 552 40 16 24

W12926 H041 1 CBRA75GK B125 602 x 452 702 x 552 40 22 31

W12929 H042 1 CBRA70CK B125 602 x 602 702 x 702 40 29 39

W12931 H043 1 186551 B125 752 x 602 852 x 702 40 37 49

W12932 H050 1 CBRA17GK B125 902 x 602 1002 x 700 50 27 69

W12918 H055 1 CBRA18GK B125 1002 x 677 1102 x 777 50 32 80

W12919 H060 1 186557 B125 1312 x 612 1412 x 712 50 36 90

Ductile Light Duty

Features:
•   Single-piece cover 
• Single or double seal

Wolseley 
code

Supplier 
code SAP code

Clear 
opening 

mm

Over base 
mm

Depth 
mm

Cover 
mass  

kg

Total 
mass  

kg
Double Seal

W12986 HA08 1 186884 606 x 454 776 x 624 41 30 53

W12988 HA09 1 186889 605 x 605 776 x 776 44 49 79

Please note: BS EN 124 loading class is B125. Recommended for use in areas where vehicular trafficking  
is not expected and where a single or double seal is required. Use T-handled lifting key.
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Saint-Gobain PAM UK
Access Covers

Ductile Light Duty Recessed

Features:
• 32mm recessed single-piece cover
• Single or double seal

Wolseley 
code

Supplier 
code SAP code

Clear 
opening 

mm

Over base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg
Single Seal

BA4460 HA06 1 186881 608 x 608 711 x 711 69 32 54

Double Seal

W12990 HA11 1 186894 607 x 455 776 x 624 72 39 65

W12992 HA12 1 186899 606 x 606 776 x 776 72 52 82

Please note: BS EN 124 loading class is B125. Use T-handled lifting key.

Please note: use T-handled lifting key.

Features:
• 75mm recessed single-piece cover
• Single seal
• Four corner lifting points

BriPave DI

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading class

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Cover 
mass  

kg

Total 
mass  

kg
BA4387 HA24 1 CBHY56QK B125 450 x 450 558 x 558 100 27 49

W12809 HA26 1 CBHY71QK B125 600 x 600 711 x 711 100 38 68

B125 – Continued

Bag yourself  
some cement

Civils pages 284-285
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Gully Gratings

Briflo

Briflo

Features:
• Double triangular
• Non-rock design

Features:
• Double triangular
• Non-rock design

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Waterway 
area  
cm2

HA102 
ref

Grating 
mass 
kg*

Total 
mass  

kg
BD8757 BZ490 1 234216 F900 465 x 465 620 x 573 140 872 R 50 97

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Waterway 
area  
cm2

HA102 
ref

Grating 
mass 
kg*

Total 
mass  

kg
W12808 BZ460 1 185973 E600 465 x 465 620 x 573 140 880 R 47.2 94.5

* Grating mass per pair.

* Grating mass per pair.

F900 / E600

If it’s gully 
pots that 
you need…

Civils page 68
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D400

Saint-Gobain PAM UK
Gully Gratings

Designed with the needs of the client and operator in mind the AquaVantage 
and Aqua-Max gratings combines high efficiency with the additional functional 
benefits of operator safety and asset security.

Features:
•   Captive hinged grating
•  Non-rock design
•  Single-piece grating
•  LTS installation and durability 

features
•  Automatic grating security locking
•  Wedge seating
•  HA 102 and 104/09 compliant
•  Sewers for Adoption 7 compliant

Aqua-Max

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg
W12604 BY34 1 205864 Kerb D400 450 x 450 660 x 550 100 1240 R 48

W12803 BY35 1 205865 Kerb D400 450 x 450 660 x 550 150 1240 R 53

W18210 BY36 1 252124 Left Hand D400 450 x 450 625 x 550 100 1220 R 42

W18211 BY37 1 252104 Left Hand D400 450 x 450 625 x 550 150 1220 R 50.6

Features:
•    Captive hinged grating
•  Non-rock design
•  Single-piece grating
•  Automatic grating security locking
•  Wedge seating
• HA 102 and 104/09 compliant

AquaVantage

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading  

class

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg
W18218 HV15 1 242564 D400 600 x 600 738 x 742 150 2000 P 81

W18216 HV86 1 251829 D400 1200 x 675 1356 x 809 200 5110 P TBC



205CIVILS / Access Covers & Gratings

Drilling Equipment / Bagging-Off EquipmentD400 – Continued

Features:
•  Non-rock design
•  Single-piece grating
•  LTS installation and durability 

features
•  Automatic grating security locking
•  Multi-directional water deflectors
•  Wedge seating

Features:
•  Removable hinged grating
•  Non-rock design
•  Single piece grating
•  Multi-directional water deflectors
•  Large frame load bearing area

Rexus

Ax-S 400

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg

W18073 H466R 211607 Right Hand 
Opening D400 600 x 600 800 x 714 100 1870 Q 85

W18178 H466L 211608 Left Hand 
Opening D400 600 x 600 800 x 714 100 1870 Q 85

W18195 H465 211145 Four 
Flanged D400 600 x 600 800 x 800 100 1870 N/A 88

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg

W12807 RH62 
M4KA

EDAX60 
DKX12

Hinged 
Opening D400 600 dia. 850 x 850 100 1190 TBA 58

7 whole pages 
of clay channels 
to choose from…
Civils pages 87-93
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Saint-Gobain PAM UK
Gully Gratings

The Watershed gully grate has been developed to meet the needs of engineers 
and the rigours of today’s traffic loadings.

Watershed offers ease of maintenance with its prising slot for quick opening  
and hinged action.

Watershed combines the benefits of both double triangular and hinged grates  
in one unit. Thanks to its wedge seating, Watershed provides non-rock 
performance and the captive hinge allows fast and easy access.

Features:
•  Captive hinged grating
• Non-rock design
• Single-piece grating

Watershed

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg

W12678 EDWS43EK HR865 1 Kerb  
Hinging D400 371 x 431 585 x 525 100 980 R 36

W12762 187136 HR863 1 Kerb  
Hinging D400 473 x 431 625 x 575 100 980 R 48

W12679 220325 HR876 1 Left Hand 
Opening D400 373 x 433 575 x 525 100 1090 R 35

W18069 220324 HQ876 1 Right Hand 
Opening D400 373 x 433 575 x 525 100 1090 R 35

W18214 249438 HR811 Left Hand 
Opening D400 370 x 310 525 x 400 100 810 S 28

BD2764 241109 HR815 Left Hand 
Opening D400 510 x 360 664 x 454 100 1225 R 40.4

D400 – Continued

Features:
•  Captive hinged grating
• Non-rock design
• Single-piece grating
• Pedestrian/cyclist safe mesh grating

Watershed Meshed

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg

W18067 HR853 1 228026 Kerb 
Hinging D400 400 x 445 550 x 535 100 994 R 42

Please note: this product is due to be updated in January 2018.
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Features:
• Double triangular grating
• Non-rock design
• Large waterway area

Torrent

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Grating 
mass  
kg*

Total 
mass  

kg

W12994 BZT14 1 185981 Double 
Triangular 1210 x 685 1385 x 850 100 4500 TBA 70 203

W12995 BZT24 1 185982 Double 
Triangular 1825 x 685 1985 x 850 100 6750 TBA 70 300

* Grating mass per pair. Please note: BS EN 124 loading class is D400.

D400 – Continued

Features:
• Double triangular grating
• Non-rock design
•  LTS installation and durability 

features

Waterway 1200

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Grating 
mass  
kg*

Total 
mass  

kg

W12685 BZ32 1 185972 Double 
Triangular 435 x 435 587 x 525 100 1200 Q 25 43

* Grating mass per pair. Please note: BS EN 124 loading class is D400.

Need EN1401 
pipe & fittings?
We’ve got the lot!

Civils pages 10-24 and 30-36
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D400 – Continued

Saint-Gobain PAM UK
Gully Gratings

Features:
• Double triangular grating
•  Non-rock design
•  Large waterway area
•  LTS installation and durability 

features

Features:
• Large waterway area
• Non-rock design
• LTS durability feature
• Multiple double triangular design

Waterway 2000

Waterway 2400

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Grating 
mass  

kg

Total 
mass  

kg

W12672 BZ48 1 185976 Double 
Triangular 607 x 607 802 x 802 100 2000 – 57* 86

W12766 BZ50 1† 185978 Double 
Triangular 607 x 607 802 x 720 100 2000 P 57* 84

W18174 BZ51 240126 Double 
Triangular 600 x 600 705 x 820 150 2000 P 57 96

W12673 BZ54 1 185980 Double 
Triangular 607 x 607 820 x 780 150 2000 – 57* 96

* Grating mass per pair. † Three or four flanged frame option. Please note: BS EN 124 loading class is D400.

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

BS EN 124 
loading 

class

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg

W12767 211234 BZ82 1 Double 
Triangular D400 425 x 415 

(x2) 1036 x 525 101 2400 P 84

INFRASTRUCTURE 
SOLUTIONS
BUILT AROUND YOU
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C250

Features:
• Captive hinged grating
• Non-rock design
• Single-piece grating

Watershed

Wolseley 
code

Supplier 
code

SAP  
code

Product 
description

BS EN 124 
loading 

class

Clear  
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

areacm2

HA102 
ref

Total 
mass  

kg

W12680 HR880 1 187140 Kerb  
Hinging C250 380 x 400 525 x 487 76 940 S 28

Pedestrian

Features:
• Captive hinged grating
• Single-piece grating
• Pedestrian/cyclist safe grating design

Wolseley 
code

Supplier 
code

SAP  
code

Code  
with 

spring 
locking

SAP code 
with 

spring 
locking

Product 
desc.

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

areacm2

HA102 
ref

Total 
mass  

kg

W12747 HP893 1 187126 H893L 1 186862 Left Hand 
Opening 324 x 312 476 x 401 76 655 S 23

W12748 HY813 1 187161 H813L 1 186854 Left Hand 
Opening 370 x 430 525 x 525 100 830 S 38

Please note: BS EN 124 loading class is C250.

We are the experts in Civils, Utilities, 
Power & Fibre and Hire.
We provide unrivalled stock availability, quality materials 
and supply chain management, along with all your 
essential electrical and fibre connections. We are also 
your hire specialists in pipe joining equipment.
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C250 – Continued / B125

Saint-Gobain PAM UK
Gully Gratings

Waterflow

Features:
• Captive hinged grating
• Single-piece grating

Wolseley 
code

Supplier 
code

SAP  
code

Code  
with 

spring 
locking

SAP code 
with 

spring 
locking

Product 
desc.

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Water- 
way 

area cm2

HA102 
ref

Total 
mass  

kg

W13484 HP894 1 187127 H894L 186863 Left Hand 
Opening 324 x 312 477 x 401 76 787 T 22

W13490 HP895 1 187130 H895L 186864 Left Hand 
Opening 

324 x 
438.5

476 x 
526.5 76 933 S 28

W13489 HP897 1 187132 H897L 186865 Left Hand 
Opening 401 x 435 553 x 533 76 1128 R 33

W13486 – 186856 H820S 1 186856 Left Hand 
Opening 370 x 310 520 x 400 75 786 T 25

W13487 – 186858 H822S 1 186858 Left Hand 
Opening* 370 x 310 520 x 400 75 786 T 25

* Dished grating profile. Please note: BS EN 124 loading class is C250.

Features:
• Captive hinged grating 
• Single-piece grating
• Dished grating profile

Aquaflo

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear 
opening 

mm

Over 
base 
mm

Depth  
mm

Waterway 
area cm2

Total 
mass  

kg
W12800 C6062R 176019 B125 230 x 225 300 x 300 60 300 9

W12801 C6064R 186039 B125 300 x 300 375 x 375 60 575 13

Can’t find 
what you’re 
looking for?
Speak to one of our team today on 0344 292 7090
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E600 / D400

Channel Gratings

Translinea

Autolinea

Features:
• Modular/linear formation 
• Bolt-down grate 
• Interlocking
•  Suitable for crosswise traffic when 

secured appropriately

Features:
• Modular/linear formation 
• Spring-bar grate interlocking

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Grating 
width 
mm

Length 
mm

Duct 
width 
mm

Grating 
thickness 

mm

Bearer 
bar 

depth 
mm

Water- 
way 

area cm2

Total 
mass  

kg

BD7681 RH40 T6HD EETL40PF E600 400 750 350 35 – 1290 46

Bearer bar

W12996 RH40 T6GR E7 E600/D400 – 750 – – 100 – 10

End Piece

BD7682 RH40 T6AD E10 E600/D400 – – – – – – 4.4

Connecting Piece

BD7683 RH40 H8ED E9 E600/D400 – – – – – – 0.5

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Grating 
width 
mm

Length 
mm

Duct 
width 
mm

Grating 
thickness 

mm

Bearer 
bar 

depth 
mm

Water- 
way 

area cm2

Total 
mass  

kg

W12804 RE30 H9HD EDAL30PF D400 300 750 250 35 – 1080 22.9

BD7237 RE40 H9HD EDAL40PF D400 400 750 350 35 – 1500 33

W12805 RE50 H9HD EDAL50PF D400 500 750 450 35 – 2000 43

Bearer bar

W12996 RH40 T6GR E7 D400 – 75 – – 100 – 10
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C250

Saint-Gobain PAM UK
Channel Gratings

Mecalinea

Features:
• Modular/linear formation 

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Grating 
width 
mm

Length 
mm

Duct 
width 
mm

Grating 
thickness 

mm

Bearer 
bar 

depth 
mm

Water- 
way 

area cm2

Total 
mass  

kg

Grating (with slots)

W12887 HG420 1 ECML20PF C250 200 750 140 27 – 580 16

W18171 HG425 1 ECML25PF C250 250 750 190 27 – 680 22.5

W18175 HG430 1 ECML30PF C250 300 750 240 27 – 900 27

W18185 RE35 H3HD ECML35PF C250 350 750 290 27 – 1020 30

W18168 HG440 1 ECML40PF C250 400 750 340 27 – 1290 36

W18186 HG450 1 ECML50PF C250 500 750 440 27 – 1590 43

W12888 RE60 H3HD ECML60PF C250 600 750 540 27 – 1890 54

ECML70PF RE70 H3GD ECML70PF C250 700 750 640 27 – 2180 67

Bearer bar

W12886 RE30 H3GD E5 C250 – 750 – 27 36 – 4

Connecting Piece

W18170 RE30 H3ED E6 C250 – – – – – – 0.5

Flags & paving – Civils pages 100-125 
Bagged aggregates –Civils page 286

Let us help you  
pave your way…



213CIVILS / Access Covers & Gratings

D400 / C250

Kerb Drainage

Features:
•  Single unit
• Half batter/45° splay 
• Locked as standard

Features:
• Hinged 
• Spring-bar lock
• Single unit
• Debris bar
• For urban applications

Aquakerb

Selecta 500 Urban Profile (T)

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading class

Kerb  
profile

Over base 
mm

Depth 
mm

Waterway 
area cm2

Total 
mass  

kg
W12608 C6100A 186040 D400 Half Batter 558 x 400 150 468 49

W12609 C6101A 186042 D400 45 Splay 558 x 400 150 425 47

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading class

Over 
frame 
mm

Frame 
depth 
mm

Grate 
depth 
mm

Kerb 
profile

Total 
mass  

kg
W12937 RH50 E2TS ECSE61TF C250 570 x 610 205 90 37 56.5

The result of intense collaboration with road drainage engineers, the Selecta 
kerb gully drainage unit in ductile iron with opening top and grating for 
optimum access, is the professionals’ solution to the problem of draining 
rainwater. Available in two sizes with two kerb profiles: Selecta ‘Maxi’ and 
Selecta ‘500’, Selecta kerb drainage units have been designed to ensure 
excellent drainage performance whilst maximising safety.

Selecta Range
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C250 – Continued

Saint-Gobain PAM UK
Kerb Drainage

Features:
• Hinged
• Spring-bar lock
• Single unit
• Debris bar
• For rural applications

Features:
• Hinged
• Half batter
• Single unit

Features:
• Hinged 
• Spring-bar lock
• Single unit 
• Height adjustable
• Debris bar

Selecta 500 Rural Profile (A)

Waterfall

Selecta Maxi Urban Profile (T)

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading class

Over 
frame 
mm

Frame 
depth 
mm

Grate 
depth 
mm

Kerb 
profile

Total 
mass  

kg
W12936 RH50 E2AS ECSE61SF C250 570 x 610 125 90 45 51

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear 
opening 

mm

Over base 
mm

Depth 
mm

Road  
retaining 

bar

Debris 
grid cm2

Total 
mass 

kg
W13480 HK03 1 187067 C250 450 x 410 x 295 550/480 x 362 190 Yes No 38.5

W13481 HK11 1* 187068 Heavy Duty 532 x 405 556 x 464 205 Extra Yes 63

W13482 HK02 1* 187066 Heavy Duty 532 x 405 556 x 464 205 Extra No 63

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading class

Over frame 
mm

Frame 
depth 
mm

Grate 
depth 
mm

Kerb 
profile

Total 
mass  

kg
W12938 RH75 E1FD ECSE75UFX11 C250 750 x 640 175-225 90 37 94

* Not kitemarked. HMA74 1 (187120) – road retaining bar.
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C250 – Continued

Features:
• Half batter/45° splay

Watergate Kerb

Wolseley 
code

Supplier 
code

SAP  
code

BS EN 124 
loading 

class

Clear 
opening 

mm

Base size 
mm

Depth 
mm Batter

Total 
mass 

kg
W13041 HK872 1 187070 C250 340 x 122 540 x 190 245 12.5 25

BA4398 HK884 1 187071 C250 340 x 122 540 x 190 245 45 20

We’ve got the kerbs 
to meet your 
requirements…

Civils pages 106-115 and 121-125
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Grade A

Saint-Gobain PAM UK
Surface Boxes

The Warrior surface box has been specifically designed to offer fast and easy 
access to emergency and below-ground services.

Manufactured from ductile iron and incorporating the large wedge seating 
principle, the Warrior surface box offers long-term stability and performance.

Features:
•  Non-rock design
•  LTS installation and durability 

features
• Single piece cover
• Badging options
• Security chain option

Features:
•   Wider flange to prevent lateral 

movement
• Non-rock design
• Single-piece cover
• Badging options 
• Security chain option

Warrior

Warrior – Wide Flange

Wolseley 
code

Supplier 
code

SAP  
code

Code with  
security 

chain

SAP code  
security  

chain

BS5834 
grade

Clear  
opening 

mm

Over base 
mm

Depth 
mm

Total 
mass 

kg
W12744 HB50 1 FSWA15CK HB50 1/AT 186963 A 153 x 148 225 x 225 100 7.3

W13500 HB80 1 186986 HB80 1/AT 186987 A 148 x 153 262 x 250 225 13.2

W12745 HB54 1 186972 HB54 1/AT 186973 A 229 x 227 325 x 325 100 13.3

W12746 HB58 1 186980 HB58 1/AT 186981 A 303 x 301 400 x 400 100 20.2

W12743 HB40 1 FSWA32EK HB40 1/AT 168303 A 383 x 233 505 x 355 125 24.7

Wolseley 
code

Supplier 
code

SAP  
code

Code with  
security 

chain

SAP code  
security  

chain

BS5834 
grade

Clear  
opening 

mm

Over base 
mm

Depth 
mm

Total 
mass 

kg
W18179 HB36 1 186935 HB36 1/AT 186936 A 383 x 233 530 x 380 125 26.5

Please note: use T-handled lifting key on all units except HB40 1 (FSWA32EK) where a loop handled 
lifting key is required.

Please note: use T-handled lifting key on all units except HB40 1 (FSWA32EK) where a loop handled 
lifting key is required.
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Grade A – Continued / Medium Duty

Features:
•    Double Triangular
• Non-rock design
• Badging options
• Security chain option

Features:
•  Solid top cover

Features:
•  Single-piece cover 
• Hinged 
• Badging options

Double Triangular

Solid Top

Hinged Pavement

Wolseley 
code

Supplier 
code

SAP  
code

Code with  
security 

chain

SAP code  
security  

chain

BS5834 
grade

Clear  
opening 

mm

Over base 
mm

Depth 
mm

Total 
mass 

kg
BA7651 HB07 1 168306 HB07 1/AT 186921 A 432 x 282 552 x 402 102 38

Wolseley 
code

Supplier 
code

SAP  
code

Code with  
security 

chain

SAP code  
security  

chain

BS5834 
grade

Clear  
opening 

mm

Over base 
mm

Depth 
mm

Total 
mass 

kg
BA3918 HB20 1 168304 HB20 1/AT 186932 A 100 x 100 190 x 190 100 6

Wolseley 
code

Supplier 
code

SAP  
code

BS 5834 
grade

Clear  
opening 

mm

Over base 
mm

Depth 
mm

Spigot  
I/D

Total 
mass 

kg
BA7647 HH90 1 187022 Medium 135 x 125 215 dia. 75 – 30.7

BA3994 HH96 1 187032 Medium 185 dia. 275 x 275 61 – 7.7

BA4126 HH93 E*, † ,‡ 187028 Medium 185 dia. 240 x 240 111 202 7.7

Please note: use loop handled lifting keys.

Please note: use loop handled lifting keys.

* Spigot base. † 40mm hole in cover for encoded meter application. ‡ Badged water.
Please note: use loop handled lifting keys.
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D400 Access Covers / D400 Gully Gratings 
C250 Gully Gratings

H-Brand
Access Covers & Gully Gratings

The H-Brand range of traditional access covers and gully gratings are 
manufactured to BS EN124, and are BSI Kitemarked for third party quality 
accreditation. 3 main loadings are offered: Heavy Duty – BS EN124 Class D400 
and Medium Duty BS EN124 Class C250 and BS EN124 Class B125.

Wolseley 
code

Supplier 
code

Product  
description

Clear opening 
mm

Over base 
mm

Depth  
mm

Total 
mass kg

BD3055 240213 Double Triangular Cover and Frame 600 x 600 x 100 700 x 700 100 64.5

BD3057 240216 Double Triangular Cover and Frame 675 x 675 x 100 775 x 775 100 74

BD3059 240218 Double Triangular Cover and Frame 755 x 605 x 100 850 x 700 100 92

BD3060 240219 Double Triangular Cover and Frame 900 x 600 x 100 1,000 x 700 100 112.5

BD3061 240222 Double Triangular Cover and Frame 1,220 x 675 x 100 1,320 x 775 100 165

BD3056 240214 Double Triangular Cover and Frame 600 x 600 x 150 700 x 700 150 72.5

BD3058 240217 Double Triangular Cover and Frame 675 x 675 x 150 775 x 775 150 79.5

BD3066 241689 Double Triangular Cover  
and Frame Badged FW 600 x 600 x 100 700 x 700 100 64.5

BD3067 241690 Double Triangular Cover  
and Frame Badged FW 600 x 600 x 100 700 x 700 100 64.5

BD3068 241711 Double Triangular Cover  
and Frame Badged FW 600 x 600 x 150 700 x 700 150 64.5

BD3069 241712 Double Triangular Cover  
and Frame Badged FW 600 x 600 x 150 700 x 700 150 64.5

Wolseley 
code

Supplier 
code

Product  
description

Clear opening 
mm

Over base 
mm

Depth  
mm

Waterway  
cm2

Total 
mass kg

BD3064 240228 3FLG Double Triangular  
Grate and Frame 435 x 380 x 100 530 x 440 100 743 32

BD3065 240230 Single Piece Kerb Hinged  
Grate and Frame 430 x 380 x 100 550 x 520 100 743 31.5

BD7133 248221 Single Piece End Hinged 
Grate and Frame RH Opening 430 x 380 550 x 445 100 626 32

BD7134 248223 Single Piece End Hinged 
Grate and Frame LH Opening 430 x 380 550 x 445 100 626 32

Wolseley 
code

Supplier 
code

Product  
description

Clear opening 
mm

Over base 
mm

Depth  
mm

Waterway  
cm2

Total 
mass kg

BD7135 249764 Single Piece Hinged Flat 
Yard Grate and Frame 300 x 300 390 x 460 75 490 20

BD7136 249766 Single Piece Hinged Dished 
Yard Grate and Frame 300 x 300 390 x460 75 490 20

D400 Access Covers

D400 Gully Gratings

C250 Gully Gratings
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B125 Access Covers

Wolseley 
code

Supplier 
code

Product  
description

Clear opening 
mm

Over base 
mm

Depth  
mm

Total 
mass kg

BD3062 240225 Single Piece Cover  
and Frame Single Seal 600 x 450 x 41 692 x 542 40 30.5

BD3063 240226 Single Piece Cover  
and Frame Single Seal 600 x 600 x 44 690 x 690 40 42

B125 Access Covers

D400 Access Cover D400 Gully Grating B125 Access Cover

We’ve got tonnes 
of sand and aggregates 

Civils page 286
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Pressed Steel Access Covers / 
Concrete Infill Recessed Access Covers 

EJ
Access Covers

Pressed Steel Access Covers

Concrete Infill Recessed Access Covers

3104D-SLK

3104C-SLK

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Solid Top for Domestic/Light Areas, Single Metal Seal

BA8042 51CGP Polypropylene Frame 30 600 x 450 7.2 5 tonne

N12230 52CGP Polypropylene Frame 30 600 x 450 9.9 10 tonne

N12231 53CGP Polypropylene Frame 30 600 x 450 12.6 17 tonne

N12232 55CGP Polypropylene Frame 30 600 x 450 17 25 tonne

MP1348 50CG Steel Frame 25 600 x 450 6.2 Pedestrian

BA6752 51CG Steel Frame 25 600 x 450 7.2 5 tonne

BA8043 52CG Steel Frame 25 600 x 450 9.9 10 tonne

BA6703 53CG Steel Frame 25 600 x 450 12.6 17 tonne

N12238 55CG Steel Frame 25 600 x 450 17 25 tonne

– 50DG/4 Steel Frame, 
Locked 4 screws 25 600 x 600 6.2 Pedestrian

BA6750 51BG Steel Frame 25 450 x 450 5.9 5 tonne

BA8041 50DG Steel Frame 25 600 x 600 7.9 Pedestrian

BA6702 51DG Steel Frame 25 600 x 600 9.2 5 tonne

BA8047 52DG Steel Frame 25 600 x 600 12.8 10 tonne

BA8049 53DG Steel Frame 25 600 x 600 16.4 17 tonne

Solid Top for Domestic/Light Areas, Single Polyethylene Seal

BA6727 50CGP-LS Poly Frame, 
Locked 4 screws 30 600 x 450 10.2 Pedestrian

BA4074 51CGP-LS Poly Frame, 
Locked 4 screws 30 600 x 450 11.2 5 tonne

Solid Top for Domestic/Light Areas, Double Sealed

BA6728 DS50DG/4 Steel Frame, 
Locked 4 screws 30 600 x 600 16.6 Pedestrian

BA6753 DS51DG/4 Steel Frame, 
Locked 4 screws 30 600 x 600 12 5 tonne

N12249 DS52DG/4 Steel Frame, 
Locked 4 screws 30 600 x 600 13.2 10 tonne

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Recessed Tray Type Cover & Frame, Single Polyethylene Seal

MP3297 3104B-SLK 
Locked 4 Screws, 

‘Slk’ Built in 
Lifting Keys

56 450 x 450 10 10 tonne

N12258 3104C-SLK
Locked 4 Screws, 

‘Slk’ Built in 
Lifting Keys

56 600 x 450 10.5 10 tonne

BA4149 3104D-SLK
Locked 4 Screws, 

‘Slk’ Built in 
Lifting Keys

56 600 x 600 13 10 tonne
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Block Paving Recessed Access Covers

Block Paving Recessed Access Covers

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Diameter 
mm

Weight 
kg Class

Square to Round Recessed Block Pavior Cover & Frame, Plain Seated

N12273 R2-300 R2, 77mm Internal 
Recess 100 300 9.5 5 tonne

BA4096 R2-450P-SLK R2, to suit 65mm 
Pavior 100 450 11.8 10 tonne

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Driveway Series Recessed Block Pavior Cover & Frame, Single Metal Seal

BA6723 DR4545 100mm Internal 
Recess 110 450 x 450 21 5 tonne

BA6724 DR6045 100mm Internal 
Recess 110 600 x 450 18.8 5 tonne

N12272 DR6060 100mm Internal 
Recess 110 600 x 600 22.7 5 tonne

BA8045 DR3030-80 80mm Internal 
Recess 95 300 x 300 16.5 5 tonne

BA8051 DR4545-80 80mm Internal 
Recess 95 450 x 450 19 5 tonne

BA8052 DR6045-80 80mm Internal 
Recess 95 600 x 450 19.3 5 tonne

BA6725 DR6060-80 80mm Internal 
Recess 95 600 x 600 21.7 5 tonne

Driveway Series Slide Out Block Pavior Cover & Frame, 
C/W Secured Lifting Keys, Plain Seated

BD8592 DR60P-SLK 65mm Internal 
Recess, Poly Frame 80 600 x 450 12 5 tonne

N12262 DR6045P-SLK 80mm Internal 
Recess, Poly Frame 95 600 x 450 13 10 tonne

N12263 DR6045-SLK 80mm Internal 
Recess Steel Frame 85 600 x 450 16.4 10 tonne

N12264 DR6060-
80SLK

80mm Internal 
Recess, Steel Frame 100 600 x 600 21.7 5 tonne

N12265 DR6060P-
100SLK

100mm Internal 
Recess Poly Frame 115 600 x 600 21.7 5 tonne

Single Unit Recess Block Pavior Cover & Frame, Plain Seated

BA4426 PS6004D1 100mm Internal 
Recess 113 600 x 600 51.9 F.A.C.T.A 

Class B

BA4507 PS6004F1 100mm Internal 
Recess 113 750 x 750 58.2 F.A.C.T.A 

Class B

BD5362 PS6002E1 100mm Internal 
Recess 113 750 x 600 57.9 F.A.C.T.A 

Class AAA
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Concrete Infill Recessed Access Covers / 
Double Tri Access Covers

EJ
Access Covers

Concrete Infill Recessed Access Covers

Double Tri Access Covers

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Recessed Tray Type Cover & Frame, Double Polyethylene Sealed. 
Loading achieved when Filled with C25 Concrete

BA8046 D3104A Locked 2 Screws 58 300 x 300 4 F.A.C.T.A 
Class AAA

BA8053 D3104B Locked 4 Screws 58 450 x 450 7.3 F.A.C.T.A 
Class AAA

BA6754 D3104C Locked 4 Screws 58 600 x 450 9.6 F.A.C.T.A 
Class AAA

BA6755 D3104D Locked 4 Screws 58 600 x 600 12.1 F.A.C.T.A 
Class AAA

Alumatic® Cover & Frame. Double Sealed & Locked. 
Loading achieved when filled with C40 Concrete

BD7354 AL26045 Up to 35mm Tile/
Floor Finish Infill 55 600 x 450 12.9 F.A.C.T.A 

Class AA

Wolseley 
code

Supplier 
code

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Double Triangular Cover & Frame, Kitemarked, HA104/02 Compliant

N12282 KD10 100 600 x 600 77 D 400

BA4384 KD10-6 150 600 x 600 82 D 400

N12284 KD12 100 675 x 675 84 D 400

N12285 KD12-6 150 675 x 675 98 D 400

MP3282 KD14 100 750 x 600 95 D 400

BA4625 KD14-6 150 750 x 600 105 D 400

BA4639 KD15 100 750 x 750 105 D 400

BA5670 KD15-6 150 750 x 750 115 D 400

BA4564 KD16 100 900 x 600 115 D 400

BA4601 KD16-6 150 900 x 600 124 D 400

BA4649 KD17 100 900 x 900 190 D 400

Multiple Double Triangular Cover & Frame, Kitemarked, HA104/02 Compliant

N12290 KD19 100 1220 x 675 160 D 400

BA4690 KD19-6 150 1220 x 675 170 D 400

N12342 KD21 100 1200 x 900 250 D 400

N12341 KD21-6 150 1200 x 900 290 D 400

Double Triangular Cover & Frame, Kitemarked

BD4562 KD800 100 450 x 450 48 D 400

BD4563 KD900 100 600 x 450 59 D 400

BA4351 KD100 100 600 x 600 65 D 400

MP3276 KD100-6 150 600 x 600 72 D 400

BA4412 KD120 100 675 x 675 81 D 400

BA4457 KD120-6 150 675 x 675 93 D 400

Multiple Double Triangular Cover & Frame, Kitemarked

BA4621 KD190 100 1200 x 675 159 D 400

Products comply with BS EN 124.

KD12-6

KD10
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Single Seal Access Covers / 
Slide-out Access Covers

Slide-out Access Covers

Single Seal Access Covers

Wolseley 
code

Supplier 
code

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Solid Top Cover & Frame, Slide-out, Kitemarked

BA4091 KD3240S 40 450 x 450 23 B 125

N12296 KD3340S 40 600 x 450 28 B 125

N12297 KD3440S 40 600 x 600 34 B 125

BA4189 KD3475S 75 600 x 600 40 B 125

BA4390 KD34AS 40 675 x 675 47 B 125

N12299 KD3540S 40 750 x 600 53 B 125

BA4487 KD3740S 40 900 x 600 59 B 125

N12303 KD3840S 40 1220 x 675 102 B 125

Products comply with BS EN 124.

Wolseley 
code

Supplier 
code

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Solid Top Cover & Frame, Single Seal, Kitemarked

BD5232 KD63C 75 750 x 600 79 C 250

BA4260 KD3340 40 600 x 450 55 B 125

Products comply with BS EN 124.

Wolseley 
code

Supplier 
code

Depth/ 
height 

mm

Diameter 
mm

Weight 
kg Class

Solid Top Cover & Frame, Single Seal, Kitemarked

N12294 KD30 25 433 30 B 125

N12293 KD31 22 450 32 B 125

Products comply with BS EN 124.

Can’t find 
what you’re 
looking for?

Speak to one of our team today on 0344 292 7090
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Access Covers / Captive End Hinged Gully Gratings

EJ
Access Covers & Gratings

Captive End Hinged Gully Gratings

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Hinged Gully Grating & Frame, Kitemarked, HA104/02 Compliant

N00128 KD50DNN – 100 400 x 440 33 D 400

BA4166 KD50D6N – 150 400 x 440 39 D 400

BA4234 KD53D – 100 450 x 450 35 D 400

N12320 KD56D Rear Hinged 100 400 x 440 33 D 400

Hinged Gully Grating & Frame, Kitemarked

N12312 KD50DP Pedestrianised 100 420 x 420 31 D 400

BA4152 KD500 – 100 380 x 440 31 D 400

BD4541 KD500P Pedestrianised 100 380 x 440 43 D 400

N12309 KD51D – 100 380 x 310 26 D 400

N12313 KD52D – 100 500 x 350 43 D 400

Products comply with BS EN 124.

Access Covers

Wolseley 
code

Supplier 
code

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Solid Top Cover & Frame, Single Seal

BA4045 E10A1 26 450 x 450 25 A 15

N00083 E10B1 26 600 x 450 22 A 15

N00084 E10C1 25 600 x 600 32 A 15

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Diameter 
mm

Weight 
kg Class

Solid Top Cover & Frame, Locked as Standard, Single Seal

N12304 E10APL Polypropylene 
Cover & Frame 30 450 5 35 Kn

Solid Top Cover & Frame, Slide-out

N12305 E10ACP Cast Iron & 
Plastic Frame 43 450 12 A 15

ChamberMATE Recessed Cover & Frame

N12306 CM-450C – 40 450 2 A 15

Products comply with BS EN 124.
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Double Tri Gully Gratings / 
Captive End Hinged Gully Gratings / Yard Gratings

Yard Gratings

Double Tri Gully Gratings

Captive End Hinged Gully Gratings

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Hinged Gully Grating, Kitemarked

N12322 KD70 Flat Top 50 225 x 225 11 C 250

N12323 KD71 Dished 50 225 x 225 10 C 250

N12324 KD72C Flat Top 75 325 x 325 16 C 250

BA4099 KD73C Dished 75 325 x 325 16 C 250

Products comply with BS EN 124.

Wolseley 
code

Supplier 
code

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Double Triangular Gully Grate & Frame, Kitemarked, HA104/02 Compliant

MP4175 KD41DNN 100 400 x 440 35 D 400

BD8704 KD410-6 150 400 x 440 41 D 400

N12321 KD43DN 100 600 x 600 70 D 400

BA4531 KD43D6N 150 600 x 600 88 D 400

Double Triangular Gully Grating, Kitemarked

BA4177 KD410 100 400 x 440 34 D 400

Products comply with BS EN 124.

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Hinged Gully Grating & Frame, Kitemarked

N12326 KD51C – 75 380 x 310 18 C 250

BB7551 KD50CN – 75 420 x 420 24 C 250

Pedestrian Gully Grating, Kitemarked

N12327 KD51CP Pedestrianised 75 380 x 310 20 C 250

Products comply with BS EN 124.

KD70

KD71

KD72C



226 CIVILS / Access Covers & Gratings

Kerb Drainage Units / 
Proprietary Drainage Gratings / Surface Boxes

EJ
Drainage & Surface Boxes

Kerb Drainage Units

Wolseley 
code

Supplier 
code

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Heavy Duty Kerb Gully Unit, Half Batter

N12314 KD115HB 150 490 x 345 45 D 400

Products comply with BS EN 124.

Proprietary Drainage Gratings

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Heavy Duty 

BA4314 D58-2 Blogully, 3 Flanges 145 340 x 170 25 C 250

BD9091 D58-5 Congully, 4 Flanges 145 360 x 240 25 C 250

Products comply with BS EN 124.

Surface Boxes

Wolseley 
code

Supplier 
code

Product  
description

Depth/ 
height 

mm

Clear 
opening 

mm

Weight 
kg Class

Double Triangular Surface Box

F03161 KB1D Kitemarked, 
Loop Box 150 150 x 150 11 Grade A

MP1317 KB2D Kitemarked 100 150 x 150 9 Grade A

MP1330 KB3D Kitemarked 100 229 x 229 19 Grade A

MP1331 KB4D Kitemarked 100 300 x 300 26 Grade A

BA5887 B2D Non-Kitemarked 100 150 x 150 7 Grade A

N12330 B3D Non-Kitemarked 100 229 x 229 13 Grade A

N12331 B4D Non-Kitemarked 100 300 x 300 26 Grade A

Products comply with BS 5834 Part 2.

Solid Top Fire Hydrant Surface Box, Kitemarked

BA5888 KFH125 – 125 380 x 230 23 Grade A

BA4255 KFH2 – 105 430 x 280 28 Grade A

Products comply with BS 5834 Part 3.

Hinged Solid Top Surface Box

BA3782 TYPE-A – 75 140 x 115 4 Pedestrian

BA8044 D110A – 75 140 x 115 4 Pedestrian
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CIVILS
For unrivalled stock 
availability and technical 
expertise

• Commercial Landscaping
• Plastic Drainage
• Concrete Drainage
• Clay Drainage
•  Storm Water Management
•  Sewage & Pollution Control
• Access Covers & Gratings

• Duct & Access Systems
• Flexible Couplings
• Geotechnical Products
• Street Furniture
• Construction Chemicals
• Construction Products
• Auxiliary Products 

POWER & FIBRE
For essential electric 
and fibre connections

• LV & HV Cable
• Cable Joints & Kits
• LV Terminations

• Ducting
• Covers, Guards & Cleats
• Switchgear

• Earthing Accessories
• Fuses
• Resin & Consumables

• Butt Fusion
• Electrofusion
• Trenchless Technology
• Electrical & Telecoms
•  Flow Stopping & Under Pressure 

Drilling Equipment
• WASK Equipment

• Testing Equipment
• Towing & Cleaning
• Pipe & Cable Detection
•  Hot Air Welding & Extrusion
• Fibre Blowing Equipment
• Tooling

HIRE
For specialist pipe 
jointing equipment

• Gas Pipe 
• Water Pipe
• Valves

• Hydrants
• Metering
• Fittings

• Fabrication
• Chambers & Sections
• Consumables

UTILITIES
For quality materials and 
supply chain innovation
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UltraCrete

Instarmac
Reinstatement, Bedding & Repair Solutions

UltraCrete Envirobed HA104
Bedding Mortar

UltraCrete Envirobed HA104 
Flowable Bedding Mortar

UltraCrete M90 All Purpose 
Fast Set Mortar

UltraCrete M45 
Fast Set Mortar

Wolseley code Supplier code

N12215 M45

N12215 M45B

Wolseley code Supplier code

BA2121 ENVIROBED 18

Wolseley code Supplier code

BD9298 ENVIROBED FLOW

UltraCrete M60 Rapid 
Strength Bedding Mortar 

UltraCrete M60 F Rapid 
Strength, Fibre Reinforced 
Bedding Mortar

Wolseley code Supplier code

BA1197 M60

N12473 M60B

Wolseley code Supplier code

BE0140 M60F

BE0141 M60FB

Wolseley code Supplier code

N12494 M90

BA9429 M90B
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UltraCrete – Continued

UltraCrete PY4 
Polyester Resin System

UltraCrete PY5 Flowable 
Polyester Resin System

UltraCrete QC10/F 
Rapid Strength concrete

Wolseley code Supplier code

N12496 PY4

Wolseley code Supplier code

BA2370 PY5

Wolseley code Supplier code

N12460 QC10

BA9431 Flowable – QC10F

UltraCrete QC6 
Rapid Set Surface Concrete

Wolseley code Supplier code

BA1439 QC6

BA1546 QC6B

UltraCrete Perma-soil 
Soil Stabiliser

Wolseley code Supplier code

BD7444 PERMASOIL 12.5KG TUB

BA1238 PERMASOIL 25KG BAG

BA1393 PERMASOIL 25KG TUB

UltraCrete Kerb and 
Patch Repair

Wolseley code Supplier code

BA1553 KERB & PATCH REPAIR
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UltraCrete – Continued

UltraCrete Instant 
Road Repair 10mm

UltraCrete Instant 
Road Repair 6mm

Wolseley code Supplier code

N12918 IR10

BA9430 IR10B

Wolseley code Supplier code

N12917 IR2

H01740 IR2B

BB6465 IRR RED

UltraCrete Permanent 
Pothole Repair 

Wolseley code Supplier code

N12469 PPR

N12994 PPR WET

UltraCrete Line 
Marking Paint

Wolseley code Supplier code

BA0673 MP1

BA0674 MP2

BA0676 MP4

Instarmac
Reinstatement, Bedding & Repair Solutions

Wolseley code Supplier code

N12464 GRIP GREY

N12465 GRIP BUFF

N12466 GRIP RED

N12467 GRIP GREEN

N12468 GRIP BLACK

UltraCrete Instagrip 
Anti-skid Patch Repair



UltraCrete RSC Extra 
Rapid Hardening Cement

Wolseley code Supplier code

BA1488 RSC

BA1568 RSCB
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UltraCrete HF High 
Flow Precision Grout

Wolseley code Supplier code

BA0994 HF

UltraCrete Super Fix 
Single Part Postmix

Wolseley code Supplier code

BA0558 SUPERFIX

UltraCrete Post Fix 
Two Part

Wolseley code Supplier code

H01089 POSTFIX

UltraCrete FTC Fast Track 
Concrete 4mm

Wolseley code Supplier code

BA6094 FTC

UltraCrete Surface 
Defect Repair

Wolseley code Supplier code

BD3362 SURF DEFECT REPAIR
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Wolseley code Supplier code

BA1218 INSTABAND ECO

Wolseley code Supplier code

BA6647 INSTALINE WHITE

BA6648 INSTALINE YELLOW

N12472 INSTALINE PRIMROSE

UltraCrete Instaband 
ECO Thermoplastic 
Over-banding Tape

UltraCrete Instaline 
Thermoplastic Road 
Marking

UltraCrete – Continued

Instarmac
Reinstatement, Bedding & Repair Solutions

We fill the gap when 
it comes to road repair

Civils pages 295-300



UltraScape RESI-BED 
Epoxy Bedding and 
Concrete Repair Mortar

Wolseley code Supplier code

N12996 RESI-BED 10

N12495 RESI-BED 22
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UltraScape

UltraScape Pro-Prime 
Slurry Primer

Wolseley code Supplier code

N11579 PRO-PRIME

Wolseley code Supplier code

N11571 FLOWPOINT CHAR

N11572 FLOWPOINT ECO CHAR

BD5266 FLOWPOINT ECO NAT

UltraScape Flowpoint

UltraScape Paving Guard 

Wolseley code Supplier code

BB9179 PAVING GUARD

UltraScape SlipBond 
Vertical Stone and Brick 
Slip Adhesive

Wolseley code Supplier code

BD8545 SLIP BOND

UltraScape Pro-Bed HS

Wolseley code Supplier code

N11574 PR0-BED HS ECO

BA1166 PRO-BED HS

BA3300 PRO-BED HS BULK SILO
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NAL Ltd.
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Cubis
Stakkabox™

Ultima / Modula
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Ultima

Modula

Ultima is a system for building access 
chambers for use in underground 
infrastructure networks.

Ultima is moulded in Glass Reinforced 
Polyester in 150mm deep twinwall 
sections which stack to the required 
chamber depth.

Stackable access chamber sections, 
suitable for installation in the footway 
and in trafficked areas. Sections are 
available in solid ring or component 
format and in 150mm sectional depths.

Component rings are constructed from 
corner pieces which can be used alone  
to form a 300mm square section or in 
combination with side-wall pieces 
measuring 100mm, 150mm and 300mm 
to produce a wide range of chamber sizes.

Wolseley 
code

Length
mm

Width 
mm

Depth 
mm

Weight 
kg

P28888 500 500 150 8.8

P28893 800 800 150 13.2

P28895 915 445 150 10.8

P28898 1160 380 150 11.4

P28899 1200 600 150 18.9

P28902 1200 1,200 150 20.4

P28903 1310 610 150 14.1

P28905 1300 850 150 15.8

P28906 1500 750 150 15.7

P28900 1220 675 150 18

– 1900 1,200 150 38

– 2500 1,200 150 31.9

Wolseley 
code

Length
mm

Width 
mm

Depth 
mm

Weight 
kg

P28941 750 600 150 7.8

P28942 750 750 150 8.7

P28944 900 450 150 7.8

P28945 900 600 150 8.6

P28947 900 900 150 7.3



Quad / Fortress
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Quad

Fortress

Quad is a range of modular and 
structural preformed access chambers. 
Available in the 102, 104 and 106 sizes, 
Quad is the only modular access 
chamber approved for use on British 
Telecom networks.

Supplied in 150mm deep twinwall rings, 
chambers are built by stacking sections 
until the required depth is reached. Each 
section weighs under 25kg, making it 
suitable for a single person to lift under 
manual handling guidelines.

The Quad system is moulded in HDPE 
and possesses excellent strength to 
weight properties. Each section is 
ribbed internally to improve loading 
performance.

Fortress is a range of modular and 
structural preformed access chambers. 
Fortress access chambers are suitable for 
use in carriageway and footway 
environments. The ‘Type B’ profile is 
suitable for use in areas rated E600.

Supplied in 150mm deep twinwall rings, 
chambers are built by stacking sections to 
required depth. Each part weighs under 
25kg, making it suitable for a single 
person to lift under manual handling 
guidelines.

Wolseley 
code

Length
mm

Width 
mm

Depth 
mm

Weight 
kg

P31689 725 255 150 6.6

P31690 915 445 150 13.6

P31691 1310 610 150 18.8

Wolseley 
code

Length
mm

Width 
mm

Depth 
mm

Weight 
kg

P30178 445 445 150 5

P30179 610 445 150 5.6

P30180 610 610 150 6.2

P30181 675 675 150 8

P30182 915 445 150 7

P30183 915 610 150 7.6

P30184 915 915 150 9.1

P30185 1220 445 150 10.4

P30186 1220 610 150 11.4

P30187 1220 675 150 12.8

P30188 1220 915 150 13

P30189 1220 1,220 150 16.2

P30190 1310 610 150 16.8
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Cubis
Multiduct™

A multiple duct bank system with 4, 6 or 
9-way options. 

Units can be combined to form multiple 
duct banks for use under/alongside 
track (UTX) or road (URX) crossings, 
bridge crossings, through tunnels or for 
any other applications where a multiple 
ducting network is required.

Moulded in structural foam HDPE, 
lightweight and easy to use, while also 
very strong. In addition the 
configuration results in narrower 
trenches than those required for duct 
banks built from several traditional 
individual ducts. 

The system comprises standard straight 
conduit sections and a full range of 
accessories to manage common bends, 
duct configurations and for interfaces 
with single ducts and access chambers.

Wolseley 
code

Product 
reference

Lay length 
mm

X 
mm

Y 
mm

Ducting 
space

Weight 
kg

BB0227 4-way 1065 252 252 110 7.3

P03163 4-way 1065 376 376 160 16.5

BB0226 6-way 1065 358 252 110 11

BB0225 9-way 1065 376 376 110 17.3

Features and benefits:
•   4, 6 and 9-way (110mm duct)  

and 4-way (160mm duct)  
options available

•   Approved and used by major 
European rail operators

•   Very strong structural design  
– no concrete surround required

•   All parts weigh less than 20kgs

POWER 
& FIBRE
For essential electric 
and fibre connections

Speak to one of our team today on 0344 2511 666
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NAL Ltd.

Access Chambers / Carriageway Loop Boxes

Wolseley 
code

Supplier 
code

Depth/ 
height mm 

BA1382 
BA1698 STX300 x 300 155

BA1516 
BA1884 STX450 x 300 155

BA1629 
BA2004 STX450 x 450 155

BA1789 
BA2176 STX600 x 450 155

BA1946 
BA2243 STX600 x 600 155

Products comply with EN124.

Wolseley 
code

Supplier 
code

Depth/ 
height mm 

BA7437 D400LOOP 140

Products comply with EN124.

Access Chamber

The NAL STAKKAbox™ system is a range 
of polypropylene preformed twin wall 
modular access chambers. They have been 
developed for use in both footway and 
carriageway installations and are capable 
of withstanding vertical loads in excess of 
40 tonnes without the requirement for 
any structural support. 

The NAL Carriageway Loop Chamber is 
manufactured from ductile iron with a 
one piece D400 (40T) cover and has 
4nr loop tail entry slots to enable 
connection from all directions.

Access Chambers / Loop Boxes

Carriageway Loop Boxes

Loop Box D400 Loop Box D400 Loop Box D400
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Detector Chambers / Composite Covers & Frames

NAL Ltd.

Wolseley 
code

Supplier 
code

Depth/ 
height mm 

– MAGBOXRED 115

– MAGBOXBLK 115

Wolseley 
code

Supplier 
code

Extra Deep Cover and Galvanised Frame 85mm, 
Badged TS/SL EN124M

BA2559 WCF300x300

BD9104 WCF450x300

BA2682 WCF450x450

BA2869 WCF600x450

BA2957 WCF600x600

Classic Cover and Galvanised Frame 45mm, 
Badged ‘Highways’

BA6712 CF300x300CS

BA6713 CF450x300CS

BA6821 CF450x450CS

BA6822 CF600X450CS

BA6714 CF600x600CS

Products comply with EN124.

Detector Chambers

This NAL Detector Chamber is designed 
to house wireless detectors such as 
Magnetometers. The chamber is 
manufactured from composite material 
therefore enabling the wireless technology 
to transmit signals through the chamber.

NAL Composite Covers are lightweight 
and manufactured from glass 
re-enforced polyester resin.

They feature a non-slip tread pattern to 
the surface side which exceeds a Slip 
Resistance Value (SRV) of 80 and are 
produced in B125 (12.5 Tonne) and 
C250 (25 Tonne) vertical load 
capacities.

Suitable for use in footpaths, car parks, 
grass verges and areas with slow 
moving traffic – including HGV’s.

Detector Chambers / Covers & Frames

Classic (Highways) Composite Cover 45mm Extra Deep Cover Frame 85mm B125 and C250

Composite Covers & Frames



241CIVILS / Duct & Access Systems

NAL Ltd.

Retention Sockets

Wolseley 
code

Supplier 
code

Depth/ 
height mm 

– RS48 –

– RS50 336

– RS50x50 336

BA2459 RS50X60 336

– RS60 300/450/600/750/900

– RS76 300/450/600/750/900

– RS89 300/450/600/750/900

– RS115 218/450/600/750/900

– RS140 300/600/750/900

– RS145 300/600/750/900

– RS168 300/600/750/900

– RS177 300/600/750/900

– RS194 300/600/900

– RS202 300/600/900

– RS219 300/600/900

– RS226 300/600/900

– RS245 300/600/900

– RS273 300/600/900

– RS120X80 300/600/900

– RSTF 300/600/900

– RS323 300/600/900

– RS406 1200

Products comply with BS EN124.

Retention Sockets

The NAL Retention Socket is a patented 
range of galvanised cast steel and 
ductile iron sockets which securely 
retain in position all types of illuminated 
and non-illuminated street furniture 
posts.

They are manufactured in a range of 
sizes and shapes to suit the wide variety 
of street furniture being installed on the 
highway today. 

Base Types: 
NI Non-illuminated 
DF Duckfoot 
TB Teebend 
SF Shallow Foundation

Retention Sockets

Non-illuminated Tee Bend Duckfoot Bend Shallow foundation

Can’t find 
what you’re 
looking for?

Speak to one of our team today on 0344 292 7090
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Polypipe Civils
Cable Protection Systems

Ridgiduct

Wolseley 
code

Supplier 
code

Nominal 
size mm 

Length 
m Material

P58162 RB100X2 100 2 High Density Polyethylene

P58163 RB125X2 125 2 High Density Polyethylene

P58164 RB150X2 150 2 High Density Polyethylene

P58165 RB100X3 100 3 High Density Polyethylene

P58166 RB125X3 125 3 High Density Polyethylene

P58167 RB150X3 150 3 High Density Polyethylene

P59352 RB100X6 100 6 High Density Polyethylene

P59372 RB125X6 125 6 High Density Polyethylene

P59392 RB150X6 150 6 High Density Polyethylene

P58160 RB94X6 94 6 High Density Polyethylene

Wolseley 
code

Supplier 
code

Nominal 
size mm Material

11.25º Bend

P59600 RBB100X11X2.4 100 Polyvinylchloride

P59611 RBB125X11X2.4 125 Polyvinylchloride

P59621 RBB150X11X2.4 150 Polyvinylchloride

22.5º Bend

P59601 RBB100X22X2.4 100 Polyvinylchloride

P59612 RBB125X22X2.4 125 Polyvinylchloride

P59622 RBB150X22X2.4 150 Polyvinylchloride

45º Bend

P59603 RBB100X45X0.45 100 Polyvinylchloride

P59615 RBB125X45X0.61 125 Polyvinylchloride

P59624 RBB150X45X0.61 150 Polyvinylchloride

90º Bend

P59607 RBB100X90X0.45 100 Polyvinylchloride

P59618 RBB125X90X0.61 125 Polyvinylchloride

P59628 RBB150X90X0.61 150 Polyvinylchloride

Power Ducts

Bends

Wolseley 
code

Supplier 
code

Nominal 
size mm 

Length 
m Material

P59470 RB100X1S 100 1 High Density Polyethylene

P59490 RB125X1S 125 1 High Density Polyethylene

P59510 RB150X1S 150 1 High Density Polyethylene

P59463 RB100X3S 100 3 High Density Polyethylene

P59465 RB150X3S 150 3 High Density Polyethylene

Power Split Ducts
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Ridgiduct – Continued

Wolseley 
code

Supplier 
code

Nominal 
size mm 

Length 
m Material

F62946 RB94X6OSL 94 6 High Density Polyethylene

P69000 RB100X6OSL 100 6 High Density Polyethylene

P69002 RB150X6OSL 150 6 High Density Polyethylene

P18970 RB94X6OTS 94 6 High Density Polyethylene

P63891 RB100X6OTS 100 6 High Density Polyethylene

BB6604 RB150X6OTS 150 6 High Density Polyethylene

Wolseley 
code

Supplier 
code

Nominal 
size mm Angle Material

P18471 RBDB94X11X0.42 94 11.25 High Density Polyethylene

P18472 RBDB94X22X0.42 94 22.5 High Density Polyethylene

P18473 RBDB94X45X0.42 94 45 High Density Polyethylene

P18474 RBDB94X90X0.42 94 90 High Density Polyethylene

P18459 RBDB100X11X0.42 100 11.25 High Density Polyethylene

P18460 RBDB100X22X0.42 100 22.5 High Density Polyethylene

P18461 RBDB100X45X0.42 100 45 High Density Polyethylene

P18462 RBDB100X90X0.42 100 90 High Density Polyethylene

P18463 RBDB125X11X0.6 125 11.25 High Density Polyethylene

P18464 RBDB125X22X0.6 125 22.5 High Density Polyethylene

P18465 RBDB125X45X0.6 125 45 High Density Polyethylene

P18466 RBDB125X90X0.6 125 90 High Density Polyethylene

P18467 RBDB150X11X0.61 150 11.25 High Density Polyethylene

P18468 RBDB150X22X0.61 150 22.5 High Density Polyethylene

P18469 RBDB150X45X0.61 150 45 High Density Polyethylene

P18470 RBDB150X90X0.61 150 90 High Density Polyethylene

Wolseley 
code

Supplier 
code Colour Nominal 

size mm 
Length 

m Material

P75221 RB150X6BL Blue 150 6 High Density Polyethylene

P75229 RB150X6G Green 150 6 High Density Polyethylene

P75225 RB150X6Y Yellow 150 6 High Density Polyethylene

P75222 RB225X6BLPE Blue 225 6 High Density Polyethylene

P75226 RB225X6YPE Yellow 225 6 High Density Polyethylene

BA6658 RB300X6BLPE Blue 300 6 High Density Polyethylene

P75235 RB300X6YPE Yellow 300 6 High Density Polyethylene

P59394 RB94X6BL Blue 94 6 High Density Polyethylene

P75228 RB94X6G Green 94 6 High Density Polyethylene

P75224 RB94X6Y Yellow 94 6 High Density Polyethylene

Wolseley 
code

Supplier 
code

Nominal 
size mm 

Length 
m Material

P18778 RB100X6PMCPPE 100 6 High Density Polyethylene

Traffic Signals/ Street Lighting

Long Radius Drawn Bends

Utilities

Motorway Communication Ducting
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Ridgiduct – Continued

Polypipe Civils
Cable Protection Systems

Wolseley 
code

Supplier 
code

Nominal 
size mm Material

BA0218 SRD94 94 Rubber

Wolseley 
code

Supplier 
code

Nominal 
size mm Type Material

P59590 RBC100 100 Black Polypropylene

P59591 RBC125 125 Black Polypropylene

P59592 RBC150 150 Black Polypropylene

P59589 RBC94 94 Black Polypropylene

P69075 UG402B 110 BS4660 Polyvinylchloride

P69076 UG602B 160  BS4660 Polyvinylchloride

Wolseley 
code

Supplier 
code

Nominal 
size mm Type Material

P63894 RBBM100 100 Solid 
Bellmouth Polyvinylchloride

P18481 RBBM150 150 Solid 
Bellmouth Polyvinylchloride

P69020 RBEC94 94 End Cap Low Density 
Polyethylene

Wolseley 
code

Supplier 
code

Nominal 
size mm Type Material

BA0605 CRD94 94 Double Socket Polypropylene

Sealing Rings

Couplers

Accessories

Motorway Communications Couplers

POWER & FIBRE
For essential electric 
and fibre connections

Speak to one of our team today on 0344 2511 666
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Drilling Equipment / Bagging-Off Equipment

CIVILS / Duct & Access Systems

Ridgicoil

Ridgicoil

Couplers & Seals

Scottish Lighting

Wolseley 
code

Supplier 
code Colour Nominal 

size mm 
Length 

m Material

P19003 RC110X50BE Black 110 50 High Density Polyethylene

P19004 RC110X50BL Blue 110 50 High Density Polyethylene

P19005 RC110X50G Green 110 50 High Density Polyethylene

P19006 RC110X50OSL Orange - Street Lighting 110 50 High Density Polyethylene

P19007 RC110X50OTS Orange - Traffic Lighting 110 50 High Density Polyethylene

P19008 RC110X50PMCP Purple 110 50 High Density Polyethylene

P19009 RC110X50Y Yellow 110 50 High Density Polyethylene

P18373 RC160X25BE Black 160 50 High Density Polyethylene

P59800 RC40X50BE Black 40 50 High Density Polyethylene

P59801 RC50X50BE Black 50 50 High Density Polyethylene

P95821 RC50X50BL Blue 50 50 High Density Polyethylene

P18389 RC50X50Y Yellow 50 50 High Density Polyethylene

P19010 RC63X50BE Black 63 50 High Density Polyethylene

P95822 RC63X50BL Blue 63 50 High Density Polyethylene

P95842 RC63X50G Green 63 50 High Density Polyethylene

P19012 RC63X50OSL Orange - Street Lighting 63 50 High Density Polyethylene

P19013 RC63X50OTS Orange - Traffic Lighting 63 50 High Density Polyethylene

P95852 RC63X50PMCP Purple 63 50 High Density Polyethylene

P95832 RC63X50Y Yellow 63 50 High Density Polyethylene

P59803 RC75X50BE Black 75 50 High Density Polyethylene

P18396 RC90X50BE Black 90 50 High Density Polyethylene

Wolseley 
code

Supplier 
code

Product  
description Material

P59865 RCC110 110mm Coupler Polypropylene

P18407 RCC160 160mm Coupler Polypropylene

P63897 RCC40 40mm Coupler Polypropylene

P59861 RCC50 50mm Coupler Polypropylene

P59862 RCC63 63mm Coupler Polypropylene

P59863 RCC75 75mm Coupler Polypropylene

P59864 RCC90 90mm Coupler Polypropylene

P59885 RCS110 110mm Seal Rubber

P63898 RCS160 160mm Seal Rubber

P59882 RCS63 63mm Seal Rubber

Wolseley 
code

Supplier 
code

Product  
description Material

P19037 SSL100X40P 100mm x 40m Single Wall Corrugated Ridgicoil Polyvinylchloride

P69006 SSLJB100 100mm Junction Box Polypropylene

P63904 SSLR100X60SLOT 100mmx60mm Slotted Reducer Polyvinylchloride
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Polyduct / Cable Protection Plug

Polypipe Civils
Cable Protection Systems

Black Electric Cable Duct Coil

Lighting Ducting

Lighting Bends

Black Couplings

Cable Protection Plug (Pack of 40)

Wolseley 
code

Supplier 
code

Product  
description Material

P18754 PD3237X100BEPE 32mm x 100m (2.5mm) Black Medium Density Polyethylene

P69025 PD3237X25BEPE 32mm x 25m (2.5mm) Black Medium Density Polyethylene

P59660 PD3237X50BEPE 32mm x 50m (2.5mm) Black Medium Density Polyethylene

P19156 PD3844X100BEPE 38mm x 100m (3mm) Black Medium Density Polyethylene

P69027 PD3844X25BEPE 38mm x 25m (3mm) Black Medium Density Polyethylene

P69026 PD3844X50BEPE 38mm x 50m (3mm) Black Medium Density Polyethylene

P69028 PD5060X25BEPE 50mm x 25m (5mm) Black Medium Density Polyethylene

P59730 PD5060X50BEPE 50mm x 50m (5mm) Black Medium Density Polyethylene

Wolseley 
code

Supplier 
code

Product  
description Material

P69040 PD5060X6OSL 60mm x 6m (5mm) Orange High Density Polyethylene

P69041 PD5060X6OTS 60mm x 6m (5mm) Orange High Density Polyethylene

P69046 PD97107X6OSL 107mm x 6m (5mm) Orange High Density Polyethylene

P69047 PD97107X6OTS 107mm x 6m (5mm) Orange High Density Polyethylene

Wolseley 
code

Supplier 
code

Product  
description Material

BA7116 PDB107X45O 107mm x 45º Orange Polyduct Bend Polyvinylchloride

P69055 PDB107X90O 107mm x 90º Orange Polyduct Bend Polyvinylchloride

P63838 PDB60X45O 60mm x 45º Orange Polyduct Bend Polyvinylchloride

P63839 PDB60X90O 60mm x 90º Orange Polyduct Bend Polyvinylchloride

Wolseley 
code

Supplier 
code

Product  
description Material

P59761 PDC32 32mm Black Polyduct Coupler High Density Polyethylene

P59762 PDC38 38mm Black Polyduct Coupler High Density Polyethylene

P59763 PDC50 50mm Black Polyduct Coupler High Density Polyethylene

Wolseley 
code

Supplier 
code

Product  
description Material

P00003 DP94 94mm Duct Plug Polyethylene / Rubber
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Grommets / Duct Spacers / Pole Boxes / 
Access Boxes / Accessories

Duct Spacers

Wolseley 
code

Supplier 
code

Product  
description Material

P18304 RBS110X2 2 Way Duct Spacer For 110mm OD Duct Polypropylene

P18317 RBS110X4 4 Way Duct Spacer For 110mm OD Duct Polypropylene

BA7112 RBS110X6 6 Way Duct Spacer For 100mm OD Duct Polypropylene

P63895 RBS118X2 2 Way Duct Spacer For 118mm OD Duct Polypropylene

P18345 RBS118X4 4 Way Duct Spacer For 118mm OD Duct Polypropylene

P63896 RBS118X6 6 Way Duct Spacer For 118mm OD Duct Polypropylene

Pole Boxes

Wolseley 
code

Supplier 
code

Product  
description Material

P18313 PB2902751 290 x 275 x 640mm Pole Box - Diameter 114mm Medium Density Polyethylene

P18314 PB2902752 290 x 275 x 640mm Pole Box - Diameter 140mm Medium Density Polyethylene

P18315 PB4504501 450 x 450 x 640mm Pole Box - Diameter 114mm Medium Density Polyethylene

P18316 PB4504502 450 x 450 x 640mm Pole Box - Diameter 140mm Medium Density Polyethylene

Access Boxes

Wolseley 
code

Supplier 
code

Product  
description Material

P18300 AC2902751 290mm x 275mm x 320mm Access Chamber Polyethylene

P18301 AC4503001 450mm x 300mm x 320mm Access Chamber Polyethylene

F62948 AC4504501 450mm x 450mm x 320mm Access Chamber Polyethylene

P18307 AC6004501 600mm x 450mm x 320mm Access Chamber Polyethylene

P18310 AC6006001 600mm x 600mm x 320mm Access Chamber Polyethylene

Accessories

Wolseley 
code

Supplier 
code

Product  
description Material

P18455 DC220 6mm x 220m Draw Cord Polypropylene

P18456 DC500 6mm x 500m Draw Cord Polypropylene

P58071 DRK096 96mm x 500mm Duct Repair Kit Polyvinylchloride

P18570 GPHS2 2in General Purpose Hockey Stick Polyvinylchloride

P63824 HSPV016WHITE 37mm Hockey Stick White WPD Polyvinylchloride

P63825 HSPV017SEBBLK 38mm Hockey Stick Black SSE Polyvinylchloride

P63826 HSPV017WHITE 38mm Hockey Stick White SSE Polyvinylchloride

BA7115 HSPV018WHITE 39mm Hockey Stick White UKPN Polyvinylchloride

P63803 CG002X10 19mm x 3.048m Cable Guard Polyvinylchloride

BA5172 CG003X10 25mm x 3.048m Cable Guard Polyvinylchloride

P63804 CG004X10 38mm x 3.048m Cable Guard Polyvinylchloride

P63805 CG005X10 50mm x 3.048m Cable Guard Polyvinylchloride

P63806 CG006X10 64mm x 3.048m Cable Guard Polyvinylchloride

P63807 CG007X10 80mm x 3.048m Cable Guard Polyvinylchloride

P63808 CG008X10 100mm x 3.048m Cable Guard Polyvinylchloride

Blanking Grommets

Wolseley 
code

Supplier 
code

Product  
description Material

P00005 DPG0 Duct Plug Grommet No Holes Rubber
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General Purpose

Polypipe Civils
Cable Protection Systems

General Purpose Ducting

General Purpose End Caps

General Purpose T Junctions

General Purpose Y Junctions

General Purpose Bends

General Purpose Connectors

Wolseley 
code

Supplier 
code

Nominal 
size Material

P58030 GP2X6B 2” (54mm) 
x 6m Polyvinylchloride

P58035 GP3X6B 3” (89mm) 
x 6m Polyvinylchloride

P58040 GP4X6B 4” (114mm) 
x 6m Polyvinylchloride

P58045 GP6X6B 6” (168mm) 
x 6m Polyvinylchloride

P58048 GP8X6B 8” (200mm) 
x 6m Polyvinylchloride

Wolseley 
code

Supplier 
code

Nominal 
size Material

BB8824 GPEC3 3” Polyethylene

BA7102 GPEC4 4” Polyethylene

P18595 GPEC6 6” Polyethylene

P69083 GPEC8 8” Polyethylene

Wolseley 
code

Supplier 
code

Nominal 
size Material

P69080 GPJT2X90 2” x 90º Polyvinylchloride

BA7146 GPJT3X90 3” x 90º Polyvinylchloride

P18585 GPJT4X90 4” x 90º Polyvinylchloride

P18596 GPJT6X90 6” x 90º Polyvinylchloride

BA7147 GPJT8X90 8” x 90º Polyvinylchloride

Wolseley 
code

Supplier 
code

Nominal 
size Material

P18572 GPJY2X45 2” x 45º Polyvinylchloride

BA7148 GPJY3X45 3” x 45º Polyvinylchloride

P18586 GPJY4X45 4” x 45º Polyvinylchloride

P18597 GPJY6X45 6” x 45º Polyvinylchloride

Wolseley 
code

Supplier 
code

Nominal 
size Material

P18950 GPB2X11 2” x 11.25º Polyvinylchloride

BA7105 GPB3X11 3” x 11.25º Polyvinylchloride

P58260 GPB4X11 4” x 11.25º Polyvinylchloride

P58270 GPB6X11 6” x 11.25º Polyvinylchloride

P18602 GPB8X11 8” x 11.25º Polyvinylchloride

P18951 GPB2X22 2” x 22.5º Polyvinylchloride

P58251 GPB3X22 3” x 22.5º Polyvinylchloride

P58261 GPB4X22 4” x 22.5º Polyvinylchloride

P58271 GPB6X22 6” x 22.5º Polyvinylchloride

P18603 GPB8X22 8” x 22.5º Polyvinylchloride

P58242 GPB2X45 2” x 45º Polyvinylchloride

P58252 GPB3X45 3” x 45º Polyvinylchloride

P58262 GPB4X45 4” x 45º Polyvinylchloride

P58272 GPB6X45 6” x 45º Polyvinylchloride

P18604 GPB8X45 8” x 45º Polyvinylchloride

P58243 GPB2X90 2” x 90º Polyvinylchloride

P58253 GPB3X90 3” x 90º Polyvinylchloride

P58263 GPB4X90 4” x 90º Polyvinylchloride

P58273 GPB6X90 6” x 90º Polyvinylchloride

P18605 GPB8X90 8” x 90º Polyvinylchloride

Wolseley 
code

Supplier 
code

Nominal 
size Material

P58354 GPC2 2” Polyvinylchloride

P58355 GPC3 3” Polyvinylchloride

P58356 GPC4 4” Polyvinylchloride

P58357 GPC6 6” Polyvinylchloride

P58386 GPC8 8” Polyvinylchloride

POWER & FIBRE
For essential electric 
and fibre connections

Speak to one of our team today on 0344 2511 666
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Cable TV / PVCu Specification

Cable TV Duct Bends

Wolseley code Supplier code Product description Material

P63905 TDB54X11G 54mm x 11.25º Green Cable TV Bend Polyvinylchloride

P58331 TDB54X22G 54mm x 22.5º Green Cable TV Bend Polyvinylchloride

P58332 TDB54X45G 54mm x 45º Green Cable TV Bend Polyvinylchloride

P58333 TDB54X90G 54mm x 90º Green Cable TV Bend Polyvinylchloride

BA1002 TDB96X11G 96mm x 11.25º Green Cable TV Bend Polyvinylchloride

BB6601 TDB96X11GR 96mm x 11.25º Grey Cable TV Bend Polyvinylchloride

P63906 TDB96X22B 96mm x 22.5º Black Cable TV Bend Polyvinylchloride

BA1003 TDB96X22G 96mm x 22.5º Green Cable TV Bend Polyvinylchloride

BA6668 TDB96X22GR 96mm x 22.5º Grey Cable TV Bend Polyvinylchloride

BA7119 TDB96X45B 96mm x 45º Black Cable TV Bend Polyvinylchloride

BA1004 TDB96X45G 96mm x 45º Green Cable TV Bend Polyvinylchloride

BA7120 TDB96X45GR 96mm x 45º Grey Cable TV Bend Polyvinylchloride

P63907 TDB96X90B 96mm x 90º Black Cable TV Bend Polyvinylchloride

P58348 TDB96X90G 96mm x 90º Green Cable TV Bend Polyvinylchloride

BA6669 TDB96X90GR 96mm x 90º Grey Cable TV Bend Polyvinylchloride

Cable TV Ducts

Wolseley code Supplier code Product description Material

P58106 TD54X6G 54mm x 6m Green Cable TV Duct Polyvinylchloride

BA7110 TD54X6GR 54mm x 6m Grey Cable TV Duct Polyvinylchloride

P58109 TD96X6G 96mm x 6m Green Cable TV Duct Polyvinylchloride

P58385 TD96X6GR 96mm x 6m Grey Cable TV Duct Polyvinylchloride

Cable TV Duct Accessories

Wolseley code Supplier code Product description Material

P58334 TDC54G 54mm Cable TV Coupler Polyvinylchloride

P58349 TDC96G 96mm Cable TV Coupler Polyvinylchloride

P18620 TDJT96X54G 96mm x 54mm Cable TV Swept T Junction Polyvinylchloride

BA0716 TDSC96G 96mm Green Cable TV Slip Coupler Polyvinylchloride

PVCu Specification and Utility Ducts

Wolseley code Supplier code Product description Material

P63900 SD110X6B 110mm x 6m Type 4660 Non Sealed Duct Polyvinylchloride

P18758 SD110X6BPE 110mm x 6m Type 4660 Sealed Duct Polyvinylchloride

P63901 SD160X6BPE 160mm x 6m Type 4660 Sealed Duct Polyvinylchloride

PVCu Specification and Utility Duct Bends

Wolseley code Supplier code Product description Material

P69067 SDB110X45 110mm x 45º Type 4660 Bend Polyvinylchloride

P69068 SDB110X90 110mm x 90º Type 4660 Bend Polyvinylchloride

P63902 SDB160X11 160mm x 11.25º Type 4660 Bend Polyvinylchloride

P63903 SDB160X22 160mm x 22.5º Type 4660 Bend Polyvinylchloride

P69071 SDB160X45 160mm x 45º Type 4660 Bend Polyvinylchloride

P69072 SDB160X90 160mm x 90º Type 4660 Bend Polyvinylchloride
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Flexseal
Couplings & Adaptors

Fernco PVC Straight Coupling /  
Fernco PVC Adaptor Coupling / Adaptor Coupling

CIVILS / Flexible Couplings252

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91440 041-041 41-38 88 61 61 0.15

F91441 049-049 49-44 88 67 67 0.17

F92721 059-059 59-54 100 73 73 0.17

F91442 062-062 62-56 88 80 80 0.2

F91443 086-086 86-80 100 110 110 0.44

F91444 112-112 112-101 103 135 135 0.56

F91445 133-133 133-127 102 159 159 0.65

F91446 162-162 162-152 148 196 196 1.05

All products comply with BBA.

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92741 AC633 53-63 / 40-50 105 90 105 0.18

F91484 AC1201 105-120 / 35-45 160 100 160 0.37

F91532 AC1221 110-122 / 80-95 160 100 160 0.45

F91574 AC1225 110-122 / 48-56 160 100 160 0.39

F91575 AC1226 110-122 / 60-68 160 100 160 0.39

F91530 AC5144 110-125 / 100-115 165 100 165 0.46

F91521 AC1361 121-136 / 80-95 175 100 175 0.45

F91520 AC1362 121-136 / 100-115 175 100 175 0.52

F91523 AC4000 121-136 / 110-121 180 100 180 0.47

F91522 AC1602 144-160 / 110-122 200 120 200 0.67

F91531 AC1603 144-160 / 121-136 200 120 200 0.73

F91535 AC1702 155-170 / 110-125 210 120 210 0.73

F91536 AC1703 155-170 / 130-145 210 120 210 0.74

F91528 AC1922 170-192 / 110-122 230 120 230 0.90

F91537 AC1923 170-192 / 121-136 230 120 230 0.92

F91533 AC1924 170-192 / 144-160 230 120 230 0.95

AC1201 – AC1924 comply with EN295.

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92780 038-032 38-30 / 32-28 51 60 60 0.08

F92781 048-038 48-43 / 38-32 70 88 88 0.08

F91450 049-041 49-44 / 41-38 70 88 88 0.16

F92782 059-048 59-54 / 48-44 77 100 100 0.17

F92790 061-047 61-56 / 47-44 83 90 90 0.9

F92791 086-047 86-080 / 47-44 108 100 100 0.31

F91451 111-085 111-104 / 85-76 136 103 103 0.5

F91452 133-112 133-111 / 112-104 153 102 102 0.58

F92769 148-108 148-138 / 108-101 167 105 105 0.58

F91453 163-111 163-155 / 111-101 192 145 145 0.92

All products comply with BBA.

Fernco PVC Straight Coupling

Adaptor Coupling

Fernco PVC Adaptor Coupling



Adaptor Coupling – Continued / Moulded Bush

CIVILS / Flexible Couplings 253

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91576 AC2001 180-200 / 155-170 240 150 240 1.09

F91524 AC6000 180-200 / 160-180 240 150 240 1.20

F91515 AC2100 185-210 / 100-115 250 150 250 1.12

BA1380 AC2101 185-210 / 160-180 250 150 250 1.20

F92759 AC2354 210-235 / 144-160 275 150 275 1.33

F91516 AC2355 210-235 / 170-192 275 150 275 1.38

F92693 AC2356 210-235 / 190-215 275 150 275 1.38

F92707 AC2654 240-265 / 144-160 305 150 305 1.60

F91538 AC2657 240-265 / 210-235 305 150 305 1.69

F91656 AC2754 250-275 / 160-175 315 150 315 1.76

F91577 AC2756 250-275 / 200-225 315 150 315 1.80

F91525 AC9001 260-285 / 180-205 325 150 325 2.16

F91539 AC2904 265-290 / 144-160 330 150 330 1.73

F92715 AC2907 265-290 / 210-235 330 150 330 1.91

F91527 AC2908 265-290 / 235-260 330 150 330 1.93

F92840 AC3205 295-320 / 170-192 360 150 360 2.46

BA2131 AC3207 295-320 / 210-235 360 150 360 2.37

F91518 AC3209 295-320 / 265-290 360 150 360 2.33

F91588 AC3608 335-360 / 240-265 400 165 400 2.93

F91517 AC3850 360-385 / 300-325 425 165 425 3.13

BA2345 AC3858 360-385 / 240-265 425 165 425 3.27

F91519 AC3859 360-385 / 265-290 425 165 425 3.28

All products comply with EN295.

Adaptor Coupling – Continued

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92804 BC06/102 115 75 115 0.11

BA0980 BC06/178 190 75 190 0.31

BA0734 BC08/105 120 60 120 0.30

BA0727 BC08/170 186 65 186 0.36

BA0786 BC08/180 196 70 196 0.41

F91564 BC08/265 281 70 281 0.50

F92793 BC08/95 110 40 110 0.12

F92792 BC12/125 149 60 149 0.33

F92734 BC12/166 190 75 190 0.61

BA0480 BC14/26 55 30 55 0.06

F91561 BC15/115 145 60 145 0.40

F92726 BC17/76 110 40 110 0.23

F92787 BC23/65 110 40 110 0.28

F91563 BC26/168 220 60 220 1.00

F92783 BC27/65 120 60 120 0.54

BA1272 BC33/205 270 60 270 1.60

All products comply with EN681.

Moulded Bush



Flexseal
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CIVILS / Flexible Couplings254

Fabricated Bush

Wolseley 
code

Supplier 
code

Width 
mm

Weight 
kg

BA1659 BC04/700 85 0.90

BA1030 BC08/200 85 0.38

F91565 BC08/300 85 0.86

BA1310 BC08/400 85 1.10

BA1438 BC08/500 85 1.34

BA1550 BC08/600 85 1.58

BA1660 BC08/700 85 1.82

BA1819 BC08/800 85 2.05

BA1329 BC12/200 85 1.19

F92714 BC12/300 85 1.61

BA1843 BC12/400 85 2.02

BA1983 BC12/500 85 2.43

F92802 BC12/600 85 2.50

F92766 BC12/700 85 3.17

BA2300 BC12/800 85 3.67

F92784 BC16/100 85 0.53

F92795 BC16/200 85 0.87

F92718 BC16/300 85 1.81

F92712 BC16/400 85 2.31

BA2002 BC16/500 85 2.82

BA2115 BC16/600 85 3.32

F92800 BC16/700 85 3.82

BA2323 BC16/800 85 4.32

F92753 BC24/200 85 1.72

F92785 BC24/300 85 2.38

F92775 BC24/400 85 3.03

F92746 BC24/500 85 3.70

F92724 BC32/300 85 3.20

F92779 BC32/400 85 4.09

F92700 BC32/500 85 4.98

F92765 BC32/600 85 5.87

BA2625 BC32/700 85 6.76

BA2834 BC32/900 85 8.54

BA2895 BC32/1000 85 9.42

All products comply with EN681.

Wolseley 
code

Supplier 
code

Nominal 
size mm

Weight 
kg

F91552 MB100 100 0.26

F91553 MB150 150 0.57

All products comply with EN681 and EN295.

Multibush

Fabricated Bush / Multibush
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Back Water Valve

Wolseley 
code

Supplier 
code

Product 
description

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92825 BWV110/1 Single Flap to Suit 110mm Pipe 190 310 200 1.42

F92827 BWV110/2 Double Flap to Suit 110mm Pipe 205 395 195 1.86

F92826 BWV160/1 Single Flap to Suit 160mm Pipe 235 340 260 2.3

F92828 BWV160/2 Double Flap to Suit 160mm Pipe 304 577 273 5.05

BWV110/2 BWV160/2BWV110/1 BWV160/1

EPDM Rubber Adaptor

Wolseley 
code

Supplier 
code

Product 
description

Length 
mm

Width 
mm

Depth/ 
height mm

F92823 D95 Uni Waste 32, 40, 50mm 100 100 50

F92824 D96 Uni Rainwater 65, 68mm 100 100 50

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91540 DC65 50-65 105 90 85 0.25

F91541 DC95 90-95 135 110 115 0.38

F91542 DC115 100-115 155 100 135 0.45

F91543 DC125 110-125 165 120 145 0.63

F91544 DC135 120-135 175 120 155 0.65

F91549 DC150 135-150 190 120 170 0.67

F91545 DC165 150-165 205 120 185 0.72

F91546 DC175 160-175 215 120 195 0.78

F91547 DC185 170-185 225 120 205 0.79

F91548 DC195 180-195 235 120 215 0.85

F91457 DC215 200-215 255 150 235 1.07

F92805 DC225 210-225 265 150 245 1.24

DC115 – DC225 comply with EN295.

Drain Coupling

Back Water Valve / EPDM Rubber Adaptor / Drain Coupling
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CIVILS / Flexible Couplings256

Wolseley 
code

Supplier 
code

Product 
description

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91434 DTDGREEN Green Fluoresceine 80 80 80 200

F91430 DTDRED Red 80 80 80 200

F91433 DTDBLUE Blue 80 80 80 200

F91435 DTDPURPLE Purple 80 80 80 200

F91431 DTDYELLOW Yellow 80 80 80 200

F91432 DTDORANGE Orange 80 80 80 200

Drain Tracing Dye

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92711 E028-028G 28-21 60 60 40 0.07

F91612 E038-038G 38-30 70 60 50 0.08

F91613 E045-045G 45-38 80 86 60 0.13

F91614 E058-058G 58-50 90 86 70 0.16

F91615 E068-068G 68-60 100 86 80 0.18

F91616 E085-085G 85-75 115 100 95 0.31

F91617 E112-112G 112-102 140 100 120 0.38

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91618 E045-038G 45-38 / 38-30 80 86 60 0.13

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91619 E058-038G 90 86 70 0.15

F91620 E058-045G 90 86 70 0.15

F91621 E085-058G 115 100 95 0.29

F91622 E085-068G 115 100 95 0.29

F91623 E112-045G 140 100 120 0.34

F91629 E112-085G 140 100 120 0.37

PVC Grey Straight Coupling

PVC Grey Adaptor Coupling

PVC Grey Plumbing Adaptor Coupling

Drain Tracing Dye / PVC Grey Straight Coupling / PVC Grey 
Adaptor Coupling / PVC Grey Plumbing Adaptor Coupling
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92716 F1588606 110 pipe / 138 hole 160 160 66 0.38

F92760 F1568103 122 pipe / 151 hole 173 173 65 0.38

F92799 F1076606 160 pipe / 181 hole 200 200 50 0.3

F92763 F1081204 180 pipe / 206 hole 232 232 65 0.54

Wall Seal

Fabricated Wall Seal

Wolseley 
code

Supplier 
code

Weight 
kg

F92764 F910200 0.72

Saddle

Wolseley 
code

Supplier 
code

Product 
description

Weight 
kg

F92847 FA150U 150mm Uni Saddle DN300-DN450 1.75

F91600 FA150B 150mm Uni Saddle DN450-DN1500 1.98

F91601 FA200B 200mm Uni Saddle DN450-DN1500 3.3

BA7532 PA1530 160mm Plastic Uni Saddle DN300 1.56

F92839 PA1530UR 160mm Plastic Uni Saddle 300mm Ultra Rib 0.97

F92757 PA1560 160mm Plastic Uni Saddle DN600 1.6

All products are approved by WRC.

Universal Adaptor Configuration

Wolseley 
code

Supplier 
code

Product 
description

Weight 
kg

F92758 UA02 No:02 1.79

All products are approved by WRC.

FA150U

FA150B

Wall Seal / Fabricated Wall Seal / Saddle /  
Universal Adaptor Configuration
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Fabricated Puddle Flange

Wall Mounted Flap Valve

Puddle Flange

Wolseley 
code

Supplier 
code

Nominal 
size mm

Weight 
kg

F92739 FRK9504 400-499mm 2.5

F92731 FRK9506 600-699mm 3.74

Wolseley 
code

Supplier 
code

Nominal 
size mm

Weight 
kg

F04075 FRK9403 30-34 0.21

F04076 FRK9404 39-45 0.25

F04077 FRK9405 50-56 0.28

F04078 FRK9406 61-69 0.36

F04059 FRK9606 63-71 0.36

F04079 FRK9407 72-81 0.35

F04080 FRK9409 85-96 0.38

F04081 FRK9411 106-118 0.44

F04082 FRK9412 121-135 0.49

F04083 FRK9416 155-170 0.58

F04084 FRK9420 196-215 0.70

F04085 FRK9422 216-237 0.78

F04086 FRK9425 246-270 0.86

F04087 FRK9426 276-300 1.01

F04088 FRK9431 311-340 1.11

Wolseley 
code

Supplier 
code

Product 
description

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

BE0193 FV150 150mm including 
EPDM Seal 250 240 280 4

PA Adaptor

Wolseley 
code

Supplier 
code

Product 
description

Weight 
kg

F92812 PA110 To Suit 100mm PVC Pipe 0.8

F92813 PA130 To Suit 100mm Clay Pipe 0.8

F92814 PA180 To Suit 150mm Twinwall / Clay Pipe 0.96

PA Adaptor / Puddle Flange / Fabricated Puddle Flange / 
Wall Mounted Flap Valve
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Flap Valve Mounting Set

Tank Seal

Large Standard Coupling

Non Return Valve (Plastic Flap)

Wolseley 
code

Supplier 
code

Nominal 
size mm

BE0194 FVMS150 150mm 

Wolseley 
code

Supplier 
code

Product 
description

F91645 K80 Thin Walled Tank Seal 80mm

F92745 K100W Thin Walled Tank Seal 110mm

F92744 K160 Thin Walled Tank Seal 160mm

Wolseley 
code

Supplier 
code

Nominal 
size mm

Width 
mm

Weight 
kg

F92697 LC600 600-699 190 7.50

F92703 LC700 700-799 190 9.00

F92704 LC800 800-899 190 10.00

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92815 NRV4 For PVC Pipe 200 110 130 0.31

F92820 NRV4CLAY For Clay Pipe 200 110 130 0.34

F92816 NRV6 For PVC Pipe 250 150 140 0.42

All products are approved by WRC and comply with BS EN 13654.

FA150U

FA150U

Flap Valve Mounting Set / Tank Seal / 
Large Standard Coupling / Non Return Valve
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91581 PC43 38-43 85 70 65 0.12

F91582 PC56 50-56 95 70 75 0.14

F91583 PC68 60-68 110 80 90 0.19

F91584 PC76 70-76 115 80 95 0.21

F91585 PC85 78-85 125 80 105 0.22

F91586 PC92 85-92 130 80 110 0.24

F91587 PC100 92-100 140 80 120 0.25

Wolseley 
code

Supplier 
code

Nominal 
size mm

F92733 PE38 30-38

F92717 PE118 106-118

Wolseley 
code

Supplier 
code

Nominal 
size mm

F92776 PT118 106-118

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F91590 PAC0301 24-28 / 30-34 75 70 55 0.11

F91591 PAC0431 30-35 / 38-43 85 70 65 0.12

F91592 PAC0562 38-43 / 50-56 95 70 75 0.14

F91593 PAC0682 38-43 / 60-68 110 70 90 0.16

F91594 PAC0923 75-90 / 40-50 130 80 110 0.23

F91595 PAC0924 75-90 / 50-64 130 80 110 0.23

Plumbing Coupling

Flexible 90º Elbow

Flexible 90º Tee

Plumbing Adaptor Coupling

Plumbing Coupling / Plumbing Adaptor Coupling / 
Flexible 90º Elbow / Flexible 90º Tee
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Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92774 REC56 48-56 67 40 67 0.10 

F92821 REC92 82-92 103 40 103 0.15 

F92822 REC135 125-135 146 45 146 0.29 

F92751 REC190 180-190 203 55 203 0.60 

F92740 REC212 200-212 225 55 225 0.69 

F92713 REC250 235-250 263 80 263 0.98 

F92694 REC315 300-315 329 90 329 1.74 

F92770 REC360 345-360 374 90 374 2.21 

Flexible Endcap

Standard Coupling

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

BD7500 SC65 50-65 105 90 85 0.30

F91500 SC115 100-115 155 120 135 0.67

F91508 SC120 110-121 160 120 140 0.69

F91513 SC125 110-125 165 120 145 0.75

F91502 SC137 120-137 175 120 155 0.80

F91570 SC150 125-150 190 136 170 0.85

F91514 SC165 140-165 205 136 185 0.87

F91503 SC175 150-175 215 136 195 0.90

F91511 SC185 160-182 225 136 205 0.97

F91504 SC200 175-200 240 150 220 1.19

F91501 SC215 190-215 255 150 235 1.44

F91505 SC225 200-225 265 150 245 1.56

F91506 SC250 225-250 290 150 270 1.70

F92788 SC265 240-265 305 150 285 1.80

F91512 SC275 250-275 315 150 295 1.99

F91507 SC290 265-290 330 150 310 2.10

F91642 SC310 285-310 350 185 330 3.06

F91509 SC320 295-320 360 185 340 3.20

F91458 SC335 305-335 375 185 355 3.30

F92706 SC345 315-345 385 185 365 3.35

F91569 SC360 340-360 400 185 380 3.50

F91510 SC385 355-385 425 185 405 3.60

F91571 SC410 385-410 450 185 430 3.93

F91603 SC445 420-445 485 185 465 4.34

F91572 SC465 435-465 505 185 485 4.45

F91573 SC525 495-525 565 185 545 5.10

BA7534 SC540 510-540 580 185 560 5.30

BB6468 SC570 545-570 610 185 590 5.60

F91604 SC580 555-580 620 185 600 5.70

BA7535 SC620 590-620 660 185 640 6.00

SC115 – SC620 comply with EN295.

Flexible Endcap / Standard Coupling
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Pipe Lubricant

Icon Pushfit

Wolseley 
code

Supplier 
code

Product 
description

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

F92807 PL500NX Plastic Pipe 500ml 50 270 70 0.54

F92808 PL1NX Plastic Pipe 1kg 250 400 400 1.10

F92809 PL1SB Clay Pipe 1kg 250 400 400 1.10

F92810 PL3SB Clay Pipe 3kg 140 210 200 3.10

F92811 PL5DSO Concrete Pipe 5kg 200 250 220 5.10

Plastic pipe lubricants approved by WRAS.

Wolseley 
code

Supplier 
code

Nominal 
size mm

Length 
mm

Width 
mm

Depth/ 
height mm

Weight 
kg

BD9514 IC100P 98-103 110 100 100 0.54

Wolseley 
code

Supplier 
code

Product 
description

BD5253 IC150 DN150

BD5254 IC200 DN200

BD5255 IC250 DN250

BD5256 IC300 DN300

BD5257 IC400 DN400

Internal Coupling

Pipe Lubricant / Icon Pushfit / Internal Coupling

Check out our huge 
range of plastic drainage

Civils page 9
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Woven & Nonwoven Geotextiles / Geogrids

Don & Low

Woven Geotextiles 

Nonwoven Geotextiles

Geogrids

Wolseley 
code

Supplier 
code

Product 
description

Length 
m

Width 
m

BA1432 AZTEX609HP Base Handypack (Separation) 10 4.5

BA2864 DON00057 Base Woven (Separation) 100 4.5

BA3118 ALARM18 Alarm 18 Woven (High Visibility) 100 4.5

BA8218 DON00024 Advance Woven (Separation) 100 4.5

BA8219 DON00014 1800 Woven (Separation) 100 4.5

BA8220 DON00015 2300 Woven (High Strength Separation) 100 4.5

BA8221 DON00016 2800 Woven (High Strength Separation) 100 4.5

BD3694 25R 25R Woven (High Strength Separation & Reinforcement) 100 5.0

BA8222 DON00019 50R Woven (High Strength Separation & Reinforcement) 100 5.0

F63067 DON00021 70R Woven (High Strength Separation & Reinforcement) 100 5.0

F63068 HF550 Woven (Filtration & Drainage) 100 4.5

F63097 GC044A8SJ 90 100DL Woven Silt Fence 100 0.9

Wolseley 
code

Supplier 
code

Product 
description

Length 
m

Width 
m

BD3368 MLTERR200 450100DI Permanent Way Drainage Geotextile (Drainage) 100 4.5

BD3369 MLTERR300 450100DI Permanent Way Separation Geotextile (Separation) 100 4.5

BD6813 MLTERR080450100DI 80 Nonwoven (Separation & Filtration) 100 4.5

BA3101 DON00058 100 Nonwoven (Separation & Filtration) 100 4.5

F63096 MLTERR1004510HP 100 Nonwoven Handypack (Separation & Filtration) 60cm

BE0119 NW140 140 Nonwoven (Separation & Filtration) 100 4.5

BD4526 LOTRAK200 200 Nonwoven (Separation & Filtration) 100 4.5

F63090 LOTRAK3004.5X100 300 Nonwoven (Separation & Filtration) 100 4.5

Wolseley 
code

Supplier 
code

Product 
description

Length 
m

Width 
m

BD8964 MGRID2020 20/20S Grid (Ground Stabilisation & Reinforcement) 50 3.95

BD8695 30/30S 30/30S Grid (Ground Stabilisation & Reinforcement) 50 3.95

BD8965 MGRID4040 40/40S Grid (Ground Stabilisation & Reinforcement) 50 3.95

Please note:  
Lotrak® products are CE marked, in accordance with the Construction Products Regulation (CPR), 2013.
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Geogrids 

Wolseley 
code

Supplier 
code

Length 
m

Width 
m

Area 
m2

Weight/ 
roll kg Material Colour

BD7369 TX130S 75 4 300 67 Polypropylene Black

BA3450 TX150 75 4 300 67 Polypropylene Black

BA3471 TX160 75 4 300 73 Polypropylene Black

BA3473 TX170 50 4 200 59 Polypropylene Black

BA3410 TX190L* 50 3.8 190 62 Polypropylene Black

Wolseley 
code

Supplier 
code

Length 
m

Width 
m

Area 
m2

Weight/ 
roll kg Material Colour

BA3451 SCIntegrid 50 4 200 50 Polypropylene Black

BA3420 SSLA30 50 3.8 190 67 Polypropylene Black

* Network Rail approval for trackbed. 
Measured in accordance with EOTA Technical report TR41.

Complies with EN ISO 10319.

Tensar geogrids are suitable for a range of applications: subgrade stabilisation 
for road, rail and other trafficked areas.

Geogrids

Tensar

We’ve got tonnes 
of sand and aggregates 

Civils page 286
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Street 
Furniture

Marshalls

Street Furniture 268-269
Seats & Benches / Bollards / Planters & Tree 
Grilles / Litter Bins / Barriers / Speed Humps 
& Traffic Management / Shelters

NAL Ltd.

Street Furniture 270
Plastic Range



Marshalls Street Furniture offer an extensive range of Street Furniture  
items covering Counter Terrorism, Bollards, Seating, Litter Bins, Planters,  
Notice Boards, Signage, Lamp Columns, Protective Barriers, Post and Rail,  
Cycle Parking and a wide range of structures.

CIVILS / Street Furniture268

Seats & Benches / Bollards / Planters & Tree Grilles / Litter Bins

Marshalls
Street Furniture

Seats & Benches

Bollards

Planters & Tree Grilles

Litter Bins

Including Parkway, Station and Venezia. 
Available in a range of sizes and materials.

Including Billy & Bellinda, Telescopic  
and Counter Terrorism. Available in  
a range of sizes and materials.

Including Acquario, Boulevard and 
Roseraie. Available in a range of sizes  
and materials.

Including Strada, Stainless Steel, Classic and Rendezvous. 
Available in a range of sizes and materials.

Parkway

Strada

Please contact us with your specific requirements



Drilling Equipment / Bagging-Off Equipment

CIVILS / Street Furniture 269

Speed Humps & Traffic Management

Shelters

Barriers

Including Traffic Refuge Islands, Temporary Concrete Traffic Blocks,  
Road Humps and Speed Cushions.

Including Velozone, Pluto and Timber shelters.

Including Hoop and Post, Rail and Wire systems.

Please contact us with your specific requirements

Barriers / Speed Humps & Traffic Management / Shelters

Traffic Refuge Islands Road Humps
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Plastic Range

NAL Ltd.
Street Furniture

Wolseley  
code Description Height 

mm Compliance

XLNuvo Nuvo 1000

Passive safe  
rating NE4,  
Head Injury  

Criterion  
(HIC) tested,  
CE marked

XLNuvo Sign Nuvo Sign 1000

XLManchester Manchester 1000

XLGorge D100 Gorge D100 900

XLDoric D150 Doric 920

XLCapital Capital 1000

XLCapitalSign Capital Sign 1000

XLCapitalSign2 Capital Sign Double 1000

X-Last Bollards

Please note: Bollards require a 
minimum of 280kgs of force to 
bend them over. X-Last bollards 
can be fully impacted over 
100 times without any loss of 
strength. Easy installation with 
a 185mm deep root. Available 
in various styles.

Nuvo Nuvo  
Sign

Manchester Gorge  
D100

Doric Capital Capital Sign Capital Sign 
Double

The X-Last range of impact bollards 
are made from a unique polymer 
making them highly resistant yet very 
flexible and able to rebound to full 
strength following multiple impacts. 
The bollards are passively safe under 
EN12767. They are manufactured in 
bolt-down and root-fixed options, 
or retention sockets for demountable 
applications.

Option for reflective bands or signs to be added on all of the above.
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200 Contractors Lma Silicone / Sika Grout 212 / 
Sika-1 / Sika-2

Sika/Everbuild

200 Contractors LMA Silicone

Sika Grout 212

Sika-1

Sika-2

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

S63780 200TR 50 50 230 0.355 Transparent 24 295

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

N66938 SKGROUT212 320 180 480 25 Grey 6 25

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

H14051 SK1WAT5 180 130 280 5.461 Yellow 12 5

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

BA2242 SK2PLUG5 180 130 280 6.431 Red 12 5

Building Products

Product Information:
• Sealing aluminium and metal sealing
•  Sealing around baths, showers, basins 

and other sanitary ware
•  As an adhesive for fixing PVCu trims, 

cladding and panels

• Sealing around worktops and laminates
• Pointing and door frames
• For aluminium gutter sealing
• General draught proofing

Product Information:
•  Structural screeds to resist water 

pressure below ground when used 
in-conjunction with Sika-1 pre-batched 
mortars

•  Waterproof renders to resist moisture 
above ground

•  Internal waterproof tanking
•  General waterproofing admixture 

for mortar

Product Information:
•  To seal severe water leaks in concrete in 

basements, tunnels, cellars, pits, vaults, 
subways, pools etc.

•  Allows Sika-1 waterproof renders, 
gunite or shotcrete to be applied on 
structures with running surface water

Areas For Use:
• Pointing mortars
• Renders

• Screeds
• Bricklaying mortars
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Sika-4 / Sika-4A / Febfloor (Plus) Self Levelling /  
Febmix DH Mortar Plasticiser

Sika-4

Sika-4A

Febfloor (Plus) Self Levelling

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

H14055 SK4RAP5 180 130 280 6.46 Brown 12 5

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

H14056 SK4A5 180 130 280 6.85 Clear 12 5

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BA7866 FBFLOR20 300 140 430 20.143 Grey 9 20

BA6734 FBFLORPLUS 300 140 430 20.143 Grey 9 20

Product Information:
•  For rendering or concreting against 

low water pressure
•  For rendering or concreting in 

wet areas

Product Information:
•  To seal against high and moderate 

water pressure infiltrations in concrete, 
rock or masonry

•  Allows Sika-1 renders, gunite or 
shotcrete to be applied on structures 
exposed to running surface

Product Information:
•  For levelling and smoothing concrete and screeded floors prior to laying final 

wearing, coverings such as carpets, sheet vinyl, tiles etc. where heavier trafficking 
is anticipated or increased flexibility are required

Febmix DH Mortar Plasticiser

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

BA6735 FBMIXDH 340 340 285 3 Brown 24 250

Product Information:
•  For use as an admixture for mortars to improve workability, in both bricklaying and 

rendering applications
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Febmix Plus / Sika Pavefix Plus / 
SikaMix Powder Mortar Plasticizer/ SikaLevel Latex Self Levelling

Sika/Everbuild

Febmix Plus

Building Products

Product Information:
•  Febmix Plus is designed to be used as 

a mortar plasticising admixture in brick 
and block laying mortars

•  The ‘micro’ air entraining properties of 
Febmix Plus greatly improves the 
workability of the mortar whilst 

reducing water demand, thus greatly 
reducing the likelihood of cracking 
and crazing

•  Febmix Plus will also provide enhanced 
resistance to frost attack in both wet 
and hardened mortar state

SikaMix Powder Mortar Plasticizer

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Product 
life months

Pack 
size ltr

BA1803 SKMIXPMP 310 310 300 4.384 24 250

Product Information:
•  Sika Mix Powdered Mortar Plasticiser (PMP) is a pre-measured, air entraining 

admixture which complies to EN 934 and replaces or complements the use of lime 
in sand and cement bricklaying and rendering

SikaLevel Latex Self Levelling

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BA8118 SKLEV25LAT25 320 180 480 26 Grey 12 25

Product Information:
•  Floor smoothing
•  Internal levelling prior to laying of 

floor coverings

•  Higher bond strengths
•  Slight flexibility for difficult substrates

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

BA6737 FBMIXPLUS5 180 130 290 5.1 Red 24 5

BA6736 FBMIXPLUS25 230 290 480 25.725 Red 24 25

Sika Pavefix Plus

Product Information:
•  As a jointing compound for flagstones, 

cobbles, stone setts, Indian stone, 
cobbles and slabs

•  Footpaths

•  Outdoor patio areas
•  Pedestrian areas
•  Driveways subject to light occasional 

vehicular traffic

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

N66913 SKPAVEFXGY14 290 200 240 14.5 Grey 12 14

N66912 SKPAVEFXBF15 290 200 240 15.5 Buff 12 15
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Opti-Mix Mortar Plasticizer / Powder Mortar Tone / 
Geo-Fix Paving Jointing Compound

Opti-Mix Mortar Plasticizer

Powder Mortar Tone

Geo-Fix Paving Jointing Compound

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Product 
life months

Pack 
size ltr

BA7845 OPTIMIX1 110 75 250 1.226 24 1

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BD3496 PMTBK1 100 100 200 1.027 Black 36 1

BA7835 PMTBUFF1 100 100 200 1.027 Buff 36 1

BA7836 PMTRD1 100 100 200 1 Red 36 1

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BA7886 GEOFIX20GY 320 320 260 20 Grey 24 20

BA7885 GEOFIX20BF 320 320 260 20 Buff 24 20

Areas For Use:
•  Pointing mortars
•  Renders

•  Screeds
•  Bricklaying mortars

Product Information:
•  Permanently colours cement based 

products - light fast pigments will 
not fade

•  Improves workability/trowelability 
- contains a plasticizer

•  Chloride free (chloride ion content 
< 0.1%)

•  Reduces bleeding/segregation
•  Inhibits efflorescence

Product Information:
•  Supplied ready to use, no mixing 

required
•  Simply brush into joints and compact
•  Cement free
•  Sets hard, wont crack or wash out

•  Resists weeds and plant growth
•  Totally weatherproof, unaffected by frost
•  For all joints of 5mm wide and over
•  Water permeable, allows water to escape
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Geo-Fix All Weather / 901 Black Bitumen Paint / Surveyline

Sika/Everbuild

Geo-Fix All Weather 

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BD1946 GEOWET14STONE 290 290 210 14 Natural Stone 24 14

Building Products

Product Information:
•  Supplied ready to use, no mixing 

required
•  Can be used in both wet and dry 

conditions
•  Simply brush into joints and compact
•  Cement free

•  Sets hard, wont crack or wash out
•  Resists weeds and plant growth
•  Totally weatherproof, unaffected by frost
•  For all joints of 6mm wide and over
•  Water permeable, allows water to escape

901 Black Bitumen Paint 

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

BA7861 90105 180 180 235 5.191 Black 24 5

BA7888 90125 300 300 460 25.385 Black 24 25

Product Information:
•  Metal protection - corrugated iron 

sheets, fire escapes, stairways, ladders, 
storage tanks, gutters, down pipes, 
fences, railings, gates etc.

•  As a protective coating for concrete 
structures, stone, brick, concrete 
screeds and sand/cement surfaces

•  Overcoating felt/wood

Surveyline

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

BA7839 SURVEYBLUE 65 65 340 0.702 Blue 12 700

BA7840 SURVEYRED 65 65 340 0.702 Red 12 700

BA7842 SURVEYYELL 65 65 340 0.702 Yellow 12 700

BA7841 SURVEYWE 65 65 340 0.702 White 12 700

Product Information:
•  Highlighting holes, machine positions, 

fixing positions
•  Marking cable positions prior to 

drilling/cutting

•  Turf marking and landscaping use
•  Excavation and mining
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SikaFlex 11 FC+/ Sikaflex Pro3 / Stixall Extreme Power

SikaFlex 11 FC+

Sikaflex Pro3

Stixall Extreme Power

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

N08479 SKFLEX11FCGY 50 50 220 0.44 Grey 12 300

N66533 FPSKFLEX11FCGY 50 50 320 0.858 Grey 12 600

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

N66920 FPSKPRO3GY6 50 50 320 0.855 Grey 15 600

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

BA7818 STIXBK 50 50 230 0.471 Black 12 290

S30060 STIXWE 50 50 230 0.485 White 12 290

Product Information:
•  Silicone-free
•  Very good adhesion to most 

construction materials
•  No need to grout the bonded areas

•  Good mechanical resistance
•  Good resistance to weathering
•  Impact and vibration absorbing
•  Very low emissions

Product Information:
Sikaflex® PRO-3 is a multi-purpose floor 
joint sealant suitable for:
•  Movement and connection joints 

in floors
•  Indoor and outdoor applications for 

pedestrian and traffic areas (e.g. 
parking decks, car parks)

•  In warehouses and production areas
•  On surfaces such as in the food industry
•  In ceramic tiles such as in public 

buildings etc.
•  Joints in waste water and sewage 

treatment plants
•  Floor joints in tunnel construct

Product Information:
Sealing and bonding in almost every 
application imaginable. The following are 
just some examples:
•  As a high quality nail replacement 

adhesive, even to damp surfaces
•  Perimeter pointing around doors and 

windows, especially in mobile structures 
such as caravans and boats

•  Bonding mirrors to most common 
substrates

•  Automotive gap filling and sealing

•  Jointing cladding panels
•  Bonding difficult materials such as 

specialised polymer systems, metals 
and fibreglass

•  Any application requiring high 
performance, durable sealing and 
bonding of joints

•  Applications where resistance to 
chemical spillage is required (garage 
forecourts etc.)



278 CIVILS / Construction Chemicals

Multi-Use Wonder Wipes / Febond PVA “Original” /  
Febond SBR / Anchorset

Sika/Everbuild

Multi-Use Wonder Wipes

Febond PVA “Original”

Febond SBR

Anchorset

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Product 
life months

Pack 
size

BA7850 GIANTWIPE 220 220 225 1.89 36 300 Wipe Tub

S63781 WIPE80 110 110 240 0.523 36 Trade Tub (100)

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Product 
life months

Pack 
size ltr

BA6730 FBBONDPVA5 180 280 140 5.35 12 5

Product Information:
•  Removes finger marks, dirt, grime, oil, grease, petrol inks, food stains, part cured 

sealant and paint smears

Product Information:
•  Numerous applications in the building 

industry from one product
•  Economical and simple to use

•  Exceptional adhesive properties
•  Quick Drying

Product Information:
•  Concrete repair
•  Floor screeds and toppings
•  External rendering
•  Waterproofing and tanking

•  Fixing brick slips and tiles
•  Corrosion protection of steel
•  Silage pit lining and protection

Product Information:
•  Fixing wall ties
•  Bolts and screws into a wide range 

of building substrates

•  Securing machinery into floors
•  Fixing studs and starter bars

Building Products

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

BA7875 FBBONDSBR5 180 280 140 5.2 White 12 5

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

BA7833 ANCHRED 50 50 260 0.537 Grey 12 300

BA7857 ANCHGREEN 50 50 260 0.580 Grey 12 300
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Sika Anchorfix / Resiblock Trade / Resiblock Superior Original

Sika Anchorfix

Resiblock Trade

Resiblock Superior Original

Product Information:
As a fast curing anchoring adhesive 
for all grades of:
•  Rebars/reinforcing steel
•  Threaded rods

•  Bolts and special fastening systems
•  Concrete
•  Hollow and solid masonry

Product Information:
•  Acts as a stabiliser/dustproofer
•  Assists with the removal of oil, dirt 

and foodstuffs
•  Has the minimum effect on the 

colour of treated surfaces

•  Can be used on most concrete block 
pavers, exposed aggregate panels, 
concrete slabs, architectural sections 
and blocks

Product Information:
•  Maintains performance life of pavement
•  Yields significant whole life cost savings 

and reduces interim maintenance
•  Wet look sealant

•  Contributes to ‘Best Value’
•  Oleophobic and hydrophobic properties
•  Resists weed and Grass growth in 

the joints

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

N39698 RBTRAD25 270 230 460 25.65 Dries Clear 24 25

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

N02923 RBORIGNAT25 275 275 460 26 Natural 18 25

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

N08372 SKANCH13 50 50 260 0.62 Grey 12 300
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Sika Accelerator / Sikaboom S / Jetcem D60

Sika Accelerator

Sikaboom S

Jetcem D60

Product Information:
•  As a rapid hardening liquid admixture 

for mortars and concretes that do not 
contain steel reinforcement

•  As an accelerator of sand and cement 
mortars, screeds, renders and paving 
where a faster setting and hardening 
time is required

•  As an aid to cold weather working
•  As an anti-freeze in mortar for working 

at sub-zero temperatures. (Refer to 
working practice or notes in accordance 
with BS 5628-3)

Product Information:
•  1-Component
•  Easy application with valve nozzle 

(adapter)
•  High expanding rate

•  Fast curing
•  Very good thermal insulation
•  Effective sound dampening
•  HFC-free

Product Information:
•  Rapid setting (60 minutes, depending 

on ambient temperature and conditions)
•  Easy mixing, just add water

•  Fills up to 25mm in one application (for 
deeper holes in excess of 25mm use 
Jetcem Premix sand/cement

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

N08319 SKACC5 180 130 280 6.141 Green 24 5

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

N66531 SKBOOMS7 60 60 340 0.8 Beige 12 750

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BA6093 JETD60 360 230 280 20.67 Grey 12 20

Sika/Everbuild
Building Products
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Febset 45 / Firefoam B2 Handheld / Strike Release Oil / 
Multi Stick

Febset 45

Strike Release Oil

Multi Stick

Firefoam B2 Handheld

Product Information:
•  For use in concrete repair situation 

where the minimum delay and work 
disruption is of the utmost importance

•  Cold store floor areas
•  Roads and nosing’s, bridge decks, 

quays/crane rails

•  Industrial floor areas, loading bays 
and warehouses.

•  Around fixing bolts
•  Raising and levelling manhole covers, 

gratings, hydrants etc

Product Information:
•  As a sprayable/brushable release agent for wood, metal and plastic moulds

Product Information:
•  As a high quality nail replacement 

adhesive, even to damp surfaces
•  Bonding mirrors to most common 

substrates

•  Jointing cladding panels
•  Bonding difficult materials such as 

specialised polymer systems, metals 
and fibreglass

Product Information:
•  High degree of fire rating: slows down 

the passage of flames and smoke in 
comparison to standard B3 grades

•  Quick setting - can be cut, sawn or 
plastered in 1 hour

•  Economical in use - expands up to 
50 times its original volume

•  Fills irregular and broad gaps where 
most conventional fillers would fail

•  Possesses insulating and sound 
deadening properties

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ml

N66924 SKMULTISWE 50 50 330 0.588 White 12 350

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BA7882 FBSET45 300 140 450 25 Grey 6 25

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Product 
life months

Pack 
size ml

BA6706 B2FIREHAND 65 65 330 0.93 12 750

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Product 
life months

Pack 
size ml

BB6425 STRIKE5 180 130 290 4.199 Indefinitely 5
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908 Damp Proof Membrane

Sika Primer 3N

Sikadur 31 Rapid Cure Epoxy Adhesive

Brick and Pation Cleaner

Product Information:
•  Conforms to Clause 2004:4 

Specification for Highway Works
•  Forms an impervious water and water 

vapour barrier on most surfaces

•  Internal or external use
•  May also be used as an adhesive or 

bonding aid
•  Low hazard - Water clean up

Product Information:
• Easy to apply • Water repellent • Short flash-off time

Product Information:
•  Sikadur®-31 is a two component solvent free, cold cure, thixotropic epoxy adhesive 

suitable for damp and dry substrates

Product Information:
•  Cleans stains from brickwork, stone, 

concrete and earthenware
•  Cleans stains from patios
•  Cleans garage and factory floors

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

BB6436 90825 300 300 460 26.635 Black 24 25

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size ltr

N66597 SKPRIME3N1 85 85 230 1.28 Transparent 9 1

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg Colour Product 

life months
Pack 

size kg

BD3526 SKDUR31RAP6 175 175 330 7 Grey 24 6

Sika/Everbuild
Building Products

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Product 
life months

Pack 
size ltr

BA7829 BC5L 180 130 290 5.2 24 5

908 Damp Proof Membrane / Sika Primer 3N / 
Brick and Pation Cleaner / Sikadur 31 Rapid Cure Epoxy Adhesive



CIVILS / Construction Products 283

C
IV

IL
S

Construction 
Products

Cemex UK Cement/Rugby 

Bagged Cement 284-285

GRS Bagging
Bagged Aggregates 286

Ibstock
Engineering Bricks 287

Essentials
Reinforcement Mesh 288

Concrete Blocks 289

Polythene DPM & DPC 289

Geotechnical 289

Prestressed Lintels 290

Telescopic Vents & Air-Bricks 291

K-form

Screed Rails 292 
Extension Strips 292

Fillcrete

Fillaboard 293

Brickfill 293



284 CIVILS / Construction Products

CEMEX UK

Wolseley  
code

Mass/weight 
kg

Application 
information

Rugby® Cement

BB8170 25 For use in Mortars, Screeds, Renders 
and Concrete. Can be used with Lime. 

Rugby® Premium Cement

BB8160 25 For use in Mortars, Screeds, Renders and  
Concrete. Has air-entraining agent added. 

Rugby® Premium Cement In Plastic

BB8168 25 For use in Mortars, Screeds, Renders and  
Concrete. Has air-entraining agent added. 

Rugby® High Strength Cement

BB8168 25
For use where high strength is the primary  

concern. Suitable for use in Pre-casting,  
Mortars, Screeds and Concrete.

Rugby® Sulfate Resist Cement

BB8161 25
For use in Mortars Screeds, Renders and 

Concrete. For use where Sulfates are  
present in the soil.

Rugby® Fast Set Cement

BB8164 25 Sets hard within 1 hour. Ideal for concrete,  
mortar, render and floor screed repairs

Rugby® Lime Hydrated

BB8166 25 For use with Cement in Renders, Mortars.  
Can be used for soil stabilisation.

Rugby® White Cement

BB8165 25 For use in Concretes, Mortars and Renders  
where a white decorative finish is required.

All of the above comply with BS EN 197-1.
Please note: adequate protection must be worn when using/mixing cement. 
Suggested PPE. Eye protection, gloves. Avoid contact with skin.

Bagged Cement

Packed Cement
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Wolseley  
code

Mass/weight 
kg

Application 
information

Ciment Fondu

BB8163 25

High alumina cement used where high temperatures 
are present eg fire backing, furnaces. Can be added to 
Portland cement in mortars renders and concrete. Can 
be added to Portland cement to increase setting times.

Rugby® Post Mix Concrete

BB8216 25 Quick setting concrete in a 25kg bag. Sets in 
10-15mins. Just add water as described.

Rugby® Postmix Professional

BB8218 20 Quick setting concrete in a 20kg bag. Sets in 
10-15mins. Just add water as described.

Rugby® General Purpose Mortar Mini

BA7791 25 For Brick/Block laying purpose. Can also be used as 
a render. Will lay 25 standard bricks per 25kg bag.

Rugby® Kiln Dried Sand

BB9602 25 Paviour sand, to be swept into block paving.

Rugby® Black Bitumen Macadam Mini

BD1341 25
A temporary patchwork repair Macadam  

using a 6mm aggregate. Only to be used as  
a repair. Not HAPAS approved.

Rugby® 40N Concrete

BA7792 25 For use in Mortars, Screeds, Renders and  
Concrete. Has air-entraining agent added. 

Please note: adequate protection must be worn when using/mixing cement. 
Suggested PPE. Eye protection, gloves. Avoid contact with skin.

Packed Cementitious Products
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Essentials
GRS Bagging

Bulk and Mini Bags

Product 
description

(Soft) Washed Sand

Ballast 0/10mm All-in Concrete Aggregate

Ballast 0/20mm All-in Concrete Aggregate

Beach Cobbles - 50/80mm

Beach Cobbles - Norfolk

Beach Pebbles - 20/30mm 

Blue Slate - 20mm

Blue Slate - 40mm

Brick Laying Mortar

Building Sand

Cotswold Chippings - 20mm

Decorative Granite - 20mm

Golden Gravel - 10mm

Golden Gravel - 20mm

Granite - 6mm Dust

Granite - 6mm Single Size

Grano Dust

Gravel - 10mm Self Binding

Green Chippings - 14mm

Green Slate - 20mm

Green Slate - 40mm

Kiln Dried Sand

Product 
description

Landscape Bark

Laying Course - 6/2mm

Limestone - 20mm Single Size

MOT - Type 1

Patching Tarmac

Plastering Sand

Play Bark

Playpit Sand

Plum Slate - 20mm

Plum Slate - 40mm

Polar White Chippings 

Red Chippings - 14mm

Screened Soil

Sharp Sand 0/4mm Concrete Aggregate

Shingle - 40mm

Shingle - 6mm 

Shingle 10/20mm Concrete Aggregate

Shingle 4/10mm Concrete Aggregate

Soft Washed Sand

Track Ballast

White Salt

Length 
mm

Width 
mm

Depth/ height 
mm

Volume 
m3

Bulk Bags

850 750 950 0.5

Pallet (Mini Bags)

1000 1200 700 0.9

Can’t find 
what you’re 
looking for?

Speak to one of our team today on 0344 292 7090
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Engineering Brick – Class B / Facing Brick

Engineering Brick – Class B

Facing Brick

Wolseley 
code

Supplier 
code

Length 
mm

Width 
mm

Depth/ 
height mm

Mass/ 
weight kg Material Colour Texture Pack 

size

Perforated

N62119 A2950A 215 102 65 2.5 Clay Red Smooth 500

Solid

BB9989 A0327A 215 102 65 3.1 Clay Red Smooth 400

Supplier 
code

Length 
mm

Width 
mm

Depth/ 
height mm

Mass/ 
weight kg Material Colour Texture Pack 

size

A0381A 215 102 65 2.4 Clay Brown Sandfaced 400

A0635A 215 102 65 2.4 Clay Red Rolled 500

A0638A 215 102 65 2.3 Clay Buff Rolled 500

A2249A 215 102 65 2.4 Clay Blue Smooth 380

Ibstock
Essentials

All products comply with BS EN 771-1.

Tradesman Heather Mixture Brick 
A0381A

Brunswick Autumn Brick 
A0638A

Brunswick Antique Red Brick 
A0635A

Atlas Smooth Blue Brick 
A2249A
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Standard Fabric Chart

Reinforcement Mesh
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* Different crushing strengths available upon request.

We supply a range of Concrete Blocks:

100mm solid 7N*

140mm solid 7N*

140mm celular 7N*

215mm hollow 7N*

Please contact us to discuss your requirements.

Polythene DPM, DPC & Gas Barriers

Product description Size

Black Polythene DPC Std Roll Length 30m Std Roll widths from 100mm - 600mm

Pitch Polymer DPC Std Roll Length 20m Std Roll widths from 100mm - 600mm

Blue Polythene DPM 250mu, BBA 4 x 25m Roll

Blue Polythene DPM 300mu, BBA 4 x 25m Roll

Black Polythene DPM 250mu, BBA 4 x 25m Roll

Black Polythene DPM 300mu, BBA 4 x 25m Roll

Blue Polythene DPM 250mu, PIFA 4 x 25m Roll

Blue Polythene DPM 300mu, PIFA 4 x 25m Roll

Black Polythene DPM 250mu, PIFA 4 x 25m Roll

Black Polythene DPM 300mu, PIFA 4 x 25m Roll

For Geotechnical Products – please contact us  
to discuss your requirements.

Concrete Blocks / Polythene DPM & DPC
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Essentials
Prestressed Lintels

Length 
mm

Edge / Flat

600

750

900

1050

1200

1350

1500

1650

1800

1950

2100

2250

2400

2550

2700

2850

3000

3150

3300

3450

3600

Width 
mm

Depth/ 
height mm

Weight/ 
per metre kg

One way

100 100 24

140 140 46

Edge 
Width: 65, 140, 215, 65, 215mm. 
Depth/height: 100, 100, 100, 140, 140mm. 
Weight per metre (kg): 16, 34, 51.1, 22.4, 71.

Flat 
Width: 100, 100, 100, 140, 65, 140mm. 
Depth/height: 65, 140, 215, 65, 215, 215mm. 
Weight per metre (kg): 16, 34, 51.1, 22.4, 71.

One way 
Length: 600, 750, 900, 1050, 1200, 1350, 
1500, 1650, 1800, 1950, 2100, 2250, 2400, 
2550, 2700, 2850, 3000, 3150, 3300, 3450, 
3600.

Manufactured in accordance with 
BS EN 845-2: 2013.

Please contact your local branch 
for further details.

Prestressed Lintel

W

H

L

We’ve 
got bags 
of cement 
in the mix

Civils pages 284-285
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Telescopic adjustable ventilator
•   Unobstructed airflow route
•   Extends and retracts to suit course level
•   Horizontal and vertical extension sleeves

CAVITY TRAYS LTD.
TYPE TAV CAVISLEEVE

CAVITY TRAYS LTD.
TYPE TAV/AIRBRICK - SECTION

Size  
mm

Adjustment 
range mm Colour

225 x 70 opening 375 / 225 Black

Air-brick
•   High air throughput
•  Insect screening
•  Self-draining base
•  Clip together to make up composite sizes
•  Range of colours

158

50

217

114

70

50

60

64

217

70

CAVITY TRAYS LTD.
TYPE TAV/AIRBRICK 

Size  
mm

Free airflow 
rating mm2 Colour

220 x 60 x 70 7500 Terracotta

220 x 60 x 70 7500 Slate

220 x 60 x 70 7500 Beige

220 x 60 x 70 7500 Brown

220 x 60 x 70 7500 White

220 x 60 x 70 7500 Black

Telescopic Vents & Air-Bricks
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K-form

K-Form UPVC screed railing provides the construction industry with an 
economical, efficient and environmentally friendly alternative to steel and 
timber formwork.

Made from recycled materials, K-Form is lightweight, durable and does not 
require removal after placement of concrete. It is easily cut to length on site and 
has pre-drilled holes in the vertical face for placing steel dowels bars and in the 
base for anchoring. K-Forms patented design features a removable top strip for 
joint sealing and its unique end clips allow for quick and easy installation.

Intended to be used with all types of screeds including; twin beams, bunyan 
rollers, vibro strikes, etc. K-Form’s K135, K85 and K35 sacrificial railing replaces 
steel forms where joints are needed.

Screed Rails / Extension Strips

Product 
description Code Length 

mm
Width 
mm

Depth/height 
mm

Diameter 
mm

Mass/
weight 

kg
Material Colour

K135  
Screed Rail SKF135

3000 inc. 
removable  

strip and two 
Domino clips

160 
at base

140 inc.  
removable  
strip (10)

10 3.99 UPVC White

K85  
Screed Rail SKF85

3000 inc. 
removable  

strip and two 
Domino clips

160 
at base

95 inc.  
removable  
strip (10)

10 3.81 UPVC White

K35  
Screed Rail SKF35

3000 inc. 
removable  

strip and two 
Domino clips

160 
at base

45 inc.  
removable  
strip (10)

10 1.95 UPVC White

K-Form 
Extension 

Strip
SKFTE25 3000 12 25 12 0.16 UPVC White

K135 Screed Rail

K35 Screed Rail

K85 Screed Rail

K-Form Extension Strip

Screed Rails / Extension Strips
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Fillaboard / Brickfill

Fillcrete

Fillaboard 
Bitumen Impregnated Expansion joints

Brickfill 
Closed cell polyethylene brick expansion joints

Code Length 
mm

Width 
mm Material Colour Thickness 

mm
Pack 
size

12FSH8X4 2440 1220 Woodfibre Brown 12 Sheet

19FSH8x4 2440 1220 Woodfibre Brown 19 Sheet

25FSH8x4 2440 1220 Woodfibre Brown 25 Sheet

12FST75 2440 75 Woodfibre Brown 12 Pack of 20

12FST100 2440 100 Woodfibre Brown 12 Pack of 20

12FST125 2440 125 Woodfibre Brown 12 Pack of 10

12FST150 2440 150 Woodfibre Brown 12 Pack of 10

12FST175 2440 175 Woodfibre Brown 12 Pack of 10

12FST200 2440 200 Woodfibre Brown 12 Pack of 10

12FST225 2440 225 Woodfibre Brown 12 Pack of 10

19FST100 2440 100 Woodfibre Brown 19 Pack of 12

19FST150 2440 150 Woodfibre Brown 19 Pack of 6

19FST175 2440 175 Woodfibre Brown 19 Pack of 6

19FST200 2440 200 Woodfibre Brown 19 Pack of 6

25FST100 2440 100 Woodfibre Brown 25 Pack of 10

25FST150 2440 150 Woodfibre Brown 25 Pack of 5

25FST200 2440 200 Woodfibre Brown 25 Pack of 5

Code Length 
mm

Width 
mm Material Colour Thickness 

mm
Pack 
size

10BFR100P 10,000 100 Polyethylene White 10 Pack of 10

10BFR150P 10,000 150 Polyethylene White 10 Pack of 10

12BFR100P 10,000 100 Polyethylene White 12 Pack of 10

12BFR150P 10,000 150 Polyethylene White 12 Pack of 10
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Road Repair

Instarmac 

UltraCrete 296-298 
Road Repair / Ancillaries 

UltraScape 299-300 
Grout / Primer / Sealant / Cement /  
BS7533 Bedding Mortar
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Road Repair

UltraCrete

Instarmac

Wolseley 
code

Product 
description Colour Pack 

size kg

N12918 Bag Black 25

BA9430 Tub* Black 25

Wolseley 
code

Product 
description Colour Pack 

size kg

N12917 Bag* Black 25

H01740 Tub* Black 25

Wolseley 
code

Product 
description Colour Pack 

size kg

BB6465 Tub* Red 25

Wolseley 
code

Product 
description Colour Pack 

size kg

N12469 Tub* Black 25

Wolseley 
code

Product 
description Colour Pack 

size kg

N12994 Tub Black 25

* HAPAS approved.

UltraCrete Instant Road Repair 10mm

UltraCrete Instant Road Repair 6mm

UltraCrete Instant Road Repair 6mm

UltraCrete Permanent Pothole Repair

UltraCrete Permanent Pothole 
Repair Wet

For permanent repairs in type 3 & 4 roads. 
Instantly trafficable.

For permanent repairs in footways, footpaths and cycle 
tracks. Instantly trafficable.

Ideal for permanent repairs to cushions and ramps, bus 
lanes, cycle tracks, bus stops and colour coded car parking.

For the repair of potholes in roads, driveways and car 
parks. Instantly trafficable.

For the repair of potholes in roads, driveways and car 
parks. Instantly trafficable. Delivers a more durable 
result in wet conditions.
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Ancillaries

* HAPAS approved.

Wolseley 
code

Product 
description Colour Pack 

size

 BA0673 MP1, 750ml Can White 12 Cans per Box

BA0674 MP2, 750ml Can Yellow 12 Cans per Box

BA0676 MP4, 750ml Can Blue 12 Cans per Box

Wolseley 
code

Product 
description Colour Pack 

size

BA6662 750ml Can* Black 12 Cans Per Box

Wolseley 
code

Product 
description Colour Pack 

size kg

BD3362 Bag Black 13

Wolseley 
code

Product 
description Colour Pack 

size

BA1218 5m long x 35mm wide* – 12 Rolls Per Box

UltraCrete Line Marking Paint

UltraCrete SCJ Seal and 
Tack Coat Spray

UltraCrete Surface Defect Repair

UltraCrete Instaband ECO 
Thermoplastic Tape

Ideal for line or spot marking of pothole repairs, 
car parks, sports areas and turf marking.

Applied to vertical edges and the surface base 
before the application of asphalt. It increases the 
bond of the material to the substrate and 
waterproofs the area.

A thermoplastic surface repair system for repairing 
footways and carriageways. It is suited to roads 
which are structurally sound, where defects are 
confined to the surface layer/s which remain fully 
bonded to the road base. Suitable for non-porous 
bituminous surfaces.

For the application to asphalt surfaces to prevent 
water ingress and progressive fretting and for the 
sealing of joints and cracks up to 5mm wide.
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UltraCrete

Instarmac

Wolseley 
code

Product 
description Colour Pack 

size kg

N12464 Tub Grey 15

N12465 Tub Buff 15

N12466 Tub Red 15

N12467 Tub Green 15

N12468 Tub Black 15

Wolseley 
code

Product 
description Colour Pack 

size

BA6647 Tape White 6 Rolls Per Box

BA6648 Tape Yellow 6 Rolls Per Box

N12472 Tape Primrose 12 Rolls Per Box

UltraCrete Instagrip Anti-skid
Patch Repair

UltraCrete Instaline Thermoplastic 
Road Marking

For the reinstatement of anti-skid areas and for the 
repair of high friction surfacing.

For the reinstatement of line areas on car parks, 
roads and carriageways.

Ancillaries – Continued

Looking for access 
covers and gratings?

Civils pages 189-233



299CIVILS / Road Repair

Grout / Primer / Sealant / Cement 

Wolseley 
code

Product 
description Colour Pack 

size kg

N11571 Flowpoint* Charcoal 25

N11572 Flowpoint ECO*† Charcoal 25

BD5266 Flowpoint ECO*† Natural Grey 25

Wolseley 
code

Product 
description Colour Pack 

size kg

N11579 Pro-Prime* – 20

Wolseley 
code

Product 
description Colour Pack 

size ltr

BB9179 Paving Guard – 25

Wolseley 
code

Product 
description Colour Pack 

size kg

BD8545 SlipBond Vertical Stone 
and Brick Slip Adhesive Grey 20 

Wolseley 
code

Product 
description Colour Pack 

size kg

N11575 Cempoint* Natural 20

UltraScape Grout

UltraScape Primer

UltraScape Sealer

UltraScape Cement

Single part, pre-blended rapid setting slurry 
grout with extremely fast strength gain.
† Contains 20% recycled material.

Single part, pre-blended, high bond strength 
slurry primer.

Solvent free liquid sand stabiliser, surface sealant 
and chewing gum adhesion inhibitor.

A flexible cladding adhesive for external and 
internal use, wall and floor applications.

Single part, pre-blended, gun applied jointing mortar 
suitable for both vertical and horizontal joints.

* Products comply with BS 7533.
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Wolseley 
code

Product 
description

Pack 
size

N11574 Pr0-Bed HS Eco* 25kg bag

BA1166 Pro-Bed HS* 25kg bag

BA3300 Pro-Bed HS Bulk Silo* 30 tonne

Wolseley 
code

Product 
description

Pack 
size

N11575 Resi-Bed 22 22kg tub

N12495 Resi-Bed 10 10kg tub

UltraScape BS7533 
Bedding Mortars

Single part, pre-blended, BS 7533 compliant, fine 
bedding mortar. Supplied in bulk mortar silos or bags.

Also available with 20% recycled glass.

Pre-batched resin mortar and primer system for use 
in areas of high stress or where chemical or water 
resistance is required.

BS7533 Bedding Mortar

* Products comply with BS 7533.

UltraScape

Instarmac

Looking for 
access covers?

Civils pages 190-202 and 218-224
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