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British designed and 
built for British farmers

Shown with 1600L tank and 24m boom

Introducing the
Arian 2 Mounted Crop Sprayer

Side & rear folding boom options



Standard in-cab spray 
and pressure controls 
from one control box 
mounted in the cab.

Boom construction:  
All booms are manufactured 
from steel tubular sections. 
The three dimensional 
structure guarantees strength 
and durability.  
All nozzles and spray lines are 
secured above the base of the 
boom for protection against 
accidental damage.

Boom adjustment: 
All pivot points and fold 
rams can be adjusted to 
counteract wear.

Hose & cable guide tidies and 
protects hoses and cables.

Boom stowage system: 
Secures boom assembly in 
the folded position for safe 
road transport.

Break back: 
All booms are fitted with break 
back pivot points to protect 
against unforeseen obstacles.

Boom flexibility: 
It is possible to work with the 
boom part-folded:
    18 to 9m	
    20 to 11m	
    21 to 11m		
    24 to 12m

Hydraulic spray functions 
are mounted at the rear 
and protected by a 
moulded cover.

Work station controlling 
primary functions to operate 
the sprayer and when cleaning 
or filling.

Chemical induction: 
Large 60L hopper for safe 
transfer of liquids and powders 
via a high pressure venturi 
system to the main tank, a 
rotary nozzle for cleaning 
containers.

Diaphragm pump: 
High quality poly’ diaphragm 
pump withstands any 
aggressive plant protection 
chemicals.

Clothes storage:
25L clothing and PPE locker.

Clean water supply: 
100L for tank rinsing and 
boom flushing.

Hand wash:
15L clean water supply.

Booms

Controls
STANDARD FEATURES

team-sprayers.com   •   01353 661 211Arian2 
Sprayer



24m rear fold boom

24m rear fold boom

Tank options: 1200L, 1600L, 1800L

Rear fold boom options: 20, 21, 24 & 27m

Variable boom geometry 
enables the operator to 
individually lift either side of 
the boom to match contoured 
land. (above)

Muller Track Guide 3 GPS 
terminal to control boom 
section switching, field 
mapping and guidance –  
ISO compatible

Front tank:
600 - 1500L tank options
600L capacity; hydraulically 
driven transfer pump (700LPM). 
Incab electric transfer controls. 
Bull-bar complete with road 
lighting; 3 point linkage frame.

OPTIONAL EXTRAS
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•  �Boom re-circulation 
(compressed air shut-off)

•  �GPS boom section switching
•  �Stainless steel spray lines

Other Optional Extras
•  �Bout/foam maker
•  �One-side boom fold (outer 

section only)
•  �Retractable hose reel for cleaning



Notes: The Arian is available with a range of booms from 18 to 24m. All booms have pendulum system and anti-yaw damping.
The Arian chassis and boom have been designed to meet the rigorous demands of any farming environment, the reclined 
chassis design avoids the need for front stabilisation and when lifted, a vertical position is achieved without any adjustment.

Item	 Dimension
Tank capacities (L)	 1200, 1600, 1800 

Pumps (type / L per min)	 Poly 2180 / 180;   Poly 2250 / 250

Boom lengths side fold (m)	 20, 21, 24

Boom lengths rear fold (m)	 20, 21, 24, 27

Hydraulic outlet required	 one single acting and two double acting valves (standard machine)

Weight (Kg)	 1250 (side fold);	 1400 (rear fold)

Total height (m)	 3.2 (24m rear fold);	 3.8 (24m side fold)

Total width (m)	 2.4 (24m rear fold);	 2.7 (24m side fold)

Rinse tank (L)	 100

TECHNICAL SPECIFICATIONS
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Team Sprayers Ltd 
Unit 3 Lancaster Way Business Park,  

Witchford, Ely, Cambridgeshire CB6 3NW

       E sales@team-sprayers.com       

Leaders in the field of application
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