


EMS
Operating system LINUX

Simultaneous manageable RSWS 100

GUI program
Use environment Chrome

Simultaneous connecting user 20

Chief 
function

•Graphical representation of  weapon storage
•Weapon registration
•Real time weapon check
•Take in/out time check
•Event log / alarm
•Data backup

Model RSWS-R1 RSWS-H1

Weapon type Rifle Hand gun (Magazine)

Weapon quantity 10 10 (30)

Dimension (cm) 67 x 68 x115 67 x 68 x 68

Weight (kg) 80 50

Normal 
operation power 88~264 VAC, 2~3A

Emergency power Battery 12V, 12AH 20HR

Take in/out 
at emergency over 24 hour 

Side door unlock Key or remote control 

Individual 
recognition method

Basic : Finger print, Password
Option : Iris, RF ID tag

Etc. Weapon registration, Voice guidance,
Vibration and temperature sensing



Model number KMA-ML-S1 KMA-ML-L1(*) KMA-ML-W1 KMA-RS-S1 KMA-RS-W1

Application field (Main color ) Military (Black) Rescue (Red)

Total weight (kg) / Voyage distance (m) 14.5 / 600 15.5 (14.8) / 600 (180) 15.5 / 600 14.5 / 600 15.5 / 600

Dimensions (W x H x L) (cm) 24 x 26 x 31 24 x 26 x 34 24 x 26 x 34 24 x 26 x 31 24 x 26 x 34

Working load limit / Maximum load limit (kg) 110 / 120 170 / 180 200 / 250 110 / 120 200 / 250

Ascending speed (m/s) 0 ~ 0.9 0~0.65 (0~1) 0 ~ 0.45 0 ~ 0.9 0 ~ 0.45

Ingress Protection IP68 IP67

Battery type / Battery charging time (min) Li-ion (LiFePO4) / 90

Fuel / oil tank capacity (Liter ) X

Remote control distance (m) 100

Body material Aluminum alloy

KMA-FG-S1 KMA-FG-W1 KMA-ND-S1 KMA-ND-W1 KEA-MN-S1 KEA-MN-W1

Fire station & Government (Red) Industry (Blue) Industry (Black)

14.9 / 600 15.9 / 600 14.5 / 600 15.5 / 600 13.5 / 700 13.5 / 700

24 x 29 x 32 24 x 29 x 35 24 x 26 x 31 24 x 26 x 34 28 x 32 x 48 28 x 32 x 48

110 / 120 200 / 250 110 / 120 200 / 250 170 / 190 200 /250

0 ~ 0.9 0 ~ 0.45 0 ~ 0.9 0 ~ 0.45 0 ~ 0.45 0 ~ 0.3

IP66 IP65 IP55

Li-ion (LiFePO4) / 90 X

X 0.63 / 0.1

100 X

Aluminum alloy



Main controller Portable controller
(with wrist band)

Monocular 
+ receiver module

Dimension (W x L x H) (mm) 400 x 330 x170  155 x 64 x 40 75 x Φ45

Display size (W x H) (mm) 200 x 114 42 x 31 15.3 x 10.2

Power 12 V Li-ion battery 3V Ni-cd battery 12 V Li-ion battery

Dimension (W x L x H) 
(mm) 420 x 740(690) x 290

Total weight 
(kg) 15

Drag weight 
(kg) 3

Maximum speed 
(m/s) 0.4

Grade ability 
(deg.) 105

Minimum ground distance 
(mm) 43

Voyage distance 
(m) 50

Remote control distance 
(m) 50

Ingress Protection IP 67

Camera view angle 
(deg.) V : ±45, H : ±80

Power 12 V Li-ion battery

Charging time 
(min) 30



Total weight (kg) 6

Max. load (kg) 130

Material Aluminum alloy

1 ladder effective length (mm) 1300

2 ladder effective length (mm) 2570
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KOREA DEFENSE  AND RESCUE TECHNOLOGY

Korea Power Ascender & Revolver Storage09 10

KOREA DEFENSE AND RESCUE TECHNOLOGYKAFC
Koduct Ammunition Feed Chute 

Feature
• 국내에서 최초로 개발되어 상용화된 탄약송탄가이드

• 구부러짐/뒤틀어짐/수축/팽창이 가능한 기계적 구조

• 미래전에서 필요한 무인원격사격통제시스템의 필수적인 장비

• 비선형,비접촉,비대칭전에서의 필수적인 요소

Specifications

KAFC-40mm KAFC-12.7mm

Applications(machine gun)

MK19 / K4 M2 / K6

Military robot Infantry �ghting vehicle Armored personnel carrier


