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ABOUT

US

The original idea

makes design distinctive,
the function makes it work
and quality adds value

Serge Zuev

We are a proud winner of a
Red Dot Design Award

The internationally-recognised Red Dot Design
Awards have been held annually for over 60 years,
and recognise the best global contributions to
design, assessing function, aesthetics, usage and
responsibility.

Itis is one of the world’s largest design

competitions. The Red Dot Label has become
established internationally as one of the most
sought-after marks of quality for good design.

More information on https://www.red-dot.org



Ventmann

air has never been so elegant

PRODUCING UNIQUE GYPSUM VENT
DIFFUSERS

At Ventmann, we engineer and manufacture
innovative, modern vent diffusers. And they all
incorporate our first-of-its-kind patented gypsum
composite, together with refined designs to
complement a range of interiors. In our company, we
like to say "air has never been so elegant." We hope
that for your project, Ventmann vent diffusers will be
your choice for air elegance.

OUR PURPOSE

Each of our products is so much more than just
another vent diffuser. They are minimalist interior
elements that can be integrated discreetly into any
interior, or used to accentuate the precise lines and
rigid angles of your design.

We work hard to create, produce and supply next
generation solutions to our partners and clients. We
have three values that all our products meet:

« They are innovative - our diffusers are the first on
the market to be made from our special gypsum
composite, so they can be frameless and fit any
contemporary design. Our philosophy is that
modern interiors need modernvents.

« They are sustainable - gypsum is one of the most
sustainable and clean materials in use.
Furthermore, we follow an environmentally-
friendly production process and use ecological
packaging.

- They are elegant - we want our diffusers to
maintain the integrity of the interior design,
completely blending in with wall and ceiling
surfaces.

OUR VISION

We grow together with our partners. That is why we
always ensure the highest quality standards for our
products. We want our distribution partners to have
full confidence when assuring their customers that
Ventmann diffusers are the best choice. This
commitment to partnership and quality is helping us
to achieve our ambition of supplying Ventmann
diffusersworldwide.

OUR PLANS FOR GROWTH AND
DEVELOPMENT

In addition to continuously developing our
distribution network, we are also expanding our
production capacity as demand grows. We aim to add
more patented diffusers as our manufacturing
capabilities expand, which will help us to further grow
our partner network and ensure the Ventmann brand
is a great choice for partners who want to be the firstin
bringing innovations to the vent diffuser market.







FRAMELESS PLASTERED - IN

PAINTABLE

The Ventmann LINE vent diffuser is an elegant and
flexible interior design solution. With this model, you
can create strikingly unique interior elements. Or you
can make the diffusers virtually invisible. It is your
choice.

The Ventmann LINE vent diffuser is available with
varying numbers of slots, and in varying sizes. The
SLIM version is ideal if you aim to have the diffusers
virtually invisible. By contrast, you can also make the
diffusers a design feature. For example, our LINE
diffusers can be used as imitations to create a
continuous line without any breaks.

This is a model that is engineered for practicality.
These diffusers, like all of our models, can be painted
using the same paint as the other surfaces in the room.
This means there are no frames and the diffusers are
seamlessly and elegantly integrated. The connections
used are simple and unobtrusive, and our LINE model
does notrequire lowering of the ceiling height.

The Ventmann LINE vent diffuser is also versatile. It can
be adapted in a range of different ways to suit your
project's needs. Our standard LINE vent diffuser is
available:

« In1-slot, 2-slot or 3-slot versions

« In standard lengths of 625m, 1000mm and
1250mm

« Withslotwidths of either 12mm or 18mm.

If your project requires non-standard solutions or
specific dimensions, we are happy to help.

To see just how easy it is to install the Ventmann LINE
vent diffuser, have a look at our product showcase
video.

And our catalogue contains all of the technical
information about this model, so you can explore all of
its possibilities and see how it would fit with your
project.

Installation: Download a digital
video instructions version of the catalog

@ YouTube Download

LINE / PLINE




LINE SERIES TECHNICAL PARAMETERS

SUPPLY

0,0067 0,00579 0,0134 0,01158 0,02 0,0173 0,0107 0,00926 0,0214 0,0185 0,0321 0,0278 0,0135
31
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LINE SERIES TECHNICAL PARAMETERS

EXHAUST

' GH5HFWRU IRU PP R®W\ 3D BUHVVXUH GURS LQ WKH GLeXVHU
Ak (m? HeHFWLYH DUHD 63/$ GES$ 6RXQG SUHVVXUH OHYHO DW P GLVWDQFH IURP WKH GL+XV

Line




When average throw distance is needed When bigger throw distance is needed
Where medium pressure drop is suitable Where big pressure drop is suitable
Rooms with medium ambient noise (Lobby) 5RRPV ZLWK DPELHQW QRLVH 2]FH URRP
dim (mm)
m*/h
Ak (m?) 0,00888 0,0133 0,0071
Pt (Pa)
60
SPLA (dB (A))
Pt (Pa)
80
SPLA (dB (A))
Pt (Pa)
100
SPLA (dB (A))
Pt (Pa)
160
SPLA (dB (A))
Pt (Pa) 39
200
SPLA (dB (A)) 30
Pt (Pa) 28 30
300
SPLA (dB (A)) 27 31
Pt (Pa) 29
400
SPLA (dB (A)) 25
Pt (Pa) 30 26 45
500
SPLA (dB (A)) 31 30 30
Pt (Pa) 45 37
600
SPLA (dB (A)) 35 34
Pt (Pa)
700
SPLA (dB (A))
Pt (Pa) 33 34
800
SPLA (dB (A)) 33 28
Pt (Pa) 42 45
900
SPLA (dB (A)) 36 31
Pt (Pa) 31
1000
SPLA (dB (A)) 26




LINE 1/12

1 12 mm

AMOUNT OF SLOTS WIDTH OF SLOT

2.5 kg

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625 /1000 /1250

STANDARD SLOT LENGTH (MM)

A PLENUM BOX
CONNECTION TYPE

Steel punched sheet. Distributes the air supply
through the diffuser.

Gypsum mix segment. Sanded, puttied,
painted. Suitable for all operations in
combination with surface finishing

Level of audible noise

Note: 'DWD FKDUWYV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO



LINE 1/18

1 18 mm

AMOUNT OF SLOTS WIDTH OF SLOT

2.5 kg

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625 /1000 /1250

OPTIONAL:

"H5HFWRU

SPECIAL CONSTRUCTION, CAN BE
ADDED ANYTIME LATER

A PLENUM BOX
CONNECTION TYPE

Steel punched sheet. Distributes the air supply
through the diffuser.

Gypsum mix segment. Sanded, puttied,
painted. Suitable for all operations in
combination with surface finishing

Level of audible noise

Note: 'DWD FKDUWYV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO



LINE 2/12

2 12 mm

AMOUNT OF SLOTS WIDTH OF SLOT

2.735 kg

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625 /1000 / 1250

STANDARD SLOT LENGTH (MM)

A PLENUM BOX
CONNECTION TYPE

Steel punched sheet. Distributes the air supply
through the diffuser.

Gypsum mix segment. Sanded, puttied,
painted. Suitable for all operations in
combination with surface finishing

ﬂ12|—86_|”‘|‘ |
Al =R

70

Level of audible noise

Note: 'DWD FKDUWV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO



LINE 2/18

Steel punched sheet. Distributes the air supply
through the diffuser.

Gypsum mix segment. Sanded, puttied,
painted. Suitable for all operations in
combination with surface finishing

2 18 mm

AMOUNT OF SLOTS WIDTH OF SLOT

2.735 kg

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625 /1000 /1250

OPTIONAL:

"HSHFWRU

SPECIAL CONSTRUCTION, CAN BE
ADDED ANYTIME LATER

A PLENUM BOX
CONNECTION TYPE

Level of audible noise

Note: 'DWD FKDUWYV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO



LINE 3/12

3 12 mm

AMOUNT OF SLOTS WIDTH OF SLOT

4.085 kg

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625 /1000 / 1250

STANDARD SLOT LENGTH (MM)

PLENUM BOX
CONNECTION TYPE

Steel punched sheet. Distributes the air supply
through the diffuser.

Gypsum mix segment. Sanded, puttied,
painted. Suitable for all operations in
combination with surface finishing

Level of audible noise

Note: 'DWD FKDUWYV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO



LINE 3/18

3 18 mm

AMOUNT OF SLOTS WIDTH OF SLOT

4.085 kg

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625 /1000 /1250

OPTIONAL:

"HSHFWRU

SPECIAL CONSTRUCTION, CAN BE
ADDED ANYTIME LATER

PLENUM BOX
CONNECTION TYPE

Steel punched sheet. Distributes the air supply
through the diffuser.

Gypsum mix segment. Sanded, puttied,
painted. Suitable for all operations in
combination with surface finishing
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Note: 'DWD FKDUWYV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO







COANDA

FRAMELESS PLASTERED - IN PAINTABLE

7KH 9HQWPDQQ 3(5)250%$1&( /-1( YHQW GL*XVHU FRPELQHV
elegant and adaptable design features with a specially

HQJLQHHUHG DLUS5RZ WKDW XVHV WKH &RDQGD FW PDNLC
ideal for air conditioning. This is a model that empowers

you to craft distinctive interior features or seamlessly

FRQFHDO WKH GLeXVHUV ZKLOH PLQLPL]JLQJ GL FW DLU5R?

users.
LINE / PLINE

The PERFORMANCE LINE model features all the hallmarks

RI D 9HQWPDQQ GL*XVHU VXVWDLQDEOH PDWHULDOV IUDP

installation, the ability to paint it to match the other

surfaces in the space, and design applications ranging from

discrete to bold. What sets it apart from our standard LINE

model is its unique shape and engineering, which harness

WKH &RDQGD HeHFW

7KH &RDQGD H*HFW LV DQ DHURG\QDPLF SKHQRPHQRQ WKD
causes a jet of air to be attracted to a nearby surface,

HIFLHQWO\ GL*XVLQJ WKH DLU5S5RZ -Q SUDFWLFHgNKLV PHDQ
current of air spreads out along the ceiling rather than

being blown straight down.

7KLY LQOQRYDWLYH YHQW GLeXVHU DOVR LQFRUSKUDWHY DQ
GH5HFWRU DGMXVWDEOH XVLQJ D VLPSOH,MERUBZGULYHU

DLUS5RZ DOORZLQJ \RX WR GLUHFW WKH DLU DW DQ\ GHVLUH
from one side to the other. As a result, building users do not

H[SHULHQFH WKH GLVFRPIRUW RI KDYLQJ D VWURQJ DLUS5]I
directed right at them, which is especially important with

air conditioning systems and when dealing with colder air.

Ideal for air conditioning use, this model is also suitable for

regular ventilation systems and heat recovery units.

$V ZLWK DOO 9HQWPDQQ GL*XVHUV WKLV LV D KLJKO\ 5H[LEO
DGDSWDEOH XQLW 2XU 3(5)250$1&( /—1( YHQW_GLeXVHU LV
R*HUHG LQ

VORW VORW RU VORW YHUVLRQV
6WDQGDUG OHQJWKYV RI PP PP DQG
¢ Slot width of 20mm

To see just how easy it is to install the Ventmann

3(5)250%$1&( /-1( YHQW GLeXVHU KDYH D ORRN DW RXU
product showcase video. And our catalogue contains all of

the technical information about this model, so you can

H[SORUH DOO RI LWV SRVVLELOLWLHY DQG VHH KRZ LW ZRXO
your project.

Installation: Download a digital
video instructions version of the catalog

@ YouTube Download



PERFORMANCE LINE SERIES TECHNICAL PARAMETERS

SUPPLY

0,00708

0,0142

0,0212 0,0116 0,0232 0,0348 0,0146 0,0292 0,0438
8.0
37
22
9.4 9.1 8.7
34 39 26
<20 22 <20
11.8 9.3 8.6
27 27 20
<20 <20 <20
14.7 11.6 10.8
42 43 32
23 22 <20
9.2
30
<20
10.8 8.6
40 29
22 <20
9.9
37
21
11.1
45
X (m) - Throw distance (0,25 m/s) 63/$ GES$

6RXQG SUHVVXUH OHYHOAP(Wz P $LVYMAQYHHDUHD

3w 3D BUHVVXUH GURS LQ WRHK @K \VGHUXVHU

Performance Line



When average throw distance is needed

When bigger throw distance is needed

Where medium pressure drop is suitable

Where big pressure drop is suitable

Rooms with medium ambient noise (Lobby)

5RRPV ZLWK DPELHQW QRLVH 2]F

H URRP

m*/h

dim (mm)

Ak (m?)

60

Pt (Pa)

80

100

160

200

300

400

500

600

700

800

900

1000

dim (mm)

Ak (m?)

Pt (Pa)

80

100

160

200

300

400

500

600

700

800

900

1000

ZLWK GH5HFWRBHUIRUDWHG GH5HEWRBWH5HFWRU

Performance Line




PLINE 1/20

PERFORMANCE
1 20 mm

AMOUNT OF SLOTS WIDTH OF SLOT

2,45 kg

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625/ 1000 /1250

STANDARD SLOT LENGTH (MM)

DEFLECTOR OPTIONS:

Standart / Perforated
1R GH5HFWRU

A PLENUM BOX
WIDTH TYPE

80
60
20
30 20
NRZLIE
u e
0 ‘ 98.08 ‘
N

Note: 'DWD FKDUWYV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO

Performance Line 1/20



PLINE 2/20

PERFORMANCE

2 20 mm

AMOUNT OF SLOTS WIDTH OF SLOT

N J

1 M. LENGTH DIFFUSER WEIGHT
WITHOUT PACKAGING (NET)

625/ 1000 /1250

DEFLECTOR OPTIONS:

Standart / Perforated
1R GH5HFWRU

PLENUM BOX
WIDTH TYPE

132
112

12,5

Level of audible noise

Note: 'DWD FKDUWYV UH5HFW PHDVXUHPHQWY IRU WKH P OHQJWK PRGHO

Performance Line 2/20




PLINE 3/20

PERFORMANCE

EEEEEEEEEEEEEEEEEEEEEEE

TTTTTTTTTTTTTTTTTTTTTT

OOOOOOOOOOOOOOOO

Standart/ Perforated
1R GH5HFWRU

Eamey
fv W mﬁw

Level of audible noise




PERFORMANCE LINE
ACCESSORIES

DEFLECTOR OPTIONS & AIR SUPPLY AFFECT

:LWK '"H5HFWRU With perforated
'"HEHFWRU
In center position In center position

W

'"HSHFWRU LQ OHIYV

TR

'"HSHFWRU LQ OHIW

'"HSHFWRU LQ ULJKW '"HSHFWRU LQ ULJKW

Rec v civd

PERFORMANCE LINE
FLEXIBILITY

CORRECT END CAP INSTALLATION

The indented arrow shows _
the correct side how the end
cap should be inserted.

WHEN INSTALLING ONE
CONTINUOUS LINE

7KH HQG FDSV DUH QRW XVHG —
P
7ZR GLXVHUV DUH LQVWDOOHG WR HDFK

other with a small invisible gap which is 3
WKHQ 400HG ZLWK SODVWHU ’

$IWHU SODVWHULQJ DQG VDQGLQJ \RX KDYH
one continuous line.

1R '"HIHFWRU

A\

Performance Line Accessories




PLENUM BOX
WIDTH TYPE

PLENUM BOXES FOR
LINE / PLINE DIFFUSERS

O
O
O
T
QO
O
O
O

Order code:
160

L

Order code:
®125

Box
length

GTG A 75 625

s

5 £
Wo o))
(]
s B e
hel = ~
8 5
2eh
o xS0
MWW %
o
* e
N~
*

100

*

8.1

177,30

| 98,6

vl

98,6 |

04°201

98,6




SUITABLE FOR LINE AND LINE PERFORMANCE DIFFUSERS:
1/12,1/18, 2/12, 2/18, 1/20 P

“V" SHAPE INSULATED

Order code:

97%2: $

Order code:

97%2; $

& S
[l |

Plenum boxes



PLENUM BOXES FOR
LINE / PLINE DIFFUSERS

GOOD TO GO

PLENUM BOX
WIDTH TYPE

m@

sooseeeeeoeoeooo Order coder oo
*T* %
Box Hole
Wi diam
type
-~~~ Order code: -~

| BOX %
i r length
J/

k7 x
Box
wi

177,30

Box
width  diameter length
type
)
@125 /
10,7 10,7

1135

143

135

(136,4)

Plenum boxes



SUITABLE FOR LINE AND LINE PERFORMANCE DIFFUSERS:
3/12, 3/18, 2/20 P

“V" SHAPE INSULATED

97% 2

Order code
7

156

135

162

Order
7

97 %2

Order
)

97%?2

Hole

coder e
%

code: S
%
X

206

[l_135
162

Plenum boxes



PLENUM BOXES FOR
LINE / PLINE DIFFUSERS

“V" SHAPE INSULATED

PLENUM BOX
WIDTH TYPE

206

‘ 183 ‘
215




SUITABLE FOR LINE AND LINE PERFORMANCE DIFFUSERS:
3/20 P

i Order code: ------------

VTBOX C 200
Box Hole X
width  diameter length
type

©200
s Order coder
97%2; &
Box Hole Box
width  diameter length
type
®200
s Order coder
97%2,;, &
Box Hole Box
width ~ diameter length
type
@200
O
<
(Q\|

183
215

Plenum boxes
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COANDA

FRAMELESS PLASTERED - IN

PAINTABLE

The Ventmann Frameless CIRCLE vent diffusers is a
highly versatile solution for every room type and
interior design style. Its stylistic dexterity and ability to
blend in perfectly with the environment make it our
most popular model.

Like all Ventmann vent diffusers, every version of the
CIRCLE model can be plastered together with the wall
or the ceiling, and the same paint can be applied. This
enables a new level of elegance and seamless
integration for our ventilation systems.

Our standard CIRCLE model is available with a variety
of connection nozzle sizes:

the smallest connection nozzle diameters available
are 100mmor 125mm.

the mid-sized option for connection nozzle
diameteris 160mm.

and the largest connection nozzle diameters
available are 200mm or 250mm.

The diffuser cap is supported by our new Click system.
This system makes it even easier to put the capin place
correctly. It is also more environmentally friendly and
has a higher operational temperature range than the
magnets previously used.

These beautiful, sleek diffusers create a stunning
effect, especially when multiple units are installed in a
single room.

To see for yourself, and learn more about how these
diffusers are installed, you can watch our product
showcase video using the QR code below.

You can also find all of the technical information on our
CIRCLE vent diffusers in our catalogue.

Ventmann - your choice of air elegance.

Installation: Download a digital
video instructions version of the catalog

@ YouTube Download

CIRCLE / PCIRCLE




SUPPLY

0.00589 0.00589 0.00445 0.00939 0.0143 0.0109 0.0174

X (m) - Throw distance (0,25 m/s) 63/$ GE$ 6RXQG SUHVVXUH OHYHOAPME P (GLMMWA QFHD UHD
3W 3D 3UHVVXUH GURS LQ MIRW @MLK \GHLUXVHU

Circle, PCircle & Square series technical parameters



When average throw distance is needed When bigger throw distance is needed
Where medium pressure drop is suitable Where big pressure drop is suitable
Rooms with medium ambient noise (Lobby) 5RRPV ZLWK DPELHQW QRLVH 2]FH URRP

CIRCLE SQUARE P CIRCLE P CIRCLE P CIRCLE P CIRCLE P CIRCLE
100/125 100/125 125 160-1 160-2 200-1 200-2




CIRCLE 100/125

ROUND DIFFUSER

100/125 mm

CONNECTION DIAMETER

2,4 kg

WEIGHT WITHOUT PACKAGING (NET)

Order code for 100 @: Order code for 125 @:
Hole diameter Hole diameter

Special adapter
included

281

235

100/125

® S yR
N o ¥
182)
v X A 7775 BN
X ‘ 180 ‘
I 1
210
I 1
If 2 layers of plasterboard If 1 layer of plasterboard
are used is used

Level of audible noise



PCIRCLE 100/125

ROUND DIFFUSER ,,COANDA"

<
ié
reddot winner 2023

—<  100/125 mm

2N
CONNECTION DIAMETER

COANDA
2,4 kg
WEIGHT WITHOUT PACKAGING (NET)
Order code for 100 Order code for 125 &2$1'$ H.HFW
raercode for 100 @: raercodetor 12> o: SPECIAL PATENTED SHAPE
PCIRCLE100 PCIRCLE 125

Special adapter
included

‘ 282
236

100/ 125
2

B
== &@@?ﬁ

sl || |
N ‘ 180 |

16

/ 15.3

If 2 layers of plasterboard If 1 layer of plasterboard
are used is used

Level of audible noise



PCIRCLE 1601

ROUND DIFFUSER ,,COANDA"

2

reddot winner 2023

160 mm

CONNECTION DIAMETER

5 kg

WEIGHT WITHOUT PACKAGING (NET)

&2%1'$ H*HFW

SPECIAL PATENTED SHAPE

COANDA

Order code for 1601 @:

PCIRCLE 1601

Hole diameter

Special adapter
included

362
316

160

53
28]
N

o) = > 7

27

241
289

If 2 layers of plasterboard If 1 layer of plasterboard
are used is used




PCIRCLE 1602

ROUND DIFFUSER ,,COANDA"

=

reddot winner 2023

160 mm

CONNECTION DIAMETER
COANDA

N J

WEIGHT WITHOUT PACKAGING (NET)

&2%1'$ H*HFW

Order code for 1602 o: SPECIAL PATENTED SHAPE

PCIRCLE 1602

Hole diameter

Special adapter
included

362
316

160

’ﬁ“
‘24

il
Y
©
©1R
2.2 = 2 U %,
N~
N 125 ‘
173
241
289
If 2 layers of plasterboard If 1 layer of plasterboard

are used is used

Level of audible noise



PCIRCLE 2001

ROUND DIFFUSER ,,COANDA"

=

reddot winner 2023

200 mm

CONNECTION DIAMETER

COANDA

5,75 kg

WEIGHT WITHOUT PACKAGING (NET)

&2%1'$ H*HFW

Order code for 2001 o: SPECIAL PATENTED SHAPE

PCIRCLE 2001

Hole diameter

Special adapter
included

402

356

200

282

330
If 2 layers of plasterboard If 1 layer of plasterboard
are used is used

Level of audible noise



PCIRCLE 2002

ROUND DIFFUSER ,,COANDA"

=/
= 4
reddot winner 2023

200 mm

CONNECTION DIAMETER

5,55 kg

WEIGHT WITHOUT PACKAGING (NET)

&2%1'$ H*HFW

Order code for 2002 o: SPECIAL PATENTED SHAPE

PCIRCLE 2002

Hole diameter

AR
AT

COANDA

Special adapter
included

27i

In
?
/

If 1 layer of plasterboard

If 2 layers of plasterboard %
is used

are used

Level of audible noise






FRAMELESS

PLASTERED- IN

PAINTABLE

Installation:
video instructions

@ YouTube

Download a digital
version of the catalog

Download

LINE / PLINE

CIRCLE / PCIRCLE

AR
LdLJdLJ
AR
LdLJLJ

ART



SQUARE 100/125

SQUARE-SLOT DIFFUSER

mm

CONNECTION DIAMETER

2,40 kg

WEIGHT WITHOUT PACKAGING (NET)

Ordercode IRU @: Ordercode IRU @:

648%5( 648%5(

Special adapter
included

281

235

100/125

@ o byr
b 7777777?&%2 N
v AN Vrr 5 KIN
N ‘ 180 \
I 1
210
I 1
If 2 layers of plasterboard If 1 layer of plasterboard
are used is used

Level of audible noise



50n¥h 80n¥h 100nih

10
20

30 0,304 m/s 0,496 m/s 0,604 m/s
40

50

60

70

. 0,272 mis 0,438 mls 0,542 mis
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110

120

130 0,231 m/s 0,385 m/s
140

150

160

170

180

190

200 y A

210 — Y

220

230

240

250

260

270 I

$LUSRZ SHUFHSWLEOH ZLWK WKH 6TXDUH GLe*XVH

AIR VELOCITY AT DISTANCE
FROM DIFFUSER

16 r
[ 1.533
14 [ 1.418 1432 250m3/h
L 1.343 1389
: 1.291 1.277 1.275 230m3/h
% 12 f 1211 1.227
= : 1.165 1.16 1:156 210m3/h
- i 062 1.102 1117
g a: . 9 : 1.022 1.033 1.005 === 180m3/h
2 r . 0965 0.932
5 i =845 0852 = Bt ONE ——150m3/h
08 | : - ——l2__ : .
= : oot 0755 0715 0.751 R 0.798 130m3/h
o + = \
3 - 0.654 668 0.666 I
~-0.496 oo T 0499 - == 80m3/h
B e 0-438 P e 0445 0.431
04 | 0:4 2gE —
: - 638 0-363 0.352 50m3/h
i U.SUF O -a? ~ .
0.2 YT 0287 \Vvarac 0.22
03 05 038 1 1.2 15 1.6

'LVWDQFH IURP GLeXVHU P






FRAMELESS PLASTERED - IN

PAINTABLE

The Ventmann ART frameless grill provides an ideal
solution for fireplaces, ventilation systems and inspection
hatches that seamlessly match classical, high-spec
interiors. With size, design, and colour all customisable,
these Gypsum grills offer versatility, style and quality.

The inside of these frameless grills is composed of
precision laser-cut metal, and the exterior is formed from
our special gypsum composite and secured by industrial
grade magnets. Using these magnets ensures there are
no visible locks or handles, but the grill remains easy to
open. This ensures a completely frameless finish to
seamlessly integrate with your design.

The Ventmann ART frameless grill:
- comesinwhiteas standard,
- andisavailablein 3 differentstyles.

Alternatively, you can also customise the grill to suit your
needs exactly:

« itcanbe producedtoyour own custom-designed style,

- anditcan be made in the colour you require to match
your interior.

The grill has a range of potential functionalities. Firstly, itis
an ideal option for interior fireplaces and woodburner,
providing elegance and character to complement these
standout features. Secondly, it provides a stylish option
for air vents, especially in classically designed interior
spaces. Thirdly, the ART frameless grill can be used as a
discrete and aesthetically-pleasing service door or
inspection hatch.

Because all custom designs are laser cut, you can choose
precisely the amount of permeability you want from your
ART grill. For vents, you can select a high level of
permeability. Meanwhile, for service doors and hatches
the grill can be virtuallyimpermeable.

All our grills are produced using our first-of-its-kind
gypsum composite for unrivalled quality. The special
formula we use for our gypsum composite ensures it
absorbs water well - this means the plaster for the joint
sticks well and will not crack later. It can be sanded to a
smooth finish, and painted to fit seamlessly with the rest
ofyourinterior.

Ventmann - your choice of air elegance.

Installation: Download a digital
video instructions version of the catalog

@ YouTube Download
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FRAMELESS GRILLS
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DIFFERENT DESIGN STYLES
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X
% Art grills dimensions
SIZE X Y
F LN S 200 100
M 300 200
L 400 300

X+52
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ART 1 ART 3 ART 6
Order code example: Order code example: Order code example:

ART1TMW ART3 MW ART6 MW

Design  Size Color Design  Size Color Design  Size Color




These high-spec grills are a
great choice for any fireplace,
ventilation system or service
door in interiors with classical
or modern designs. They
feature a frameless finish
thanks to our unique gypsum

composite frame and the use
of industrial grade magnets for

locking. The grill is available in 3 Art grills effective area -Ak (m2)
styles, or the pattern can be SIZE \ DESIGN ART 1 ART 3 ART 6
custom-designed. S 0,00756 0,01267 0,00907
M 0,02270 0,03808 0,02790
L 0,04445 0,07606 0,05614
ART GRILLES PLENUM BOX 22
(OPTIONAL) I
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SIZE X y L W H D1 D2
S 200 100 272 172 165 100 125 N
M 300 200 372 272 200 125 160
L 400 472 240 200
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Visit our WEB page
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