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WARD POWER LIMITED

Ward Power Limited is a Sheffield-born manufacturer with 70 years
of British engineering excellence. It all started when Thomas W
Ward started delivering coal in a hand cart around Sheffield to
building our first generating sets in 1956, we've been solving power

challenges with ingenuity and determination for decades

The company specializes in the design and manufacture of
bespoke diesel generators across a wide kVA range, alongside
natural gas generators, bunded fuel tanks, and control and power
panels. Wardpower also delivers integrated solutions including
solar PV systems, supported by in-house testing, installation,

commissioning, and aftersales service.

BUILT IN
SHEFFIELD,
PROVEN
WORLDWIDE

From Lizzie the elephant pulling
wagons during WWI (when our horses
went to the Western Front) to powering
the UK's critical infrastructure today.
Wardpower products are engineered

with a focus on durability, ease of

service, and dependable performance,
Our core mission is to support the European rental sector with a making them the natural choice for
broad range of compliant, high-performance power solutions demanding rental fleet environments

designed for the demanding operational environments of hire fleets. where reliability means revenue.

British Engineering | Global Ambition.

ENGINEERED  coiE

ENGINES ALTERNATORS CONTROL SYSTEMS

Yanmar (Japan) Mecc Alte (ltaly/UK) Deep Sea Electronics (UK)

for compact urban applications V-Type alternators industry-standard controllers

and JCB (UK) engineered specifically for that every rental technician

for workhorse performance the demanding recognises.

(both Stage V compliant.) rental environment.

BUILDER'S
PROFILE

Constructionline }
Gold Member




Rental fleets across the UK and Europe are adapting to tighter emissions

regulations, Low Emission Zones, and increasing expectations around

W H Y environmental compliance.
R E NT n L Stage V requirements have become a defining factor in fleet renewal, while

extended global lead times have made access to compliant equipment

POWE R I S increasingly challenging.

Wardpower addresses this shift by offering UK-built, Stage V-ready diesel

C HAN G I N G generators designed for hire fleets that require regulatory confidence,

dependable performance, and practical availability.

Reliable Power, Engineered for Rental Excellence
Built to Survive the Hire Fleet

FORTRESS ENVIRONMENTAL ROBUST BUILT FOR

ENCLOSURE - PROTECTION . CONNECTIVITY . HANDLING

Heavy-duty Zintec steel with 110% fully bunded base prevents Hard-wearing external socket box, Forklift pockets and central liting eye
powder-coat finish, passing environmental spills and eliminates 3-way fuel valve for bulk tank designed to withstand the rough
1000-hour salt spray testing for regulatory fines, meeting all EU connection, and easy-access busbar handling typical in busy rental yards.
coastal and harsh environments. environmental standards. chamber for quick setup. :

Trusted Components for Rental Applications

Wardpower generators are built simplified servicing, and PROVEN COMPONENT SELECTION
using globally recognised consistent performance across GLOBALLY RECOGNISED TECHNOLOGY
engines, alternators, and control varied hire conditions.

systems selected for reliability, Advanced control systems HElGREDFOR RENTALRELIABILITY
availability, and long-term provide comprehensive

service support. protection and monitoring

The use of established capability, supporting

component brands supports dependable operation and

confidence for rental operators, efficient fleet management.
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6 kVA

Diesel Generator

powered by

COMPACT, PORTABLE DIESEL UNIT
SILENT OPERATION

HIGH FUEL EFFICIENCY

EASY MAINTENANCE

BUNDED FUEL TANK

WHEEL-MOUNTED FOR EASY HANDLING

IDEAL FOR LIGHT-DUTY RENTAL AND MOBILE USE

WP-YN6PXD

Genset

Generator Output Rating
Voltage

Frequency

Power factor

Phase

Genset Model

Type

Enclosure Details
Material Of Construction
Acoustic Material
Surface Finish

Sound level (75% load)
Tank Capacity

Tank Location

Silencer Location

Diesel Engine

Brand

Model

Engine Power (Prime / Stand-by)
No. of Cylinders / Alignment
Fuel

Speed

Bore

Stroke

Displacement
Compression Ratio
Aspiration

Fuel System

Cold Starting Aid*
Starting Motor

Battery Type

Quantity

Capacity per Battery
Emission std

Governor

Alternator

Brand

Model

Number of Poles
Number of Bearings
Insulation

IP Rating

Rated Speed

Voltage regulation
Telephone Influence Factor (TIF)
Effy @ 0.8 pf & 100 /75/50/25 % load
Fuel Consumption
100% load

75% load

50% load

Density of diesel
Cooling System
Method of cooling
Cooling medium
Lubrication Oil System
Sump Capacity

Qil consumption

Panel

Type

Controller

Controller Model
Switchgear

Socket config. 110 V:

230 V:
Dimension & Weight
Diesel Generator Set:
Length x Width x Height
DG set weight (dry)

Notes:

6 kVA / 4.8 kW
230V

50 Hz

0.8 pf (lag)
1ph
WP-YN6PXD
Silent

CRCA

Foam

Powder Coating, RAL 2002
68dBA @ 7m (Approx)

25 Ltrs

Bunded Base Mounted
Inside Enclosure

Yanmar
L100Vv

5.7 kWm
1/ In-line
Diesel

3000 RPM
78 mm

67 mm
04L

17:01

TC

Direct

For site conditions < -5degC
12V / 1kW
Lead Acid

1

12V-45Ah
Stage V
Mechanical

Meccalte
S20W 95
2

Single
Class H
IP-23
3000 rpm
+/-1%
<50
88.6%

1.2 LPH
0.8 LPH
LPH

0.84 kg/Itr

Air cooled
Air

16L
0.1 % of Fuel Consumption

Auto start
Deep Sea
DSE 3110
ABB 25A MCB

2x16 A, 1x32 A
1x16 A, 1x32 A

960 x 580 x 815 mm (Approx)

209 kg(Approx)

1. For Silent DG set please consider 100mm extra length for shipment
2. The picture above is for illustrative purposes only




WP-YN40PXD (40 kVA)

Genset

Generator Output Rating
Voltage

Frequency

Power factor

Phase

Genset Model

Type

Enclosure Details
Material Of Construction
Acoustic Material
Surface Finish

Sound level (75% load)
Tank Capacity

Tank Location

Silencer Location

Diesel Engine

Brand

Model

Engine Power (Prime / Stand-by)
No. of Cylinders / Alignment
Fuel

Speed

Bore

Stroke

Displacement
Compression Ratio
Aspiration

Fuel System

Cold Starting Aid*
Starting Motor

Battery Type

Quantity

Capacity per Battery
Emission std

Governor

Alternator

Brand

Model

Number of Poles
Number of Bearings
Insulation

IP Rating

Rated Speed

Voltage regulation
Telephone Influence Factor (TIF)
Efficiency @ 0.8 pf & 100/75/50/25 % load
Fuel Consumption (Prime)
100% load

75% load

50% load

Density of diesel
Cooling System
Method of cooling
Cooling medium

Engine coolant Capacity
Lubrication Oil System
Sump Capacity

Oil consumption

Panel

Type

Controller

Controller Model
Switchgear

Socket config. 230 V:
400 V:

Dimension & Weight

Diesel Generator Set Length x Width x Height
DG set weight (dry)

Condition Monitoring

40 kVA / 32 kW
400V

50 Hz

0.8

3 ph
WP-YN4OPXD
Silent

Galvanised steel, 275 gsm
Foam

Powder Coating, RAL 5012
75dBA @ 7m (Approx)
190 Ltrs

Bunded Base Mounted
Inside Enclosure

Yanmar
4TNVI8CT
43.4 kW
4 /[ In-line
Diesel
1500 rpm
98 mm
110 mm
33L
17:01

TE

Direct

For site conditions < -5 degC

12v /2.3 kW
Lead Acid

1

12V-100Ah
Stage V
Electronic

Meccalte
ECP322S 4V
4

1

Class H
1P-23

1500 rpm
+/-1%

<50

88.6%

7.1LPH
5.4 LPH

4 LPH
0.84 kg/Itr

Radiator
Coolant
6.5L

109L
0.1 % of Fuel Consumption

Auto start

Deep Sea

DSE 7320/ 7420
ABB 63A MCCB

3x32A
1x32A

2100 x 1000 x 1615 mm (Approx)

1120 kg (Approx)
Optional Extra

Ward Power Ltd t/a Wardpower reserves the right to change any design / specification
without prior notice as a part of continuous improvement process.
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ENGINEERED ACOUSTIC ENCLOSURE
FOR LOW-NOISE, SILENT PERFORMANCE.

WEATHERPROOF ENCLOSURE MADE OF
HEAVY DUTY GALVANISED STEEL WITH
POWDER COAT FINISH.

CENTRAL LIFT POINT, DRAG PIPE AND
FORKLIFT POCKETS FOR EASE OF TRANSPORT.

3 WAY FUEL VALVE FOR - LITRE BULK TANK
CONNECTION, AND EASY ACCESS BUSBAR
CHAMBER FOR QUICK SETUP.

SUITABLE FOR REGULATED AND
CITY ENVIRONMENTS.
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WP-JC60PXD WP-JC80PXD WP-JC100PXD WP-JC120PXD
(60 kVA) (80 kVA) (100 kVA) (120 kVA)
Genset
Generator Output Rating (Standby) 60 kVA / 48 kW 88 kVA / 70.4 kW 100 kVA / 80 kW 120 kVA / 96 kW
Voltage 400 V 400V 400V 400 V
Frequency 50 Hz 50 Hz 50 Hz 50 Hz
Power factor 0.8 pf (lag) 0.8 pf (lag) 0.8 pf (lag) 0.8 pf (lag)
Phase 3 ph 3 ph 3 ph 3 ph
Genset Model WP-JC60PXD WP-JC80PXD WP-JC100PXD WP-JC120PXD
Type Silent Silent Silent Silent

Enclosure Details

Material Of Construction

Galvanised steel, 275 gsm

Galvanised steel, 275 gsm

Galvanised steel, 275 gsm

Galvanised steel, 275 gsm

Acoustic Material

Foam

Foam

Foam

Foam

Surface Finish

Powder Coating, RAL 5012

Powder Coating, RAL 5012

Powder Coating, RAL 5012

Powder Coating, RAL 5012

Sound level (75% load)
Tank Capacity

75dBA @ 7m (Approx)
310 Ltrs

75dBA @ 7m (Approx)
310 Ltrs

75dBA @ 7m (Approx)
310 Ltrs

75dBA @ 7m (Approx)
310 Ltrs

Tank Location

Bunded Base Mounted

Bunded Base Mounted

Bunded Base Mounted

Bunded Base Mounted

Silencer Location

Diesel Engine

Inside Enclosure

Inside Enclosure

Inside Enclosure

Inside Enclosure

Brand JCB JCB JcB JCB
Model 430TA5-55 448TA5-81 448TA5-112 448TA5-129
Engine Power (Prime / Stand-by) 53 kW 77 kW 90 kW 104 kW
No. of Cylinders / Alignment 4/ In-line 4/ In-line 4/ In-line 4/ In-line
Fuel Diesel Diesel Diesel Diesel
Speed 1500 rpm 1500 rpm 1500 rpm 1500 rpm
Bore 92 MM 106 mm 106 mm 106 mm
Stroke 112 mm 135 mm 135 mm 135 mm
Displacement 291L 4.7L 4.7 L 4.7L
Compression Ratio 17:01 17:01 17:01 17:01
Aspiration TCAE TCAE TCAE TCAE
Fuel System Direct Direct Direct Direct
Cold Starting Aid* For site conditions < -5 degC For site conditions < -5 degC For site conditions < -5 degC For site conditions < -5 degC
Starting Motor 12V /4.2 kW 12V /4.2 kW 12V /4.2 kw 12V /4.2 kW
Battery Type Lead Acid Lead Acid Lead Acid Lead Acid
Quantity 1 1 1 1
Capacity per Battery 12V-150Ah 12V-150Ah 12V-150Ah 12V-150Ah
Emissionrstd Stage V VStage \% Stage V Stage V
Governor Electronic Electronic Electronic Electronic
Alternator
Brand Meccalte Meccalte Meccalte Meccalte
Model ECP322M 4V ECP341S 4V ECP342S 4V ECP341M 4V
Number of Poles 4 4 4 4
Number of Bearings 1 1 1 1
Insulation Class H Class H Class H Class H
IP Rating IP-23 IP-23 IP-23 IP-23
Rated Speed 1500 rpm 1500 rpm 1500 rpm 1500 rpm
Voltage regulation +/-1% +/-1% +/-1% +/-1%
Telephone Influence Factor (TIF) <50 <50 <50 <50
igﬁ;/'sgjzo@;)zg‘;ﬁ’;a&d 91.8% 90.2% 90.2% 91.8%
Fuel Consumption
100% load 13.5LPH 17.5 LPH 21.5LPH 24 LPH
75% load 12 LPH 13 LPH 15.5 LPH 18 LPH
50% load 9 LPH 9 LPH 11 LPH 12 LPH
Density of diesel 0.84 kg/Itr 0.84 kg/Itr 0.84 kg/Itr 0.84 kg/Itr
Cooling System
Method of cooling Radiator Radiator Radiator Radiator
Cooling medium Coolant Coolant Coolant Coolant
Engine coolant Capacity 14 L 8L 18 L 181L
Lubrication Oil System
Sump Capacity 14L 14L 14 L 14L
Qil consumption 0.1 % of Fuel Consumption 0.1 % of Fuel Consumption 0.1 % of Fuel Consumption 0.1 % of Fuel Consumption
Panel
Type Auto start Auto start Auto start Auto start
Controller Model DSE 7320/ 7420 DSE 7320/ 7420 DSE 7320/ 7420 DSE 7320/ 7420
Switchgear ABB 100A MCCB ABB 125A MCCB ABB 160A MCCB ABB 200A MCCB
Socket Config. 230 V 3x32A 3x32A 3x32A 3x32A

400 V 2x32A 1x63A 1x32A,1x63A 1x63A,1x125A
Dimension & Weight
Diesel Generator Set 2900 x 1100 x 2070 mm 2900 x 1100 x 2070 mm 2900 x 1100 x 2070 mm 2900 x 1100 x 2070 mm
Length x Width x Height (Approx) (Approx) (Approx) (Approx)
DG set weight (dry) 1900 kg 2000 kg 2100 kg 2200 kg

Condition Monitoring

Optional Extra

Optional Extra

Optional Extra

Optional Extra



Powering
the Future
of Rental eiEgmaE

Wardpower systems are trusted by

clients across critical sectors
FROM HAND CART
including National Grid, Scottish TO HIGH TECH
Power, IBM, Vodafone, NHS 1878: C) Thomas W Ward starts with
hospitals, Yorkshire Water, utilities, ’ a coal hand cart in Sheffield
telecommunications, healthcare,
When our horses went to WWI,
airports, and data centres. 1916: () Lizzie the elephant pulled wagons
1942: () Recovery work on the
ENGINEERING AND MANUFACTURING CAPABILITIES ’ Admiral Graf Spee battleship
Bespoke diesel generator manufacturing
First generating sets
Turnkey installation = <> built at Albion Works
Battery Energy Storage Systems (BESS)
. WARDPOWER
Solar projects -
e 1974: () Brand established
Natural gas generators
Light towers ] Management buyout creates
@ S 1987: <> today's focused business
ommissioning
Spare parts and services 2018: () Power Engineering India Pvt Ltd
Exports to 72 countries worldwide : acquires Sheffield-based manufacturer,
Ward Power Ltd.
Stage V innovation for the
2026: <> future of rental power
Still Sheffield.
Still engineering excellence.
Still solving problems of customers.

WARDPOWER

Ward Power Limited

Wardpower Works, Tel: +44 114 273 8855

Wicker Lane, Web: www.wardpower.co.uk
Sheffieldd, S3 8HQ, Email: sales@wardpower.co.uk

United Kingdom 0@@

British Engineering. Global Standards. Your Competitive Edge.
WARDPOWER | Sheffield's Power Generation Specialists Since the Victorian Era
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