
ONE-STOP PPE SUPPLY CHAIN

CATALOGUE



Safetree Industry Tech Co.,Ltd was established in 2010, specialized in 
personal protection equipment and construction tools. With independent 
brand SAFETREE, most of our products comply with EU CE standards, 
and some of them are ANSI and AS/NZS certified. Our products are 
exported to all over the world and well praised by users.We provide 
quality products to Fortune 500 enterprises to help them save 
purchasing costs. Moreover, we are the registered supplier for the 
United Nation (registration number:400067) who has provided a large 
number of high quality and good reliability products over the years.
SAFETREE will provide one-stop supply chain service with high quality 
products to help you win the business and become your best partner in 
China.
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PHLAHT04

Material: ABS
Size: Universal 52-63cm 
6 point textile harness ratchet suspension 
with Y type sliding locking chin strap
Color: Red,Yellow,White,Blue,Orange...etc
Vented/Unvented Optional

Safety helmet

PHLAHA01 Helmet

PHLAPV01 Visor

ANSI Z 89.1-2014 Type I 
                Class E, G & C
EN 397: 2012 LD -30 ℃
EN 50365: 2002 
AS/NZS 1801: 1997 
EN 166:2002 1 F

ANSI Z 89.1-2014 Type I 
                            Class E
EN 397: 2012

Material: ABS
Size: Universal 52-63cm 
6 point textile harness ratchet suspension 
with chin strap
Color: Red,Yellow,White,Blue,Orange...etc
Vented/Unvented

Safety helmet

Option: ① PC hard visor
              ② EPS Foam pad
         

Option: ① Y type chin strap
              

Material: ABS 
Universal Size 52-63cm
4 Point Plastic Suspension 
With Ratchet Wheel
Color: Red,Yellow,White,Blue,Orange...etc
Unvented

Safety helmet

EN 397:2012+A1:2012
ANSI Z 89.1-2014 Type I 
                            Class C

Material: HDPE Hard Plastic 
Size 52-63cm
6 Point Textile Suspension 
with Ratchet Wheel 
Color: Red,Yellow,White,Blue,Orange...etc
Full Brim Design

Safety helmet

ANSI Z 89.1-2014 Type I 
                            Class C
EN 397: 2012 + A:2012

EN 397:2012+A1:2012

ABS Hard Plastic with PC glass
Size52-63cm 
6 Point Textile Suspension 
with Ratchet Wheel 
Vented
Color: Light blue, Grey

Safety helmet

PHLA410Y PHLAC022

PHLPFB02

EN 12492:2012-02

ABS Hard Plastic with EPS Foam Inside
Size52-63cm 
6 Point Textile Suspension 
with Ratchet Wheel 
Vented
Color: Light blue, Grey

Climbing helmet

PHLAC099
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PP shell + EPS foam+ comfort lining pads
Vents: 10,Universal Size 52-62cm
plastic injection technique With flexible 
adjustment,nylon chin strap and ITW buckle,
silver mesh ventilation system, PU leather chin strap. 
two slots for mounting hearing protection. four clips for 
hold the headlight

Sport helmet

PWLH0001

PHLAUM02 Helmet

PHLP220G Visor

EN 397: 2012+A1:2012
EN 12492:2012 EN 812:2012

100%Cotton
Outer Shell ABS 
Inner Shell with EVA Pad 
Back Adjustable Band

Safety bump cap

Material:ABS
Li Battery:5200Ma
Lamp cup: 46mm
IP67 waterproof
Two speed adjustment, range of 300m, with charger

Working time: 
16 hours strong light, 32 hours normal light

Mining lamp

Material:
Aramid fiber lanjing blend fabric,
Fire redardant 
200g/m2, knitted

Balaclava hood

EN13911:2017 
NFPA2112:2012

Material:ABS
Li Battery:5200Ma
Lamp cup: 46mm
IP67 waterproof
Two speed adjustment, range of 300m, with charger

Working time: 
16 hours strong light, 32 hours normal light

Mining lamp

Material:Premium Cowhide split leather 
Size:44*50cm

Welder leather hood

EN 11611:2007

PHLAMP02

PHLBC001 Black

PHLBC002 Green

PHLBC003 Orange

PHLAHD01 Holder

PHLAMP01 Lamp

Steel
Lamp holder

PHLHG01W White

PHLHG01B Black
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Headgear: ABS+Ratchet Wheel 
Lens:PC W/O Aluminum brim 
Visor Size:8"x15-1/2"

Face shield

PRAF1000

EN 166:2002
ANSI Z 87.1-2015 
CSA Z94.3-07

EN 1731:2006
ANSI Z 87.1-2015

Welding mask

EN13911:2017 
ANSI Z87.1

Ratchet Wheel Suspension 
Liquid Crystal,UV/IR Filter
Solar,Arc Sensor,Lithium battery

Welding mask

Easy Operation，
Curved3D Feature
Highimpact Resistance
Infinite Adjustment, Weld/Grind Easy Switch
Wide Application,Applicable with PAPR，
Patented Headgear

Respiratory Welding Helmet

PFSAMS03 Headgear

PFSAMS04 Holder

PFSAPC01 Headgear

PFSAPC02 Holder

Visor holder: Aluminum 
Lens:PC W/O Aluminum brim 
Visor Size:8"x15-1/2"

Helmet shield

Headgear: ABS+Ratchet Wheel 
Lens:Wire mesh 
Visor Size:8"x15-1/2"

Face shield

Visor holder: Aluminum 
Lens:Wire mesh 
Visor Size:8"x15-1/2"

Helmet shield

PFSAPD08

EN 166:2002
ANSI Z 87.1-2015 
CSA Z94.3-07

Headgear: ABS 
Lens:PC W/O plastic brim 
Visor Size:8"x15-1/2"

Helmet shield

PWMX250F Headgear

PWMPPA03 For helmet

EN 166:2002 
EN 379-2003+A1-2009
EN 175-1997

PWGX980S

Headgear:ABS+Ratchet Wheel
Lens:Hard PC

Face shield

PFSAHV01 Clear

PFSAHV03 Green
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Lens:PC
Frame/Arms:PC/Nylon
Anti-scratch

Safety glasses

PSGPC01F Clear

PSGPC01S Smoke

EN 166:2002 
ANSI Z 87.1-2015

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC
Frame/Arms:PC
Anti-scratch

Safety glasses

EN 11611:2007
ANSI Z 87.1-2015

PSGPC05R Clear

PSGPC05S Smoke

PSGPC07F Clear

PSGPC07S Smoke

PSGPC07G Green

Lens:PC
Frame/Arms:PC
Arms :Clear/Grey/Yellow/Blue etc
Anti-scratch

Safety glasses

PSGPC02N

PSGPC03N Clear

PSGPC03S Smoke

EN 166:2002 
ANSI Z 87.1-2015
AS/NZS 1337.1: 2010

Lens:PC
Frame/Arms:PC
Soft rubber on legs color:Orange/Black/Blue
Anti-scratch/Anti-fog

Safety glasses

PSGPC04R Clear

PSGPC04S Smoke

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC
Frame/Arms:PC
Soft rubber on legs color:Orange/Black/Blue
Anti-scratch/Anti-fog

Safety glasses

EN 166:2002 
ANSI Z 87.1-2015

PSGPC06R Clear

PSGPC06S Smoke

Lens:PC
Frame/Arms:PC
Soft rubber on legs color:Orange/Black/Blue
Anti-scratch/Anti-fog

Safety glasses

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC
Frame/Arms:Nylon
Anti-scratch/Anti-fog

Safety glasses

EN 166:2002 
ANSI Z 87.1-2015

PSGPC08C Clear

PSGPC08S Smoke

Lens:PC
Frame/Arms:Nylon
With cords
Anti-scratch/Anti-fog

Safety glasses
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Lens:PC
Frame/Arms:Nylon
Anti-fog

Safety glasses

PSGPC09F Clear

PSGPC09S Smoke

EN 166:2002 
ANSI Z 87.1-2015

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC
Frame/Arms:PC
Anti-fog

Safety glasses

EN 166:2002
EN 169:2002
ANSI Z 87.1-2015

PSGPC13G Air hole

PSGPC14G No hole

Lens:PC
Frame/Arms:Nylon
Arms :Clear/Grey/Yellow/Blue etc
Anti-fog

Safety glasses

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC
Frame/Arms:PC   Elastic:Polyester
EVA Foam lined 
Anti-Fog

Safety glasses

PSGPC12C Clear

PSGPC12S Smoke

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC 2.0mm
Frame/Arms:PVC
Elastice Tape Material:polyester
Anti-fog

Safety goggles

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC 2.0mm
Frame:PVC/PC
Elastic:Polyester
Anti-fog

Safety goggles

EN 166:2002 
ANSI Z 87.1-2015

Lens:PC 2.0mm
Frame:PVC
Elastic:Polyester
Anti-fog

Safety goggles

EN 166:2002 
ANSI Z 87.1-2015

PSGPC15W Flat

PSGPC16W Flip

Lens:PC
Frame/Arms:ABS
IR(infrared ray) 3.0
Anti-fog

Welder goggles

PSGPC10F Clear

PSGPC10S Smoke

PSGPC11F Clear

PSGPC11S Smoke

PSGPC11R Red

PSGPC14H

PSGPC12G



● Material : Stainless Steel 304 
● Surface finishing : fine-polished / glossy epoxy coated
● Assembling feature : the“Union”allows easier pipe connection and disconnection
● Usage : drenching body and rinsing faces / eyes can be operated separately or simultaneously
● Shower & eye wash switch : SS304 ball valve
● Shower head : spinning-formed with curled rim, diameter 250 mm
● Pipe diameter : 38 mm
● Nominal pressure : 1.0 Mpa
● Working pressure : 0.2~0.4 Mpa
● Testing pressure : 1.5 Mpa
● Temperature requirement on working environment : 0°C~40°C
● Flow rate of body shower : ≥76 L/min
● Flow rate of eye/face wash : ≥11.4 L/min
● Flow rate of eye wash : ≥1.5 L/min
● Eyewash bowl features : 300 mm in diameter, vertical bowl-wall design, allows better water 
 collecting and anti-splashing
● Dust cover feature : integrated with the spray head ( not connected by chain )
● Spray head feature : patented design, each spray head equips with one water-flow control valve 
● Inlet thread : Rp1",female
● Outlet thread : Rp1" ,female
● Inlet height ( from above the floor ) : 1186 mm
● Outlet height ( from above the floor ) : 86 mm
● Distance between spray heads : 170 mm
● Water pattern coverage : at the height of 1524 mm above floor, the water 
 pattern covers a circular area of at least 510 mm in diameter
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Eye/face wash and shower 
combination stations

Vertical emergency eye wash

● Material of eye wash : PE
● Color: Yellow / Light Green/ Green
● Features: No installation , 
 no restrictions on the use environment
● Volume: 20 gallons (75 L)
● Water usage temperature : 0°C~40°C
● Usage time : ≥15 minutes
● Flow rate of eye wash: ≥ 1.5 L/min
● Dimensions : L / W / H : 550*480*650 mm

Portable eye/face wash

PLUM4801 Blue

PLUM4604 Green

Eyewash  500ml

PWJH1207

PWJH0858

● Materials:SS304
● Surface finishing:Sanbed
● Function:eye and face washing
● Switching ball valve: two-piece ball valve
● Pipe diameter: 42mm
● Nominal pressure: 1.0Mpa
● Working pressure: 0.2~0.4Mpa
● Test pressure: 1.5Mpa
● Working environment temperature: 0°C~40°C
● Eye wash/face wash water flow: ≥11.4 L/min
● Flow of eye wash: ≥1.5 L/min
● Eye wash bowl: 300mm straight edge design, gather water, prevent splash
● Dust cover: integrated design of main body, not easy to lose
● Inner size:Rc3/4” female
● Outlet size:Rc1-1/4” female
● Inlet height: 950mm
● Outlet height: 100mm

PWSYP313

Material : polyethylene (PE)
Function: shower + eye wash
Volume: 8L
Pressure gauge: clearly shows the pressure, 
at a glance
Pressure reducing valve: pressure controllable
Working pressure: 0.2 ~ 0.4Mpa
Usage time: ≥ 15min
Water usage temperature: 0°C~ 40°C

Eye washing station

PWJH0985

PLUM4801：PH Neutral:4.9% sterile phosphate buffer for a rapid and effective neutralising of acids and alkad li. Documented 
safety and effect .The fluid neutraliscs acids  and alkali fast and with no danger for the eye.

PLUM4604: Eye wash 0.9%sterile sodium chloride solution corresponding the eye’s natural fluid Suitable for dust,dirt,foreign 
bodies,other chemicals and  for the continuous rinsing after PH Neutral
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PU Foam
SNR:34 dB

Ear plug

PEPP85N1 No string

PEPP85C1 String

EN 352-2:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-2:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

PEPS95N1 Green

PEPS96C1 Pink

EN 352-2:2003
ANSI S3.19-1974 
AS/NZS 1270:2002

Material:PU+Metal Detectable 
Silicone String 65cm
Size:13*24mm/12.5*31.5mm
SNR:33dB
Time of springback: 45-60s

PU Ear Plug Metal Detectable

PEPP85A3 Column

PEPP95A4 Tree

EN 352-2:2003
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-2:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-2:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-2:2020
ANSI S3.19-1974 
AS/NZS 1270:200

PEPBOX1T White

PEPBOX2G Light B

PEPBOX3B Blue

Material:PP

Earplug box

PEPS95C2 Yellow

PEPS95B3 Orange

PEPP75C2

PEPP85TP

Material:Silicon+PVC 
SNR:29dB

Ear plug

Material:Silicon+string 
SNR:29dB

Ear plug

Material:PU foam+string 
SNR:32dB

Ear plug

Material:Sillcon / PU foam 
SNR:29dB

Ear plug

ABS plastic
With 500 pairs earplugs 
PU Foam
SNR:32 dB

Earplug dispenser

PEPP86C1 Yellow

PEPP86C2 Orange
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Material:ABS shell 
PVC covered cushion
Hard acoustic foam
SNR:29db

Ear muff

EN 352-1:2020
ANSI S3.19-1974
AS/NZS 1270:2002 

EN 352-1:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-1:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-1:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-1:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-1:2020
EN 352-4:2020
EN 352-8:2020
ANSI S3.19-1974 
AS/NZS 1270:2002

EN 352-1:2020
ANSI S3.19-1974 
AS/NZS 1270:200

PEMA502C

PEMA005H

PEMA002F

Material:ABS shell 
PVC covered cushion
Hard acoustic foam
SNR:32dB

Ear muff

PEMA001C

PEMA003S PEMA004P

Material:ABS shell 
PVC covered cushion
Hard acoustic foam
SNR:34dB

Ear muff

Material:ABS shell 
PVC covered cushion
Hard acoustic foam
SNR:33dB

Ear muff

PEMA901M

Material:ABS shell 
PVC covered cushion
Hard acoustic foam
SNR:31dB

Ear muff SNR:29dB

Electronic Earmuff

Bluetooth Version Bluetooth 5.0 Static current 20uA

Support protocols
HFP 1.7.HSP 1.2.A2DP 
1.3.AVRCP 1.6.SPP 1.2 
and PBAP 1.0

spaaker fracugncy response20Hz~20KHz

Transmissiondistance >10meters spesser ingexlance 32±3Ω
Tiansiniuingpower 6dbm 6dbm Storage temperature -10-55℃

Call life >30 hours Working temperature 0-40℃

Charging time 3.5 hours Working humidity <80%

PEMA006H

Material:ABS shell 
PVC covered cushion
Hard acoustic foam
SNR:30dB

For Helmets

Ear muff
Material:ABS shell 
PVC covered cushion
Hard acoustic foam
SNR:30dB

For Helmets

Ear muff

EN 352-1:2020
ANSI S3.19-1974 
AS/NZS 1270:200
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Material:Non-Woven Cloth
Without valves

Dust mask

PDMP101N FFP1

PDMP201N FFP2

EN 149:2001+A1:2009
AS/NZS 1716:2012

EN 149:2001+A1:2009
AS/NZS 1716:2012

EN 149:2001+A1:2009
AS/NZS 1716:2012

PDMP401N FFP2

PDMP401V Valved FFP2

PDMP403V Valved FFP3

EN 149:2001+A1:2009

EN 149:2001+A1:2009
EN 149:2001+A1:2009
AS/NZS 1716:2012

NIOSH N95

PDMN95FN

PDMP301V

Material:Non-Woven Cloth
Without valves
NIOSH N95

N95 Dust mask

PDMP101V FFP1

PDMP201V FFP2

Material:Non-Woven Cloth
With valves

Dust mask

Material:Non-Woven Cloth
With valves
FFP3

FFP3 Dust mask
Material:Non-Woven Cloth
With/Without valves
FFP2/FFP3

Dust mask

PDMP501N FFP2

PDMP501V Valved FFP2

PDMP503V Valved FFP3

Material:Non-Woven Cloth
With/Without valves
FFP2/FFP3

Dust mask

PDMN95NN N95

PDMN95NV Valved N95

Material:Non-Woven Cloth
With/Without valves
NIOSH N95

N95 Dust mask

PDM201NC FFP2

PDM201VC Valved FFP2

PDM203VC Valved FFP3

Material:Non-Woven Cloth
With/Without valves
FFP2/FFP3
Active Carbon

Dust mask

NIOSH N95
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Material:Non-Woven Cloth
With/Without valves
NIOSH N95

Dust mask

NIOSH N95
EN 14683:2019 

EN 136:1998
AS/NZS 1716:2012

PDMN95CN N95

PDMN95CV Valved N95

EN 140:1998
AS/NZS 1716:2012

EN 14387: 2004+A1: 2008
AS/NZS 1716:2012

EN 143:2000+A1:2006
AS/NZS 1716:2012

PDMF03NV

P3R OV: Against Organic gas and Vapors
P3R AG/OV:Against Acid gas and Oraganic gas and Vapors
Compatible: 680A / 750P / 603R Mask

Gas Filter P3R

Disposable Face Mask
3 Layers
50 PCS/Box

Medical mask

Food level silicones 
Soft and flexible Anti-scratchoutside
Anti-fog inside

Full face mask
Silicones/TPR rubber 
Comfortable and durable 
Dual head strap for optimum fitness 

Half face mask

PFFM750P Sillicone

PFFM603R TPR

P3R AG/OV:Against Acid gas and Oraganic gas and Vapors
Compatible: 680A / 750P / 603R Mask

Gas Filter P3R

PFMC0701 A1

PFMC0702 A1E1

PFMC0703 ABEK1

Compatible:
680A / 750P / 603R Mask

Gas filter

PFFM680A

PDMF200V OV

PDMF20AG AG/OV

PDMFP3CV Cover

PDMF7N11 Perfilter 

PDMF510F Cover

EN 143:2000+A1:2006
AS/NZS 1716:2012

P2 Perfilter and Cover for 701/702/703 filter
Gas Perfilter P2

PDMF793C

EN 143:2000+A1:2006
AS/NZS 1716:2012
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Cow Split Leather Palm 
Poly/Cotton Back 
Cotton Lining
Size:10/11

Leather gloves

EN 388:2016
EN 21420:2019 

EN 388:2016
EN 21420:2019 

EN 388:2016
EN 21420:2019 

EN 388:2016
EN 21420:2019 

EN 388:2016
EN 21420:2019

PLG6003P

Cow Split Leather Reinforced Palm 
Poly/Cotton Back 
Cotton Lining
Size:10/11

Leather gloves

Funiture leather
Lining: cotton 
Full welted seam of the cuff
Rubberized Cuff, Reinforced Palm Lined
Size:10/11

Leather gloves

Pig grain leather gloves with candy back
Stripe cotton back
Size:10/11 

Leather gloves

Cow split leather+reflective cotton back
Lining: Cotton
Full welted seam of the cuff
Rubberized Cuff
Size:10/11

Leather gloves

PLG2001F

EN 388:2016
EN 21420:2019

PLG6002C

PLG4002C

PLG6005R PLG6004W

Cow split leather
Lining: warm wool 
Full welted seam of the cuff
Rubberized Cuff 
Size:10/11

Leather gloves

EN 388:2016
EN 21420:2019

Full grain cowhide leather palm+Split leather back
Size:10/11

Leather gloves

EN 388:2016
EN 21420:2019

PLG5001C PLG5003C

Premium full grain cowhide leather 
Size:10/11

Leather gloves
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Plastic 

Gloves clip

EN 388:2016
EN 21420:2019 

EN 388:2016
EN 21420:2019 

EN 388:2016
EN 21420:2019 

EN 388:2016
EN 21420:2019

Pig Skin Leather/Goatskin Leather
Size:10/11

Leather gloves

Cow leather
Lining HPPE anti-cut
Anti-Impact back
Size:10/11

Leather gloves

Composite leather Palm
Elastic Poly back
Anti-Impact back
Size:9/10/11 

Machinery gloves

HPPE Plam + Nitrile Coated
Resistance to blad cut:D
Anti-Impact Back
Size:9/10/11

Safety gloves

PLG4544B

EN 388:2016
EN 21420:2019

PGSGAT01

PLG4002B

PLGCP01N

Composite Leather Palm
Elastic Poly back
No Lining
Size:10/11

Machinery gloves

EN 388:2016   4X43F
EN 21420:2019

Three layer composited fabric 
TPR sewed on back, super grip,anti-abrasion,anti-cut,
anti-skip,anti-vibrati-vibration function
Resistance to blad cut:F
Size:9/10/11

Anti-Impact gloves

EN 388:2016   3342P
EN 21420:2019

PGLA0530 PGLA0524

Cowhide leather
Palm shock-proof design
Back uniquely designed with honeycomb anti-collision
Resistance to blad cut:B
Size:9/10/11

Anti-Impact gloves

PLG4004B Blue 

PLG4003B Orange

PLG4001C Pig leather

PLG3001C Goatskin
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EN 388:2016
EN 21420:2019 EN 388:2016    4442C

EN 21420:2019 

EN 388:2016
EN 21420:2019

Seamless Knitted Gloves（Aramid）
10gauges
Resistance to blad cut:D
Size:9/10/11

Anti-cutting gloves

Bamboo fiber knitted liner, anti-static, anti-stink and 
anti-microbial,Sandy nitrile palm,TPR to anti-impact. 
Velcro on the cuff 
Size:9/10 

Mining gloves

Seamless Knitted（Aramid/HPPE）
10gauges
Heat Resistant
Resistance to blad cut:D
Size:9/10/11

Anti-cutting gloves

PGLCRAR5

EN 388:2016
EN 21420:2019

PGLA0098

304 stainless steel
Reversible for left or right hand                                                                                                                                                          
Size:  XXS,  XS,  S,  M,  L,  XL, XXL

Steel gloves

EN 388:2016
EN 511:2016 
EN 21420:2019

PLGC001B

Full cowhide leather Palm
Lining Polycotton sponge
Length:46cm
+200 ℃ To -150 ℃ 

Anti-cold gloves

EN 388:2016  4241
EN 21420:2019

Seamless Knitted HPPE Linner
Nitrile Sandy Coated
Resistance to blad cut:C
Size:9/10/11

Anti-cutting gloves

PGLCRNR5

EN 388:2016  4443C
EN 21420:2019

PGLCRPU5

Seamless Knitted HPPE Linner
PU Coated
Resistance to blad cut:C
Size:9/10/11

Anti-cutting gloves

PGLAR045 Aramid 

PGLPE055 HPPE

PGLST5FL Long

PGLST5FS Short

EN 388:2016
EN 21420:2019

Seamless Knitted（Aramid/HPPE）
10gauges
Heat Resistant
Resistance to blad cut:D
Size:45cm

Anti-cutting sleeves

PSLCRAR5 Aramid 

PSLCRPE5 HPPE
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Goatskin palm+back Split cowhide sleeve
cowhide reinforced
No Lining
Size:10

Welding gloves

EN 388:2016
EN 407:2004 
EN 21420:2019

EN 388:2016
EN 407:2004 
EN 21420:2019 

EN 388:2016
EN 407:2004 
EN 21420:2019  

EN 11611:2007

EN 11611:2007

Cowhide split leather
Liner: Cottong
Size:10/11

Welding gloves

Cowhide split leather
Lining: cotton 
Reinforced Palm Lined
Size:10/11

Welding gloves

Cowhide split leather
Thickness:1-1.2mm 

Welding parts

Cow split leather
Thickness:1-1.2mm
Jacket + Pants
Size:L/XL/XXL

Welder set

EN 11611:2007

PWLC0001 PWLA0001

Cow split leather
Thickness:1-1.2mm
Size:60*90cm

Welder apron

EN 388:2016
EN 21420:2019

Insulating gloves cowhide leather 
protector gloves
32-33cm                           

Protector gloves

EN 60903:2014 
IEC 60903-2014

PLGJYW01

Latex    Size:36-40cm

Insulation gloves

PWG140AB 14’

PWG160AB 16’

PWG140CC 14’

PWG160CC 16’

PWG140PA 14’

PWG160PA 16’

PWLS0001 Sleeve

PWLL0001 Spat

✱ Without insulating gloves

PGIG2500 Class00

PGIG5000 Class 0

PGIG10KV Class 1

PGIG20KV Class 2

PGIG30KV Class 3

PGIG40KV Class 4
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Material:100% Nitrile
Thickness:15/22mi
Color:Green
Size:9/10/11

Nitrile industrial gloves

EN 388:2016
EN 374:2003
EN 21420:2019 

EN 388:2016
EN 374:2003
EN 21420:2019 

EN 388:2016
EN 374:2003
EN 21420:2019 

EN 388:2016  4121
EN 21420:2019 

EN 388:2016
EN 374:2003
EN 21420:2019

Adopting PVC&NBR coating with palm
sandy PVC finishing
Nylon lining   30cm
Size:8/9/10

Chemical gloves
PVC single dipped
Smooth finished fully coated
Interlock liner+Knit wrist
Size:8/9/10/11 

PVC gloves

PLG2001F PGLPVC26

PGLLTX33 PLGAC0227

EN 388:2016
EN 374:2003
EN 21420:2019 

EN 388:2016
EN 511:2016
EN 374:2003 
EN 21420:2019

PLGBTY70 PLGC003B

Fluorecent Orange PVC 
Foam Insulated Linning 
Sandy Finish,12" Open Cuff
Length:35cm       Cold-proof
Size:10/11

Cold-proof gloves

PVCNBR02 1/4

PVCNBR03 full

PGLNNR33 33cm

PGLNNR45 45cm

PGLPVC27 27cm

PGLPVC30 30cm

PGLPVC35 35cm

PGLPVC45 45cm

PGLPVC60 60cm

PVC single dipped,Smooth finish 
Size:9/10/11

PVC industrial gloves

Material:100% latex
Length:33-35cm
Size:9/10

Latex industrial gloves

EN 388:2016
EN 374:2003
EN 21420:2019 

Neoprene for high chemical resistance
Anti-slip, Pure cotton flock lining to absorb perspiration.
Acid&Alkali Resistant gloves
Length:33cm        
Lining: Flock
Size:8/9/10

Chemical gloves

Butyl gloves
Length:70cm
Size:9/10

Long Butyl Gloves


