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CENTRA™ 
GOLD

Centra™ Gold now with up to 13% more energy. 

KEY BENEFITS
•	The Centra™ Gold System is manufactured and delivered with precise control at a rate to 

enhance your productivity compared to traditional quarry blasting. 

•	Centra™ Gold is an energetic explosive with proven reliability in the most difficult 
blasting applications. 

•	The Centra™ Gold System provides fully coupled explosive charges to maximise blasting 
outcomes. 

•	The high on bench productivity of the Centra™ Gold System means faster delivery and 
turnaround of shots. 

•	OH&S issues around the handling and storage of packaged products are eliminated.		
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
To find out more about Centra™ Gold please contact your Orica representative or visit 
orica.com/centragold

 
You can increase  
fragmentation and  
dig rates 

 
Expand drill patterns,  
depending on your 
site’s operational 
objectives

With Centra™ Gold you can tailor density and blends to match your 
site’s unique geology

Its improved maximum in-hole density also means: 
 

CENTRA™
Gold for wet and dry 
conditions

PRODUCT TECHNICAL PROPERTIES 

Density 1.15-1.25 g/cm3

Minimum Blasthole Diameter 76 mm

Maximum Blasthole Depth 30 m

Maximum Charge Length 25 m

Typical VOD (km/s) 4.5-6.7 km/s

Relative Effective Energy

Relative Weight Strength 
Relative Bulk Strength

111-118 
160-184


