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MistCannon Integral

Vertical 
tilt: -20° 
to +45°

Oscillation through 340° 
with automatic operation

Total power: 
22 kW

Generator: 
45 kVA

Scan to find out more 
about the MistCannon 

Integral

Water tank: 10,000 litres

Length: 8.9 m Width: 2.67 m

Weight (unladen): 5,000 kg
Maximum throw 

range: 85 m

Water output from nozzle ring: 
35 litres/m @12bar

Run time: ~4.5 hours

Self-contained, mobile dust suppression unit 
for controlling large-scale dust emissions on 
sites where power and water are not close by.

•	Powerful, oscillating MistCannon
•	Up to 85m throw range
•	Up to 10,000 litre integrated water tank
•	On-board diesel/HVO generator
•	Heavy-duty, site-towable design

MistCannon Integral 85/10000

Height:
3.1 m



Model MistCannon Integral A40/5000 MistCannon Integral A50/5000 MistCannon Integral A60/5000 MistCannon Integral 85/10000
MistCannon
Nozzles 14 x (arranged in 2 x clusters) 45 x

Droplet size range 10 - 150 microns (mean 70 microns)

Water output (water saving) 20 - 40 litres per minute -

Water output (full operation) 40 - 60 litres per minute 50 litres per minute

Working water pressure 6 - 16 bar 10 - 20 bar

Fan motor 7.5 kW IP55 soft start 18.5 kW IP55 soft start 30 kW IP55 soft start 18.5 kW IP55

Fan airflow 8.82 m3/s 12.1 m3/s 21.7 m3/s 7.3 m3/s

Fan air pressure 493 Pa 1,290 Pa 800 Pa 1,430 Pa

Throw range (still conditions) 35 - 40 m 50 - 60 m 60 - 80 m 70 - 85 m

Vertical tilt (automated) -10° to +50° -20° to +45°

Oscillation - 3 point (automated) 330° rotation range with automatic oscillation in preset 15°, 30° or 60° arcs from any point across the rotation range -

Oscillation - variable (automated) Optional extra: 330° rotation range with automatic oscillation in fully variable arc settings from any point across the rotation range 340° rotation range with automatic oscillation

Noise level 92 - 102 dBA at 1 m 100 - 112 dBA at 1 m 97 - 107 dBA at 1 m 95 - 105 dBA at 1 m

Noise level with silencer Optional extra to achieve 84 - 98 dBA at 1 m Optional extra to achieve 93 - 106 dBA at 1 m Optional extra to achieve 90 - 102 dBA at 1 m -

Tank description Medium Density Polyethene tank with fill gauge, inspection hatch and manual drainage point

Capacity 5,000 litres 10,000 litres

Trailer Chassis
Description Coated steel; twin axle trailer with heavy duty wheels and off-road tyres; 1 x adjustable jockey leg; 2 x wheel chocks

Mechanical or hydraulic brakes Optional extra Provided as standard

Tow hitch Heavy duty ring hitch

Pump and Water System
Description 2.2 kW IP54 peripheral pump with ‘run dry’ protection 3.0 kW piston pump with ‘run dry’ protection

Filtration Removable, stainless steel, 500 micron filter Replaceable, wound polypropylene, 20 micron 
filter cartridge

Pressure monitoring Pressure gauge set to detect pump and filter pressures

System drainage Manual drain valves

Dosing pump for additives Optional extra

Misting kit Optional extra: high-pressure pump (70 bar working pressure) and fine misting nozzles with total 8 litres per minute water output -

Generator and Electrical Controls
Generator size 35 kVA 40 kVA 60 kVA 45 kVA

Fuel tank capacity and type 100 litres diesel (16.5 hours running) 100 litres diesel (13.5 hours running) 102 litres diesel (10 hours running) 270 litres diesel (32 hours running)

MistCannon controls Lockable, IP66 control panel with pump and fan on/off switch, automated tilt switch, automatic oscillation switch and emergency stop button

Remote control Optional extra: up to 100 m open range Up to 100 m open range

Dimensions and Weights

Dimensions (L x W x H) 6.2 m x 2.23 m x 3.15 m 8.9 m x 2.67 m x 3.1 m

Weight (without water) 2,850 kg 3,100 kg 3,750 kg 5,000 kg

E&OE. Corgin reserve the right to change specification details without prior notice.
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